
















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































SECTION 6000 

DABURN ELECTRONICS & CABLE CORP. 
WIRE· CABLE· TUBING· MIL/COMM • SWITCHES' ELECTRONIC HARDWARE 

SERVICE CORD - HEAVY DUTY UL APPROVED - TV POWER SUPPLY CORD 
UL APPROVED - CSA APPROVED Replacement of damaged or worn 

ou TV cord. 

~ Suitable for replacement on machinery, tools, refrigerators, elec­
tronic devices. 

DESCRIPTION: Six foot, 2 cond #18 
SP-l (POSJ) brown cord with 
molded male plug and TV molded 
connector on other end. DESCRIPTION: Two and three conductors, ~ 

stranded bare copper, serve, rubber insulation, 
filler, wrap, tough black rubber jacket overall. 
Molded plug one end, free end stripped and 
tinned - Hanked. . 

OABURN 
No. 

9-45 

Std. 
Pkg. 

Television Power Supply Cord 6 feet 25 

R G / U C OAXIA·-:=-L----'C-:'-'-A"'-B-L----'E:...:.=~--.:=---
VOLTAGE RATING: 300V DESCRIPTION: One conductor, poly-

ethylene insulation, copper braid d"# j 
OABURN Cord 

No. L'gth.Ft. Condo Size Strand 

1980 8 2 16 65/34 

1980/3 8 3 16 65/34 

1982/3 8 3 18 41/34 

1984 9 2 18 41/34 

1984/3 9 3 18 41/34 

Std. Pkg. 25 

Amp 
Type Rating 

SJ 10 

SJ 10 

SJ 

SV 7 

SV 7 

Cord 
0.0. 

.325" 

.355" 

.330" 

.245" 

.265" 

shield, plastic jacket overall. -" • 

Nom. 
DAB URN Nom. MMFO/ 

No. Spool Type Imp. Size FT. Strand 0.0. 
1925 500' RG-8/U 52 13 29.S 7/21 Bare .405" 
1926 sao' RG-9/U---sr-J.3--30.0--7/21 S---.420"-

1927--500~-:-11/ U--75--i8--20.5--7/26 Tii1iledA05"-
1928 1000'--RG-S8A/U so 20 29.0 19/.0068 .19S" 

Tinned 
1929 1000' RG-S8/ U 53.S 20 28.5 Solid .19S" 

-1930--1000r-RG:S9/ U--73--22--21:0--Solid C.W. .242" 
1931 1000' RG-62/ U 93 22 13.S Solid .242" 

UL APPROVED - SERVICE LINE CORD Additional RG numbers available conforming to MIL-C-llB Specs. 

LAMP CORD 
Use as an all purpose power supply cord for small appliances, lamps, 

TYPES SP-1 (POSJ-64) - TYPE SP-1 (POT) UL APPROVED 
An all purpose approved cord :::,:;. radios, etc. 

DESCRIPTION: Two conductors parallel SP-1 
(POSJ) with molded-on male plug, double 
brass blades, conductor end stripped and 
tinned - Hanked. Available in black and 
brown. 

OABURN 
No. L'gth Condo Size Strand 

Std. 
Nom. 0.0. Pkg. 

both SP-1 (rubber) and SPT-1 ::-1;;;;11; (Plastic) for lamps, radios and _ 
smail instruments and app/i- ._ --~ 
ances. 
DABURN 

No. Condo Size Strand Insul. Type UL Type Nom. 0.0. 
1990 2 18 41/34 Rubber SP-1 POSJ .130"x.23S" 
1991 2_ 18 41/34Plast~SPT~T--.-1301iX,225" 

1987 6 2 18 41/34 130" X .235" 50 STD. PUT-UP: 100 Ft., 2S0 Ft., 500-Ft., 1000-Ft. 
COLORS: (Rubber) Brown, Black, White. ---------------------------------- -------

1988 7'12 2 18 41/34 130" X .235" 50 
(Plastic) Brown, Black, Ivory, Gray, Pink, Light Blue, 
Yellow, Green. 

DABURN MAGNET WIRE - Per MIL-W-583B Spec. 
DESCRIPTION: Plain Enamel - Single con­

ductor round bare copper covered with a 
continuous insulating film of enamel. 
lOsoC, Type T per MIL-W-S83B. 

PLAIN ENAMEL (PE) 
OABURN Nom. 

_---.=N"'O.-:;-:::-___ ---"S"'iz:'-e ___ --:;-0.0. 
DPE-10 10 .1037'-' --

----D~P;:;-E.-;i1-;;-2--------~12;,-------.::;.0;:;;82S" 

DPE-14 14 .0657" 
OPE·16 16 .0522" 
DPE-18 18 .0416" 

----opE~.2~0~------~2~0------~.0~3~3~2'~'---

DPE·22 22 .0266" 
----opE~-2 .. 4.-------~2~4------~.0~2~1~2'~'---

OPE-26 26 .0169" 
----opE~28.--------2~8------~.Ol~ 

OPE·30 30 .0108" 
D PE·32 32 .0087" 

__ -cD~PE~.~3cio4--------3~4;,-------~.0069" 
o PE·36 36 .0055" 
D PE ·38 38 .0044" 

~E~.4~0~------~4~0------~.~00~3~4u"----

DPE-42 42 .0028" 
o PE-44 44 .0023" 

DESCRIPTION: Heavy Formvar: - Single con­
ductor round baked copper, baked film in­
SUlation from varnish base on a vinyl acetal 
resin. 105CoC, Type T2 per MIL-W-583B. 

HEAVY FORMVAR (HF) 
OABURN Nom. 

No. Size 0.0. 
OHF-10 10 .1056/1 
DH F ... -.12-,---______ -c1"'2:-____ ----'-;.0842/1 
OHF·14 14 .0673-/1--
DHF-16 16 .0539" 
OHF·18 18 .0432/1 
DHF-20 20 .0346/1 

-----;0"'H,.-;;-F-"2""2----------c2"'2,---------·.0277-/I--

o H F -24 24 .0224/1 
----0-HF".-;;,26i.--------i2c;6,-----------'-;.0180/l 

DHF·28 28 .0144/1 
----D-HF-30 30 .0116/1 

DHF·32 32 .009~ 
OHF-34 34 .OO'~ 
DHF·36 36 .0060/1 
OHF-38 38 .0049/1 
DHF.40 _____ 4, 0 ______ ----,-.0038/1 

--0 HF.42 ___ -;42'--__ ----=c.0032/1 
--OHF-44- 44- .0026/1--

STANDARD PUT-UP: If4 lb., If2 lb., 1 lb., 5.lbs., 10 Ibs. SIZES: 34, 36. L~rgest Put-up 5 Ibs 

ANTENNA CONTROL ROTOR CABLE 
USEFUL FOR TV ANTENNA ROTATORS, ETC. 

~ ~ <!X!liXil #1907 - 4 condo flat parallel polyethylene 

~ ~ 1M plastic insulation - one outer conductor 

~ 
; tinned, balance bare copper. 

~i i ~ 
- #1908 - 5 condo tWisted, color coded, 

vinyl plastic jacket overall. 

DABURN 
No. 

1907 

1908 

1909 

Condo 

4 

5 

8 

DESCRIPTION: Single conductor soft drawn 
annealed copper tinned per Spec M IL-W-
3861 Type S, QQ-W-343 Type S, ASTM-B-33. 

TINNED COPPER (TC) 
DABURN Nom. 

No. Size 0.0. 
OTC-10 10 .103/1 
DTC-12-----1:-2',------.082/1 

---_ .. =---------"=------'-' .. ----
OTC-14o-____ -:1:.::4 _____ ----=-.0~6:::5':_:/I--
OTC·16 16 .051/1 
OTC-18 18 .040/1 
OTC-20 20 .033/1 
OTC-22 22 .025/1 
OTC-24 24 .020/1 
OTC-26 26 .016/1 
OTC-28 28 .013/1 
OTC-30 30 .010/1 
OTC-32 32 .008/1 
OTC·34 34 .006/1 
OTC-36 36 .005/1 

OTC.3::.8 _______ 3"'8=---___ .....:..0.04/1 
DTC-40 40 .003/1 

SIZES: 38, 40, 42, 44. Largest Put-up 1 lb. 

Size Strand 

20 7/28 

20 7/28 

22 7/30 

Nom. 
0.0. 

.072/1 X .390/1 

.180/1 

.205/1 

#1909 - 8 condo twisted, color coded 
vinyl plastic jacket overall. 

CONDUCTOR COLOR CHART FOR #1908, 1909 

age 1704 • The MASTER - 29th Edition Net 

I-Black, 2-White, 3- Red, 4-Green, S-Yel/ow, 6·Blue, 7-Brown, 8-0range. 
STD. PUT-UP: 500 Ft., 1000 Ft. 
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DI\BURN I DABURN ELECTRONICS & CABLE CORP. 
WIRE • CABLE • TUBING • MIL/COMM • SWITCHES • ELECTRONIC HARDWARE 

DAFLE)(® ELECTRONIC LACING CORDS AND TAPES 
LACING CORD-TAPE TO MEET MIL-T-713A TYPE P* T 

NYLON FLAT BRAIDED LACING TAPE t ~I 
.,,"""""'""""" NYLON CABLE wI I ,\ /ID -~. ,x II-.., Nylon fiber flat braided impregnated with MW microcrystal· • , ~ ---== 
~ line fungicidal wax, Stays flat. Designed to create a wider l - --)'f]- F 
~ contact to distribute the stress. Flexible .. Won't slip when CLAMPS .. L. DIAM ~ c- E-~, 

knotted. ReSlSlant to tungus, flame, al.JfaSIOn, aCids. 

OABURN Nom. Nom. Tensile Standard MADE OF DU PONT "ZYTEL" 1 01 NYLON RESIN 
---,"'N'"'O.':-_.,.,--.,....::.CO"'I.;;or=..,,---'-..:C.;.:la;:.ssO-"""""'W"'id"'th;-.;.:Thccickness Strength Put·Up Tubes Meets MIL·P·26093A and MIL-P·17091A Amend. 2 

2035 Natural Wh·te .200" .014"--lSOTb-;;:---Sooya-:- Light and tough these nylon cable clamps are used as a clamp, strain relief, 

--;2;;-;0;;;3~5"B----CBlack I .200" .014" 1501bs. 500 yd. ~\\~ ~~~g~~'usf:s~~no~~s o~r s~;gun~~~~th canbol~~a~~Ss~~~bl~urif;C;~iv;~~;,d~~S~~i~~~ 
~36 Natural White .126;'---.0-14'-' --SO-lbs-:---500yd:- oils, hydraulic fluids, alcohol, acids, alkalies. Temperature range -60°F to 

2036B Black .120" .014" 801bs. 500 yd. +300°F. Does not support combusiion. Inside matte finish. Prevents slippage 
and is self aligning. Snaps on cable. Meets MIL·P·20693A specs. fungus 
resistant. 2037 

2037B 

2038 

2038B 

Natural White 

Black 

Natural White 

Black 

2* 

2* 

.090" 

. 090" 

.062" 

.062" 

. 014" 

.014" 

. 010" 

.010 '1 

501bs . 

501bs . 

301bs . 

301bs. 

500 yd. 

500 yd. 

500 yd. 

500 yd. 

DACRON FLAT BRAIDED LACING TAPE 
Dacron fiber flat braided impregnated with non·slip fungi· 
cidal finish. Will not cut or damage insulation. Stays at. Has 
all characteristics of nylon with elongation, better resist· 
ance to acids. 

OABURN Nom. Thickness Strenglh Standard 
No. Color Width Nom. Tensile Pul·Up Tubes 

2041 Natural White .120" .014" 80 500 yd. 

~2~0~4~lB ____ ~B~I-a-ck~~~------~.1=20~'~'----~.0~1~4~".----~8~o ____ ~5~00yd. 
2042 Natural White .090" .014" 48 500 yd 

~2=0~4~2~B--~B~I-a-c~k----------~.0~9~O'~'----~.014-11-----4-8------5-00~Yd-:--
--2-0-4-3---N-a-t-u-ra-I--W-h-it-e-~ .060"-----:.0=1-:0':-' --- 35 500 yd. 

--2~0~4~3B~---B~I-a-ck~-----------.0-60~'~'-----.0~1~0~1I-----35 500 yd. 

2044 Natural White .046" .010_'_' ___ 25 ___ 5_0_0~y_d_. _ 

2044B Black .046" .0lD" 25 500 yd. 

TEFLON* FIBERGLASS FLAT BRAIDED 
LACING TAPE 

!iif~~~ (~;1';;dF)fib~[i~~SSfl~r_br~~de~tr~~~~~ t;r:bi~~~de~ef1g~ hjrn~s~e~~~r~fs"e'~ 
strength and abrasion resistant surface. Will not cut or damage insulation. 

OABURN 
~ .. 

2045 

2046 

2047 

tGtur 

White 

White 

White 

Nom. 
Width 

.170" 

.120" 

.080" 

Thickness 
Nom. 

.025" 

. 020" 

.020" 

Ibs. 
Tesl 

150 

90 

70 

Standard 
Put·Up Tubes 

500 yd. 

500 yd . 

500 yd. 

TEFLON* FLAT BRAIDED LACING TAPE 
for high temperature operations (550°F) 

OABURN 
No. Color 

Nom. 
Width 

Nom. 
Thickness 

Test 
Ibs. 

Standard 
Put·Up Tubes 

2048 Brown .100" .016" 35 500 yd. 

2070 

2070B 

2071 

2071B 

2072 

2072B 

2072/1 

2072/1 B 

Brown .075" .010" 15 500 yd. 

ROUND TWISTED NYLON LACING CORD 
Manufactured to meet MIL·T·713A Type P specification, Com· 
position P, Classes 3, 2, 1. Wax finish -- compounded with fungi· 
cide to resist mildew. Easy to tie. 

PUT-UP ON 1 LB. TUBES 

Color 

Natural 

Black 

NatUral 

Black 

Natural 

Black 

NatUral 

Black 

Class 

3 

4 

4 

Tensile 
Strength 

701bs. 

701bs. 

481bs. 

481bs. 

321bs. 

321bs. 

201bs. 

201bs. 

Nom. 
Diam. 

.039" 

.039" 

.029" 

.029" 

.025" 

.025" 

.020" 

.020" 

YdS. 
Per Tube 

600 

600 

800 

800 

1140 

1140 

2400 

2400 

ROUND TWISTED LINEN LACING CORD 
Manufactured from pure flax treated with microcrystalline wax compounded 
with fungicide to resist mildew. Classes 1, 2, 3 meet MIL·T·713A Type N 
specifications. 

4 OZ. TUBE 
OABURN 

No. Yds. 

8 OZ. TUBE 
DABURN 

1 LB. TUBES 
OABURN OABURN 

Yds. No. Nat. No. Blk. No. 
Lb. 

Yds. Class Ply Diam. Test 

2073 210 2074 425 2075 2075B 850 4 .036" 22 

2076 150 2077 300 2078 2078B 600 3 6 .044" 33 

~2:::0~82=--~11~5=---~2=0:::8~3--=2-:-35:-J-::-20-:-8~4_~2:-:0-:-84-:-B~~47:.0+~2=--_8=---=.05111 50 

--;2:::0-;:79;-~lD:o:O~--:2=0:::8::-0_-:-2=-00::-l---=-20:c8=1~-:2:::0=81:::B=----=-40~0+-,----:-9::----:.054_" __ 5_6_ 
2085 75 2086 150 2087 2087B 300 12 .063" 72 

@ U.c.P., Inc. Net 

OABURN To Fit 
No. Size W H x 
625~ __ ~~;B'~'----~.1~2~5~--~.3~16~--~3~~~--~.0~50~--~.~17~7,---~.2~2~7~ 
626 'X," __ --;.1'"8cn7 ___ .,.37~8 _---:3ii:yB:--_--.:;:.0~5;;.0 _---'.,;:17~7~-~.2~7,;7, 
627 1/4" .250 .409 3/B .050 .177 .227 
628 "." .312 .441 3/B .050 .177 .277 

629 ____ -;,3k~".---~.3~7~5----~.4~7~1~--~~~g----~.0~5~0~--~.1~7~7----~.2~7~7_ 
---sJ0 V,," .437 .519 % .050 .177 .277 

631 11z11 .500 .550 3/s .050 .177 .277 

~6~3~1~A __ ~r,'~".-___ .~5~63~--~.6~2~5~--;V2~·----~.0~6~0~--~.1~7~7 __ ---,.~2;;.27~ 
632 5/8" .625 .634 'iz' .060 .177 .227 
632A 'J1." .687 .752 liz .060 .177 .227 
633 3/4" .750 .718 liz .060 .177 .227 
634 7/8" .875 .760 liz .060 .177 .227 
635 1" 1.000 .802 Vz .060 .177 .227 
636 11JB" 1.125 .968 V2· .062 .204 .250 
637 11/4" 1.250 1.156 '12' .062 .204 .250 
638 11/2" 1.500 1.188 5/S .070 .204 .250 

Std. Pkg. 100, 500, 1000 

ETHYL CELLULOSE CABLE CLAMPS 
Ethocel recommended for general use. Combines light weight and chemical 
resistance with excellent shock re,sisting properties in temp. range from -40oF 
to + 185°F. Approved 7·21·44 Army·Navy Aeronautical AN·742. Also made to 
meet MIL STD. 242A (Ships). Suitable indoor·outdoor. std. Pkg. 100, 1000. 

DABURN To Fit 
No. Size W H x 

615 l/B" .125 .325 1/2 .060 .204 
615A 'X6" .188 .390 V2 .060 .204 
615B '/4" .250 .421 \12 .060 .204 
615C "," .313 .457 '/2 .060 .204 
6150 3/8" . .375 .483 '/2 .060 .204 
615E v,." .438 .531 1/2 .060 .204 
616 11z11 .500 .562 '12 .060 .204 
616A r,," .563 .625 liz .060 .204 
616B 5/8" .625 .610 liz .060 .204 yo, 
616C 'J1," .688 .666 '12 .060 .204 yo, 
616D: ____ ~~~4'~'----~.7~5~0----~.~7~66~--~~72----~.0~6;;.0-----'.~2;;.04~--~Y,~,~,--
616E 7/8" .875 .813 liz .060 .204 yo, 
617 1" 1.000 .906 '/2 .O~~-;---
617A 1'18" 1.125 .969 '/2 .060 .204 yo, 
617B 11/4" 1.250 1.156 1/2 .060 .204 yo, 
617C 11/2" 1.5 1.0625 5/8 .070 .204 yo, 
6170 2" 2.0 1.313 5/8 .070 .204 yo, 
SHE 2'12" 2.5 1.563 5/8 .070 .204 yo, 

T-O===::::J DABURN ALUMINUM . CABLE CLAMPS 
: 

Made of hard drawn aluminum, light weight. 
Useful when mounting resonant lmes, elements 

- for beams, etc. Strong, durable, rust-proof. 
DAB URN 

No. 
651A 
651 
652 

To Fit Clearance 
Size Width Length Thickness Hole For Std. Pkg. 
lla" 112" l~'1i' .050" 10 100 
1/4" 112" 7/8" .050" 10 100 
M6" 112" 17~i' .050" 10 100 

653 3/8" '/2" 1" .050" 10 100 

--S54. ______ ~~;2""----_7~~2'"'----~1+~~8'"'------.:;:.0~5;;.O'"'----~1~0~--~10~0~ 
654S 'iz" '/2" 1'12" .050" 10 100 
654A 5/8" 1/2" 1'14" .050" 10 50 

655~------~~;4'~'----~~~4'~'----;1~r,~.".-----.~0~90~','--~~T4~·2~0 ____ ~5~0~ 
657: ________ ~~8~'~'-----3~~~II~--~lS~~~II~--~.~09~0~1I.---+'14~.~2;;.0 ____ ~5~0~ 
656 111 314" 1314" .09011 1/4·20 50 

656~A------~11~k~II._--~3~~~II----~1~~~8"'1/----~.0~9~0~"----~~4~.~20~--~5*0-
656B 11f411 3/411 211 .09011 1/4·20 50 

DABURN PUSH BUTTON WIRE TIES 
Push button wire ties for harnessing wire. 4112" in 
length, each tie is adjustable to 30 different diame· 
ters. Made of strong polyethylene, It IS mert cheml· 
cally and heat resistant. Breaking strength 45 to 95 
Ibs. After the tie is placed in hole for. anchollng, 
wires can be replaced or added by loosening lie and 
pulling tight again. De·signed to fit .25011 .. 26511 hole 

in a .03111 10 .14011 thick panel. Material conforms to Spec. LP590. 
DABURN No. (Specify Color) Sid. Pkg. 

601.4 Red, Blue, Yellow 100, 1000 
SPIRAL WRAP FOR HARNESSING AVAILABLE. WRITE FOR BROCHURE. 

The MASTER - 29th Edition • Page 



SECTION 6000 

COMPONENTS AND EQUIPMENT DIVISION 
New York, N. Y. 

Insuloid cradleclip® 
FOR SUPPORTED WIRING 

• Electrical switchgear, switchboard, instrument & control panels • Electrical equipment • Chassis­
mounted components & wiring • Cable runs in buildings • Fuel, lubricant, coolant & hydraulic fluid 
line installations • Chemical tubing & piping installations. 

FOR UNSUPPORTED WIRING 

('~"'o ~~ )'''0"'0 
Just screw cradle to panel, position cables in cradle and 

hook on clip of required size, as shown. 

CO NO 
Miniature 
with 
captive clip 

C1, C2, C3 

DIMENSIONS AND WEIGHTS 
Dimensions (") 

Type & Size A B 

Cradles 
CO .500 .335 
C1 .,~37 .~62 
C1-M 
C2 1.,~75 .7,50 
C2-M 
C3 1.,~75 1.ROO 
C3-M 

Binders 
BO .500 .250 
B1 .875 .187 
B12 .937 .400 
B2 1.875 .812 

Clips 
NO .340 .500 
N1 .500 .937 
N3 1.000 1.000 
N5 1.750 1.000 
N7 2.562 1.000 

C1-M C2·M 
C3M 
molded in 
cadmium·plated, 
chromate­
treated nut 
to take 6/32 
thread bolts 

Wt/M (1000) pcs 
(appro •. ) 

8.20z 
3 Ibs, 8 oz 
81bs 
4 Ibs, 5 oz 
9 Ibs, 140z 
5 Ibs, 14 oz 

10 Ibs, 10 oz. 

7.20z 
lib, 90z 
2 Ibs, 7 oz. 
4 Ibs, 13 oz 

3.80z 
2 Ibs, 2 oz 
3 Ibs, 13 oz 
5 Ibs, 70z 
7 Ibs, 7 oz 

BO NO 
Miniature 
with 
captive 
clip 

Net Cost 
Per M 

27.95 
35.75 
55.25 
40.30 
61.75 
44.85 
68.25 

27.95 
20.15 
27.95 
38.35 

20.15 
13.65 
19.50 
23.40 
27.30 

>tandard pack: 500. Packed in polyethylene bags in cardboard cartons. 

B1 B2, B12 

MATERIALS 

NO 
miniature 
(for 
replacement) 

N1. N3, 
N5,N7 

Cradles and Binders are molded from special nylon (Zytel 
105). Extensible Clips are available in Neoprene, Butyl, Viton 
and Silicone rubber. NO available in Neoprene only. 
Temperature range-76°F to +250°F. 
RECOMMENDED COMBINATIONS 

DIAMETER OF SUPPORTED* WIRING UNSUPPORTED* WIRING 
CABLE FORM Cradle Clip Binder Clip 

Ye" - ~/' CO NO BO NO 
~"- %" C1 N1 B1 N1 
Y2" - 1}{/' C1 N3 B1 N5 

lJj6" - l~l' C2 N3 B12 N3 
'U6"-1J1'6" C2 N5 B12 N5 

1" - IX" C3 N3 B2 N3 
lY4" - IY2" C3 N5 B2 N5 
IY2" - 2" C3 N7 B2 N7 

*for Neoprene, Butyl and Vlton ClIps. Ask for specIal 

9
~ 'r recommenda~o.~~.~r Silicone Clips .••• _..,-" 

lY! .... H1_N1 

-=-;<;;,.\.''"'' 1' .. ,....., /' For cable Hl-N1 

~;>- \><.~I'>~\.IQ runs of . 
0' greater than 

For cable 2" dia., use 
''','' - "m"o''',", Ys"-2" dia. T, as shown .2 

to the electrical and electronics field today! 

i,~:i]jFPPi "nEg, Th., l'~;:~; ,:;~;:) ~~."' "bI. tvl,. "n •• ,,,II,bI. 
• :.:=I'" tremely strong, temp-

,--foG" 0 0 erature range -26°F 
~ .... 1- ,"' " .... to +1800 F. 

NO. AVS . S ~ Packing: strap, 75 ft. 
q coil boxed, or 500 or 

=-1 1000 ft. coils on reels. 
NO."~ Studs, 1000 per box. 

nsuloid®strap saddle 
arness in combination with INSULOID Strap­
ng. Wire bundle is laid into Strap Saddle 
hich has been fastened to panel. Required 
ngth of Strapping is threaded through both 
ings of saddle. Strapoing is then fastened. 
ISULOID Strap Saddle is a nylon molding. 
,mperature range: -76°F to +250oF. 

Installation: Stud is inserted in end of strap extending from dispenser carton; strap is 
then passed under and around wire bringing it back, under tenSion, over stud again. 
Strap is then cut at next hole, This operation should be repeated approXimately every 
6 inches or as required. 

Type 75' Roll 500' Roll 1000' Roll I AVS Studs (1 M/HOx) 

AV5 $1.46 $8.78 
I 

$16.25 
I 

Black-Blunted $3.25 
AV8 2.44 14.63 27.63 White-Pointed 5.52 

Strap Saddle 35.75/ M 

Isuloop cable tie Simplest binding system available ... one component ••. molded of flexible nylon ... strong, virtually indestructible. 

______ .L 

A 

To Accommodate 
Net Cost Cable Runs 

Ref. A B Thickness 
From To 

Per M 

•.. TRIM 

Dia. Dia. 
LKI 3/1 ~/' 'ft./I ~/' %/1 24.70 64 16 
LK2 41J{6" ~/' ~l' ~/' lKl' 29.25 
LK3 9/1 %/1 Kl' %/1 2%/1 74.75 
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Beta Spiroband 

SECTION 6000 

COMPONENTS AND EQUIPMENT DIVISION 
New York, N. Y. 

Reduces inventory costs • Three standard materials - natural polyethylene, ultraviolet resistant, fire resistant • 
Three diameters, each for application to a wide range of bundle sizes. 

Outside Wall Length of Net Cost 
Spiroband Diameter Thickness std. Coil Per Coil 

V2 .500 .062 25 ft. 2.21 
~ .250 .045 100 ft. 3.64 
l/s .125 .032 100 ft. 2.05 

MATERIAL Natural Polyethylene-OFO-2005 

PROPERTIES Brittleness (0746) -85°C = -121°F 
Dielectric constant (D150-23°C) 2.27 

MATERIAL SPECIFICATIONS SPECI FICATIONS ASTM: 01248-58T, Type 1, Class A, 

Natural Polyethylene: (grade specification shown in table at 
right) color is clear. 
Ultraviolet Resistant: basically same as above with additives 
to withstand ultraviolet rays which color material black. 
Fire Resistant: as above, but with additive which colors 
material bone white. 

Grade 4 

Federal: L-P-590, Type II, Grade 4 

REA: PE-23 

Beta "Z" markers PERMANENT • RELIABLE • DURABLE 

~~Q) 
Colors: White with black markings (Standard color). Black 
with white markings, Blue, Green, Yellow, Red with black 
markings. 

SPECIFICATIONS 

Recommended for 
Cat.' Wires/Cables of 0.0. Length 

22 .045"'.065" .140" 
20 .066"·.085" . .140" 
18 .086"·.115" .140" 
16 .110"-.135" .140" 
14 .130"-.160" .160" 
12 .150"·.175" .160" 
10 .170"·.195" .160" 
9 .190"'.215" .160" 
8 .210"·.250" .190" 
7 .245"·.295" .190" 
6 .290"-.360" .224" 

4-1 .355"·.460" .224" 

Thickness 

.055" 

.050" 

.040" 

.030" 

.040" 

.045" 

.045" 

.050" 

.055" 

.055" 

.060" 

.060" 

NET COST/PKG 
PkgS/50 Pkgs/500 

.45 3.90 

.45 3.90 

.45 3.90 

.45 3.90 

.45 3.90 

.45 3.90 

. 46 4.00 

.47 4.06 

.48 4.23 

.55 4.88 

.62 5.69 

.72 6.66 

Material: PVC MIL-1-631C, Type F, Form U, Grade a & b, 
Class I, Category 1, finish: glossy. Specific gravity: 1.21. 
Hardness (shore A): 73 avo Tensile Strength: 2600 psi. avo 
Ultimate Elongation: 350% avo Dielectric Strength (20 mil 
specimen): 750 volts/mil. Cold Brittle Temp. (50% non­
failure): _65 0 F. 
Markings: Single: numerals 0-9, letters A to Z, symbols 
+, -, r-', ±. Multiple: any 2, 3, 4 or 5 unit combinations of 
above . 

Packing: Coil of 50 single markers, one size, color and char· 
acter per polyethylene covered cards. Coil of 500, as above. 
on self-servicing reels. Coil of 500 multiple markers, one 
color, sizes 22, 20, 18, 16, 14, 12, 10, 9 or 8. Coil of 25C 
multiple markers, sizes 7,6 or 4·1. 

Combination of 2- 25% overcharge CombinatIon of 4-100% overcharge 

Min. Quantity: per size, and character: 50 single white, 50C 
multiple, 500 colored. 

Combination of 3- 50% overcharge Combination of 5-125% overcharge Min. Order: 500 markers. 

Beta "S" markers for cables with 0.0. of more than .500". 
Strap-on-marker: Size: Ys" x ~6" x .040", material Min. Quantity: Per size, color and character: 5 
P.V.C., colors and material same as BETA "Z". markers. 
Markings: D-9, A·Z, +, -,~, ±. Min. Order: 500 Markers, 165' coil of strip. 

Application Strip: PVC-covered aluminum, 4 mm Packing: Markers, 50 per indicator card poud 
wide 0.6 mm thick. strips in 165' coils. 

Strip Wire Clip .................. $5.43 per 100 linear ft. (shipped in 165' coils 
Markers .................................. 13.00/M 

Beta grommet strip with the "Snip-n-Fit" feature 

U'shaped, strip·type 
grommeting material 
can be cut to size, pro· 
vides smooth surface 
around edge of any 
hole and features 
quick, simple applica. 
tion. No adheSIve or 
special tools required. 

MATERIAL 

PROPERTIES 

SIZE A B 

2 .120 .100 
3 .150 .150 
4 .150 .200 
5 .190 .280 
6 .250 .375 

Natural Polyethylene-OFO-2005 

Brittleness (0746) -85°C = -121°F 
Oielectricconstant (0150-23°C) 2.27 
C APPLICATION PACKAGING NET/I 

.035 20 Ga. and smaller 75' coils 2.9: 

.035 18 to 12 gauge 75' coils 3.2~ 

.045 11 to 8 gauge 75' coils 3.9( 

.045 8 Ga. to X/' thick 75' coils 6.8: 

.062 Xt to l/t1" thick 50' coils 6.51 

f . I f I' Specifications: ASTM: D·1248·58T, Type 1, Class A, Grade 4. Fed· 
... offers the advantage 0 one striP on y or app Ica- eral: L·P·590, Type II, Grade 4. REA: PE·23. MIL-C·17C, Cable, radio 
tions to: round holes; square holes; rectangular holes; frequency, coaxial, dual coaxial, twin conductor and twin lead. 

MIL·W·76B, Insulated hookup wire. MIL·C·915A, Electrical cable 
oval holes. for shinhoard use. 

@ U.c.P., Inc. Net The MASTER - 29th Edition • Page 1 



SECTION 6000 

lcae IELECTROCRAFT COMPONENTS 
ELECTRONICS 

ELECTROCRAFT PLASTIC CABLE CLAMPS 

Electrocraft Cable Clamps are used for fastening cables, harnesses, 
tubing, etc. Lightweight, durable, with excellent electrical and mechani­
cal properties. Two materials: (1) Ethyl Cellulose, for normal Industrial 
and commercial uses-where temperatures range from -400 F. to 1850 

F. (2) Nyon (lytel), for extreme durability and high reSistance to tempera­
ture (-"600 F. to 3000 F.) and most chemicals. 

ETHYL CELLULOSE CABLE CLAMPS 
Transparent (light yellowish) plastic. Meets specifications AN742. Plas­
tic thickness is .063". 

NYLON (ZYTEL) CABLE CLAMPS 
Natural color (translucent white) Nylon. Thickness Is .050" on ¥.!" dla. 
and smaller clamps, .060" on 1{,' and larger. 

ETHYL CELLULOSE CLAMPS NYLON (ZYTELl CLAMPS 

For Cat_ Net Cat. Net For Cat. Net Cat. Net 
Cable 0.0. No. Per C No. perM Cable 0.0. No_ Per C No_ Per M 

lfa" 34-300C $2_33 34-300-M $19_80 1fa" 34-370C $3.60 34-370-M $30.00 
M." 34-304C 2.40 34-304-M 19_92 M." 34-374C 3_93 34-374-M 31.77 
1/4" 34-308C 2.58 34-308-M 21.97 
~6" 34-312C 2.85 34-312-M 24.23 114" 34-318C 4_17 34-378-M 34.73 

%" 34-316C 3_00 34-316-M 25_50 X." 34-382C 4.68 34-382-M 38.37 
'K6" 34-320C 3.30 34-320-M 27_83 '%" 34-386C 4.83 34-386-M 40.32 
¥.!" 34-324C 3.60 34-324-M 29.63 U." 34-390C 5.13 34-390-M 42.63 
X/' 34-328C 4.20 34-328-M 34.S8 

¥.!" 34-394C 5.47 34-394-M 45_38 I~" 34-332C 4.50 34-332-M 36.00 
%" 34-336C 4.80 34-336-M 39_83 1{o" 34-398C 6.72 34-398-M 62_26 

1M," 34-340C 5_10 34-340-M 42_71 %" 34-402C 7.50 34-402-M 65.63 
%" 34-344C 5.40 34-344-M 44.76 lU," 34-406C 7.80 34-406-M 77.33 
'fa" 34-348C 5.70 34-348-M 48.36 

%" 34-410C 8.40 34-410-M 75_00 I" 34-352C 6_00 34-352-M 51.60 
llfa" 34-356C 6.30 34-356-M 55.08 1,18" 34-414C 9.00 34-414-M 81.00 
11/4" 34-358C &.60 34-358-M 58.20 1" 34-418C 10.50 34-418-M 96.00 

SEND TODAY FOR NEW free GC Catalog ••• shows 
all GC quality products. 

WIRE and CABLE TIES 
PLASTIC 

Tough and flexible. Chemically inert. Available in Red, 
Yellow, or Blue in three different lengths. Smart look­
ing ... a compliment to any assembly, Special SNAP 
BUTTON model holds wire and cable bundles to walls, 
chassis, cabinets, fire walls etc, 

Plrl No. Description Net ParI No. 
BOI of 
1000' 

34-432 4-1/4" Red .98 # 34-432-M II. 10 
34-436 4-1/4" Yellow . 98 # 34-436-M II. 10 
34-440 4-1/4" Blue . 9811 34-440-M II. 10 
34-444-M 10" Red (available in 1000 lots only) 21. 60 
34-448-M 10" Yellow 21. 60 
34-452-M 10" Blue 21.60 
34-449-M 12" Yellow 24.90 
34-450-M 12" Red 24.90 
34-451-M 12/1 Blue 24.90 
34-454-M 4-1/4" Snap-in plastic Red + 13.95 
34-456-M 4-1/4" Snap-in plastic Yellow + 13.95 
34-458-M 4_1/4 11 Snap-in plastic Blue + 13.95 

# Package of 40 
• Write for Prices on quantities of 10, 000 and up. 

-+ Pat_ Pending 

Ie 1708 • The MASTER - 29th Edition Net 

NYLON 
Heavy duty, extra tough .. All types are available in nat­
ural white only. Ny~on withstands extreme temperature. 
Chemically inert. 

ParI No. Deseriplion 
Net 

BOI of 1000' 

34-442-M 4-1/4" 14.90 
34-460 -M 10" 33.85 

~:~~:d C::~~LE TIES 
cable ties are availabl .' even styles of 
Write or call your e. l~ large quantities_ 

... SpeclfIcations tod ay. 

© U.C_P_, Inc_ 



SECTION 6000 

IGel ELECTRONIC COMPONENTS 
ELECTRONICS 

(A) G-C INSULATING CAMBRIC-Dry 
yellow varnished cambric for field 
coils, transformers, chokes, re~ 
sistors, motors, etc. 
Cat. No. 549 .000"-Roll 

over 210 SQ. in. Net $ .78 

(B) G·C LAMINATED PHENOLIC PLAS­
TIC PANELS-Black laminated pan­
els. )-(,' thick stock. Black color. 
Cat. No. 590 6"x6"x)-(,' Net $ .42 

591 6"x12"x)-(," .82 
592 12"x12"x)-(," 1.58 

(C) G·C FYBEROID FISH PAPER-Fish 
paper has many uses around the 
shops for repair jobs where elec­
trical insulation is required. 

Cat. No. 560 .010"-240 
sq. in. roll Net $ .50 

(D) G-C BATTERY CONNECTOR STRIP 
-Used for connecting 67'12 volt 
"B" batteries, such as Eveready 455, 
466; Burgess XX30, XX45. 

Cat. No. 8115 Net $ .18 

(E) G-C SHIELDED PHONO PICK-UP 
WIRE-Handy packages of shielded 
phono pick·up wire, very handy for 
new installations or replacements. 

Cat. No. 1738·E Envelope 
Net $ .38 

® © 

® 

(A) G·C STREAMLINE ATTACHMENT CAP 
-Made of rubber. Brass blades. Spring 
type. U.L. approved. 
Cat. No. 865 Net $ .23 

(B) G-C SPRING ACTION CAP-Heavy­
duty type. Made of rubber. Brass 
blades. U.L. approved. 
Cat. No. 861 Net $ .17 

(C) G-C SPRING ACTION CAP-Flat 

(F) G-C AC-DC INDOOR ANTENNA 
WIRE-Antenna lead wire for in­
door type AC-DC sets. Flexible cop­
per wire covered with brown plas­
tic insulation. 
Cat. No. 840 25 Ft. coil 

Net $ .37 

(G) G-C 300-0HM LINE PROTECTIVE 
TUBING-Clear plastic tubing will 
fit over 300-ohm flat lines and will 
protect the line from grounding 
and rubbing on corners of buildings, 
eaves, etc. It actually protects and 
waterproofs the line. 
Cat. No. 625 Box of 8 ft. 

Net $ .75 
626 250 ft. coil 15.90 
627 1000 ft. 59.33 

(J) G-C GENFLEX PLASTIC TUBING­
High grade extremely flexible plastic 
tubing for radio and electronic in­
sulation work. Highly resistant to 
cold or heat. High dielectric 
strength, average 8,000 volts. 
Colors: Black, Red, Green and Clear 
(Specify Color). 
Cat. No. 603 18 B-S Gauge, .042 

1.0., 20 ft:. Pack­
age Net $ .82 

605 16 B-S Gauge, .053 
1.0., 20 ft. Pack­
age Net $ .82 

607 14 B·S Gauge, .066 
1.0. 20 ft. Pack­
age Net $ .82 

NEW G-C 

INSULATING 

TUBING 

OF TEFLON' 

609 12 B·S Gauge, .085 
1.0., 20 ft. Pack­
age Net $ .82 

611 10 B-S Gauge, .106 
1.0., 15 ft. Pack· 
age Net $ .82 

613 8 B-S Gauge, .133 
1.0., 15 ft. Pack­
age Net $ .82 

616 6 B-S Gauge, .166 
1.0., 10 ft. Pack­
age Net $ .82 

617 4 B-S Gauge, .208 
I.D., 10 ft. Pack· 
age Net $ .82 

620 2 B-S Gauge, .263 
1.0., 10 ft. Pack­
age Net $ .82 

G-C PLASTIC TUBING KITS -
Handy kits of assorted colors and 
sizes. Ideal for experimenters and 
servicemen. 
Cat. No. 635 Kit of 25 ft. as-

sorted. Sizes 18 
to 10 Genflex Tub­
ing. Ne\.$ .82 

(L) G-C ASSORTED SPAGHETTI KIT­
An assortment of 7Y," lengths of 
spaghetti sleeving. 26 lengths to the 
kit. Sizes include from No. 17 wire 
to 3/8" 1.0. 
Cat. No. 550 Kit of 26 Lengths. 

Ne\.$ .40 

@ 

(M) SPAGHETTI AND SLEEVING AS­
SORTMENT-A variety of sizes and 
colors are included of high grade 
varnish tubing. Put up in attractive 
box. 
Cat. No. 551 Net $ .90 

(N) G-C SPAGHETTI IN BOXES-Best 
grade varnished tubing put in con­
venient 20·ft. lengths. Will fit wire 
from No. 12 to No. 18. Colors: Black, 
Red, Yellow, Green and Blue. 
Cat. No. 499 Net $ 1.67 

(0) G-C RADIO SPAGHETTI-High 
grade spaghetti for radio-television 
work. Average dielectric strength 
4000 volts. Very flexible. Smoothly 
coated with best grades of varnish. 
Material is approved by A. S. T. M. 
Colors: Black, Brown, Red, Green 
and Yellow (Specify Color). 30" 
Lengths. 
Cat. No. 500 No. 20, fit 20 wire 

Net $ .15 
503 No. 17, fit 18 wire $ .17 
506 No. 14, fit 14 wire $ .17 
508 No. 12, fit 12 wire $ .17 
512 '/8" 1.0. $ .23 
515 ?j," 1.0. $ .25 
518 '14" I.D. $ .40 
521 3/8" I.D. (reSiSt. size) 

$ .63 
522 )-(0" 1.0. Red & Black 

.$ .• 73 
523 '12" I.D. Red & Black 

$1.03 

1.0. Wall Net 
Part No. 

Feet Per 
SpDol Color Gauge (Inches) Thickness Per SpoDI 

plastic type. Brass blades. U.L. ap· 
proved. Cat. No. 860 Net $.17 -Exceptionally tough and flexible. 

7980-7 
7980-7C 
7980-1 
7980-1C 
7980-4 
7980-4C 
7981·7 
7981-7C 
7981-1 
7981-1C 
7981-4 
7981-4C 
7982-7 
7982-7C 
7982-1 
7982-1C 
7982-4 
7982-4C 
7983-7 
7983-7C 
7983-1 
7983-1C 
7983-4 
7983-4C 
7984-7 
7984-7C 
7984·1 
7984-1C 
7984-4 
7984-4C 
7985-7 
7985-7C 
7985-1 
7985-1C 
7985-4 
7985-4C 
7986-7 
7986-7C 
7986-1 
7986-1C 
7986-4 
7986-4C 
7987-7 
7987-7C 
7987-1 
7987-1C 
7987-4 
7987-4C 

10 
100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 
10 

100 

Nat 
Nat 
Red 
Red 
Blue 
Blue 
Nat 
Nat 
Red 
Red 
Blue 
Blue 
Nat 
Nat 
Red 
Blue 
Nat 
Blue 
Red 
Nat 
Red 
Red 
Blue 
Blue 
Nat 
Nat 
Red 
Red 
Blue 
Blue 
Nat 
Nat 
Red 
Red 
Blue 
Blue 
Nat 
Nat 
Red 
Red 
Blue 
Blue 
Nat 
Nat 
Red 
Red 
Blue 
Blue 

24 
24 
24 
24 
24 
24 
22 
22 
22 
22 
22 
22 
20 
20 
20 
20 
18 
20 
20 
18 
18 
18 
18 
18 
16 
16 
16 
16 
16 
16 
14 
14 
14 
14 
14 
14 
12 
12 
12 
12 
12 
12 
10 
10 
10 
10 
10 
10 

.022 
.022 
.022 
.022 
.022 
.022 
.027 
.027 
.027 
.027 
.027 
.027 
.034 
.034 
.034 
.034 
.042 
.034 
.034 
.042 
.042 
.042 
.042 
.042 
.053 
.053 
.053 
.053 
.053 
.053 
.066 
.066 
.066 
.066 
.066 
.066 
.085 
.085 
.085 
.085 
.085 
.085 
.106 
.106 
.106 
.106 
.106 
.106 

.010 
.010 
.010 
.010 
.010 
.010 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.012 
.014 
.014 
.014 
.014 
.014 
.014 
.014 
.014 
.014 
.014 
.014 
.014 

$ 1.33 
11.83 
1.33 

11.83 
1.33 

11.83 
1.47 

13.26 
1.47 

13.26 
1.47 

13.26 
1.83 

18.27 
1.83 

18.27 
1.83 

18.27 
2.23 

20.88 
2.23 

20.88 
2.23 

20.88 
2.65 

25.02 
2.65 

25.02 
2.65 

25.02 
2.92 

28.38 
2.92 

28.38 
2.92 

28.38 
1.83 

34.28 
1.83 

34.28 
1.83 

34.28 
2.17 

41.58 
2.17 

41.58 
2.17 

41.58 

(D) G-C ANGLE PLUG-Plastic angle 
plug that assembles in a jiffy. It has 
no screws and requires no soldering. 
Cat. No. 8360-E Brown Net $ .30 

8361-E Ivory .30 

(E) SERVICEMAN'S CHEATER CORO­
Special "cheater cord" for extending 
the standard interlock safety cord 
supplied with the TV set. 
Cat. No. 8948 Net $ .87 

(F) INTERLOCK CABLE CORD-Replace­
ment cord for RCA, Philco, G-E, Ad­
miral and others. 
Cat. No. 8200 Reg. TV Cord Net $ .48 

8201 Spec. Zenith Cor~ .70 

\,) U.c.P., Inc. 

Withstands temperatures from 450 0 

below zero F. to 500 0 above zero F. 

Will not melt near solder jOints. Out· 

standing dialectric properties-zero 

moisture absorption. Chemically inert. 

Completely weatherproof. Wires can 

be inserted much more easily than in 

any other tubing. 

'Registered trademark Du Pont Co. 

Net 

10 
100 
10 

100 
10 

100 
10 

100 
5 

100 
5 

100 
5 

100 
5 

100 
5 

100 
5 

100 
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SECTION 6000 

In Stock 
MIL·SPEC 

Multiple Conductor Cables! 
National Wire & Cable Corporation manufactures a complete line TE.CHNICAL DATA (all cables) 
of multiple conductor control cables. Conductors are of tinned 
copper strand with primary insulation for use up to 105°C per Insulation 
MIL-W-16878D Type C. Insulated for 1000 volts working voltage. Breakdown Voltage: Greater than 8000 volts AC RMS, 60 cps. 
Conductors are color coded using 10 standard basic colors, plus Capacitance: Nominal capacitance from a wire to all else in 
spiral tracers on white per MI L-STD. 122. the cable ranges from 40 to 65 mmfd per ft., 

@ 1000 cps; dependent on cable construction. 
All conductors are planetary cabled and contra-helically laid with Insulation 200. megohms/IOOO ft. min. at 500 VDC from 
a Mylar tape serve over the cable bundle. The overall jacket is a Leakage Res.: any conductor to all else in cable. 
!05°C black Thermoplastic or may be Neoprene to MIL-R-6855 Sheath 10. megohms/lOOO ft. min. at 500 VDC from 
Class 2 Grade 60 specification. Leakage Res.: overall shield through sheath to outside world. 

SH I ELOE.D CABLES Useable Temp. Range: Suitable for continuous use from + lO5°C to 
-55°C. 

National Multiple Conductor SH I ELDED CABLES are to the same Cold Bending All cables are suitable for flexing to a circle diam. 
specifications as above with addition of tinned copper braided Capability: of approx. 6 cable diameters from +105°C to 
shield over cable complex with 85-90% coverage to MIL-C- -20°C; Recommended flex diameter should be 
7078A. STANDARD PUT -UPS: 500 ft. and 1000 ft. No-deposit greater than 20 cable diam. for flexing at -40°C., 

or for continuous flexing service to -55°C, specify 
reels. our neoprene 5heath, in lieu of plastic sheath. 

MULTI·CONDUCTOR STOCK CABLES Conductor sizes 22, 20,18,16,14 & 12 gauge. 22 AWG is 7 strand. All others 19 strand. 

UNSHIELDED OVERALL SHIELDED 

PART NO. CONO. JKT. CABLE WEIGHT PART NO. CONO T.C. JKT. CABLE WEIGHT 
NO. CONO. AWG THICK 0.0. PER M' NO. CONO AWG SHiElD THICK 0.0. PER M' 

NW-722 J 7 22 . 040 .295 40 Lbs . NW-722 SJ 7 22 No. 36 . 040 .320 55 Lbs . 
NW-1222J 12 22 . 050 .390 70 Lbs . NW-1222SJ 12 22 No. 34 . 050 .420 90 lbs . 
NW-1922J 19 22 . 060 .460 110 Lbs . NW-1922SJ 19 22 No. 34 . 060 .490 145 Lbs . 
~W-2722J 27 22 .060 .530 160 Lbs. NW-2722SJ 27 22 No. 34 . 060 .560 200 Lbs . 
~W-3722J 37 22 . 060 .600 200 Lbs. NW-3722SJ 37 22 NO.34 .060 .630 245 Lbs . 
~W-4822J 48 22 . 060 .670 245 Lbs . NW-4822SJ 48 22 No.34 . 060 .700 300 Lbs . 
~W-6022J 60 22 . 060 .730 300 Lbs . NW-6022SJ 60 22 No.34 . 060 .760 355 Lbs . 
~W-7222J 72 22 .060 . 775 360 Lbs . NW-7222SJ 72 22 No. 34 . 060 .810 425 Lbs . 
~W-8822J 88 22 .060 .835 425 Lbs. NW-8822SJ 88 22 No. 34 . 060 .870 500 Lbs . 
~W-10222J 102 22 .060 .880 485 Lbs. NW-I022SJ 102 22 No. 34 . 060 .915 560 Lbs . 

~W-720 J 7 20 . 040 .300 50 Lbs . NW-720 SJ 7 20 No.34 .040 . 335 68 Lbs . 
/W-1220J 12 20 .050 .400 105 Lbs. NW-1220SJ 12 20 No. 34 .050 .435 125 Lbs . 
/W-1920J 19 20 . 060 .470 160 Lbs . NW-1920SJ 19 20 No.34 . 060 .500 195 Lbs . 
/W-2720J 27 20 . 060 .560 210 Lbs . NW-2720SP 27 20 No. 34 . 060 .595 250 Lbs . 
/W-3720J 37 20 . 060 .610 280 Lbs . NW-3720SJ 37 20 No. 34 .050 .650 325 Lbs. 
/W-4820J 48 20 . 060 .700 360 Lbs . NW-4820SJ 48 20 No. 34 .060 . 735 415 Lbs . 
IW-6020J 60 20 .060 .750 435 Lbs. NW-6020SJ 60 20 No. 34 . 060 .785 500 Lbs . 
IW-7220J 72 20 .060 . 840 485 Lbs . NW-7220SJ 72 20 No. 34 . 060 .875 555 Lbs . 
IW-8820J 88 20 .060 .900 580 Lbs. NW-8820SJ 88 20 No. 34 . 060 .935 660 Lbs . 
IW-I022J 102 20 .060 .975 670 Lbs. NW-I0220SJ 102 20 No. 34 .060 1.010 750 Lbs. 

IW-718 J 7 18 .040 .350 75 Lbs. NW-718 SJ 7 18 No. 34 . 040 .380 95 Lbs . 
IW-1218J 12 18 .050 .460 135 Lbs. NW-12l8SJ 12 18 No. 34 . 050 .490 170 Lbs . 
IW-1918J 19 18 .060 .560 225 Lbs. NW-1918SJ 19 18 No. 34 .060 . 590 26'1 Lbs . 
IW-2718J 27 18 .060 .650 300 Lbs. NW-2718SJ 27 18 No. 34 .060 . 680 350 Lbs . 
IW-3718J 37 18 .060 .730 390 Lbs. NW-3718SJ 37 18 No. 34 . 060 .760 445 Lbs . 
!W-4818J 48 18 . 060 .820 510 Lbs . NW-4818SJ 48 18 No. 34 . 060 .850 575 Lbs . 
W-6018J 60 18 .060 .900 600 Lbs. NW-6018SJ 60 18 No. 34 . 060 .935 680 Lbs . 
W-7218J 72 18 . 060 1.100 720 Lbs . NW-7218SJ 72 18 No. 34 . 060 1.135 820 Lbs . 

W-716 J 7 16 .040 .370 95 Lbs. NW-716 SJ 7 16 No. 34 .040 .400 125 Lbs . 
W-1216J 12 16 . 050 .500 155 Lbs . NW-1216SJ 12 16 No. 34 . 050 .535 195 Lbs . 
W-1916J 19 16 .060 .600 230 Lbs. NW-1916SJ 19 16 No.34 .060 . 635 275 Lbs . 
W-2716J 27 16 .060 .700 320 Lbs. NW-2716SJ 27 16 No. 34 . 060 .735 375 Lbs . 
W-3716J 37 16 .060 .785 430 Lbs. NW-3716SJ 37 16 No. 34 .060 . 820 500 Lbs . 
W-4816J 48 16 .060 .900 625 Lbs. NW-4816SJ 48 16 No. 34 . 060 .935 700 Lbs . 
W-6016J 60 16 .060 .980 750 Lbs. NW-6016SJ 60 16 No. 34 . 060 1.015 830 Lbs . 

W-714 J 7 14 .050 .450 150 Lbs. NW-714 SJ 7 14 No. 34 .050 .485 180 Lbs . 
W-1214J 12 14 .050 .560 240 Lbs. NW-1214SJ 12 14 No. 34 . 050 .600 280 Lbs . 
W-1914J 19 14 .060 .675 370 Lbs. NW-1914SJ 19 14 No. 34 . 060 .710 420 Lbs . 
W-2714J 27 14 .060 .800 515 Lbs. NW-2714SJ 27 14 No. 34 . 060 .835 575 Lbs . 

W-512 J 5 12 .050 .480 175 Lbs. NW-512 SJ 5 12 No. 34 .050 . 515 210 Lbs . 
'N-712 J 7 12 .050 .525 225 Lbs. NW-712 SJ 7 12 No. 34 . 050 .560 265 Lbs . 
'N-1212J 12 12 . 060 .700 375 Lbs . NW-1212SJ 12 12 No. 34 .060 .735 430 Lbs . 
'N-1912J 19 12 .060 .820 560 Lbs. NW-1912SJ 19 12 No. 34 . 060 .850 625 Lbs . 

~ATIONAL WIRE & CABLE CORP'. Dept. REM SERVICE DIVISION 
LOS ANGELES, CALIF. 
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SECTION 6000 

MIL· W • 16878 TYPE B NYLON 
SHIELDED AND JACKETED WIRE 

Thermoplastic 
Jacket Overall 

Color: White Braided 
Tinned 
Copper 
Shield 

Nylon 
Jacket 

Thermoplastic 
Insulation 

Stranded 
Tinned 
Copper 

SINGLE CONDUCTOR 
~---~------------ ---

Gauge 
of Con­
ductors 

National 
Catalog 
Number 

No. of 
Strands 

Per Condo 
Ga. of 

Strands 

Nominal Values 
N°~e~~flm. of Capacitance Per Foot NO~erWt. 

Wire Wire.Wire Wire~Shield 1000 Ft. 
(Inches) MMF 1FT MMF 1FT (Lbs.) 

-24---~~NBl§36N1SJ 19 36.59T--~ ---------70.5---16.9-
----------~ ---------- -- - --,------ '- -- -- -- -- -,- - --,--,----- -"-- '- ,-, '- '- '- - - - -.-,- - --

22 NB1934N1SJ 19 34 .099 102.1 18.7 
--,-,-- ,- ----- - - - -- - -- --

20 NB1932N1SJ 19 32 .109 113.4 21.1 
~ 18~---N1fl930NfsT- ---19 -~--~ --30 - - ~~ ~T2T----- 118.9 24.6 

16---------N"BT929NTsj---------i9-'-- ----------29------- ---~f34 ------- i23~6------ -- 27.7 
- ---- ------------------.--- - '- -,-- '- - - - - - ---- - -------------

TWO CONDUCTOR 
. Nominal Values 

3~:~~~~ ~~~~~~ p~1~i{i~. s~;anoJs N°~~~~~flm. ;:r:~:~~~~;r:.:h~:I:t ::~gr;t~· 
____________ _ _____________ ~I_"cI1~_) _MI'v1F/FT MMF/FT (Lbs.) 

24 NB1936N2SJ 19 36 .151 35.1 59.5 24.4 
---------- ---. --'---- - - -.-----'------------------ -~-- ------ ---------

22 NB1934N2SJ 19 34 .166 40.0 61.3 28.4 
20 ~ ---NBf932N2SJ----T9-----ji----~-T86-- --47:6- 74.9 32.3 
18 ... --~NBI930N2ST---~19------30 ----214-----W6--~-97.4 ----40~0--
16 NB1929-1'.J2SJ . 19 29~--~~ -23r-----62.T----fo6.2-----46-:-C-

FOR LOW-CAPACITANCE INSTRUMENT CABLES SEE OUR AO IN EEM SECTION 6000. 

INSULATION 
EXTRUDED VINYL AND TEFLON TUBING 
SIZES: #24 through 2W' Diam. 
PUT~UP: # 24 to %" on spools, completely sealed in plastic wrapping. Size X6" to 2W' in tied coils. 
SPEC. Vinyl + 105°C to -32°C Type: MIL-I-631C, ASTM~D922 Grade C 
GRADES: Vinyl + 80°C to _55°C Type: MIL~I~7444B, MIL-I~22076 

Teflon +250°C to _55°C Type: MIL~I-22129B (#20 to #2) 

NATIONAL OPENLINE 
DESIGNED FOR COMMERCIAL TV DISTRIBUTION SYSTEMS 

AND RF POWER TRANSMISSION 
Specifications: two inch spacing between conductors . . . 12 gauge 
copperweld ... 470 ohm impedance ... attenuation: 150 mc 0.25 
DB PER 100 FEET, AT 30 mc 0.1 DB PER 100 FEET. Velocity factor 0.975 
... copperwe~d steel for maximum strength and electrical stability, and 
to insure permanent uniform performance ... Spreaders are brown 
polystyrene, spaced at average five foot intervals, staggered slightly 
to avoid spurious resonances. 
Also 1" & W' copper line for TV leadin Formvar coated. 

COMPLETE WIRE 
AND CABLE 
INVENTORY 

ALWAYS 
AVAILABLE FOR 

IMMEDIATE 
SHIPMENT! 

National Wire and Cable Corporation main· 
tains one of the largest and most complete 
stocks of electronic and aircraft wire and 
cable in the nation. Total footage of floor 
stocks exceeds 50 million feet! 
Your immediate source for "MIL and Jan­
Spec" wires, coaxial cables and viny' 
sleeving. 
Special color coded. shielded and jackete( 
combinations of hook~up wire and multi 
conductor cables can be made to you 
specifications and delivered promptly with 
out delay. 

IN STOCK! 

MIL-W~76 A 
- ------- ----

MW, HW, LW 

MIL~W~16878/D ------- - -- -- - -----
8, BN, C, CN, 0, ON 

E, EE, K, KK 

J, IN 

NAS -702 
CLASS A, B, C 

MIL~W~5086 A 
TypeTIT,-I-1i 

MIL~C~70781 A 
--------

Type I, II, III 

JAN-C-76 
SRIR, SRHV 

FOR COMPLETE 

INFORMATION AND 

PRICES, PHONE, WRITJ 

OR WIRE NATIONAL 

NATIONAL WIRE & CABLE CORP~ Dept. REM SERVICE DIVISIO" 

LOS ANGELES, CALIF. 
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Catalog 
Number 

CS·l 

SECTION 6000 

components 
PANDUCT® PLASTIC' WIRING DUCT 

CORNER STRIP 
Price Per Foot (Standard length: 5 ft.) 

Approx. Shipping 

100',499' 1500',999' Weight per 100' Under 100' & 
100' over 

15 Ibs. $.29 $.25 I $.24 $.23 

PLASTIC RIVETS 

! Price Per 100 I Catalog 
0·999 11000.999911 OM & Over No. 

I NR-l $2.00 I $1.80 I $1.60 

Type E-Open Slot 

(Assembly - Includes Duct and Cover) 

Catalog Assembly Number Price/Foot (Includes Duct and Cover) 

Open' Wire Closed Nominal Nominal Approx. Shpg. Under 100 to 1000 to Nominal 
Slot Hole Slot Width Height Wt. per 100 ft. 100 ft. 999 ft. 2499 It. Size 

E.5 x.5 None None 112" t/21! 151bs. .48 .38 .34 .5 x.5 
E·.5 x .62 None None Ih" 5/s" 161bs. .50 .40 .37 .5 x .62 
E.5 x 1 None None 1/2" 1" 201bs. .04 .43 .40 .5 x 1 
E .5 x 1.25 None NJne 1/2" 11/4" 201bs. .60 .47 .43 .5 x 1.25 
E .5 x 1.75 None Nune 112" 11/4" 201bs. .62 .50 .46 .5 x 1.75 
E .75 x .75 None NIJne 3/4" 314" 201bs. .54 .43 .40 .75 x .75 
E .75 x 1 None None 3/4" 1" 221bs. .55 .44 .41 .75 x 1 
E .70 x 1.5 None None 3/4" Vh" 251bs. .63 .50 .46 .75 x 1.5 
E .75 x 2 None None 314" 2" 291bs. .75 .60 .55 .75 x 2 
E 1 x 1 01 x 1 C 1 x 1 1" 1" 251bs. .07 .46 .42 1 x 1 
E 1 x 1.5 None NJne 1" 1112" 27 Ibs. .72 .58 .53 1 x 1.5 
E 1 x 2 01x2 C 1 x 2 1" 2" 301bs. .76 .61 .56 1 x 2 
E 1 x 3 01 x 3 C 1 x 3 1" 3" 35 Ibs, .93 .74 .68 lx3 
El.5x.5 None None 1112" 112" 25 Ibs. .68 .47 .43 1.5 x .5 
E 1.5 x 1.5 None None 1112" 1112" 301bs. .78 .63 .57 1.5x 1.5 
E 1.5 x 2 01.5 x 2 C 1.5 x 2 11/2" 2" 301bs. .84 .67 .61 1.5 x 2 
E 1.5 x 3 o 1.5 x 3 C 1.5 x 3 1112" 3" 401bs. 1.02 .82 .75 1.5 x 3 
E 1.5 x 4 o 1.5 x 4 None 1112" 4" 501bs. 1.26 1.01 .93 1.5 x 4 
E 2 x 1 02xl C 2 x 1 2" 1" 301bs. .80 .64 .58 2 x 1 
E2x2 02x2 C2x2 2" 2" 35 Ibs. .93 .74 .68 2 x 2 
E2x3 D2x3 C2x3 2" 3" 501bs. 1.08 .86 .79 2x3 
E2x4 02x4 None 2" 4" 601bs. 1.34 1.07 .98 2x4 
E 2.5 x 3 02.5 x 3 C 2.5 x 3 2V2" 3" 55 Ibs. 1.17 .94 .87 2.5 x 3 
E 3 x 1 03xl C3xl 3" 1" 35 Ibs. I.CO .80 .74 3 x 1 
E3x2 03x2 C 3 x 2 3" 2" 501bs. 1.07 .85 .78 3x2 
E3x3 03x3 C3x3 3" 3" 60 Ibs. 1.23 .98 .90 3x3 
E3x4 03x4 None 3" 4" 701bs. 1.46 1.17 1.07 3x4 
E 4 x 1.5 None None 4" 11/2" 55 Ibs. 1.19 .95 .88 4 x 1.5 
E4x2 04x2 None 4" 2" 601bs. 1.21 .97 .89 4x2 
E4x3 04x3 None 4" 3" 701bs. 1.38 1.10 1.01 4x3 
E4x4 04x4 None 4" 4" 801bs. 1.56 1.24 1.14 4x4 

'OTE: Standard length, 6 ft. Other lengths available. Standard Colors, Oark Gray & White -light Gray and Black available. Standard mounting holes, No charge 
Supplied only if specified. See duct catalog for dimensions. 

OTE: Total length of all sizes of duct of each order, ordered for shipment at one time to one location, determines quantity discount. *U. S. Pat. No. 3,024,301 

STA-STRAfI® (Permanent) 

SST-Tie 

Maximum 
Catalog Bundle 
Number Diameter 

SST-l 314" 
SST-2 H'4" 
SST-4 4" 
SST-4H 4" 
SSC-2 13/4" 
SSC-4 4" 
SSC-4H 4" 
SSM-2 13/4" 
SSM-4 4" 
SSP-2 H'4" 
LST-2 H'4" 
LST-4 4/1 
LSC-2 1'¥4/1 
TM-1 Miniature 
TM-2 Standard 
TM-3 Heavy 
TA-1 Standard 
TA-2 Standard 

--rge Quant,lIes - Bulk Packed 
otation BaSis 

SSC-Clamp 

Approx. 
Shpg. Wt. 
Per 100 

4 oz. 
5 oz. 
9 oz. 

19 oz. 
60z. 

10 oz. 
20 oz. 
6 oz. 

10 oz. 
6 oz. 
6 oz. 

10 oz. 
7 oz. 
20z. 
3 oz. 
4 oz. 
3 oz. 
4 oz. 

lars: Standard - Natural Nylon White 
Other Colors - 10% additional price 

CABLE TIES AND CLAMPS 

SSM-Marker SSP-Push 

Price/100 ~rice Per 100 
Less Than Unit Base Price 

100 

$ 4.40 
5.40 

12.25 
18.25 
6.15 

13.50 
21.25 
10.75 
ll.65 

6_15 
8.65 

15.00 
9.35 
3.75 
3.75 
8.65 
3.75 
4.40 

Pkg. 100-400 

100 $ 3.60 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 

Terms, Net, 30 days 
Minimum Order $10.CO 

4.30 
9.80 

14.50 
4.90 

10.80 
17.00 
8.60 

14.10 
4.90 
6.90 

12.00 
7.45 
3.00 
3.00 
6.90 
3.00 
3.60 

500 

$ 2.85 
3.40 
7.80 

11.50 
3.90 
8.60 

13.60 
6.80 

11.20 
3.90 
5.45 
9.45 
5.90 
2.40 
2.40 
5.45 
2.40 
2.85 

Oelivery, F.O.B. Tinley Park, Illinois 
All prices subject to change without notice 

ANDUIT CORP. • TINLEY PARK, ILL. 60477 

,e 1712 • The MASTER - 29th Edition Trade Discount Applies To List Prices Only 

LOK-STRAP® (Releasable) 

lST-Tie 

Catalog 
Number 

SST-l 
SST-2 
SST-4 
SST-4H 
SSC-2 
SSC-4 
SSC-4H 
SSM-2 
SSM-4 
SSP-2 
LST-2 
lST-4 
LSC-2 
TM-1 
TM-2 
TM-3 
TA-1 
TA-2 

ATS·2B-Pneumatic $183.00 

® Registered Trademark 

© U.C.P_, Inc. 



SECTION 6000 

HOOK·UP WIRE 
PLASTIC TYPE 

PLASTIC INSULATION STRANDED OR SOLID TINNED CONDUCTOR 

:,; .. ,;~,;;;;~;; ,;~~;);;;;;j;;:;;:;,;;;~, .;, _"h;:<' I 

Saxton 
Number 

1A022 
1AD20 
1A018 

Saxton 
Number 
1A24 
1A22 
1A20 
lA18 
lA16 
1A14 

SOLID CONDUCTOR 

-Conductor- Insulation Nominal 
Size Stranding Thickness O.D. 

22 solid .016" .061" 
20 solid .016" .064" 
18 solid .016" .072" 

STRANDED CONDUCTOR 

-Conductor- Insulation Nominal 
Size 

24 
22 
20 
18 
16 
14 

Stranding Thickness O.D. 
7 x 32 .016" .056" 
7 x 30 .016" .062" 

10 x 30 .016" .06]" 
16 x 30 .016" .077" 
26 x 30 .016" .092" 
41 x 30 .016" .106" 

SHIELDED HOOK·UP WIRE 
PLASTIC TYPE 

TINNED COPPER SH IELD PLASTIC INSULATION 

Net Price 
Per M' 

$5.48 
6.90 
9.15 

Net Price 
Per M' 

$5.25 
5.93 
7.43 
9.89 

16.50 
21.00 

~~%»~;!;=;;1Z T""" 
STRANDED OR SOLID TINNED CONDUCTOR 

STRANDED CONDUCTOR 

Saxton -Conductor- Insulation Nominal Net Price 
Number Size Stranding Thickness O.D. Per M' 

lAS22 22 7 x 30 .016" .090" $27.75 
1AS20 20 10 x 30 .016" .100" 30.00 
1AS18 18 16 x 30 .016" .120" 33.75 
1AS16 16 26 x 30 , .Oi6" .130" 39.00 
1AS14 14 41 x 30 .016" .150" 54.75 
1AS12 12 65 x 30 .016" .170" 87.75 
1AS10 10 105 x 30 .025" .195" 157.50 

UNSHIELDED AUDIO CABLE 
2 AND 3·CONDUCTOR • NO OUTER JACKET 

PLASTIC INSULATION 

SOLID OR STRANDED 
CONDUCTOR 

SOLID CONDUCTOR 

Saxton -Conductor- Insulation Nom. Price 
Number No. Size Stranding Thickness 0.0. Per M' 
2AD22 2 22 solid .016" .100" $11.25 
3A022 3 22 solid .016" .115" 15.75 
2A020 2 20 solid .016" .120" 17.78 
3A020 3 20 solid .016" .135" 25.80 
2AD18 2 IS solid .016" .145" 21.38 
3A018 3 18 solid .016" .160" 33.75 
2A016 2 16 solid .016" .175" 35.25 
3A016 3 16 solid .016" .190" 50.10 

STRANDED CONDUCTOR 
Saxton -Conductor-'- Insulation Nom. Price 
Number N.D. Size stranding Thickness 0.0. Per M' 
2A22 2 22 7 x 30 .016" .125" $14.03 
3A22 3 22 7 )1030 .016" .140" 20.63 
2A20 2 20 10 x 30 .016" .145" 19.13 
3A20 3 20 10 x 30 .016" .160" 27.90 
2A18 2 18 16 x 30 .016" .165" 21.90 
3AlS 3 18 16 x 30 .016" .IS0" 39.00 
2A16 2 16 26 x'30 .016" .190" 37.35 
3A16 3 16 26 x 30 .016" .210" 54.75 

© U.c.P., Inc. Net 

~saxton 
~ WIRE & CABLE DIVISION 

MUL TI·CONDUCTOR JACKETED CABLE 
.020" -WALL PLASTIC JACKET 

INNED CONDUCTOR 

SOLID CONDUCTOR 

Saxton -Conductor- Insulation Nom. Price 
Number No. Awg Stranding Thickness 0.0. PerM' 

2J022 2 22 solid .015" .140" $16.13 

3lO22 3 22 solid ~015" .150" 23.25 

4J022 4 22 solid .015" .170" 27.00 

5J022 5 22 solid .015" .185" 32.40 

6JD22 6 22 solid .015" .190" 45.75 

7J022 7 22 solid .015" .200" 52.50 

8J022 8 22 solid .015" .210" 58.13 

9lO22 9 22 solid .015" .240" 64.13 

10lO22 10 22 solid .015" .250" 79.13 

12J022 12 22 solid .015" .270" 101.63 

15lO22 15 22 solid .015" .300" 127.13 

2lO20 2 20 solid .015" .155" 21.75 

3J020 3 20 solid .015" .165" 38.25 

4lO20 4 20 solid .015" .195" 47.25 

5JD20 5 20 solid .015" .220" 56.25 

6JD20 6 20 solid .015" .230" 74.25 

7lO20 7 20 solid .015" .240" 92.25 
8lO20 8 20 solid .015" .285" 110.25 

9lO20 9 20 solid .015" .300" 124.25 

10J020 10 20 solid .015" .315" 142.50 
12lO20 12 20 solid .015" .330" 165.00 
15lO20 15 20 solid .015" .345" 210.00 
20lO20 20 20 solid .015" .400" 280.88 
2lO18 2 18 solid .015" .188" 27.75 
3J018 3 IS solid .015" .208" 42.00 
4JD18 4 IS solid .015" .223" 59.40 
5lOlS 5 18 solid .015" .233" 76.28 
6lO18 6 18 solid .015" .263" 92.78 

STRANDED CONDUCTOR 

Saxton -Conductor- Insulation Nom. Price 
Number No. Awg Stranding Thickness 0.0. Per M 

2)22 2 22 7 x 30 .015" .145" $19.12 
3)22 3 22 7 x 30 .015" .160" 23.4( 

4J22 4 22 7 x 30 .015" .185" 27.4! 
5J22 5 22 7 x 30 .015" .190" 32~0! 
6J22 6 22 7 x 30 .015" .195" 49.SI 
7J22 7 22 7 x 30 .015" .215" 56.2! 
SJ22 8 22 7 x 30 .015" .225" 59.2! 

9J22 9 22 7 x 30 .015" .245" 64.51 

10J22 10 22 7 x 30 .015" .260" 81.0' 
12J22 12 22 7 x 30 .015" .2S5" 105.0 
15J22 15 22 7 x 30 .015" .340" 130.8 
2J20 2 20 10 x 30 .015" .175" 22.1 
3J20 3 20 10 x 30 .015" .185" 39.0 
4J20 4 20 10 x 30 .015" .205" 48.7 
5J20 5 20 10 x 30 .015" .230" 58.S 
6J20 6 20 10 x 30 .015" .250" 78.0 
7J20 7 20 10 x 30 .015" .260" 96.C 
8J20 8 20 10 x 30 .015" .305" 114.C 
9J20 9 20 10 x 30 .015" .320" 125.( 
10J20 10 20 10 x 30 .015" .325" 142,E 
12J20 12 20 10 x 30 .015" .345" 165.i 
15J20 15 20 10 x 30 .015" .365" 213.~ 

20J20 20 20 10 x 30 .015" .420" 285,( 
2Jl8 2 18 16 x 30 .015" .210" 28.! 
3Jl8 3 18 16 x 30 .015" .230" 48.: 
4JlS 4 18 16 x 30 .015" .245" 60.1 
5Jl8 5 18 16 x 30 .015" .260" 7S. 
6Jl8 6 18 16 x 30 .015" .275" 96.1 

The MASTER - 29th Editi<1n • Page 1; 



SECTION 6000 

~saxton 

ISSJ22 
2SSJ22 

MULTI-CONDUCTOR SHIELDED CABLE* 
.020" ·WALL PLASTIC JACKET 

BRAIDED OR WRAPPED TINNED COPPER SHIELD 

wrap 

TINNED 
CONDUCTOR' 

$27.63 
33.00 

2SSJD22 wrap solid 28.88 
2SSJ20 wrap 10 x 30 .016" .020" .195" 37.50 
3SSJ20 wrap 10 x 30 .016" .020" .210" 54.00 
4SSJ20 wrap 20 10 x 30 .016" .020" .225" 83.00 
2SSJ18 wrap 18 16 x 30 .016" .020" .230" 45.38 
2SSJ16 wrap 16 26 x 30 .016" .020" .250" 75.00 
2SJ22 braid 2 22 7 x 30 .016" .020" .183" 38.63 
2SJ20 braid 2 20 10 x 30 .016" .020" .195" 48.75 
2SJl8 braid 2 18 16 x 30 .016" .020" .235" 56.25 

• Bare conductors available . For additional constructions see Audio Cable 
Section. 

INTERCOM CABLE 
TWISTED PAIRS WITH PLASTIC JACKET 

~;~~~;'~~:=::::::;~SOLID TlNN~D ~ CONDUCTOR 

6P22 
8P22 
10P22 
12P22 
18P22 
22P22 
30P22 
54P22 

.205" 25.13 

.230" 34.73 

.330" 56.25 

.345" 74.25 

.370" 77.70 

.385" 109.50 

.415" 108.75 

.450" 140.25 

.470" 175.50 

.605" 255.00 

.630" 423.00 

.710" 570.00 

.845" 897.00 

6 22 52.50 
8 22 .015" .020" .275" 68.63 

10 22 .015" .02()~320"73Jf5 
12 22 7 x 30 .015" .020" .340" 79.13 
18 22 7 x30 .015" .020" .375" 113.10 

11 22 22 7 x 30 .015" .020" .415" 146.25 
15 30 22 7 x 30 .015" .025" .485" 182.55 
27 54 22 7 x30 .015" .035" .M5" 345JlO 

AUDIO CABLE 
COMBINATION SHIELDED & JACKETED 

INYL JACKET TINNED SHIELD 

;)))AC; 2 3h ~ •• =iiiS;:::~~~ 1'~:W ~ TINNED 
[j;; _ ~ STRANDED 

PLASTIC INSULATION'" ~ CONDUCTOR 

(Two conductors shielded, two unshielded) 
S2J22 3 22 7 x 30 .016" .020" .200" 37.35 

(One conductor shielded, two unshielded) 

• ge 1714 • The MASTER-29th Edition Net 

~ WIRE & CABLE DIVISION 
E-Z ZIP-CORD-LAMP-CORD 

PLASTIC TYPE • 2 & 3-CONDUCTOR. 

2F20'* 2 20 10 x 30 .016" .105" x .210" see 
below 

2F18 2 18 41 x 34 SPT-l .016" .130" x .215" $18.90 
2F18B 2 18 41 x 34 SPT-2 .032" .150" x .285" 30.75 
2F16 2 16 65 x 34 SPT-2 .032" .160" x .300" 43.50 
3F24 3 24 7 x 32 .032" .061" x .204" 15.00 
*2F24-clear-$lQ.35 COlors-$9.53 

"2F20-clear- 18.00 Colors-14.63 

PHONO WIRE 
1 AND 2-CONDUCTOR • SHIELDED, UNJACKETED 

TINNED COPPER SH IELD PLASTIC INSULATION 

~%1'l¥$i'4·'%¥S; ~;::=;I 
STRANDED TINNED COPPER CONDUCTOR 

$1I~DII" ..•.. " 'Cli/ldllCtoi'$<;'(i' · •. IJi$itn~· .• ):Ram;..... '~e"!'rIcl! '. 
Np •. ; ffll.<;AWG $tw~lng • ThcfIlIS.. .. .Q..Q,< ... ~"'M'· 

IS24 1 24 16 x 36 .016" .080" $27.00 
2S24 2 24 16 x 36 .016" .125" 32.63 

2S24 
2S22 
2S20 
2S18 
2S16 
2S14 
2S12 

2SJ22 
2SJ20 
2SJl8 

AUDIO CABLE 
2·CONDUCTOR SHIELDED, UNJACKETED 

SOLID CONDUCTOR 

20 
18 .175" 

STRANDED CONDUCTOR 
2 24 16 x 36 .016" .125" 
2 22 7 x 30 .016" .140'~ 

2 20 10 x 30 .016" .155" 
2 18 16 x 30 .016" .170" 
2 16 26 x 30 .020" . .210" 
2 14 41 x 30 .020" .225" 
2 12 65 x 30 .025" .295" 

AUDIO CABLE 
2·CONDUCTOR • SHIELDED & JACKETED 

CONDUCTOR 
2 22 7 x 30 .016" .020" .183" 
2 20 10 x 30 .016" .020" .195" 
2 18 16 x 30 .016" .020" .235" 

$32.63 
33.75 
36.75 
47.25 
71.50 

102.00 
173.35 

37.88 
48.38 
54.60 

© U.C.P., Inc . 



SECTION 6000 

~ saxton 
AUDIO CABLE 

LOW LOSS MICROPHONE & INPUT 
BRAIDED DR WRAPPED BRAIDED OR WRAPPED 

TINNED COPPER SHIELD TINNED COPPER SHIELD 

::::; :: ;:;;;:;~;~~:;;:;;; .. 
I 
!~ 

POLYETHYLENE INSULATION 

Saxton 
No. 

ISSJC26 

lSJC24 
lSJC24A 
lSJC20 
2SJC20 
3SJC20 
4SJC20 
5SJC20 
6SJC20 

Nom. Shield Conductors Insl. Jkt. 
Cap.!ft. Type No. AWG Strdg. Th. Th. 
36 mmf. wrap 1 26 7x34 .016" .020" 

cprwld. 
35 mmf. braid 1 24 10x34 .016" .030" 
23 mmf. braid 1 24 10x34 .040" .030" 
36 mmf. braid 1 20 26x34 .030" .030" 
31 mmf. braid 2 20 16x34 .025" .030" 
34 mmf. braid 3 20 26x34 .025" .035" 
36 mmf. braid 4 20 26x34 .025" .035" 
45 mmf. braid 5 20 26x34 .025" .035" 
51 mmf. braid 6 20 26x34 .025" .035" 

TEST LEAD WIRE 
SUPER-FlEXIBLE VINYL INSULATlON* 

LOW DUROMETER SUPER·FLEXIBLE 

Nom. Price 
0.0. Per M' 

.125" $26.63 

.145" 27.08 

.200" 35.85 

.175" 49.50 

.230" 51.90 

.290" 66.00 

.315" 84.00 

.340" 99.00 

.365" 156.00 

VINYL INSULATION STRANDED TINNED CONDUCTOR 

;;#It,;', ;;:::Y:::::';;:;::;;::;=;;;;;T:J 
Saxton Conductors Wall Brkdwn. Nom. Net Pro 

No. Type AWG Stmdg. Thkns. VoHage 0.0. Per M' 
1C20 Standard 20 41 x 36 .040" 5,000 .120" $14.33 
lC20A Standard 20 41 x 36 .044" 8,500 .130" 14.70 
1C20B Standard 20 41 x 36 .047" 10,000 .135" 16.50 
lC18 Standard 18 41 x 34 .047" 12,000 .140" 19.88 
1C18A Hvy.Duty 18 41 x 34 .109" 22,000 .245" 29.40 
1C20R* Standard 20 41 x 36 .040" 5,000 .120" 16.88 
IC18R* Standard 18 41 x 34 .045" 5,000 .138" 20.25 

*Rubber, Also available to MIL·spec from stock. ALL TEST PROD WIRES RED or 
BLACK. Other colors available. 

HIGH VOLTAGE WIRE 
flAME-RETARDANT RULAN INSULATION 

"RULAN" FLAME·RETARDANT INSULATION STRANDED TINNED CONDUCTOR 

;;;i;=;;;"~;~;:;~;;;;);:=;': . : :J 

saxton 
No. 

1R20 
1R20A 
1R18 
1RS18 

Conductors Wall Brkdwn. 
Type II.WG Strndg. Thkns. Voltage 

unshielded 20 10 x 30 .047" 10,000 
unshielded 20 10 x 30 .063" 20,000 
unshielded 18 16 x 30 .095" 40,000 

shielded 18 16 x 30 .075" 20,000 

ROTOR CABLE 
LOW LOSS flAT TYPE 

(round construction also available) 

VINYL OR POLYETHYLENE INSULATION 

Nom. 
0.0, 
.120" 

.. 170" 
.240" 
.243" 

Net Pro 
PerM' 
$19.13 

29.63 
57.00 
93.75 

ONE TINNED LEG 
FOR POLAR ITY 
IDENTIFICATION 

Saxton Conductors Ins.ulation Nominal Net Price 
No. No. AWG Strndg. Material 0.0. Per M' 

4FC2 4 22 7 x 30 polyethylene .Q85 x .360" $17.48 
4FC2A 4 22 7 x 30 polyvinyl chlrd. .090 x .430" 18.75 
4FC3 4 20 10 x 30 polyethylene .085 x .360" 20.18 
4FC3A 4 20 10 x 30 polyvinyl chlrd. .090 x .430" 22.28 

5FC3 5 20 7 x 28 polyethylene .095 x .485" 24.55 

<0 U.c.P., Inc. Net 

~ WIRE & CABLE DIVISION 

MIL·C·3432 • MIL·C·3884 
WITH CERTIFICATION • PRICES ON REQUEST 

Saxton Specification Nom. 
No. Specfetn. Desgntn. Construction Number 0.0. 

2M18 CO·02 MGF 2118 SJO M IL·C·3432A 0.375 
(shielded) 

2M18A CO·02 MGF 2/18 M I L·C·343 2 B 0.300 
2M18B CO·02 HGF 2/18 MIL·C·3432 B 0.380 
2M18C CO·02 LGF 2/18 M I L·C·343 2 B 0.250 
2M16 CO·02 HGF 2116 M I L·C·343 2 B 0.405 
2M16A CO·02 MGF 2116 MIL·C·3432B 0.338 
2M14 CO·02 MGF 2/14 MIL·C-3432B 0.400 
2M14A CO·02 HGF 2/14 MIL·C·3432B 0.535 
3M18 CO·03 MGF 3/18 M IL·C·3432 B 0.330 
3M16 CO·03 MGF 3/16 SJO MIL·C·3432 0.360 

(shielded) 
3M16A CO·03 MGF 3116 MIL·C·3432 B 0.375 
3M12 CO·03 HOE 3/12 M IL·C·3432 9 0.635 
5M20 CO·05 MGF 5/20 MIL·C·3432B 0.400 
2M18D COS 2/18 MIL·C·3884 0.290 
3M18A COS 3118 MIL·C-3884 0.290 
2M20 COS 2120 MIL-C-3884 0.280 
3M20 COS 3/20 MIL·C·3884 0.280 

Saxton stocks a complete inventory of MlL·C·3432A and MlL·3884. Only the 
most popular types are listed here. We invite your inquiry on these and others. 

MIL·W·768 
WITH CERTIFICATION 

TYPE MW-Uncovered Plastic, Medium Wall, 1000V. Rating 

Saxton 
No. 

1MD22 
IMD20 
IMD18 
1MD16 

STRANDED OR SOLID TINNED CONDUCTOR 

SOLID CONDUCTOR 

Specification Insltn. 
Designation AWG Thkns. 
MW-C 22(1)U 22 .016" 
MW·C 20(1)U 20 .016" 
MW·C 18(I)U 18 .016" 
MW·C 16(1)U 16 .016" 

STRANDED CONDUCTOR 
SPECIAL QUANTITY PRICES 

I 

Nom. Net Price 
0.0. P.r M' 

.061" $5.63 

.064" 7.95 

.072" 10.80 

.083" 15.75 

Saxton Specification Conductor Insltn. Nom. Net Pro 
No. Designation AWG Strndg. Thkns. 0.0. Per M' 

1M24 MW·C 24(7)U 24 7 x 32 .016" .056" $6.1: 
IM2~2 -~MW.C22(7)U-~2z-7X30--.016~" -~.062~" -~i:1~ 

1M20 MW-C iO(10)U 20 10 x 30 .016" .067" 9.5~ 
IM18 MW-C 18(16)U 18 16 x 30 .016" .077" 13.21 
1M16 MW·C 16(26)U 16 26 x 30 .016" .092" 19.6~ 

1M14 MW·C 14(41)U 14 41 x 30 .016" .106" 29.5! 
1M12 MW-C 12(65)U 12 65 x 30 .016" .127" 49.5{ 

TYPE HW-Uncovered Plastic, Heavy Wall 

Sallion 
No. 

1M22A 
1M20A 
1M18A 
IM16A 
IM14A 
IM12A 

Specification 
Designation 
HW·C 22(7)U 
HW·C 20(10)U 
HW·C 18(16)U 
HW·C 16(26)U 
HW-C 14(41)U 
HW-C 12(65)U 

conductor 
AWG Strndg. 
22 7 x 30 
20 10 x 30 
18 16 x 30 
16 26x30 
14 41 x 30 
12 65 x 30 

losltn. 
Thkns. 
.032" 
.032" 
.032" 
.032" 
.045" 
.045" 

Nom. 
tI.D; 
.094" 
.099" 
.109" 
.122" 
.165" 
.185" 

N&tpl 
.Petfl 
$14.6 

18.0 
24.0 
34.S 
56.2 
76.5 
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SECTION 6000 

~saxton 
LARGE STOCK IRRADIATED POLYOLEFIN WIRE 

~ WIRE & CABLE DIVISION 

MIL·W·16878C 
WrTH CERTIFICATION • SPECIAL QUANTITY PRICES 

EXTRUDED TEFLON INSULATION SILVER·PLATED STRANDED CONDUCTOR 

;-:,4",;;;;,,~;,~:;;;;;;~~;,;~;b : : ~,;~,;~w :~ : j~ ;:::: :: :: ::~~~;~, I 

TYPE E-Extruded Teflon, 600 v. Rating 
1M30E E·30 30 7 x 38 .010" .033" $52.13 
1M28E E·28 28 7 x 36 .010" .036" 50.25 
1M26E E·26 26 7 x 34 .010" .041" 48.75 
1M24E E·24 24 19 x 36 .010" .046" 52.88 
IM22E E·22 22 19 x 34 .010" .052" 63.00 
1M20E E·20 20 19 x 32 .010" .060" 75.75 
1M18E E·18 18 19 x 30 .010" .072" 96.00 
1M16E E·16 16 19 x 29 .010" .084" 135.00 
1M14E E·14 14 19 x 27 .010" .098" 207.75 

TYPE EE-Extruded Teflon, 1000 v. Rating 
1M30EE EE·30 30 7 x 38 .015" .043" $61.50 
1M28EE EE·28 28 7 x 36 .015" .046" 66.00 
1M26EE EE·26 26 7 x 34 .015" .050" 58.50 
IM24EE EE·24 24 19 x 36 .015" .056" 68.25 
1M22EE EE·22 22 19 x 34 .015" .062" 72.30 
IM20EE EE·20 20 19 x 32 .015" .070" 93.75 
1M18EE EE-18 18 19 x 30 .015" .081" 114.75 
1M16EE EE-16 16 19 x 29 .015" .090" 163.88 
1M14EE EE-14 14 19 x 27 .015" .104" 231.00 

PLASTIC INSULATION STRANDED OR SOLID TINNED CONDUCTOR 

I 
;;~;;w~;;,,;<=::: :::;,:: ::,:,q;:: :~:::%: 

TYPE 

TYPE 
1M220 
1M200 
1M180 
1M160 
1M140 

C-Uncovered Plastic, 1000 
;"\'SJIl!cific.ti~n Conlluctor' IlIsltn. 
(",Ii,signatioll ' AWl Sfrndg~ thltns. 

C-22 22 7 x 30 .016" 
C-20 20 7 x 28 .016" 
C-18 18 7 x 26 .016" 
C-16 16 19 x 29 .016" 
C-14 14 19 x 27 .016" 

D-Uncovered Plastic, 3000 
0-22 22 7 x 30 .032" 
0·20 20 7 x 28 .032" 
0·18 18 7 x 26 .032" 
0·16 16 19 x 29 .032" 
0-14 14 19 x 27 .032" 

SAXTON ZIP·CORD 
IDEAL FOR ELECTRICAL LEADS 

OO·PACK ZIP·CORD-1S AND 20·GAUGE 

:::::;;,,] I 
v. Rating 
N~m. ,'Netpt. 
U. PerM' 

.065" $9.75 

.073" 12.73 

.081" 16.80 

.092" 21.53 

.103" 33.98 

v. Rating 
.097" $16.05 
.105" 19.50 
.113" 24.38 
.124" 28.88 
.135" 42.75 

:onvenient 100·ft. spools of parallel wire for speaker extensions, 
amp wiring, eJc. in Black, brown, white, grey and clear. 
:axton No. 1055HP (20·gauge, choice of color) _______ _ 
axton No. 1555HP (18·gauge, choice of color) _______ _ 
axton No. 1055HC (20·gauge, clear, polarized) _______ _ 

UNIATURE 24·GAUGE ZIP·CORD 

100-fL. $1.98 
100·fL_ 2.49 

75·ft.._ 1.98 

Ktremely flexible, polarized parallel wire for low voltage use and 
leaker wire. In brown, black, blue, green, white, grey and clear. 
lxton No. 2F24C/500-S00·ft. roll, clear __________________ $ 5.25 
Ixton No. 2F24C/1000-1000·ft. roll, clear __ . ______ . ____ ,_ 10.35 
Ixton No. 2F24/500-500ft. roll, color _____________ . _____ 4.95 
Ixton No. 2F24/1000-1000·ft. roll, color __________________ 9.75 
Ixton No. 1159HP-80·ft. minispools, color _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 1.29 
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t 22 gao 

tt No Hanks 

ADT38 38 
ADT36 36 
ADT34 34 
ADT32 32 
ADT30 30 
ADT28 28 
ADT26 26 
ADT24 24 
ADT22 22 

Net 

300-0HM TWIN LEAD 
VHF-UHF TRANSMISSION LlNE* * 

economy 7 0.040 x 0.0375 $ 8.18* 

signal 7 0.055 x 0.385 8.93' 
sender 

trophy 10 0.080 x 0.385 10.43* 
line 

crusader 10 0.093 x 0.355 10.43* 

top 10 0.095 x 0.383 11.18* 
notch 

E-Z 10 0.080 x 0.370 11.25' 
Strip 

TL·100SDL double 20 0.100 x 0.400 15.38 
ten 

brown 41 0.125 x 0.415 23.63 
or gold 

6 tubular 7 0.160xO.445 19.50 t 

spongee 10 0.305x0.425 34.50 

INS·500 ins. open 41 0.075 x 0.975 39.75 
wire 

"For shielded Twin Lead (#1118) or SeaCoaster 
marine type (#1017), see Saxton Page 10. 

'For Clear, Silver or Gold, add $1.67 per M' 
to net price. 
50'-Add $2.50 per M' to net. 
75'-Add $2.09 per M' to net. 

100'-Add $1.67 per M' to net. 

SPECIAL TWIN LEAD TYPES 

PK·1O·100 tt 10 0.100xO.395 9.62' 
PK·20·100 tt 20 0.100xO.395 13.15* 

UNINSULATED TINNED COPPER 

$2.73 ADT20 20 $4.75 AT24 24 7x32 $ 4.22 
2.87 ADT18 18 6.53 AT22 22 7x30 4.91 
3.22 ADT16 16 9.70 AT20 20 10x30 6.21 
3.28 AT18 18 16x30 8.93 
3.33 ADT14 14' 14.03 AT16 16 26x30 13.84 
3.40 ADT12 12 20.40 AT14 14 4lx30 19.50 
3.45 ADTlO 10 45.75 AT12 12 65x30 27.00 
3.62 ADT8 8 68.25 

4.01 ADT6 6 110.40 

© U.C.P., Inc. 



SECTION 6000 

c~·saxion 
LARGE STOCK IRRADIATED POLYOLEFIN WIRE ~ ~ WIRE & CABLE DIVISION 

COAXIAL CABLE 
COMMERCIAL TYPES 

Quotations on cable to MIL-C-17B specifications on re­
quest. Quotations on RG-a/U and RG.ll /U with 15 AWG 
solid copperweld conductor on reQllest. . 

Saxton 
Number 

1X14 

Type 
Desig. 

K·14 

In· Nom. Net 
III. sula· Imp. Nom. Price 

Type tion (Ohms) 0.0. Jacket Description Per M' 

A reg. 72 .870 non·cont. comm. TV 
PVC. cable $488.00 

lX8*-- - RG-8/U -- --A'fe'g-.- -5-2--:,rO~rbfackPE--ge-n'-1 purpose-1-2-1.-41-
-- --- - --- ------------------ -----
1X8A RG·8/U A foam 52 .405 black PVC 124.13 
1X8B* RG-=8A/LJ' 'il-reg:-SO' -·.ir6SnOn·contPE---·--m:7s-
1 xiI * RG=l 1/U --Areg':--7S--A05b1aCITvc-fVs.-comm.--T08.00 
1xilA--RG:TI7UAToam'~ :405 black PVC' -- '----- 108.75 
I XlI B * -ilG='l fA/I'j',Creg. -'K·':'I05non-co;;f.PE--- -, -- 121.50 

'lX11CRG·11/UDS B reg. 75 .465 black PVC double-
shielded 

20AWG 
solid B.C. 

175.50 

47.03 
19/.0071 TC 47.83 

19/.0071 TC 54.00 
'-=-~~~"""':T~V--'cccab'le 46.50 

double-
shielded 84.75 

TV cable 47.25 
--=c.~~~=-=--~...c.:--,-,-",-~-~~.,::.c.~~-'-m7in.:.cia....c:.:ture 

'Available in 100·ft. lengths. 
Add 10% for low·loss PE foam dielectric. 
tAdd 10%.' 

"59/U" 38.25 
.023 copper-
weld 48.75 

small size 
low cap. 54.75 

. UNINSULATED COPPERWELD 
40% COPPERWUD CONDUCTOR. NON-STRETCH. HARD·DRAWN 

Saxton Nom. Net Price 75' 100' 
Number Awg 0.0. 1M'Spools Interco!lnettell 
5300 18 solid .0403 $ 4.80 $ .44 $ .55 
5301 15 solid .0508 11.40 

5302' 14solid .0641 18.23 1.49 1.89 
5303 12 solid .0808 24j~ 1.89 2.50 
5304 16 solid .1019 29.25 

5305' 8 solid .1285 48:75 
5305 6 solid .1620 80.53 

Saxton Copperweld available on 1M' spools. Nos. 5300 to 5303 also in 
50' & 100' interconnected coils of 1M' total. 

© U.c.P., Inc. Net 

GUY WIRE & MESSENGER CABLE 
HEAVY GALVANIZED STEEL, ALUMINUM & COPPERWElD 

Saxton Spec. 
No. Desig. 

5100 GW·4/20 
Stranding 

4 x 20 
Material 

Strength Net 
Test Yield Price 

Strgth. Per elM Ft. 
-P.S.1. Ft. Spools 

5101 GW·6/20·-----;c6-x"'2"'0-
hvy. galv.:c.'.c.st:c:.e-'cel ___ 2::cl~5~ 4% $ 4.88 
hvy. galv. steel 335 3.6% 6.23 

5102 GW·7120 
5103 GW·6118 

7 x 20 hvy. galv. steel 418 2.8% 7.28 
6 x 18 hvy. galv. steel 515 3% 9.38 

5104 GW·7118 
5105 AL·7/18 

7 x 18 hVy. galv. steel 585 '3% 10.88 
7 x 18 EC quality 

aluminum, air· 
craft temper 370 

-5-106 ASL·7/18 6 x 18 alum. EC quality 
1 x 18 steel aluminum, air· 

craft temper 410 
-Sl07* CO·6/20'-6 x 20---3'0'Y;cQpper-· ---

4.5% 20.25 

3.5% 20.03 

weld 600 2.7% 26.63 
51O¥To.87f8-'--8Xf8--30% copper- _-'-' ___ --'-'-.:.c...:_..:......c... 

weld 1450 1.8% 57.38 
5110* CO·3/18 3 x 18 30% copper· 

weld 550 2.5% 18.83 
'5TUGW·12nO'12'x-ZO-- hvy. galv. steel 655 18.53 
5112---tillei cabT;;-' 7x'1[49 strJT!32" cable 

vinyl jacket 
3/16" O.D. 2100 71.25 

'50' and 100' interconnected coils are standard. 500' or 1000' spools 
available. 

ANTENNA WIRE 

Saxton 
Number Stranding Material Packing 
1275 solid # 12 AWG enameled 1M' interconnected 

solid copper coils of 100' ea. 
1280 solid #14 AWG enameled 1 M' interconnected 

solid copper coils of 100' ea. 
1286/50 7 x 22 bare copper 1000' interconnected 

coi Is of 50' ea. 
12861100 7 x 22 bare copper 1M' interconnected 

coils of 100' ea. 
1288/50 7 x 24 bare copper 1M' interconnected 

coils of 50' ea. 
12881100 7 x 24 bare copper 1M' interconnected 

coils 01 100' ea. 
1289 7 x 26 bare copper 1M' interconnected 

coils of 50' ea. 

ALUMINUM GROUND WIRE 
1240/1M #8 AWG solid 

dead soft alum. 1000·ft. spool 
1240/50 #8 AWG solid 1M' interconnected 

dead soft alum. coils of 50' ea. 
1240/100 #8 AWG solid 1M' interconnected 

dead soft alum. coils of 100' ea. 
1255/1M #6 AWG solid 

dead soft alum. 1000·1t. spool 
1255/50 #6 AWG solid 1 M' interconnected 

dead salt alum. coils of 50' ea. 
1255/100 #6 AWG solid 1M' interconnected 

dead soft alum. coils of 100' ea. 

SAXTON STOCKS AND FABRICATES CABLES 
UNDER THE FOLLOWING MIL SPECIFICATIONS-

MIL·C·3432 MIL·B·10255 MIL·W·16878C 
(CO·O construe· MIL·W·13169 Teflon 

Net PriC.1 
Per.M' 

$26.25 

18.00 

15.85 

15.25 

13.15 

11.95 

12.15 

$13.28 

14.60 

14.00 

25.35 

27.00 

25.50 

tions) MIL·W-7139A EXTRA LOW LOSS 
MIL·C·5756B MIL·C·130n OPEN WIRE TRANS· 
MIL·C·3884 MIL·W·5086A MISSION LINE plus 
MIL·S-2486 MIL·W·16878C ... MANY OTHER 
MIL·C·10392 MIL·W·76B TYPES 

Whether your order is large or small, you get special service from Saxtol 
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SECTION 6000 

~saxton 
~ WIRE & CABLE DIVISION 

OPEN WIRE TRANSMISSION LINE 
LOW LOSS AIR DIELECTRIC • 300-0HM • BULK QUANTITIES 

25.13* 2.55 
450-ohm 31.50* 

I" 450-ohm 18 6" 33.38* 
2517 

7/16" 300-ohm 18 6" 33.38* 
2520 solid copper 

Formvar I" 450-ohm 16 6" 42.75* 
2525 40% copperweld 2" 475-ohm 14 random 

spaced 60.98* 
2526 40% copperweld 2" 450-ohm 12 random 

spaced 73.88* 
MAX. SPOOL: 6" spacing, 500 ft.; 12" spacing, 1000 ft.; 300-ohm, 500 ft. 
*500' spool standard. 100' & 250' slightly higher. 

CD~ I , 

OPEN LINE ACCESSORIES 
STAND-OFFS & STRESS INSULATORS 

No. 6001 

No. 6002 

No. 6003 

No. 6004 

No. 6005 

No. 6006 

#6000 

BLOCKS ONLY WITHOUT 
DRIVE-IN HARDWARE 

Complete with 2 plated screws 
for use as spacer blocks in 
making your own open line 
installations. 
Saxton No. 6000 

Net Price _ _ _ _ .11'12 ea. 

Especially designed for use with open line transmission 
wire installations. Tighten screws after pulling wire taut. 
For use as spacer, partially tighten set-screws_ This per­
mits movement of wire in the slots and avoids potential 
wire breaks. Use outside slots for 600-ohm wire. The 
"Tappee" Stand-off Insulator is good for community in­
stallations where random spacing of open line is desirable 
to avoid tuned circuits. Ideal also for use as anchor point 
or spacer for "fence wire" installations. "Tappee" permits 
inexpensive, time and labor-saving, trouble-free installa­
tions, and is made for use with No. 12 thru No. 18-gauge 
wire. Hardware constructed of double-dip galvanized steel; 
block is high impact polystyrene. 

Saxton Net Price 
Number Descriptidn Ea. 

6001 51,12" nail type $.12¥4 
6003 5" wood screw type .13'12 
6004 7'12" wood screw type .15 
6005 5" pole c lamp type .161,12 
6006 7'12" pole clamp type .18 
6007 INS-500 type .29 
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300-0HM 

------------_._-----
CHARACTERISTIC CHART TRANSMISSION LINE LOSS DB LOSS PER 100 FT. 

100 MC 500 MC 1000 MC 

Type Wet Dry Wet Dry Wet Dry 
300 Ohm Open Wire 1.20 0.40 2.30 .80 1.9 1.8 
450 Ohm Open Wire 0.35 .78 I.! 

*Two Inch Spaced Open Wire .19 .42 .89 
300 Ohm Tubular 2.8 1.1 6.8 3.1 10.2 4.8 
300 Ohm Flat 7.6 1.5 20.0 3.2 30.0 5.0 
RG-59U 3.8 9.4 14.2 
RG-llU 1.8 5.0 7.6 

* CHARACTERISTIC IMPEDANCE. IMPEDANCE WILL VARY WITH WIRE SIZES USED 

OPEN LINE ACCESSORIES 
STRESS INSULATORS AND BLOCKS I 

HEAVY DUTY OPEN LINE 
STRESS INSULATORS 

Plastic blocks, slotted on 
either one or two-inch cen­
ters, for taking up slack or 
as anchor points in open line 
installations. Complete with 
plated screw. 
Saxton No. 6010 

Net Price . _ _ _ .60 ea. 

#6011 

12 AWG INSULATOR 

Same as Saxton No. 6010. Has 
2-inch spacing for #12 AWG 
wires. Insulators for other 
gauges available on special 
order only. 
Saxton No. 60 11, 

Net Price ______ .87 ea. 

SEE PAGE 4 FOR INSULATED OPEN WIRE TYPE INS-500. 

ANTENNA ACCESSORIES 
SPECIAL HARDWARE 

GROUND MAST CLAMPS 
Saxton No. 1100, 

Net Price _______ .42 ea. 

LIGHTNING ARRESTORS 
(externally fused) 

Saxton No. 1098, 
Net Price ______ $1.73 ea. 

ANTENNA WINDOW 
STRAPS 

U-BOLTS AND SA~DLES 
Saxton No. 1103, 

Net Price .23 ea. 
Also available without saddle 

GROUND RODS 
Four-foot overall length. 
Saxton No. 1064, 

Net Price .521f2 ea. 

Saxton No. 1126, 
Net Price ________ .20 ea. 

(c) V.c.P., Inc. 



saxton 
Number Length Type 

800 10' RGSU 
801 10' RG8U 
802 15' RG8U 
803 15' RG8U 
804 20' RG8U 
805 20' RG8U 
806 lU' RG58U 

807 10' RG58U 
808 15' RG58U 

S09 15' RG58U 

810 20' RG5SU 

811 20' RG58U 

SECTION 6000 

~ saxton 
~ WIRE & CABLE DIVISION 

COAXIAL CABLE ASSEMBLIES 
FOR CITIZEN'S BAND 

BAG·PACKED 

Description 
Has PL259 on one end, two terminating spade lugs on the other 
Same as # 800 except PL259 to PL259 
Has PL259 on one end, two terminating spade lugs on the other 
Sarne as #802 except PL259 on both ends 
Has PL259 on one end and two terminating spade lugs on the other 
Same as #804 except PL259 to PL259 
Has PL259 and UG175U reducer on one end, two univ. terminating lugs 

on other end 
Same as #806 except PL259 and UG175U reducer at both ends 
Has PL259 and UG175U reducer on one end, two univ. type terminating 

lugs on other end 
Same as #808 except PL259 and UG175U reducers are at both ends 

BUBBLE-PACKED 

Has PL259 and UG175U reducer on one end, two univ. type terminating 
lugs on other end 

Same as #810 except PL259 and UG175U reducers are at both ends 

Price 
$3.50 
3.99 
3.99 
4.50 
4.75 
5.25 

$2.20 
2.60 

2.50 
3.25 

2.75 
3.25 

ISOLATION SOLDERLESS COAXIAL CONNECTORS CONNECTORS 
NETWORKS ADAPTERS & FITTERS, "F" AND uC" SERIES UHF· BNC 

TYpe Net Price TY'pe Net Price 
UG88U ________________ $ .81 S0239 _______________ $ .56 
UG88EU _______________ .99 PL258 _________________ 1.14 
CW123AU ______________ .45 PL259 _____ _ _ _ _ _ __ _ _ .56 
UG175U _______________ .15 UG273AU ______________ 1.41 
UG176U _________ _____ .15 UG274AU ______________ 2.88 

UG274BU ______________ 4.50 

LINE TAPS ALSO AVAILABLE-

Type Net Price 
UG306AU _ _ _ _ _ _ _ _ _ _ _ _ _ $2.40 
UG306BU ______________ 2.64 
M359·A ______________ 2.76 
UG710BU ______________ 5.70 
MX1142/U _____________ .90 

NEW SOLOERLESS COAX. CONNt;C. 
C52 ____ 48c 
C61 48c 
C81 __ 57c 

F59 ____ 48 
F61 ____ 55 
F81 69 

Attenuation: color-coded in red, yellow, green and blue. CUSTOM CABLES-Available with any combination of fittings or connectors 

AnRACTIVELY BUBBLE·PACKED ITEMS- See Page 9 for Complete Listing 

REMOTE APPLIANCE 
CORD Plug & Switch 

15-ft. of 18 gao heavy duty line 
cord with heavy duty on-off switch 
& plug. Save steps: control appli­
ances, TV, and other devices from 
a distance. Quickly installed, 
easi Iy operated. 

Saxton No. S203 $1.89 ea. 

© U.C.P., Inc. 

SAXTON "SAFE-PULL" 
PLUG-IN DEVICE FOR MASTER TV 

SYSTEMS 

Designed to prevent needless, costly service 
calis due to broken or shorted leads. Simpli· 
fies room maintenance and cleanirig. Re· 
places Motorola plug in common use. Comes 
complete with 10' or 20' low·loss coaxial 
cable and standard spade lug terminations. 
Crimping tool avai-lable as PIN SP·50. 

Saxton No. S205 (lO·ft.) __ per set $2.49 
Saxton No. S206 (20·ft.) ____ per set 2.98 

TV-FM 
INDOOR ANTENNA 

300-ohm Folded Dipole with 42 
lugged lead-in. Center tap pr< 
tected in durable molded plasti 
housing. Use for FM or TV receivel 
Easily concealed. $1.1 1 Saxton No. S306 _ 

Net The MASTER - 29th Edition • Page 17 



SECTION 6000 

~sax1on 
~ WIRE & CABU DIVISION 

PACKAGED WIRE SPECIALS 
Designed for use at the workbench, 
in the laboratory, on the production 
line, in the home ... wherever small 
lengths are useful. The unusual Saxton 

packaging offers maximum conven­
ience, and clean, handy lengths of a 
wide assortment of standard wires at 
inexpensive, economical prices. 

UNI-SPOOLS YRI-SPooLS 

Saxton 
Cat. 
No. 

DESCRIPTION 

WIRE BANK-UNI SPOOL "WS" SERIES 
WS·lOO Cable - Miniature parallel-24 Ga.-Avail· 

WS·lOl 
WS·108 
WS·112 

WS·113 

WS·115 
WS·115B 
WS·116 
WS·116B 
WS·117 
WS·117B 
WS·118 
WS·122 
WS·122A 
WS·123 
WS·123A 

WS·156 

able in Black, Brown, Clear, Grey and White 
Microphone cable-lapel 
Audio cable-Wrap shield-Easily pigtailed 
Phono or grid wire-Shielded-Single can· 
ductor 
Hi voltage wire-20 KV rating-Flame reo 
tardent 
Hook up wire-18 Ga. solid 
Hook up wire-18 Ga. stranded 
Hook up wire-20 Ga. solid 
Hook up wire- 20 Ga. stranded 
Hook up wire-22 Ga. solid 
Hook up wire-22 Ga. stranded 
Bell wire-18 Ga. 
Test Prod wire-Red-Plastic 
Test Prod wire-Red-Rubber-Extra flexible 
Test Prod wire-Black-Plastic 
Test Prod wire-Black-Rubber-Extra flex· 
ible 
Three conductor, clear, miniature, parallel 
cable speaker extensions-Stereo and Mon-
aural-low voltage applications 

WS·162 Magnet wire for the hobbyist-22 Ga. 
WS·163 Magnet wire for the hobbyist-24 Ga. 
WS·164 Magnet wire for the hobbyist-26 Ga. 
WS·165 Magnet wire for the hobbyist-16 Ga. 
WS·166 Magnet wire for the hobbyist-18 Ga. 
WS·167 Magnet wire for the hobbyist-20 Ga. 

WIRE BANK-TRI-SPOOL "WBS" SERIES 
WBS·lOO Speaker extension cable-Miniature parallel 

-24 Ga. 3 colors-low voltage applications 
WBS·115 Hook up wire-3 colors-18 Ga. solid-Hi 

quality 
WBS'115B Hook up wire-3 colors-18 Ga. stranded­

Hi quality 

Std. 
Feet Case 

53' 36 

22 36 
23 36 
30 36 

21 36 

60 36 
57 36 
80 36 
75 36 

100 36 
90 36 
63 36 
25 36 
20 36 
25 36 
20 36 

40 36 

114 36 
153 36 
243 36 
24 36 
39 36 
60 36 

60 36 

57 36 

54 36 

Price 

$1.19 

1.19 
1.19 
1.19 

1.19 

1.19 
L19 
1.19 
1.19 
1.19 
1.19 
1.19 
1.19 
1.19 
1.19 
1.19 

1.19 

1.19 
1.19 
1.19 
1.19 
1.19 
1.19 

$1.19 

1.19 

1.19 

Saxton 
Cat. 
No. 

WBS·116 

WBS·116B 

WBS·117 

WBS·117B 

WBS·119 

WBS·120 

WBS·121 
WBS·122 
W8S~123 

WBS-129 
WBS-131 
WBS-165 

WBS·166 

WBS·167 

WBS-168 

WBS-170 
WBS·I72 

WBS-175 
WBS·IS0 

DESCRIPTION 

Hook up wire-3 colors-20 Ga. solid-Hi 
quality 
Hook up wire-3 colors-20 Ga. stranded 
Hi qua I ity 
Hook up wire-3 colors-22 Ga. solid-Hi 
quality 
Hook up wire-3 colors-22 Ga. stranded­
Hi quality 
Hook up wire-3 colors-24 Ga. solid-Hi 
quality 
Hook up wire-3 colors-24 Ga. stranded­
Hi quality 
Bell Wire-3 colors-22 Ga.-Hi quality 
Test Prod wire-Plastic-3 colors 
Test Prod wire-Rubber-Extra flexible-
3 colors 
Bell wire-3 colors-20 Ga.-Hi quality 
Bell wire-3 colors-18 Ga.-Hi quality 
Magnet wire-3 sizes-22 Ga.-24 Ga.-26 
Ga.-School experiments-Coils-Home & 
shop bench-Thousands of uses 
Magnet wire-3 sizes-18 Ga.-20 Ga.-22 
Ga. - School experiments-Coils-Home & 
shop bench-Thousands of uses 
Magnet wire-3 sizes-24 Ga.-26 Ga.-28 
Ga.-School experiments-Coils~Home & 
shop bench-Thousands of uses 
Home or shop assortment of solder-60/40 
-40/60-50/50 Resin core. 60/40-Printed 
circuit, etc. SO/50-Chassis work, etc. 40/ 
60-General utility work, etc. Ideal shop 
or home assortment 
Phono pickup wire-Stereo arm assortment 
Bus wire-Tinned-20 Ga.-22 Ga.-24 Ga. 
- Electrical or electronic applications -
Highly conductive-Easily soldered-Home 
or factory bench 
Hook up wire-Nylon-assortment-Hi Temp 
High temperature wire-Teflon' coated­
asstd, colors-3 pkgs, 

SElF-SERVICE WIRE DEPARTMENT 

Choose the floor display that best suits your operation, for increased 
sales and greater profit. Saxton packaged wire products stay clean, 
neat, saleable . . . save on storage and selling time. See your 
Saxton representative for detai Is. 

THE "CONCORO" Group 
Attractive heavy duty rotating floor 
display available in three product 
groupings. Four-sided modern de· 
sign. Dimensions: 27·inches wide 
x 63" high. 
Saxton No. 8000, 8100, 8200 

Retail value, approx. $460.00 
THE "LEXINGTON" Group 
Self-selling island floor display 
built for long use complete with 
a wide assortment of popular Sax­
ton wire products. Takes up little 
space, offers big returns. Dimen­
sions: 2-ft. wide x 4-ft. high. 
Saxton No. 200 

Retail value, approx. $430.00 
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THE "MADISON" Group 
A wide variety of Saxton wire pro· 
ducts on a compact, sturdy island 
floor display. Dimensions: 4·ft. 
wide x 4-ft. high, including side 
wings. Saxton No. 375 "'" 

Retail value, approx, $750.00 
THE "REVERE" Group 

A complete wire products depart· 
ment on one space-saving island 
floor display. Has side wings and 
bottom shelf. Dimensions: 4-ft. 
wide x 4-ft high. Saxton No, .500 

Retail value, approx. $1000.00 
CHOICE OF WIRE PRODUCTS MAY 
EFFECT DISTRIBUTOR COST. 

Std. 
Feet Case 

66 36 

72 36 

90 36 

81 36 

120 36 

105 36 

75 36 
30 36 
27 36 

60 36 
54 36 

Lib, Qty, 36 

lib. Qty, 36 

lib, Qty, 36 

lib, Qty, 36 

lib. Qty, 36 
108 36 

60 36 
75 36 

Price 

1.19 

1.19 

1.19 

1.19 

1.19 

1.19 

1.19 
1.19 
1.19 

1.19 
1.19 
1.19 

1.19 

1.19 

1.19 

1.19 
1.19 

1.19 
1.98 

© U.C.P., Inc. 



Saxton 
Cat. 
No. 

DESCRIPTION 

WINDOW-PAK "5" SERIES 
S·92B 

S·93B 

S·94B 

S·95 

S·96 

5·98 

S·102 

S·103 

S·104 

S·105 

S·106 

S·107 

5·109 

S·110 

S·111 

S·124 

S·126 
S·127 

S·128 

S·130 

S·134 

S·135 

S·138 

S'139 

S·147* 

5·148 

Hook up wire-Tinned copper-Stranded-
12 Ga. Power supply and filament leads­
General purpose-Heavy duty 
Hook up wire-Tinned copper-Strand ed-
14 Ga. Power supply and filament lead5-
General purpose-Heavy duty 
Hook up wire-Tinned copper-Stranded-
16 Ga. Power supply and filament leads­
General purpose-Heavy duty 
Ignition wire for Auto, Boat or Model Air· 
plane 
Audio cable-Shielded-2 cond.-22 Ga. wi 
jacket. General purpose 
Mike cable-2 condo Low impedance. Hi 
quality Audio cable 
Intercom wire-2 cond.-no jacket. (Excel· 
lent thermostat wire) 
Intercom wire-2 cond.-wl jacket. (Excel· 
lent thermostat wire) 
Intercom wire-3 condo no jacket. (Excel· 
!ent thermostat wire) 
Intercom wire-3 condo w/jacket. (Excel· 
lent thermostat Wire) 
Microphone cable-single cond.-Low capac· 
itance-H i impedance-Heavy duty 
Zip cord~Vinyl-2 cond.-18 Ga. Lamp cord. 
AvaIlable In Brown, Gray and White 
Zip cord - Rubber - Extra flexible - Lamp 
cord. Oil·resistant. Available in Brown and 
White 
Guy wire-Galvanized steel-4 strand-Rust 
resistant. Garden, house or boat use 
Speaker cable-Clear plastic-Polarized­
Heavy duty. Also may be used for lamp wiring 
Antenna wire-Copper-7/22-Prestretched 
-Heavy duty. 
Antenna wire-Copper-7/26-Prestretched 
Guy wire "7"" Aiuminum-Rustprool-Will not 
stain wood or masonry. Guying and general 
utility 
Guy wire-Steel-6 strand-20 Ga-Bright 
galvanized-Rust resistant 
Ground wire-Aluminum-Dead soft #8 AWG 
solid-General utility 
Guy wire-Aluminum-Plastic coated-Flex· 
ible - Splinter Iree - Weather resistant­
Non·corrosive-Long lasting-Ideal guy wire 
Copperweld wire-Hard drawn-Hi conduc· 
tivity antenna wire-18 Ga.-Non·stretch­
General Utility - House - Farm - Garden 
-Electric fences-Seeded lawn protection­
Do it yourself projects 
Coaxial cable-RG58U-52 Ohm-for CB­
HAM-Fixed or mobile use 
Coaxial cable.- RG59U-72 Ohm-Antenna 
leads 
Telephone extension kit-Color coded-4 
conductor wire-with plug & jack 
Microphone Cable-3 conductor-One lead 
shielded-2 leads unshielded-Ideal for push 
to talk microphone application 

© U.C.P., Inc. 

SECTION 6000 

saxton 
WIRE & CABLE DIVISION 

WINDOW -PAKS 

Std. 
Feet Case Price 

15 30 $1.19 

17 30 1.19 

23 30 1.19 

20 20 1.19 

16 30 1.19 

18 20 1.19 

60 20 1.19 

35 20 1.19 

40 20 1.19 

28 20 1.19 

20 20 1.19 

30 20 1.19 

25 20 1.19 

120 20 1.19 

30 20 1.19 

50 30 1.19 

70 30 1.19 
40 20 1.19 

100 20 1.19 

40 20 1.19 

30 20 1.19 

100 30 1.19 

20 20 1.19 

20 20 1.19 

25 20 3.25 

16 20 1.19 

'Special purpose cable 

Saxton Window-Paks have made it feas­
ible and profitable to move wire up front 
with other prime, fast-moving merchan­
dise. Ideal for every serviceman, techni­
cian, engineer, student and "ham", 
Window-Paks are designed to keep wire 
tangle-free and clean-ready for imme­
diate use. Over fifty constructions are 
listed here, for every requirement. 

Net 

Saxton 
Cat. 
No. 

DESCRIPTION 

S·149* Telephone extension cord-4 conducto,"::' 
Std. 4·pin moulded plug and jack-adds 
mobility to phone or intercom 

S·160 Television wire ~Twin lead - 300 Ohm­
Crystal clear-Highly efficient for indoor 
llse - Assumes the color of any surface 
against which it ;s installed-Intercom or 
speaker extensions 

S·161 4 conductor wire - Excellent for 
thermostat or intercom hookup-Toys-Kits 
-Electric trains, etc. 

S-200* Appliance cord - Accordion type - Space 
saver - with lugs - flexible rubber - For 
toasters, irons, percolators, etc. UL ap· 
proved 

S-201 * Appliance cord - Accordion type - Space 
saver-Flexible rubber-For toasters, irons, 
percolators, etc. UL approved 

S-202* Extension cord-Electric-Accordion type­
Space saver-With cube tap-UL approved 

S-203* Lazy bones-On/off appliance control for 
T.V., radio, fan, lamp, heater, percolator 

S-204* Aerial kit - For improved broadcast and 
shortwave reception 

5-205* Safe-pull-Improved type of plug-in device 
for master T.V. antenna system. Replaces 
popular motorola type plug 

S-206* Safe pull-Improved type of plug-in device 
for master T.V. antenna system. Replaces 
popular motorola type plug 

S-207* Stereo harness-Efficient hook up of stereo 
speaker systems-Approximately 40 feet of 
separation 

S-208* Retractile coiled cord-Microphone cable-
1 shielded-2 unshielded 

S-209* Retractile coiled" cord-Microphone cable-
1 shielded-3 unshielded 

S-211 * Aerial kit-Deluxe-For improved broadcast 
and shortwave reception-Heavy duty anten­
na wire & heavy duty lead-in wire 

S-301 * Test leads-3 color coded-30" leads with 
alligator clips attached at both ends-For all 
automotive and household use 

S-306* FM antenna-Folded Di-Pole-Ideal for FM 
multiples-Improves reception 

S-81O* Citizen Band extension-RG581 U with PL-259 
and UG-175/U reducer 1 end and 2 universal 
terminating lugs other end 

S-811 * Citizen Band extension-RG581 U with PL-259 
and UG-1751 U at both ends 

TWIN LEAD WINDOW-PAK 
TS-25 Twin Lead-300 Ohm-For improved FM or 

TV reception. Brown, Clear, Gold & Silver 
TS-50 Twin Lead-300 Ohm-For improved FM or 

TV reception. Brown, Clear, Gold & Silver 
TS-75 Twin Lead-300 Ohm-as above 
TS-100 Tw'in Lead--300 Ohm-For improved FM or 

TV reception. Brown. Clear. Gold & Silver 

Std. 
Feet Case Pricl 

25 20 $ 3.4! 

40 20 1.H 

21 30 1.1! 

6 20 1.1' 

6 20 1.1 

6 20 1.1 

15 20 1.B 

20 2.E 

10 20 2.4 

20 20 2.9 

6 30 2.: 

6 30 3. 

20 3. 

20 1. 

20 1. 

20 20 2. 

20 20 3 

25 20 

50 20 

75 I!O 
100 20 
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SECTION 6000 

I SAXTON 
~;tl SPECIAL PRODUCT SECTION 
b-I 

Saxton No. lll8-Each conductor #20AWG. Features abrasion· 
proof Vinyl jacket. Delivers noise·free signal on FM, FM Multiplex, 

T:OO~::o C:i~a~I~~~e_ ~n _~~.~~~_t~~e.~ __________________ . $9.95 
1000·ft. spool _ _ _ _ _ ________ . _____ . ______ . __ . __ . _ 86.93 

TELEPHONE WIRE Saxton No. TW·l 99-2·conduc· 
tor, stranded for indoor or 
outdoor use. 

100·ft. coil ______ $2.09 

CORROSION AND 
CHEMICAL RESISTANT 

"SEACOASTER" TV & FM TWIN LEAD 

Designed to resist air·borne corrosives and chemical reactions. 
300·ohm 20 gauge (7 x 28) copper conductors encased in low loss 
PE foam and tough, brown outer jacket. 

Saxton No. 1017-100·ft. coil. _______________________ $4.49 
Saxton No. 1017-l000·ft. spool _____________________ 44.63 

HEAVY DUTY SHIELDED 
IGNITION WIRE 

~~~-=:;d?FJ 

Saxton No. 1S98-For ham or 
CB applications. Reduces 
noise. 

15·ft. coil __ . ______ $1.25 

DISPENSER·PACKAGED TRANSMISSION LINE ECONOMY TWIN LEAD 

FINEST QUALITY "LIFELINE" SERIES LIFELINE TWIN LEAD 

Tangle-free, 
dust-proof, 
economical 
packages 

SPECIAL DISPENSER' PACKAGE 

Full size, heavy duty deluxe 
twin lead constructed of the 
finest materials. Chemically 
protected against deteriora­
tion. In Magic Dispenser. 
Saxton LTL (100·ft.), 

Brown __ . $2.95 
Saxton LTLC (lOO·ft.), 

Clear _____________ 3.49 

LOW LOSS UHF LIFELINE TUBULAR TWIN LEAD 

o Heavy duty brown PE designed for 
UHF use. 20·gauge. 

Saxton No. TTL (lOO·ft. coil) ... 
$2.95 

Saxton No. TTUM (lOOO·ft. coil) 
$23.50 

"100" 

Extra heavy duty 4·conductor 
rotor cable. Superior quality. 
One leg polarized for easy 
reference. Sold in exclusive 
Magic dispenser carton. 

Saxton L4FC (lOO·ft.), 
Brown __________ $3.59 

LOW LOSS LIfELINE 
"SPONGEE" TWIN LEAD 

Designed especially for UHF, 
"Spongee" provides stronger sig· 
nals on VHF. 300·ohm 20·ga. 
stranded copper conductors en· 
cased in porous, low loss PE 
foam. Low cost economy type 
available on special request. 

Fine quality twin lead con· 
structed of 55 mil dia. with 
7 strand, 22·ga. copper wire. 

Saxton ETL (IOO·ft. Dis· 
penser Pkg.) _ Brown, $1.89 

Saxton ETLC (IOO·ft. Dis· 
penser Pkg.) Clear, 2.19 

Saxton No. 1016/100 
(100·ft. coil) ... $3.59 

Saxton No. 1016/lM 

(1000·1t. spool) ..... $34.50 

6·PAK TAPE STORAGE CASE TAPE REELS 

~. ~ 
Film & Recording Tape STORAGE CHEST 

Sturdily constructed, indexed Tape 
Storage Case designed for bookshelf. 
Compartmented to accommodate six 
7·inch reels, boxes and cans. Covered 
with attractive simulated leather. 9 
Saxton No. RT·706 ........... ea. 9 C 
Complete unit. Includes above Case 
plus six Saxton No. 1231 Tape Cans. 
Saxton No. RT·707 ................. $2.89 

IJSULATORS & BLOCKS 

5" and 7" warp·proof, 
clear Polystyrene reels, 
individually boxed. 
Saxton No. TR·5-

5·inch 39c ea. 
Saxton No. TR·7-

7·inch _____ 49c ea. 

~ ~ 
Ixton No. 1154 
Net Price _. __ _ 1 Dc ea. 

Doublet type antenna insulator, white 
glazed. Excellent electrical character· 
istics, high tensile strength. Dim.: 
41/2" x 23/4". 
Saxton No. 1155 32c 
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Saxton No. 1230-Complete with 12 
Swivel·locked, dust·proof storage cans. 
Insures moisture and dust·free stor· 
age of valuable tape and film. At· 
tractive indexed storage chest. High· 
impact Styrene containers accom· 
modate 5" and 7" tape 

__ --- or Bmm film ______________ $4.98 

Airplane type "egg" insulator. Low air 
resistance, high tensile strength, 
white porcelain glaze. 2" long. 10c 
Saxton No. 1156 

Net 

Saxton No. 1231-lndividual contain· 
ers, each __________________ .49c 

Transposition block with porcelain 
glaze finish. Use with many types of 
doublet antennae. 
Saxton No. 1157 ... 32c 

© U.c.P., Inc. 



DELAYED ACTION • COMMERCIAL 
SAFETY SWITCH 

Switch "off" and the lamp goes out SIXTY 
SECONDS LATER! Allows sufficient time to 
reach destination SAFElY. Replaces present 
wall switch in seconds. Ideal for Home, 
Farm or Cottage. Fully guaranteed and UL 
Approved~ 

Saxton No. S560 (Ivory) or $2.98 
Saxton No. S561 (Brown) 

SECTION 6000 

"UNI·GRIP" 
UNIVERSAL TV KNOB 

REPLAC ES THOUSANDS OF LOST, OBSOLETE 
OR UNAVAILABLE TV KNOBS 

PATIO SPEAKER BAFFLE . 
Made of unbreakable, high impact styrene. 
Mahogany color only. Complete with hard­
'ware and mounting instructions. lise as 6" x 
9" speaker for paging, monitoring, as patio 
and stereo extensions, or as extension 
speaker anywhere. $2.98 
6" x 9" SPEAKER-Complete with volume 
control and knob, baffle and instructions 
Saxton No. B1206 _ _ .. _ . _ .. __ $4.98 

SHORT- WAVE 
ANTENNA KITS 

Designed for efficient opera­
tion with all receivers. 

New "UN I-GRIP" universal TV knob fits more 
than 90% of all TV sets! Accommodates all 
half-round, flat or double·slotted shafts. 
Choice of two types for protruding or re­
cessed tuner shafts. EASILY INSTALLED! Sets 
include 2 keys and 2 skirts for channel 
selector and on-off volume control. 
Saxton No. UK-S1 (short shaft, UHF) __ $3.95 
Saxton No. UK·S2 (short shaft, VHF) _ 3.95 

Saxton No. 4300-Short-wave kit includes 66' heavy duty antenna 
wire; one transposition block; 50' heavy duty twisted lead cable; 

Saxton No. UK-U (long shaft, UHF) ____ 3.95 two insulators; two window straps and two nail knobs _____ $4 .. 98 
Saxton No. UK-L2 (long shaft, VHF) _m 3.95 I All KITS INCLUDE COMPLETE INSTRUCTIONS 

SEE SAXTON PAGE 9 FOR STANDARD AND DELUXE KITS 

"MITY-AMP" 
2-WATT AUDIO 

AMPLIFIER 

(;OMPLETELY EPOXY ENCAPSULATED MODULE 
shock.proof. Water & Moisture.proof • Dirt & Dust-proof 

FEATURES 
* SPACE·SAVING-2" x 3112" x 7/8" 
• HI-FI AMPLIFIER-20 cy. to 15KC ±db at 

l·watt level 
* LIGHTWEIGHT-Weighs total of 6 ounces 
• RUGGED-Unconditionally guaranteed. 

Shock, moisture and dust-proof 
* EASY TO INSTALL & USE-Hooked up in 

minutes. Simple instructions make unit 
functional immediately. 

* ECONOMICAL-Low in price, big in per· 
formance. Long, trouble·free life. Total 
power requirement 6 or 12 volts. 

SPEC IFICATIONS 
1. INPUT VOLTAGE REQUIRED TO DRIVE 

FULL POWER-.5 Volts 
2. POWER REQUIREMENTS-6 to 12 volts 

at 300 to 700 mao Current determined 
by speaker voice coil impedance. 

3. FREQUENCY RESPONSE-20 cy. to 15 KC 
±2 db at 1 watt level. 

4. INPUT IMPEDANCE-45 ohms to 50K 
ohms. 

5. OUTPUT IMPEDANCE-3.2 to 45 ohms. 
6. WEIGHT-Six ounces. 
7. OVERALL SIZE-2" x 31/2" x 7/8". 

MA.100-9.95 

MA·101-2.5 Watt "Mity·Amp". Dim.: 25/s"Lx 

* PORTABLE-Operates on auto or boat 
battery 

* VERSATILE-Uses limited only by your in· 
genuity. Ideal for p. a. system, phono am· 
plifier, stereo, intercom, Signal tracer, 
modulation, tape monitor, etc. 

8. H IGHL Y SHOCKPROOF - Unaffected by 
dust, dirt or moisture. Operable under 
water. 

13f4"WxW'D ____________________________________ $11.95 

OTHER AMPLIFIER TYPES AVAILABLE 

TV ANTENNA 
MATCHING BALUN COILS 

Efficiently matches 72 to 150 
ohms; 72 to 450 ohms; 150 
to 300 ohms; 150 to 450 
ohms; 300 to 450 ohms and 
75 to 300 ohms. Eliminates 
standing waves. Use as set 
coupler, impedance transform· 
er or for line matching, etc. 
Instructions included. Avail· 
able in bulk. 
Saxton No. 1121 pair, 99c 

© U.C.P., Inc. 

FLOATING GUY RINGS 

Cast aluminum, two·piece float· 
ing guy ring. Fits most masts 
up to Ph" dia. Individually 
packed, complete with hard­
ware, in plastic bags. 74 
Saxton No. 1099_. __ • __ C 

Net 

9. GUARANTEED AGAINST DEFECTS. 

Heavy Duty Super Guy 
Wire and 

MESSENGER CABLE 

Super flexible (49-strand wire 
rope), galvanized steel wire. 
2100·lb. breaking strength. 
Has clear vinyl jacket. Ideal 
for tiller or boat rudder cable. 

Saxton No. 5~12- $725 
(100·ft. cOIIL.____ • 

FiBRE GLASS GUY LIN E 

:1:111 I~II!!!~ 

Non-radiating, non-absorbing, higt 
5trength "wireless" guy wire i 
vinyl jacket. 500-lb test strengtt 
100-ft. coil. 
Saxton No. 7000 _._ $2.1 1 

SUPER-STRONG FIBRE 
GLASS GUY WIRE 
Same as above but in grey vin 
jacket. lOOO-lb. tensile streng1 
100·ft. coil. 
Saxton No. 7002._. ___ • __ $4.: 
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SECTION 6000 

[W!P~IINSUlATING TUBING 
ELECTRONICS 

i 
WALSCO INSULATING TUBING OF TEFLON 

TEFLON "spaghetti" has unsurpassed electrical and mechanical qualities. With· 

stands temperatures from 4500 below zero F. to 5000 above zero F. Will not melt 

near solder jOints. Outstanding dialectric properties-zero moisture absorption. 

Chemically inert. Completely weatherproof. A big feature is the low co-efficient 

of friction. 

1.0_ Wall Net 

Part No. 

690-1 

690-1C 

690-4 

690-4C 

690-5 

690-5C 

691-1 

691-1C 

691-4 

691-4C 

691-5 

691-5C 

692-1 

692-1C 

692-4 

692-4C 

692-5 

692-5C 

693-1 

693-1C 

693-4 

693-4C 

693-5 

693-5C 

694-1 

Feet Per 
Spool* Color Gauge (Inches) Thickness Per Spool 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

10 

10 

10 

100 

10 

100 

10 

100 

10 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Blue 

Red 

Red 

Blue 

Blue 

Nat 

WALSCO RAYOFLEX 

24 

24 

24 

24 

24 

24 

22 

22 

22 

22 

22 

22 

20 

20 

20 

20 

20 

20 

18 

18 

18 

18 

18 

18 

16 

.022 

.022 

.022 

.022 

.022 

.022 

.027 

.027 

.027 

.027 

.027 

.027 

.034 

.034 

.034 

.034 

.034 

.034 

.042 

.042 

.042 

.042 

.042 

.042 

.053 

.010 

.010 

.010 

.010 

.010 

.010 

0.12 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

$ 1.33 

11.83 

1.33 

11.83 

1.33 

11.83 

1.47 

13.26 

1.47 

13.26 

1.47 

13.26 

1.83 

18.27 

1.83 

18.27 

1.83 

18.27 

2.23 

20.88 

2.23 

20.88 

2.23 

20.88 

2.65 

For the serviceman and industrial user of 
insulated tubing. Rayoflex combines the 
mechanical strength of fiberglas with the 
protective properties of synthetic lacquer 
to produce a tough, rugged insulating tub­
ing. Rayoflex is more flexible and less 
affected by aging than conventional var­
nished tubing. Rayoflex is smooth inside 
and out making the insertion of wires, etc., 
very easy. Has a dielectric strength of 4,000 
to 5,000 volts. Meets MIL-I-3190. Sizes up 
to #6 are packed on a handy spool. Net per spool $ _82 

Cat_ No. 

630-(eolor) 

631-(eolor) 

632-(eolor) 

633-(eolor) 

534-(eolor) 

Size B&S 
Gauge No. 

18 

IS 

12 

6 

Approx. 1.0. 
Inches mm 

.042 

.059 1.5 

.085 2 

. 118 3 

.166 4 

Quantity 
Per Spool 

10 ft. 

8 ft. 

8 ft. 

5 ft . 

5 ft. 

AVAILABLE IN BLACK, RED, BLUE and YELLOW COLORS. To specify 
COLOR add suffix to above catalog number as follows: -R3 for Black, 
-R4 for Red, -R5 for Blue, -R6 for Yellow. Example: - 630-R3 is 18 
gauge, Black. 

age 1724 • The MASTER - 29th Edition Net 

Feet Per I_D. Wall Net 
Part No. Spool* Color Gauge (Inches) Thickness Per Spool 

694-1C 

694-4 

694-4C 

694-5 

694-5C 

695-1 

695-1C 

695-4 

695-4C 

695-5 

695-5C 

696-1 

696-1C 

696-4 

696-4C 

696-5 

696-5C 

697-1 

697-1C 

697-4 

697-4C 

697-5 

697-5C 

100 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

5 

100 

5 

100 

100 

5 

100 

100 

5 

100 

Nat 

Red 

Red 

Blue 

Blue 

Nat. 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

16 

16 

16 

16 

16 

14 

14 

14 

14 

14 

14 

12 

12 

12 

12 

12 

12 

10 

10 

10 

10 

10 

10 

.053 

.053 

.053 

.053 

.053 

.066 

.066 

.066 

.066 

.066 

.066 

.085 

.085 

.085 

.085 

.085 

.085 

.106 

.106 

.106 

.106 

.106 

.106 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

25.02 

2.65 

25.02 

2.65 

25.02 

2.92 

28.38 

2_92 

28.38 

2.92 

28.38 

1.83 

34.28 

1.83 

34_28 

1.83 

34_23 

2.i7 

41.58 

2.17 

41.58 

2.17 

41.58 

Std. Pack 10' and 5' Spools: 12 
Std. Pack 100' Spools: I 

* BULK PR ICES QUOTED ON REQUEST 

Cat. No. 

600-(eolor) 
601-(eolor) 
602-(eolor) 
603-(eolor) 
604-(eolor) 
605-(eolor) 
600-(eolor) 
607-(eolor) 
608-(eolor) 

Size B&S 
Gauge No. 

18 
16 
14 
12 
10 
8 
6 
4 
2 

WALSCO FLEXITUBE 
Walsco Flexitube is the ideal supplemental 
insulation for most electronic and electrical 
applications. Flexitube is impervious to 
water, oil, alcohol, most acids and alkalies. 
Has an outstanding dielectric strength of 
15,000 volts (average) before breakdown. Is 
not affected by temperature extremes. 

Net per spool $ .82 

Approx. 1.0_ 
Inches mm 

.042 

.053 1.4 

.066 1.6 

.085 2 

.106 2.7 

.133 3.5 

.166 4 

.208 

.263 6.5 

Quantity 
Per Spool 

20 ft. 
20 ft. 
18 ft. 
16 ft. 
14 ft: 
12 ft. 
10 ft. 
6 ft. 
6 ft. 

AVAilABLE IN CLEAR, GREEN, BLACK and RED COLORS. To specify COLOR 
add suffix to above catalog number as follows: -01 for Clear, -02 for 
Green, -03 for Black and -04 for Red. Example: 600-01 for 18 gauge, Clear. 

© U.c.P., Inc. 



SECTION 6000 

-
PRINTING ON MARKERS PER CARD PRINTING ON MARKERS PER CARD PRINTING ON MARKERS PER CARD 

MARKER Y." 1112" MARKER 3/ .. " 1%" MARKER 3/4 " 1%" 

NUMBERS ALL THE SAME NUMBERS IN SEQUENCE cont'd. 

'-N ET PRICES-0 72 36 1-33 66 33 1-B 64 32 
1 72 36 3~-66 66 33 1-9 72 36 VARI-TEMP 
2 72 36 67-99 66 33 1-10 66 33 QUANTITY IWBC) CLOTH 

and so on thru and so on thru 1-12 64 32 
98 72 36 225-2~9 50 25 1-18 72 36 30.99 cords ..... $20.00/ < 
99 72 36 250-27~ 50 25 19-36 72 36 100-499 cards .16.00/< 

100 52 26 275-299 50 25 
LETTERS IN REPEATED 

500-999 cords 14.00/< 
and so on thru and so on thru 

SEQUENCE 
1000·2,(99 cards 13.00/< 

598 52 26 1975-1999 50 25 2500 . .(999 cards ........ 12.50/< 
599 52 26 A-Z 72 36 5000-9999 cards ... 12.00/< 
600. 52 26 NUM.BERS IN REPEATED plus A-J 

SEQUENCE A-I 72 36 over 10,000 write for quotation 
CAPITAL LETTERS 0-9 60 30 plus 0-9 Specify 1 1Iz" 01'" 3/ .. " marker length 

A 72 36 0-10 66 33 A-E 70 35 
B 72 36 1-3 72 36 F-J 70 35 Also available: Numb(oH 

and so on thru 1-~ 72 36 K-O 70 35 repeated, Letters in 
Y 72 36 1-5 70 35 poT 70 35 $equence, lower cose 
I 72 36 1-6 72 36 U-Z 72 36 letters, Color Codes. 

Colors with numbers, 

Actual Size Markef 

-= ~31/~~:-;3 .... _ ••• 1ii.1I="''' 1/1" long stock marker for _J < ~ miniature wires under 5/32" 0.0, 

~/23 

legend appears five times 

fOI mo)(imum "oround-the­
wire" visibility, 

Symbol, phose & cycle 
markers, etc. 

r-----'o....:: ;23 - MINI-MARKERS (Miniaturel WBC ---------, 
NUMBERS ALL THE 

0 
I 

and so on thru 
99 
100 

and so on thru 
250 

LETTERS All THE 

A 
B 

and so on thru 
Z 

© U.c.P., Inc 

SAME 
100 markers 
100 markers 

100 markers 

66 markers 

66 markers 

SAME 
100 markers 
100 markers 

100 markers 

po< co,d 
po< cord 

po< cord 

po< cord 

po< cord 

po< cord 
pe' card 

pe' card 

NUMBERS IN SEQUENCE 

0-49 
50-99 

100-132 
133-165 
166-198 
199-231 
232-264 
265-297 

COMBINATION CARD 

100 markers per card 
100 markers per card 
66 markers per card 
66 markers per card 
66 marke-rs per card 
66 markers per card 
66 markers per card 
66 marken per card 

Two rows: Each row consisting of one marker A thru 
Z Qnd 0 th,u 15 and FIL, GRD, B+, PRI, SEC, PLA_ 
{96 markers per' cardl. 

Also available: Sub-Miniature- Markers from stock-write for form #EZ8-1, 

Net 

NET PRICES-
MINI-MARKERS 

QUANTITY (WBC) 

30-99 cards 
, 00-499 cards 
500-999 cards 
1000.2499 cards 
2500-4999 cards 
.5000-9999 cards 

........ $18.00/< 
14.40/< 
12.60/< 
11.70/< 
11.25/< 
10.80/< 

over 10,000 write for quote 
'/2" long marker 

The MASTER - 29th Edition. Page 17: 



WORLD'S LARGEST 
: i 
, J ELECTRONIC CATALOG ,i 

ATALOG OF 
OFFICIAL C S AND EQUIPMENT 
ELECTRONICUGP ~R~ISTRI BUTORS 
SOLD THRO 

UBLISHERS, INC. at\. UNITED CATAL~~a~en City, N. Y .• 11533 ~ 645 Stewart Avenue 

j 

; 



the largest, 

most authoritative catalog 
. 
• 

of electronic products 

sold through distributors 

The 
RADIO·ELECTRONIC 

MASTER 

I 


