
























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































SECTION. 6000 

In Stock 
MIL·SPEC 

....... -..... 

Multiple Conductor Control Cables 
National Wire & Cable Corporation manufactures a complete line TECHNICAL DATA (all cables) 
of multiple conductor control cables. Conductors are of tinned 
copper strand with :l(4" vinyl primary' insulation for· use up to Insulation 
105°C per MIL·W·16878D Type C!. Insulated for 1000 volts work· Breakdown Voltage: Greater than 8000 volts AC RMS, 60 cps. 
ing voltage. Conductors are color coded using 10 standard basic Capacitance: Nominal capacitance from a wire to all else in 
colors, plus spiral tracers on white per MIL·STD. 122. the cable ranges from 40 to 65 mmfd per ft., 

All conductors are planetary cabled and contra· helically laid with 
@ 1000 cps; dependent on gauge and position. 

Insulation 200. megohms/IOOO ft. min. at 500 VDC from 
a Mylar tape serve over the cable bUfldle. The overall jacket is a Leakage Res.: any conductor to all else in cable. 
105° C black polyvinyl·chloride thermoplastic, meeting specifica· Sheath 10. megohms/l000 ft. min. at 500 VDC from 
tion M,IL.J.631 Class F, or may be Neoprene to MIL·R·6855 Class 2 Leakage Res.: overall shield through sheath to outside world. 
Grade 60 specification. (Neoprene jackets at added cost.)* Usable Temp. Range: Suitable for continuous use from +105°C to 

-55°C. . 
National Multiple Conductor SHIELDED CABLES are to the same Cold Bending All cables are suitable for flexing to a circle diam. 
specifications as above with addition of tinned copper braided Capability: of approx. 6 cable diameters from + 105°C to 
shield over cable complex with 85·90% coverage to MIL·C·7078A. -20°C; Recommended flex diameter should be 
STANDARD PUT·UPS: 500 ft. and 1000 ft. No·deposit reels. greater than 20 cable diam. for flexing at -40'C., 

or for continuous flexing service to -55o C, specify 
*(Standard put·up for Neoprene jacketed cable is 250 ft.) our neoprene sheath, in lieu of plastic sheath. 

t Insulated Conductors are also UL approved under UL type 1007 
AWM, and are CSA approved as type TR 64. 

MULTI·CONDUCTOR STOCK CABLES Conductor sizes 22, 20, 18, 16, 14 & 12 gauge. 22 AWe; is 7 strand. All others'19 strand. 

UNSHIELDED OVERALL SHIELDED 
PART NO. CONDo IKT. CABLE WEIGHT PAR'!' NO. CoNo T.C. IKT. CABLE WEIGHT 
NO; CONDo AWG THICI' 0.0. PER M' NO. COND AWG SHIELD THICK 0.0. PERM' 

NW·722 J 7 22 .040 .295 40 Lbs. NW·722 SJ 7 22 No. 36 .040 . 320 55 Lbs . 
NW·1222J 12 22 .050 . 390 70 Lbs . NW·1222SJ 12 22 No. 34 .. 050 .420 90 Lbs. 
NW·1922J 19 22 .060 .460 110 Lbs. NW·1922SJ 19 22 No. 34 .060 .490 145 Lbs. 
NW·2722J 27 22 .060 .530 160 Lbs. NW·2722SJ 27 22 No. 34 .060 .560 200 Lbs. 
NW·3722J 37 22 .060 .600 200 Lbs. NW·3722SJ 37 22 No. 34 .060 .630 245 Lbs. 
NW·4822J 48 22 .060 .670 245 Lbs. NW·4822SJ 48 22 No. 34 .060 .700 300 Lbs . 
NW·6022J 60 22 .060 .730 300 Lbs. NW·6022SJ 60 22 No. 34 .060 .760 355 Lbs. 
NW·7222J 72 22 .060 .775 360 Lbs. NW·7222SJ 72 22 No. 34 .060 . 810 425 Lbs . 
NW·8822J 88 22 .060 .835 425 Lbs. NW·8822SJ 88 22 No. 34 .060 .870 500 Lbs. 
NW·10222J 102 22 .060 .880 485 Lbs. NW·10222SJ 102 22 No. 34 .060 .915 560 Lbs. , 
NW·720 J 7 20 .040 .300 50 Lbs. NW·720 SJ 7 20 No. 34 .040 . 335 68 Lbs . 
NW·1220J 12 20 .050 .400 105 Lbs. NW·1220SJ 12 20 No. 34 .050 .435 125 Lbs. 
NW·1920J 19 20 .060 .470 160 Lbs. NW·1920SJ 19 20 No. 34 .060 .500 195 Lbs. 
NW·2720J 27 20 .060 .560 210 Lbs. NW·2720SJ 27 20 No. 34 .060 . 595 250 Lbs . 
NW·3720J 37 20 .060 .610 280 Lbs. NW·3720SJ 37 20 No. 34 .060 . 650 325 Lbs • 
NW-4820J 48 20 .060 .700 360 Lbs. NW-4820SJ 48 20 No. 34 .060 .735, 415 Lbs. 
NW·6020J 60 20 .060 .750 435 Lbs. NW·6020SJ 60 20 No. 34 .060 .785 500 Lbs. 
NW·7220J 72 20 .060 .840 485 Lbs. NW·7220SJ 72 20 No. 34 .060 .815 555 Lbs. 
NW·8820J 88 20 .060 .900 580 Lbs. NW·8820SJ 88 20 No. 34 .060 .935 660 Lbs. 
NW·10220J 102 20 .060 .975 670 Lbs. NW·10220SJ 102 20 No. 34 �~�0�6�0� 1.010 750 Lbs. 
NW·718 J 7 18 .040 .. 350 75 Lbs. NW·718 SJ 7 18 No. 34 .040 .380 95 Lbs. 

. NW·1218J 12 18 .050 .460 135 Lbs. NW·1218SJ 12 18 No. 34 .050 .490 170 Lbs . 
NW·1918J 19 18 .060 .560 225 Lbs. NW·1918SJ 19 18 No. 34 .060 . 590 265 Lbs . 
NW·2718J 27 18 .060 .650 300 Lbs. NW·2718SJ 27 18 No. 34 .060 . 680 350 Lbs . 
NW·3718J 37 18 .060 .730 390 Lbs. NW·3718SJ 37 18 No. 34 .060 .760 445 Lbs. 
NW·4818J 48 18 .060 .820 SID Lbs. NW·4818SJ 48 18 No. 34 .060 .850 575 Lbs. 
NW·6018J 60 18 .060 .900 600 Lbs. NW·6018SJ 60 18 No. 34 .060 .935 680 Lbs. 
NW·7218J 72 18 .060 1.100 720 Lbs. NW·7218SJ 72 18 No. 34 .060 1.135 820 Lbs. 
NW·716 J 7 16 .040 .370 95 Lbs. NW·716 SJ 7 16 No. 34 .040 .400 125 Lbs. 
NW·1216J 12 16 .050 .500 155 Lbs. NW·1216SJ 12 16 No. 34 .050 .535 195 Lbs. 
NW·1916J 19 16 .060 .600 230 Lbs. NW·1916SJ 19 16 No. 34 .060 .635 275 Lbs. 
NW·2716J 27 16 .060 .700 320 Lbs. NW·2716SJ 27 16 No. 34 .060 . 735 375 Lbs . 
NW·3716J 37 16 .060 .785 430 Lbs. NW·3716SJ 37 16 No. 34 .060 .820 500 Lbs. 
NW·4816J 48 16 ".060 .900 625 Lbs. NW·4816SJ 48 16 No. 34 .060 .935 700 Lbs. 
NW·6016J 60 16 .060 .980 750 Lbs. NW·6016SJ 60 16 No. 34 .060 1.015 830 Lbs; 
NW·714 J 7 14 .050 .450 150 Lbs. NW·714 SJ 7 14 No. 34 .050 .485 180 Lbs. 
NW·1214J 12 14 .050 .560 240 Lbs. NW·1214SJ 12 14 No. 34 .050 . 600 280 Lbs . 
NW·1914J 19 14 .060 .675 370 Lbs. NW·1914SJ 19 14 No. 34 .060 .710 420 Lbs. 
NW·2714J 27 14 .060 .800 515 Lbs. NW·2714SJ 27 14 No. 34 .060 .835 . 575 Lbs. 
NW·512 J 5 12 .050 .480 175 Lbs. NW·512 SJ 5 12 No. 34 .050 .515 210 Lbs. 
NW·712 J 7 12 .050 .525 225 Lbs. NW·712 SJ 7 12 No. 34 .050 . 560 265 Lbs . 
NW·1212J 12 12 .060 .700 .375 Lbs. NW·1212SJ . 12 12 No. 34 .060 .735 430 Lbs. 
NW·1912J 19 12 .060 .820 560 Lbs. NW·1912SJ 19 12 No. 34 .060 .850 625 Lbs. 

NATIONAL WIRE & CABLE CORP. 
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SECTION 6000 

SPECIAL SHIELDED DATA & 
INSTRUMENTATION CABLES 
Designed for Low Level or Low Capacitance Needs • All feature extremely low dielectric leakage 
both in insulation and outer sheath. Suitable for very long runs in tray or conduit. (1000 ft and up). 

SINGLE CONDUCTOR SHIELDED 
Surge 

Drain Insu· Jacket Cap. Imped· 
Part AWG & AWG lation & Thick· Nom. Shld% mmfd/ Working Ince Temp. 

Number Stranding & Str. Thickness ness 0.0. Coverage ft Voltage Ohms OF 

510·516 28( 7 x 38) - .086" • 015" • 242" TC Braid 90%" 12 • 3000 . 120. ~ 
NAFOAM pvc 

510·328·1 22(19 x 34) .042" I .02D" .182" (1) 90% Braid" 20.7 1000. 60. +180 
510·328·2 NAFOAM pvc (2) 100% 

NAFOIL & Braid 
20.7 1000. 

S10·680 22{19 x 34) 22 .032" .016" .135" NAFOiL & Drain 30. 3000. - +180 
7x 30 poly pvc 

S10·679 22{19 x 34) 24 .010" .015" • 091" 100% 100. 600 • 25. +221 
7x 32 pvc pvc NAFOiL & Drain 

.002" 
nylon 

TWO CONDUCTOR SHIELDED 

SI0·010·1 22{19 x 24) - - .042" .02D" .295" (1) 90% Braid 10.6 1000. 120. +180 
510·010·2 NAFOAM pvc (2) 100% 

NAFOIL+ Braid 
W·W 

S10·010·3 (3) NAFOIL only 
----soo:-510·681 22(19 x 34) 22 .025" .020" .210" 100% 15. ----s4.""" +180 

7 x30 NAFOAM poly NAFOIL & Drain W·W 
510·686 22(19 x 34) 22 . 018" • 020" • 178" 100% 20 • 600 • 63 • +180 

7x 30 NAFOAM poly NAFOIL & Drain 
~ 510·362 22(19 x 34), 22 .01D" .020" .166" 100% 40. ----soo:-~ 

7 x 30 pvc poly NAFOIL & Drain W·W 
.002" 
nylon 

THREE CONDUCTOR SHIELDED 

510·683 22{19 x 34) 18 .042" • 020" .297" \ 100% 10. \ 1000 • - +180 
19x 30 NAFOAM pvc __ NAFOIL & Drain 

510·684 22(19 x 34 20 .018" .02D" .185" 100% 20. 600. +180 
19 x 32 NAFOAM pvc NAFOIL & Drain 

INSULATION 
EXTRUDED VINYL AND TEFLON TUBING 
SIZES: #24 through 2W' Diam. . 
PUT·UP: #24 to %" on spools, completely sealed in plastic wrapping. Size U6" to 2W' in tied coils. 
SPEC. Vinyl +105°C to -32°C Type: MIL·I·631C, ASTM·D922 Grade C 
GRADES: Vinyl + 80°C to _55°C Type: MIL·I·7444B, MIL·I·22076 

Teflon +250°C to -..55°C Type: MIL·I·22129B (#20 to #2) 

~~ 
NATIONALOPENLINE 

DESIGNED FOR COMMERCIAL TV DISTRIBUTION SYSTEMS 
AND RF POWER TRANSMISSION 

Specifications: two inch spacing between conductors • • • 12 gauge 
copperweld ••• 470 ohm impedance • • . attenuation: 150 mc 0.25 
DB PER 100 FEET, AT 30 mc 0.1 DB PER 100 FEET. Velocity factor 0.975 
... copperweld steel for maximum strength and electrical stability, and 
to insure permanent uniform performance •.. Spreaders are brown 
polystyrene, spaced at average five foot intervals, staggered slightly 
to avoid spurious resonances. 
Also 1" & W' copper line for TV leadin Formvar coated. 

COMPLETE WIRE 
AND CABLE 
INVENTORY 

ALWAYS 
AVAILABLE FOR 

IMMEDIATE 
SHIPMENT! 

National Wire and Cable Corporation main· 
tains one of the largest and most complete 
stocks of electronic and aircraft wire and 
cable in the nation. Total footage of floor 
stocks exceeds 50 million feet! 
Your immediate source for "MIL and Jan· 
Spec" wires, coaxial cables and vinyl 
sleeving. 
Special color coded. shielded and jacketed 
combinations of hook·up wire and multi· 
conductor cables can be made to your 
specifications and delivered promptly with· 
out delay. 

w;mftQWUJ iT ' .~'" 

--.-'.''''"-'-~i<J 7§ ~::=:'.I-_._ .. _.:J 

IN STOCK! 

MIL·W·76 A 
MW, HW, LW 

MIL·W·16878/D 
B, BN, C, CN, D, DN 

E, EE, K, KK 

J, IN 

NAS ·702 
CLASS A, B, C 

MIL·W·5086 A 
Type I, II, 11\ 

MIL·C·7078/ A 
Type I, II, III 

JAN·C·76 
SRIR, SRHV 

FOR COMPLETE 

INFORMATION AND 

PRICES, PHONE, WRITE 

OR WIRE NATIONAL 

NATIONAL WIRE & CABLE CORP. 
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SECTION 6000 

HOOK·UP WIRE 
PLASTIC TYPE 

PLASTIC INSULATION STRANDED OR SOLID TINNED CONDUCTOR 

;;~*,,; ;;; '.' 

Saxton 
Number 

1300 
1301 
1302 

Saxton 
Number 

1303 
1304 
1305 
1306 
1307-
1308 

-~--

I:::: :::; :.: 

SOLID CONDUCTOR 
Style -eonductor- Insulation 
No. Size Stranding Thickness 

lA022 22 solid .016" 
lA020 20 solid .016" 
lAD18 18 solid .016" 

STRANDED CONDUCTOR 
Style 
No. 

lA24 
lA22 
lA20 
lA18 
lA16 
lA14 

-eonductor- Insulation 
Size Stranding Thickness 

24 7 x 32 .016" 
22 7 x30 .016" 
20 10 x30 .016" 
18 16 x30 .016" 
16 26 x30 .016" 
14 41 x 30 .016" 

SHIELDED HOOK·UP WIRE 
PLASTIC TYPE 

, r 

Nominal 
0.0. 

.061" 

.064" 

.072" 

Nominal 
0.0. 
.05,6" 
.062" 
.067" 
.077" 
.092" 
.106" 

'TINNED COPPER SHIELD PLASTIC irSULATION 

~_:-=':':'::::::::1 I 

Saxton 
Number 

1309 
1310 
1311 
1312 
1313 
1314 
1315 

Style 
No. 

lAS22 
lAS20 
lAS18 
lAS16 
lAS14 
lAS12 
lASI0 

STRANDED OR SOLID TINNED CONDUCTOR 

STRANDED CONDUCTOR 

-eonductor- Insulation Nominal 
Size Stranding Thickness 0.0. 

22 7 x 30 .016" .090" 
20 10 x30 .016" .100" 
18 16 x 30 .016" .120" 
16 26x30 .016" .130" 
14 41 x 30 .016" .150" 
12 65 x30 .016" .170" 
10 105 x30 .025" .195" 

UNSHIELDED AUDIO CABLE 
2 AND 3·CONDUCTOR • NO OUTER JACKET 

PLASTIC INSULATION 

Page 1 (~saxton 
~---' WIRE & CABLE DIVISION 

MUL TI·CONDUCTOR JACKETED CABLE 
,020" ·WALl PLASTIC JACKET 

INNED CONDUCTOR' 

SOLIb CONDUCTOR 

,Saxton Style -eonductor- Insulation ,Nom. 
Number No. No. Awg Stranding Thickness 0.0. 
1334 2JD22 2 22 solid .015" .140" 
1335 3JD22 3 22 solid .015" .150" 
1336 4JD22 4 22 solid .015" .170" 
1337 SJ022 5 22 solid .015" .185" 
1338 6JD22 6 22 solid .015" .190" 
1339 7JD22 7 22 solid .0IS~' .200" 
1340 8JD22 8 22 solid .015" .210" 
1341 9JD22 9 22 solid .015" .240" 
1342 10JD22 10 22 solid .015" .250" 
1343 12J022 12 22 solid .015" .270" 
1345 2J020 2 20 solid .015" .155" 
1346 3JD20 ,3 20 solid .015" .165" 
1347 4JD20 4 20 solid .015" .195" 
1348 SJD20 5 20 solid .015" .220" 
1349 6JD20 6 20 solid .015" .230" 
1350 7J020 7 20 solid .015" .240" 
1351 8J020 8' 20 solid .015" .285" 
1352 9JD20 9 20 solid .015" .300" 
1353 10J020 10 20, solid .015" .315" 
1357 ' 2J018 2 18 solid .015" .188" 
1358 3JD18 3 18 solid .015" .. 208" 
1359 4J018 4 18 solid .015" .223" 
1360 SJ018 5 18 solid .015" .233" 
1361 6JD18 6 18 solid .015" .263" 

STRANDED CONDUCTOR 

Saxton style -eonductor- Insulation Nom. 
Number No. No. Awg Stranding Thickness 0,0. 
1370 2J22 2 22 7 x30 .015" .145" 
1371 3122 3 22 7 x30 .015" .160" 
1372 4J22 4 22 7 x30 .015" .185" 
1373 SJ22 5 22 7 x30 .015" .190", 
1374 6J22 6 22 7 x30 .015" .195" 
1375 7J22 7 22 7 x30 .015" .215" 
1376 8J22 8 22 7, x 30 .015" .225" 

SOLID OR STRANDED 1377 9J22 9 22 7 x 30 .015" .245" 
1378 10J22 10 22 7 x 30 

SOLID CONDUCTOR 
Saxton Style -eonductor- Inslilation 
Number No. No. Size Stranding Thickness 
1318 2A022 2 22 solid .016" 
1319 3A022 3 22 solid .016" 
1320 2A020 ~ 20 solid .016" 
1321 3A020 3 20 solid .016" 
1322 .2A018 2 18 solid .016" 
1323 3A018 3 18 solid .016" 
1324 2A016 2 16 solid .016" ' 
1325 3A016 3 16 solid .016" 

STRANDED CONDUCTOR 
Saxton Style -eonductor- Insulation 
Number No. No. Size Stranding Thickness 
1326 2A22 2 22 7 x30 .016" 
1327 3A22 3 22 7 x30 .016" 
1328 2A20 2 20 10x30 

, 
.016" 

1~2!l '3A20 3 20 10 x30 .016" 
, 1330 2A18 2 18 16 x30 .016" 
!1331 3A18 3 18 16 x 3{) .016" 
i 1332 2A16 2 16 26x'30 .016" 
i 1333 3Al6 3 16 26x30 .016" 

1774 • Th~ MASTER - 33rd Edition 

CONDUCTOR' ' 

Nom. 
0.0. 
.100" 
.115" 
.120" 
.135" 
.145" 
.160" 
.175" 
.190" 

Nom. 
0.0. 

.125" 

.140" 

.145" 
,160" 
.165" 
.180" 
.190" 
.210" 

.015" .260" 
1379 12J22 12 22 7 x30 .015" " .285" 
1381 2J20 2 20 10x30 .015" .175" 
1382 3J20 3 20 10x30 .015" .185" 
1383 4J20 4 20 lOx30 .015" .205" 
1384 SJ20 5 20 10,x 30 .015" .230" 
1385 6J20 6 20 10 x 30 .015" .250" 
1386 7120 7 20 10 x 30 .015" .260" 
1387 8J20 8 20 10 x 30 .015" .305" 
1388 9J20 9 20 10 x 30 .015" .320" 
1389 10J20 10 20 10 x30 .015" .325" 
1390 12J20 12 20 10x30 .015" .345" 
1391 ISJ20 15 20 10 x 30 .015" .365" 
1392 20J20 20 20 10 x 30 .015" .420" 
1393 2J18 2 18 16 x 30 .015" .210" 
1394 3J18 3 18 16 x30 .015" .230" 
1395 4J18 4 ,18 16 x30 .015" .245" 
1396 SJ18 5 18 16 x30 .• 015" .260" 
1397 6J18 6 18 16x30 .015" .275" 

TEUPHOl'.JE StATIOt" WIRE 
1051 2 Conductor Station Wire with Beige Jacket - 22 gauge solid 

bare copper - color coded legs. Strips easily and is staple·proof 
for installation along baseboards. Matches existing telephone 
installation color. Packed -1 M'spools 

500' spools 
1050 3 conductor· same as above. 

Net © United Technical Publications 



SECTION 6000 

(~saxton 
Page 2 ~ WIRE & CABLE DIVISION 

MULTI·CONDUCTOR SHIELDED CABLE* 
.020" ·WALL PLASTIC JACKET 

BRAIDED OR WRAPPED TINNED COPPER SHIELD 

~~ -S:>""" ~ CONDU~TOR· 

VINYL JACKET PLASTIC INSULATION ' 
saxton Style Type -Conductors- Insul. Jacket Nom. 
Number • No. Shield No • Awg Stranding Thick.' Thick. 0.0. 
1400 155J22 wrap 1 22 7 x 30 .016" .020" .135," 
1401 255J22 wrap 2 22 7 x 30 .016" .020" .175:' 
1402 255J022 wrap 2 22 solid .016" .020" .170" 
1403 255J20 wrap 2 20 10 x 30 .016" .020" .195" 
1404 355J20 wrap 3 20 10 x 30 .016" .020" .210" 
1405 455J20 wrap 4 20 10 x 30 .016" .020" .225" 
1406 255118 wrap 2 18 16 x 30 .016" .020" .230" 
1407 255116 wrap 2 16 26 x 30 .016" .020" .250" 
1408 25J22 braid 2 22 7 x 30 .016" .020" .183" 
1409 25J20 braid 2 20 10 x30 .016" .020" .195" 

l4IO 25118 braid 2 18 16 x 30 .016" .020" .235" 
·Bare conductors available. For additional constructions see Audio Cable 
Section. 

STRANDED OR 
SOLID TINNED 
CONDUCTOR 

PLASTIC INSULATION 

,SOLID CONDUCTOR 
Saxton Style Number -Conductors- Insul. Jacket Nom. 
Number No. 'Pairs No. Awg Stranding Thick. Thick. 0.0. 

1411 2P022 1 2 22 solid .015" .020" .128" 
1412 4P022 2 4 22 solid .015" .020" .205" 
1413 6P022 3 6 22 solid .015" .020" .230" 
1414 12PD22 6 12 22 solid .015" .020" .330" 
1415 14PD22 7 14 22 solid .015" .020" .345" 
1416 18P022 9 18 22 solid .015" .020" .370" 
-1417 22P022 11 22 22 solid .015" .020" .385" 
1418 26PD22 13 26 22 solid .015" .025" .415" 
1419 30P022 15 30 22 solid .015" .025" .450" 
142.0 32P022 16 32 22 solid .015" .025" .470" 
1421 S4P022 27 54 22 solid .015" .035" .605" 
1422 62P022 31 S2 22 solid .015" .03S~' .630" 
1423 82P022 41 82 22 solid .015" .035" .710" 
1424 102PO~2 51 102 22 solid .015" .045" .845" 

STRANDED CONDUCTOR 
Saxton 'Style Number -Conductors- Insul. Jacket Nom. 
Number No. Pairs No. Awg Stranding Thick. Thick. 0.0. 

1425 2P22 1 2 22 7 x 30 .015" .020" \.155" 
142S 4P22 2 4 22 7 x30 .015" .020" .22r 
1427 SP22 3 6 22 7 x 30 .015" .02.r-:-24S-;;-
1428 SP22 4 S 22 ' 7 x30 .ois..----;oio" .275" 
1429 10P22 5 10 22 7 x3Q .015" .020" .320" 
1430 12P22 S 12 22 7 x30 .015" '.020" .340" 
1431 18P22 9 18 22 7'x30 .015" .020" .375" 
1432 22P22 11 22 22 7 x30 .015" .020" 
1433 30P22 15 30 22 7x30 

AUDIO CABLE 
COMBINATION SHIELDED & JACKETED 

VINYL JACKET TINNED SHIELD 

:32: 2 2: ~~: + ' 'ii' iiiiiiii;:::~~~ TINNED _ STRANDED 
CONDUCTOR 

PLASTIC-INSULATION 
Saxton Style Conductors Insultn. Jacket Nom. 

No. No. No. AWG Stranding Thckns. Thckns. 0.0. 
1435 252J22 4 22 7 x 30 .01S" .020" .315" 

(Two conductors shielded, two unshielded) 
1436 152J22 3 22 7 x 30 .0IS" .020" .200" 

(One conductor shielded, two unshielded) 

© United Technical Publications 

E·Z ZIP·CORD-LAMP·CORD 
PLASTIC TYPE • 2 & 3·CONDUCTOR 

STRANDED BARE 
COPPER CONDUCTORS 

Saxton Style Conductors UL Wall 
No. No. No. AWG Stranding Type Thckns. 

1437 2F24· 2 24 7 x 32 - .016" 
1437A 5ame as above-clear. (polarized conductors) 

Nominal 
0.0. 

.061" x .137" 

1438 2F20· 2 20 10 x 30 - .016" .105" x .210" 
1438A Same as above-clear. (polarized conductors) 
1439 2F18* 2 18 16 x 30 5 PT· 1 .016" .130" x .215" 
1439A 2F18A Same as above-clear ( pOlariZed conductors) 
1440 3Fl8 3 18 16 x 30 5PT·2 .032" .130" x .300" 
1441 2F1S 2 IS 65 x 34 5PT·2 .032" .160" x :3ii'ii"" 

-1442 3F24 3 24 7 x 32 .032" .0SI" x .204" 

STEREO PHONO WIRE 
SHIELDED & UNSHIELDED 

PLASTIC INSULATION 

STRANDED 
CONDUCTOR 

Saxton Style Conductors Insltn. Nom. 
No. No. ' No. AWG Stranding ,Thckns. 0:0. 

1163 3A33 3 33 6 x 41 .008" 
1164 4A33 4 33 6 x41 .008" . 

1444 2S33 2 33 6 x 41 Shielded 

AUDIO CABLE 
2·CONDUCTOR SHIELDED, UNJACKETED 

SOLID OR 
STRANDED 

TINNED 
CONDUCTOIl 

TINNED COPPER BRAID SHIELD 

SOLID CONDUCTOR 
Saxton Style Conductors Insltn. Nom. 

No. No. No. AWG Stranding Thckns • 0.0. 
1445 2S022 2 22 solid .01S" .132" 
1446 25020 2 20 solid .01S" .14S" 
1447 2S018 2 18 solid .01S" .175" 

STRANDED CONDUCTOR 
1448 2S24 2 24 16 x 3S .0IS" .125" 
1449 2522 2 22 ' 7 x 30 .01S" .140" 

_1450 2520 2 20 10 x30 .016" .155" 
1451 2518 2 18 IS x 30 .01S" .170" 
1452 251S 2 IS 2Sx30 .020" .210" 
1453 2S14 2 14 41 x30 .020" .225" 
1454 2512 2 12 SSx30 .025" .295" 

AUDIO CABLE 
2·CONDUCTOR • SHIELDED & JACKETED 

VINYL JACKET 

~"-" ~ ~SOLIDOR 
~ ., ,~STRANDED 
~~""--'''~ CONDUCTOR, 

TINNED COPPER BRAID SHiElD 

SOLID CONDUCTOR 
Saxton Style Conductors Insltn. Jacket Nom. 

No. No. No. AWG Stranding Thckns. Thckns. 0.0. 
1455, 2S0J22 2 22 solid .01S" .020" .172" 
1456 2S0J20 2 20 solid .01S" .020" .208" 
1457 2S0118 2 18 solid .01S" .020" .21S" 

STRANDED CONDUCTOR 
1458 25J22 2 22 7 x 30 .01S" .020" .IS3" 
1459 25J20 2 20 10 x30 .01S" .020" .195" 
14S0 25118 2 18 lSx30 .016" .020" 
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AUDIO CABLE 
LOW LOSS MICROPHONE & INPUT 

BRAIDED OR WRAPPED BRAIDED OR WRAPPED I 
TINNED COPPER' SHIELO TINNED COPPER SH IELO 

::;:: :::;:t:::::: , ;i";;t:;:tu'if5¥Sil I 
I 

POLYETHYLENE INSULATION 

Saxton Style Nom. Shield Conductors Insl. Jkt. Nom. 
No. No. Cap.lft. Type No. AWG Strdg. Th. Th. 0.0. 

1290nSSJC20RB 21 mmf. wra~ 1 20 19x34 S~ecial .200" 
1291 * 2MFSJC22 34 mmf. foil 2 22 7x30 . 022" .028" .225" 
1292* 3MFSJC22 36 mmf. foil 3 22 ]x30 .027/1 .031/1 .286/1_ 
1293* 2MFSJC20 32 mmf. foil 2 20 7x28 .0241' .029" .228/1 . i 
1294* 3MFSJC20 30 mmf. foil 3 20 7x28 .026/1 .035/1 .288/1· 
146l!ll lSSJC26 3ll minf. wrap "2"6" 7x34 ".iIl6.010" .125" 
1462 lSJC24 35 mmf. braid 1 24 10x34 .016" .030" .145" 
1463 ISJC24A 23 mmf. braid I 24 10x34 .040" .030" .200" 
1464 ISJC20 36 mmf. braid 1 20 26x34 .030" .030" .175" 
1465 2SJC20 31 mmf. braid 2 20 16x34 .025" .030" .230" 
1466 3SJC20 34 mmf. braid 3 20 26x311- .025" .035" .290" 
1467 4SJC20 36 mmf. braid 4 20 26x34 .025" .035" .315" 
1468 5SJC20 45 mmf. braid 5 20 26x34 .025" .035" .340" . 
1469 6SJC20 51 mmf. braid 6 20 26x34 .025" .035" .365" 
tHeavy duty, foam insulated 10·loss- mike cable with woven rayon braid-
.closely wrap shielded and flexible construction. 

'Mylar·foll shield with ground runner. "Copperweld' 
#Wrap shield-easily pigtailed-for lapel and audio uses-low capacitance 
-extra flexible . 

TEST LEAD WIRE 
SUPER-flEXIBLE VINYl INSULATION* 

LOW DUROMETER .SUPER·FLEXIBLE 
VINYL INSULATION STRANDED TINNED CONDUCTOR 

i' ;:( i< ::: ::::;3;': :~;i Pi: : :::::: : ;~ ; :;l I 

Nom. 
0.0. 

Saxton Style Conductors Wall Brkdwn. 
No. N!t. Type AWG Strndg. Thkns. Voltage 

1470 lC20 Standard 20 41 x 36 .040:' 5,000 .120" 
1471 1C20A Standard 20 41 x 36 .044" 8,500 .130" 
1472 1C20B Standard 20 41 x 36 .047" 10,000 .135" 

J."473 1C18 Standard 18 41 x 34 .047" 12,000. .140" 
.245" 
.120" 

J:47'4'" 1C18A Hvy.Duty 18 41 x 34 .109" 22,000 
'--r4'Tr 1C20R* Standard 20 41 x 36 .040" 5,000 
l476 1C18R* Standard 18 41 x 34 .045" 5,000 -.-;-1""'38"""'-

"Rubber, Also available to M IL·spec from stock. ALL TEST PROD WIRES 
RED or BLACK. Other colors available. 

ROTOR CABLE 

POLYETHYLENE INSULATION 

Saxton Style 
No. No. 

Conductors 
No. AWG Strndg. 

1481 4FC2 4 22 7 x 30 
*1483 4FC3 4 20 10 x 30 

*1485 SFC3 5 '20 7x28 

~ .. , TO"" '" FOR POLARITY 
IDENTI F ICATION . 

Insulation 
Material 

polyethylene 
polyethylene 

polyethylene 

Nominal 
, D.O. 

• 085 x.360" 
.085 x .360" 

.095 x .485" 

1039 round 8 6/22- 7 x 30 polyethylene 
2/18 7 x 26 0.250 

1040 round 8 ~H~- ~ ~ ~~ polyethylene . 0.375 
* Also availa Ie in round constructions and with heavier conductors. 
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MIL-C-3432 SPECIAL CABLES 

Saxton Style Specification Nom. 
No.' No. Specfctn. Desgntn. Construction Number 0.0. 

148.6 2M18 CO·02 MGF 2/18 SJO MIL·C·3432A "0.375 
(shielded) 

14B7 2M18A' .CO-02 MGF 2118 MIL-C-3432B 0.300 
1488 2M18B, CO-02 HGF 2/18 MIL·C-3432 B 0.380 
1489 2M18C CO-02 LGF 2/18 Mll·C·3432B 0.250 
1490 2M16 CO·02 HGF 2/16 Mll·C-3432B 0.405 
1491 2M16A CO-02 MGF 2/16 MIL-C-3432B 0.338 

Many other typ s available; prices on request . 

HIGH VOLTAGE WIRE ' 
flAME-RETARDANT RULAN INSULATION . 

"RULAN" FLAME·RETAROANT INSULATION STRANOED TINNEO CONDUCTOR 

: :! :i: ;" : :: ::: ::::. I:: : I::::::::':::::::: 1 I 

Saxton • Style Conductors Wall Brkdwn. Nom. 
No. No. Type AWG Strndg. Thkns. Voltage 0.0. 

1477 ' 1R20 unshielded 20 10 x 30 .047"· 10,000 .120" 
1478 1R20A unshielded 20 10 x 30 .063H 20,000 .171tY 
1479 1R18 unshielded 18 16 x 30 .095" 40,000 .240" 
.1480 1RS18 shielded 18 16 x30 .075" 20,000 .243" 

MIl-W-76B .. 
WITH CERTIFICATION . 

TYPE MW-Uncovered Plastic, Medium Wall, 1000V. Rating 

STRANDED OR SOLID TINNED CONDUCTOR 
I 

PLASTIC INSULATION 
I 

~;;,;;~~~,~ ; ::7 ";~;;~ ::i:: 

SOLID CONDUCTOR 
-Saxton Style Specification Insltn. Nom. 

No. No. 
1503 1MD22 
1504 1MD20 
1505 IMD18 
1506 IMD16 

Saxton Style 
No. No. 
1507 1M24 
1508 1M22 
1509 1M20 
1510. 1M18 
151l 1M16 
-1512 1M14 
1513 1M12 

Designation AWG Thkns. 
MW-C 22(1)U 22 .016" 
MW-C;10(1)U 20 .016" 
MW·C 18(I)U 18 , .016" 
~W·C 16(I)U 16 .016" 

STRANDED CONDUCTOR 
SPECIAL QUANTITY PRICES 

Specification Conductor Insltn. 
Designation AWG Strndg. Thkns. 
MW-C 24(7)U 24 7x32 .016" 
MW-C 22(7)U 22 7x30 .016" 
MW-C 20(10)U 2tl 10x30 .016" 
MW-C 18(16)U 18 16 x 30 .016" 
~W-C 16(26)U 16 26 x30 .016" 
MW·C 14(41)U 14 41 t30 .016" 
MW-C 12(65)U 12 65x30 .016" 

0.0. 
.061" 
.064" 
.072" 
.G83" 

Nom. 
0.0. 
.Ow 
.062" 
.067" 
.077" 
.092" 
.106" 
.127" 

TYPE HW-Uncovered Plastjc, Heavy Wall 
Saxton Style SpeCification Conductor Insltn • Nom. 

No, No. Designation AWG Strndg. Thkns. 0.0. 
1514 1M22A HW-C 22(7)U 22 7 x~30 .032" .094" 
1515 1M20A HW-,C 20(10)U 20 lOx30 .032" .099" 
1516 1M18A HW-C 18(16)U 18 16 x30 .032" .109" 
1517 1M16A HW-C l6(26)U 16 26x30 .032" .122" 
1518 IM14A HW-C 14(41)U 14 41 x 30 .045" .165" 
1519 IM12A .HW-C 12(65)U 12 65x30 .045" .185" 
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MIL·W·16878D 
WITH CERTIFICAJION • SPECIAL QUANTITY PRICES 

EXTRUDED TEFLON INSULATION SILVER·PLATED STRANDED CONDUCTOR 

;:"""",f,,,,, ,,,,,;;;:;\;,; :'\;L;.",,,,, :- ;. )' :·'~;~~;';';;:*~i;;Y;,' I 

TYPE E-Extruded Teflon, 600 v. Ruting 

1520 IM30E E-30 30 7 x38 .010" , .033" 
1521 IM28E E-28 28 7 x 36 .010" .036" 
1522 ' IM26E E-26 26 7 x 34 .010" .041" 
1523 IM24E E-24 24 19 x 36 .010" .046" 
1524 IM22E E-22 22 19 x 34 .010" .052" 
1525, IM20E E-20 20 19 x 32 .010" .060" 
1526 IM18E E-18 18 19 x 30 .010" .072" 
1527 IM16E E-16 16 19 x 29 .010" .084" 
1528 IM14E E-14 14 19 x 27 .010" .098" 

TYPE EE-Extruded Teflon, 1000 v. Rating 
1529 IM30EE EE-30 30 7 x 38 .015" .043" 
1530 IM28EE EE-28 28 7 x 36 .015" .046" 
1531 IM26EE EE-26 26 7 x 34 .015" .050" 
1532 IM24EE EE-24 24 19 x 36 .015" .056" 
1533 IM22EE EE-22 22 19 x 34 .015" .062" 
153~ IM20EE EE-20 20 19 x 32 .015" .070" 
1535 IMI8EE EE-18 18 19 x 30 01 11:;" ..... .081" 
1536 IM16EE EE-16 16 19 x 29 .015" .090" 
1537 IM14EE EE-14 14 19x 27 .015" .104" 

PLASTIC INSULATION STRANDED OR SOLID TINNED CONDUCTOR 
I 

:;,~,~},,,;~: .. ,,~;;;;;,~;; ;';ri:f ~ ~ ;';;;';;~lm : ,~~~i,~~~~:=::t:~;~] I 
TYPE C-Uncovered Plastic, 1000 v. Rating 

saxton Style SpeCification Conductor Insltn. Nom. 
No. No. Designation AWG Strndg_' Thkns. 0.0. 

1538 IM22C C-22 22 7 x 30 .016" .065" -
1539 IM20C C-20 20 ' 7 x 28 .016" .073" 
1540 IMI8C C-18 ' 18 7 x 26 .016" .081" 
1541 IM16C C-16 16 19 x 29 .016" .092" 
1542 IMI4{: C-14 14 19 j( 27 _016" _103" 

TYPE D-Uncovered Plastic, 3000 v. Rating 
1543 IM22D 0-22 22 
1544 IM20D 0-20 20 
1545 IMI8D 0-18 18 
1546 IM16D 0-16 16 
1547 IM14D 0-14 14 

DISPENSER·PACKAGED 

TANGLE-FREE SELF-DISPENSING 
WIRE 

PACKAGES 

These easy to 
handle wire dis­
penser packages 
let you take the 
exact length you 

need. The rest stays neatly in place 
• . • never tangled, always clean. 
Ask your Saxton representative 
about the special dispenser "LIFE­
LINE" series of wire packages. 

LIFELINE 100. 
ROTOR CABLE 

I~ 
• Available 1000' spools. 

© United Technica'l Publications 

7 x 30 .G32" ,097" 
7 x 28 .032:' .105" 
7 x 26 .032" .113" 

19 x 29 .032" .124" .. , 
19 x 27 .032'" .135" 

TRANSMISSION LINE 

.L1FELINE TWIN LEAD 

No. 1665 
Full size, heavy duty deluxe 
twin lead constructed of the 
finest materials. Chemically 
protected against deteriora­
tion. In Magic Dispenser. 
Saxton LTL (lOO-ft.), 

Brown or Clear. 

Exfra heavy duty conductor rotor 
cable. Superior quality. One leg 
polarized for easy reference. 
Sold in exclusive Magic dis­
penser carton. 
laO' Brown. 
1483 -4 Conductor 
1485 - 5 Conductor 

~~axton 
~ WIRE & CABLE DIVISION 

JOO·OHM TWIN LEAD 
VHF-UHF fRANSMISSION LINE· 

Saxton Style Nom. Size 
No. No. Name Stranding Web Width 

,1550 5H·l00 7 0.100,0.400 

11551 TL·50 7 0.050 x 0.385 

11552* TL-40 

D : '1 1553* TL-55 

11554* TL-80 

11555* TL-I00 

standard 7 0.040 x 0.0375 

Signal 
sender 

trophy 
line 

7 0.055 x 0.385 

10 0.080 x 0.385 

crusader 10 0.093 x 0.355 

J~:: 11556> n·IO'DL :'t,," 10 0.095 x 0.383 

TL-IOOSDL double 
ten 

20 0.100 x 0.400 

18/125 brown 41 0.,125 x 0.415 
or gold 

1560 TTL'22t tubular 7 0.160xO.445 

standard 10 .197 x '.392 
foam 
22 ·gauge 

1562** INS-500 ins. open 1 0.075 x 0.975 
wire 

MATCHING 
TRANSFORMER AVAILABLE 

* Available in special tangle-free self-dispensing 
packages. 

** 18 Gauge Copperweld, Solid, Non Stretch. 
Stranded Available, on request . 
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.::;:::;1 :::::: ::::::::= :::::::::::::~*** TYPE A 

,::::::::: : t, 
TYPE B 

s~~~~n Style In· Nom. 
III. sula· :Imp. Nom. 

No. No. Type tion (Ohms) _0.0. Jacket Description 

1582* RG-8/U A reg. 52 .405 black PE gen'l purpose 
1583**§RG·8/U A: foam 52 .405 black PVC 
1584 * RG·8A/U A reg. 50 .405 non·cont. PE -:-
1585* RG·11/U A reg. 75 .405 black PVC TV & comm. 
1586* RG·11/U A foam 75 .405 black PVC 
1587* RG-11A/U A reg. 75 .405 non·cont. PE -'-
1588* RG·11/UOS B reg. 75 .465 black PVC double· 

1589* RG-58/U A reg. 53.5 .195 black PVC 

1590** RG-58A/U A reg. 52 .195 black PVC 
1591* RG·58C/U A reg. 50 .195 non·cont. 

blk PE 
1592*§ RG-59/U A reg. 73 .242 black PVC 
1593*§ RG·59/UOS B reg. 73 .285 black PVC' 

1594 *§ RG·59/U A foam 73 .242 black PVC 
1595* RG·174/U A reg. 70 .1 00 b lack PVC 

1596* RG-59A/U A- reg. 75 .242 non·cont. 
blk PE 

1597* RG·62/U C reg. 93 .242 black PVC 

1598* RG·59/U A foam 72 .280 blackPVC 
82·channel (UHF) 
18 gauge LOW ATTENUATION, LOW LOSS 

shielded 
20AWG 
solid B.C. 

19/.0071 TC 

19/.0071 TC 
TV cable 
double· 
shielded 

TV cable 
miniature 
"59/U" 

.023 copper· 
weld 

small size 
low cap. 
special 

type 

1599* Aluminax Foam dielectric mylar foil aluminum shield 
(100%) PVC Jacket. :: 

1600* RG58AU Extra Flexible. Low Loss Foam. 
'Available in 100·ft. lengths. 
tAvailable extra flexible. § Available in white 

: : 

UNINSULATED COPPERWELD * 
40% COPPERWELD CONDUCTOR • NON· STRETCH • HARD·DRAWN 

Nom. 
Awg: 0.0. 

: 18 solid .0403 
14 solid .0~41 

-=..-----,12 solid ;0808 

10 solid .1019 
8 solid .1285 
6 solid .1620 

'Saxton Copperweld available on 1M' spools. Nos. 5300 to 5303 also in 
50' & 100' intetconnected coils of 1M' total. 
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(~~axton 
~ WIRE & CABLE DIVISION 

GUY WIRE & MESSENGER CABLE * 
HEAVY GALVANIZED STEEL, ALUMINUM & COPPERWELD 

Strength 
Test Yield 

Saxton Spec. Strgth. Per C 
No. Desig. Stranding Material -P.S.1. Ft. 
5100 GW·4120 4 x 20 hvy. galv. steel 215 4% 
5101 _ GW.6/20~~6-"-X-;;2~0 ---i:h':':vy'"'. -"ga~lv-"-.-:-sti:e-=;elC---C3;;-;3~5----;3;-;.6;;;,*:i-o-
5103 ; GW·6/18 6 x 18 hvy. galv. steel 5153% 
5105 AL·7118 7 x 18 EC quality 

aluminum, air· 
Non Stretch ALCLAD craft temper 370 4.5% 

5106 7 x 18 Same as 5105 except plastic 
insulated. 

5112 Tiller Cable 7 x 7 (49 str.) 3/32" cable 
vinyl jacket 

Hi Strength 3/16" 0.0. 2100 

5115 6 x 20 galv. steel, plastic coated.: 
*50' and laO' interconnected coils are standard. 500' or 1000' 
spools available. See Saxton page 10 for non·.radiating fibre·glass 
u wire . 

UNINSULATED TINNED COPPER 

SOLID CONDUCTOR 

Saxton No. AWG No. Saxton No. AWG No. 

1362 ADT·20 1570 ADT-28 
1363 ADT·18 1571 ADT-26 
1364 AOT·16 ' 1572 ADT·24 
1365 AOT·14 1573 ADT·22 
1366 AOT·12 

STRANDED 

Saxton No. AWG No. Stranding Saxto'n No. AWG No. Stranding 

1574 AT·24 7x30 1578 AT·16 26x30 
1575 AT·22 7x30 1579 AT·14 4lx30 
1576 AT;20 lOx30 1580 AT-12 65x30 
1577 AT·18 16x30 

ANTENNA WIRE * 

Saxton 
Number 
1275 

1280 

1286/50 

1286/100 

1288/50 

,1288/100 

-1289 

1240/1M 

1240/50 

1240/100 

1255/1M 

1255/50 

1255/100 

Stranding Material Packing 
solid #12 AWG enameled 1M' 'interconnected 

solid copper coils of 100' ea. 
solid; #14 AWG enameled 1M' interconnected 

solid copper coils of 100' ea. 
7x22 bare copper 1000' interconnected 

coils of 50' ea. 
7 x 22 b3re copper 1M' interconnected 

coils of 100' ea. 
7 x?4 bare copper 1M' interconnected 

coi Is of 50' e:a. 
7 x 24 bare copper 1M' interconnected 

coils of 100' ea. 
7 x 26 bare copper 1M' interconnected 

coils of 50' ea. 

ALUMINUM GROUND WIRE 
#8 AWG solid 

dead s6ft alum. 
#8 AWG solid 

dead soft alum. 
#8 AWG s,olid 

dead soft alum. 
#6 AWG solid 

1000·ft. spool 
1M' interconnected 

coils of 50' ea. 
1M' interconnected 

coils of 100' ea. 

dead soft alum. 1000·ft. spool 
#6 AWG solid 1M' interconnected 

dead soft alum. coils of 50' ea. 
#6 AWG solid 1M' interconnected 

dead soft alum. coils of 100' ea. 
* Phos hor bronze and co erweld constructions available. 

, 
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COLORWIRE TRANSMISSION LINES 

COLOR 
POWER 

TV ANTENNA WIRE 

FOR MORE BRILLIANT COLOR RECEPTION IN- TOWN AND COUNTRY 

FOR TOWN 

Saxton #1041 SHIELDED TWIN·FOAM CABLE 
300 ohm COLOR UHF-VHF 

ALUMINIZED MYLAR SHIELDED CABLE 
(Reqilires No Transformers) 

\It MYLAR BACKED 
DENSE POlYETHYlENE~ ALUMINUM Fall 

JACKET FOR 100% SHIELDING 
RESISTS ABRASION FROM NOISE PICKUP 
AND ULTRA-VIOLET OR COLOR SMEAR 

COPPER COVERED 
REINFORCED WIRE 
FOR INCREASED 

_"''"'_ ...... CONDUCTANCE OF 
UHF-VHF SIGNALS 

lOW lOSS FOAM 
ENCAPSULATION 
MAINTAINS SIGNAL 
STRENGTH 

* "Magic Memorane" is Saxton's fully air-foam filled barrier 
that cuts signal loss to a minimum and sharpens picture clarity. 

FOR COUNTRY 

Saxton #1037 SUPER FOAM DELUXE TRANSMISSION WIRE 
300 ohm COLOR UHF-VHF 

(Requires No Transformers) 
\ ;~w LOSS FOAM SPACE WEB 

" \"'" """". ,." .. ,,' 
~~ ~ COVERED J 

-- ~ • REINFORCED WIRE 
FOR INCREASED 
CONDUCTANCE OF 
UHF-VHF SIGNALS 

* "Magic Membrane" is Saxton's fully air-foam filled barrier 
that cuts signal loss to ,a minim.urn and sharpens pjct~r,e clarity. 

FOR ECONOMY 

Saxton #1043 BLUE FOAM TRANSMISSION WIRE 
300 ohm COLOR UHF-VHF \ ;~w lOSS FOAM SPACE WEB \'""" """""" ,.,,"'''' 

-j1-~ 1.r- .... ~CO--:P:::PE""R.;...C-O-V-ER-E-D 'J 
, REINFORCED WIRE 

~ ~. FOR INCREASED 
L-. DENSE POLYETHYLENE CONDUCTANCE OF 

JACKET UHF-VHF SIGNALS 
RESISTS ABRASION 
AND ULTRA-VIOLET 

.. .,. .", . 
" .', ...• _ .... _.~_o<_'" ... _ ... ~,,_, 

Sharpest, clearest, smear-free color reception for high 
noise, crowded, steel-and-concrete areas! Excellent VHF 
and UHF reception! These. are among the many plus 
benefits available with the Saxton # 1041 Foil Shielded 
Twin-Foam TV Antenna Wire. And they're all the result 
of our exclusive "Magic Membrane" process that en­
capsulates the sturdy copper conductor wire with layers 
of low-loss air foam polyethylene for maximum signal 
strength. In addition, a mylar-foil shield surrounds the 
foam to protect against electrical interference and re­
flected signals. The outer jacket of this highly flexible TV 
cable wire is made of carbon black filled polyethylene for 
extra protection against sun, heat, storm, snow ... and 
ultra-violet rays! Want more? You can even run the # 1041 
down a drain-pipe for easy, out-of-sight installation. 

UNCONDITIONALLY GUARANTEED FOR 20 YEARS 

Open country and suburban fringe areas can now be 
assured of superb c.olor reception with this remarkable 
TV antenna wire. Includes all the exclusive Saxton design 
features required to conduct and maintain signal strength 
from antenna to set. Electrically superior for all channels, 
the # 1037 also provides unusually fine UHF and VHF 
results. Physically, this is a flat,twin lead transmission 
wire that features pre-stretched copper conductors with 
the exclusive "Magic Membrane" encapsulating the lead 
wire with polyethylene foam. All are surrounded by a high 
quality carbon black treated polyethylene jacket. This 
assures built·in resistance to severe weather conditions 
as well as ultra·violet rays, and provides finest possible 
reception. . 

UNCONDITIONALLY GUARANTEED FOR 2Q YEARS 

Made to Saxton standards of quality throughout, this 
sturdy polyethylene-and·foam encased transmission line 
answers the demand for clear VHF, UHF, and color recep­
tion at lowest cost. Delivers result~ that are sure to please 
the most cost-conscious customers, thanks to the engi­
neering skill inherent in its design specifications. Highly 
resistant to dirt, oil, moisture and salt air, the # 1043 
outperforms any competitive make in its price class. Foot 
for foot, and signal for signal, it meets every requirement 
necessary for improving color reception under today's 
demanding conditions. 

UNCONDITIONALLY GUARANTEED FOR 1 YEAR 

* "Magic Membrane" is Saxton's fully air-foam filled balrier 
that cuts signal loss to a minimum and sharpens picture clarity_ See page 1786 for coaxial cable system 
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SPECIAL PRODUCT SECTION 
"MITY ·AMP" 

2·VVATT AUDIO 
AMPUFIER 

Saxton MA-100 
COMPLETELY EPOXY ENCAPSULATED 
MODULE. Shockproof & Molsture.proof 
• Dirt & Dustproof 

FEATURES 
• SPACE·SAVING-2" X 3¥.." X Va" 
• HI·FI AMPLIFIER-20 cy. to 15KC :!: db at 

l-watt level 
• LIGHTWEIGHT-Weighs total of 6 ounces 
• RUGGED-Unconditionally guaranteed. 

Shock, moisture and dust· proof 
• EASY TO INSTALL & USE-Hooked up in 

minutes. Simple instructions make unit 
functional immediately. 

• ECONOMICAL-Low in price, big in per· 
• formance, Long, trouble·free life. Total 

power requirements 6 or 12 volts. 
• PORTABLE-Operates on auto or boat 

battery 
• VERSATILE-Uses limited only by your inge· 

nuity. Ideal for p. a. system, phono ampli· 
stereo, intercom, signal tracer, modu· 

etc. 

Model A 
. Saxton No. A·lO 11 
Model B 
Saxton No. A-1012 

TRANSISTORIZED AUDIO 
PRECOMPRESSOR·AMPLIFIER 

Specifically designed for CB and Amateur 
transmitters - Latest design. incorporates 
all the advantages of conventional separate 
compressors, pre·amps, and clippers­
Instantaneously . compensates for voice 
fluctuations with low distortion - No wiring 
necessary, simply plugs into mike input­
Requires no modification of transceiver. 

GROUND MAST CLAMPS 

Saxton No. 1100 

FLOATING GUY RINGS 

Cast aluminum, two-piece float­
ing guy ring. Fits most masts 
up to 1'12" dia. Individually 
packed, complete with hard­
ware, in plastic bags. 
Saxton No. 1099 

BROWN, PORCELAIN 
GLAZED INSULATOR 

~ 
Saxton No. ~154 

Film & 
Recording 
Tape 
StoRAGE CHEST 

ANTENNA ACCESSORIES 
SPECIAL HARDWARE 

U·BOLTS AND SADDLES 

Saxton No. 1103 
Also available without saddle 

GROUND RODS 

Saxton No. 1064 
Four-foot overall length 
with clamp. 

on 
ANTENNA WINDOW 

STRAPS 

~ 
Doublet type antenna insula· 
tor, white glazed. Excellent 
electrical characteristics, high 
tensile strength. Dim.: 4¥.." x 
2%" Sa.xton No. 1155 

Saxton No. 1230-Complete with 12 ·Iocked, dust·proof 
storage cans. Insures moisture and dust·free storage of valu· 
able tape and film. Attractive indexed storage chest. High· 
impact Styrene containers accommodate 5" and 7" tape or 
8mm film N 1231 I d"d I I . -Saxton o. - n IVI ua p astlc storage can 

SAXTON BATTERIES 
B 101 Equiv. to: Eveready 

S-76- Used in A·1001 
& A-1005. 1.5 volts. 

B 102 Equiv. to: Eveready 
S-41 • Used in A-1002 
1.5 volts 

B 103 1.5 V Battery - Used 
on A-1003 

B 104 9 V Battery - Used on 
A-733, Big Ear; A-988, 
Fun Gun 

Airplane type "egg" insula~or. Low 
air resistance, high tensile 
strength, white porcelain glaze. 
1%" long. Saxton No. 1156 

Saxton No .. 1126 
I 

W4 

Transposition block with porcelain 
glaze finish. Use with many types 
of doublet antennae. 
Saxton No. 1157 

ALUMINAX No. 1599 
Uses ultra low 10sS"foam 
dielectric. 
Uses new super tough 
Mylar, coated on both 
sides with highly can· 
ductive a luminum foil. 
Uses four equally spaced 
telephone sized stranded 
tinned conductors. 
Uses virgin polyvinyl­
chloride (PVC) Jacket for I":::::::!:!::~ 
flexibility, ease of in· 
stallation and long life. 

SOLOERLESS COAXIAL CONNECTORS CONNECTORS 
ADAPTERS & FITTERS, "F" AND "C" SERIES UHF· BNC 

WEATHER BOOT • 

-
Saxton 

No. 

700 
703 
704 

Type 

UG88U 
UG175U 
UG176U 

Saxton Saxton 
Bubble Pk No. No: 

705 
S-603* 706 

707 

Type 

S0239 
PL258 
PL259 

Saxton. Saxton 
Bubble Pk t~o. No. 

S-605,y 713 
S-604'1 755 
S-602* 

CUSTOM CABLES - Available with any combination of fittings or connectors. 
Weatherproof fitting for RG/S9U Types. \11 in a pack. * 2 in a pack. 
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, 
Saxton Saxton Saxton 

Type No. Type No. Type Bubbie Pk No. 

M-359A 716 C52 719 F59 S-601* 
Weather Boot 717 C61 t719A F59A 

718 C81 720 F61 
721 F81 

t For use with 82-chilnnel coax. 
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SECTION 6000 

~saxton' 
~ WIRE & CABLE DIVISION Page 8 

SPECIAL PRODUCT SECTION 
MAGNET WIRE MERCHANDISER 

FOR HOBBY,SCHOOL, OFFICE, SCIENCE PROJECTS 
Here's a complete assortment of Saxton's finest solderable, softdrawn, insulated copper 

c./If4 9ht?t· "ffle magnet wire conveniently placed on spools and having many applications ... wind coils, 
transformers, RF chokes, etc. Size #18 to #40; weighs ~ lb. and 'h lb. 

" RACK FREE WITH YOUR INITIAL ORDER. 

PICK THE DEAL THAT SUITS YOU BEST 

114 Ib.. SPOOLS 
2 2 2 2 2 

#18 Ga #20 Ga #22 Ga #24 Ga ;j!24 Ga 
2 2 2 2 2 

#26 Ga #26 Ga #28 Ga #28 Ga #28 Ga 

DEAL A 2 2 2 2 2 
#30 Ga #30 Ga #32 Ga #32 Ga #32 Ga 

Consists of 40 'V4 lb. 2 2 2 2 2 
#34 Ga #34 Ga #36 Ga #38 Ga #40 Ga 

and 40 V:z lb. spools 
'/2 lb. SPOOLS 

Two spools each pin: 2 2 2 2 2 

MWR10 #18 Ga #20 Ga #22 Ga #24 Ga #24 Ga 
2 2 2 2 2 

#26 Ga #26 Ga #28 Ga #28 Ga #28 Ga 
2 2 2 2 2 

#30 Ga #30 Ga #32 Ga #32 Ga #32 Ga 
2 2 2 2 2 

#34 Ga #34 Ga #36 Ga #38 Ga #40 Ga 

114 lb. SPOOLS 
3 3 3 3 3 

#18 Ga #20 Ga #22 Ga #24 Ga #24 Ga 
3 3 3 3 3 

#26 Ga #26 Ga #28 Ga #28 Ga #28 Ga 

DEALB 3 3 3 3 3 
#30 Ga #30 Ga #32 Ga #32 Ga #32 Ga 

Consists of 60 V4 lb. 3 3 3 3 3 
#34 Ga. #34 Ga #36 Ga #38 Ga #40 Ga 

and 60 V2 lb. spools 
1f2 lb. SPOOLS 

Three spools each pin: 3 3 3 3 3 

MWR12 #18 Ga #20 Ga #22 Ga #24 Ga #24 Ga 
3 3 3 3 3 

#26 Ga #26 Ga #28 Ga #28 Ga #28 Ga 
3 3 3 3 3 

#30 Ga #30 Ga #32 Ga #32 Ga #32 Ga 
3 3 3 3 3 

#34 Ga #34 Ga #36 Ga #38 Ga #40 Ga 

RACK FREE WITH YOUR INITIAL ORDER. 

COAXIJ.',L CABLE ASSEMBLIES FOR CB & HAM USE. 

BAG· PAC KED Q 
Staxon 
Number Length Type Description 

800 10' RG8U Has PL259 on one end, two terminating spade lugs on the other 
801 10' RG8U Same as #800 except PL259 to PL259 
802 IS' RG8U Has PL259 ,on one end, two terminating spade lugs on the other 
803 15' RG8U Same as #802 except PL259 on both ends 
804 20' RG8U Has PL259 on one end and two terminating spade lugs on the other 
805 20' . RG8U Same os #804 except PL259 to PL259 
806 10' RG58U Has PL259 and UG175U reducer on one end, two univ. terminating lugs on other end 
807 10' RG58U Same as #806 except PL259 and UG175U reducer at both ends 
808 15' RG58U Has PL259 and UG175U reducer on one end, two univ. type terminating lugs on other end 
809 15' RG58U Same as #808 except PL259 and UG175U reducers are at both ends 

. 913 50' RG8U Foam - PL259 connectors each end • 
914 100' RG8U Foam PL259 connectors each end. 
915 50' RG58U' Foam - PL259 connectors with adaptors each end. 
916 100' RG58U Foam PL259 connectors with 'adaptors each end. 

BUBBLE·PACKED' 

810 20' RG58U Has PL259 and UG175U reducer on one end. two univ. type terminating lugs on other end 
811 20' RG58U Same as #810 except PL259 and UG175U reducers 'at both ends 
812 2! RG58U.CB test lead. Same construction as #811., 
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Page 9 ~ WIRE' CABLE DIVISION 

SPECIAL PRODUCT SECTION 

Complete with 
stethoscope earphones 

less batteries 

THE "BIG EAR" 
ELECTRONIC SOUND COLLECTOR 

• "Homes in" on faint sounds up to 100 
feet away ••• twice as far oyer water. 

• Exclusive Cordless Broadcast Accessory 
to increase sensitivity tenfold also avail· 
able. 

• Use indoors or outdoors-from baby sit· 
tlng to bird watching. 

• Practical, instructional and entertaining 
for young and old. 

• The latest in solid state circuitry. 
"Big·Ear" opens up the fascinating world 
of sound around you. It enables you to 
hear normal, ordinary conversation at 100 
feet away; bird calls at up to 200 feet. 
Basically the "Big-Ear" combines the prin· 
ciple of a parabolic microphone, a high 
gain amplification system, and stethoscope 
earphone, for intimate listening. 
Operates for hours on a standard 9 volt 
transistor battery. Comes complete with 
sturdy, adjustable tripod legs for can· 
venient use. 

"Big-Ear" Broadcast Accessory 
Broadcasts "Big·Ear" through FM Radio! 

Plug in our exclusive cordless. Broadcast Accessory and 
convert "Big·Ear" into a professional listening device, with· 
out using the stethoscope. This enables you to broadcast 
"Big·Ear" sound to any FM receiver up to 30 feet away: With 
it you hear everything.,. laughing; breathing, crying - with· 
out connecting wires; with 30 times amplification. Includes 

No. A·1000 

battery. Patented Nos. 0212006, 0212003, 0212005 

"ASTRO-COM"TM 
WRIST BROADCASTER 

o Broadcast your voice to any FM receiver 
within 50 feet in any direction. 

o No wires! Powerful tiny silver oxide battery 
-good for hours of broadcasting! 

o Great for party fun; kids' games; keeps you 
in touch with playroom, bedroom, or sick 
room. 

o Complete with replaceable silver oxide bat· 
tery, nylon strap, rugged case, "whip" an· 
tenna, and tuning device. 

o Electronic components designed by Saxton, 
first in miniature electronic equipment. 

HI-FI SENTINEL 

No. MM33 

Automatically shuts off Hi·Fi system 
after last record is played on changer. 
A must for every hi·fi owner - it's so 
easy to use, you'll wonder why no one 
ever deve·loped this before. Hi·Fi Sen· 
tinel not only acts as an automatic 
shut·off control after the last record 
has been played, but it's also a can· 
venience outlet for auxiliary hi·fi equip· 
ment. As a result, It eliminates the 
usual messy look created by additional 
power cords plugged into the wall reo 
ceptacle. -

IMPORTANT: May be used on 
all Garrard, BSR, and other 
changers employing AMP "mate· 
n·lok" panel mount connectors. 

To operate, merely plug into con~ec. 
tors under the record changer and 
that's it! Conveniently located slide 
switch permits automatic or manual 
control. 

No. A·10a3 

the new ASTRO COM 
telephone amplifier 

Transforms any ordinary telephone earpiece into - a 
unique sound·control amplifier! It's a space·age elec· 
tronic concept -that assures the maximum in hearing 
range and comfort •.. attaches instantly and securely 
to any phone with a simple, snug·fitting band. 

Carry it in your pocket ..• or in a purse, it's that 
portable! Especially suited for high·noise factory and 
office areas. And, it's a low·cost practical answer to 
public phone distractions. What's more, the hard·of· 
hearing, and elderly folks find it a definite aid, while 
guaranteeing privacY! -

Precision·built for reliable performance, the ASTRO· 
COM amplifies any normal speaking voice up to five 
times. Complete with easily adjustable fingertip touch 
volume control. 

SPECIFICATIONS: 
Amplification: More than 30 db. 

Circuitry: 4 Transistors. 
Case: High Impact Polystyrene. 

Battery: For best results, use SAXTON #B·103 
battery or equivalent. 

Battery Life: Approx. 25 hours use. 
Includes baltery. 

SPECIFICATIONS: Frequency Response: 300 to 
6,000 hz. Power: 6 MW input. Range: Up to 50 
feet, depending upon conditions. Frequency:, It-••••••••••• ~ ................. .. 
FM broadcast band, (tunable ±3 megacycles 
through 88 megacycles. Audio -Sensitivity: Nor­
mal voice at approximately 10 feet. Case: High 
impact polystyrene-electronics encapsulated 
in epoxy. Weight: 4 ozs. Includes B·101 battery. 

Catalog #A·1002 

Patented 
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eyeglass radio 
CLIP INSTANTLY TO YOUR GLASSES 
ONLY 2¥4 INCHES LONG. PICKS UP ANY 
STATION IN YOUR AREA! 

Earphone plug guarantees complete 
privacy, while the magnetiC swivel 
antenna permits instant adjustment for 
fine tuning and reception. On·off switch 
and tuning knob conveniently located 
•.. easy to use. 
SPECIFICATIONS: Frequency: 550·1600 
KHz. (AM Broadcast band). Earpiece: 
High fidelity magnetic; Electronics: 5 
all Silicon Planar transistors. High gain 
regenerative circuit. Antenna: Super 
conductive magnetic ferrite. Case: High 
Impact Polystyrene. Batteries: Incluaes 
(2) B·102 batteries. 

ASTRO COM GUITAR BROADCASTER 
now-electric guitar sound, the cordless way 
Just 3'14" long, and no more than %" In 
diameter at its widest ••• this unusual device 
is actually a solid·state electronic creation 
that transmits guitar sound - your sound, 
without cord, to any FM radio - as far as 
50 feet away! 

Easy to use!' Simply plug into the output jack 
of your electric guitar. TUNE IN to your FM 
radio (88 to 94 mc). TURN ON big, quality 
sound! Thanks to the unique circuitry and 
quality components, you can be sure of full 
range frequency response hour after hour after 
hour. No distortion! No feedback! 

SPECIFICATIONS: Frequency: 88 mc to 94 mc. 
Range: Up to 50 feet. Power: 6 MV Input. Fre· 
quency Response: 20 to 15,000 CPS. Battery: 
For -best results, use SAXTON battery #B·101 

•• aiii or equivalent. jncludes B·101 battery or 
'" equivalent. 

Patented Nos. 0212006, 1l212003, 0212005 
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SECTION 6000 
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Page 10 ~ WIRE & CABLE DIVISION 

SPECIAL PRODUCT SECTION 
•• OPEN WIRE TRANSMISSION LINE 
LOW LOSS AIR DIELECTRIC • BULK QUANTITIES 

Saxton 
Number Conductor 
2500 40% copperweld 
2501 40% copperweld 
2502 40% copperweld 
2507 solid copper 
2515 solid copper 

Spac-
109 Imped_ 
,I" 450-ohm 
I" 450-ohm 

7116" 300-ohm 
1" 450-ohm 

Awg Insul_ 
No_ Spac_ 
18 6" 
18 12" 
18 6" 
18 6" 

""2;;;5:-;-1-::;-7-so-;t"i~-r:-O~-ap-re-r ____ 1"_4_5_0-(, ,,, 18-". 6" 

Formvar 
2520 solid copper 

Formvar 
2525 40% copperweld 

2526 40% copperweld 

7116" 300-ollm 18 6" 

1" 450-ohm 16 6" 
2" 475-ohm 14 random 

spaced 
2" 450-ohm 12 random 

spaced 
MAX. SPOOL: 6" spacing, 500 ft.; 12" spacing, 1000 ft.; 300-ohm, 500 ft. 
500' spool standard. 100' & 250' available. 

300-0HM 

CHARACTERISTIC CHART TRANSMISSION LINE LOSS DB LOSS PER 100 FT. 

100 MC 500 MC ' 1000 MC 

Type Wet Dry Wet Dry Wet Dry 
300 Ohm Open Wire 1.20 0.40 2.30 .80 1.9 1.8 
450 Ohm Open Wire 0.35 .78 1.1 

'Two Inch Spaced Open Wire .19 .42 ' .89 
300 Ohm TUbular' 2.8 1.1 6.8 3.1 10.2 4.8 
300 Ohm Flat 7.6 1.5 20.0 3.2 30.0 5,0 
RG-59U 3.8 9.4 14.2 
RG-l1U 1.8 5.0 7,6 

* CHARACTERISTIC IMPEDANCE WILL VARY WITH WIRE SIZES USED 
•• PLASTIC INSULATED OPEN WIRE - SEE SAXTON PAGE 4 ITEM NO. 1562_ 

OPEN LINE ACCESSORIES 
STAND·OFFS & STRESS INSULATORS 

No. 6001 

No. 6003 

No. 6005 

#6000 

BLOCKS ONLY WITHOUT 
DRIVE-IN HARDWARE 

Complete with 2 plated screws 
for use as spacer b locks in 
making your own open line 
installations_ 
Saxton No_ 6000 

Especially designed for use with open line transmission wire installations. 
Tigilten screws after pulling wire taut. For use as spacer, partially tighten 
set-screws. This permits,movement of wire in the slots and avoids potential 
wire breaks. Use outside slots for SOO-ohm wire. The "Tappee" Stand-off 
Insulator is good for community installations where random spacing of open 
line is desirable to avoid tuned ciLcuits. Ideal also for use as anchor point 
or spacer for "fence wire" installations. "Tappee" permits inexpensive, time 
and labor-saving, trouble-free installations, and is made for use with No. 12 
thru No. IS-gauge wire. Hardware constructed of double-dip galvanized 
steel; block is high impact polystyrene_ 

6000 Block only 
6001 5112" nail ty'-p-e---
6003 5" wood screw type 
6005 5" pole clamp type 

*6007 INS-SOO type 
SEE PAGE 4 FOR INSULltTED OPEN WIRE TYPE INS-SOD. 

© United Technical Publications 

OPEN LINE ACCESSORIES 
STRESS INSULATORS AND BLOCKS 

HEAVY DUTY OPEN LINE 
STRESS INSULATORS 

Plastic blocks, slotted on 
either one or two-inch cen­
ters, for taking up slack or as 
anchor points in open line 
installations. Complete with 
plated lag bolt.l2 or 14 gauge. 
Saxton No .. 6010 

12 AWG INSULATOR 
Same as Saxton No. 6010. Has 
2-inch spacing for #12 AWG 
wires. Insulators for other 
gauges available on special 
order only. 
Saxton No. 6011 

FIBRE GLASS GUY LINE 

Non-radiating, non·absorbing, high­
strength "wireless" guy wire in 
vinyl jacket. 500-lb test strength. 
100-ft. coil. 
Saxton No. 7000 

Saxton No_ 1205 

SUPER-STRONG FIBRE 
GLASS GUY WIRE 
Same as above but in grey vinyl 
jacket. lOOO-lb. tensile strength . 
100-ft. coil. 
Saxton No_ 7002 

PATIO OR STATION WAGON 

Made of unbreakable, high impact 
styrene. Mahogany color. Complete­
with hardware and mounting instruc­
tions. Use for paging, monitoring, 
patio and stereo extensions, or as 
extension speaker anyWhere. Com­
plete with mounting escutcheon for 
5 x 7, 6 x 9, 4, 5 or 6" round speakers. 

DELAYED ACTION • COMMERCIAL 
SAFm SWITCH 
HOME AND AUTO 

Switch "off" and the lamp goes out SIXTY 
SECONDS lATER! Allows sufficient time to 
reach destination SAFELY. Replaces present 
wall switch in seconds. Ideal for Home, Farm 
or Auto. Fully guaranteed and Ul Approved. 
Saxton No_ 560 (Ivory) Home 
Saxton No. 561 (Brown) Home 
Saxton No. 563 (Black) Auto 
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SAXTON WINDOW·PAKS • BUBBLE·PAKS • DISPENSER PAKS 
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Saxton 
No. 

S·95 

S·96 
S-98 

S·102 

S-103 

S·104 

S-105 

S·106 

S-107 

S-109 

S·110 

S-111 
S:125 
S·126 
S-127 

S-128 

S-130 
S-135 

S-147'" 

. S-148 

S-149* 

S·150 
S·160 

S-161 

S·163 
S·190 

S-191 

S-192 

S-203* 

S-204* 

S-205* 

S-206 
S-208* 

S-209* 

S-211* 

Description Footage 

Ignition Wire for auto, boat, oil burner, or model 
airplane ........................................................................ 20 
Audio cable-shielded-2 cond.-22 gao w/jacket.... 16 
Mike cable-2 condo low impedance-high . quality 
audio cable .................................................................. 18 
Intercom wire-2 cond.-no jacket (excellent thermo-
stat wire) ...................................................................... 60 
Intercom wire-2 cond.-wfiacket (excellent thermo-
stat wire) ...................................................................... 35 
Intercom wire-3 cond.-no jacket (excellent thermo-
stat wire) ...................................................................... 40 
Intercom wire-3 cond.-w/jacket (excellent thermo-
stat wire) ...................................................................... 28 
Microphone cable-single cond.-Iow capacitance 
high impedance-heavy duty........................................ 20 
Zip cord-Vinyl-2 cond.-I8 gao lamp cord-avail-
able in gray, brown and white....... ............................. 30 
Zip cord-rubber-extra flexible-lamp cord-oil 
resistant-available in brown and white...................... 25 
Guy wire-galvanized steel.,....4 strand-rust re-
sistant ............................................................................ 100 
Speaker cable-clear plastic-polarized-heavy duty 25 
Antenna wire-copper-7/24-prestretched ............ 40 
Antenna wire-copper-7126-prestretched ............ 50 
Guy wire-aluminum-rust proof-will not stain 
wood or masonry-for guying and general utility use 40 
Guy wire....!steel-6 strand-bright galvanized-rust 
resistant ............ !........................................................... 70 
Ground wire-aluminum-dead soft #8 AWGsolid 40 
Copperweld wire-hard drawn-hi-conductivity an-
tenna wire-I8 gao non-stretch .................................. 100 
Telephone extension kit-color coded-4 condo wire 
w/plug and jack ................................................... :....... 25 
Microphone cable-3 cond.-onelead shielded-2 
leads unshielded ideal for push to talk microphone 
application .................................................................... 16 
Telephone exten,sion cord-4' conductor-std. 4-pin 
molded plug and jack-adds mobility to phone or 
intercom ........................................................................ 25 
Shielded ignition wire .................................................. 15 
Television wire-twin lead-300 ohm-crystal clear 
-highly efficient for indoor use.................................. 21 
Four conductor wires; with jacket-intercom, elec-
tric trains, kits, etc....................................................... 21 
lo-Ioss foam Twin lead for indoor use........................ 25 

I 40 KV Hi-voltage wire 18 ga.-excellent for use as 
color picture tube anode wire replacement.............. 10 
3 Condo Zip Cord-for use as extension for grounded 
power tools-remote control devices and appliance 
cords .............................................................................. 20 
Superphone-Makes your transistor radio sound like 
a console-personalized listening for radio, T.V., 
tape recorder, etc ..... ; ................................................. .. 
lazy bones-an-off appliance control for T.V., radio, 
fan, lamp, etc. .............................................................. 15 
Aerial. kit for improved broadcast and shortwave 
reception .................................................................... .. 
Safe-pull-improved type of plug-in device . for 
master T.V. antenna system. Replaces' popular 
Motorola type plug ...................................................... 10 
Same as above (Motorola type jJiug) ............................ 20 
Retractile coiled cord - microphone cable - 1 
shielded - 2 unshielded ............................................ 6 
Retractile coiled cord - microphone cable - 1 
shielded - 3 unshielded.............................................. 6 
Aerial kit - deluxe - for improved broadcast 
and shortwave reception-heavy duty antenna wire 
and heavy duty lead-in wire .......................................... . 

• Special purpose cabie. 
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SAXTON WINDOW-PAKS • BUBBLE-PAKS • DISPENSER PAKS 
Saxton 

No. 

S·212 
S·213 

S-214* 

S-215* 

S-216* 

S-222* 

S-223' 

S-224* 

S-225' 
S-226 
S-230 
S-231" 

S-232' 

S-233 

S-234 

S-235 
S-236 
S-237 
S-301' 

S-302 
S-306* 
S-309 

S-310 
S-31l 
S-317 
S-318* 

S-319 

S-320 
S-321 
S-325* 

S-326* 

S-327* 
S-330 

S-331 

S-332 

Description Footage 

Same as S-213 (RCA type plugl ...... ,........................... 10 
Same as S-206 but RCA plugs one end, lugs other 
end ................................................................................ 20 
Replacement cord-Ul approved-w/molded male 
plug ol)e end, tinned wires other end-suitable for 
vacuum cleaners, electric brooms, power tools, etc. 15 
Retractile telephone handset extension cord-avail-
able in black, white, beige.......................................... 25 
Extension cord-heavy duty deluxe type-w/cube 
tap one end and molded male plug other end............ 15 
Stereo extension cord-to be used as extension cord 
for stereo headphones ................................................ 15 

. Stereo extension cord-to be used as extension cord 
for stereo headphones ................................................ 25 
Retractile stereo extension cord for use with stereo 
headphones-15' long extended ................................. . 
Same as above-25' long extended ........................... . 
CB and 2-way radio linear amplifier battery lead. ...... 25' 
Antenna wire-copper-7/22-prestretched ............ 50 
Retractile electric guitar extension cord complete 
with regular and offset plugs...................................... 15 
Telephone handset extension-retractile-available 
in black, white or beige................................................ 15 
Four conductor, flat extra flexible polarized cable 
for use with stereo tape players-can also be used 
for train sets, intercom and other purposes where 
4 wires are required ......................... ;.......................... 30 
Coaxial cable-RG-58/U-52 ohm-for CB-HAM-
fixed or mobile use ......................................... :.............. 22 
Coaxial Cable-RG-59/U-72 ohm antenna leads...... 22 
Single conductor-retractable mike cord.................... 6 
3 Conductor telephone wire-beige............................ 25 
Test leads-3 color coded-leads w/alligator clips 
attached at both ends-for all automotive and house-
hold use ........................................................................ 30" 
Test leads-(2l leads w/alligator clips...................... 72" 
FM antenna-folded dipole ......................................... . 
Heavy duty lightning arrestor deluxe type-ceramic 
shell, externally fused, suitable for UHF & VHF ap­
plications. Can accommodate coaxial cable, tubular, 
oval and flat twin lead as well as open wire line ....... . 
2 set coupler - Deluxe ...............................................• 
3 set coupler - Deluxe ............................................... . 
Braided bonding strap-used for ground.................... 10 
Shielded audio cables-retractile-color coded for 
quick and easy identification.· RCA type plugs each 
end ................................................................................ 8"-66" 
Telephone plug and jack-make your own telephone 
extensions ................................................................... . 
Telephone plug only-(malel .. ; .................................. . 
Telephone jack only-(female) ..................................... . 
Shielded audio cable-retractile-color coded-RCA 
type plug one end, tinned leads other end ................ 8"·66" 
Shielded audio cable-retractile-color coded-RCA 
type plug one end, alligator clips other end ................ 8"·66" 
UHF folded dipole antenna ......................................... . 
Indoor matching transformer-matches 75 ohm coax 
to 300 ohm terminals on T.V. sets-with. F59 can· 
nector ........................................................................... . 
Outdoor matching transformer-300 ohm to 75 ohm 
-with mounting strip, F59 cable connector and 
weather boot ............................................................... . 
UHF·VHF·FM antenna splitter-triple tuned-band 
pass filter ...................................................................... 20 

'Special purpose cable. 
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Pa e 13 
~saxton 
~ WIRE & CABLE DIVISION . 

SAXTON WINDOW-PAKS • BUBBLE-PAKS • DISPENSER PAKS 
Saxton 

No. 

S-334* 

. S-335* 

S-336* 

S·337* 

S-341 * 

S-342 

S-400 

S-501 

S-560 

S-561 

S-81O* 

S-811 * 

S-812* 

S-900 

S-901 
5-902 
S-903 

S-904 
S-905 
S-907 

S-908 
S-909 
S-910 

Description Footage 

Audio accessory cord-w/plug and alligator clips-
for portable and transistor radio speaker extensions 
and general utility extensions ..................................... . 
Audio accessory cord-wI built-in matching network 
-complete w/plug and alligator clips-record di-
rectly from output without overloading ...................... .. 
Audio accessory cord-inter-connects most audio 
components-RCA plugs each end .............................. .. 
Audio accessory cord - interconnects most audio 

6 

6 

6 

components-RCA plugs each end................................ 10 
Twin stereo audio cord assembly w/RCA plugs both 
ends-color coded ........................................................ 48" 
Twin stereo audio cord assembly w/RCA plugs one 
end-other end tinned.................................................. 48" 
Matching transformer kit; 300 ohm to 75 ohm; in-
cludes one S-330 transformer, one S-331 outdoor 
transformer, one mounting strap, one F59 connector 
and one weather boot ................................................ .. 
Telephone jack and wall plate-for internal installa-
tion of phone extensions ............................................ .. 
Ivory Delay Switch for home-put off garage or 
basement lights after you leave ................................ .. 
Brown Delay Switch for home-put off garage or 
basement lights after you leave ................................ .. 
Citizens . Band extension; RG-58/ U wI PL-259 and 
UG-1751 U reducer one end and two universal termi-
nating lugs other end .................................................. 20 
Citizens Band extension; RG-581 U with PL-259 and 
UG-175/U at both ends ................ :............................... 20 
CB cable assembly 24" w / PL-259 plug and reducer 
at each end. Perfect for interconnecting ham or 
CB equipment-used in measuring signal strength 
standing wave ratios; excellent for use with coaxial 
relays or antenna selection switches ................... ~ ...... .. 
Low loss, foam-filled RG-591 U complete with pre­
attached F59 fittings each end, weather boot and 
complete instructions .................................................. 100 
Same as above ......................................................... _._.. 75 
Same as above.............................................................. 50 
Same as above, including two 72/300 ohm match-
ing transformers-one for outdoor use, one indoor, 
complete wI mounting hardware.................................... 100 
Same as above.............................................................. 75 
Same as above.............................................................. 50 
All-channel (82 channell coax complete w/terminal 
fittings on each end, weather boot, and complete 
instructions. UHF-VHF ..... ~............................................ 100 
Same as above.............................................................. 75 
Same as above.............................................................. 50. 
Same as S-907, except includes two special matching 
transformers-one for outdoor use, one indoor. 
Complete wI fittings and mounting hardware.............. 100 

S-911 Same as S-91 0 ........ "....................................................... 75 
S-9.12 Same as S-910................................................................ 50 
S·913 RG-8/U Poly foam w/PL-259 each end........................ 50 
S·914 Same as above .................................................................. 100 
S-915 RG·58/U foam w/PL·259 ea.ch end.............................. 50 
S-916 Same as above ................................................................ 100 
S·917 RG·59/U w/PL·259 each .end........................................ 4 
WIRE BANKS 
WS-100 Cable-miniature parallel Speaker Wire-24 ga.-

WS-101 
WS-108 

WS-1l2 
WS-113 

WS-115 

available in black, brown, gray, white and clear........ 53 
Microphone cable-lapel type .................. ,................. 20 
Audio cable-wrap shield-easily pigtailed-avail-
able in other colors...................................................... 20 
Phono or grid wire-shielded-single conductor........ 30 
High voltage wire-20 KV rating-flame retardant 
rulan .............................................................................. 21 
Hook up wire-IS gao solid.......................................... 55 

• Special purpose cable. 
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Saxton 
No. 

WS-1l5B 
WS-116 
WS-116B 
WS-l17 
WS-117B 
WS-118 
WS-122 
WS-122A 
WS-123 
WS-123A 
WS-156 

WS-162 
WS·163 
WS·164 
WS-165 
WS-166 
WS·167 
WS·170 
WS·l7l 
WS-172 
WS-173 
WS·174 
WS·175 
WS·176 
WS-177 
WS·178 
WS-179* 
WBS·100 

WBS-ll5 
WBS-115B 
WBS-116 
WBS-116B 
WBS-117 
WBS·117B 
WBS·119 
WBS·120 

WBS-121 
WBS-122 
WBS-123 
WBS-129 
WBS-131 
WBS·165 

WBS·166 

WBS-167 

WBS-170 
WBS-172 

WBS-175 
WBS·180 

TS-25 

TS-50 

TS·75 
TS·100 
DOS·50 
00S-75 
00S-100 

Description Footage 

Hook up wire-18 gao stranded.................................... 52 
Hook up wire-20 gao solid.......................................... 72 
Hook up wire-20 gao stranded.................................... 70 
Hook up wire-22 gao solid.......................................... 90 
Hook up wire-22 gao stranded.................................... 85 
Bell wire-18 ga............................................................ 58 
Test prod wire-red-plastic........................................ 22 
Test Prod wire-red-rubber-extra flexible.............. 16 
Test prod wire-black-plastic.................................... 22 
Test prod wire-black-rubber-extra flexible.......... 16 
Three conductor, elear, miniature, parallel cable 
speaker extensions-stereo and monaural-low volt· 
age applications .......................................................... 36 
Magnet wire for hobbyists-22 ga............................... 93 
Magnet wire for hobbyists--,-24 ga............................... 150 
Magnet wire for hobbyists-26 ga............................... 240 
Magnet wire for hobbyists-16 ga............................... 21 
Magnet wire for hobbyists-18 ga ......... ,..................... 36 
Magnet wire for hobbyists-20 ga............................... 57 
Rainbow wire 2 color-2 conductor............................ 38 
Rainbow wire 3 color-3 conductor............................ 29 
Rainbow wire 4 color-4 conductor............................ 25 
Magnet wire for hobbyists-27 ga............................... 300 
Magnet wire for .hobbyists-28 ga............................... 378 
Magnet wire for hobbyists-30 ga............................... 600 
#12 gao stranded primary Hook-up wire...................... 18 
#14 gao stranded primary Hook·up wire...................... 21 
#16 gao stranded primary Hook-up wire...................... 25 
#32 gao Magnet wire for hobbyists............................ 953 
Speaker extension cable-miniature parallel-24 gao 
3 colors-low voltage applications.............................. 54 
Hook·up wire-3 colors-18 gao solid........................ 51 
Hook-up wire-3 colors-18 gao stranded.................. 48 
Hook·up wire-3 colors-20 gao solid........................ 66 
Hook-up wire-3 colors-20 gao stranded.................. 60 
Hook·up wire-3 colors-22 gao solid........................ 81' 
Hook·up wire-3 colors-22 gao stranded.................. 72 
Hook·up wire-3 colors-24 gao solid........................ 108 
Hoo~-up wire-3 colors-24 gao stranded-high 
quality ............................................................................ 96 
Bell wire-3 colors-22 ga.-high quality.................. 69 
Test prod wire-plastic-3 colors.............................. 27 
Test prod wire-rubber-extra flexible-3 colors.... 18 
Bell wire-3 colors-20 ga......................................... 54 
Bell wire-3 colors-18 ,ga......................................... 48 
Magnet wire-3 sizes-22 ga., 24 gao 26 ga.­
school experiments-coils-home and shop bench .... 
Magnet wire-3 sizes-18 ga., 20 ga., 22 ga.­
school experiments-coils-home and shop bench .... 
Magnet wire-3 sizes-24 ga., 26 ga., 28 ga.-

. school experiments-coils-home and shop bench-
thousands of uses .................................................. 50·80-126 
Phorio pickup wire-stereo arm assortment... ........... .. 
Bus wire-tinned-20, 22 and 24 ga.-electrical or 

. electronic applications - high conductive -,. easily 
soldered-home or factory bench................................ 108 
Hook·up wire-Nylon-assortment-high temp.......... . 60 
High temperature wire - Teflon coated - assorted 
colors-3 spools .......................................................... 69 
Twin Lead-300 ohm-Bubble pack-brown, clear-
gold and silver.............................................................. 25 
Twin Lead-300 ohm~Bubble paCk-brown, clear-
gold and silver ..... ;........................................................ 50 
Twin Lead-300 ohm-same as above........................ 75 
Twin lead-300 ohm-same as above........................ 100 
Twin Lead-301i ohm-economy·bag-Clear, brown.... 50 
Twin lead-300 ohm-same as above........................ 75 
Twin Lead-300 ohm-same as above........................ 100 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spo~ quotations from your distributor who subscribes to 

the up-to-the-minute 

(UNITED) PIlieiMg RepO'ili 
The Perpetual Pricing System for 

Electronic: Parts and Equipment 

" Over 750 manufacturers 

19 Over 400,000 catalog numbers 

tabulated with current prices 

CIt Revised pages mailed semi-weekly: 

insert new pages-discard old 

pages 

(I Compression type loose-leaf binder 

for rapid replacement of revised 

pages 

o Weekly summary sheet-Ups, 
Downs, Addition's, Deletions 

For complete details and subscription rates write to: 

@ UNITED PRICING REPORTS 
A UNITED TECHNICAL PUBLICATION 

645 STEWART AVENUE, GARDEN CITY, "N. Y. 11530 

DE LIVE RY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 
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SECTION 6000 

WIRE & CABLE FOR PRODUCTION •• 
. ) 

RESEARCH ••• PROTOTYPE ••••• 
Government Military Specifications ... Commercial Specifica· 
tions or Approved Manufacturers Specifications. 

IMMEDIATE DELIVERY 

• Most Military Specifications 
• High Temperature Wire & 

Cable 
• Telemetering Supervisory 

Control Cable 
• Complex Instrument Cable 
• Telephone & Inter·Com· 

municating Cable 

• Electrical & Electronic In· 
strument Wire 

• Coaxial. Cables 
• ,Thermocouple Wire 
• Multiple Pair Control 

Cable 
• Microphone Cable 
• Computer Cable 

, • Many more 

Complete line of Wire,Cable & Cord in stock .. ' or we will custom 
Cable to your design. 

BRING YOUR 

FILE 

Abbreviated sample head· 
ings of some pages of our 
catalog. Each page is 8 1/ 2' 
x 11" and contains a com· 
plete range of sizes, all 
specifications and other 
pertine'nt information for 
its specific type of wire 
or cable. 

AIRCRAFT WIRE (Unshielded) 600 VOLT' 22 AWG to 4/0 AWG STRANDED TINNED 
COPPER 

POLYVINYL 
INSULATION 

(While) 

r 
Nominal Nominal 

AWG Catalog Diameter Weight 
SIZE Stranding No, (Inches) (Lbs,/M') 
22 19 X 34 107·1 ,066 3.96 

HIGH TEMPERATURE WIRE 

Nominal 
Catalog Diameter 

No. (Inches) 
107-IA ,075 

Nominal 
Weight 

(Lbs,fM') 
4.55 

Catalog 
No. 

107·1B 

MIL-W-S777 B (ASG) 200°C 600 VOLT 

Nominal 
Diameter 
(Inches) 

.085 

NYLON JACKET 

Nominal 
Weight 

(Lbs./M') 
5,45 

POLYESTER FIBER BRAID 
HEAT RESISTANT FINISHER 

MS 25471 (ASG) SILVER COATED COPPER EXTRUDED SILICONE 

~h~~'~'" ~~t:-.. =. ~=t???«?~~~~~?'?~1????<?~?~~ 
Size 
22 

Catalog 
No. 

1105·3 
Stranding 

lQ x 34 

Cir.MiI. 
Area 
755 

Max. Bare 
Diam. (Inches) 

0.033 

Max. Resist 
@. 20'C 

OhmsllOOO ft 
15,2 

Max. Fin. 
Diam. (Inches) 

,090 

Max. WI. 
Lbs./IOOD II. 

5.8 

Page 42 ANTENNA WIRE 
MIN. LBS. 

CATALOG NO. 
801·175 

MILITARY 
TYPE 

6370·2 

AWG 
SIZE 

16 Solid CW 
DIELECTRIC 

Poly 

STANDARD WIRE & CABLE CO. 
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NOMINAL 
DIAMETER 

.183 

CONDUCTOR' 
BREAKING, 
STRENGTH 

250 
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