






























































































FAIRCHILD TTL/SSI • 9N09/5409, 7409 
r------------------------------------------------------------------------------------------------------------

QUAD 2-INPUT AND GATE (WITH OPEN-COLLECTOR OUTPUT) 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VI EW) 

Vee 

*OPEN COLLECTOR 

Positive logic: V = AB 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage V CC 

Operating Free-Air Temperature Range 

Normalized Fan-Out from Each Output, N 

14 13 12 11 10 

7 
GND 

*OPEN COLLECTOR 

9N09XM/5409XM 

MIN. TYP. 

4.5 5.0 

-55 25 

SCHEMATIC DIAGRAM 
(EACH GATE) 

vcco-----.---------.--------------, 
3.6 kll 
Rl 

A 0-+-*-----, 

2.5 kU 
R2 

1.6kll 
R4 

L-____ ~----__ ~------~----~----~~GND 

Component values shown are typical. 

9N09XC/7409XC 
UNITS 

MAX. MIN. TYP. MAX. 
-

5.5 4.75 5.0 5.25 Volts 

125 0 25 70 °c 
-"--

10 10 U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER TYP. 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 

VIL I nput LOW Voltage 0.8 

IOH Output HIGH Current 0.25 

VOL Output LOW Voltage 0.4 

40 
IIH Input HIGH Current 

1.0 

IlL I nput LOW Current -1.6 

ICCH Supply Current HIGH 11 21 

ICCl Supply Current LOW 20 33 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER 

MIN. TYP. MAX. 

tPlH Turn Off Delay I nput to Output 21 32 

tpHL Turn On Delay I nput to Output 16 24 

NOTES: 

UNITS TEST CONDITIONS (Note 1) 

Volts Guaranteed Input HIGH Voltage 

Volts Guaranteed Input LOW Voltage 

rnA VCC = MIN., VIH = 2.0 V, VOH = 5.5 V 

Volts VCC = MIN., IOL = 16 rnA, VIL = 0.8 V 

VCC = MAX., VIN = 2.4 V I --p.A 
I Each Input 

rnA VCC = MAX., VIN = 5.5 V 
---

mA VCC = MAX., V IN = 0.4 V; Each Input 

rnA VCC = MAX., VIN = 5.0 V 

mA VCC = MAX., VIN = 0 V 

UNITS TEST CONDITIONS 

ns VCC = 5.0 V 

CL = 15 pF 

ns Rl = 400n 

TEST 
FIGURE 

76 

77 
-

76 
-

77 
----- --

78 

----

79 
- -

81 
-

81 
---

TES 
FIGU 

T 
RE 

L 

(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H10/54H10, 74H10 

TRIPLE 3-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VI EW) 

14 13 12 II 10 

Positive logic: Y = ABC 

SCHEMATIC DIAGRAM 
(EACH GATE) 

Vee 

INPUTS 

A~-+-r+---------~ 

750n 
R2 

470n 3.6 kn 
R4 R3 

6011 
R5 

OUTPUT 
y 

~--~----+---~----~--~~GND 

Component values shown are typical. 

RECOMMENDED OPERATING CONDITIONS 

9H10XM/54H10XM 9H10XC/74H10XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 
Input Loading for Each Input 1.25 1.25 U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS (Note 1) 

TEST 
TYP. FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 2 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, V,N = 0.8 V 2 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10l = 20 mA, V,N = 2.0V 1 

50 IJ.A VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 4 

1.0 mA VCC = MAX., VIN = 5.5 V I 
III I nput LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 3 

Output Short Circuit Current 
lOS -40 -100 mA VCC = MAX. 5 

(Note 3) 

ICCH Supply Current HIGH 7.5 12.6 mA VCC = MAX., VIN = 0 V 6 

ICCl Supply Current lOW 19.5 30 mA VCC = MAX., VIN = 4.5 V 6 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 

tPLH Turn Off Delay Input to Output 5.9 10 ns VCC = 5.0V 

10 
CL = 25 pF T 

tPHL Turn On Delay Input to Output 6.3 ns 
Rl = 280n 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 

(2) Typical limits are at VCC = 5.0 V, 25°C. 

(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N10/5410, 7410 

TRIPLE 3-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) 

Positive logic: Y ABC 

FLATPAK (TOP VIEW) 

GND 
14 13 12 11 10 

4 
Vee 

vcco-------~------------~------_, 

INPUTS 
Ao---.,-r--------, 

11511 
R4 

OUTPUT 
y 

~--~----~----~------~--~GND 

Component values shown are typical. 

RECOMMENDED OPERATING CONDITIONS 

9N10XM/5410XM 9N10XC/7410XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage V CC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Normalized Fan-Out from Each Output, N 10 10 U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
TEST 

MIN. (Note 2) MAX. FIGURE 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 2 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., IOH = -0.4 mA, VIN = 0.8 V 2 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., IOL = 16 mA, VIN = 2.0 V 1 

40 J.LA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current I Each Input 4 

1.0 mA VCC = MAX., VIN = 5.5 V 

IlL Input LOW Current -1.6 mA VCC = MAX., V IN = 0.4 V, Each Input 3 

Output Short Circuit Current -20 -55 mA 9N10/5410 I 
lOS V = MAX. 5 

(Note 3) -18 -55 mAo 9N10/7410 I CC 

ICCH Supply Current HIGH 3.0 6.0 mA VCC = MAX., VIN = 0 V 6 

ICCL Supply Current LOW 9.0 16.5 mA VCC = MAX., VIN = 5.0 V 6 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 11 22 ns VCC=5.0V 

CL = 15 pF A 

tpHL Turn On Delay I nput to Output 7.0 15 ns RL = 400.11 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at V CC = 5.0 V, 25° C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H11/54H11, 74H11 

TRIPLE 3-INPUT AND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

14 13 12 11 10 

Positive logic: Y = ABC 

RECOMMENDED OPERATING CONDITIONS 

9H11XM/54H11XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Input Loading for Each Input 

MAX. 

5.5 

125 

1.25 

ABC 

INPUTS 

SCHEMATIC DIAGRAM 
(EACH GATE) 

Component values shown are typical. 

9H11XC/74Hl1XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

1.25 

UNITS 

Volts 

°c 
U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) FIGURE 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 75 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 77 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, VIN = 2.0V 75 

VOL Output LOW Voltage 0.4 Volts VCC = MI N., 10L = 20 mA, VIN = 0.8 V 77 

50 JlA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 78 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 79 

Output Short Circuit Current 
lOS -40 -100 mA VCC = MAX., VIN =4.5 V 80 

(Note 3) 

ICCH Supply Current HIGH 18 30 mA VCC = MAX., VIN =4.5V 81 

ICCL Supply Current LOW 30 48 mA VCC = MAX., VIN = 0 V 81 

SWITCHING CHARACTERISTICS (T A = 25°C) 

PARAMETER 
LIMITS TEST 

SYMBOL UNITS TEST CONDITIONS 
MIN. TYP. MAX. FIGURE 

tPLH Turn Off Delay Input to Output 7.6 12 ns VCC = 5.0V 
CL = 25 pF T 

tPHL Turn On Delay Input to Output 8.8 12 ns RL = 280n 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 

(2) Typical limits are at VCC = 5.0 V, 25°C. 

(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N11/5411, 7411 

TRIPLE 3·INPUT AND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP V lEW) FLAT PAK (TOP VIEW) 

GND 
14 13 12 11 10 

Positive logic: Y = ABC 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage VCC 

Operating Free-Air Temperature Range 

Normalized Fan Out from Each Output, N 

4 
vee 

MIN. 

4.5 

-55 

9N11 XM/5411 XM 

TYP. 

5.0 

25 

SCHEMATIC DIAGRAM 
(EACH GATE) 

vccO-----~~--------1-------~----~ 

Q 1 

3.6 kU 
R1 

INPUTS Ho--+-+-il-----. 

D1 

2.5 kU 
R2 

1.6kU 
R4 

Component values shown are typical. 

9N11.XC/7411XC 

MAX. MIN. TYP. MAX. 

5.5 4.75 5.0 5.25 

125 0 25 70 

10 10 

BOU 
RS 

OUTPUT 
y 

UNITS 

Volts 

°c 

U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input H IG H Voltage 

VIL I nput LOW Voltage 0;8 Volts Guaranteed Input LOW Voltage 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.4 rnA, VIN = 2 V 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 16 mA, VIN'= 0.8 V 

40 J.lA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V, Each Input 

lOS 
Output Short Circuit Current 

-40 -100 mA VCC = MAX., VIN = 4.5 V 
(Note 3) 

ICCH Supply Current HIGH 10 15 mA VCC = MAX., VIN = 0 V 

ICCL Supply Current LOW 6.0 24 mA VCC = MAX., VIN = 5.0 V 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
TEST CONDITIONS SYMBOL PARAMETER UNITS 

MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 18 40 ns VCC = 5.0 V 

CL=15pF 

tpHL Turn On Delay Input to Output 14 25 ns RL = 400n 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at V CC = 5.0 V, 25° c. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD TTL/SSI • 9N12/5412, 7412 

TRIPLE 3-INPUT NAND GATE (WITH OPEN-COLLECTOR OUTPUT) 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

* Open collector 

Positive logic: Y = ABC 

FLATPAK (TOP VIEW) 

Vee 
14 13 12 II 10 

7 
GND 

RECOMMENDED OPERATING CONDITIONS 

9N12XM/5412XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Normalized Fan Out from Each Output, N 

MAX. 

5.5 

125 

10 

SCHEMATIC DIAG RAM 
(EACH GATE) 

r-----------.------------------ovcc 

3.6k 1.6kn 

....-------0 OUTPUT Y 

1 kn 

'------------------0 GND 

Component values shown are typical. 

9N12XC/7412XC 

MIN. TYP. 
UNITS 

MAX. 

4.75 5.0 5.25 Volts 

0 25 70 °c 

10 U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 7 

IOH Output HIGH Current 0.25 mA VCC = MIN., VOH = 5.5 V, VIL = 0.8 V 7 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., IOL = 16 mA, VIN = 2.0V (On Level) 1 

40 J.l.A VCC = MAX., VIN = 2.4 V J 
IIH Input HIGH Current Each Input 4 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V, Each Input 3 

ICCH Supply Current HIGH 3:-9 6.0 mA VCC = MAX., VIN = OV 6 

ICCL Supply Current LOW 9.0 16.5 mA VCC = MAX., VIN = 5.0 V 6 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 35 45 ns RL=4kn I VCC = 5.0 V 
A 

tpHL Turn On Delay Input to Output 8.0 15 ns RL = 400n I CL=15pF 

NOTES: 
(1) For conditions shown as MIN. orMAX.,use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
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FAIRCHILD TTL/SSI • 9N13/5413, 7413 

DUAL NAND SCHMITT TRIGGER 

DESCRIPTION - The 9N 13/5413, 7413 are dual Schmitt triggers functions, compatible with standard TTL output logic levels. Each function 
is essentially a 4-input NAN 0 gate with different input threshold levels for positive and negative going signals. Typically the hysteresis, the diff­
erence between the two threshold levels, is 800 mV. 

On·chip temperature compensation ensures excellent stability of the hysteresis over a wide temperature range. Typically the hysteresis changes 
by 3% over the range of -55°C to +125°C, the upper threshold changes by 1% over the same range. The 9N13/5413, 7413 can be triggered from 
slow input ramps and straight dc levels. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

Positive logic: Y = ABCD 
NC - No internal connection 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage VCC 

Operating Free Air Temperature Range 

I HIGH Logic 
Normalized Fan Out from Each Output, N I 

LOW Logic 

Maximum Input Rise and Fall Time 

MIN. 

4.5 

-55 

FLATPAK (TOP VIEW) 

Vcc NC 
14 13 12 11 10 

3 
NC 

9N13XM/5413XM 

TYP. MAX. 

5.0 5.5 

25 125 

20 

10 

No Restriction 

7 
GND 

9N13XC/7413XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

20 

10 

No Restriction 

UNITS 

Volts 
--

°c 

U.L. 

U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS TEST 

SYMBOL PARAMETER TYP. UNITS 
(Note 1) FIGURE 

MIN. (Note 2) MAX. 

VT+ Positive-Going Threshold Voltage 1.5 1.7 2.0 Volts VCC = 5.0 V 82 

VT- Negative-Going Threshold Voltage 0.6 0.9 1.1 Volts VCC=5.0V 83 

VT+-VT- Hysteresis 0.4 0.8 Volts VCC = 5.0 V 82 & 83 

VCD I nput Clamp Diode Voltage -1.5 Volts VCC = MIN., II = -12 mA 85 

VOH Output HIGH Voltage 2.4 3.3 Volts 
VCC = MIN., VIN = 0.6 V, 

83 
IPH = -0.8 mA 

VOL Output lOW Voltage 0.22 0.4 Volts 
VCC = MIN., VIN = 2.0 V, 

82 
10L = 16 mA 

IT+ Input Current at Positive-Going Threshold -0.65 mA VCC - 5.0 V, VIN = VT+ 82 

IT- Input Current at Negative-Going Threshold -0.85 mA VCC = 5.0 V, VIN = VT- 83 

II Input Current at Maximum Input Voltage 1.0 mA VCC = MAX., VIN = 5.5 V 84 

IIH Input HIGH Current 40 J.tA VCC = MAX.,VIN = 2.4 V 84 

III Input lOW Current -1.0 -1.6 mA Vce = MAX., VIN = 0.4 V 85 

lOS Output Short Circuit Current (Note 3) -18 -55 mA VCC = MAX. 86 

ICCH Supply Current HIGH 14 23 mA VCC = MAX., VIN = OV 87 

ICCl Supply Current lOW 20 32 mA VCC = MAX., VIN = 4.5 V 87 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD TTL/551 • 9N13/5413, 7413 

SWITCHING CHARACTERISTICS (T A = 25°C) 

SYMBOL 

tpLH 

tpHL 

LIMITS 
PARAMETER UNITS TEST COI\lDITIONS 

MIN. TYP. MAX. 

Turn Off Delay Input to Output 18 27 ns VCC = 5.0 V 

CL = 15pF 

Turn On Delay Input to Output 15 22 ns RL = 400.0. 

TYPICAL CHARACTERISTICS 

POSITIVE-GOING THRESHOLD 
VOLTAGE VERSUS 

AMBIENT TEMPERATURE 

NEGATIVE-GOING THRESHOLD 
VOLTAGE VERSUS 

AMBIENT TEMPERATURE 

> 
1 

1.70 

1.69 
t:> 

~ 1.68 
o 
> o 1.6 7 

~I-:I: 1.66 

~ 1.65 

'" ~ 1.64 

> 1.63 
j:: 

~ 1.62 

I 1.6 
I­

1 

:> 1.60 

850 

840 

830 

820 

810 

800 

.J 790 

1 780 

I-
> 770 

760 

750 

I 
Vcc" 5 V 

--I--

75 -50 -25 25 50 75 100 125 

TA - AMBIENT TEMPERATURE - "C 

HYSTERESIS VERSUS 
AMBIENT TEMPERATURE 

I 
Vcc = 5 V 

-........ 
............. 

i'-.. 

""-
""-

> 0.90 
1 

~ 0.89 

~ 0.88 

o 0.87 

I-

! 0.86 

:@ 0.85 

8 0.84 

> 0.83 
j:: i 0.82 

1 0.8 
I­

1 

> 0.80 

I 
Vcc" 5 V 

V'" 

L 
k-':" ~ 

Vf"" 

-75 ·50 ·25 25 50 75 100 125 

> 
I 

t:> « 
>::i 
~ 
I­
::J 

I­
::J 
o 
I 
I­
::J 
o 
> 

TA - AMBIENT TEMPERATURE ···"'c 

OUTPUT VOLTAGE VERSUS 
INPUT VOLTAGE 

Vcc" 5 V 

_ T A" 25"'C -+-f--+---+--+-f---t----l 

-75 -50 -25 25 50 75 100 125 

TA - AMBIENT TEMPERATURE -"c 

THRESHOLD VOLTAGES AND 
HYSTERESIS VERSUS 

SUPPLY VOLTAGE 
2.0 

T A "125",C 

I ~,+ 
~ GOING ,\-1f\ES\-10LO r--c---

POSI-rlV~ I 1 
1.4 

1.0 

0.8 

0.6 

0.4 

0.2 

a 
4.5 

NEG~-rlVEGOING ,\-1f\ESHOLD VOL-rAGE, VT_::; 

HYS,ERESI5, V,+ VT·-

4.75 5.25 5.5 

Vcc - SUPPLY VOLTAGE V 
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FAI RCHI LD HIGH SPEED TTL/SSI • 9H20/54H20, 74H20 

DUAL 4-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

14 13 12 II 10 

Positive logic: Y = ABCD 

SCHEMATIC DIAGRAM 
(EACH GATE) 

vcco----------------------------~-----~-----------~ 

INPUTS 

Ao-------------------~I~~ 

OUTPUT Y 

~---~---~---~--------------~---~~--+_~GNO 

NC - No internal connection. Component values shown are typical. 

RECOMMENDED OPERATING CONDITIONS 

9H20XM/54H20XM 9H20XC/74H20XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 "c 
Input Loading for Each Input 1.25 1.25 U.L. 

x = package type; F for F latapk, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) FIGURE 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 
---

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 2 
---"-

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, VIN = 0.8 V 2 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA, VIN = 2.0V 1 

50 /lA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 4 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 mA VCC = MAX., VI N = 0.4 V, Each Input 3 

Output Short Circuit Current 
lOS -40 -100 mA VCC = MAX. 5 

(Note 3) 

ICCH Suppiy Current HIGH 5.0 8.4 mA VCC = MAX., VIN = 0 V 6 

ICCL Supply Current LOW 13 20 mA VCC = MAX., VIN =4.5 V 6 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PA8AMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 

tPLH Tu rn Off Del ay I nput to Output 6.0 10 ns VCC = 5.0V 
CL = 25 pF T 

tPHL Turn On Delay Input to Output 7.0 10 ns RL = 280[2 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 

(2) Typical limits are at VCC = 5.0 V, 25°C. 

(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N20/5420, 7420 

DUAL 4-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

GND 
14 13 12 11 10 

3 4 5 

Positive logic: Y = ABCD NC Vcc NC 

NC - No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

9N20XM/5420XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Normalized Fan Out Frorn Each Output, N 

SCHEMATIC DIAGRAM 
(EACH GATE) 

Vee 0----...---------..,...----, 

0, 

Component values shown are typical. 

9N20XC/7420XC 

MAX. MIN. TYP. MAX. 

5.5 4.75 5.0 5.25 

125 0 25 70 

10 10 

UNITS 

Volts 

°c 

U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW Voltage 2 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., 10H = -0.4 mA, VIN = 0.8 V 2 

VOL Output LOW Voltage '0.22 0.4 Volts VCC = MIN., 10L = 16 rnA, VIN = 2.0 V 1 

Input HIGH Current 
40 /-LA VCC = MAX., VIN = 2.4 V I 

IIH Each Input 4 
1.0 rnA VCC = MAX., VIN = 5.5 V I 

IlL I nput LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V, Each Input 3 

Output Short Circuit Current -20 -55 rnA 9N20/5420 J 
lOS VCC = MAX. 5 

(Note 3) -18 -55 rnA 9N20/7420 I 
ICCH Supply Current HIGH 2.0 4.0 rnA VCC = MAX., VIN = 0 V 6 

ICCL Supply Current LOW 6.0 11 rnA VCC = MAX., VIN = 5.0 V 6 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. . TYP. MAX . 

tpLH Turn Off Delay Input to Output 12 22 ns VCC = 5.0 V 

CL=15pF A 

tpHL Turn On Delay Input to Output 8.0 15 ns RL = 40051 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S20/54S20, 74S20 

DUAL 4-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

NC 
.--..--..--. 

Positive logic: Y = ABCD 

NC-No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage VCC 

Operating Free-Air Temperature Range 

Input Loading for Each Input 

9S20XM/54S20XM 

MIN. TYP. MAX. 

4.5 5.0 5.5 

-55 25 125 

1.25 

SHCEMATIC DIAGRAM 

(EACH GATE) 

.------.------_-0 Vee 

2.8 k1l 76011 5511 

Component values shown are typical. 

9S20XC/74S20XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 75 

1.25 

OUTPUT 
Y 

UNITS 

Volts 
-. 

°c 

U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., liN = -18mA 
~ 

Output HIGH Voltage ~ XM 2.5 3.4 
VCC = MIN., 10H = -1.0mA, VIN = 0.8V VOH Volts 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., 10L = 20mA, VIN = 2.0V 

1.0 50 J..LA VCC = MAX., VIN = 2.7V J 
IIH Input HIGH Current Each Input 

1.0 mA VCC = MAX., VIN = 5.5V I 
IlL Input LOW· Current -1.4 -2.0 mA VCC = MAX., VIN = 0.5V Each Input 

-.-.~ 

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -65 -100 mA VCC = MAX., VOUT = OV 

ICCH Supply Current HIGH 5.4 8.0 mA VCC = MAX., VIN = OV 

ICCL Supply Current LOW 12.6 18.0 mA VCC = MAX., Inputs Open 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURES 

tpLH Turn Off Delay Input to Output 2.0 3.0 4.5 ns VCC = 5.0V 

DD 

tpHL Turn On Delay Input to Output 2.0 3.0 5.0 ns CL = 15pF 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under .recommended operating conditions for the applicable 
device type. . 
(2) Typical limits are at VCC = 5.0V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H21/54H21, 74H21 

DUAL 4-INPUT AND GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) FLATPAK (TOP VIEW) vcco-----------------~----._------~------__, 

14 13 12 11 10 

Positive logic: Y = ABCD 

RECOMMENDED OPERATING CONDITIONS 

9H21 XM/54H21 XM 
PARAMETER 

MIN. TYP. 

Supply Voltage V CC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Input Loading for Each Input 

MAX. 

5.5 

125 

1.25 

2.75 kl! 1 k!l 
Rl R2 

75011 
R4 

Component values shown are typical. 
NC - No internal connection. 

9H21 XC/74H21 XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

1.25 

60!2 
R6 

UNITS 

Volts 
DC 

U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 75 

Vil Input lOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 77 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, VIN = 2.0V 75 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA, VIN = 0.8 V 77 

50 I.J.A VCC = MAX., VIN = 2.4 V I 
IIH I nput High Current Each Input 78 

1.0 mA VCC = MAX., VIN = 5.5 V I 
III I nput LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 79 

Output Short Circuit Current 
lOS -40 -100 mA VCC = MAX., VIN = 4.5 V 80 

(Note 3) 

ICCH Supply Current HIGH 12 20 mA VCC = MAX., VIN = 4.5 V 81 

ICCl Supply Current LOW 20 32 mA VCC = MAX., VIN = 0 V 81 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 

tPLH Turn Off Delay Input to Output 7.6 12 ns VCC = 5.0V 

tpHl Turn On Delay Input to Output 8.8 12 
CL = 25 pF T 

• ns Rl = 280[2 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 

(2) Typical limits are at Vee = 5.0 V, 25°e. 

(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H22/54H22, 74H22 

DUAL 4-INPUT NAND GATE (WITH OPEN-COLLECTOR OUTPUT) 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

14 13 12 II 10 

·OPEN COLLECTOR 

SCHEMATIC DIAGRAM 
(EACH GATE) 

vcco---------------------~----~ 

2.75 kl! 
Rl 

75011 
R2 

470l! 
R3 

OUTPUT Y 

~--~--~---4------------~----~_oGND 

Positive logic: Y = ABCD ·OPEN COLLECTOR 

RECOMMENDED OPERATING CONDITIONS 

9H22XM/54H22XM 
PARAMETER 

MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 

Operating Free-Air Temperature Range -55 25 125 

I nput Loading for Each Input 1.25 

Component values shown are typical. 
NC - No internal connection. 

9H22XC/74H22XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

1.25 

UNITS 

. ,----

Volts 

°c 
U.L. 

"-x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS (Note 1) 

TEST 
TYP. FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

Vil Input lOW Voltage 0.8 Volts Guaranteed I nput lOW Voltage 7 

10H Output HIGH Current 0.25 mA VCC = MIN., VOH = 5.5 V, VIN = 0.8 V 7 

VOL Output lOW Voltage 0.4 Volts V CC = MIN., IOl = 20 rnA, V IN = 2.0 V 1 

50 J.lA VCC = MAX., VIN = 2.4 VJ 
IIH Input HIGH Current Each Input 4 

1.0 mA VCC = MAX., VIN = 5.5 Vi 

IlL Input lOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 3 

ICCH Supply Current HIGH 3.4 5.0 mA VCC = MAX., VIN = 0 V 6 

ICCl Supply Current lOW 26 40 mA VCC = MAX., VIN = 4.5 V 6 
_.-. 

SWITCHING CHARACTERI~:ICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 

tplH Turn Off Delay Input to Output 10 15 ns VCC = 5.0 V 
Cl=25pF T 

tpHL Turn On Delay Input to Output 7.5 12 ns Rl = 280B 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at V CC = 5.0 V, 25° C. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S22/54822,74S22 

DUAL 4-INPUT NAND GATE 
(WITH OPEN-COLLECTOR OUTPUT) 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

* OPEN COLLECTOR 

NC-No internal connection. 

Positive logic: Y = ABCD 

RECOMMENDED OPERATING CONDITIONS 

SCHEMATIC DIAGRAM 

(EACH GATE) 

r------..------~ Vee 

2.8 kS! 760n 

Component values shown are typical. 

OUTPUT 
y 

t 9S22XM/54S22XM 9S22XC/74S22XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 75 °c 

I nput Loading for Each Input 1.25 1.25 U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., liN = -18mA 

10H Output HIGH Current 0.1 250 p,A VCC = MIN., VOH = 5.5V, VIN = 0.8V 

VOL Output LOW Voltage 0.35 0.5 Volts 
VCC = MIN., 10L = 20rnA, VIN = 2.0V 

1.0 50 p,A VCC = MAX., VIN = 2.7V I 
IIH Input HIGH Current Each Input 

1.0 rnA VCC = MAX., VIN = 5.5V I 
IlL Input LOW Current -1.4 -2.0 rnA VCC = MAX., VIN = 0.5V Each Input 

ICCH Supply Current HIGH 3.0 6.6 mA VCC = MAX., VIN = OV 

ICCL Supply Current LOW 12.6 18.0 mA Vec = MAX., Inputs Open 

SWITCHING CHARACTERISTICS (TA = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURES 

tpLH Turn Off Delay Input to Output 2.0 5.0 7.5 ns VCC = 5.0V 

EE 

tpHL Turn On Delay Input to Output 2.0 4.5 7.0 ns CL = 15pF 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) T{pical limits are at VCC = 5.0V, 25°C. 

t To be announced 1972 
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FAIRCHILD TTL/SSI • 9N23/5423, 7423 • 9N25/5425, 7425 

DUAl:. 4-INPUT NOR GATE WITH STROBE 

LOGIC AND CONNECTION DIAGRAM 

9N23/5423,7423 9N25/5425,7425 

DIP (TOP VIEW) FLATPAK (TOP VIEW) DIP (TOP VIEW) FLATPAK (TOP VIEW) 

STROBE 

STROBE 
VCC IX 20 2C 2G 2B 2A 2v 
16 15 14 13 12 II 10 9 

VCC 2D 2C ST~gBE 2B 2A 2Y 
STROBE 

1 X 20 2C 2G 2B 2A 2v V CC 20· 2C 2G 26 2A 2Y 
14 13 12 II 10 9 

IX lA 16 lG lC 10 TV GNO 

STROBE 

1234567"8 
IX lA lB lG Ie 10 TV GNO 

STROBE 

Positive logic: 
1 y = ;'1~Gi-7(~1-;;:A-;+-:;1;-;:B::-+;-:1;-;C;:;-+-;-1:;-;D;::;;T) +7"'X" 

INPUTS 

2Y = 2G(2A+2B+2C+2D) 
X = Output of 9N60/5460, 7460 

SCHEMATIC DIAGRAM 
(EACH GATE) 

.-------+--....... -0 VCC 

,........VI/\r---+--+---I--() Vce 

,...-VI/\ ___ -+-+---I--o Vee 

OUTPUT 
Y 

,...-VI/\ ___ -+-+---I--o Vcc 

9N23/5423.7423 I GATE 10F {XQ--------------
~Y X~-------------~ 

NOTES: 
(a) Component values shown are typical. 
(b) Both expandef' inputs are used simultaneously for expanding. 
(c) If expander is not used leave X and X open. 

lA 

(d) A total of four expander gates can be connected to the expander inputs. 

LOGIC DIAGRAM 
(EACH GATE) 

GATE 10F 
9N23/5423.7423 

ONLY 

OUTPUT 
Y 

§... 
lA lB lG lC 10 lY GND 

STROBE 

P a sit ive ..,;I,:;o..::;,g,;..:.ic:..;,: =-:-:::-:--=-­

Y = G(A+B+C+D) 

TRUTH TABLE 

INPUTS 

A B C 0 G 

H X X X H 

X H X X H 

X X H X H 

X X X H H 

L L L L X 

X X X X L 

Expander inputs are open. 

OUTPUT 
y 

L 

L 

L 

L 

H 

H 

H = HIGH level, L = LOW level, X = irrelevant 

L ___________________________________________ ~-----------------------------------------------
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FAIRCHILD TTL/SSI • 9N23/5423, 7423 • 9N25/5425, 7425 

RECOMMENDED OPERATING CONDITIONS 

9N23XM/5423XM 9N23XC/7423XC 

PARAMETER 9N25XM/5425XM 9N25XC/7425XC UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

HIGH level 20 20 U.l. 

10 10 U.l. 
Normalized Fan Out from Each Output, N 1--------+----+-----1-----+-----+----+----+--­

lOW level 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed I nput HIGH Voltage 

Vil Input lOW Voltage 0.8 Volts Guaranteed Input lOW Voltage 

V CD I nput Clamp Diode Voltage -1.5 Volts VCC = MIN., II = -12 mA 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., 10H = -0.8 mA, Vil = 0.8 V 

VOL Output lOW Voltage 0.22 0.4 Volts VCC = MIN., 10l = 16 mA, VIH = 2.0 V 

II Input Current at Maximum Input Voltage 1.0 mA VCC = MAX., VIN = 5.5 V 

40 J-LA Data Inputs VCC = MAX. 
IIH Input HIGH Current 

160 Strobe Inputs VIN = 2.4 V J-LA 

-1.6 mA Data Inputs VCC = MAX. 
III I nput lOW Current 

-6.4 Strobe Inputs VIN=O.4V mA 

lOS Output Short Circuit Current (Note 3) -20 -55 mA VCC = MAX. 

ICCH Supply Current HIGH 8.0 16 mA VCC = MAX., All Input at 0 V 

ICCl Supply Current lOW 10 19 mA VCC = MAX., All Input at 5.0 V 

ELECTRICAL CHARACTERISTICS (9N23/5423 Circuits Only) Using Expander Inputs, VCC = 4.5 V, T A = -55°C 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 

IX Expander Current 2.9 mA V1 = 0.4 V,lOl = 16mA 28 

VBE(Q) Base-Emitter Voltage of Output Transistor Q 1.0 Volt IOl = 16 mA, 11 = 0.41 mA, Rl = 0 29 

VOH Output HIGH Voltage 2.4 3.3 Volts 10H = -400 J-LA, 11 = 0.15 mA, 12 = -0.15 mA 30 

VOL Output lOW Voltage 0.22 0.4 Volts 10l = 16 mA, 11 = 0.3 mA, R1 = 138n. 29 

ELECTRICAL CHARACTERISTICS (9N23/7423 Circuits Only) Using Expander Inputs, VCC = 4.75 V, T A = aOc 

SYMBOL PARAMETER 

I X Expander Current 

VBE(Q) Base-Emitter Voltage of Output Transistor Q 

LIMITS 
~-....---r----f UN ITS 
MIN. TYP. MAX. 

TEST CONDITIONS 

3.1 mA V1 = 0.4 V, 10l = 16 mA 

1.0 Volt 10l = 16 mA, 11 = 0.62 mA, R1 = 0 

TEST 

FIGURE 

28 

29 

VOH Output HIGH Voltage 2.4 3.3 Volts 10H = -400 J-LA, 11 = 0.27 mA, 12 = -0.27 mA 30 

Output lOW Voltage 0.22 0.4 Volts 10l = 16 mA, 11 = 0.43 mA, R1 = 130n. 29 

SWITCHING CHARACTERISTICS (TA = 25°C) (Note 4) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

tPlH Turn Off Delay Input to Output 13 22 ns VCC = 5.0 V 

CL=15pF 

tPHl Turn On Delay Input to Output 8.0 15 ns Rl = 40an. 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. Expander inputs X and X are open. 
(2) Typical limits are at Vee = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
(4) Switching characteristics of the 9N23/5423, 7423 are tested with the expander pins open. 

~----------------------------------------------------------------------------------~ 
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LPTTL/SSI 9L24 
LOW POWER DUAL JK (OR D) FLIP-FLOP 

DESCRIPTION - The Low Power TTL/SSI 9L24 consists of two completely independent transition 
clocked ii< flip-flops. The clocking operation is independent of rise and fall times of the clock 
waveform. The JK design allows operation as a 0 flip-flop by simply connecting the J and K pins 
together. 

• DUAL RANK TYPE CIRCUIT 
• SEPARATE CLOCKS 
• SEPARATE ASYNCHRONOUS SET AND CLEAR INPUTS 
• 10 MHz TYPICAL TOGGLE FREQUENCY 
• TYPICAL POWER DISSIPATION OF 30mW 
• INPUT CLAMP DIODES LIMIT HIGH SPEED TERMINATION EFFECTS 
• ALL CERAMIC "HERMETIC" 16-LEAD DUAL IN-LINE AND FLAT PACKAGES 

• TTL COMPATIBLE 

PIN NAMES 

J, J 1, K. K1 

SO' SD1 

CO' C01 

CP, CP1 

Q. 0, Q1' 01 

Flip-Flop Inputs 

Set Inputs 

Clear Inputs 

Clock Inputs 

Flip-Flop Outputs 

1 Unit Load (U.L.) = 40,uA HIGH/1.6 rnA LOW. 

LOGIC DIAGRAM 

So ~--------------~--------------------------~ 

CP 
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LOADING 

HIGH LOW 

0.5 U.L. 0.25 U.L. 

1.0 U.L. 0.5 U.L. 

2.0 U.L. 0.75 U.L. 

1.0 U.L. 0.5 U.L. 

10 U.L. 2.5 U.L. 

>--.--u Q 

'[)-4I~-C) Q 

11 

14 

12 
13 

15 

LOGIC SYMBOL 

Vee = PIN 16 

GND = PIN 8 

10 

I 

CONNECTION DIAGRAMS 
DIP (TOP VIEW) 

16 

15 

14 

13 

12 

11 

10 

FLATPAK (TOP VIEW) 

16 

15 

14 

13 

12 

11 

10 



SYNCHRONOUS ENTRY 
J-K MODE OPERATION 

INPUTS AT tn OUTPUTS AT tn+1 

J R Q (l 

L H No Change 
L L L H 
H H H L 
H L Toggles 

tn = before clock 

tn+1 = after clock 

FAIRCHILD LPTT L/SSI • 9L24 

TRUTH TABLES 

SYNCHRONOUS ENTRY 
D MODE OPERATION 

INPUTS AT tn OUTPUTS AT tn+1 

D Q Q 

L L H 
H H L 

J & K inputs connected together 

L = LOW Logic Level, H = HIGH Logic Level 

ASYNCHRONOUS ENTRY INDEPENDENT 
OF CLOCK & SYNCHRONOUS INPUTS 

INPUTS OUTPUTS 

So CD Q Q 

5(11 ) 1 (15) 6(10) 7(9) 

L L H H 

L H H L 
H L L H 
H H No Change 

TYPICAL INPUT AND OUTPUT CHARACTERISTICS 

EQUIVALENT INPUT CIRCUIT 

« 
E 

z 

1.0 

a-1.0 
::::> 
z 

z 
---2.0 

-3.0 

IN 

IN 

INPUT CURRENT VERSUS 
INPUT VOLTAGE 

r.l m'!1 75'C 

125JC, I NP~T NO~ SmleTED 
25'e 
o'e I I 

75'~...c....W:25'e -5s'e F ,ooe-I 

I NPU~ ~i~gTb 
-S5'C 

oOe 
25'e 

i- We 
-125°C 

I- .... 

vee' 5.0V 

-1.0 1.0 3.0 5.0 7.0 9.0 

VIN - INPUT VOLTAGE - VOLTS 

1-5
•
0 

::::> 

OUTPUT HIGH 
EQUIVALENT CIRCUIT 

Vee 

B.OkO 2BOO 

OUT 

OUTPUT CURRENT VERSUS 
OUTPUT VOLTAGE 

(OUTPUT HIGH) 

§ -10 I---+---/j~-t--+-----j--+----I 

5 
- -15 1---7.l~-+----+--+---j--t------l 

-20 '----'-_.l.....---L_-L----'_---L....---1 

o 1.0 2.0 3.0 4.0 5.0 6.0 7.0 

VOUT - OUTPUT VOLTAGE - VOLTS 

ABSOLUTE MAXIMUM RATINGS (above which the IJseful life may be impaired) 
Storage Temperature 
Temperature (Ambient) Under Bias 
V CC Pin Potential to Ground Pin 

*Input Voltage (de) 
*Input Current (de) 

Voltage Applied to Outputs (Output HIGH) 
Output Current (de) (Output LOW) 

*Either Input Voltage limit or Input Current limit is sufficient to protect the inputs_ 

GUARANTEED OPERATING RANGES 

PART NUMBER 
SUPPL Y VOL T AGE (V CC) 

MIN. TYP. 

9L24XM 4.5 V 5.0 V 

9L24XC 4.75 V 5.0 V 

35 

30 

5.0 

MAX. 

5.5 V 

5.25 V 

OUTPUT LOW 
EQUIVALENT CIRCUIT 

OUT 

---IT 

OUTPUT CURRENT VERSUS 
OUTPUT VOLTAGE 

(OUTPUT LOW) 

12S'C 

...- 7~'C-
j I 

'I 25"C 

11 o'c 

J I , 
-55"C 

!J I 

1/1 v{c' 5t 
0.5 1.0 1.5 2.0 

V OUT - OUTPUT VOLT AGE - VOLTS 

--65°C to +150oC 
-55°C to +125°C 
-0.5 V to +7.0 V 
-0.5 V to +5.5 V 

-30 mA to +5 mA 
-0.5 V to +VCC value 

+30 mA 

TEMPERATURE 

-55°C to 125°C 

ooC to 75°C 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 
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FAIRCHILD LPTT L/SSI • 9L24 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER MIN. TYP. MAX. UNITS CONDITIONS 
(Note 4) 

V OH Output HIGH Voltage 2.4 3.6 Volts VCC = MIN., IOH = -0.4 mA 

V IN = VIH or V IL per Truth Table 

VOL Output LOW Voltage 0.1 0.3 Volts VCC = MIN., IOL = 4.0 mA 

V IN = V IH or V IL per Truth Table 

V IH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Threshold 
Voltage for all Inputs. 

V IL I nput LOW Voltage 0.7 Volts Guaranteed I nput LOW Threshold 
Voltage for all Inputs. 

IlL I nput LOW Current mA VCC = MAX., V IN = 0.3 V. 

J, K -0.25 -0.4 

CP, So -0.50 -0.8 

CD (Note 3) -0.75 -1.2 

IIH Input HIGH Current JJA VCC = MAX., V IN = 2.4 V. 

J, K 2 20 

CP, So 4 40 

CD 8 80 

Input HI G H Current 1.0 mA VCC = MAX., V IN = 5.5V. 

ISC Output Short Circuit -10 -22 -40 rnA VCC = MAX., V OUT = 0.0 V. 
(Note 5) Current 

ICC Power Supply Current 6.0 8.8 mA VCC = MAX. 

NOTES: 

(1 ) 

(2) 

Conditions for testing, not shown in the Table, are chosen to guarantee operation under "worst case" conditions. 

The specified LIMITS represent the "worst case" value for the parameter. Since these "worst case" values normally occur at the 
temperature and supply voltage extremes, additional noise immunity and guard banding can be achieved by decreasing the allowable 

system operating ranges. 

(3) Denotes maximum current under normal operation. These currents may increase up to 4 ',L if J, K = Logic HIGH and SO= Logic 

LOW. 
(4) TYPical limits are at VCC = 5.0 V, 25°C, and max. loading. 

(5) Not more than one output should be shorted at a time. 

SWITCHING CHARACTERISTICS (TA = 25°C, VCC = 5.0 V, CL = 15 pF) 

PARAMETER 
LIMITS 

UNITS CONDITIONS 
MIN. TYP. MAX. 

(CP to 0) 40 J ~ 2.4 V, K ,;;;; 0.3 V 
tpLH (CP to Q) 40 

ns 
Fig. 2 

(CP to 0) 60 J ~ 2.4 V. K ,;;;; 0.3 V 
tpHL (CP to Q) 60 

ns 
Fig. 2 

(SO to Q) 14 J ;.. 2.4 V, K ,;;;; 0.3 V 
tpLH 

(CD to 0) 14 
ns 

Fig 3 

(SO to 0) 50 J ~ 2.4 V, K ,;;;; 0.3 V 
tpHL 

(CD to 0) 40 
ns 

Fig. 3 

ts "H" (J to CP) 20 K ,;;;; 0.3 V 

tr "H" (J to CP) 20 
ns 

Fig. 1 

ts "H" (K to CP) 1.0 J ~ 2.4 V 

tr "H" (i< to CP) 1.0 
ns 

Fig. 1 

ts "L" (J to CP) -2.0 K ,;;;; 0.3 V 

tr "L" (J to CP) -2.0 
ns 

Fig. 1 

ts "L" (K to CP) 9.0 J ~ 2.4 V 

tr "L" (K to CP) 9.0 
ns 

Fig. 1 

tpw "H" (Clock Pulse Width) 40 

tpw ilL" (SO Pulse Width) 50 ns J ~ 2.4 V I K ,;;;; 0.3 V 

tpw ilL" (CD Pulse Width) 40 

Toggle Frequency 10 MHz J ~ 2.4 V I K ,;;;; 0.3 V 
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FAIRCHILD LPTT L/SSI • 9L24 

SET UP TIME - ts is defined as the time required for the new logic level to be present at the J or R inputs prior to the clock transition 

from LOW to HIGH in order for the flip-flop to respond to the new JK mode. 

RELEASE TIME - tr is defined as the time allowed for a new logic level to be present at the J or R inputs prior to the clock transition 
from LOW to HIGH in order for the flip-flop not to respond to the new JK mode. A negative Release Time means the new logic level 
must not occur until after the clock transition. 

SET UP AND RELEASE WAVEFORMS 

-----tl~--- ~ 500ns--------.; 

cp---"", 
1.5V 

tr"H" 
J orK 

---------~~~ 

JOrK---------i.5~~~~~~~====~~tr~"~L~" ______ __J 

NOTE (; 

Q for tJs"H" or tKs"L" / 
~~~~~------------~ 
Q < O.3V for tJs"L" or tJr"H" 

Q for tJr"L" or tKr"H" / 

~---------------------------~ Q :::2.4V for tKs"H" or tKr"L" 

Note (6) FORBIDDEN ZONE, if data changes during the shaded time, the state of the outputs cannot be predetermined. 

FIG.l 

SWITCHING WAVEFORMS 

1.5V 

Q 

Q 
tpLH tPHL1 

\ 1.5V '--_________ J 

Q 

FIG.2 FIG.3 

5-66 



FAIRCHI LD TTL/SSI • 9N26/5426, 7426 

QUAD 2-INPUT HIGH VOLTAGE INTERFACE NAND GATE 

DESCRIPTION - These open-collector NAND gates feature high output voltage ratings for interfacing with low threshold voltage MOS logic 
circuits or other 12V systems. Although the output is rated to withstand 15V, the V CC terminal is connected to the standard 5V source. The 
output transistor will sink 16 mA while maintaining a low-level output voltage of O.4V maximum thus providing a high fan out driver with the 
nominal power dissipation standard Series 9N/54, 74 gates. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

Positive logic: Y AS 

RECOMMENDED OPERATING CONDITIONS 

9N26X M/5426XM 
PARAMETER 

MIN. TYP. 

Supply Voltage V CC 4.5 5.0 

Output Voltage, VOH 

LOW level Output Current, 'Ol 

Operating Free-Air Temperature Range -55 25 

SCHEMATIC DIAGRAM 
(EACH GATE) 

Vee 0----_------. 

INPUTS { : 

MAX. 

5.5 

15 

16 

125 

3.6 kn 
R, 

Component values shown are typical. 

9N26XC/7426XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

15 

16 

0 25 70 

Y OUTPUT 

UNITS 

Volts 

Volts 

mA 

°c 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

V,H Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 88 

Vil I nput lOW Voltage 0.8 Volts Guaranteed Input lOW Voltage 89 

VOH Output HIGH Voltage 15 Volts VCC = MIN., V,l = 0.8 V, 10H = 1.0 mA 89 

10H Output HIGH Current 50 /.LA VCC = MIN., V,l = 0.8 V, VOH = 12 V 89 

VOL Output lOW Voltage 0.4 Volts Vec = MIN., 10l = 16 mA, V,H = 2.0 V 88 

40 /.LA VCC = MAX.,V,N = 2.4 V I 
"H Input HIGH Current Each Input 90 

1.0 mA VCC = MAX., V,N = 5.5 V I 
',l I nput lOW Current -1.6 mA VCC = MAX., V,N = 0.4 V, Each Input 91 

ICCH Supply Current HIGH 4.0 8.0 mA VCC = MAX., V,N = 0 V 92 

ICCl Supply Current LOW 12 22 mA VCC = MAX., V,N = 5.0 V 92 

SWiTCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tPlH Turn Off Delay Input to Output 16 24 ns VCC = 5.0 V 

Cl = 15 pF N 

tpHL Turn On Delay Input to Output 11 17 ns Rl = 1.0 kn 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
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FAIRCHILD TTL/SSI • 9N27/5427, 7427 

TRIPLE 3·INPUT NOR GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

SCHEMATIC DIAGRAM 
(EACH GATE) 

4kD. 

,........WI.....-........ ---..--..--o Vee 
Vee 
14 13 12 11 10 

Positive logic: Y = A+B+C 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage V CC 

Operating Free Air Temperature Range 

I HIGH Level 
Normalized Fan Out from Each Output, N I 

LOW Level 

7 
GND 

MIN. 

4.5 

-55 

AD-_----' 

INPUTS B o--t---<l--J 

OUTPUT Y 

Component values shown are typical. 

9N27XM/5427XM 9N27XC/7427XC 
UNITS 

TYP. MAX. MIN. TYP. MAX. 

5.0 5.5 4.75 5.0 5.25 Volts 

25 125 0 25 70 °c 

20 20 U.L. 

10 10 U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -1.5 Volts VCC = MIN., II = -12 mA 

VOH Output HIGH Voltage 2.4 3.3 VCC = MIN., IOH = -0.8 mA, VI L = 0.8 V 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., IOL = 16 mA, VIH = 2.0 V 

II Input Current at Max. Input Vol. 1.0 mA VCC = MAX., VIN = 5.5 V 

IIH Input HIGH Current 40 p.A VCC = MAX., VIN = 2.4 V 

IlL I nput LOW Current -1.6 rnA VCC = MAX., VIN = 0.4 V 

Output Short Circuit Current -20 -55 mA 9N27/5427 I 
lOS VCC= MAX. 

(Note 3) -18 -55 mA 9N27/7427 I 
ICCH Supply Current HIGH 10 16 mA VCC = MAX., (Note 4) 

ICCL Supply Current LOW 16 26 mA VCC = MAX., (Note 5) 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

tPLH Turn Off Delay Input to Output 10 15 ns VCC = 5.0 V 

CL=15pF 

tpHL Turn On Delay Input to Output 7.0 11 ns RL = 400n 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
(4) Measured with all inputs grounded, and outputs open. 
(5) Measured with one input of each gate at 4.5 V, the remaining inputs grounded, and outputs open. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H30/54H30, 74H30 

8-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 
.-----------------~--------~~vcc 

14 13 12 11 10 

Positive logic: Y = ABCDEFGH 

RECOMMENDED OPERATING CONDITIONS 

9H30XM/54H30XM 
PARAMETER 

MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 

Operating Free-Air Temperature Range -55 25 125 

Input Loading for Each Input 1.25 

2.75 kl! 
Rl 

750S! 
R2 

Component values shown are typical. 
NC - No internal connection. 

9H30XC/74H30XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

1.25 

UNITS 

Volts 

°c 
U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) FIGURE 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW Voltage 2 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, VIN = 0.8 V 2 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA, VIN = 2.0V 1 

50 MA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 4 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 3 

Outpu't Short Circuit Current 
lOS -40 -100 mA VCC = MAX. 5 

(Note 3) 

ICCH Supply Curre·nt HIGH 2.5 4.2 mA VCC = MAX., VIN = 0 V 6 
- "--

ICCL Supply Current LOW 6.5 10 mA VCC = MAX., VIN = 4.5 V 6 
-- ---

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 

tPLH Turn Off Delay Input to Output 6.8 10 ns VCC = 5.0V 

Turn On Delay Input to Output 8.9 12 
CL = 25 pF T 

tpHL ns RL = 280[2 
-

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at V CC = 5.0 V, 25° C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N30/5430, 7430 

8-INPUT NAND GATE 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) SCHEMATIC DIAGRAM 

NC NC GNO 
...----------__.--.--0 Vcc 

14 13 12 11 10 

VCC NC NC NC 

Positive logic: Y ABCDEFGH 
1 

NC 
4 

VCC 

NC - No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
MIN. 

Supply Voltage VCC 4.5 

Operating Free-Air Temperature Range -55 

Normalized Fan Out from Each Output, N 

9N30XM/5430XM 

TYP. 

5.0 

25 

Y OUTPUT 

Component values shown are typical. 

9N30XC/7430XC 

MAX. MIN. TYP. 
UNITS 

MAX. 

5.5 4.75 5.0 5.25 Volts 

125 0 25 70 DC 

10 10 U.L. 

X = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 2 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., IOH = -0.4 mA, VIN = 0.8 V 2 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA, VIN = 2.0 V 1 

40 J..LA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 4 

1.0 rnA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V, Each Input 3 

Output Short Circuit Current -20 -55 mA 9N30/5430 J 
lOS I VCC = MAX. 5 

(Note 3) -18 -55 mA 9N30/7430 

ICCH Supply Current HIGH 1.0 2.0 mA VCC = MAX., VIN = 0 V 6 

ICCL Supply Current LOW 3.0 6.0 mA VCC = MAX., VIN = 5.0 V 6 

SWITCHING CHARACTERISTICS (TA = 25
D
C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tPLH Turn Off Delay Input to Output 13 22 ns VCC = 5.0 V 

CL=15pF A 

tpHL Turn On Delay Input to Output 8.0 15 ns RL = 400[2 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25

D
C. 

(3) Not more than one output should be shorted at a time. 
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FAIRCHILD TTL/SSI • 9N32/5432, 7432 

QUAD 2-INPUT OR GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) FLATPAK (TOP VI EW) 

r-~~-t-------"""'----p--o Vee 
Vee Vee 

14 13 12 II 10 

Positive logic: Y = A+B 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage VCC 

Operating Free-Air Temperature Range 

I HIGH Level 
Normalized Fan Out from Each Output, N I I 

LOW Leve 

7 
GND 

MIN. 

4.5 

-55 

A 0-.....----' 

INPUTS 

OUTPUT 

~~------------~------+----~~--~-oGND 

Component values shown are typical. 

9N32XM/5432XM 9N32XC/7432XC 
UNITS 

TYP. MAX. MIN. TYP. MAX. 

5.0 5.5 4.75 5.0 5.25 Volts 

25 125 0 25 70 °c 
-

20 20 U.L. 

10 10 U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -1.5 Volts VCC = MAX., II = -12 mA 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., IOH = ....:.0.8 mA, VIH = 2.0V 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA, VIL = 0.8 V 

II Input Current at Maximum Input Voltag~ 1.0 mA VCC = MAX., VIN = 5.5 V 

IIH Input HIGH Current 40 /-LA VCC = MAX., VIN = 2.4 V 

IlL I nput LOW Current -16 mA VCC = MAX., VIN = 0.4 V 

-20 -55 mA 9N32/5432 I VCC = MAX. lOS Output Short Circuit Current (Note 3) 
-18 -55 mA 9N32/7432 

---

ICCH Supply Current HIGH 15 22 mA VCC = MAX., (Note 4) 
-

ICCL Supply Current LOW 23 38 mA VCC = MAX., (Note 5) 

SWITCHING CHARACTERISTICS (TA = 25°C) 

LIMITS 
TEST CONDITIONS SYMBOL PARAMETER UNITS 

MIN. TYP. MAX. 

tPLH Turn Off Delay Input to Output 10 15 ns VCC = 5.0 V 

CL = 15 pF 

tpHL Turn On Delay Input to Output 14 22 ns RL = 400n. 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
(4) Measured with one input of each gate at 4.5 V, the remaining inputs grounded and outputs open. 
(5) Measured with both inputs of all gates grounded, and outputs open. 
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FAIRCHILD TTL/SSI • 9N37/5437, 7437 • 9N38/5438, 7438 

QUAD 2-INPUT NAND BUFFER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VI EW) FLATPAK (TOP VIEW) 

Vee 
14 13 12 II 10 

Positive logic: Y = AB 

9N37/5437,7437 
(TOTEM-POLE OUTPUT) 

SCHEMATIC DIAGRAM 
(EACH BUFFER) 

7 
GND 

9N38/5438, 7438 
(OPEN-COLLECTOR OUTPUT) 

.------1~---_.___O Vee ......----------.() Vee 

3.6 k!? 600!? 

INPUTS { :0--+-... 

1 DO!? 

OUTPUT 
Y 

~~~---+-~~-~-oGND 

RECOMMENDED OPERATING CONDITIONS 

9N37XM/5437XM 

PARAMETER 9N38XM/5438XM 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Normalized Fan Out from Each Output, N 

3.6 k!? 600!? 

INPUTS I :0--+--. 

~~----+--~~--oGND 

9N37XC/7437XC 
9N38XC/7438XC 

MAX. MIN. TYP. MAX. 

5.5 4.75 5.0 5.25 

125 0 25 70 

30 30 

UNITS 

Volts 

°c 
U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 
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FAIRCHILD TTL/SSI • 9N37/5437, 7437 • 9N38/5438, 7438 

9N37/5437,7437 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts ,Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -1.5 Volts VCC = MIN., II = -12 mA 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -1.2 mA, VIL = 0.8 '!... 
VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10l = 48 mA, VIH = 2.0 V 

II Input Current at Maximum Input Voltage 1.0 mA VCC = MAX., VIN = 5.5 V 

IIH Input HIGH Current 40 JJ.A VCC = MAX., VIN = 2.4 V 

IlL I nput LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V 

lOS Output Short Circuit Current (Note 3) -20 -70 mA VCC = MAX., VIN = 0 V 

ICCH Supply Current HIGH 9.0 15.5 mA VCC = MAX., All Inputs at 0 V 

ICCL Supply Current lOW 34 54 mA VCC = MAX., All Inputs at 5.0 V 

SWITCHING CHARACTERISTICS (T A = 25°C) 

SYMBOL PARAMETER 
LIMITS 

UNITS TEST CONDITIONS 
MIN. TYP. MAX. 

----

tplH Turn Off Delay Input to Output 13 22 ns VCC = 5.0 V 

CL = 45 pF 

tpHL Turn On Delay Input to Output 8.0 15 ns RL = 133n 
-

9N38/5438,7438 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

Vil Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -1.5 Volts VCC = MIN., II = -12 mA 

10H Output HIGH Current 250 JJ.A VCC = MIN., VOH = 5.5 V, VIl = 0.8 V 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 48 mA, VIH = 2.0 V 

II Input Current at Maximum Input Voltage 1.0 mA VCC = MAX., VIN = 5.5 V 

IIH Input HIGH Current 40 JJ.A VCC = MAX., VIN = 2.4 V 

IlL I nput LOW Current -1.6 mA Vec = MAX., VIN = 0.4 V 

ICCH Supply Current HIGH 5.0 8.5 rnA VCC = MAX., All Inputs at 0 V 

ICCL Supply Current LOW 34 54 mA VCC = MAX., Al1 Inputs at 5.0 V 

SWITCHING CHARACTERISTICS(T A = 25°C) 

SYMBOL PARAMETER 
LIMITS 

UNITS TEST CONDITIONS 
MIN. TYP. MAX. 

-

tpLH Turn Off Delay Input .to Output 14 22 ns VCC = 5.0 V 

CL = 45 pF 

tpHL Turn On Delay Input to Output 11 18 ns RL = 133n 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at Vee = 5.0 V, 25°e. 
(3) Not more than one output should be shorted at a time, and duration of the short-circuit test should not exceed one second. 
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FAIRCHILD TTL/SSI • 9N39/5439,7439 

QUAD 2-INPUT NAND BUFFER (WITH OPEN COLLECTOR OUTPUT) 

LOGIC AND CONNECTION DIAGRAMS 

DIP (TOP VI EW) 

Positive logic: Y = AB 

*Open Collector 

FLATPAK (TOP VIEW) 

GND 
14 13 12 11 10 

4 
vee 

SCHEMATIC DIAGRAM 
(EACH GATE) 

Y OUTPUT 

Component values shown are typical. 

RECOMMENDED OPERATING CONDITIONS 

9N39XM/5439XM 9N39XC/7439XC 
PARAMETER 

MIN TYP MAX MIN TYP MAX 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 

Operating free-air temperature range -55 25 125 0 25 70 

Normalized fan out from each output, N 30 30 

UNITS 

Volts 

°c 

U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS TEST 
SYMBOL PARAMETER TYP UNITS TEST CON DITIONS 

MIN (Note 2) MAX (Note 1) FIGURE 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input H IG H Voltage 1 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 7 

VCD Input Clamp Diode Voltage -1.5 Volts VCC = MIN., II = -12 mA, 85 
Other Input OPEN 

IOH Output HIGH Current 250 J.LA 
VOH = 5.5 V VCC = MIN. 

7 
VIL=0.8V Other input = VCC 

0.22 0.4 Volts 10L =48mA VCC = MIN. 

VOL Output LOW Voltage 0.5 Volts IOL-60mA VIN = 2.0 V 1 

I 9N39/7439 0.6 Volts IOL=80mA Other input = 2.0V 

40 J.LA VCC = MAX., VIN = 2.4 V 
Other Input = 0 V 4 

IIH Input HIGH Current 1.0 mA VCC - MAX., VIN - 5.5 V 
Other Input = 0 V 

IlL Input LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V 3 
Other Input = 4.5 V 

ICCH Supply Current HIGH 5.0 8.5 mA VCC = MAX., All Inputs = 0 V 6 

ICCL Supply Current LOW 34 54 mA VCC = MAX., All Inputs = 5.0 V 6 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN TYP MAX FIGURE 

tPLH Turn Off Delay I nput to Output 14 22 ns VCC = 5.0 V 
CL = 45 pF A 

tPHL Turn On Delay Input to Output 12 18 ns RL = 133,n 

NOTES: 

(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 

(2) Typical limits are at VCC = 5.0 V, 25°C. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H40/54H40, 74H40 
~--------------------------------------------------------------------------------------------------------------

DUAL 4-INPUT NAND BUFFER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

14 13 12 II 10 

Positive logic: Y = ABCD 

RECOMMENDED OPERATING CONDITIONS 

9H40XM/54H40XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Fan Out from Each Output 
-- - --- -----------

SCHEMATIC DIAGRAM 
(EACH GATE) 

vcco-------------------~----~------_, 

2.75 kl! 75OS! 
Rl R2 

INPUTS 

Ao--------------~~~ 

MAX. 

5.5 

125 

37.5 

Component values shown are typical. 
NC - No internal connection 

9H40XC/74H40XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

37.5 
-

OUTPUT Y 

UNITS 

Volts 

"c 
U.l. 

x = package type; F for Flatpak, D for Ceramic Dip, 'P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

Vil Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -1.5 mA, VIN = 0.8 V 

VOL Output LOW Voltage 0.4 Volts VCC = MI N., 10l = 60 mA, VI N = 2.0V 

Input HIGH Current 
100 IlA VCC = MAX., VIN = 2.4 vi 

IIH Each Input 
1.0 mA VCC = MAX., VIN = 5.5 V I 

III I nput LOW Current -4.0 mA VCC = MAX., VI N = 0.4 V, Each Input 

Output Short Circuit Current 
lOS -40 -125 mA VCC = MAX. 

(Note 3) 

ICCH Supply Current HIGH 10.4 16 mA VCC = MAX., VIN = 0 V 

ICCl Supply Current LOW 25 40 mA VCC = MAX., VIN = 4.5 V 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
TEST CONDITIONS SYMBOL PARAMETER UNITS 

MIN. TYP. MAX. 

tPLH Turn Off Delay Input to Output 6.5 12 ns VCC = 5.0V 

tpHL Turn On Delay Input to Output 8.5 12 ns 
CL = 25 pF 
RL = 93n 

TEST 
FIGURE 

1 

2 

2 

1 

4 

3 

5 

6 

6 

TE ST 

URE FIG 

T 

-

--------

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at Vee = 5.0 V, 25°e. 

(3) Npt more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N40/5440, 7440 

DUAL 4-INPUT NAND BUFFER 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

VCCo-------1-------------~----__, 
GND 

14 13 12 11 10 

3 4 5 

Positive logic: Y = ABCD 
NC VCC NC 

NC - No internal connection. Component values shown are typical. 

RECOMMENDED OPERATING CONDITIONS 

9N40XM/5450XM 9N40XC17440XC 
PARAMETER 

TYP. MIN. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 

Operating Free-Air Temperature Range -55 25 125 0 25 70 

Normalized Fan Out from Each Output, N 30 30 

UNITS 

Volts 

DC 

U.l. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) TEST 

MIN. (Note 2) MAX. 
FIGURE 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 1 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 2 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., 10H = -1.2 rnA, VIN = 0.8 V 2 

VOL Output LOW Voltage 0.28 0.4 Volts VCC = MIN., 10L = 48 rnA, VIN = 2.0 V 1 

40 J.LA VCC = MAX., VIN = 2.4 V J 
IIH Input HIGH Current Each Input 4 

1.0 rnA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -1.6 rnA VCC = MAX., VIN = 0.4 V, Each Input 3 

Output Short Circuit Current -20 -70 rnA 9N40/5440 I 
lOS VCC= MAX. 5 

(Note 3) -18 -70 rnA 9N40/7440 I 
ICCH Supply Current HIGH 4.0 8.0 rnA VCC = MAX., VIN = 0 V 6 

ICCL Supply Current LOW 17 27 rnA VCC = MAX., VIN = 5.0 V 6 

SWITCHING CHARACTERISTICS (T A = 25DC) 

SYMBOL PARAMETER LIMITS UNITS TEST CONDITIONS TEST 

MIN. TYP. MAX. 
FIGURE 

tpLH Turn Off Delay I nput to Output 13 22 ns VCC = 5.0 V 
CL = 15 pF A 

tpHL Turn On Delay Input to Output 8.0 15 ns RL=133n 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25

D
C. 

(3) Not more than one output should be shorted at a time. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S40/54S40,74S40 
r----------------------------------------------------------------------------------------------------------

DUAL 4-INPUT NAND BUFFER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

NC-No internal connection. 

Positive logic: Y = ABCD 

RECOMMENDED OPERATING CONDITIONS 

9S40XM/54S40XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Fan Out From Each Output 

*37.5 (U.L.l IS the LOW drive factor and 75 (U.L.l IS the HIGH drive factor. 

MAX. 

5.5 

125 

37.5* 

SCHEMATIC DIAGRAM 

(EACH GATE) 

...----__ ----------__ -0 Vee 

1.5 kH 350 II 25n 

Component values shown are typical. 

9S40XC!7 4S40XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 75 

37.5* 

OUTPUT 
y 

UNITS 

Volts 

°c 

U.L. 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYM.BOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Vortage 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., liN = -18mA 

Output HIGH Voltage I XM 2.5 3.4 
VOH Volts VCC = MIN., 10H = -3.0mA, VIN = 0.8V 

XC 2.7 3.4 

VOL Output LOW Voltage 0.4 0.5 Volts VCC = MIN., 10L = 60mA, VIN = 2.0V 

1.0 100 J.l.A VCC = MAX., VIN = 2.7V I 
IIH Input HIGH Current Each Input 

1.0 mA VCC = MAX., VIN = 5.5V I 
IlL Input LOW Current -2.5 -4.0 mA VCC = MAX., VIN = 0.5V Each Input 

lOS 
Output Short Circuit Current 

-50 -150 -225 mA VCC = MAX., VOUT = OV 
(Note 3) 

ICCH Supply Current HIGH 8.2 18.0 mA VCC = MAX., VIN = OV 

ICCL Supply Current LOW 27.2 44.0 mA VCC = MAX., Inputs Open 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURES MIN. TYP. MAX. 

tpLH Turn Off Delay I nput to Output 2.0 4.0 6.5 ns VCC = 5.0V 

DD 

tPHL Turn On Delay Input to Output 2.0 4.0 6.5 ns CL = 50pF 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at Vcc = 5.0V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAI RCHI LD HIGH SPEED TT L/SSI • 9H50/54H50, 74H50 • 9H51/54H51, 74H51 

DUAL 2-WIDE 2-INPUT AND-OR-INVERT GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vcc 16 x 10 1C 1Y 1C 1Y GNO 2Y 20 2C vcco-------jr---~--~------, 

14 13 12 11 10 

INPUTS {:o- t----1f----t--+----<>:) INPUTS 

1A 2A 26 2C 20 2Y GNO 

1A VCC 16 2A 26 

Positive logic:' Y = (AB) + (CD) + (X) 
(X = Output of 9H60/54H60, 74H60 or 
9H62/54H62, 74H62) 

NOTI;:S: 
(a) Component values shown are typical. 
(b) Both expander inputs are used simultaneously for expanding. 
(c) If expander is not used leave X and X pins open. 

GATEIOF {-
<JH50/54H50, X 0---\---+----' 
74H500NLY 
{SEE NOTE"} xo---f---f-----' 

(d) Expander inputs X and X are functional on the 9H50/54H50, 74H50 circuits only. Make no external connection to X and X pins of 
the 9H51/54H51, 74H51. 

(e) A total of four 9H60/54H60, 74H60 expander gates or one 9H62/54H62, 74H62 expander gate may be connected to the expander 
inputs. 

RECOMMENDED OPERATING CONDITIONS 

9H50XM/54H50XM 9H50XC/74H50XC 

PARAMETER 9H51 XM/54H51 XM 9H51 XC/74H51 XC UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage Vce 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Input Loading for Each Input 1.25 1.25 U.L. 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 21 
(Note 4) 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 22 
(Note 5) 

VOH Output HIGH Voltage 2.4 Volts Vee = MIN., 10H = -0.5 rnA, VIN = 0.8 V 22 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA, VIN = 2.0 V 21 

50 IJ.A Vee = MAX., VIN = 2.4 V J 
24 IIH Input HIGH Current Each Input 

1.0 mA Vec = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 mA Vce = MAX., VIN = 0.4 V, Each Input 23 

lOS Output Short Circuit Current -40 -100 mA VCC = MAX. 25 
(Note 3) 

ICCH Supply Current HIGH 8.2 12.8 mA VCC = MAX., VIN = 0 V 27 

IceL Supply Current LOW 15.2 24 mA VCC = MAX., VIN = 4.5 V 26 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. Expander pins are open. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
(4) Required at both input terminals of either AND section to ensure LOW level at output. 
(5) Required at one input terminal of each AND section to ensure HIGH level at output. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H50/54H50,74H50 • 9H51/54H51,74H51 

ELECTRICAL CHARACTERISTICS (9H50/54H50 Circuits Only) Using Expander Inputs, VCC = 4.5 V, T A = -55°C 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

IINX Expander-Node Input Current -5.85 mA Vx = 1.4 V 

VBE(O) 
Base-Emitter Voltage of 

Output Transistor 0 
1.0 Volts 10L = 20 mA, 11 = 700 ",A, Rl = on 

VOH Output HIGH Voltage 2.4 Volts 10H = -500 ",A, 11 = 320 ",A, 12 = -320 ",A 

VOL Output LOW Voltage 0.4 Volts 10L = 20 mA, 11 = 470 ",A, Rl = 68n 

ELECTRICAL CHARACTERISTICS (9H50/74H50 Circuits Only) Using Expander Inputs, VCC = 4.75 V, T A = O°C 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

IINX Expander-Node Input Current -6.3 mA Vx = 1.4 V 

VBE(O) 
Base-Emitter Voltage of 

1.0 Volts 10L = 20 mA, 11 = 1.1 mA, Rl = on 
Output Transistor 0 

VOH Output HIGH Voltage 2.4 Volts 10H = -500 ",A, 11 = 570 ",A, 12 = -570 ",A 

VOL Output LOW Voltage 0.4 Volts 10L = 20 mA, 11 = 600 ",A, R1 = 63n 

SWITCHING CHARACTERISTICS, Expander Pins are Open (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 6.8 11 ns VCC = 5.0 V 

CL = 25 pF 

tpHL Turn On Delay Input to Output 6.2 11 ns RL = 280n 
-

SWITCHING CHARACTERISTICS (9H50/54H50, 74H50 Circuits Only) (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 11 ns 
VCC = 5.0 V 

CL = 25 pF 

tpHL Turn On Delay Input to Output 7.4 
RL = 280n 

ns 
*CX = 15 pF 
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FAIRCHILD TTL/SSI • 9N50/5450, 7450 • 9N51/5451, 7451 

EXPANDABLE DUAL 2-WIDE 2-INPUT AND-OR-INVERT GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 
(EACH GATE) 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

veeo---------~----~------~--------__, 

(See Noted) 10 1C 1Y GNO 2Y 20 2C 

VCC 18 X X 10 1C 1Y 
14 13 12 11 10 9 8 

9N50/5450. 7450 ONLY 
(See Note d) 

GATE 10F IX 

Xo---~---+--------~------~---+--~ 

1A 2A 28 2C 20 2Y GND '''"'' g o--~---+---------+------~---4 
2 
~ 1A ,vee 18 2A 2B 

(See Noted) 

Positive logic: Y = (AB) + (CD) + (X) 
(X = Output of 9N60/5460, 7460) 

NOTES: 
(a) Component values shown are typical. 
(b) Both expander inputs are used simultaneously for expanding. 
(c) If expander is not used leave X and X pins open. 
(d) Make no external connection to X and X pins of the 9N51/5451, 7451. 
(e) A total of four expander gates can be connected to the expander inputs. 

RECOMMENDED OPERATING CONDITIONS 

9N50XM/5450XM 

PARAMETER 9N51 XM/5451 XM 

MIN. TYP. MAX. 

Supply Voltage V CC 4.5 5.0 5.5 

Operating Free-Air Temperature Range -55 25 125 

Normalized Fan Out from Each Output, N 10 

9N50XC/7450XC 
9N51 XC/7451 XC 

MIN. TYP. 

4.75 5.0 

0 25 

MAX. 

5.25 

70 

10 

Y OUTPUT 

GND 

UNITS 

Volts 
uc 
U.L. 

X = package type; F for Flatpak, 0 for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH I nput HIGH Voltage (Note 4) 2.0 Volts Guaranteed Input HIGH Voltage 21 

VIL I nput LOW Voltage (Note 5) 0.8 Volts Guaranteed I nput LOW Voltage 22 

VOH Output HI G H Voltage 2.4 3.3 Volts VCC = MIN., 10J-! = -0.4 mA, VIN = 0.8 V 22 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA, VIN = 2.0 V 21 

40 p,A VCC = MAX., V,N = 2.4 V J 
IIH Input HIGH Current Each Input 24 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -1.6 mA VCC = MAX., VIN'= 0.4 V, Each Input 23 

Output Short Circuit Current -20 -55 mA 9N50/5450; 9N51/5451 J 
lOS VCC = MAX. 25 

(Note 3) -18 -55 mA 9N50/7450; 9N51/7451 I 
ICCH Supply Current HIGH 4.0 8.0 mA VCC = MAX., VIN = 0 V 26 

ICCl Supply Current lOW 7.4 14 mA VCC = MAX., VIN = 5.0 V 27 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
devic'e type. Expander inputs X and X are open. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
(4) Required at both input terminals of either AND section to ensure LOW level at output .. 
(5) Required at one input terminal of each AND section to ensure HIGH level at output. 
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FAIRCHILD TTL/SSI • 9N50/5450, 7450 • 9N51/5451, 7451 

ELECTRICAL CHARACTERISTICS (9NSO/S4S0 CIRCUITS), Using Expander Inp!Jts, VCC = 4.5 V, T A = -5S
D
C 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

IX Expander Current 2.9 rnA Vl = 0.4 V, IOL = 16 mA 

VBE(Q) 
Base-Emitter Voltage of 

1.0 Volts IOL = 16 mA, 11 = 0.41 mA, Rl = on 
Output Transistor Q 

VOH Output HIGH Voltage 2.4 3.3 Volts IOH = -400 /.LA, 11 = 0.15 mA, 12 = -0.15 mA 

VOL Output LOW Voltage 0.22 0.4 Volts IOL = 16 rnA, 11 = 0.3 rnA, Rl = 138n 

ELECTRICAL CHARACTERISTICS (9NS0/74S0 CIRCUITS), Using Expander Inputs, VCC = 4.75 V, T A = ODC 

LIMITS 
TEST CONDITIONS SYMBOL PARAMETER UNITS 

MIN. TYP. MAX. 

IX Expander Current 3.1 rnA V1 = 0.4 V, IOL = 16 rnA 

VBE(Q) 
Base-Emitter Voltage of 

1.0 Volts IOL = 16 rnA, 11 = 0.62 rnA, Rl = on 
Output Transistor Q 

TES 
FIGU 

28 

29 

30 
-
29 

T 
RE 

TES 
FIGU 

T 
RE 

[~ 
VOH Output HIGH Voltage 2.4 3.3 Volts IOH ~ -400 "A. 11 ~ 270 "A. 12 ~ -270"= 1 ___ 30 

VOL Output LOW Voltage 0.22 0.4 Volts IOL = 16 rnA, 11 = 0.43 rnA, Rl = 130n 29 

SWITCHING CHARACTERISTICS (TA = 25
D

C) 

LIMITS 
SYMBOL PARAMETER 

MIN. TYP. MAX. 

tPLH Turn Off Delay I nput to Output 13 22 

tpHL Turn On Delay Input to Output 8.0 15 
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ns RL = 400n 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H52/54H52, 74H52 

EXPANDABLE 2-2-2-3-1 NPUT AND-OR GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 
Y GND NC 

Vcc I H G F X Y 14 13 12 11 10 

INPuTS !~o-----++-KI---+ 

ABC 6 E NC GND 

D VCC E 

Positive logic: Positive logic: 

Y = (AB) + (CDE) + (FG) + (HI) + (X) Y = (AB) + (CD) + (EF) + (GHI) + (X) 

(X = Output of 9H61/54H61, 74H61) 

NOTES: 
(a) Component values shown are typical. 
(b) A total of six expander gates may be connected to the expander input X. 
(c) NC - No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

9H52XM/54H52XM 9H52XC/74H52XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 
Input Loading for Each Input 1.25 1.25 U.L. 

X = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 105 
(Note 4) 

Vil Input lOW Voltage 0.8 Volts Guaranteed Input lOW Voltage 106 
(Note 5) 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 rnA, VIN = 2.0 V 105 

VOL Output lOW Voltage 0.4 Volts VCC = MIN., 10l = 20 rnA, VIN = 0.8 V 106 

50 iJ.A VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 108 

1.0 rnA VCC = MAX., VIN = 5.5 V I 
III I nput lOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, .Each Input 107 

lOS Output Short Circuit Current -40 -100 rnA VCC = MAX., VIN = 4.5 V 109. 
(Note 3) 

ICCH Supply Current HIGH 20 31 rnA VCC = MAX., VIN = 4.5 V 110 

ICCl Supply Current lOW 1.5.2 24 rnA VCC = MAX., VIN = OV 110 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. Expander pin is open. 

(2) Typical limits are at V CC = 5.0 V, 25° C. 

(3) Duration of short-circuit test should not exceed 1 second. 

(4) Required at all input terminals of one AND section to ensure HIGH level at output. 

(5) Required at one input terminal of each AND section to ensure LOW level at output. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H52/54H52, 74H52 

ELECTRICAL CHARACTERISTICS (9H52/54H52 Circuits Only) Using Expander Inputs, VCC = 4.5 V 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

IINX Expander-Node Input Current -2.7 -4.5 mA 
Vx = 1.0 V, IOH = -500 p.A, T A = -55°C 

VOH Output HIGH Voltage 2.4 Volts 

VOL Output LOW Voltage 0.4 Volts IINX = -300 p.AJOL =20 mA, T A = 125°C 

ELECTRICAL CHARACTERISTICS (9H52/74H52 Circuits Only) Using Expander Inputs, VCC = 4.75 V 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

IINX Expander-Node Input Current -2.9 -5.35 mA 
Vx = 1.0 V, IOH = -500p.A, TA = O°C 

VOH Output HIGH Voltage 2.4 Volts 

VOL Output LOW Voltage 0.4 Volts IINX =-300 p.A, tOL =20 rnA, TA = 70°C 

SWITCHING CHARACTERISTICS, Expander Pin is Open (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 10.6 15 ns VCC=5.0V 

CL = 25 pF 

tpHL Turn On Delay I nput to Output 9.2 15 ns RL = 280n 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 14.8 
VCC = 5.0 V 

ns 
CL = 25 pF 

tPHL Turn On Delay Input to Output 9.8 ns 
RL = 280n 

*CX = 15 pF 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H53/54H53, 74H53 • 9H54/54H54, 74H54 

EXPANDABLE 2-2 ... 2-3 INPUT AND-OR-INVERT GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) -r-----~-------<14 
Vee 

(SE~dl Y GND G 

Vee B x X I H Y 14 13 12 11 10 

A e D E F G ,GND 

A Vee B 

(SEE NOTE dl 

Positive logic: Y = (AB) + (CD) + (EFG) + (HI) E (X) 
(X = Output of 9H60/54H60, 74H60 or 
9H62/54H62, 74H62) 

NOTES: 
(a) Component values shown are typical. 
(b) Both expander inputs are used simultaneously for expanding. 
(c) I f expander is not used leave X and X pins open. 

{'" IHPurs .1 

2.15UI. 
R, 

7500 
R, 

2. 364 5 
COG E F 

INPUTS 

Z.75kO 

R, 
GO" 
R" 

(d) Expander inputs X and X are functional on the 9H53/54H53, 74H53 circuits only. Make no external connection to X and X pins 
of the 9H54/54H54, 74H54. 

(e) A total of four 9H60/54H60, 74H60 expander gates or one 9H62/54H62, 74H62 expander gate may be connected to the expander 
inputs. 

RECOMMENDED OPERATING CONDITIONS 

9H53XM/54H53XM 9H53XC/74H53XC 

PARAMETER 9H54XM/54H54XM 9H54XC/74H54XC UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Input Loading for Each Input 1.25 1.25 U.L. 

X = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 21 
(Note 4) 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 22 
(Note 5) 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, VIN = 0.8 V 22 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA, VIN = 2.0 V 21 

50 IJ.A VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 24 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 rnA VCC = MAX., VIN = 0.4 V, Each Input 23 

lOS Output Short Circuit Current -40 -100 rnA VCC = MAX. 25 
(Note 3) 

ICCH Supply Current HIGH 7.1 11 rnA VCC = MAX., VIN = 0 V 27 

ICCL Supply Current LOW 9.4 14 mA VCC = MAX., VIN = 4.5 V 26 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. Expander pins are open. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Duration of short-circuit test should not exceed 1 second. 
(4) Required at all input terminals of one AND section to ensure LOW level at output. 
(5) Required ·at one input terminal of each AND section to ensure HIGH level at output. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H53/54H53, 14H53 • 9H54/54H54, 14H54 

ELECTRICAL CHARACTERISTICS (9H53/54H53 Circuits Only) Using Expander Inputs, VCC = 4.5 V, T A = -55°C 

LIMITS TEST SYMBOL PARAMETER UNITS TEST CONDITIONS FIGURE 
MIN. TYP. MAX 

IINX Expander-Node Input Current -5.85 mA Vx = 1.4 V 104 

VBE(Q) 
Base-Emitter Voltage of 

1.0 Volts IOL = 20 rnA, 11 = 700 J.LA, R1 = on 29 
Output Transistor Q 

VOH Output HIGH Voltage 2.4 Volts IOH = -500 J.LA, 11 = 320 J.LA, 12 = -320 J.LA 30 

VOL Output LOW Voltage 0.4 Volts IOL = 20 rnA, 11 = 470 J.LA, R1 = 68n 29 
~ 

ELECTRICAL CHARACTERISTICS (9H53174H53 Circuits Only) Using Expander Inputs, VCC = 4.75 V, T A = O°C 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

IINX Expander-Node Input Current -6.3 rnA Vx = 1.4 V 104 

VBE(Q) 
Base-Emitter Voltage of 

Output Transistor Q 
1.0 Volts IOL = 20 rnA, 11 = 1.1 rnA, R1 = on 29 

VOH Output HIGH Voltage 2.4 Volts IOH = -500 J.LA, 11 = 570 J.LA, 12 = -570 J.LA 30 
! 

VOL Output LOW Voltage 0.4 Volts IOL = 20 rnA, 11 = 600 J.LA, R1 = 63n 29 I 
SWITCHING CHARACTERISTICS, Expander Pins are Open (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tpLH Turn Off Delay Input to Output 7.0 11 ns VCC = 5.0V 

CL = 25 pF T 

tpHL Turn On Delay Input to Output 6.2 11 ns RL = 280n 

SWITCHING CHARACTERISTICS (9H53/54H53, 74H53 Circuits Only) (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

Turn Off Delay Input to Output 11.4 
VCC = 5.0 V 

tpLH 
CL = 25 pF 

U 

tpHL Turn On Delay Input to Output 7.4 
RL = 280n 

*CX = 15 pF *MM & N N 
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FAIRCHILD TTL/SSI • 9N53/5453, 7453 • 9N54/5454, 7454 

EXPANDABLE 4-WIDE 2-INPUT AND-OR-INVERT GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

SEE NOTE d 

Vee B x X H G Y 
H G Y GND Ne ,---t---t---~------<r------t--oVcc 

14 13 12 II 10 

A e D E F NC GND 

x X A Vee B 

SEE NOTE d 

Positive logic: Y = (AB) + (CD) + (EF) + (GH) + (X) 

(X = Output of 9N60/5460, 7460) 

NOTES: 
(a) Component values shown are typical. 
(b) Both expander inputs are used simultaneously for expanding. 
(c) If expander is not used leave X and X pins open. 
(d) Make no external connection to X and X pins of the9N54/5454, 7454. 
(e) A total of four expander gates can be connected to the expander inputs. 
(f) NC - No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

9N53XM/5453XM 

PARAMETER 9N54XM/5454XM 

MIN. TYP. 

Supply Voltage V CC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Normalized Fan-Out from Each Output, N 

9N53XC/7453XC 
9N54XC/7454XC UNITS 

MAX. MIN. TYP. MAX. 

5.5 4.75 5.0 5.25 Volts 

125 0 25 70 DC 

10 10 U.L. 

X = package type; F for Flatpak, 0 for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage (Note 4) 2.0 Volts Guaranteed Input HIGH Voltage 21 

VIL Input LOW Voltage (Note 5) 0.8 Volts Guaranteed I nput lOW Voltage 22 

VOH Output HIGH Voltage 2.4 3.3 Volts VCC = MIN., 10H = -0.4 rnA, V,N = 0.8 V 22 

VOL Output lOW Voltage 0.22 0.4 Volts VCC = MIN., 10l = 16 rnA, V,N = 2.0 V 21 

40 p,A VCC = MAX., V,N = 2.4 V I 
"H Input HIGH Current Each Input 24 

1.0 mA VCC = MAX., V,N = 5.5 V I 
I,l I nput lOW Current -1.6 rnA VCC = MAX., V,N = 0.4 V, Each Input 23 

Output Short Circuit Current -20 -55 rnA 9N53/5453; 9N54/5454 I 
lOS VCC;: MAX. 25 

(Note 3) -18 -55 mA 9N5317453; 9N5417454 I 
ICCH Supply Current HIGH 4.0 8.0 mA VCC = MAX., VIN = 0 V 26 

ICCl Supply Current lOW 5.1 9.5 mA VCC = MAX., VIN = 5.0 V 27 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. Expander inputs X and X are open. 
(2) Typical limits are at VCC = 5.0 V, 25

D
C. 

(3) Not more than one output should be shorted at a time. 
(4) Required at both input terminals of one AND section to ensure LOW level at output. 
(5) Required at one input terminal of each AND section to ensure HIGH level at output. 
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FAIRCHILD TTL/SSI • 9N53/5453, 7453 • 9N54/5454, 7454 

ELECTRICAL CHARACTERISTICS 9N53/5453 CIRCUITS, Using Expander Inputs, VCC = 4.5 V, T A = 55°C 

LIMITS TEST 
SYMBOL PARAMETER 'UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

IX Expander Current 2.9 mA V1 = 0.4 V, IOL = 16 mA 28 

VBE(Q) 
Base-Emitter Voltage of 

Output Transistor 0 
1.0 Volts IOL = 16 mA, 11 = 0.41 mA, R1 = on 29 

VOH Output HIGH Voltage 2.4 3.3 Volts IOH = -400 J.LA, 11 = 0.15 mA, 11 = -0.15 mA 30 

VOL Output LOW Voltage 0.22 0.4 Volts IOL = 16 mA, 11 = 0.3 mA, R1 = 138n 29 

ELECTRICAL CHARACTERISTICS 9N5317453 CIRCUITS, Using Expander Inputs, VCC = 4.75 V, T A = O°C 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

IX Expander Current 3.1 mA V1 = 0.4 V, IOL = 16 mA 28 

VBE(O) 
Base-Emitter Voltage of 

Output Transistor 0 
1.0 Volts IOL = 16 mA, 11 = 0.62 mA, R1 = on 29 

VOH Output HIGH Voltage 2.4 3.3 Volts IOH = -400 J.LA, 11 = 270 J.LA, 12 = -270 J.LA 30 

VOL Output LOW Voltage 0.22 0.4 Volts IOL = 16 mA, 11 = 0.43 mA, R1 = 130n 29 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 
-~ 

tpLH Turn Off Delay Input to Output 13 22 ns VCC = 5.0 V 

CL = 15 pF A 

tpHL Turn On Delay Input to Output 8.0 15 ns RL = 400n 
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LPTTL/SSI 9L54 
LOW POWER AND-OR-INVERT GATE 

DESCRIPTION - The low Power TTLISSI 9154 is a four wide, 2-2-2-3-input AND-OR-INVERT 
Gate. It is designed for low power and medium speed operation. 

• TYPICAL POWER DISSIPATION OF 10 mW 
• TYPICAL DE LAY OF 25 ns 

• INPUT CLAMP DIODES LIMIT HIGH SPEED TERMINATION EFFECTS 
• HIGH CAPACITIVE DRIVE CAPABILITY 
• TTL COMPATtBlE 
• ALL CERAMIC "HERMETIC" PACKAGES 

PIN NAMES 

INPUTS (Pins 1,2,3,4,5,6,9, 10,13) 
OUTPUT (Pin 8) 

1 Unit Load (U.L.l = 40.uA HIGH/1.6 rnA LOW. 

SCHEMATIC DIAGRAM 

10 

1 

13 

4~~~ 
5 o--If--__ --J 

6 o-If--+--+-, 

lOADING 
HIGH lOW 

0.75 U.L. 0.38 U.l. 
1 0 U. L. 2.5 U. L. 

Typical Resistor Values 

R, = R2 = R4 = Rs = 10.4 W 
RJ = 3.2 kn 
R6 = 600 ~l 
R7 = 320 n 
Ra = 16 k!2 
R? = 2.66 n 
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13 

10 

LOG IC SYMBOL 

Vee = Pin 14 
Gnd = Pin 7 

CONNECTION DIAGRAMS 
DIP (TOP VIEW) 

14 

13 

12 

11 

10 

9 

FLATPAK (TOP VIEW) 

NC = No Internal Connection 

14 

13 

12 

11 

10 



FAIRCHILD LPTTL/SSle 9L54 

ABSOLUTE MAXIMUM RATINGS (above which the useful life may be impaired) 
Storage Temperature 
Temperature (Ambient) Under Bias 
VCC Pin Potential to Ground Pin 
*Input Voltage (dc) 
*Input Current (dc) 
Voltage Applied to Outputs (Output HIGH) 
Output Current (de) (Output LOW) 

*Either Input Voltage limit or Input Current limit is sufficient to protect the inputs. 

GUARANTEED OPERATING RANGES 

SUPPLY VOLTAGE (Vee) 
PART NUMBER 

MIN. TYP. MAX. 

9L54XM 4.5V 5.0V 5.5V 

9L54XC 4.75V 5.0V 5.25V 

-65°C to +150°C 
-55°C to +125°C 
-0.5 V to +7.0 V 
-0.5 V to +5.5 V 

-30 mA to +5.0 mA 
-0.5 V to +VCC value 

+30 mA 

TEMPERATURE 

-55°C to 125°C 

OoC to 75°C 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) (See Notes 1 & 2) 

LIMITS 
SYMBOL PARAMETER MIN. TYP. (Note 3) MAX. UNITS CONDITIONS 

VO H Output HIGH Voltage 2.4 3.3 Volts Vee = MIN., IOH = -0.4 mA, 

VIN = VIL 

VOL Output LOW Voltage 0.1 0.3 Volts Vee= MIN., IOL = 4.0 mA, 

V IN = VIH 
~,,- ----

VIH Input HIGH Voltage 2.0 Volts Guaranteed input logical HIGH 
voltage for all inputs 

~ 

VIL Input LOW Voltage 0.7 Volts Guaranteed input logical LOW 
voltage for all inputs 

IlL I nput LOW Current -0.38 -0.6 mA Vee = MAX., V IN = 0.3 V 0_ 
IIH Input HI G H Current 3.0 30 J.J.A Vee = MAX., V IN = 2.4 V 

1.0 mA Vee = MAX., VIN = 5.5 V 

Ise Output Short Circuit -10 -22 -40 mA Vee = MAX., V OUT = 0.0 V 

(Note 4) Current I nputs grounded. 

Icc Power Supply Current 2.6 3.7 mA Vee = MAX., Inputs HIGH 

1.6 2.7 mA Vee = MAX., Inputs LOW 

tpLH Turn Off Delay 28 ns Vce = 5.0 V, See Fig. 1 

tpHL Turn On Delay 22 ns CL = 15 pF 

NOTES: 
(1) Conditions for testing, not shown in the Table, are chosen to guarantee operation under "worst case" conditions. 
(2) The specified LIMITS represent the "worst case" value for the parameter. Since these "worst case" values normally occur at the 

temperature and supply voltage extremes, additional noise immunity and guard banding can be achieved by decreasing the allowable 
system operating ranges. 

(3) Typical limits are at Vce= 5.0V, 25°C, and max. loading. 
(4) Not more than one output should be shorted at a time. 

Fig. 1 SWITCHING TIME WAVEFORM 

VIN ----_... ,.-----

~------ -f15V 
IpLH -i f-: :..J ~ IPHL 

__ ---'f--- n -*\--15_V --
VOUT 

5-89 

I 



FAIRCHILD HIGH SPEED TTL/SSI • 9H55/54H55, 74H55 

EXPANDABLE 4-INPUT AND-OR-INVERT GATE 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vcc H G F E X Y Y GND Ne 

14 13 12 II 10 

ABe 0 x NC GND 

C Vee E 

Positive logic: Y = (ABCD) + (EFGH) + (X) 
X = Output of 9H60/54H60, 74H60 or 9H62/54H62, 74H62. 

NOTES: 
(a) Component values shown are typical. 
(b) Both expander inputs are used simultaneously for expanding. 
(c) If expander is not used leave X and X pins open. 

2.75 
kn 

EXPANDER IX 
s~N:~6~E xo-----+--, 

A0---4--f--+--1-K h 

80--'-"""+-1-1<1---+ 
INPUTS eo---4--J-KH 

750 
n 

470 
n 

2.75 
kn 

Vee 
60 
n 

(d) A total of four 9H60/54H60, 74H60 expander gates or one 9H62/54H62, 74H62 expander gate may be connected to the expander 
inputs. 

(e) NC - No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

9H55XM/54H55XM 9H55XC/74H55XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 
Input Loading for Each Input 1.25 1.25 U.L. 

X = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 21 
(Note 4) 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 22 
(Note 5) 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA, VIN = 0.8 V 22 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., IOL = 20 mA, VIN = 2.0 V 21 

Input HIGH Current 
50 p.A VCC = MAX., VIN = 2.4 V I 

24 IIH Each Input 
1.0 mA VCC = MAX., VIN = 5.5 V I 

IlL Input LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 23 

lOS Output Short Circuit Current -40 -100 mA VCC = MAX. 25 
(Note 3) 

ICCH Supply Current HIGH 4.5 6.4 mA VCC = MAX., VIN = 0 V 27 

ICCL Supply Current LOW 7.5 12 mA VCC = MAX., VIN = 4.5 V 26 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. Expander pins are open. 

(2) Typical limits are at VCC = 5.0 V, 25°C. 

(3) Duration of short-circuit test should not exceed 1 second. 

(4) Required at all input terminals of either AND section to ensure LOW level at output. 

(5) Required at one input terminal of each AND section to ensure HIGH level at output. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H55/54H55, 74H55 

ELECTRICAL CHARACTERISTICS (9H55/54H55 Circuits Only) Using Expander Inputs, VCC = 4.5 V, T A = -55°C 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

IINX Expander-Node Input Current "':'5.85 rnA Vx = 1.4 V 104 

VBE(Q) 
Base-Emitter Voltage of 

1.0 
Output Transistor Q 

Volts IOl = 20 rnA, 11 = 700 J,LA, R1 = on 29 

VOH Output HIGH Voltage 2.4 Volts IOH = -500 J,LA, 11 = 320 J,LA, 12 = -320 J,LA 30 

VOL Output lOW Voltage 0.4 Volts IOl = 20 rnA, 11 = 470 J,LA, R1 = 68n 29 

ELECTRICAL CHARACTERISTICS (9H55/74H55 Circuits Only) Using Expander Inputs, VCC = 4.75 V, T A = O°C 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

IINX Expander-Node Input Current -6.3 rnA Vx = 1.4 V 104 

VBE(Q) 
Base-Emitter Voltage of 

Output Transistor Q 
1.0 Volts IOl = 20 rnA, 11 = 1.1 rnA, R1 = on 29 

VOH Output HIGH Voltage 2.4 Volts IOH = -500 J,LA, 11 =570 J,LA, 12 = -570 J,LA 30 

VOL Output lOW Voltage 0.4 Volts IOl =20 rnA, 11 = 600 J,LA, R1 = 63n 29 I 
SWITCHING CHARACTERISTICS, Expander Pins are Open (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tPlH Turn Off Delay Input to Output 7.0 11 ns VCC = 5.0 V 

Cl = 25 pF T 

tpHl Turn On Delay Input to Output 6.5 11 ns Rl = 280n 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

tPlH Turn Off Delay Input to Output 11.4 
VCC = 5.0 V 

ns 
Cl = 25 pF 

U 

tpHl Turn On Delay Input to Output 7.7 ns 
RL = 280n 

*CX = 15 pF *MM &N N 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H60/54H60, 74H60 

DUAL 4-INPUT EXPANDER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

2X 2)( 20 GNO 2C 28 2A 
14 13 12 11 10 9 8 

SCHEMATIC DIAGRAM 
(EACH EXPANDER) 

..--------0 vee 
2.75 
k.ll 

..-----0 OUTPUT X 

Positive logic: X = ABCD when con­
nected to X and X pins of 9H50/54H50, 
74H50; 9H53/54H53, 74H53 or 
9H55/54H55, 74H55 circuit. 

1234567 
1X 1)( 1A VCC 18 1C 10 

RECOMMENDED OPERATING CONDITIONS 

9H60XM/54H60XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Maximum number of expanders that may 
be fanned in to one expandable AND OR 
Invert Gate 

MAX. 

5.5 

125 

4 

Ao--4-t-+-t-Kt-----, '----0 OUTPUT X 

INPUTS 

o-------KI----+------QGND 

Component values shown are typical. 

9H60XC/74H60XC 
UNITS 

MIN. TYP. MAX. 

4.75 5.0 5.25 Volts 

0 25 70 °c 

4 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts (Note 3) 31 

VIL Input LOW Voltage 0.8 Volts (Note 4) 32 

V CC = MIN., V IN = 2.0 V, V 1 = 1 .0 V 
0.4 Volts T A = -55°C, ION = 5.85 rnA 

VON On-State Output Voltage 
TA=O°C ION=6.3mA 

31 
VCC = MAX., VIN = 2.0 V, V1 = 0.6 V 

0.4 Volts T A = 125°C, ION = 7.85 rnA 
TA = 70°C, ION = 7.4 rnA 

IOFF Off-State Output Current 
320 }.LA T A = -55°C VCC = MIN., VIN = 0.8 V 

570 TA = O°C 
32 

}.LA V1 = 4.5 V, R = 575n 

-470 }.LA T A = -55°C VCC = MIN., VIN = 2.0 V 
ION On-State Output Current 33 

-600 }.LA TA = O°C V1 = 1.0 V 

IIH 
50 }.LA VCC = MAX., VIN = 2.4 V I 

Input HIGH Current Each Input 34 
1.0 mA VCC = MAX., VIN = 5.5 V I 

IlL Input LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 32 

ICC(ON) On-State Supply Current 1.9 3.5 mA VCC = MAX., VIN = 4.5 V, V1 = 0.85 V 35 

ICC(OFF) Off-State Supply Current 3.0 4.5 mA VCC = MAX., VIN = 0 V, V1 = 0.85 V 35 

OUTPUT CAPACITANCE, VCC AND GND TERMINALS OPEN (T A = 25°C) 

SYMBOL 
LIMITS TEST 

PARAMETER UNITS TEST CONDITIONS 
FIGURE MIN. TYP. MAX. 

Cx Effective Capacitance of 1.3 pF f = 1 MHz BB 
Output Transistor Q1 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
(2) Typical limits are at VCC = 5.0 V, 250 C. 
(3) Required at all input terminals to ensure output is in the on state. 
(4) Required at any input terminal to ensure output is in the off state. 
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FAIRCHILD TTL/SSI • 9N60/5460, 7460 

DUAL 4-INPUT EXPANDER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

1)( 1X 2X 2)( 20 

M~~I~ 

FLATPAK (TOP VIEW) 

2X 2X 20 GNO 2C 28 2A 
14 13 12 11 10 9 8 

1234567 
1X 1)( 1A VCC 18 1C 10 

Positive logic: X = ABCD when connected to X and X pins of 
9N50/5450, 7450; 9N53/5453, 7453 circuit. 

RECOMMENDED OPERATING CONDITIONS 

9N60X M/5460XM 
PARAMETER 

MIN. TYP. 

Supply Voltage VCC 4.5 5.0 

Operating Free-Air Temperature Range -55 25 

Maximum number of expanders that may be 
fanned-in to one expandable AND OR Invert Gate 

MAX" 

5.5 

125 

4 

SCHEMATIC DIAGRAM 
(EACH EXPANDER) 

OUTPUTS 
,-----ovcc 

~ 

Component values shown are typical. 

9N60XC/7460XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 70 

4 

UNITS 

-
Volts --
DC 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS TEST 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

FIGURE 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts. Guaranteed Input HIGH Voltage 31 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 32 
.-

VCC = MIN., VIN = 2.0 V 

VON On-State Output Voltage 0.4 Volts 
V1 = 1.0V, R = 1.1 k.n 

31 
TA = -55DC 

TA = ODC 
-

Off-State Output Current 
150 IJA T A = -55°CI VCC = MIN., VIN = 0.8 V 

32 IOFF 270 IJA TA = ODC 1 V1 =4.5 V, R = 1.2 k.n 

-0.3 mA T A = -55DC, VCC = MIN., VIN = 2.0 V, Vl = 1.0 V 33 ION On-State Output Current 
-0.43 mA VCC = 4"75 V, VIN = 2.0 V, Vl = 1.0 V 

40 IJA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 34 

1.0 mA VCC = MAX., VIN = 5.5 V I 
-

IlL I nput LOW Current -1.6 mA VCC = MAX., VIN = 0.4 V, Each Input 32 

ICC (on) On-State Supply Current 1.2 2.5 mA VCC = MAX., VIN = 5.0 V, Vl = 0.85 V 35 

ICC (off) Off-State Supply Current 2.0 4.0 mA VCC = MAX., VIN = 0 V, Vl = 0.85 V 35 

SWITCHING CHARACTERISTICS (TA = 25DC) 

PARAMETER 
LIMITS 

TEST CONDITIONS 
TEST 

SYMBOL UNITS FIGURE MIN. TYP. MAX. 

tPLH *Turn Off Delay Input to Output 15 30 ns VCC= 5.0V 

CL = 15 pF B 

tpHL *Turn On Delay Input to Output 10 20 ns RL = 400.0 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 

"'Through 9N50/5450, 7450; 9N53/5453, 7453. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H61/54H61, 74H61 

TRIPLE 3-INPUT EXPANDER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vcc 3C 36 3A 3X 1X 2X 1X 2X 3X GNO 3C 36 3A 

14 13 12 11 10 9 8 

1A 16 1C 2A 26 2C GNO 

Positive logic: X = ABC 

SCHEMATIC DIAGRAM 
(EACH EXPANDER) 

2.75 
kn 

I NPUTS l~o----+--K 

1.6kn 
Vee 

1A 16 1C VCC 2A 26 2C Component values shown are typical. 

When connected to the X input of the 9H52/54H52, 74H52 circuit. 

RECOMMENDED OPERATING CONDITIONS 

9H61 XM/54H61 XM 9H61 XC/74H61 XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

X = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts (Note 3) 114 

VIL Input LOW Voltage 0.8 Volts (Note 4) 113 

V CC = MIN., V I H = 2 V 
114 VON On-State Output Voltage 1.0 Volts T A = -55°C, ION = 4.5 mA 

TA = O°C, ION = 5.35 mA 

IOFF Off-State Output Current 50 J.LA 
VCC = MIN., VIL = 0.8 V 

113 
VOFF = 2.2 V, T A = MAX. 

50 J.LA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 78 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 mA VCC = MAX., VIN = 0.4 V, Each Input 79 

ICC(ON) On-State Supply Current 11 16 mA VCC = MAX., VIN = 4.5 V 81 

ICC(OFF) Off-State Supply Current 5.0 7.0 mA VCC = MAX., VIN = 0 V 81 

OUTPUT CAPACITANCE, VCC AND GND TERMINALS OPEN (TA = 25°C) 

LIMITS 
TEST CONDITIONS 

TEST 
SYMBOL PARAMETER UNITS 

FIGURE MIN. TYP. MAX. 

Cx Effective Capacitance of 1.3 pF f = 1 MHz CC 
Output Transistor Q1 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 

(3) Required at all input terminals to ensure output is in the on state. 
(4) Required at any input terminal to ensure output is in the off state. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H62/54H62, 74H62 

3-2-2-3-INPUT AND-OR EXPANDER 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 
Vee J I H G F X e B X GND X 

14 13 12 II 10 

ABe D E X GND 

INPUTS 

D o---~H(I-, 

INPUTS 

r-l)ll---+-<>---o G 

<>F 

'--------oGND 
Positive logic: 

X = (AB) + (CDE) + (FGH) + (IJ) OUTPUTS 
E Vee F 

Positive logic: Component val ues shown are typical. 

X = (ABC) + (DE) + (FG) + (HIJ) 

When connected to X and X pins of 9H50/54H50, 74H50; 9H53/54H53, 74H53 or 9H55/54H55, 74H55 circuit. 
RECOMMENDED OPERATING CONDITIONS 

9H62XM/54H62XM 9H62XC/74H62XC 
PARAMETER 

MIN. TYP. MAX. MIN. TYP. 

Supply Voltage V CC 4.5 5.0 5.5 4.75 5.0 

Operating Free-Air Temperature Range -55 25 125 0 25 

Maximum number of expanders that may 1 
be fanned in to one expandable AND OR 
Invert Gate 

MAX. 

5.25 

70 

1 

UNITS 

Volts 

°c 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

V IH Input HIGH Voltage 2.0 Volts (Note 3) 115 

V IL Input LOW Voltage 0.8 Volts (Note 4) 116 

VCC = MIN., VIN = 2.0 V, V1 = 1.0 V 
0.4 Volts T A = _55° C, ION = 5.85 mA 

VON On-State Output Voltage TA = O°C, ION = 6.3 mA 115 
VCC = MAX., VIN = 2.0 V, V1 = 0.6 V 

0.4 Volts T A = 125°C, ION = 7.85 mA 
TA = 70°C, ION = 7.4 mA 

320 J-LA TA = -55°C VCC = MIN., VIN = 0.8 V 
IOFF Off-State Output Current 

TA = O°C 
116 

570 J-LA V 1 = 4.5 V, R = 575[2 

-470 J-LA TA = -55°C VCC = MIN., VIN = 2.0 V 
ION On-State Output Current 

-600 TA = O°C 
117 

J-LA V1 = 1.0 V 

50 J-LA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current Each Input 119 

1.0 mA VCC = MAX., VIN = 5.5 V I 
IlL I nput LOW Current -2.0 mA VCC = MAX., VI N = 0.4 V, Each Input 118 

ICC(ON) On-State Supply Current 3.8 7.0 mA VCC = MAX., VIN = 4.5 V, V1 = 0.85 V 120 

ICC(OFF) Off-State Supply Current 6.0 9.0 mA VCC = MAX., VIN = 0 V, V1 = 0.85 V 120 

OUTPUT CAPACITANCE, VCC AND GND TERMINALS OPEN (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGUR MIN. TYP. MAX. E 

Cx Effective Capacitance of 1.3 pF f = 1 MHz BB 
Output Transistor Q1 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Required at all input terminals of one AND section to ensure output is in the on state. 
(4) Required at one input terminal of each AND section to ensure output is in the off state. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S64/54S64, 74S64 

4·2·3·2·1 NPUT AND·OR·INVERT GATE 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VIEW) 

Positive logic: ABCD + EF + GHE + JK 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
MIN. 

Supply Voltage VCC 4.5 

Operating Free-Air Temperature Range -55 
Input Loading for Each Input 

9S64XM/54S64XM 

TYP. MAX. 

5.0 5.5 

25 125 

1.25 

SCHEMATIC DIAGRAM 

Vee 

All inputs have Schottky clamp diodes. 

Component values shown are typical. 

9S64XC/74S64XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 75 

1.25 

UNITS 

Volts 

°c 

U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS 

SYMBOL PARAMETER TYP. UNITS 
(Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., liN = -18 mA 

I XM 2.5 3.4 
VOH Output HIGH Voltage 

l 
Volts VCC = MIN., 10H = -1.0 mA, VIN = 0;8 V 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., IOl = 20 mA, VIN = 2.0 V 

1.0 50 J.LA VCC = MAX., VIN = 2.7 V 
IIH Input HIGH Current 

1.0 mA VCC = MAX., VIN = 5.5 V 

IlL I nput LOW Current -1.4 -2.0 mA VCC = MAX., VIN = 0.5 V 

lOS 
Output Short Circuit CurreQ,t 

(Note 3) 
-40 -65 -100 mA VCC = MAX., VOUT = OV 

ICCH Supply Current HIGH 7.0 12.5 mA VCC = MAX., VIN = 0 V 

ICCL Supply Current LOW 8.5 16 mA VCC = MAX.,(Note 4) 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURES 

tpLH Turn Off Delay Input to Output 2.0 3.5 5.5 ns VCC = 5.0 V 
FF 

tpHL Turn On Delay Input to Output 2.0 3.5 5.5 ns Cl = 15 pF 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical I imits are at V CC = 5.0 V, 25° c. 
(3) Not more than one output should be shorted at a time. 
(4) ICCL is measured with all inputs of one gate open, and remaining inputs grounded. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S65/54S65, 74S65 

4-2-3-2-INPUT AND-OR-INVERT GATE (WITH OPEN COLLECTOR) 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VIEW) 

*OPEN COllECTOR 

Positive logic: ABCD + EF + GHI + JK 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
MIN. 

Supply Voltage VCC 4.5 

Operating Free-Air Temperature Range -55 

Input loading for Each Input 

t 9S65XM/54S65XM 

TYP. MAX. 

5.0 5.5 

25 125 

1.25 

SCHEMATIC DIAGRAM 

2.8k!! 

Component values shown are typical. 
All inputs have clamp diodes (not shown). 

9S65XC/74S65XC 

MIN. TYP. MAX. 
UNITS 

4.75 5.0 5.25 Volts 

0 25 75 °c 
---

1.25 U.L. 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 
... -

LIMITS TEST CONDITIONS 
SYMBOL PARAMETER TYP. UNITS 

MIN. (Note 2) MAX. 
(Note 1) 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 
-

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage --..• 

VCD Input Clamp Diode Voltage -1.2' Volts VCC = MIN., liN = -18 rnA 

IOH Output HIGH Current 0.1 250 /.LA VCC = MIN., VOH = 5.5 V, VIN = 0.8 V 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., IOL = 20 rnA, VIN = 2.0 V 

Input HIGH Current 
1.0 50 /.LA VCC = MAX., VIN = 2.7 V 

IIH 
1.0 rnA 

-
VCC = MAX., VIN = 5.5 V 

III Input LOW Current -1.4 -2.0 rnA VCC = MAX., VIN = 0.5 V 
--"" -

ICCH Supply Current HIGH 6.0 11.0 rnA VCC = MAX., VIN = 0 V 
-

ICCl Supply Current lOW 8.5 16 rnA VCC = MAX., (Note 3) 

SWITCHING CHARACTERISTICS (T A = 25°C) 
---

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURES 
-

tPLH Turn Off Delay Input to Output 2.0 5.0 7.5 ns VCC = 5.0 V 
FF 

tpHl Turn On Delay Input to Output 2.0 5.5 8.5 ns Cl = 15 pF 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical I imits are at V CC == 6.0 V, 25° c. 
(3) 'CCL is measured with all inputs of one gate open, and remaining inputs grounded. 

t To be announced 1972 
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FAIRCHILD TTL/SSI • 9N70/5470, 7470 

EDGE TRIGGERED JK FLIP-FLOP 

DESCRIPTION - The 9N70/5470, 7470 is a gated input edge triggered JK flip-flop offering direct clear and preset inputs, and complementary 
a and Q outputs. Information at the J and K inputs is transferred to the outputs on the positive edge of the clock pulse. 

Direct-coupled clock triggering occurs at a specific voltage level of the clock pulse, when the clock input threshold voltage has been passed, the 
gated inputs are locked out. 

These flip-flops are designed for medium to high speed applications and offer a significant saving in system power dissipation and package count 
where input gating is required. 

LOGIC AND CONNECTION DIAGRAM SCHEMATIC DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

K2 K3 Q GNO a 73 J2 
14 13 12 11 10 9 8 

NC - No internal connection. 
1 -2 3 ~ 

K1 CP SO vcc AO NC J 1 

Positive logic: 

LOW input to preset sets Q to HI G H level 
LOW input to clear sets Q to LOW level 
Preset or clear function can occur only 
when clock input is LOW 

Component values shown are typical. 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H On 

ao-----..-a 

PRESET 0--'" 
(SO) 

K 1 o---;:::===L") 

K2 

K3 O------A 

NOTES: 
J = J1 . J2 . J3 
K = K 1 . K2 . K3 
tn = Bit time before clock pulse. 
tn+1 = Bi! time-.after clock pulse. 
If inputs J3 or K3 are not used 
they must be grounded. 

LOGIC DIAGRAM 

(CP) CLOCK 
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FAIRCHILD TTL/SSI • 9N70/5470, 7470 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9N70XM/5470XM 9N70XC/7470XC 

UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Normalized Fan Out from Each Output, N 10 10 U.L. 

Clock Pulse Transition Time to HIGH Level, 5.0 150 5.0 150 ns 
t1(clock) (See Fig. D) 

Width of Clock Pulse, tp(clock) (See Fig. D) 20 20 ns 

Width of Preset Pulse, tp(preset) (See Fig. C) 25 25 ns 
-"-

Width of Clear Pulse, tp(clear) (See Fig. C) 25 25 ns 
-

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS TEST 

SYMBOL PARAMETER TYP. UNITS 
(Note 1) FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 36& 37 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW 36 & 37 

VOH Output HIGH Voltae 2.4 3.5 Volts VCC = MIN., 10H = -0.4 mA 36 
-

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA 37 
-" 

Input HIGH Current at J 1, J2,J3 , 40 p,A VCC = MAX., VIN = 2.4 V 
39 

IIH 
Kl, K2, K3 or Clock 1.0 mA VCC = MAX., VIN = 5.5 V 

Input HIGH Current at Clear 80 p,A VCC = MAX., VIN = 2.4 V 
39 

or Preset 1.0 mA VCC = MAX., VIN = 5.5 V 
"-- -""- -

I nput LO~ Current at J 1, J2, J
3

, 
-1.6 mA VCC = MAX., VIN = 0.4 V 38 

IlL 
Kl, K2, K3 or Clock 

---- --
I nput LOW Current at Clear 

-3.2 mA VCC = MAX., VIN = 0.4 V 38 
or Preset 

-
9N70/5470 I VCC = MAX. Output Short Circuit Current -20 -57 mA 

lOS 40 
(Note 3) -18 -57 mA 9N70/7470 I V IN = 0 V 

ICC Supply Current 13 26 mA VCC = MAX., VIN = 5.0 V 39 

-------

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURE 
--"--_."-r-------

fmax Maximum Clock Frequency 20 35 MHz D 

tsetup Maximum Input Setup Time 10 20 ns D 

thold Maximum Input Hold Time 0 5.0 ns VCC = 5.0 V D 

tpLH Turn Off Delay Clear or Preset to Output 50 ns CL = 15 pF C 

tpHL Turn On Delay Clear or Preset to Output 50 ns RL = 400n C 

tPLH Turn Off Delay Clock to Output 10 " 27 50 ns D 

tpHL Turn On Delay Clock to Output 10 18 50 ns D 
--"-'-- --

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H71/54H71, 74H71 
.---------------------------------------------------------------------------------------------------------------------, 

JK MASTER/SLAVE FLIP-FLOP WITH AND-OR INPUTS 

DESCRIPTION - The HSTTL/SSI 9H71 /54H71, 74H71 is a High Speed JK Master/Slave flip-flop with AND-OR gate inputs. The AND-OR 
gate inputs for entry into the master section are controlled by the clock pulse. The clock pulse also regulates the circuitry which connects the· 
master and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from AND-OR gate inputs 
to master. 3) Disable AN D-OR gate inputs. 4) Transfer information from master to slave. Logic state of J and K inputs must not be allowed to 
change when the clock pulse is in a HIGH state. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

K2B K2A Q GND Q SD J2B 

14 13 12 11 10 9 8 

Positive logic: 

LOW input to preset sets Q to HIGH level 

Preset is independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H an 

NOTES: 
J = (J1A·J1B)+(J2A·J2B) 
K = (K1A·K1B)+(K2A·K2B) 
tn = Bit time before clock pulse 
tn+ 1 = Bit time after clock pulse 

LOGIC DIAGRAM 

a~~--------~~~========~ 

PRESET ~~-. ________________ -. 
(So) 

K1A 

K1B 

K2A 

K2B, g:::===t:L-J 

CLOCK 
(CP) 
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SCHEMATIC DIAGRAM 

Component values shown are typical. 

CLOCK WAVEFORM 

HIGH 

lOW· 

Jo----...... ~-O a 

l=::t::::::g J 1 A 
J1B 

I=+==::::g J2A 

""......... J2B 



FAIRCHILD HIGH SPEED TTL/SSI • 9H71/54H71, 74H71 

RECOMMENDED OPERATING CONDITIONS 
-~-

PARAMETER 
9H71 XM/54H71 XM 9H71XC/74H71XC 

UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Ai r Temperature Range -55 25 125 0 25 70 °c 
--". 

Fan Out from Each Output 12.5 12.5 U.L. 
~-

Width of Clock Pulse, tp(clock) (See Fig. W) 12 12 ns 

Width of Preset Pulse, tp(preset) (See Fig. X) 16 16 ns 
-

Input Setup Time, tsetup (See Clock Waveform) ~ tp(clock) ~ tp(clock) 
Input Hold Time, thold 0 0 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS TEST 
SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

FIGURE 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 121 & 122 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW 121 & 122 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA 121 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA 122 

Input HIGH Current at J1A, J1 B, 50 /-LA VCC = MAX., VIN = 2.4 V 
124 

J2A, J2B, K1A, K1B, K2A, or K2B 1.0 mA VCC = MAX., VIN = 5.5 V 

150 /-LA VCC = MAX., VIN = 2.4 V 
124 IIH Input HIGH Current at Preset 

1.0 mA VCC = MAX., VIN = 5.5 V 
--

100 /-LA VCC = MAX., VIN = 2.4 V 
124 Input HIGH Current at Clock 

1.0 mA VCC = MAX., VIN = 5.5 V 

Input LOW Current at J1 A, J1 B, 
-2.0 mA VCC =MAX., VIN = 0.4 V 123 

IlL 
J2A, J2B, K1A, K1B, K2A, or K2B 

-
Input LOW Current at Preset -6.0 mA VCC = MAX., VIN = 0.4 V 123 

I nput LOW Current at Clock -4.0 mA VCC = MAX., VIN = 0.4 V 123 
---.- ----~ --~--.--

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -100 mA VCC = MAX., VIN = 0 V 127 

---------
ICC Supply Current 19 30 mA VCC = MAX. 124 

SWITCHING CHARACTERISTICS (T A = 25°C) 
--

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

fCLOCK Maximum Clock Frequency 25 30 MHz W 

tpLH Turn Off Delay Preset to Output 6.0 13 ns VCC = 5.0 V X 

tPHL Turn On Delay Preset to Outp\,J.t 12 24 ns CL = 25 pF X 

tpLH Turn Off Delay Clock to Output 6.0 14 21 ns RL = 280n W 

tpHL Turn On Delay Clock to Output 10 22 27 ns W 
-------

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H72/54H72, 74H72 

JK MASTER/SLAVE FLIP-FLOP WITH AND INPUTS 

DESCRIPTION - The HSTTL/SSI 9H72/54H72, 74H72 is a High Speed JK Master/Slave flip-flop with AND gate inputs. The AND gate inputs 
for entry into the master section are controlled by the clock pulse. The clock pulse also regulates the circuitry which connects the master and 
slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from AND gate inputs to master. 
3) Disable AN D gate inputs. 4) Transfer information from master to slave. Logic state of J and K inputs must not be allowed to change when 
the clock pulse is in a HIGH state. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

vcc So CP K3 K2 K 1 Q K3 K2 Q GNO 11 J3 J2 

14 13 12 11 10 9 

Kl CP SO vcc ~o NC Jl 

NC - No internal connection. 

Positive logic: 

LOW input to preset sets Q to HI G H level 

LOW input to clear sets Q to LOW level 

Preset and clear are independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H an 

NOTES: 
J = J1·J2·J3 
K = K1·K2·K3 
tn = Bit time before clock pulse 
tn+ 1 = Bit time after clock pulse 

LOGIC DIAGRAM 

a 

PRESET 
(SD) 

K1 

K2 
K3 

CLOCK 
(CP) 
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SCHEMATIC DIAGRAM 

~~.---

o 

.]~+ 
(CI') 

o 
Vee 

- ----------0 
Q 

Component values shown are typical. 

CLOCK WAVEFORM 

HIGH 

LOW 

.-------1-+_~ CLEAR 
(RD) 

J1 
J2 
J3 



FAIRCHILD HIGH SPEED TTL/SSI • 9H72/54H72, 74~72 
---------------------------------------------------"- -----

RECOMMENDED OPERATING CONDITIONS 

9H72XM/54H72XM 9H72XC!74H72XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Fan Out from Each Output 12.5 12.5 U.L. 
--~-~ ---"--

Width of Clock Pulse, tp(clock) (See Fig. W) 12 12 ns 

Width of Preset Pulse, tp(preset) (See Fig. X) 16 16 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 

Input Setup Time, tsetup (See Clock Waveform) ;;;. tp(clock) ;;;. tp(clock) 

I nput Hold Ti me, thold 0 0 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 41 & 42 
-----

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW 41 & 42 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., IOH = -0.5 mA 41 
--

VOL Output LOW Voltage 0.4 Volts VCC = MIN., IOL = 20 mA 42 

Input HIGH Current at 50 J.lA VCC = MAX., VIN = 2.4 V 
44 

J2, J3, Kl, K2, or K3 1.0 mA VCC = MAX., VIN = 5.5 V 
---~-

50 J.lA VCC = MAX., VIN = 2.4 V 
IIH Input HIGH Current at J1, 44 

1.0 mA VCC = MAX., VIN = 5.5 V 
-------

Input HIGH Current at Clock 100 J.lA VCC = MAX., VIN = 2.4 V 

VCC = MAX., VIN = 5.5 V 
44 

Preset or Clear 1.0 mA 

I nput LOW Current at J1, 
43 

IlL 
J2, J3, Kl, K2, K3, or Clock -2.0 mA VCC = MAX., VIN = 0.4 V 

I nput LOW Current at Preset 
-4.0 mA VCC = MAX., VIN = 0.4 V 43 

or Clear 
--- -

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -100 mA VCC = MAX., VIN = 0 V 45 

'-f- ---,-

ICC Supply Current 16 25 rnA VCC = MAX. 44 
__ L-_,_,_ 

SWITCHING CHARACTERISTICS (T A = 25°C) 

SYMBOL PARAMETER 
MIN. 

fCLOCK Maximum Clock Frequency 25 

Turn Off Delay Clear or Preset 
tpLH 

to Output 

tpHL 
Turn On Delay Clear or Preset 

to Output 

tpLH Turn Off Delay Clock to Output 6.0 

tpHL Turn On Delay Clock to Output 10 

NOTES: 

LIMITS 

TYP. MAX. 

30 

6.0 13 

12 24 

14 21 

22 27 

UNITS 

MHz 

ns 

ns 

ns 

ns 

TEST CONDITIONS 

VCC = 5.0 V 

CL=25pF 

RL = 280n 

TEST 
FIGURE 

W 

X 

X 

W 

w 

(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Note more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 

'-------------------------------------------,-
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FAIRCHILD TTL/SSI • 9N72/5472, 7472 

JK MASTER/SLAVE FLIP-FLOP WITH AND INPUTS 

DESCRIPTION - The TTL/SSI 9N72/5472, 7472 is a JK Master/Slave flip-flop with AND gate inputs. The AND gate inputs for entry into the 
master section are controlled by the clock pulse. The clock pulse also regulates the state of the coupling transistors which connect the master 
and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from AND gate inputs to master. 
3) Disable AND gate inputs. 4) Transfer information from master to slave. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

'K3 K2 Q GND a J3 J2 

14 13 12 11 10 

NC - No internal connection. 

Positive logic: 
LOW input to preset sets Q to HIGH level 
LOW input to clear sets Q to LOW level 
Preset and clear are independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 
L L an NOTES: 

J = Jl . J2 . J3 
L H L 

K = Kl . K2· K3 
H L H 

H H On 
tn = Bit time before clock pulse. 

tn+l = Bit time after clock pulse. 

SCHEMATIC DIAGRAM 

Component values shown are typical. 

CLOCK WAVEFORM 

LOGIC DIAGRAM 

Q ~=========L~~-++-~ Q 
CLEAR '--1----------..... 1---0 PRESET 

CLOCK 

5-104 



FAIRCHILD TTL/SSI • 9N72/5472, 7472 

RECOMMENDED OPERATING CONDITIONS 

9N72XM/5472XM 9N72XC/7472XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Normalized Fan Out from Each Output, N 10 10 U.L. 

Width of Clock Pulse, tp(clock) (See Fig. E) 20 20 ns 
-----

Width of Preset Pulse, tp(preset) (See Fig. F) 25 25 ns 
._--------

Width of Clear Pulse, tp(clear) (See Fig. F) 25 25 ns 

Input Setup Time, tsetup (See Fig. E) ;;. tp(clock) ;;. tp(clock) 

Input Hold Time, thold 0 0 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS 

SYMBOL PARAMETER TYP. UNITS 
(Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 

VIL I nput LOW Voltage 0.8 Volts Guaranteed I nput LOW 

VOH Output HIGH Voltage 2.4 3.5 Volts VCC = MIN., 10H = -0.4 mA 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA 

Input HIGH Current at J
1

, J
2

, J
3

, 40 p,A VCC = MAX., VIN = 2.4 V 

IIH 
K1, K2 or K3 1.0 mA VCC = MAX., VIN = 5.5 V 

Input HIGH Current at Clear 80 p,A VCC = MAX., VIN = 2.4 V 

Preset or Clock 1.0 mA VCC = MAX., VIN = 5.5 V 

I nput LOW Current at J 1 ' J2, J3, 
-1.6 rnA VCC = MAX., VIN = 0.4 V 

IlL 
K1, K2 or K3 

Input LOW Current at Clear, 
-3.2 mA VCC = MAX., VIN = 0.4 V 

Preset or Clock 

Output Short Circuit C;urrent -20 -57 mA 9N72/5472 I VCC = MAX. 
lOS 

(Note 3) -18 -57 mA 9N72/7472 I V IN = 0 V 

ICC Supply Current 10 20 mA VCC = MAX., VIN = 5.0 V 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

fmax Maximum Clock Frequency 15 20 MHz 

tpLH Turn Off Delay Clear or Preset to Output 16 25 ns VCC = 5.0V 

tpHL Turn On Delay Clear or Preset to Output 25 40 ns CL = 15 pF 

tPLH Turn Off Delay Clock to Output 10 16 25 ns RL = 400n 

tpHL Turn On Delay Clock to Output 10 25 40 ns 

NOTES: 

TES 
FIGU 

41 & 

41 & 

41 

42 

44 

44 

43 

43 

45 

44 

T 
RE 

42 

42 

TEST 
FIGURE 

E 

F 

F 

E 

E 

(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H73/54H73, 74H73 

DUAL JK MASTER/SLAVE FLIP-FLOP WITH SEPARATE CLEARS AND CLOCKS 

DESCRIPTION - The HSTTL/SSI 9H73/54H73, 74H73 is a High Speed Dual JK Master/Slave flip-flop with separate clears and separate 
clocks. Inputs to the master section are controlled by the clock pulse. The clock pulse also regulates the circuitry which connects the master 
and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from J and K inputs to master. 
3) Disable J and K inputs. 4) Transfer information from master to slave. Logic state of J and K inputs must not be allowed to change when the 
clock pulse is in a HIGH state. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Jl 01 Ql GND K2 Q2 li2 

14 13 12 11 10 9 8 

1 

CPi RDI Kl Vee CP2 AD2 J2 

Positive logic: 

LOW input to clear sets Q to LOW level 

Clear is independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H an 
NOTES: 
tn = Bit time before clock pulse. 
tn+1 = Bit time after clock pulse. 

a <>---tr.--:lI 

K <>----1 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

CLOCK 
(CP) 
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SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

Component values shown are typical. 
Resistor values are in ohms. 

HIGH 

LOW 

CLOCK WAVEFORMS 

I 

: MINIMUM I 

!---tsetup---! 

1O---+-oOQ 

..... ----...... -1--00 CLEAR 
(Ro) 

1------0 J 



FAIRCHILD HIGH SPEED TTL/SSI • 9H73/54H73, 74H73 
---

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9H73XM/54H73XM 9H73XC/74H73XC 

MIN. TYP. MAX. MIN. TYP. MAX. 
UNITS 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Fan Out from Each Output 12.5 12.5 U.L. 

Width of Clock Pulse, tp(clock) (See Fig. W) 12 12 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 

Input Setup Time, tsetup (See Clock Waveform) ;;;. tp(clock) ;;;. tp(clock) 

Input Hold Time, thold 0 0 

x = package type; F for Flaptak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this pro duct. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
T 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) FIG 
MIN. (Note 2) MAX. 

EST 
URE 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46 &47 

VIL I nput LOW Voltage 0.8 Volts Guaranteed I nput LOW 46 & 47 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., IOH = -0.5 mA 46 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., IOL = 20 mA 

Input HIGH Current at J or K 
50 p,A VCC = MAX., VIN = 2.4 V 

1 
1.0 mA VCC = MAX., VIN = 5.5 V 

IIH Input HIGH Current at Clock 
5.0 p,A VCC = MAX., VIN = 2.4 V 

1 
1.0 mA VCC = MAX., VIN = 5.5 V 

47 

26 

26 
I 

100 p,A VCC = MAX., VIN = 2.4 V 
Input HIGH Current at Clear 1 

1.0 mA VCC = MAX., VIN = 5.5 V 
26 

I nput LOW Current at J, 
-2.0 

IlL K or Clock 
mA VCC = MAX., VIN = 0.4 V 1 25 

I nput LOW Current at Clear -4.0 mA VCC = MAX., VIN = 0.4 V 1 25 

lOS 
Output Short Circuit Current 

-40 
(Note 3) 

-100 mA VCC = MAX., VIN = OV 50 

ICC Supply Current 32 50 mA VCC = MAX. 1 26 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS T 
SYMBOL PARAMETER UNITS TEST CONDITIONS FIG MIN. TYP. MAX. 

EST 
URE 

--
fCLOCK Maximum Clock Frequency 25 30 MHz W 

tpLH Turn Off Delay Clear to Output 6.0 13 ns VCC=5.0V X 

tpHL Turn On Delay Clear to Output 12 24 ns CL = 25 pF X 

tpLH Turn Off Delay Clock to Output 6.0 14 21 ns RL = 280n W 

tpHL Turn On Delay Clock to Output 10 22 27 ns W 
-

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the appl icable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N73/5473, 7473 • 9N107/S4107, 74107 

DUAL JK MASTER/SLAVE FLIP-FLOP WITH SEPARATE CLEARS AND CLOCKS 

DESCRIPTION - The TTL/SSI 9N73/5473, 7473 and 9N107/54107, 74107 are Dual JK Master/Slave flip-flops with a separate clear and a 
separate clock for each flip-flop. Inputs to the master section are controlled by the clock pulse. The clock pulse also regulates the state of the 
coupling transistors which connect the master and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 
2) Enter information from J and K inputs to master. 3) Disable J and K inputs. 4) Transfer information from master to slave. 

LOGIC AND CONNECTION DIAGRAM 

9N73/5473, 7473 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

I, 0, 0, GNO K2 02 02 
14 13 12 II 10 9 8 

I 2 3 4 J _6 7 
CP, RO ' K, vcc CP2 R02 J2 

Positive logic: 

LOW input to clear sets Q to LOW level 

Clear is independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H On 

NOTES: 
tn = Bit time before clock pulse. 
tn+ 1 = Bit time after clock pulse. 

Q o----4I~I__---c:lI 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

CLEAR~----r-'---------------~~ 

CLOCK WAVEFORM 

CLOCK~-------4--------------------4I~----------------~ 
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FAIRCHILD TTL/551 • 9N73/5473, 7473 • 9N107/54107, 74107 

RECOMMENDED OPERATING CONDITIONS 

9N73XM/5473XM 9N73XC/7473XC 

PARAMETER 9N107XM/54107XM 9N107XC/74107XC UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Normalized Fan Out from Each Output, N 10 10 U.L. 

~idth of Clock Pulse, tp(clock) (See Fig. E) 20 20 ns 

Width of Clear Pulse, tp(clear) (See Fig. F) 25 25 ns 

Input Setup Time, tsetup (See Fig. E) ;;;. tp(clock) ;;;. tp(clock) 

Input Hold Time, thold 0 0 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRIOAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS TEST 

SYMBOL PARAMETER TYP. UNITS 
(Note 1) FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46&47 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW 46& 47 

VOH Output HIGH Voltage 2.4 3.5 Volts VCC = MIN., 10H = -0.4 mA 46 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA 47 

40 IJ-A VCC = MAX., VIN = 2.4 V 
49 Input HIGH Current at J or K 

IIH 
1.0 mA VCC = MAX., VIN = 5.5 V 

Input HIGH Current at Clock 80 IJ-A VCC = MAX., VIN = 2.4 V 
49 

or Clear 1.0 mA VCC = MAX., VIN = 5.5 V 

I nput LOW Current at J or K -1.6 mA VCC = MAX., VIN = 0.4 V 48 

IlL I nput LOW Current at Clear 

or Clock 
-3.2 mA VCC = MAX., VIN = 0.4 V 48 

-
'Output Short Circuit Current -20 -57 mA 9N73/5473; 

VCC = MAX. lOS 
(Note 3) 9N 107/54107 

50 
-18 -57 mA 9N73/7473; 

VIN = OV 
9N107/74107 

ICC Supply Current 20 40 mA VCC=MAX. 49 

SWITCHING CHARACTERISTICS (TA = 25°C) 
-

, LIMITS 
TEST CONDITIONS 

TEST 
SYMBOL PARAMETER UNITS 

FIGURE MIN. TYP. MAX. 

f max Maximum Clock Frequency 15 20 MHz E 

tPLH Turn Off Delay Clear to Output 16 25 ns VCC=5.0V F 

tPHL Turn On Delay Clear to Output 25 40 ns CL = 15 pF F 

tPLH Turn Off Delay Clock to Output 10 16 25 ns RL = 400n. E 

tPHL Turn On Delay Clock to Output 10 25 40 ns E 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H74/54H74, 74H74 

DUAL D TYPE EDGE TRIGGERED FLIP-FLOP 

DESCRIPTION - The HSTTL/SSI 9H74/54H74, 74H74 is a High Speed Dual, Edge Triggered flip-flop utilizing TTL circuitry to perform D 
type flip-flop logic. Each flip-flop has individual clear and preset inputs, and also complementary Q and Q outputs. 

Information at input D is transferred to the Q output on the positive going edge of the clock pulse. Clock triggering occurs at a voltage level of 
the clock pulse and is not directly related to the transition time of the positive going pulse. When the clock input is at either the HIGH or LOW 

level, the D input signal has no effect. 

These circuits are fully compatible for use with the Fairchild TTL family. Input clamping diodes are provided to minimize transmission line 
effects and thereby simplify systems design. Maximum clock frequency is 35 MHz, with a typical power dissipation 9f 75 mW per flip-flop. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

SOl 01 01 GNO 02 02 S02 

14 13 12 11 10 9 8 

Asynchronous Inputs: 
LOW input to preset sets Q to HI G H level 
LOW input to clear sets Q to LOW level 
Preset and clear are independent of clock 

TRUTH TABLE (Each Flip-Flop) 

tn tn+1 

INPUT OUTPUT OUTPUT 
D Q 0 
L L H 

H H L 

H = HIGH Level, L = LOW Level 

NOTES: tn = bit time before clock pulse. 
tn+1 = bit time after clock pulse. 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage VCC 

Operating Free-Air Temperature Range 

Fan Out from Each Output r 
I 

Clock Frequency, fclock 

Width of Clock Pulse, tpw(clock) (See Figure Z or AA) 

Width of Preset pulse, tpw(preset) (See Figure Y) 

Width of Clear Pulse, tpw(clear) (See Figure Y) 

LOW Level 

HIGH Level 

SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

Component values shown are typical. 

LOGIC DIAGRAM (EACH FLIP-FLOP) 

PRESET o----~ 
(SO) 

CLEAR 
(RO) <>---9-+-----1 Q 

CLOC K <>--I""--+""*--I 
(CP) 

Q 

00---:=======1 

9H74XM/54H74XM 9H74XC/74H74XC 

MIN. TYP. MAX. MIN. TYP. MAX. 

4.5 5 5.5 4.75 5 5.25 

-55 25 125 0 25 70 

12.5 12.5 

25 25 

0 35 0 35 

15 15 

25 25 

25 25 

Input Setup Time, tsetup (See Note a) 
I HIGH Level Data (See Figure Z) 10 10 

I LOW Level Data (See Figure AA) 15 15 

Input Hold Time, thold (See Note b and Figures Z and AA) 0 0 

UNIT 

V 
DC 

U.L. 

MHz 

ns 

ns 

ns 

ns 

ns 

ns 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 
NOTES: 
(a) Setup time is the interval immediately preceding the positive going edge of the clock pulse during which interval the data to be recognized 

must be maintained at the input to ensure its recognition. 
(b) Hold time is the interval immediately following the positive going edge of the clock pulse during which interval the data to be recognized 

must be maintained at the input to ensure its continued recognition. 
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FAI RCHI LD HIGH SPEED TTL/SSI • 9H74/54H74, 74H74 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW 

VOH Output HIGH Voltage 2.4 3.5 Volts VCC = MI N., 10H = -1.0 mA 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 20 rnA 

50 J.LA VCC = MAX., VIN = 2.4 V 
Input HIGH Current into D 

1.0 mA VCC = MAX., VIN = 5.5 V 

IIH 
Input HIGH Current 100 J.LA VCC = MAX., VIN = 2.4 V 

into Preset or Clock 1.0 mA VCC = MAX., VIN = 5.5 V 

Input HIGH Current into Clear 150 J.LA VCC = MAX., VIN = 2.4 V 

into Clear 1.0 mA VCC = MAX., VIN = 5.5 V 

I nput LOW Current into 
-2.0 rnA VCC = MAX. VIN = 5.5 V 

Preset or D 
IlL 

Input LOW Current into 
-4.0 mA VCC = MAX., VIN = 0.4 V 

Clear or Clock 

lOS 
Output Short Circuit Current 

-40 -100 rnA VCC = MAX., V IN = 0 V 
(Note 3) 

30 42 rnA 9H74/54H74 J 
ICC Supply Current VCC = MAX. 

30 50 rnA 9H74/74H74 I 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER --- UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

fCLOCK Maximum Clock Frequency 35 43 MHz 

Turn Off Delay Clear or Preset 
20 tpLH ns 

Inputs to Output 

Turn On Delay Clear or Preset 
30 VCC = 5.0 V 

tpHL ns 
Inputs to Output CL = 25 pF 

Turn Off Delay Clock Input RL = 280[2 
tpLH 4.0 8.5 15 ns 

to Output 

Turn On Delay Clock Input 
7.0 13 20 tpHL ns 

to Output 

NOTES: 

TEST 
FIGURE 

52 & 53 

52 & 53 

52 

53 

55 

55 

55 

54 

54 

56 

55 

TE ST 
URE FIG 

Z& AA 

Y 

Y 

Z& AA 

Z& AA 

(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at Vee = 5.0 V, 25°e. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N74/5474, 7474 

DUAL D TYPE EDGE TRIGGERED FLlp···FLOP 
I _ 

DESCRIPTION - The 9N74/5474, 7474 are edge triggered dual 0 type flip-flops with direct clear and preset inputs and both Q and Q outputs. 
Information at the input is transferred to the outputs on the positive edge of the clock pulse. They are designed for use in medium to high speed 
applications. 

Clock triggering occurs at a voltage level of the clock pulse and is not directly related to the transition time of the positive going pulse. After 
the clock input threshold voltage has been passed, the data input (D) is locked out and information present will not be transferred to the output. 

The 9N74/5474, 7474 have the same clocking characteristics as the 9N70/5470, 7470 gated (edge triggered) flip-flop circuits. They can result 
in a significant saving in system power dissipation and package count in applications where input gating is not required. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

SOl 01 01 GNO 02 02 S02 

14 13 12 11 10 9 8 

AOl 01 CPl SOl 01 01 GND 

Positive logic: 
LOW input to preset sets Q to HI G H level 
LOW input to clear !jets Q to LOW level 
Preset and clear are independent of clock 

TRUTH TABLE (Each Flip-Flop) 

tn tn+1 

INPUT OUTPUT OUTPUT 

0 Q 0 
L L H 

H. H L 

NOTES: 
tn = bit time before clock pulse. 
tn+ 1 = bit time after clock pulse. 

LOGIC DIAGRAM (EACH FLIP-FLOP) 

PRESETo-____________ ~~r_~ 
(80) 

CLEAR o---.---~--------_t 
(RO) 

SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

Component values shown are typical. 

D--'-~OQ 

C LOC K (]---+----+--...... ------I 10-----00 
~--__ --------~L-_' 

(CP) 

o O-----------------~L__' 
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FAIRCHILD TTL/SSI • 9N74/5474, 7474 
r-------------------------------------------------------~- -----

RECOMMENDED OPERATING CONDITIONS 

9N74XM/5474XM 9N74XC/7474XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 
-_._--- ---

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 DC 

Normalized Fan Out from Each Output, N 10 10 U.L. 

Width of Clock Pulse, tp(clock) (See Fig. G) 30 30 ns 

Width of Preset Pulse, tp(preset) (See Fig. C) 30 30 ns 

Width of Clear Pulse, tp(clear) (See Fig. C) 30 30 ns 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. 

MIN. (Note 2) 

V,H Input HIGH Voltage 2.0 

V,L Input LOW Voltage 

VOH Output HIGH Voltage 2.4 3.5 

VOL Output LOW Voltage 0.22 

Input HIGH Current at D 

Input HIGH Current at Preset 
'IH or Clock 

Input HIGH Current 

at Clear 

I nput LOW Current at Preset 

',L 
or D 

Input LOW Current at Clear 

or Clock 

Output Short Circuit Current -20 
lOS 

(Note 3) -18 

ICC Supply Current 17 

SWITCHING CHARACTERISTICS (T A = 25
D
C) 

LIMITS 
SYMBOL PARAMETER 

MIN. TYP. 

fmax Maximum Clock Frequency 15 25 

tsetup Maximum Input Setup Time 15 

thold Maximum Input Hold Time 2.0 

tpLH Turn Off Delay Clear or Preset to Output 

tpHL Turn On Delay Clear or Preset to Output 

tPLH Turn Off Delay Clock to Output 10 14 

tPHL Turn On Delay Clock to Output 10 20 

NOTES: 

UNITS 
MAX. 

Volts 

0.8 Volts 

Volts 

0.4 Volts 

40 JjA 

1.0 mA 

80 JjA 

1.0 mA 

120 JjA 

1.0 mA 

-1.6 mA 

-3.2 rnA 

-57 mA 

-57 mA 

30 mA 

UNITS 
MAX. 

MHz 

20 ns 

5.0 ns 

25 ns 

40 ns 

25 ns 

40 ns 

TEST CONDITIONS 
(Note 1) 

Guaranteed Input HIGH 

Guaranteed I nput LOW 

VCC = MIN., 10H = -0.4 mA 

VCC = MIN., 10L = 16 mA __ 

VCC = MAX., Y,N = 2.4 V 

VCC = MAX., V,N = 5.5 V 

VCC = MAX., V,N = 2.4 V 

VCC = MAX., V'N= 5.5 V 

VCC = MAX., Y,N = 2.4 V 

VCC = MAX., VIN = 5.5 V 
--

VCC = MAX., Y,N = 0.4 V 

VCC = MAX., Y,N = 0.4 V 
~~~-

9 N74 /5474 I VCC = MAX. 

TES 
FIGU 

52 & 

52 & 

52 

53 

T 
RE 

53 

53 

-~----

55 

55 

55 

c--------

54 

54 

---~--

56 
9N74/7474_1 Y,N = 0 V 

VCC = MAX. -_l~55 

TEST 
TEST CONDITIONS 

FIGURE 
-.,~-----"-

G 

G 

VCC = 5.0 V G 

CL = 15 pF C 

RL = 400n. C 

G 

G 
---.-----

(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the ~pplicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25

D
C. 

(3) Not more than one output should be shorted at a time. 

L ____________________________________________________ ~--- -~-
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S74/54S74, 74S74 

DUAL D-TYPE EDGE TRIGGERED FLIP-FLOP 

DESCRIPTION - The 9S74/54S74, 74S74 dual edge-triggered flip-flops utilize Schottky TTL circuitry to produce very high speed D-type 
flip-flops. Each flip-flop has individual clear and preset inputs, and also complementary Q and Q outputs. 

Information at input D is transferred to the Q output on the positive-going edge of the clock pulse. Clock triggering occurs at a voltage level of 
the clock pulse and is not directly related to the transition time of the positive-going pulse. When the clock input is at either the HIGH or LOW 
level the D-input signal lias no effect. 

These circuits are fully compatible for use with most TTL or DTL circuits. Maximum clock frequency is 100 MHz with a typical power 
dissipation of 66 mW per flip-flop. 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VIEW) 

CLEAR2 CLOCK2 02 

VCC 02 PRESET 2 02 

Positive logic: LOW input to preset sets 
Q to HIGH level 

LOW input to clear resets 
Q to LOW level 

Preset and clear are inde­
pendent of clock 

SYNCHRONOUS 
TRUTH TABLE 

(EACH FLIP-FLOP) 

tn tn+1 

INPUT OUTPUT 

D Q Q 
L L H 

H H L 

H = HIGH level 
L = LOW level 
D = Data 

NOTES: 
A. tn = bit time before 

clock pulse 
B. tn+ 1 = bit time after 

clock pulse 

RECOMMENDED OPERATING CONDITIONS 

ASYNCHRONOUS 
TRUTH TABLE 

(EACH FLIP-FLOP) 

INPUT OUTPUT 

Preset Clear Q Q 
L L H H 

L H H L 

H l L H 

H H No Change 

t 9S74XM/54S74XM 
PARAMETER 

MIN. TYP. MAX. MIN. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 

Operating Free-Air Temperature Range -55 25 125 0 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

9S74XC!74S74XC 

TYP, MAX. 

5.0 5.25 

25 75 

UNITS 

Volts 

°c 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS SYMBOL PARAMETER TYP. UNITS 

(Note 1) 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts 'Guaranteed Input HIGH Voltag e 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., liN = -18 mA 

XM 2.5 3.4 
VOH Output HIGH Voltage Volts VCC = MIN., IOH = -1.0 mA 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., 10L = 20 rnA 

D 1.0 50 

Preset or 
IIH Input HIGH Current at 2.0 100 /.LA VCC = MAX., VIN= 2.7 V 

Clock 

Clear 3.0 150 

0 -1.4 -2.0 

Preset or 
IlL Input LOW Current at -2.8 -4.0 mA VCC = MAX., VIN = 0.5 V 

Clock 

Clear -4.2 -6.0 

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -65 -100 rnA VCC = MAX., VOUT = OV 

ICC Supply Current 30 50 rnA VCC = MAX. (Note 4) 

NOTES: 
(1) For conditions shown as M IN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
(4) ICC is measured with clock and data inputs grounded and either preset or clear inputs grounded. 
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FAIRCHILD 8UPER HIGH 8PEED TTL/881 • 9874/54874, 74874 

SWITCHING CHARACTERISTICS (T A = 25°C) 

SYMBOL 

f max 

tPlH 

tpHl 

tPlH 

tpHl 

CLOCK 

Q 

LIMITS 
UNITS TEST CONDITIONS PARAMETER 

MIN. TYP. MAX. 

Maximum Clock Frequency 100 MHz 

Turn Off Delay Clear or Preset to Output 4.0 ns 
VCC = 5.0 V 

Turn On Delay Clear or Preset to Output 7.0 ns 
Cl = 15 pF 

Turn Off Delay Clock to Output 7.0 ns 

Turn On Delay Clock to Output 7.0 ns 

SWITCHING CHARACTERISTICS 

PULSE 
GEN. 

I 
I SYNCH 

I 

PULSE 
GEN. 

*Includes all probe and jig capacitance. 

CLOCK 

f ~ 1 MHz 
tf = tr = 2.5 ns 
Amp = 0 to 3 V 
Duty cycle:; 50% 

PULSE GENERATOR SETTINGS 

D 

f ~ 500 kHz 
tf = tr = 2.5 ns 
Amp = 0 to 3 V 
tsetup (H IGH) = 5 ns 

tsetup (LOW) = 4 ns 

Duty cycle = Adjust pulse 
width to attain tsetup (HIGH) 
and tsetup (LOW) relative to 
clock as shown in waveforms. 

SWITCHING WAVEFORMS 

CLOCK TO OUTPUT DELAyt 

SWITCH IN POSITION 1 

tOirect set and clear inputs connected to 
Vee thru 2 kU resistor during test. 

5-115 

CLEAR 

Q 

DIRECT SET, CLEAR 

f ~ 1 MHz 
tf = tr = 2.5 ns 
Amp = 0 to 3 V 
Duty cycle =Adjust pulse 
width and synch to attain 
waveforms shown. 

DIRECT SET, AND CLEAR 
TO OUTPUT DELAY 

SWITCH IN POSITION 2 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H76/54H76, 74H76 

DUAL JK MASTER/SLAVE FLIP-FLOP WITH SEPARATE PRESETS, CLEARS AND CLOCKS 

DESCRIPTION - The HSTTL/SSI 9H76/54H76, 74H76 is a High Speed Dual JK Master/Slave flip-flop with separate presets, separate clears 
and separate clocks. Inputs to the master section are controlled by the clock pulse. The clock pulse also regulates the circuitry which connects 
the master and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from J and K inputs 
to master. 3) Disable J and K inputs. 4) Transfer information from master to slave. Logic state of J and K inputs must not be allowed to change 
when the clock pulse is a HIGH state. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

1K 10 10 GNO 2K 20 20 2J 

FLATPAK (TOP VIEW) 

1K 10 '-0 GNO 2K 20 20 2J 

16 15 14 13 12 II 10 9 

SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

PRE5ETo---h-------' .------' 

Positive logic: 

12345678 
1CP lS0 1F10 1J vee 2B> 2S0 2l'iO 

LOW input to preset sets Q to HI G H level 

LOW input to clear sets Q to LOW level 

Clear and preset are in.dependent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H On 

NOTES: 
tn = Bit time before clock pulse. 
tn+ 1 = Bit time after clock pulse. 

(So) 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

00--11--01 

PRESET 0---1 ..... ----... 
(So) 

K 0----41 

CLOCK 
(CP) 

5-116 

CLOCK 
(CP) 

Component values shown are typical. 

CLOCK WAVEFORM 

HIGH 

LOW 

..... ----...... t--o CLEAR 
(RO) 

TO OTHER 
FLIP-FLOP 
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FAI RCHI LD HIGH SPEED TT L/SSI • 9H76/54H76, 74H76 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9H76XM/54H76XM 9H76XC/74H76XC 

UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 
-~ 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 
Fan Out from Each Output 12.5 12.5 U.~. 

-~ 

Width of Clock Pulse, tp(clock) (See Fig. W) 12 12 ns 
-

Width of Preset Pulse, tp(preset) (See Fig. X) 16 16 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 
--

Input Setup Time, tsetup (See Clock Waveform) ~ tp(clock) ~ tp(clock) 
Input Hold Time, thold 0 0 

C" 

-----

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1.) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46 & 47 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW 46& 47 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA 46 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA 47 

Input HIGH Current at 50 JJA Vce = MAX., VIN = 2.4 V 
126 

IIH 
J, K or Clock 1.0 rnA VCC = MAX., VIN = 5.5 V 

Input HIGH Current at Clear 100 IJ.A VCC = MAX., V!N = 2.4 V 
126 

or Preset 1.0 mA VCC = MAX., VIN = 5.5 V 
"~ 

I nput LOW Current at J, 
-2.0 mA VCC = MAX., VIN = 0.4 V 125 

IlL 
K or Clock 

~------
I nput LOW Current at Clear 

-4.0 mA VCC = MAX"VIN = 0.4 V 125 
or Preset 

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -100 mA VCC = MAX., VIN = 0 50 

------ -

ICC Supply Current 32 50 mA VCC = MAX., VIN = 4.5 V 126 

SWITCHING CHARACTERISTICS ITA = 25°C) 

SYMBOL PARAMETER 
LIMITS 

TEST CONDITIONS 
TEST 

UNITS FIGURE MIN. TYP. MAX. 
-~-. 

fCLOCK Maximum Clock Frequency 25 30 MHz W 

tpLH Turn Off Delay Clear or Preset to 6.0 13 ns X 
Output VCC = 5.0 V 

tpHL Turn On Delay Clear or Preset to 12 24 ns CL = 25 pF X 
Output RL = 28051 

tpLH Turn Off Delay Clock to Output 6.0 14 21 ns W 

tpHL Turn on Delay Clock to Output 10 22 27 ns W 
'--_._-

NOTES: 
(1) For conditions shown as MIN. or MAX., use th.e appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD TTL/SSI • 9N76/5476, 7476 

DUAL JK MASTER/SLAVE FLIP-FLOP WITH SEPARATE PRESETS, CLEARS AND CLOCKS 

DESCRIPTION -- The TTLISSI 9N76/5476, 7476 is a Dual JK Master/Slave flip-flop with separate presets, separate clears and separate clocks. 
Inputs to the master section are controlled by the clock pulse. The clock pulse also regulates the state of the coupling transistors which connect 
the master and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from J and K inputs 
to master. 3) Disable J and K inputs. 4) Transfer information from master to slave. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) 

Positive logic: 

FLATPAK (TOP VIEW) 

K, Q, Q, GNO K2 Q 2 Q2 J2 
16 15 14 13 12 II 10 9 

1234~678 

Gp , so, Ro, J, Vce c P2 S02 R02 

LOW input to preset sets Q to HI G H level 
LOW input to clear sets Q to LOW level 
Clear and preset are independent of clock 

TRUTH TABLE -

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H On 

NOTES: 
tn = Bit time before clock pulse. 
tn+l = Bit time after clock pulse. 

SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

Component values shown are typical. 

CLOCK WAVEFORM 

LOW 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

00-------+_---------01 ,-+_-~ __ ~>------~4-~Q 

CLEAR~--+_~-------------~~ '"-+------------.-1---0 PRESET 

J:::::===--~K 

CLOCK~----~-----------~------------~ 

L-____________________________________________________________________________________________________________________ ~ 
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FAIRCHILD TTL/SSI • 9N76/5476, 7476 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9N76XM/5476XM 9N76XC17476XC 

UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Normalized Fan Out from Each Output, N 10 10 U.l. 

Width of Clock Pulse, tp(clock) (See Fig. E) 20 20 ns 

Width of Preset Pulse, tp(preset) (See Fig. F) 25 25 ns 

Width of Clear Pulse, tp(clear) (See Fig. F) 25 25 ns 

Input Setup Time, tsetup (See Fig. E) ~ tp(clock) ~ tp(clock) 

Input Hold Time, thold 0 0 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST CONDITIONS TEST 

SYMBOL PARAMETER TYP. UNITS 
(Note 1) FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46& 47 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW 46 & 47 

VOH Output HIGH Voltage 2.4 3.5 Volts VCC = MIN., 10H = -0.4 mA 46 

VOL Output LOW Voltage 0.22 0.4 Volts VCC = MIN., 10L = 16 mA 47 

40 J.LA VCC = MAX., VIN = 2.4 V 
Input HIGH Current at J or K 49 

IIH 
1.0 mA VCC = MAX., VIN = 5.5 V 

Input HIGH Current at Clear, 80 J.LA VCC = MAX., VIN = 2.4 V 
49 

Preset or Clock 1.0 mA VCC = MAX., VIN.= 5.5 V 

I nput LOW Current at J or K -1.6 mA VCC = MAX., VIN = 0.4 V 48 

IlL I nput LOW Current at Clear, -3.2 mA VCC = MAX., VIN = 0.4 V 48 
Preset, or Clock 

-
Output Short Circuit Current -20 -57 mA 9N76/54761Vcc = MAX. 

lOS 51 
(Note 3) -18 -57 mA 9N76/7476I VIN = 0 V 

ICC Supply Current 20 40 mA VCC = MAX. 49 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

fmax Maximum Clock Frequency 15 20 MHz E 

tPLH Turn Off Delay Clear or Preset to Output 16 25 ns VCC=5.0V F 

tPHL Turn On Delay Clear or Preset to Output 25 40 ns CL = 15 pF F 

tPLH Turn Off Delay Clock to Output 10 16 25 ns RL = 400ft E 

tpHL Turn On Delay Clock to Output 10 25 40 ns E 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Note more than one output should be shorted at a time. 
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FAI RCHI LD HIGH SPEED TTL/SSI • 9H78/54H78, 74H78 

DUAL JK MASTER/SLAVE FLIP-FLOP WITH SEPARATE PRESETS, AND A COMMON CLEAR AND ,CLOCK 

DESCRIPTION - The HSTTL/SSI 9H78/54H78, 74H78 is a High Speed Dual JK Master/Slave flip-flop with separate presets, a common clear 
and a common clock. I nputs to the master section are controlled by the clock pulse. The clock pulse also regulates the circuitry which connects 
the master and slave sections. The sequence of operation is as follows: 1) Isolate slave from master. 2) Enter information from J and K 
inputs to master. 3) Disable J and K inputs. 4) Transfer information from master to slave. Logic state of J and K inputs must not be allowed to 
change when the clock pulse is in a HIGH state. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vee SOl 1'10 J2 S02 ~P K2 

14 13 1211 10 9 8 

Positive logic: 

LOW input to preset sets Q to HI G H level 

LOW input to clear sets Q to LOW level 

Preset and clear are independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H On 

NOTES: 
tn = Bit time before clock pulse. 
tn+1 = Bit time after clock pulse. 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

a 0--___ -01 

PRESET o----t-+----.. 
(SO) 

K 0-----1 

CLOCK 
(CP) 

6-120 

60n 

SCHEMATIC DIAGRAM 
(EACH FLIP FLOP) 

CLOCK 
IC?I 

60n 

Component values shown are typical. 

CLOCK WAVEFORM 

HIGH 

LOW 

..... ----..-f--o CLEAR 
(RD) 

1--+---0 J 

TO OTHER 
FLIP-FLOP 

'---;------' 
TO OTHER 
FLIP-FLOP 

VCC 

GND 



FAIRCHILD HIGH SPEED TTL/SSI • 9H78/54H78, 74H78 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9H7BXM/54H7BXM 9H7BXC/74H7BXC 

UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Fan Out from Each Output 12.5 12.5 U.L. 

Width of Clock Pulse, tp(clock) (See Fig. W) 12 12 . ns 

Width of Preset Pulse, tp(preset) (See Fig. X) 16 16 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 

Input Setup Time, tsetup (See Clock Waveform) .2 tp(clock) .2 tp(clock) 

Input Hold Time, thold 0 0 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 
-----""--

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage· 2.0 Volts Guaranteed Input HIGH Voltage 46 & 47 

VIL Input LOW Voltage O.B Volts Guaranteed I nput LOW Voltage 46 &47 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., 10H = -0.5 mA 46 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., 10L = 20 mA 47 

50 p,A VCC = MAX., VIN = 2.4 V 
Input HIGH Current at J or K 126 

1.0 mA VCC = MAX., VIN = 5.5 V 
.-

Input HIGH Current at 100 p,A VCC = MAX., VIN = 2.4 V 
IIH 

Preset or Clock 1.0 mA VCC = MAX., VIN = 5.5 V 
126 

200 p,A VCC = MAX., VIN = 2.4 V 
Input HIGH Current at Clear 

1.0 VCC = MAX., VIN = 5.5 V 
126 

mA 

I nput LOW Current at J or K -2.0 mA VCC = MAX., VIN = 0.4 V 125 

IlL 
I nput LOW Current at 

-4.0 mA VCC = MAX., VIN =.0.4 V 125 
Preset or Clock 

I nput LOW Current at Clear -B.O mA VCC = MAX., VIN = 0.4 V 125 

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -100 mA VCC = MAX., VIN = OV 51 

~ 

ICC Supply Current 32 50 mA VCC = MAX. 126 

SWITCHING CHARACTERISTICS (T A = 25°C) 
.-

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 
- -

fCLOCK Maximum Clock Frequency 25 30 MHz W 

tpLH Turn Off Delay Clear to Output 6 13 ns VCC = 5.0 V X 

tpHL Turn On Delay Clear to Output 12 24 ns CL=25pF X 

tpLH Turn On Delay Clock to Output 6.0 14 21 ns RL = 2BOn W 

tpHL Turn On Delay Clock to Output 10 22 27 ns W 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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LPTTL/SSI 9L86 
LOW POWER QUAD EXCLUSIVE OR GATE 

DESCRIPTION - The Low Power TTL/SSI 9L86 consists of four Exclusive OR Gates. Designed for 
low power, medium speed operation, the 9L86 is useful in large number of code conversion, parity 
generation/checking and comparison applications. The exclusive OR gate produces an output when 
the inputs are complementary. The Boolean expression for the device is: Z = AS + AB. 

• TYPICAL PROPAGATION DELAY OF 25 ns 
• TYPICAL POWER DISSIPATION OF 25 mW 
• INPUT CLAMP DIODES LIMIT HIGH SPEED TERMINATION EFFECTS 
• ALL CERAMIC "HERMETIC" 14-LEAD DUAL IN-LINE AND FLAT PACKAGES 

• TTL COMPATIBLE 

PIN NAMES 

INPUTS (Pins 1,2,4,5,9,10,12,13) 
OUTPUTS (Pins 3,6,8, 11 ) 

1 Unit Load (U.L.) = 40 p.A HIGH/1.6 rnA LOW. 

SCHEMATIC DIAGRAM 

INPUTS 

5-122 

LOADING 

HIGH LOW 

0.75 U.L. 0.38 U.L. 
10 U.L. 2.5 U.L. 

LOGIC SYMBOL 

Vee = PIN 14 

GND=PIN7 

CONNECTION DIAGRAMS 
DIP (TOP VIEW) 

FLATPAK (TOP VIEW) 

r-----t;;;;;;J13 

~~~~ ~--~~12 

11 

r.==i't:::::J 10 



FAIRCHILD LPTTL/SSI • 9L86 

ABSOLUTE MAXIMUM RATINGS (above which the useful life may be impaired) 

Storage Temperature -65°C to +150°C 
Temperature (Ambient) Under Bias 

VCC Pin Potential to Ground Pin 

*Input Voltage (dc) 

*Input Current (de) 

Voltage Applied to Outputs (Output HIGH) 

Output Current (dc) (Output LOW) 

-55°C to +125°C 

-0.5 V to +7.0 V 

~0.5 V to +5.5 V 

-30 mA to +5.0 mA 

-0.5 V to +VCC value 

+30 mA 

*Either Input Voltage limit or Input Current limit is sufficient to protect the inputs. 

GUARANTEED OPERATING RANGES 

PART NUMBER 
SUPPLY VOLTAGE (VCC) 

TEMPERATURE 
MIN. TYP. MAX. 

9L86XM 4.5 V 5.0 V 5.5 V -55°C to 125°C 
9L86XC 4.75 V 5.0 V 5.25 V DoC to 75°C 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) (See Notes 1,2 & 3) 

LIMITS 

SYMBOL PARAMETER TYP. 
MAX. 

UNITS CONDITIONS 
MIN. 

Note 3 

VOH Output HIGH Voltage 2.4 3.6 Volts VCC = MIN., IOH = -0.4 mA, VIN = VIL or VIH per Truth Table 

VOL Output LOW Voltage 0.1 0.3 Volts VCC = MIN., IOL = 4.0 mA, VIN = VIH or VIL per Truth Table 

VIH Input HIGH Voltage 2.0 Volts Guaranteed input HIGH voltage for all inputs 
-

VIL Input LOW Voltage 0.7 Volts Guaranteed input LOW voltage for all inputs 

IlL Input LOW Current -0.48 -0.6 mA VCC = MAX., VIN = 0.3 V, other input = 4.5 V 

IIH Input HIGH Current 6.0 30 /JA VCC = MAX., VIN = 2.4 VTother input = 0.0 V 
1.0 mA VCC = MAX., VIN = 5.5 VI 

ISC· Output Short Circuit Current -10 -22 -40 mA VCC = MAX., VOUT = 0.0 V, "A" inputs = 0.0 V, "B" inputs = 4.5 V 

ICC Power Supply Current 6.8 9.5 mA VCC ~ MAX., All inputs = 0.0 V 
3.4 5.0 mA VCC = MAX., "A" inputs = 4.5 V, "8" inputs = 0.0 V 
6.3 9.0 mA VCC = MAX., All inputs = 4.5 V 

NOTES: 1. Conditions for testing, not shown in the Table, a're chose to guarantee operation under "worst case" conditions. 

2. The specified LIMITS represent the "worst case" value for the parameter. Since these "worst case" values normally occur at the 
temperature and supply voltage extremes, additional noise immunity and guard banding can be achieved by decreasing the 
allowable system operating ranges. 

3. Typical limits are at VCC = 5.0 V, 25°C, and max. loading. 

* Not more than one output should be shorted at a time. 

SWITCHING CHARACTERISTICS (TA = 25°C) 

SYMBOL PARAMETER 
9L86XM 9L86XC 

UNITS CONDITIONS 

MIN, TYP. MAX. MIN, TYP, MAX. 

tPLH 8 15 20 8 15 25 ns VIN1 = 5.0 V VCC = 5.0 V, 
Switching Times 

10 25 35 10 25 40 ns CL = 15 pF tPHL 

tpHH 12 25 40 12 25 40 ns VIN1 = 0.0 V 

tPLL 
Switching Times 

20 35 45 20 35 50 ns 

SWITCHING TIME WAVEFORMS TRUTH TABLE 

A B Z 

L L L 

L H H 

H L H 

H H L 
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FAIRCHILD TTL/SSI • 9N86/5486, 7486 

QUAD 2-INPUT EXCLUSIVE OR GATE 

DESCRIPTION - The TTL/SSI 9N86/5486, 7486 is a Quad 2-input Exclusive OR gate designed to perform the function: Y == AS + AB. When 
the input states are complementary, the output goes to the HIGH level. 

Input clamping diodes are provided to minimize transmission line effects. On chip input buffers are also provided to lower the fan in require­
ment to only 1 U.L.-i.unit load). The 9N86/5486, 7486 is fully compatible with all members of the Fairchild TTL family. 

INPUT A 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vee 
14 13 12 11 10 

TRUTH TABLE 

INPUTS OUTPUT 

A B Y 

L L L 

L H H 

H L H 

H H L 

Positive logic: Y A ffi B 

SCHEMATIC DIAGRAM 

7 
GND 

'---~----------------~----------------~--~-4~VCC 

-=-
INPUT B 0---------------+--1 

-=-

1/4 of Circuit shown. 
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FAIRCHILD TTL/SSI • 9N86/5486, 7486 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9N86X M/5486XM 9N86XC/7486XC 

UNITS 
MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage V CC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Normalized Fan Out I LOW Level 10 10 U.L. 

from Each Output N I HIGH Level 20 20 U.L. 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) , .. 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 98 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 98 

VOH Output HIGH Voltage 2.4 Volts VCC = MIN., IOH = -800 J.LA, VIH = 2.0 V, VIL = 0.8 V 98 

VOL Output LOW Voltage 0.4 Volts VCC = MIN., IOL = 16 rnA, VIH = 2.0 V, VIL = 0.8 V 99 

40 J.LA VCC = MAX., VIN = 2.4 V I 
IIH Input HIGH Current (Each Input) 100 

1.0 rnA VCC = MAX., VIN = 5.5 V I 
IlL Input LOW Current -1.6 rnA VCC = MAX., VIN = 0.4 V (Each Input) 101 

Output Short Circuit Current -20 -55 mA 9N86/5486 VCC = MAX., VIH = 4.5 V 
lOS 102 

(Note 3) -18 -55 mA 9N86/7486 VIL = 0 V 

30 43 mA 9N86/5486 
103 ICC Supply Current 

30 50 rnA 9N86/7486 
VCC = MAX., VIN = 4.5 V 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

15 23 Other Input Low 
tpLH Turn Off Delay Input to Output 

18 30 Other Input High 
VCC = 5.0 V 

ns CL = 15 pF S 
11 17 Other I nput Low 

tpHL Turn On Delay Input to Output 
13 22 Other Input High 

RL = 400n 
.' 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H101/54H101, 74H101 

JK EDGE TRIGGERED FLIP-FLOP WITH AND-OR INPUTS 

DESCRIPTION - The HSTTL/SSI 9Hl0l/54Hl0l, 74Hl0l is a High Speed JK Negative Edge Triggered flip-flop. The AND-OR gate inputs are 
inhibited while the clock input is LOW;when the clock goes HIGH, the inputs are enabled and data will be accepted. Logic state of J and K inputs 
may be allowed to change when the clock pulse is in a HIGH state and bistable will perform according to the truth table as long as minimum set 
up times are observed. I nput data is transferred to the outputs on the negative edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vee ep K2B K2A K1B K1A Q K2B K2A Q GND Q SD J2B 

14 13 12 11 10 9 8 

Positive logic: 

LOW input to preset sets Q to HI G H level 

Preset is independent of clock 

TRUTH TABLE 

tn tn+l 

J K a 

L L an 

L H L 

H L H 

H H an 

NOTES: 
J = (J1 A-J1 B) + (J2A-J2B) 
K = (k1A-K1B) + (K2A-K2B) 
tn = Bit time before clock 
tn+1 = Bit time after clock pulse 

LOGIC DIAGRAM 

a 

PRESET 
(So) 

K~A 

K1B 

K2A 

K2B 

CLOCK 
(CP) 
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CLOCK WAVEFORM 

Mlt~~~~M ~ l-
I 

I I 
I JK I 
14-- INPUTS -----I 

J ENABLED l 
JK INPUTS JK INPUTS 
INHIBITED INHIBITED 

Q 

J1A 

J1B 

J2A 

J2B 



FAIRCHILD HIGH SPEED TTL/SSI • 9H101/54H101, 74H101 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
9H 101XM/54Hl0l XM 9H 1 01 XC/74H 1 01 XC 

UNI 
MIN. TYP. MAX. MIN. TYP. MAX. 

TS 

Supply Voltage V CC 4.5 5.0 5.5 4.75 5.0 5.25 Vo Its 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Fan Out.from Each Output 12.5 12.5 U. L. 

Width of Clock Pulse, tp(clock) (See Fig. W) 10 10 ns 

Width of Preset Pulse, tp(preset) (See Fig. ~) 16 16 ns 

Input Setup Time, tsetup I LOW Level 13 13 
ns 

(See Clock Waveform) I HIGH Level 10 10 

Input Hold Time, thold 0 0 

Clock Pulse Transition Time, to (See Fig. W) 150 150 ns 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 121&122 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW 121 &122 

VOH Output HIGH Voltage 2.4 3.2 Volts VCC = MIN., 10H = -0.5 mA 121 

VOL Output LOW Voltage 0.25 0.4 Volts VCC = MIN., IOL = 20 mA 122 

50 ~A VCC = MAX., VIN = 2.4 V 
Input HIGH Current at J or K 

1.0 mA VCC = MAX., VIN = 5.5 V 
124 

- ---.-

100 ~A VCC = MAX., VIN = 2.4 V 
IIH Input HIGH Current at Preset 124 

1.0 mA VCC = MAX., VIN = 5.5 V 
-- -------

0 
Input HIGH Current at Clock 

-1.0 mA VCC = MAX., VIN = 2.4V 
124 

1.0 mA VCC = MAX., VIN = 5.5 V 
--

Input LOW Current at Jl A,Jl B, 

J2A, J2B, Kl A, K 1 B, K2A, K2B, or -1.0 -2.0 rnA VCC = MAX., VIN = 0.4 V 123 

IlL Preset 
-----"--~ 

Input LOW Current at Clock -3.0 -4.8 rnA VCC = MAX., VIN = 0.4 V 123 

-
Output Short Circuit Current 

lOS 
(Note 3) 

-40 -100 mA VCC = MAX., VIN = 0 V 127 

ICC Supply Current 20 38 mA VCC = MAX. 124 

SWITCHING CHARACTERISTICS (T A = 25°C) 
-

SYMBOL PARAMETER 
LIMITS TEST 

UNITS TEST CONDITIONS 
MiN. TYP. MAX. FIGURE 

-

fCLOCK Maximum Clock Frequency 40 50 MHz W 

tpLH Turn Off Delay Preset to Output 8.0 12 ns X 

tpHL 
Turn On Delay Preset to Output 

23 35 VCC=5.0V X (Clock LOW) ns 

Turn On Delay Preset to Output 
CL = 25 pF 

tpHL (Clock HIGH) 15 20 ns RL = 280n X 

tpLH Turn Off Delay Clock to Output 5.0 10 15 ns W 

tpHL Turn On Delay Clock to Output 8.0 16 20 ns W 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H102/54H102, 74H102 

JK EDGE TRIGGERED FLIP-FLOP WITH AND INPUTS 

DESCRIPTION - The HSTTL/SSI 9H102/54102, 74H102 is a High Speed JK Negative Edge Triggered flip-flop. They feature gated JK inputs 
and an asynchronous clear input. The AND gate inputs are inhibited while the clock input is LOW; when the clock goes HIGH, the inputs are 
enabled and data will be accepted. Logic state of J and K inputs may be allowed to change when the clock pulse is in a HIGH state and bistable 
will perform according to the truth table as long as minimum set-up times are observed. Input data is transferred to the outputs on the negative 
edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

K3 K2 Q GNO 'tl J3 J2 

14 13 12 11 10 9 8 

NC - No internal connection. 
Kl CP SO Vee 110 NC Jl 

Positive logic: 

LOW input to preset sets Q to HIGH level 

LOW input to clear sets Q to LOW level 

Preset and clear are independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 
L L an 
L H L 

H L H 

H H an 

NOTES: 
J = J1·J2·J3 
K = K1·K2·K3 
tn = Bit time before clock pulse 
tn+ 1 = Bit time after clock pulse 

LOGIC DIAGRAM 

a o-~~--c .--~.---~ 

PRESET 

SCHEMATIC DIAGRAM 

CLOCK WAVEFORM 

Mlt~~t~~M -! f--
I 

I I 
I JK I 
~ INPUTS ----I 

J ENABLED l 
JK INPUTS JK INPUTS 
INHIBITED INHIBITED 

10--__.---1 ~-..... __o Q 

(SOl 0--+ ...... ", 
~ ________ ~ __ +-________ -+~ ____ -+ ____ C~~+-~CLEAR 

K1 

K20---... 

K3 

CLOCK 
(CP) 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H102/S4H102, 74H102 

RECOMMENDED OPERATING CONDITIONS 

9H102XM/54H102XM 9H 1 02XC/74H 102XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 
- -

Fan Out from Each Output 12.5 12.5 U.L. 
--- --

Width of Clock Pulse, tp(clock) (See Fig. W) 10 10 ns 

Width of Preset Pulse, tp(preset) (See Fig. X) 15 15 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 15 15 ns 

Input Setup Time, tsetup I LOW Level 13 
, 

13 
----

ns 
(See Clock Waveform) I HIGH Level 10 10 

Input Hold Time, thold 0 0 

Clock Pulse Transition Time, to (See Fig. W) 150 150 ns 

x = package type; F for F latpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER UNITS TEST CONDITIONS (Note 1) 
TEST 

TYP. FIGURE 
MIN. (Note 1) MAX. 

V,H Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 41 & 42 

V,L Input LOW Voltage 0.8 Volts Guaranteed Input LOW 41 & 42 

VOH Output HIGH Voltage 2.4 3.2 Volts VCC = MIN., 10H = -0.5 mA 41 

VOL Output LOW Voltage 0.25 0.4 Volts VCC = MIN., 10L = 20 mA 42 
Input HIGH Current at J1, J2, J3 50 /.LA VCC = MAX., V,N = 2.4 V 

K1, K2, or K3 
44 

1.0 mA VCC =MAX., V,N = 5.5 V 

0 -1.0 mA VCC = MAX., V,N = 2.4 V 
I'H Input HIGH Current at Clock 

1.0 mA VCC = MAX., V,N = 5.5 V 
44 

100 /.LA VCC = MAX., V,N = 2.4 V 
Input HIGH Current at Preset or Clear 44 

1.0 mA VCC = MAX., V,N = 5.5 V 

Input LOW Current at J1, J2, J3 
-1.0 -2.0 mA VCC = MAX., V,N = 0.4 V 43 

',L K 1, K2, K3, Preset, or Clear 

I nput LOW Current at Clock -3.0 -4.8 mA VCC = MAX., V,N = 0.4 V 43 

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -100 mA VCC = MAX., VIN = 0 V 45 

ICC Supply Current 20 38 mA VCC = MAX. 44 

SWITCHING CHARACTERISTICS (TA = 25°) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

fCLOCK Maximum Clock Frequency 40 50 MHz W 

tPLH Turn Off Delay Preset to Output 8.0 12 ns X 

tpHL 
Turn On Delay Clear or Preset to Output 

23 35 ns VCC = 5.0 V X 
(Clock LOW) 

Turn On Delay Clear or Preset to Output 
CL = 25 pF 

tPHL (Clock HIGH) 
15 20 ns RL = 280n X 

tPLH Turn Off Delay Clock to Output 5.0 10 15 ns W 

tPHL Turn On Delay Clock to Output 8.0 16 20 ns W 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at V CC = 5.0 V, 25° c. 
(3) Not more than one Ol.ltput should be shorted at a time, and duration of short-circuit test should not exceed 1 second. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H103/54H103, 74H103 

DUAL JK EDGE TRIGGERED FLIP-FLOP WITH SEPARATE CLEARS AND CLOCKS 

DESCRIPTION - The HSTTL/SSI 9Hl03/54Hl03, 74Hl03 is a High Speed JK Negative Edge Triggered flip-flop. They feature individual J, K, 
clock, and asynchronous clear inputs to each flip-flop. When the clock goes HIGH, the inputs are enabled and data will be accepted. Logic state 
of J and K inputs may be allowed to change when the clock pulse is in a HIGH state and bistable will perform according to the truth table as 
long as minimum set-up times are observed. I nput data is transferred to the outputs on the negative edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

J l 51 0 1 GND K2 O2 52 

14 13 12 II 10 9 8 

Positive logic: LOW input to clear sets Q to LOW level 

Clear is independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 

L L an 

L H L 

H L H 

H H On 

NOTES: 
tn = Bit time before clock pulse 
tn+l = Bit time after clock pulse 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

CLOCK WAVEFORM 

MINIMUM 

'se,up --..j 
I 
I 

I JK I 
I---- INPUTS --I 

J ENABLED L 
JK INPUTS JK INPUTS 
INHIBITED INHIBITED 

a O--4~----------------------------~ ~------------------------~-oQ 

K 0-----11 

~--------~----+-----------~--~~--~~~~-o CLEAR 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H103/54H103, 74H103 

RECOMMENDED OPERATING CONDITIONS 

9H103XM/54H103XM 9H103XC/74H103XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage Vee 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 DC 

Fan Out from Each Output 12.5 12.5 U.L. 

Width of Clock Pulse, tp(clock) (See Fig. W) 10 10 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 

Input Setup Time, tsetup I LOW Level 13 13 

I 
ns 

(See Clock Waveform) HIGH Level 10 10 

Input Hold Time, thold 0 0 

Clock Pulse Transition Time, to (See Fig. W) 150 150 ns 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46 & 47 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input ~OW 46 & 47 
--.-

VOH Output HIGH Voltage 2.4 3.2 Volts VCC = MIN., 10H = -0.5 mA 46 
~ --

VOL Output LOW Voltage 0.25 0.4 Volts Vce = MIN., 10L = 20 mA 47 
~ 

Input H IG H Current at J or K 
50 /-LA Vce = MAX., VIN = 2.4 V 

126 
1.0 mA VCC = MAX., VIN = 5.5 V .. _ -.----

0 -1.0 mA Vce = MAX., VIN = 2.4 V 
IIH Input HIGH Current at Clock 126 

1.0 mA VCC = MAX., VIN = 5.5 V 

100 J.l.A Vce = MAX., VIN = 2.4 V 
126 Input HIGH Current at Clear 

1.0 mA VCC = MAX., VIN = 5.5 V -
IlL 

I nput LOW Current at J, K, or Clear -1.0 -2.0 mA VCC = MAX., VIN = 0.4 V 125 

I nput LOW Current at Clock -3.0 -4.8 mA VCC = MAX., VIN = 0.4 V 125 

lOS Output Short Circuit Current (Note 3) -40 -100 mA VCC = MAX., VIN = 0 V 50 
-

ICC Supply Current 40 76 mA VCC = MAX. 126 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
TEST CONDITIONS TEST 

SYMBOL PARAMETER UNITS 
FIGURE MIN. TYP. MAX. 

fCLOCK Maximum Clock Frequency 40 50 MHz W 

tPLH Turn Off Delay Clear to Output 8.0 12 ns X 

tpHL Turn On Delay Clear to Output 23 35 ns VCC = 5.0 V X 
(Clock LOW) 

CL = 25 pF 
tpHL Turn On Delay Clear to Output 15 20 ns 

RL = 280n 
X 

(Clock HIGH) 

tpLH Turn Off Delay Clock to Output 5.0 10 15 ns W 

tpHL Turn On Delay Clock to Output 8.0 16 20 ns W 

NOTES: 
(1) For conditions shown as MI N. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25

D
C. 

(3) Not more than one output should be shorted at a time and duration of short circuit test should not exceed 1 second. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9Hl06/54Hl06, 74Hl06 

DUAL JK EDGE TRIGGERED FLIP-FLOP WITH SEPARATE PRESETS, CLEARS AND CLOCKS 

DESCRIPTION - The HSTTL/SSI 9H106/54H106, 74H106 is a High Speed JK Negative Edge Triggered flip-flop. They feature individual J, K, 
clock, and asynchronous preset and clear inputs to each flip-flop. When the clock goes HIGH, the inputs are enabled and data will be accepted. 
Logic state of J and K inputs may be allowed to change when the clock pulse is in a HIGH state and bistable will perform according to the truth 
table as long as minimum set up times are observed. I nput data is transferred to the outputs on the negative edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (Top View) 

K1 01 01 GND K2 02 02 J2 
16 15 14 13 12 II 10 9 

12345678 
CP," SD 1 RD1 J 1 vee cP; SD

2 
RD2 

Positive logic: LOW input to preset sets Q to HI G H level 

LOW input to clear sets Q to LOW level 

Preset and clear are independent of clock 

TRUTH TABLE 

tn tn+1 

J K a 
L L an 
L H L 

H L H 

H H On 

NOTES: 
tn = Bit time before clock pulse 
tn+1 = Bit time after clock pulse 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

SCHEMATIC DIAGRAM 
(EACH FLlP-F LOP) 

CLOCK WAVEFORM 

JK INPUTS J 
INHIBITED 

MINIMUM 

'se,up ----l 
I 
I 

LJK INPUTS 
INHIBITED 

OO--.----------------------------~ ~--------------------------.---QO 

PRESET 
(SD) 

K 0------11 

CLOCK 
(CP) 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H106/54H106, 74H106 

RECOMMENDED OPERATING CONDITIONS 

9H 1 06XM/54H 106XM 9H 1 06XC/74H 1 06XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 
~--~ 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 
---I-- --

Operating Free-Air Temperature Range -55 25 125 0 25 70 DC 

Fan Out from Each Output 12.5 12.5 U.L. 

Width of Clock Pulse, tp(clock) (See Fig. W) 10 10 ns 
-

Width of Preset Pulse, tp(preset) (See Fig. X) 16 16 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 

Input Setup Time, tsetup I LOW Level 13 13 

I HIGH Level 
--- ns 

(See Clock Waveform) 10 10 

Input Hold Time, thold 0 0 
--.--

Clock Pulse Transition Time, to (See Fig. W) 150 150 ns 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 
--_., _._- ---"--- ._-

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46 & 47 

VIL Input LOW Voltage 0.8 Volts Guaranteed I nput LOW 46 & 47 
--.~-

VOH Output HIGH Voltage 2.4 3.2 Volts Vce = MIN., 10H = -0.5 mA 46 
-

VOL Output LOW Voltage 0.25 0.4 Volts VCC = MIN., 10L = 20 mA 47 

50 /.LA VCC = MAX., VIN = 2.4 V 
Input HIGH Current at J or K 126 

1.0 mA VCC = MAX., VIN = 5.5 V 

0 -1.0 mA VCC = MAX., VIN = 2.4 V 
IIH Input HIGH Current at Clock 

1.0 
-~ 126 

mA VCC = MAX., VIN = 5.5 V 

100 /.LA VCC = MAX., VIN = 2.4 V _ 
Input HIGH Current at Preset or Clear 126 

1.0 mA VCC = MAX., VIN = 5.5 v.._ 
Input LOW Current at J, K, Preset, -1.0 -2.0 mA VCC = MAX., VIN = 0.4 V 125 

IlL or Clear 

I nput LOW Cu rrent at Clock -3.0 -4.8 mA VCC = MAX., VIN = 0.4 V 125 

lOS Output Short Circuit Current (Note 3) -40 -100 mA VCC = MAX., VIN = 0 V 51 
-.-

ICC Supply Current 40 76 mA VCC = MAX. 126 

SWITCHING CHARACTERISTICS (T A = 25°) 

SYMBOL PARAMETER 
LIMITS TEST 

UNITS TEST CONDITIONS 
MIN. TYP. MAX. FIGURE 

--. 

fCLOCK Maximum Clock Frequency 40 50 MHz W 

tpLH Turn Off Delay Preset or Clear to Output 8.0 12 ns X 

tpHL Turn On Delay Clear or Preset to Output 23 35 ns VCC = 5.0 V X 
(Clock LOW) 

tPHL Turn On Delay Clear or Preset to Output 15 20 
CL = 25 pF 

X ns 
(Clock HIGH) RL = 280n 

tpLH Turn Off Delay Clock to Output 5.0 10 15 ns W 

tpHL Turn On Delay Clock to Output 8.0 16 20 ns W 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specifIed under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time and duration of short circuit test should not exceed 1 second. 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H108/54H108, 74H108 

DUAL JK EDGE TRIGGI:RED FLIP-FLOP WITH SEPARATE PRESETS AND A COMMON CLEAR AND CLOCK 

DESCRIPTION - The HSTTL/SSI 9H10S/54H10S, 74H10S is a High Speed JK Negative Edge Triggered flip-flop. They feature individual J,K, 
and asynchronous preset inputs to each flip-flop as well as common clock and asynchronous clear inputs. When the clock goes H IG H, the inputs 
are enabled and data will be accepted. Logic state of J and K inputs may be allowed to change when the clock pulse is in a H IG H state and bi­
stable will perform according to the truth table as long as minimum set-up times are observed. I nput data is transferred to the outputs on the 
negative edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VIEW) FLATPAK (TOP VIEW) 

Vee SOl RO J2 s02 CP K2 

14 13 12 II 10 

Positive logic: LOW input to preset sets Q to HIGH level 

LOW input to clear sets Q to LOW level 

Preset and clear are independent of clock 

TRUTH TABLE 

tn tn+1 

J K 0 

L L On 

L H L 

H L H 
-

H H On 

NOTES: 
tn = Bit time before clock pulse 
tn+1 = Bit time after clock pulse 

LOGIC DIAGRAM 
(EACH FLIP-FLOP) 

SCHEMATIC DIAGRAM 
(EACH FLIP-FLOP) 

CLOCK WAVEFORM 

JK INPUTS J 
INHIBITED 

MINIMUM 

tsetup -..1 
I 
I 

LJK INPUTS 
INHIBITED 

00--.----------------------------_ ~------------------------~~--o Q 

PRESET o--+~~~ ~~---+--~------------~~---+----------~ 

TO OTHER 
FLIP-FLOP 

(SO) ~----------~--~----------~4_--~----~ ~~~~~OCLEAR 

K 0--------1 

CLOCK 
(CP) 

TO OTHER FLIP-FLOP 

(RD) 

1-----oJ 

~--------------------------------------------------------------------------------------------------------------~ 
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FAIRCHILD HIGH SPEED TTL/SSI • 9H108/54H108, 74H108 

RECOMMENDED OPERATING CONDITIONS 

9H108XM/54H108XM 9H108XC/74H108XC 
PARAMETER UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 5.25 Volts 

Operating Free-Air Temperature Range -55 25 125 0 25 70 °c 

Fan Out from Each Output 12.5 12.5 U.l. 

Width of Clock Pulse, tp(clock) (See Fig. W) 10 10 ns 

Width of Preset Pulse, tp(preset) (See Fig. X) 15 15 ns 

Width of Clear Pulse, tp(clear) (See Fig. X) 16 16 ns 

Input Setup Time, tsetup l LOW Level 13 13 ns 

(See Clock Waveform) I HIGH Level 10 10 

Input Hold Time, thold 0 0 

Clock Pulse Transition Time, to (See Fig. W) 150 150 ns 

x = package type; F for Flatpak, D for Ceramic DIP, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
TEST 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 
FIGURE 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH 46 & 47 

VIL I nput LOW Voltage 0.8 Volts Guaranteed Input LOW 46 & 47 

VOH Output HIGH Voltage 2.4 3.2 Volts VCC = MIN., 10H = -0.5 mA 46 

VOL Output LOW Voltage 0.25 0.4 Volts VCC = MIN., 10L = 20 mA 47 

50 JJ,A VCC = MAX., VIN = 2.4 V 
Input HIGH Current at J or K 

1.0 mA VCC = MAX., VIN = 5.5 V 
126 

Input HIGH Current at Clock 
0 -1.0 mA VCC = MAX., VIN = 2.4 V 

126 

IIH 
1.0 mA VCC = MAX., VIN = 5.5 V 

100 /-LA VCC = MAX., VIN = 2.4 V 
Input HIGH Current at Preset 

1.0 mA VCC = MAX., VIN = 5.5 V 
126 

200 /-LA VCC = MAX., VIN = 2.4 V 
Input HIGH Current at Clear 

1.0 mA VCC = MAX., VIN = 5.5 V 
126 

I nput LOW Current at J, K, or Preset -1.0 -2.0 mA VCC = MAX., VIN = 0.4 V 125 

IlL Input LOW Current at Clock -6.0 -9.6 mA VCC = MAX., VIN '= 0.4 V 125 

I nput LOW Current at Clear -2.0 -4.0 mA VCC = MAX., VIN = 0.4 V 125 

lOS Output Short Circuit Current (Note 3) -40 -100 mA VCC = MAX., VIN = 0 V 51 

ICC Supply Current 40 76 mA VCC = MAX. 126 

SWITCHING CHARACTERISTIC~ (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

FIGURE MIN. TYP. MAX. 

fCLOCK Maximum Clock Frequency 40 50 MHz W 
r---

tpLH Turn Off Delay Preset or Clear to Output 8.0 12 ns X 

tPHL Turn On Delay Clear or Preset to Output 23 35 ns VCC = 5.0 V X 
(Clock LOW) 

tpHL Turn On Delay Clear or Preset to Output 15 20 ns 
CL = 25 pF 

X 
(Clock HIGH) RL = 280n 

tPLH Turn Off Delay Clock to Output 5.0 10 15 ns W 

tpHL Turn On Delay Clock to Output 8.0 16 20 ns W 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time and duration of short circuit test should not exceed 1 second. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S109 

DUAL JK FLIP-FLOP 

DESCRIPTION - The 9S109 consists of two high speed, com.,Eletely independent transition clocked JK flip-flops. The clocking opera.!lon is 
independent of rise and fall times of the clock waveform. The JK design allows operation as a D flip-flop by simply connecting the J and K pins 
together. The 9S109 is a pin for pin replacement of the 9024. 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VIEW) 

SET 
5(11) 

LOGIC DIAGRAM 

Q 
6(10) 

C1~~~R ----.-+----1 
CLOCK ---+-+-.... 

TRUTH TABLES 

SYNCHRONOUS ENTRY 
D MODE OPERATION 

INPUTS AT tn OUTPUTS AT tn+l 

D Q Q 

L L H 

H H L 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 

Supply Voltage V CC 

Operating Free-Air Temperature Range 

4(12) 

K 
3(13) 

SYNCHRONOUS ENTRY 
J-K MODE OPERATION 

INPUTS AT tn OUTPUTS AT tn+l 

J K 

L H 

L L 

H H 

H L 

L = LOW Logic Level 
H = HIGH Logic Level 

Q 

L 

H 

9S109XM 

MIN. TYP. 

4.5 5.0 

-55 25 

Q 

No Change 

H 

L 

Toggles 

MAX. 

5.5 

125 

Q 
7(9) 

ASYNCHRONOUS ENTRY INDEPENDE,NT 
OF CLOCK & SYNCHRONOUS INPUTS 

INPUTS OUTPUTS 

SD CD Q Q 

L L H H 

L H H L 

H L L H 

H H No Change 

9S109XC 
UNITS 

MIN. TYP. MAX. 

4.75 5.0 5.25 Volts 

0 25 15 DC 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 
SYMBOL PARAMETER TYP. UNITS 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts 

VIL Input LOW Voltage 0.8 Volts 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts 

VOH I XM 2.5 3.4 
Output HIGH Voltage 

I 
Volts 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts 

JK 1.0 50 

IIH Input HIGH Current at SD 2.0 100 /.LA 

CD 4.0 200 

JK -1.4 -2.0 

IlL Input LOW Current at SD -2.8 -4.0 mA 

CD -5.6 -8.0 

lOS 
Output Short Circuit Current 

(Note 3) 
-40 -65 -100 mA 

ICC Supply Current 32 52 mA 

Notes on following page 
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TEST CONDITIONS 

(Note 1) 

Guaranteed Input HIGH Volt age 

ge Guaranteed Input LOW Volta 

VCC = MIN., II = -18 mA 

VCC = MIN., 10H = -1.0 mA 

VCC = MIN., 10L = 20 mA 

VCC = MAX., VIN = 2.7 V 

VCC = MAX., VIN = 0.5 V 

VCC = MAX., VOUT = OV 

VCC = MAX., (Note 4) 



FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S109 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

f max Maximum Clock Frequency 100 MHz 

tpLH Turn Off Delay Clear or Preset to Output 4.0 ns 

tpHL Turn On Delay Clear or Preset to Output 7.0 
VCC = 5.0 V 

ns 

tpLH Turn Off Delay Clock to Output 7.0 
CL = 15 pF 

ns 

tpHL Turn On Delay Clock to Output 7.0 ns 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical I imits are at V CC = 5.0 V, 25° c. 
(3) Not more than one output should be shorted at a time. 

(4) ICC is measured Clock, Set and R inputs grounded. 

CLOCK 

Q 

SWITCHING CHARACTERISTICS 

t--_~O)VOUT 

__ --'Cl V

OUT 

* I ncludes all probe and jig capacitance. 

NOTE: For testing 9S109, connect J,t< pins together to form a D input. 

PULSE GENERATOR SETTINGS 

CLOCK 

f ~ 1 MHz 

tf = tr = 2.5 ns 

Amp = 0 to 3 V 

Duty cycle = 50% 

CLOCK TO OUTPUT DELAyt 

SWITCH I N POSITION 1 

JK 

f ~ 500 kHz 

tf = tr = 2.5 ns 
Amp = 0 to 3 V 

tsetup (HIGH) 

tsetup (LOW) 
Duty cycle = Adjust pulse 

width to attain tsetup (H I G H) 

and tsetup (LOW) refative to 
clock as shown in waveforms. 

SWITCHING WAVEFORMS 

PRESET 

CLEAR 

Q 

tOirect set and clear inputs connected to 
VCC thru 2 kn resistor during test. 
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DIRECT SET, CLEAR 

f ~ 1 MHz 

tf = tr = 2.5 ns 
Amp = 0 to 3 V 

Duty cycle = Adjust pulse 

width and synch to attain 

waveforms shown. 

DI RECT SET, AND CLEAR 
TO OUTPUT DELAY 

SWITCH IN POSITION 2 

I 



FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S112/54S112, 74S112 

DUAL JK EDGE-TRIGGERED FLIP-FLOP 

DESCRIPTION - The 9S112/54S112, 74S112 dual J K flip-flops feature individual J, K, clock, and asynchronous preset and clear inputs to 
each flip-flop. When the clock goes HIGH, the inputs are enabled and data will be accepted. The logic level of the J and K inputs may be 
allowed to change when the clock pulse is HIGH and the bistable will perform according to the truth table as long as minimum setup and hold 
time are observed. Input data is transferred to the outputs on the negative-going edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VIEW) 

CLEAR, CLOCK2 PRESET2 

VCC CLEAR2 K2 J 2 Q2 

Positive logic: LOW input to preset sets a to HIGH level. 

tn 

J K 

L L 

L H 

H L 

H H 

CLEAR 0----... 

RECOMMENDED OPERATING CONDITIONS 

LOW input to clear resets a to LOW level. 
Clear and preset are independent of clock. 

TRUTH TABLES 

t n+1 Preset Clear a 

a L L H 

an L H H 

L H L L 

a 

H 

L 

H 

H H H No Change 

an 

NOTES: 
A. tn = Bit time before clock pulse. 
B. t n+1 = Bit time after clock pulse. 

LOGIC DIAGRAM 

(Each Flip-Flop) 

CLOCK 

t----<l PRESET 

9S112XM/54S112XM 9S112XC/74S112XC 
PARAMETER 

MIN. TYP. MAX. MIN. TYP. 

Supply Voltage V CC 4.5 5.0 5.5 4.75 5.0 

Operating Free-Air Temperature Range -55 25 125 0 25 

MAX. 
UNITS 

5.25 Volts 

75 °c 
x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 
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FAIRCHILD 8UPER HIGH 8PEED TTL/881 • 98112/548112, 748112 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS TEST CONDITIONS 
SYMBOL PARAMETER TYP. UNITS 

(Note 1) 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltag e 

VCD Input Clamp Diode Voltage -065 -1.2 Volts VCC = MIN., II = -18 mA 

XM 2.5 3.4 
VCC = MIN., 10H = -1.0 mA VOH Output HIGH Voltage Volts 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., 10L = 20 mA 

J,K 1.0 50 

Clock 
VCC = MAX., VIN = 2.7 V IIH Input HIGH Current at 

Preset 2.0 100 
p,A 

Clear 

J,K -0.96 -1;6 

IlL Input LOW Current at Clock -2.8 -4.0 mA VCC = MAX., VIN = 0.5 V 
Preset 

-4.9 -7.0 
Clear 

lOS 
Output Short Circuit Current 

-40 -65 -100 mA VCC = MAX., VOUT = OV 
(Note 3) 

ICC Supply Current 30 50 mA VCC = MAX. (Note 4) 
--

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

f max Maximum Clock Frequency 80 125 MHz 

tpLH Turn Off Delay Clear or Preset to Output 7.0 ns 

tpHL Turn On Delay Clear or Preset to Output 7.0 
VCC = 5.0 V 

ns 

tpLH Turn Off Delay Clock to Output 7.0 
CL = 15 pF 

ns 

tpHL Turn On Delay Clock to Output 7.0 ns 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at V CC = 5.0 V, 25° c. 
(3) Not more than one output should be shorted at a time. 
(4) ICC is measured with outputs open, clock grounded and J,K, preset and clear at 4.5 V. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S113/54S113, 748113 

DUAL JK EDGE-TRIGGERED FLIP-FLOP 

DESCRIPTION - The 9S113/54S113, 74S113 offer individual J, K, preset, and clock inputs. These monolithic dual flip-flops are designed so 
that when the clock goes HIGH, the inputs are enabled and data will be accepted. The logic level of the J and K inputs may be allowed to change 
when the clock pulse is HIGH and the bistable will perform according to the truth table as long as minimum setup times are observed. Input 
data is transferred to the outputs on the negative-going edge of the clock pulse. 

tn 

J 

L 

L 

H 

H 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VI EW) 

CLOCK, K, J, 0, 
PRESET, 

Positive logic: LOW input to preset sets a to HIGH level 
Preset is independent of clock 

t n+1 

K a 
L On 

H L 

L H 

H On 

TRUTH TABLES 

Preset Q I a 
L H L 

H No Change 

NOTES: 
A. tn = Bit time before clock pulse. 
B. t n +1 = Bit time after clock pulse. 

LOGIC DIAGRAM 
(Each Flip-Flop) 

CLOCK 

~----o pREsn 

RECOMMENDED OPERATING CONDITIONS 

9S113XM/54S113XM 9S113XC174S113XC 
PARAMETER 

MIN. TYP. MAX. MIN. TYP. 

Supply Voltage V CC 4.5 5.0 5.5 4.75 5.0 

Operating Free-Air Temperature Range -55 25 125 0 25 

UNITS 
MAX. 

5.25 Volts 

75 DC 

x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S113/54S113, 74S113 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS TEST CONDITIONS 
SYMBOL PARAMETER TYP. UNITS 

(Note 1) 
MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltag e 

VCD Input Clamp DiodeVoltage -0.65 -1.2 Volts VCC = MIN., II = -18 mA 

XM 2.5 3.4 
VOH Output HIGH Voltage Volts VCC = MIN., 10H = -1.0 mA 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., 10L = 20 mA 

J,K 1.0 50 

IIH Input HIGH Current at Clock 2.0 100 {.LA VCC = MAX., VIN = 2.7 V 

Preset 2.0 100 

J,K -0.96 -1.6 

IlL Input LOW Current at Clock -2.8 -4.0 mA VCC = MAX., VIN = 0.5 V 
Preset -4.9 -7.0 

lOS 
Output Short Circuit Current 

-40 
(Note 3) 

-65 -100 mA VCC = MAX., VOUT = OV 

ICC Supply Current 30 50 rnA VCC = MAX. (Note 4) 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

f max Maximum Clock Frequency 80 125 MHz 

tpLH Turn Off Delay Clear or Preset to Output 7.0 ns 

tpHL Turn On Delay Clear or Preset to Output 7.0 
VCC=5.0V 

ns 

Turn Off Delay Clock to Output 7.0 
CL=15pF 

tpLH ns 

tpHL Turn On Delay Clock to Output 7.0 ns 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0 V, 25°C. 
(3) Not more than one output should be shorted at a time. 
(4) ICC is measured with outputs open, clock grounded and J,K, preset and clear at 4.5 V. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S114/54S114, 74S114 

DUAL JK EDGE-TRIGGERED FLIP-FLOP 

DESCRIPTION - The 9S114/54S114, 74S114 offer common clock and common clear inputs and individual J, K, and preset inputs. 

These monolithic dual flip-flops are designed so that when the clock goes HIGH, the inputs are enabled and data will be accepted. The logic 
level of the J and K inputs may be allowed to change when the clock pulse is HIGH and the bistable will perform according to the truth table 

as long as minimum setup times are observed. Input data is transferred to the outputs on the negative-going edge of the clock pulse. 

LOGIC AND CONNECTION DIAGRAM 
DIP (TOP VIEW) 

CLOCK PRESET 2 

VCC K2 J 2 O2 02 

CLEAR K, J, 0, 
PRESET, 

Positive logic: LOW input to preset sets a to HIGH level. 

tn 

J K 

L L 

L H 

H L 

H H 

Q 

LOW input to clear resets a to LOW level. 
Preset and clear are independent of clock. 

TRUTH TABLES 

t n+1 Preset Clear 

a L 

an L 
L H 

H H 
-
an 

NOTES: 
A. tn = Bit time before clock pulse. 
B. t n +1 = Bit time after clock pulse. 

LOGIC DIAGRAM 
(Each Flip-Flop) 

L 

H 

L 

H 

a a 

H H 

H L 

L H 

No Charge 

CLEAR n-----... 
t------o PRESET 

CLOCK 

RECOMMENDED OPERATING CONDITIONS 

9S114XM/54S114XM 9S114XC/74S114XC 
PARAMETER 

MIN. TYP. MAX. MIN. TYP. 

Supply Voltage VCC 4.5 5.0 5.5 4.75 5.0 

Operating Free-Air Temperature Range -55 25 125 0 25 

MAX. UNITS 

5.25 Volts 

75 °c 
x = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging I nformation Section for packages available on this product. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S114/54S114, 74S114 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS TEST CONDITIONS 
SYMBOL PARAMETER TYP. UNITS 

MIN. (Note 2) MAX. 
(Note 2) 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltag e 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltag e 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., II = -18 mA 

XM 2.5 3.4 
VOH Output HIGH Voltage Volts VCC = MIN., IOH = -1.0 mA 

XC 2.7 3.4 

VOL Output LOW Voltage 0.35 0.5 Volts VCC = MIN., IOL = 20 mA 

JK 1.0 50 

Clock 4.0 200 
IIH Input HIGH Current at 

Preset 2.0 100 
J.lA VCC = MAX., VIN = 2.7 V 

Clear 4.0 200 
--

JK -0.96 -1.6 

Clock -5.6 -8.0 mA VCC = MAX., VIN = 0.5 V IlL Input LOW Current at 
Preset -4.9 -7.0 

Clear -9.8 -14 

lOS 
Output Short Circuit Current 

-40 -65 -100 mA VCC = MAX., VOUT = OV 
(Note 3) 

ICC Supply Current 30 50 mA VCC = MAX. (Note 4) 

~ITCHING CHARACTERISTICS (T A = 25° C) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. 

f max Maximum Clock Frequency 80 125 MHz 

tpLH Turn Off Delay Clear or Preset to Output 7.0 ns 

tpHL Turn On Delay Clear or Preset to Output 7.0 ns 
VCC=5.0V 

tpLH Turn Off Delay Clock to Output 7.0 
CL = 15 pF 

ns 

tpHL Turn On Delay Clock to Output 7.0 ns 

Notes: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at Vee = 5.0 V, 25°e. 
(3) Not more than one output should be shorted at a time. 
(4) I ee is measured with outputs open, clock grounded and J, K, preset and clear at 4.5 V. 
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FAIRCHILD SUPER HIGH SPEED TTL/SSI • 9S140/54S140, 74S140 

DUAL 4-INPUT NAND LINE DRIVER 

LOGIC AND CONNECTION DIAGRAM 

DIP (TOP VI EW) 

Positive logic: Y = ABCD 

NC-No internal connection. 

RECOMMENDED OPERATING CONDITIONS 

PARAMETER 
MIN. 

Supply Voltage VCC 4.5 

Operating Free-Air Temperature Range -55 

Fan Out From Each Output 

9S140XM/54S140XM 

TYP. MAX. 

5.0 5.5 

25 125 

37.5* 

*37.5 (U.L.J IS the LOW drrve factor and 75 (U.L.J IS the HIGH drive factor. 

SCHEMATIC DIAGRAM 

(EACH GATE) 

r------.------...--o Vee 

1.5 kSl 350 II 25 !! 

Component values shown are typical. 

9S140XC/74S140XC 

MIN. TYP. MAX. 

4.75 5.0 5.25 

0 25 75 

:37.5* 

OUTPUT 
y 

UNITS 

Volts 

°c 

U.l. 

X = package type; F for Flatpak, D for Ceramic Dip, P for Plastic Dip. See Packaging Information Section for packages available on this product. 

ELECTRICAL CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (Unless Otherwise Noted) 

LIMITS 

SYMBOL PARAMETER TYP. UNITS TEST CONDITIONS (Note 1) 

MIN. (Note 2) MAX. 

VIH Input HIGH Voltage 2.0 Volts Guaranteed Input HIGH Voltage 

VIL Input LOW Voltage 0.8 Volts Guaranteed Input LOW Voltage 

VCD Input Clamp Diode Voltage -0.65 -1.2 Volts VCC = MIN., liN = -18mA 

Output HIGH VOltagef 
XM 2.0 2.8 VCC = MIN., VIN = 0.5V, 

VOH Volts 
XC 2.0 2.8 RO = 50n to Gnd 

VOL Output LOW Voltage 0.4 0.5 Volts VCC = MIN., IOL = 60mA, VIN = 2.0V 

1.0 100 /.LA VCC = MAX., VIN = 2.7V J 
IIH Input HIGH Current Each Input 

1.0 mA VCC = MAX., VIN = 5.5V I 
IlL Input LOW Current -2.5 -4.0 mA VCC = MAX., VIN = 0.5V ;::ach Input 

lOS 
Output Short Circuit Current 

-50 
(Note 3) 

-150 -225 mA VCC = MAX., VOUT = OV 

ICCH Supply Current HIGH 8.2 18.0 mA VCC = MAX., VIN = OV 

ICCL Supply Current LOW 27.2 44.0 mA VCC = MAX., Inputs Open 

SWITCHING CHARACTERISTICS (T A = 25°C) 

LIMITS TEST 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN. TYP. MAX. FIGURES 

tPLH Turn Off Delay Input to Output 2.0 4.0 6.5 ns 
VCC = 5.0V 

DO 

tPHL Turn On Delay Input to Output 2.0 4.0 6.5 ns 
CL = 50pF 

NOTES: 
(1) For conditions shown as MIN. or MAX., use the appropriate value specified under recommended operating conditions for the applicable 
device type. 
(2) Typical limits are at VCC = 5.0V, 25°C. 
(3) Not more than one output should be shorted at a time. 
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46 

40 

35 

30 

FAIRCHILD SERIES TTL/SSI 

9N/54,74 
TYPICAL CHARACTE R ISTICS* 

PROPAGATION DELAY 
TIME TO LOW LEVEL 

VERSUS 
AMBIENT TEMPERATURE 

Vec ' 5 V 

~E~ 1~i.A-

45 

40 

w 
::! 35 f= 
>-

g 30 

PROPAGATION DELAY 
TIME TO HIGH LEVEL 

VERSUS 
AMBIENT TEMPERATURE 

I I VCC - 5 V 
N ·10 

I I SEE Fig. A 

C~ • 156PF 

z 25 0 
1 1 

CL ' 50 pF 
5 25 

r--r-r- CL '150pF -r-r-~~ -...... r--i-- r-_ 
~ ::::: t::--

~ 
~ 20 

~ 15 
I 

§. 10 

-- SdRIE-S ~4 -r-
o 
-55 -35 -15 5 25 45 65 85 105 125 

5 

40 
~ 
I 

w 35 
::! 
f= 
>- 30 
:) 
~ 25 
z 
o 
~ 20 

<>: 

~ 15 

I 10 

J. 

o 

TA • AMBIENT TEMPERATURE -"e 

PROPAGATION DELAY 
TIME VERSUS 

AMBIENT TEMPERATURE 

VCC' 5 V 
N'10 
SEE Fig. A 

CL '150pF 
l""-t---H-t--t---r--l"-t---~L '50pF 

-

-

r--r-- - r--I---f- CL '15pF - -I--t---- SERIES74 -r-
-55 -35 -15 5 25 45 65 85 105 125 

0.6 

> 
~ 0.5 

~ 
~ 0.4 
..J 

~ 
..J 0.3 

~ 
I­
~ 0.2 
~ o 
I :? o. 1 

T A - AMBIENT TEMPERATURE -"C 

LOW LEVEL OUTPUT 
VOLTAGE VERSUS 

SINK CURRENT 

VC~· 5 ~ 
+A .J5"C/ V,N ·2.4V 

r- SEE Fig. 1 

/ l/ 
~v 

TA • 125"C ~ ~-25"C 

/~ ~ ~ /' 

~ 
~,.., 

~ 

~ 

10 15 20 25 30 35 40 45 
IOL - SINK CURRENT - rnA 

~ 
CJ 20 
;t 

~ 15 
C~ • 15

1
PF 

I 
:J: 

10 ..J 
~ 

I I 
1 1 

-i ~ S1RIES 74 .. ~ 
o 
~55 -35 -15 5 25 45 65 85 105 125 

TA - AMBIENT TEMPERATURE ~ "C 

OUTPUT VOLTAGE VERSUS 
INPUT VOLTAGE 

4.5 

4.0 

~ 3.5 
w 
~ 3.0 

~ 2.5 
I-

~ 2.0 
o 
~ 1.5 

>0 1.0 

0.5 

4.5 

> 4.0 
I 

~ 3.5 <>: 
':i 
0 3.0 > 
..J 

~ 2.5 

:J: 
CJ 2.0 :;: 

~ 1.5 

0 1.0 I 
:J: 

? 0.5 

VCC
I
'5V

I 

r-TA L125"l 
N'lO 
SEE Figs. 1 & 2 

TA - -55"e ..... ~ 

~' ~ 
\ \ r'\ 

Tr 26;C \-H 
\ r\ .\ 

\ \ 
0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 

Y'N - INPUT VOLTAGE - V 

HIGH LEVEL OUTPUT 
VOLTAGE VERSUS 

LOAD CURRENT 

VCC ~ 5 V 

LTA -125"~ 
V ,N ·O.4V-
SEE Fig. 2 

~ Y TA ' 25"C 

1"= ~ 
~~ 

TA ' -55"C 

~ 

'" ~ ~ 
~ 

10 15 20 25 30 

'OH - LOAD CUR RENT - rnA 

*Unless otherwise noted, data as shown is applicable for: 9NOO/5400, 7400; 9N02/5402, 7402; 
9N04/5404, 7404; 9N10/5410, 7410; 9N20/5420, 7420; 9N30/5430, 7430; 9N50/5450, 7450; 
9N51/5451, 7451; 9N53/5453, 7453; 9N54/5454, 7454. 
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50 

40 

30 

20 

10 

OUTPUT CURRENT VERSUS 
OUTPUT VOLTAGE 

(OUTPUT LOW) 

1 1 J h r- Vcc = 5.0V 

VI. / 
!LV 

// 
if! 

IV 
VI / --.-

TA' 125°C ~ 0 V I, _55°C --. 
25°C

2 ( / V FOR 9500.
1
9503. 9504. 

/ 95OS. 9520. 9522 

I 
.... 
z 
a: 

FAIRCHILD SERIES TTL/SSI 

9S/54S,74S 
TYPICAL INPUT AND OUTPUT CHARACTERISTICS 

OUTPUT CURRENT VERSUS 
OUTPUT VOLTAGE 

(OUTPUT HIGH) 
1.0 

-1.0 

-3.0 

125JC .... 

~~ 

INPUT CURRENT 
VERSUS 

INPUT VOLTAGE 

2JoC 
125°C, --.LlL 

f(f --- 2~oC - S5°C t 
"' _56°C V~C - 5~OV I 

I 
OTHER INPUT5 OPEN 

B 30~-+--4---~~~+--1--~~ 
TA- _66°C 

~ 
o 
I 
:1: 
9 

-6.0 

-7.0 

- TA - 26°C 

I-r- TA' 125°C 

F 0 ~5~~~~"s~~~~'S~~04. -

5.0 

~ 4.0 

~ 
I 

3.0 
~ 
~ 
0 2.0 > .... 

~ 1.0 0 
I 

.... 
OJ 
0 
> 

OUTPUT VOLTAGE 
VERSUS 

INPUT VOLTAGE 
VCC = 5.0V 

TA= 125°C 

.......... TA' 25°C 
TAI- -J5°C --f--

\ "\ \ 
1\ ""\ I'\. 
\ i\ " 1\ \ \ 

\ 
\ I\, ~ 

FOR 9500. 9504. 9520 
o 

o 
/l" 

100 
/ 

200 300 
I I I I 

SOO 600 
-9.0 

-1.0 0 1.0 400 3.0 5.0 7.0 9.0 
-1.0

0
.
5 0.7 0.9 1.1 1.3 1.5 1.7 

VOL - OUTPUT VOLTAGE - mV VOH' OUTPUT VOLTAGE VOLT5 V,N -INPUT VOLTAGE - VOLT5 V,N - INPUT VOLTAGE - VOLTS 

OUTPUT CURRENT VERSUS 
OUTPUT VOLTAGE 

(OUTPUT LOW) 

OUTPUT CURRENT VERSUS 
OUTPUT VOLTAGE 

(OUTPUT HIGH) 

INPUT CURRENT 
VERSUS 

INPUT VOLTAGE 

OUTPUT VOLTAGE 
VERSUS 

INPUT VOLTAGE 
120 

100 

80 

60 

40 

20 

a 

V~C = s.6v T~' -5~oC _ -! '/ i r- ~CC ~ 5.0~ 25°C-Y!J 
hIM 

5.0 

~CC ~ 50~ -

a 

_55°C -20 
55 c....J TA = 12SoC I I 

TA=25°C ~ ~ 
~~ 

~ -40 

-1.0 125°C -~rff 
25°C - {u- '-.··55"'C 

V\ 
IA 

4.0 

':i 
~ 

r-~ TA = 25°C Tl=~5So~ - -

........... 

~ 
Z. 

~V 
/'/ 

TA = 125°C_ 
~ ,/1 

. _._. 
TA=25°C_ L.. "/ 

V V lI- TA = -55°C 

125°C 

r'- ." 

c··- -

I 
.... 
Z -60 
a: 
a: 
[l -80 

~ 
~ -100 
o 
I 
:1:-120 
9 

-140 

f- TA' 126° 

/.P' 
~ 

12fC If' 
) ~r---- -660C 

~" -­

-3.0 ~..!J4-1f--+--+--t--+-~--+--1 

TA = 125';C 

-5.0 1-IH1+--+-
'

.....,11--+_-+--t_.+--+-+--1 
_ T ~ = 25;C_ .._ 

-7.0 I-IH-t---__ T+A 1_= --!~r5"'_C+--+--t __ +--+-+--1 

I 3.0 

'" <i .... 
0 2.0 
> .... 
OJ 
.... 

1.0 OJ 
0 

I 
.... 
OJ 

~ 

""\ ........ 
\ ....... 1"-

\ \ I\. 
1\ 
\ 1\ \ 

........ A - .. ~ .. f--

- _.-

- --f- _ .. -
VV / FOR 9540. 95140 ~ i' 25°C I FOR ,9540, ~5140 

f· . -
FOR 9540. 95140 FOR 9540. 95140 

100 200 300 400 500 

VOL - OUTPUT VOLTAGE - mV 

-160 
600 0 1.0 2.0 3.0 4.0 

-9.0 UII.....L...---L._L-....l_-L---l_-'--...J---l----l -1.0 
-10 0 1.0 3.0 5.0 7.0 9.0 0.6 

VOH - OUTPUT VOLTAGE - VOLTS INPUT VOLTAGE - VOLT5 

TYPICAL PROPAGATION DELAY TIME CHARACTERISTICS 
FOR 9S GATES, BUFFER, AND INVERTER 

0.8 1.0 1.2 1.4 

V,N -INPUT VOLTAGE -VOLTS 

PROPAGATION DELAY TIME, 
LOW-TO-HIGH-LEVEL OUPUT 

VERSUS 

PROPAGATION DELAY TIME, 
LOW·TO·HIGH-LEVEL OUTPUT 

VERSUS 

PROPAGATION DELAY TIME, 
HIGH·TO-LOW-LEVEL OUTPUT 

VERSUS 
FREE-AIR TEMPERATURE 

10 

B.O 

6.0 

4.0 

2.0 

a 
-7S 

VCC' 5.0V 

CL' IS0pF _ ,....- ;""" 

J =5~F 
L _I'""" ---6L = IS~F --~ -

-25 25 75 125 

~. 

;:: I 

>-

~ g 
Z 

0 
0 -' 

~ > 

~ ± 
~ ~ 
~ :; 
I ~ 

:1: ~ 
-'0 
&-' 

10 

8.0 -
8.0 

4.0 

2.0 

a 
4.S 

TA - AMBIENT TEMPERATURE -"C 

PROPAGATION DELAY TIME, 
HIGH-TO-LOW LEVEL OUTPUT 

VERSUS SUPPLY VOLTAGE 

TA = 25°C 

CL = 150pF 

8.0 \:::;::;:\;:=,p.-\--i-...,""""=r:=1===j 

6.0 ~-+--_t_~f--+--+---+--+~ 
CL = 50pF 

4.01---+-+---II---+--+--+--+__--1 
CL'15pF 

2.0 ~-+-_t_--tL-..+-+---+--+--1 

O~___L._..l_---l _ _L __ ~___L._....L...~ 

4.5 4.75 S.O 5.25 S.S 

VCC - SUPPLY VOLTAGE - VOLT5 

SUPPLY VOLTAGE FREE·AIR TEMPERATURE 
10 

TA - 26°C 

r---r-- CL'15OpF 

I r---

cl. 5~F 
CL-I5pF 

4.75 5.0 S.25 

VCC - SUPPLY VOLTAGE - VOLT5 
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5.5 

B.O 

B.O 

-
4.0 '-t--. 

2.0 

r- Vcc= 5.0V 

o 
-75 

I I 
-26 

CL= IS0pF ---
CL =' SOPF 

CL - 15pF 

25 75 

TA - AMBIENT TEMPERATURE -"C 

POWER DISSIPATION PER GATE 
VERSUS 

FREQUENCY 
80 

VCC I. 5.JV I 1 I 1 
I-TA' 25°C 70 

DUTY CYCLE - 50% 

60 

so 

40 

--- /'" 
30 

20 

10 

o 
1.0 2.0 4.0 6.08.010 20 40 60 80100 

f - FREQUENCY - MHz 

,..... 

125 

1.6 1.8 


	5-000
	5-001
	5-002
	5-003
	5-004
	5-005
	5-006
	5-007
	5-008
	5-009
	5-010
	5-011
	5-012
	5-013
	5-014
	5-015
	5-016
	5-017
	5-018
	5-019
	5-020
	5-021
	5-022
	5-023
	5-024
	5-025
	5-026
	5-027
	5-028
	5-029
	5-030
	5-031
	5-032
	5-033
	5-034
	5-035
	5-036
	5-037
	5-038
	5-039
	5-040
	5-041
	5-042
	5-043
	5-044
	5-045
	5-046
	5-047
	5-048
	5-049
	5-050
	5-051
	5-052
	5-053
	5-054
	5-055
	5-056
	5-057
	5-058
	5-059
	5-060
	5-061
	5-062
	5-063
	5-064
	5-065
	5-066
	5-067
	5-068
	5-069
	5-070
	5-071
	5-072
	5-073
	5-074
	5-075
	5-076
	5-077
	5-078
	5-079
	5-080
	5-081
	5-082
	5-083
	5-084
	5-085
	5-086
	5-087
	5-088
	5-089
	5-090
	5-091
	5-092
	5-093
	5-094
	5-095
	5-096
	5-097
	5-098
	5-099
	5-100
	5-101
	5-102
	5-103
	5-104
	5-105
	5-106
	5-107
	5-108
	5-109
	5-110
	5-111
	5-112
	5-113
	5-114
	5-115
	5-116
	5-117
	5-118
	5-119
	5-120
	5-121
	5-122
	5-123
	5-124
	5-125
	5-126
	5-127
	5-128
	5-129
	5-130
	5-131
	5-132
	5-133
	5-134
	5-135
	5-136
	5-137
	5-138
	5-139
	5-140
	5-141
	5-142
	5-143
	5-144
	5-145
	5-146

