


































































































































































































































































































































































































































































FAIRCHILD TTL/MONOSTABLE • 96802 

SJ 
I 

TYPICAL CHARACTERISTICS 

OUTPUT PULSE WIDTH 
VERSUS TIMING RESISTOR (Rx) 
AND TIMING CAPACITOR (Cx) 

a: 100 
0 
t;; 

" 
101---+-H-C>-"-+--+-++"'-4 

10 100 1000 

tw - OUTPUT PULSE WIDTH (µs) 

*Guaranteed Limits are 4.9 µs to 5.5 µs. 

OUTPUT PULSE WIDTH VERSUS 
TIMING CAPACITANCE FOR LOW 

VALUES OF ex (f 1000 pF) 

"' 10-A l---+-+-++--+---+-+-++--+-...-1-+44--l 
I 

J: 
>­
Q 

10-5 1---+-+± ...... 
"] 

ii: 
10-6f---t-::l:;!..i.-"'f--+-+++--l:,,,,e-'f-t-H--:;J 

>­
=> 
0 

10 100 1000 

Cx - TIMING CAPACITANCE - pF 

*Guaranteed Limits are 4.9 µs to 5.5 µs. 
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FAIRCHILD TTL/MONOSTABLE • 96802 

TYPICAL CHARACTERISTICS (Cont'd! 

MINIMUM OUTPUT PULSE WIDTH 
VERSUS POWER SUPPLY VOLTAGE 

(NO EXTERNAL TIMING CAPACITOR) 

NORMALIZED OUTPUT PULSE 
WIDTH VARIATION 

VERSUS AMBIENT TEMPERATURE 

DELAY FROM NEGATIVE TRIGGER 
INPUT To TO OUTPUTS 

VERSUS AMBIENT TEMPERATURE 

INPUT 
PULSE 

0.6~-~-~-~-~-~-~ 

TA -AMBIENT TEMPERATURE - 'C 

DELAY FROM POSITIVE TRIGGER 
INPUT 11 TO OUTPUTS 

VERSUS AMBIENT TEMPERATURE 

> 
~ tPLH - TRUE OUTPUT (Q) ~ 
~ 12i::::::::t===*'=~*"~::i:::::::.j__~ 

§' t---+--+--+---+-Vcc = s.o v _ 
CL=115pF 

10~-~-~-~-~-~-~ 
0 

TA - AMBIENT TEMPERATURE - °C 

TA - AMBIENT TEMPERATURE- °C 

~ 13 

~ 12f---+=--f"='-+--+---+--~ 

,.9 

~· 

' a ,e 

TA - AMBIENT TEMPERATURE - °C 

NORMALIZED OUTPUT PULSE WIDTH 
VARIATION VERSUS DUTY CYCLE 

4.0 

ii-9601, 9602 (REFERENCE ONLY) 

lL 
k-". '""" 

2.0 

~ -2.0 

~ 
' <i -40 

DUTY CYCLE - % 

AC CIRCUITS AND WAVEFORMS 
INPUT PULSE 

I oo 100 kHz 

t'°'"'j 
Amp oo 3.0 V 

Width "' 100 ns 

Cx Rx "15V 
tr= tf ~ 5 ns 

Vee VIN 

-l'"'"f--Va a 

VIN If \15V 
51n 

---1 Vij 

I 'w 
Co 

'::' '::' '::' a 

Vee =Pin 16 J' l-15V 
GND =Pin 8 'PHLJ.'= 
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LOW POWER SCHOTTKY 
ANO MACROLOGIC™TTL 

MACROLOGIC™ TTL DATA SHEETS 





9400 l\1ACROLOGIC™ TTL SERIES 

GENERAL DESCRIPTION - Fairchild 9400 MACROLOGIC TTL Series utilizes advanced Schottky technology to provide high 
performance peripheral and processor oriented LSI. The design of 9400 ensures maximum design flexibility with no performance 
loss. The MACROLOGIC TTL elements may be used with any bit length, instruction set or organization. Devices may be expanded 
with little or no extra components. Where applicable, bus oriented, 3-state outputs are provided. A new slim 24-pin package re­
duces PC board real estate by a third. 

• 150-250 GATE COMPLEXITY 
• COMPATIBLE WITH ALL TTL FAMILIES 
• PERFORMANCE EQUIVALENT TO SCHOTTKY IMPLEMENTATION 
• 14, 18 AND SLIM 24-PIN. PACKAGES 
• INPUTS ABOUT 1/4 NORMAL TTL LOAD, i.e., 360-400 µA 
• OUTPUTS DRIVE 16 mA (10U.l.) OR SmA (5U.l.) DEPENDING ON APPLICATION 
• DESIGNED FOR"MAXIMUM FLEXIBILITY 
• OPERATES OVER COMMERCIAL OR MILITARY TEMPERATURE RANGE 

ADVANCED SCHOTTKY PROCESS 

The 9400 family uses an advanced Schottky TTL process to obtain the best speed/power product of any commercially available 
digital bipolar circuitry. Key characteristics are as follows: 

• SHALLOW, LOW CAPACITANCE DIFFUSION TO PROVIDE TRANSISTOR fT OF 2 GHz 
• SCHOTTKY DIODES TO ELIMINATE STORAGE TIME 
• INTERNAL GATES 

-30 mifs2 (50 GATES PER mm2) 
-5 ns DELAY 
-6.0 pJ DELAY POWER PRODUCT 

• OUTPUT BUFFERS 
-70 mifs2 
-6 nsDELAY 
-10 pJ DELAY POWER PRODUCT 
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9401 
CRC GENERATOR/CHECKER 

FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The 9401 Cyclic Redundancy Check (CRC) Generator/Checker 
provides an advanced tool for the implementation of the most widely used error 
detection scheme in serial digital data handling systems. A 3-bit control input selects 
one-of-eight generator polynomials. The list of polynomials includes CRC-16 and 
CRC-CCITT as well as their reciprocals (reverse polynomials). Automatic right 
justification is incorporated for polynomials of degree less than 16. Individual clear and 
preset inputs are provided for floppy disc and other applications. The Error Output 
indicates whether or not a transmission error has occurred. Another control input inhibits 
feedback during check word transmission. The 9401 is a member of Fairchild's 
MACROLOGIC TTL family and is fully compatible with all TTL families. 

• GUARANTEED 12 MHz DATA RATE 
• EIGHT SELECTABLE POLYNOMIALS 
• ERROR INDICATOR 
• SEPARATE PRESET AND CLEAR CONTROLS 
• AUTOMATIC RIGHT JUSTIFICATION 
• FULLY COMPATIBLE WITH ALL TTL LOGIC FAMILIES 
• 14-PIN PACKAGE 
• TYPICAL APPLICATIONS: 

FLOPPY AND OTHER DISC STORAGE SYSTEMS 
DIGITAL CASSETTE AND CARTRIDGE SYSTEMS 
DATA COMMUNICATION SYSTEMS 

PIN NAMES 

CWE 
p 

MR 
a 
ER 

NOTES: 

Polynomial Select Inputs 

Data Input 

Clock (Operates on HIGH to 
LOW Transition) Input 

Check Word Enable Input 
Preset (Active LOW) Input 
Master Reset (Active HIGH) Input 
Data Output (Note b) 
Error Output (Note b) 

a. 1 TTL Unit Load (U.L.) = 40 µA HIGH/1.6 mA LOW. 

LOADING (Note a) 

HIGH LOW 

0.5 U.L. 0.23 U.L. 

0.5 U.L. 0.23 U.L. 

0.5 U.L. 0.23 U.L. 

0.5 U.L. 0.23 U.L. 
0.5 U.L. 0.23 U.L. 

0.5 U.L. 0.23 U.L. 

10 U.L. 5 U.L. 

10 U.L. 5 U.L. 

b. The Output LOW drive factor is 2.5 U.L. for Military (XM) and 5 U.L. for Commercial (XC) 
Temperature Ranges. 
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LOGIC SYMBOL 

3 5 8 10 

So S1 S2 CWE 

11 9401 
CRC 

1 -0 CP GENERATOR/ 

MR 
CHECKER 

Vee =Pin 14 

GND =Pin 7 

Q 

ER 

CONNECTION DIAGRAM 
DIP (TOP VIEW) 

14 

13 

12 

11 

10 

Pins 6 and 9 not connected. 

NOTE: 

12 

13 

The Flatpak version has the same 
pinouts (Connection Diagram) as the 
Dual In-Line Package. 

BLOCK DIAGRAM 

POLYNOMIAL 3 
SELECT 5 

CHECK 
WORD 

ENABLE 10 

PRESET 2 

So 
s, 
s, 

Vee= 14 

GND= 7 

12 DATA 
OUTPUT 
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FAIRCHILD • 9401 

FUNCTIONAL DESCRIPTION - The 9401 Cyclic Redundancy Check (CRC) Generator/Checker is a 16-bit programmable 
device which operates on serial data streams and provides a means of detecting transmission errors. Cyclic encoding and 
decoding schemes for error detection are based on polynomial manipulation in modulo arithmetic. For encoding, the data 
stream (message polynomial) is divided by a selected polynomial. This division results in a remainder which is appended to 
the message as check bits. For error checking, the bit stream containing both data and check bits is divided by the same 
selected polynomial. If there are no detectable errors, this division results in a zero remainder. Although it is possible to 
choose many generating polynomials of a given degree, standards exist that specify a small number of useful polynomials. The 
9401 implements the polynomials listed in Table 1 by applying the appropriate logic levels to the select pins So, S1 and S2. 

The 9401 consists of a 16-bit register, a Read Only Memory (ROM) and associated control circuitry as shown in the Block 
Diagram. The polynomial control code presented at inputs So. S1 and S2 is decoded by the ROM, selecting the desired 
polynomial by establishing shift mode operation on the register with Exclusive OR gates at appropriate inputs. To generate 
the check bits, the data stream is entered via the Data Inputs (D), using the HIGH to LOW transition of the Clock Input (CP). 
This data is gated with the most significant Output {Q) of the register, and controls the Exclusive OR gates (Figure 1 ). The 
Check Word Enable (CWE) must be held HIGH while the data is being entered. After the last data bit is entered, the CWE is 
brought LOW and the check bits are shifted out of the register and appended to the data bits using external gating (Figure 2). 

To check an incoming message for errors, both the data and check bits are entered through the D Input with the CWE Input 
held HIGH. The 9401 is not in the data path, but only monitors the message. The Error Output becomes valid after the last 
check bit has been entered into the 9401 by a HIGH to LOW transition of CP. If no detectable errors have occurred during 
the data transmission, the resultant internal register bits are all LOW and the Error Output (ER) is LOW. If a detectable error 
has occurred, ER is HIGH. ER remains valid until the next HIGH to LOW transition of CP or until the device has been preset 
or reset. 

A HIGH on the Master Reset Input (MR) asynchronously clears the register. A LOW on the Preset Input (P) asynchronously 
sets the entire register if the control code inputs specify a 16-bit polynomial; in the case of 12 or 8-bit check polynomials 
only the most significant 12 or 8 register bits are set and the remaining bits are cleared. 

TABLE 1 

SELECT CODE 
POLYNOMIAL REMARKS 

S2 S1 So 

L L L x16+x15+x2+1 CRC-16 

L L H x16+x14+x+1 CRC-16 REVERSE 

L H L x16+x15+x13+x7+x4+x2+x1+1 

L H H x12+x11+x3+x2+x+1 CRC-12 

H L L xB+x7+x5+x4+x+1 

H L H x8+1 LRC-8 

H H L x16+x12+x5+1 CRC-CCITT 

H H H x16+x11+x4+1 CRC-CCITT REVERSE 

DC CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (unless otherwise noted) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS (Note 1) 

MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
VIL Input LOW Voltage v Guaranteed Input LOW Voltage 

XC 0.8 

VcD Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

XM 2.4 3.4 
VoH Output HIGH Voltage v Vee= MIN, loH = -400 µA 

XC 2.4 3.4 

XM&XC 0.35 0.4 v Vee= MIN, IOL = 4.0 mA 
Vol Output LOW Voltage 

xc 0.45 0.5 v Vee= MIN, loL = 8.0 mA 

1.0 40 µA Vee= MAX, V1N = 2.7 v 
l1H Input HIGH Current 

1.0 mA Vee= MAX, V1N = 5.5 v 
l1L Input LOW Current -0.36 mA Vee= MAX, V1N = 0.4 v 
ios Output Short Circuit Current -15 -100 mA Vee= MAX, VouT = 0 v (Note 3) 

ice Supply Current 70 110 mA Vee= MAX, Inputs Open 
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FAIRCHILD • 9401 

AC CHARACTERISTICS: Vee= 5.0 V, TA= 25°e 
-

LIMITS 

SYMBOL PARAMETER MIN TYP MAX UNITS CONDITIONS 

(Note 2) 

fmax Maximum Clock Frequency 12 20 MHz 

tPHL 
Propagation Delay, Clock, MR to Data Output 30 55 ns 

tPLH 

tPHL 

tPLH 
Propagation Delay, Preset to Data Output 40 60 ns 

Fig. 3, 4, 5 CL= 15 pF 

----· 
Propagation Delay, Clock, tPHL 40 60 ns 

tPLH MR or Preset to Error Output 

AC SET-UP REQUIREMENTS: Vee= 5.0 V, TA= 25°C 

LIMITS 
SYMBOL PARAMETER UNITS CONDITIONS 

MIN TYP MAX 

twCP (L) Clock Pulse Width (LOW) 35 ns Fig. 2 

tsD Set-up Time, Data to Clock 35 55 ns 

tsCWE Set-up Time, CWE to Clock 35 55 ns 
Fig. 6 

th Hold Time, Data and CWE to Clock 0 ns CL= 15 pF 

twP (L) Preset Pulse Width (LOW) 35 25 ns Fig. 4 

t:VMR('"Hi1 Master Reset Pulse Width (HIGH) 35 25 ns Fig. 6 
-----
tree R"ecovery Time, MR and Preset to Clock 25 35 ns Fig. 4, 5 

NOTES: 
1. For conditions shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical limits are at V CC = 5.0 V, TA = 25° C. 
3. Not more than one output should be shorted at a time. 

EQUIVALENT CIRCUIT FOR x16+x15+x2+1 

D-------

p --o[:>o---------
Q 

~~--[:>-o-1--1--_..----+----+---+----f---~------f--_.---t-----t----' 
er 

CWE ----!---------------!------------------+--------~ 

Fig. 1 
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CP 

0 OR ER 

CHECK WORD 
ENABLE 

(NOTE 1 AND 3) 

CLOCK 

NOTES: 

DATA 

NOTE 2 

--~DICP 

MR 

NOTE 2 

FAIRCHILD • 9401 

9401 
CRC 

GENERATOR/ 
CHECKER 

CWE 

01------

DATA 
CHECK 

1. Check word Enable is HIGH while data is being clocked, LOW during transmission of check bits. 
2. 9401 must be reset or preset before each computation. 
3. CRC check bits are generated and appended to data bits. 

Fig. 2 
CHECK WORD GENERATION 

--1/fMAX----->~I 

Fig. 3 
PROPAGATION DELAYS, 
CPTO Q AND CP TO ER 

Fig. 4 
PROPAGATION DELAYS, PTO Q AND ER 

PLUS RECOVERY TIME PTO CP 

~~ "" ---:1= L ~-'-·3_v _____ _ 
DOR CWE 

1.3 v 
0 OR ER 

Fig. 5 
PROPAGATION DELAYS, MR TO Q AND ER 

PLUS RECOVERY TIME, MR TO CP 
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SET-UP AND HOLD TIMES, 
D TO CP AND CWE TO CP 



9403 
FIRST-IN FIRST-OUT (FIFO) BUFFER MEMORY 

FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The 9403 is an expandable fall-through type high-speed First-In 
First-Out (FIFO) Buffer Memory optimized for high speed disc or tape controllers and 
communication buffer applications. It is organized as 16 words by four bits and may be 
expanded to any number of words or any number of bits (in multiples of 4). Data may be 
entered or extracted asynchronously in serial or parallel, allowing economical implemen­
tation of buffer memories. 

The 9403 has 3-state outputs which provide added versatility. It is a member of 
Fairchild's TTL MACROLOGIC family and is fully compatible with all TTL families. 

• 12 MHz SERIAL OR PARALLEL DATA RATE 
• SERIAL OR PARALLEL INPUT 
• SERIAL OR PARALLEL OUTPUT 
• EXPANDABLE WITHOUT EXTERNAL LOGIC 

• 3-STATE OUTPUTS 
• FULLY COMPATIBLE WITH ALL TTL FAMILIES 
• 24-PIN PACKAGE 

PIN NAMES LOADING (Note a) 

HIGH LOW 

Do-D3 Parallel Data Inputs 0.5 U.L. 0.23 U.L. 

Ds Serial Data Input 0.5 U.L. 0.23 U.L. 

PL Parallel Load Input 0.5 U.L. 0.23 U.L. 

CPSI Serial Input Clock (Operates on 0.5 U.L. 0.23 U.L. 

Negative-Going Transition) 

IES Serial Input Enable (Active LOW) 0.5 U.L. 0.23 U.L. 

TTS Transfer to Stack Input (Active LOW) 0.5 U.L. 0.23 U.L. 

OES Serial Output Enable Input 0.5 U.L. 0.25 U.L. 

(Active LOW) 

TOS Transfer Out Serial Input 0.5 U.L. 0.23 U.L. 

(Active LOW) 

TOP Transfer Out Parallel Input 0.5 U.L. 0.23 U.L. 

MR Master Reset (Active LOW) 0.5 U.L. 0.23 U.L. 

EO Output Enable (Active LOW) 0.5 U.L. 0.23 U.L. 

CPSO Serial Output Clock Input 0.5 U.L. 0.23 U.L. 

(Operates on Negative-Going Transition) 

Oo-03 Parallel Data Outputs (Note b) 130 U.L. 10 U.L. 

Os Serial Data Output (Note b) 10 U.L. 10 U.L. 

!RF Input Register Full Output 10 U.L. 5 U.L. 

(Active LOW) (Note b) 

ORE Output Register Empty Output 10 U.L. 5 U.L. 

(Active LOW) (Note b) 

NOTES: 
a. 1 unit load (U.L.) ~ 40 µ,A HIGH, 1.6 mA LOW. 
b. Output fan-out with Vol.;; 0.5 V 
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LOGIC SYMBOL 

7 6 5 4 3 

9 ---0 IES IRF 

8~ CPSI 

13 TOP 

14 ---0 TOS 

15 OES 

16 ---0 CPSO 

17 ---0 EO 

9403 
FIFO 

11 18 19 20 21 22 

Vee ~Pin 24 

GND ~Pin 12 

ORE 

CONNECTION DIAGRAM 
DIP (TOP VIEW) 

24 

23 

22 

21 

20 

19 

18 

17 

16 

10 15 

11 14 

12 13 

NOTE: 
The Flatpak version has the same 
pinouts (Connection Diagram) as the 
Dual In-Line Package. 

23 
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FAIRCHILD • 9403 

INPUT REG~> STACK --------o-+-------<,,_.,f-------+-----~ 
(PULSE DERIVED FROM Tls) 

LOAD FROM ST ACK 

OES--"'VI--" 

Fig. 1 
CONCEPTUAL INPUT SECTION 

~---------OUTPUT FROM STACK--------~ 

iVIR---dr~ .... )0---4f-------+--------+--------+--------+---~ 
TOP--""'ll-" 

ORE l.'::1.__·------~~-

Fig. 2 
CONCEPTUAL OUTPUT SECTION 
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BLOCK DIAGRAM 

Voo =Pin 24 

Vss =Pin 12 

0 PL 

© CPSl---0 

0 ITT---o 
@) TTS---0 

@oES--0 
@ TOP 

@ros--o 
@) CPS0--0 

0 = Pin Numbers 

INPUT 
CONTROL 

STACK 
CONTROL 

D 
OUTPUT 

CONTROL 

FAIRCHILD • 9403 

INPUT DATA 

INPUT REGISTER 

14 X 74 STACK 

@@@® 

FUNCTIONAL DESCRIPTION - As shown in the Block Diagram the 9403 consists of three parts: 

1RF 

ORE 

1. An Input Register with Parallel and Serial Data Inputs as well as control inputs and outputs for input handshaking and 
expansion. 

2. A 4-bit wide, 14-word deep Fall-Through Stack with self-contained control logic. 

3. An Output Register with Parallel and Serial Data Outputs as well as control inputs and outputs for output handshaking 
and expansion. 

Since these three sections operate asynchronously and almost independently, they will be described separately below: 

INPUT REGISTER (DATA ENTRY): 
The Input Register can receive data in either bit-serial or in 4-bit parallel form, store it until it is sent to the Fall-Through 
Stack and generate and accept the necessary status and control signals. 

Figure 1 is a conceptual logic diagram of the input section. As described later, this 5-bit register is initialized by setting the F3 
Flip-Flop and resetting the other flip-flops. The Q Output of the last Flip-Flop (FC) is brought out as the "Input Register 
Full" output (I RF). After initialization this output is HIGH. 
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FAIRCHILD • 9403 

PARALLEL ENTRY: 
A HIG~vel on the PL Input loads the Do - D3 Data Inputs into the FO - F3 Flip-Flops and sets the FC Flip-Flop, which 
forces IRF LOW, indicating "Input Register Full". The D Inputs must be stable while PL is HIGH. During parallel entry, the 
IES Input should be LOW; the CPSI Input may be either HIGH or LOW. 

SERIAL ENTRY: 
Data on the OS Input is serially entered into the F3, F2, F 1, FO, FC Shift Register on each HIGH-to-LOW transition of the 
CPSI Clock Input, provided !ES and. PL are LOW. 

After the fourth clock transition the four serial data bits are aligned in the four data flip-flops and the FC Flip-Flop is set, 
forcing IRF LOW (Input Register full) and internally inhibiting further CPSI clock pulses. Figure 3 illustrates the final 
positions in a 9403 resulting from a 64-bit serial bit train. BO is the first bit, B63 the last bit. 

TRANSFER TO THE FALL-THROUGH STACI<: 
The outputs of Flip-Flops FO - F3 feed the Stack. A LOW level on the TTS Input attempts to initiate a "fall-through" 
action. If the top location of the Stack is empty, data is loaded into the Stack and the input register is re-initialized. Note that 
this initialization is postponed until PL is LOW again. Thus, automatic FIFO action is achieved by connecting the iRF output 
to the TTS input. 

Data falls through the Stack automatically, pausing only when it is necessary to wait for an empty next location. In the 9403, 
as in most modern Fl FO designs, the MR input only initializes the Stack control section and does not clear the data. 

OUTPUT REGISTER (DATA EXTRACTION): 
The Output Register receives 4-bit data words from the bottom Stack location, stores it and outputs data on a 3-state 4-bit 
parallel data bus or on a 3-state serial data bus. The output section generates and receives the necessary status and control 
signals. Figure 2 is a conceptual logic diagram of the output section. 

PARALLEL DATA EXTRACTION: 

11111 
INPUT B63 B62 B61 660 

R_EQ.1.§.~.B_----------------j 

9403 

OUTPUT 
REGISTER 63 B2 Bl BO 

Fig. 3 
FINAL POSITIONS IN A 9403 RESULTING 

FROM A 64-BIT SERIAL TRAIN 

When the Fl FO is empty after a LOW pulse is applied to MR, the Output Register Empty (ORE) Output is LOW. After data 
has been entered into the FIFO and has fallen through to the bottom Stack location, it is transferred into the output register, 
provided the "Transfer Out Parallel" (TOP) Input is HIGH, and the OES Input is LOW. As a result of the data transfer ORE 
goes HIGH, indicating valid data on the data outputs (provided the 3-state buffer is enabled). TOP can now be used to clock 
out the next word. When TOP goes LOW, ORE will go LOW indicating that the output data has been extracted, but the data 
itself remains on the output bus until the next LOW-to-HIGH transition of TOP transfers the next word (if available) into the 
output register as explained above. During parallel data extraction, TOS, CPSO, and OES should be LOW. 

SERIAL DATA EXTRACTION: 
When the FIFO is empty after a LOW pulse is applied to MR, the Output Register Empty (ORE) output is LOW. After data 
has been entered into the Fl FO and has fallen through to the bottom Stack location, it is transferred into the output shift 
register provided the "Transfer Out Serial" (TOS) is LOW. TOP must be HIGH, and OES and CPSO must be LOW. As a result 
of the data transfer ORE goes HIGH indicating valid data in the shift register. The 3-state serial Data Output Os is 
automatically enabled and puts the first data bit on the output bus. Data is serially shifted out on the HIGH-to-LOW 
transition of CPSO. The fourth transition empties t~hiftregister, forces ORE LOW and disables the serial output Os. For 
serial operation the ORE output may be tied to the TOS input, requesting a new word from the Stack as soon as the previous 
one has been shifted out. 
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FAIRCHILD • 9403 

EXPANSION: 
Vertical Expansion - The 9403 may be vertically expanded to store more words without external parts. The interconnections 
necessary to form a 46-word by 4-bit FIFO are shown in Figure 4. Using the same technique, any FIFO of 15n + 1 words by 
four bits can be constructed. Note that expansion does ot sacrifice any of the Fl FO's flexibility for serial/parallel input and 
output. 

MASTER 
RESET 

SERIAL DATA IN 

SERIAL INPUT CLOCK 

UMP 
SERIAL OUTPUT CLOCK 

0 UTPUT ENABLE 

PARALLEL DATA IN 

PARALLEL 
_l_ 

LOAD D3 02 D1 Do 

L..o 
PL 

TTS 
Ds D3 D2 D1 Do 

IES IRFI<>---
CPSI 
OES 9403 

~ 
TOS 
TOP 

CPSO ORE I<>-
EO 

MR o3 o2 a1 Oo Os 

}c 

L..o T~~ Ds D3 D2 D1 Do 

IES 
CPSI 

I R Flo-----" 

OES 

~ 
TOS 9403 

TOP 
CPSO ORE lo--, 
EO 

MR D3 02 01 Go Os 

Jc 

L..o 
PL D5 D3 02 D1 Do 

TTS 
IES I RF!<>---' 
CPSI 
OES 

~ TOS 
9403 

TOP 

CPSO ORE 

EO 
MR 03 02 a, Do Os 

03 02 o1 o0 

-= I I 
I 

PARALLEL DATA OUT 

Fig. 4 
A VERTICAL EXPANSION SCHEME 

DATA VALID 

SERIAL 
DATA OUT 

Horizontal Expansion - The 9403 may also be horizontally expanded to store long words (in multiples of four bits) without 
external logic. The interconnections necessary to form a 16-word by 12-bit FIFO are shown in Figure 5. Using the same 
technique, any Fl FO of 16 words by 4 X n bits can be constructed. When expanding in the horizontal direction, it is usual to 
connect the iRF and ORE outputs of the right most device (most significant device) to the TTS and TOS inputs respectively 
of all devices to the left (less significant devices) to guarantee that no operation is initiated before all devices are ready. 

As in the vertical expansion scheme, horizontal expansion does not sacrifice any of the FIFO's flexibility for serial/parallel 
input and output. 
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FAIRCHILD • 9403 

_D_3_D_2 _D_1_D_o _________ pARA~~E~6o~:A ~~PUT _________ 0_1_1_0_10-D9-Dsl 

CPSl-----.-----+--!-+-+-------.------t--!--+--1------, 
PL-----1----+---+--1-+-+-------+----<>----t--I--+--!------+-~ 

D5-----+---l---+--li--l--+--t-------+--l--+-+--+-+--!I--------!--+-]_~ 

r-t---+-OllES 
L-9CPSI 

Hi-----<>IOES 
,-:--<>I TOS 

.----i TOP 

~CPSO 

9403 

r-ol ED 
MR 03 02 01 

PL Ds D3 D2 o, Do 

~---H>ITTS 

I I 
IRFI<>--

9403 

DUMP-1-+-+""-+-1---+--+-+--!-+-+---+-4-<~-+---!-+--t--!--+--!---+-+-' 

CPSO-l-+-+-+-1---+--+-+--!-+-+---+-+-_.-+---!i--+--t--!--+--!---+--t---' 
Ell-+-<,....--O---+--+-+-t-+--+---+--+---+--t-+--+--+--+--<,__--<--r--~ DATA 

READY 

MR-1-+-+----+--+-+--!-+----+-+-----4>--+--t--+--+----+--+------' 

011 1qf09~ o~ 

L~------------PARALLEL DATA OUTPUT------------~J 

Fig. 5 
A HORIZONTAL EXPANSION SCHEME 

,.------------------PARALLEL DATA INPUT----------------

D7Ds D5D4 D11D10D9D9 

INPUT CLOCK 

D15D14D13D12 

~SERIALDATAIN~PUT -++-+-----+++++----+-+-!-+-!--~ l l 
PARALLEL LOAD 

MR 

OUTPUT 
ENABLE--t-t--t-"----t-t-lf-t--+-+-1------t-f-+-f---+-++-----f-+-+-t---t-I-' 
~~-g'~:--'i-t---<1-----+-l-+-+--+-"------++-t-11----+-+-------1...+-+-+---I-' 
DUMP--~~~~-------1--1-f..+--+-------++-t-11---~-------j..+-f-+----' 

~I 0_3_0_,_o_, o_o _________ o_,_os_o_,_0_4 PARALLEL DATA OUTPUT0-'1-'-10_;1co:D_og:_O_,s'---_______ o__,1-=-5_01'-'4-0"'13'-0-'1~2 I 

Fig. 6 
A 31X16 FIFO ARRAY 
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Horizontal and Vertical Expansion - The 9403 can be expanded in both the horizontal and vertical direction without any 
external parts and without sacrificing any of the FIFO's flexibility for serial/parallel input and output. The interconnections 
necessary to form a 31-word by 16-bit FIFO are shown in Figure 6. Using the same technique, any FIFO of 15n1+1 words 
by 4 X n2 bits can be constructed. 

Figures 7 and 8 show the timing diagrams for serial data entry and extraction for the 31-word by 16-bit FIFO shown in 
Figure 6. The final position of data after serial insertion of 496 bits into the FIFO array of Figure 6 is shown in Figure 9. 

DEVICE 1 

DEVICE 2 

DEVICE 3 

I I 
I I 

to------i i.-----
1 

I I I 
I I I 

to----++1 i-
1 I 
I I 

I I 
I I 

to+---1 i­

i 

I I 

I I I 

DEVICE 4/TTS ALL DEVICES 1to--t i------
"""'""'"""'-"""""'""'"""''"'-~~~~~~~~~~~~~~~~~~~~~~~~~~.......,. ', r---

iRF L__!_J 

INPUTS 
BITS 

DEVICE 5 

DEVICE 6 

DEVICE 7 

STORED IN 
DEVICE 1 

STORED IN 
DEVICE 2 

7 1 " 1 • 1 10 1 ,, 

Fig. 7 

STORED IN 
DEVICE 3 

12 

SERIAL DATA ENTRY FOR ARRAY OF FIG. 6 

13 14 

STORED IN 
DEVICE 4 

15 

I I 
I I 

to--..i i..---
1 

I I I 
I I I 

to----++1 i-
1 I 
I I 

I I 
I I 

to+---1 i..-
1 

I I 
I I 

DEVICE 8, iCJS ALL DEVICES lto--t i.--
~~--~~~~--~~~~~~~~~~~~~~~~~~~~~~~~~~........ ', i---

0 RE L__!_J 

SERIAL DATA OUTPUT 

oo I 01 I 02 I 03 01 o1 o1 

DEVICE 5 DEVICE 6 DEVICE 7 DEVICE B 

Fig. 8 
SERIAL DATA EXTRACTION FOR ARRAY OF FIG. 6 
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SERIAL D3 D2 D1 Do 
INPUT Ds 

B483 8482 8481 8480 8487 8486 8485 8484 8491 8490 8489 8488 8495 8494 8493 8492 

9403 9403 9403 9403 

9403 9403 9403 9403 
--------- --------- -------- ---------

B3 B2 Bl BO B7 B6 B5 84 Bll BlO B9 88 815 814 B13 812 SERIAL 
OUTPUT 

Os Os Os Os 
03 02 o, Oo 03 02 o, Oo 03 02' o, Oo 03 02 o, Oo 

Fig. 9 
FINAL POSITION OF A 496-BIT SERIAL INPUT 

INTERLOCKING CIRCUITRY: 
Most conventional FIFO designs provide status signals analogous to IRF and ORE. However, when these devices are operated 
in arrays, variations in unit to unit operating speed require external gating to assure all devices have completed an operation. 
The 9403 incorporates simple but effective "master/slave" interlocking circuitry to eliminate the need for external gating. 

In the 9403 array of Figure 6 devices 1 and 5 are defined as "row masters" and the other devices are slaves to the master in 
their row, No slave in a given row will initialize its Input Register until it has received LOW on its TES input from a row 
master or a slave of higher priority, 

In a similar fashion, the ORE outputs of slaves will not go HIGH until their OES input has gone HIGH. This interlocking 
scheme ensures that new input data may be accepted by the array when the fRF output of the final slave in that row goes 
LOW and that output data for the array may be extracted when the ORE of the final slave in the output row goes HIGH. 

The row master is established by connecting its IES input to ground while a slave receives its TES input from the IRF output 
of the next higher priority device. When an array of 9403 FIFOs is initialized with a LOW on the MR inputs of all devices, the 
fRF outputs of all devices will be HIGH. Thus, only the row master receives a LOW on the IES input during initialization. 
Figure 10 is a conceptual logic diagram of the internal circuitry which determines master/slave operation. Whenever MR and 
I ES are LOW, the master latch is set. Whenever TTS goes LOW the request initialization flip-flop will be set. If the master 
latch is HIGH, the input register will be immediately initialized and the request initialization flip-flop reset. If the master 
latch is reset, the input register is not initialized until IES goes LOW. In array operation, activating the TTS initiates a ripple 
input register initialization from the row master to the last slave. 

A similar operation takes place for the output register. Either a TOS or TOP input initiates a load-from-stack operation and 
sets the ORE request flip-flop. If the master latch is set, the last Output Register flip-flop is set and ORE goes HIGH. If the 
master latch is reset, the ORE output will be LOW until an OES input is received. 

TABLE 1 

OUTPUT CONOITION INTERNAL STATE 

Master Operation - Slave Operation -

I ES LOW when Initialized IES HIGH when Initialized 

IRF LOW Input Register Full Input Register Full and IES LOW 

ORE HIGH Output Register not Full Output Register not Full and OES LOW 

Table 1 summarizes master/slave status outputs. 
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PL -t>o-+-------+-

MR ----+<)I 

LOAD OUTPUT REGISTER 
WE LIVERED FROM TOP & TQs) 

TOP __ _s--... 
TOS --...,,__, 

Fig. 10 

f'O 

FX FLIP-FLOP 
(SEE F!GURE 2) 

CONCEPTUAL DIAGRAM, INTERLOCKING CIRCUITRY 

DC CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (unless otherwise noted) 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS (Note 1) 

MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
V1L Input LOW Voltage v Guaranteed Input LOW Voltage 

XC 0.8 

VcD Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

Output HIGH Voltage XM 2.4 3.4 
VoH v Vee= MIN, loH = -400 µA 

Os, QRE, OES XC 2.4 3.4 

XM 2.4 3.4 IQH = -2.0 mA J 
VoH Output HIGH Voltage, Oo-03 v Vee= MIN 

XC 2.4 3.1 IQH = -5.7 mA l 
0.25 0.4 v Vee= MIN, IQL = 8.0 mA 

Vol Output LOW Voltage, Oo-03, Os 
0.35 0.5 v Vee= MIN, IQL = 16 mA 

0.25 0.4 IQL = 4.0 mA i Vee= MIN Vol Output LOW Voltage, ORE, OES v 
0.35 0.5 loL = 8.0 mA 

lozH Output Off Current HIGH, Oo-03, Os 100 µA Vee= MAX, VouT = 2.4 V, VE= 2 v 

lozL Output Off Current LOW, Oo-03, Os -100 µA Vee= MAX, VouT = 0.5 V, VE= 2 v 

1.0 40 µA Vee= MAX, V1N = 2.7 v 
l1H Input HIGH Current 

1.0 mA Vee= MAX, V1N = 5.5 v 

Input LOW Current, all except OES -0.36 
l1L mA Vee= MAX, V1N = 0.4 v 

OES -0.86 

IOS Output Short Circuit Current, ORE, OES -10 -42 mA Vee= MAX, VouT = 0 v 

ios Output Short Circuit Current, Oo-03, Og -30 -100 mA Vee= MAX, VouT = 0, (Note 3) 

Ice Supply Current 105 160 mA Vee= MAX, Inputs Open 
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NOTES: 
1. For conditions shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical I im its are at V cc = 5.0 V, TA = 25° C. 
3. Not more than one output should be shorted at a time. 

AC CHARACTERISTICS: V CC= 5.0 V, CL= 15 pF, TA= 25°C 

LIMITS 
SYMBOL PARAMETER UNITS COMMENTS 

MIN TYP MAX 

Propagation Delay, Negative-Going CP 
1B tPHL 

to IRF Output 
ns 

Stack not full, PL LOW, Figures 11 & 12 

tPLH Propagation Delay, Negative-Going TTS to IRF 50 ns 

tPLH Propagation Delay, Negative-Going CPSO 30 Serial Output OES LOW, TOP HIGH, 

to Os Output 20 
ns 

Figures 13 & 14 tPHL 

tPLH Propagation Delay, Positive-Going TOP 42 
EO, CPSO LOW, Figure 15 

to Outputs Go - 03 
ns 

tPHL 32 

tPHL Propagation Delay, Negative-Going CPSO to ORE 35 Serial Output OES LOW, TOP HIGH, 

Propagation Delay, Positive-Going TOS to ORE 
ns 

tPLH Figures 13& 14 

tPHL Propagation Delay, Negative-Going TOP to ORE Parallel Output, EO, CPSO LOW, 

Propagation Delay, Positive-Going TOP to ORE 
ns 

Figure 15 tPLH 45 

TTS connected to IR F 
--

TOS connected to ORE 
tft Fall Through Time 450 ns 

IES, OES, EO, CPSO LOW, 

TOP HIGH, Figure 16 

Propagation Delay, Negative-Going TOS 
48 Data in stack, TOP HIGH, Figures 13 & 14 tPLH to Positive-Going ORE 

ns 

Propagation Delay, Positive-Going PL 
35 Stack not full, Figures 17 &~~ tPHL to Negative-Going IRF 

ns 

AC SET-UP REQUIREMENTS: Vee= 5.0 V, CL= 15 pF, TA= 25°C 

LIMITS 
SYMBOL PARAMETER UNITS COMMENTS 

MIN TYP MAX 

tPWH CPSI Pulse Width (HIGH) 25 ns 

tPWL CPSI Pulse Width (LOW) 12 
Stacknotfull,PLLOW,Figures11 & 12 

ns 

tPWH PL Pulse Width (HIGH) 30 ns Stack not full, Figures 17 & 18 

tPWL TTS Pulse Width (LOW) Serial or Parallel Mode 6.0 ns Stack not full, Figures 11, 12, 17, 18 

tPWL MR Pulse Width (LOW) 15 ns Figure 16 

tPWH TOP Pulse Width (HIGH) 17 ns CPSO LOW, Data available in stack, 

tPWL TOP Pulse Width (LOW) 25 ns Figure 15 

tPWH CPSO Pulse Width (HIGH) 16 ns 

tPWL CPSO Pulse Width (LOW) 20 
TOP HIGH, Data in stack, Figures 13 & 14 

ns 

ts Set-Up Time Ds to Negative CPSI 20 ns PL LOW, Figures 11 & 12 

ts Set-Up Time, TTS to IRF Serial or Parallel Mode 0 ns Figures 11, 12, 17, 18 

Set-Up Time Negative-Going ORE to 
0 TOP HIGH, Figures 13 & 14 ts 

Negative-Going TOS 
ns 

tree Recovery Time MR to any Input 5.0 ns Figure 16 
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1-3V 

Fig. 11 
SERIAL INPUT, UNEXPANDED OR MASTER OPERATION 

Conditions: Stack not full, IES, PL LOW 

TES 
1.3 v 

-I '; 
CPSI 

• 
Fig. 12 

SERIAL INPUT, EXPANDED SLAVE OPERATION 

Conditions: Stack not full, IES HIGH when initialized, PL LOW 

Fig. 13 
SERIAL OUTPUT, UNEXPANDED OR MASTER OPERATION 

Conditions: Data in stack, TOP HIGH, IES LOW when initialized, OES LOW 
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OES------... 
1.3 v 

CPSO ___ .J 

1.3 v 

1.3 v 

Fig. 14 
SERIAL OUTPUT, SLAVE OPERATION 

Conditions: Data in stack, TOP HIGH, IES HIGH when initialized 

TOP----..r-'PW-i--1-.3-V---------

__j ,PHL r- ~'PLHt----
\ ~1.3V 

tPLH___.j 

tPHL~I Oo- 03------------1.3-V-=--¥--N-EW_O_U-TP_U_T_ 

Fig. 15 
PARALLEL OUTPUT, 4-BIT WORD OR MASTER IN PARALLEL EXPANSION 

Conditions: IES LOW when initialized, EO, CPSO LOW. Data available in stack 

MR r--tpw---1 
~-f-;3V ___ _ 

=i '"' t= 
PL _______ __,~-::::::~~~1-.3-V------

1-:--'Pw---I 'DFT-----

Oo-03-------------------~JV 

Fig. 16 
FALL THROUGH TIME 

Conditions: TTS connected to ITT, TOS connected to ORE, ill, OES, EO, CPSO LOW, TOP HIGH 
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I" 'PW "I 
PL ___ __,/----------\----------~ 

STABLE th~V 1 ~th 
'PHL~ 

IRF---------'------ \----------f~N30~E3) 

t,•0,,...j.. 'PLH I .. 1 

TIS(NOTE2)----------------1-----frt-.J-V--------

~,PW~ 

1. Initialization requires a master reset to occur after power has been applied. 
2. TTS normally connected to IRF. 
3. If stack is full, IRE will stay LOW. 

Fig. 17 
PARALLEL LOAD MODE, 4-BIT WORD (UNEXPANDED) OR MASTER IN PARALLEL EXPANSION 

Conditions: Stack not full, I ES LOW when initialized 

1 • 'PW I 
PL----J-1---------\------------F 

11>'""'"'1---_j;.,_.,,,,, 1-'h 
STABLE 

1.3V 

IAE--------1----~~HL~ 
1.3V 1.3 v 

E'· TTS-------------rr----------. 

Fig. 18 
PARALLEL LOAD, SLAVE MODE 

Conditions: Stack not full, device initialized (Note 1) with IES HIGH 
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9404 
DATA PATH SWITCH 

FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The 9404 Data Path Switch (DPS) is a combinatorial array for closing 
data path loops around arithmetic/logic networks such as the 9405 (Arithmetic Logic 
Register Stack). A total of 30 instructions (see Table 1) facilitate logic shifting, masking, 
sign extension, introduction of common constants and other operations. 

The 5-bit Instruction Word Inputs Oo-14) selects one of the thirty instructions operating 
on two sets of 4-bit Data Inputs (i50-D3, Ko-K3). Left Input (LI) and Left Output (LO) 
and Right Input (Al) and Right Output (RO) are available for expansion in 4-bit 
increments. An active LOW Output Enable Input (EO) provides 3-state control of the 
Data Outputs (Oo-03) for bus oriented applications. 

The 9404 is a member of Fairchild's MACRO LOGIC TTL family and is fully compatible 
with all TTL families. 

• EXPANDABLE IN MULTIPLES OF FOUR BITS 
• 20 ns DELAY OVER 16-BIT WORD (EXCEPT SIGN EXTEND FUNCTION) 
• TWO 4-BIT DATA INPUT BUSSES 
• 4-BIT DATA OUTPUT BUS WITH 3-STATE OUTPUT BUFFERS 
• USEFUL FOR BYTE MASKING AND SWAPPING 
• PROVIDES ARITHMETIC OR LOGIC SHIFT 
• PROVIDES FOR SIGN EXTENSION 
• GENERATES COMMONLY USED CONSTANTS 
• PURELY COMBINATORIAL - NO CLOCKS REQUIRED 
• PACKAGED IN SLIM 24-PIN PACKAGE 

PIN NAMES 
LOADING (Note a) 
HIGH LOW 

i50-B3 D-Bus Inputs (active LOW) 0.5 U.L. 0.23 U.L. 

Ro-R3 K-Bus Inputs (active LOW) 0.5 U.L. 0.23 U.L. 

io-14 Instruction Word Input 0.5 U.L. 0.23 U.L. 
[i Shift Left Input (active LOW) 0.5 U.L. 0.23 U.L. 
LO Shift Left Output (active LOW) (Note b) 10 U.L. 5.0 U.L. 
ITT Shift Right Input (active LOW) 0.5 U.L. 0.23 U.L. 
RO Shift Right Output (active LOW) (Note b) 10 U.L. 5.0 U.L. 
EO Output Enable Input (active LOW) 0.5 U.L. 0.23 U.L. 
60-03 Data Output (active LOW) (Note b) 130U.L. 10 U.L. 

NOTES: 
a) 1 Unit Load (U.L.) = 40 µ.A HIGH, 1.6 mA LOW 
b) Output current measured at VouT = 0.5 V 
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LOGIC SYMBOL 

11 9 8 7 6 15 17 19 21 23 

LI 03 02 o, Do K3 K2 Ki Ko RI 

9404 
DATA PATH SWITCH 

13 14 16 18 20 10 

Vee =Pin 24 
GND =Pin 12 

CONNECTION DIAGRAM 
DIP (TOP VIEW) 

NOTE: 
The Flatpak version has the same 
pinouts (Connection Diagram) as the 
Dual In-Line Package. 



INPUTS 

14 13 12 11 lo 

L L L L L 

L L L L H 

L L L H L 

L L L H H 

L L H L L 

L L H L H 

L L H H L 

L L H H H 

L H L L L 

L H L L H 

L H L H L 

L H L H H 

L H H L L 

L H H L H 

L H H H L 

L H H H H 

H =HIGH Level 
L =LOW Level 

03 

L 

H 

L 

L 

D3 

H 

03 

L 

L 

H 

K3 

L 

53 

K3 

H 

H 

FAIRCHILD • 9404 

@LI 
® 53---oi 

® 52----0 

0 o,----o 
@ Do----o 

@K3----o 
@<2 
@K1 
@Ro---OI 

BLOCK DIAGRAM 

DATA 
ROUTING 

10-----1---- l6 @) 

t----1;><>----~@) 

1-----4 ">o--- 02 @ 

1-----1->o--- o, @ 

t----4 .>o--- Do @ 

@ iii----<> 10--------ITTi @ .___.,....._ ..... 

® '• 
© 13 

0 '2 

0 
0) 'o 

INSTRUCTION 
DECODE 

TABLE 1 
INSTRUCTION SET FOR THE 9404 

OUTPUTS INPUTS OUTPUTS 

02 01 oo 
FUNCTION 

L L L Byte Mask 

H H H Byte Mask 

L L H Minus "2" in 2s Comp(1) 

L L L Minus "1" in 2s Comp(1) 

D2 D1 Do Byte Mask D-Bus 

H H H Byte Mask D-Bus 

D2 D1 Do Byte Mask D-Bus 

L L L Byte Mask D-Bus 

H H H Negative Byte Sign Mask 

H H H Positive Byte Sign Mask 

R2 K1 Ko Byte Mask K-Bus 

L L L Byte Mask K-Bus 

D2 51 Do Load Byte 

K2 R1 Ro Load Byte 

H H L Plus "1" 

H H H Zero 

(1) Comp= Complement 
(2) Arith = Arithmetic 

14 13 12 I 1 

H L L L 

H L L L 

H L L H 

H L L H 

H L H L 

H L H L 

H l H H 

H L H H 

H H L L 

H H L L 

H H L H 

H H L H 

H H H L 

H H H L 

H H H H 

H H H H 

lo LO o3 o2 o1 Oo 

L RI RI RI Rt Rt 

H K3 K3 R2 K1 Ko 

L RI RI RI RI RT 
H D3 D3 D2 D1 Do 

L 53 52 D1 Do Rt 

H K3 K2 K1 Ko Rt 

L D 153 152 151 

H 03 53 152 151 

L [i K3 R2 K1 

H K3 K3 K2 K1 

L K3 K2 K1 
-
Ko 

H H H H H 

L D3 D2 o, Do 

H K3 K2 K1 Ko 

L 

H 

RO 

Do 

Bo 
-
Ko 

Ko 

Vee =Pin 24 
GND=Pin12 
0 =Pin Number 

FUNCTION 

K-Bus Sign Extend 

K-Bus Sign Extend 

D-Bus Sign Extend 

D-Bus Sign Extend 

D-Bus Shift Left 

K-Bus Shift Left 

D-Bus Shift Right 

D-Bus Shift Right Arith(2) 

K-Bus Shift Right 

K-Bus Shift Right Arith(2) 

Byte Mask K-Bus 

Byte Mask K-Bus 

Complement D-Bus 

·complement K-Bus 

Undefined (Reserved) 

Undefined (Reserved) 

FUNCTIONAL DESCRIPTION - The 9404 Data Path Switch combines the functions of a dual 4-input multiplexer, a true/ 
complement one/zero generator, and a shift left/shift right array. 

As shown in Table 1, there are two shift right modes. The arithmetic right shift preserves the sign bit in the most significant 
position while the logic shift moves all positions. Right shift is defined as a 1-bit shift toward the least significant position. 

For half-word arithmetic the 9404 provides instructions which extend the sign bit left through the more significant slices. 
Shift linkages are available as individual inputs and outputs for complete flexibility. 

The 9404 may be used to generate constants +1, 0, -1 and -2 in 2s complement notation. 
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9404 ARRAYS - AHays of larger than 4-bit word lengths are easily obtained. Figure 1illustratesa16-bit array constructed 
using four devices; device 1 is the least significant and device 4 is the most significant slice. Within each slice, inputs and 
outputs with 'O' subscript are the least significant bits. 

The I 1 through 14 inputs of all devices are bussed. These four bus lines together with the lo inputs of the devices form an 8-bit 
instruction bus to control the array. In some applications, it may be possible to connect the lo inputs of devices 1 & 2 
together and the lo Inputs of devices 3 & 4 together, so that only six bits are needed to.control the arrays. Connecting the LO 
of device 1 to RI of device 2, LO of device 2 to RI of device 3, etc. provides left shift (i.e., shift towards most significant bit) 
and sign extension. From Table 1 it can be seen that "sign extend" consists of two adjacent instructions differing only in lo; 
one of these instructions connects the most significant bit of the selected input bus (i.e., 53 or K3) to the LO output while 
the other instruction forces the output bus and LO to the RI input. In a similar fashion right shift operation is accomplished 
by connecting the D input of a device to the RO of the next more significant device. 

D BUS K BUS D BUS K BUS D BUS K BUS 

~~ ~W.t ailllllil ~~ ~ _L__ LI D3 D2 D1 Do K3 K2 Ki Ko RI 

1o ~'o 7='' ~'o ~·, f'i '1 f"i ,, f'i ,, 
r--'2 9404 ~ 12 9404 tx 12 9404 ~ 12 9404 

.--1 '' 4 (MSS) r---l f3 3 r--13 2 r-----i 13 1 {LSS) 

? " v~" V1 I\,-" v~ .. 
EO v I\ EOLO 111 flt' EO LO 

r;f ~ LO 03 o2 01 Do RO o3 o2 o1 o0 RO 0 3 0 2 0 1 o0 03 02 o1 Do RO 

~ ~ !CT v t\_J L 

__J 

OUT?UT MOST LEAST 
SIGN~~CANT~-------------------~--------------------SIGN~~CANT 

OUTPUT BUS 

Fig. 1 16-BIT 9404 ARRAY 

DC CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (unless otherwise noted) 

LIMITS 
TEST CONDITIONS (Note 1) SYMBOL PARAMETER UNITS 

MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
Vil Input LOW Voltage v Guaranteed Input LOW Voltage 

xc 0.8 

VcD Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

Output HIGH Voltage XM 2.4 3.4 
VoH 

LO,RO 
v Vee= MIN, loH = -400 µA 

xc 2.4 3.4 

Output HIGH Voltage XM 2.4 3.4 loH = -2.0 mA I VoH 
0"0-03 

v Vee= MIN 
xc 2.4 3.1 IOH = -5.7 mA 

loH Output HIGH Current 100 µA Vee= MIN, VoH = 5.5 v 
Output LOW Voltage 0.3 0.4 v Vee= MIN, IOL = 4.0 mA 

Vol 
LO,RO 0.4 0.5 v Vee= MIN, IOL = 8.0 mA 

Output LOW Voltage 0.3 0.4 v Vee= MIN, IOL = 8.0 mA 
Vol 

60-63 0.4 0.5 v Vee= MIN, loL = 16 mA 

lozH Output Off Current HIGH 100 µA Vee= MAX, VouT = 2.4 v, VE= 0.8 v 
iozL Output Off Current LOW -100 µA Vee= MAX, VouT = 0.5 V, VE= 0.8 v 

1.0 40 µA Vee= MAX, V1N = 2.7 v 
l1H Input HIGH Current 

1.0 mA Vee= MAX, V1N = 5.5 v 
l1L Input LOW Current -0.36 mA Vee= MAX, V1N = 0.4 v 
los Output Short Circuit Current -30 -100 mA Vee= MAX, VouT = 0 v (Note 3) 

ice Supply Current 76 mA Vee= MAX, Inputs Open 

NOTES: 
1. For conditions shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical limits are at Vee= 5.0 V, TA= 25°C. 
3. Not more than one output should be shorted at a time. 
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AC CHARACTERISTICS: Vee= 5.0 V, TA= 25°C, CL= 15 pF 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN TYP MAX 

tPLH Propagation Delay, 
20 

Data Inputs (Do-03, Ko-K3) to Output (Oo-03) 
ns 

tPHL 

tPLH Propagation Delay, 
18 

Data Inputs (Do-D3, Ko-K3I to Shift Outputs (LO, ROI 
ns 

tPHL 

tPLH 
Propagation Delay, RT to LO 25 EO LOW ns 

tPHL 

tPLH Propagation Delay, 
22 

Instruction Word (lo-15) to Data Outputs (Oo-03) 
ns 

tPHL 

tPLH Propagation Delay, 
22 

Instruction Word (lo-15) to Shift Outputs (RO, LO) 
ns 

tPHL 

tpzH 
Enable Delay, EO to Outputs (Oo-03) 

tpzL 12 ns 

tPLZ 
Disable Delay, EO to Outputs (Oo-03) 8 ns 

tPHZ 

• 
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9405 
ARITHMETIC LOGIC REGISTER STACK 

FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The Arithmetic Logic Register Stack (ALRS) is designed to implement 
general registers in high performance. programmable digital systems. The device contains 
a 4-bit arithmetic logic unit (ALl.J), an 8-word by 4-bit RAM, and associated control logic. 
The ALl.J implements eight arithmetic and logic functions where one 4-bit operand is 
supplied from an external source (input data bus) and the second 4-bit operand is supplied 
internally from one of the eight RAM words selected by the Address Inputs (Ao-A2). The 
result of the operation is loaded into the same RAM location and simultaneously, is 
loaded into the output register making it available at the 3-state output data bus. 

The 9405 operates on four bits of data but features are provided for expansion to longer 
word lengths. Carry Propagate and Carry Generate Outputs are provided for an external 
carry lookahead where maximum operating speed is required. In applications where high 
speed arithmetic is not needed, ripple expansion may also be implemented. The 9405 
provides three status signals: Zero, Negative and Overflow. These qualify the result of an 
operation. The 9405 is a member of Fairchild's MACROLOGIC TTL family and is fully 
compatible with all TTL families. 

• EIGHT GENERAL REGISTERS/ACCUMULATORS IN A SINGLE PACKAGE 
• HIGH SPEED - 10 MHz MICROINSTRUCTION RATE 
• EXPANDABLE IN MULTIPLES OF FOUR BITS 
• PROVIDES FOR RIPPLE OR LOOKAHEAD CARRY 
• IMPLEMENTS 64 MICROINSTRUCTIONS 
• PROVIDES STATUS - ZERO, NEGATIVE, AND OVERFLOW 
• 3-ST A TE OUTPUTS 
• 24-PIN PACKAGE 

PIN NAMES 
LOADING (Note a) 

i50-i53 Data Inputs (Active LOW) 

Ao-A2 Address Instruction Inputs 

lo-12 ALl.J Instruction Inputs (Note b) 
MSS Most Significant Slice Input (Active HIGH) 
CP Clock Input 
EO Output Enable Input (Active LOW) 
EX Execute Input (Active LOW) 

Oo-03 Data Outputs (Active LOW) 
w Ripple Carry Output (Active LOW) (Note c) 
x Carry Propagate Output (Noted) 
y Carry Generate Output (Note e) 
z Zero Status Output (Active HIGH, Open 

Collector) (Note f) 

NOTES: 
a) 1 Unit Load (U.L.) = 40 µA HIGH, 1.6 mA LOW (0.5 V). 
b) !o used also for Carry Input on lesser significant slices. 
c} W Output also carries instruction information. 

HIGH 
0.5 U.L. 
0.5 U.L. 
0.5 U.L. 
0.5 U.L. 
0.5 U.L. 
0.5 U.L. 
0.5 U.L. 
130 U.L. 

10 U.L. 
10 U.L. 
10 U.L. 

d) X Output provides Negative Status (active LOW) on most significant slice. 
e) Y Output provides Overflow Status (active LOW) on most significant slice. 
f) An external pull-up resistor is required to supply HIGH level drive capability. 
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LOW 
0.23 U.L. 
0.23 U.L. 
0.23 U.L. 
0.23 U.L. 
0.23 U.L. 
0.23 U.L. 
0.23 U.L. 

10 U.L. 
5 U.L. 
5 U.L. 

10 U.L. 
5 U.L. 

LOGIC SYMBOL 

2 3 4 23 5 6 21 19 17 15 

20 18 16 14 9 

Vee= Pin 24 
GND =Pin 12 

CONNECTION DIAGRAM 
DIP (TOP VIEW) 
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BLOCK DIAGRAM 
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NOTES: 

TABLE 1 
INSTRUCTION FIELD ASSIGNMENT 

INTERNAL OPERATION 

Rx plus D-Bus plus 1 -> Rx Accumulate 
Rx plus D-Bus-> Rx Accumulate 
Rx • D-Bus -> Rx Logic AND 
D-Bus-> Rx Load 
Rx -> Output Register Output 
Rx+ D-Bus-> Logic OR 
Rx Ell D-Bus -> Rx Exclusive OR 
D-Bus-> Rx Load Complement 

1. Rx is the RAM location addressed by Ao-A2. 
2. The result of any operation is always loaded into the Output Register. 
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FUNCTIONAL DESCRIPTION - As shown in the Block Diagram the 9405 Arithmetic Logic Register Stack (ALRS) consists 
of a 4-bit ALU, an 8-word by 4-bit RAM with output latches, an instruction decode network, control logic and a 4-bit 
Output Register. 

The ALU receives the active LOW. input data (Do-03) as one operand while the RAM provides the seconcj operand through 
latches. The ALU output is stored in both the RAM and output register. The active LOW Output Data Bus (00-03) is 
obtained from the output register through 3-state buffers. An active LOW Output Enable (EO) input controls these buffers; a 
HIGH level EO disables the buffers (high impedance state). 

The instruction bus for the 9405 consists of two fields, A and I; A0-A2 specify the desired location of the RAM and lo-12 
specify the desired function to be performed. Table 1 lists Instruction Field Code assignments. Thus, the 9405 provides eight 
registers (Ro-R 7) and eight different operations may be performed on any of these registers. The lo-12 Inputs are decoded 
by the instruction decode network to generate necessary control signals for the ALU. The ALU also generates and transmits 
to the control logic the following signals: Carry Out, Carry Propagate, Carry Generate, Negative Status and Overflow Status. 
The control logic manipulates the status signals as a function of lo-12 and a control input MSS. A HIGH on the MSS Input 
declares the most significant slice in a 9405 array (the diode-input on MSS allows it to be tied directly to Vee). All devices, 
except the most significant 9405 should have a LOW level (ground) on the MSS Input. The control logic generates three device 
outputs, Vii, X and Y for arrayed operation. An all zero result from the ALU is decoded and presented at the open collector 
Zero Status (Z) Output. 

The 10 input serves a dual purpose. For arithmetic instructions, it is used as the carry input and for non-arithmetic instructions 
it serves as an instruction input. This is possible because only two arithmetic instructions require carry. The dual purpose use 
of lo plays an important role in 9405 expansion schemes. 

OPERATION - The 9405 operates on a single clock. CP and EX are inputs to a 2-input active LOW AND gate. A microcycle 
starts as the clock goes HIGH. For normal operation the Execute (EX) is LOW. Data is read from the RAM through enabled 
latches and applied as one operand to the ALU. Data inputs (Do-03) are applied to the ALU as the other operand and the 
operation as determined by instruction lines 10 -1 2 is executed. When CP is LOW, the latches are disabled and .the result of the 
operation is written back into the RAM provided that EX is LOW. The A lines must obviously be held stable during this time. 
On the LOW-to-HIGH CP transition, the result of the operation is loaded into the output register and a new microcycle can 
start. If EX is held HIGH, the operation selected by the I and A Inputs is performed, but the result is not written back into 
the RAM and is not clocked into the output register. 

9405 ARRAYS - The 9405 is organized to operate on a 4-bit wide data bus but can easily be expanded for longer words. 
Expansion requires that carries from lesser significant slices be propagated towards the most significant slice. The 9405 
provides full lookahead capability for high speed arithmetic. Appropriate Carry Generate (Y) and Carry Propagate (X) outputs 
are provided so that only one external carry lookahead generator is needed for every four 9405s. When speed is not a prime 
consideration, it is possible to implement ripple carry expansion. 

In arrayed operation, it is common to bus the EX, CP and EO Inputs of all devices. The Z Output is open collector and is 
normally OR-tied with the other devices and to an external load resistor so that a HIGH level indicates a zero result from an 
operation in the array. 

Figure 1 shows a ripple carry 16-bit wide array using four 9405s. The MSS input is tied to Vee on the most significant slice 
(ALRS 4); the MSS inputs of the other devices are tied to ground. The instruction bus of this array consists of A-Field and 
I-Field. A-Field is obtained by connecting corresponding A ipputs of all four devices. The lo input of device 1 (i.e., least 
significant slice) in conjunction with the bussed 11, 12 Inputs forms the I-Field for the array. The lo Inputs of devices 2, 3 and 
4 are connected to the W Outputs of devices 1, 2 and 3 respectively. The ALU network generates the carry propagate output. 
The control logic operates on this signal as a function of 11 and l2 to generate the W Output. If both 11 and 12 are LOW (i.e., 
an arithmetic instruction), the W Output is the carry output of that slice. In case of non-arithmetic instructions, it assumes 
the state of the lo input. Thus, in Figure 1, if an arithmetic instruction is specified, carry propagates through the W Output to 
lo Input of the next higher significant slice. On the other hand, non-arithmetic instructions effectively connect all lo Inputs 
together to form the I-Field for the array. The W Output of device 4 is the carry output from the array. The control logic also 
generates X and Y Outputs which participate in expansion when full carry lookahead is required. ThP.se outputs are normally 
·ignored in ripple expansion except for the most significant slice. In the most significant slice, X and Y correspond to Negative 
and Overflow status signals. 

Thus, X Output of device 4 is LOW, if the result of an operation has its most significant bit as "1" (i.e., negative result). 
Similarly a LOW level on Y output of device 4 indicates that arithmetic overflow has occured. If the two operands have the 
~me sign and the result has opposite sign, then it is assumed that an overflow has occurred. It should be noted that W, X and 
Y are not controlled by EX or CP. Figure 2 shows a 16-bit array with full carry lookahead expansion. Implementation of the 
lookahead scheme requires the use of an external 93S42/74S182 in addition to the four 9405s in the array. Since device 1 is 
the least significant and device 4 is the most significant slice, the MSS Inputs of the first three devices are connected to 
ground while device 4 has a HIGH at this input. The A-Field for the array instruction bus is obtained by connecting 
corresponding A Inputs of all four devices. Bussed 11 and 12 Inputs together with the lo Input of device 1 form the I-Field for 
the array. The lo Inputs for devices 2, 3 and 4 are obtained from the 93S42/74S182 Carry Outputs (Cn+x, Cn+y, and Cn+z 
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respectively). Also the P and G Inputs of 93S42/74S182 am connected to X and Y Outputs of the 9405s as shown. The 
control logic in the 9405 (see Block Diagram) generates X and Y Outputs as a function of 11, 12 and MSS Inputs as well as the 
Carry Generate and Carry Propagate Outputs of the ALU. If the MSS Input of a slice is LOW and an arithmetic instruction is 
specified, its X Output reflects Carry Propagate and Y reflects Carry Generate Outputs from that slice. For an arithmetic 
instruction the lo Input is treated as carry-in into a slice irrespective of MSS. Thus, whenever 11 and 12 are LOW, the array 
behaves as an adder with full carry lookahead. The W Outputs still reflect carry output, which is ignored for devices 1, 2 and 
3. The W Output of device 4 is the carry output from the array. Also, note that the lo Input of device 1 is not only an 
instruction input but also provides the carry input to the array so the lo Input of device 1 must be connected to the 
appropriate 93S42/74S182 input as shown. 

When a non-arithmetic instruction is specified to the array, the control logic of the 9405 forces a LOW on X and a HIGH on 
Y Outputs on all except the most significant slice. An examination of the 93S42/74S182 logic reveals that whenever P is 
LOW and G is HIGH the associated carry output is the same as the carry input. Thus, in Figure 2 devices 2, 3, and 4 will 
assume the logic level as that presented to the lo Input of device 1 during non-arithmetic instructions effectively bussing lo 
through all four devices. As in the case of ripple expansion X and Y Outputs of device 4 represent Negative and Overflow 
from the array. 
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DC CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (unless otherwise noted) 
LIMITS 

TEST CONDITIONS (Note 1) SYMBOL PARAMETER UNITS 
MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
VIL Input LOW Voltage v Guaranteed Input LOW Voltage 

XC 0.8 

VcD Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

Output HIGH Voltage XM 2.4 3.4 
VoH W, X Outputs 

v Vee= MIN, loH = -400 µA 
xc 2.4 3.4 

Output HIGH Voltage XM 2.4 3.4 loH = -2.0 mA] 
VoH 

O"o. 01. 02. 03 
v l Vcc=MIN xc 2.4 3.1 IOH = -5.7 mA 

IOH 
Output HIGH Current 

Z Output 
100 µA Vee= MIN, VoH = 5.5 v 

Output LOW Voltage 0.3 0.4 v Vee= MIN, IOL = 4.0 mA 
Vol 

w,x,z 0.4 0.5 v Vee= MIN, IOL = 8.0 mA 

Output LOW Voltage 0.3 0.4 v Vee= MIN, IOL = 8.0 mA 
Vol o0, o1, o2, o3,v 0.4 0.5 v Vee= MIN, loL = 16 mA 

lozH Output Off Current HIGH 100 µA Vee F MAX, VouT = 2.4 v, VE= 2 v 
iozL Output Off Current LOW -100 µA Vee= MAX, VouT = 0.5 v, VE= 2 v 

Input HIGH Current 
1.0 40 µA Vee= MAX, V1N = 2.7 v 

l1H 
1.0 mA Vee= MAX, V1N = 5.5 v 

l1L Input LOW Current -0.36 mA Vee= MAX, V1N = 0.4 v 
ios Output Short Circuit Current -30 -100 mA Vee= MAX, VouT = 0 v (Note 3) 

ice Supply Current 100 160 mA Vee= MAX, Inputs Open 

NOTES: 
1. For conditions. shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical limits are at Vee= 5.0 V, TA= 25°C. 
3. Not more than one output should be shorted at a time . 

. AC SET-UP REQUIREMENTS: Vee= 5.0 V, TA= 25°C, CL= 15 pF, See Fig. 3 

SYMBOL PARAMETER 
LIMITS 

UNITS TEST CONDITIONS 
MIN TYP MAX 

tcw Clock Period 75 ns 

IPWH Clock Pulse Width (HIGH) 30 

IPWL Clock Pulse Width (LOW) 20 

ts EX Set-Up Time, EX to CP 0 

th EX Hold Time, EX to CP 0 

tsA1 
Set-Up Time, Ao. A1, A2 to Negative 

25 
Going CP (Note 1) ns 

tsA2 Set-Up Time, Ao, A1, A2 to 
70 ns 

Positive Going CP (Note 1) 

thA 
Hold Time, Ao, A1, A2 to Positive 

Going CP 
5 ns 

Set-Up Time, Do, D1, D2, D3 to Positive -
tsD 45 ns EX LOW 

Going CP 

tho 
Hold Time, Do, D1, D2, D3 to Positive 

Going Clock 
-20 ns 

Isl Set-Up Time, lo, 11, 12 to Positive Going Clock 50 ns 

!hi Hol dTime, lo, I 1, 12 to Positive Going Clock 0 ns 

NOTE: 
1. Both set-up times must be met simultaneously. 
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AC CHARACTERISTICS: Vee= 5.0 V, TA= 25°C, CL= 15 pF' See Fig. 3 

LIMITS 
SYMBOL PARAMETER UNITS TEST CONDITIONS 

MIN TYP MAX 

tPLH 
Propagation Delay, Positive Going CP to 5o, 61. 62, 03 25 ns EO, EX LOW 

tPHL 

tPLH 
Propagation Delay, lo to W 15 ns 11 or 12 HIGH 

tPHL 

tPLH 
Propagation Delay, Data (Do, D1, 02, 03) to W 35 ns 11, 12 LOW 

tPHL 

tPLH 
Propagation Delay, Data (Bo, 51, D2, D3) to X, Y 

50 ns MSS HIGHJl1, 12 

tPHL 25 ns MSS LOW} LOW 

tPLH 
Propagation Delay, I 1 12 to X, Y 22 MSS LOW ns 

tPHL 

tPLH 
Propagation Delay, Data (Do, D1, 52, 03) to Z 

1 k!1 External Load 
55 ns 

tPHL Resistor to V CC 

tPLH 
Propagation Delay, lo to W 40 ns 11, 12 LOW 

tPHL 

tPLH 
Propagation Delay, 11, 12 to W 

15 
ns 11, 12 LOW 

tPHL 40 

tPLH 
Propagation Delay, 53 to X 11, 12 HIGH 

50 ns 
tPHL MSS HIGH 

tPLH 
Propagation Delay, Address (Ao, A1, A2) to X, Y 55 ns 

11, 12 LOW 

tPHL MSS LOW 

tPLH 
Propagation Delay, Address (Ao, A1, A21 to X, Y 70 

11, 12 LOW 
ns 

tPHL MSS HIGH 

• tPLH 
Propagation Delay, Address (Ao, A1, A21 to X 70 ns 

11, 12 HIGH 

lPHL MSS HIGH 

tPLH 
Propagation Delay, Address (Ao, A1, A2) to iiii 55 11, 12 LOW ns 

tPHL 

tPLH 
Propagation Delay, Address (Ao, A1, A2) to Z 70 11, 12 LOW ns 

tPHL 

tPLH 
Propagation Delay, I 1, 12 to X, Y 20 ns 11, 12 LOW 

tPHL 45 ns MSS HIGH 

tPLH 
Propagation Delay, lo to X, Y 50 

11, 12 LOW 
ns 

tPHL MSS HIGH 

tPLH 
Propagation Delay, 11, 12 to Z 42 ns 11, 12 LOW 

tPHL 

tPLH 
Propagation Delay, lo to Z 25 ns 11, 12 LOW 

tPHL 

tpzH - - - - -
Enable Delay, EO to Outputs Oo, 01. 02, 03 12 ns 

tpzL 

tpLz 
Disable Delay, EO to Oo, 51, 02, 03 10 ns 

tpHz 
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tpHli/J/tpLHW (Not~•I 
tPHLW/tPLHW (Note b) 

tPHL' tPLH FROM ADDRESS INPUTS 

1.3 v 

tPHL' tPLH FROM ADDRESS !NPUTS 

1.3 v 

tpH~ltPLH DELAY FROM DATA 
,_ ______ tPHL• tPLH DELAY FROM I INPUTS 

------- tPHL' tPLH DELAY FROM A INPUTS 

-------- 131(~---

a) Delay for logical operation 01 or 12 HIGH) 

b) Delay for arithmetic operation 01 = 12 = LOW) 

Fig. 3 ALAS TIMING DIAGRAM 
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9406 
PROGRAM STACK 

FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The 9406 is a 16-word by 4-bit "Push-Down Pop-Up" Program Stack. 
It is designed to implement Program Counter (PC) and return address storage for nested 
subroutines in programmable digital systems. The 9406 executes 4 instructions: Return, 
Branch, Call and Fetch as specified by a 2-bit instruction. When the device is initialized, 
the Program Counter (PC) is in the top location of the Stack. As a new PC value is 
"pushed" into the Stack (Call Operation), all previous PC values effectively move down 
one level. The top location of the Stack is the current PC. Up to 16 PC values can be 
stored, which .gives the 9406 a 15 level nesting capability. "Popping" the Stack (Return 
Operation) brings the most recent PC to the top of the Stack. The remaining two 
instructions affect only the top location of the Stack. In the Branch operation a new PC 
value is loaded into the top location of the Stack from the Do - 53 Inputs. In the Fetch 
operation, the contents of the top Stack location (current PC value) are put on the 
Xo - X3 bus and the current PC value is incremented. 

The 9406 may be expanded to any word length without additional logic. 3-State output 
d_!::!vers _are provided on the 4-bit Address Outputs (Xo - X3) and Data Outputs, 
(00 - 03); the X-Bus Outputs are enabled internally during the Fetch instruction while 
the 0-bus Outputs are contro_l.!!d by an Output Enable (EOo). Two status outputs, Stack 
Full (SF) and Stack Empty (SE) are provided. The 9406 is a member of Fairchild's 9400 
MACRO LOGIC TTL family, and is fully compatible with all TTL families. 

• 16-WORD BY 4-BIT LIFO 
• 15-LEVEL NESTING CAPABILITY 
• 10 MHz MICROINSTRUCTION RATE 
• PROGRAM COUNTER LOADS FROM DATA BUS 
• OPTIONAL AUTOMATIC INCREMENT OF PROGRAM COUNTER 
• STACK LIMIT STATUS INDICATORS 
• 24-PIN PACKAGE 
• 3-STATE OUTPUTS 

PIN NAMES LOADING (Note a) 

HIGH LOW 

Do-D3 Data Inputs (Active LOW) 0.5 U.L. 0.23 U.L. 

lo, 11 Instruction Inputs 0.5 U.L. 0.23 U.L. 
EX Execute Input (Active LOW) 0.5 U.L 0.23 U.L. 
CP Clock Input 0.5 U.L. 0.23 U.L. 
MR Master Reset Input (Active LOW) 0.5 U.L. 0.23 U.L. 
Ci Carry Input (Active LOW) 0.5 U.L. 0.23 U.L. 

EOo Output Enable Input (Active LOW) 0.5 U.L. 0.23 U.L. 

60-63 Output Data Outputs (Active LOW) 130 U.L. 10 U.L. 
(Note b) 

Xo-X3 Address Outputs (Note b) 130 U.L. 10 U.L. 
co Carry Output (Active LOW) (Note b) 10 U.L. 5 U.L. 
SF Stack Full Output (Active LOW) 10 U.L. 5 U.L. 

(Note b) 
SE Stack Empty Output (Active LOW) 10 U.L. 5 U.L. 

(Note b) 

NOTES: 

a. 1 unit load (U.L.) = 40 µA HIGH, 1,6 mA LOW. 

b, Output fan-out with Vol.;; 0.5 V. 
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LOGIC SYMBOL 
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DIP (TOP VIEW) 
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SE 

The Flatpak version has the same 
pinouts (Connection Diagram) as the 
Dual In-Line Package. 
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FUNCTIONAL DESCRIPTION - As shown in the Block Diagram, the 9406 consists of an input multiplexer, a 16 X 4 RAM 
with output latches addressed by the Stack Pointer (SP), an incrementor, control logic, and output buffers. The 9406 is 
organized around three 4-bit busses; the Input Data Bus (Do - D3), Output Data Bus (Oo - 03) and the Address Bus 
(Xo - X3). The 9406 implements four instructions as determined by Inputs .!.a_ and I 1. (See Table 1 ). The 0-Bus is derived 
from the RAM output latches and enabled by the active LOW Output Enable (EOo) Input. The X-Bus is also derived from the 
output latches; it is enabled internally during the Fetch instruction. Execution of instructions is controlled by the Execute 
(EX) and Clock (CP) Inputs. 

FETCH OPERATION - The Fetch Operation places the content of the current Program Counter (PC) on the X-Bus. If the 
Carry In (Ci) is LOW, the current PC is incremented in preparation for the next Fetch. If Cl is HIGH, the value of the current 
program is unchanged, {Iterative Fetch). 

The instruction code is set up on the I lines when CP is HIGH. The active level LOW Execute (EX) is normally set up at this 
time as well. The control logic interprets lo and I 1 and selects the incrementor output as the data source to the RAM via the 
input multiplexer. The current PC value i.s loaded into the latches and is available on the 0-Bus if EOo is LOW. When CP is 
LOW the output latches are disabled from following the RAM output, when both CP and EX are LOW, buffers are enabled, 
applying the current PC to the X-Bus. The output of the incrementor is written into the RAM during the period when CP and 
EX are LOW. If CT is LOW, the value stored in the current PC, plus one, is written into the RAM. If Cf is HIGH, the current 
PC is not incremented. Carry Out (CO) is LOW when the contents of the current PC is at its maximum, e.e., all ones and the 
Carry In (Ci) is LOW. When CP or EX goes HIGH, writing into the RAM is inhibited and the Address Buffers (Xo- X3) are 
disabled. 

BRANCH OPERATION - During a Branch Operation, the Data Inputs (Do - D3) are loaded into the current program 
counter. 

The instruction code and the EX Input are set up when CP is HIGH. The Stack Pointer remains unchanged. When CP goes 
LOW (assuming EX is LOW) the D-Bus Inputs are written into the current PC. The X-Bus drivers are not enabled during a 
Branch Operation. 

CALL OPERATION - During a Call Operation the content of the Data Bus is loaded into the top location of the stack and 
all previous PC values are effectively moved down one level. 

The Instruction code and the EX Input are set up when CP is HIGH. When EX is LOW, a "one" is added to the Stack Pointer 
value thus incrementing the RAM address. Since the output latches go to the nontransparent or store mode when CP is LOW, 
the 0-Bus outputs will reflect the RAM output at the CP negative-going transition. If EX goes LOW considerably before CP 
goes LOW, the 0-Bus will correspond to the previous contents of the incremented RAM address after CP goes LOW. If CP 
goes LOW a very short time after EX, the 0-Bus will remain unchanged until the LOW to HIGH transition of CP. 

When CP is LOW (assuming EX is LOW) the D-Bus Inputs are written into this new RAM location. On the LOW-to-HIGH CP 
transition, the incremented Stack Pointer value is loaded into the Stack Pointer Register and the 0-Bus Outputs reflect the 
newly entered data. When the RAM address is "1111" the Stack Full Output (SF) is LOW, indicating that no further Call 
operations should be initiated. If an additional Call Operation is per.formed SP is incremented to (0000), the contents of that 
location will be written over, SF will go HIGH and the Stack Empty (SE) will go LOW. 

The X-Bus drivers are not enabled during a Call operation. 

RETURN OPERATION - During the Return operation the previous PC is "popped" to become the current PC. 

The instruction is set up when CP is HIGH. When EX is LOW, a "one" is subtracted from the Stack Pointer value, thus 
decrementing the RAM address. If EX goes LOW considerably before CP goes LOW, the 0-Bus will correspond to the new 
value after EX goes LOW. If CP goes LOW a short time after EX, the 0-Bus will remain unchanged until the LOW to HIGH 
transition of CP. 

On the LOW-to-HIGH CP transition the decremented Stack Pointer value is loaded into the Stack Pointer Register and the 
0-Bus Outputs correspond to the new "popped" value. 

The X-Bus drivers are not enabled during a return operation. When the RAM address is "0000", the Stack Empty Output 
(Si:) is LOW, indicating that no further return operations should be initiated. If an additional Return operation is performed, 
SP is decremented to "1111", the SE will go HIGH and the Stack Full Output (SF) will go LOW. Operation of the active 
LOW Master Reset (MR) causes the SP to be reset and the contents of that RAM location (0000) to be cleared. The Stack 
Empty (SE) output goes LOW. This operation overrides all other inputs. 

MULTIPLE 9406 OPERATION - The 9406 may be expanded to any word length in multiples of four without external logic. 
The connection for expanded operation is shown in Figure 1. Carry In (Cl) and Carry Out (CO) are connected to provide 
automatic increment of the current program counter during Fetch. The Ci Input of the least significant 9406 is tied LOW 
to ground. 

If automatic increment during Fetch is not desired, the Cl Input of the least significant 9406 is held HIGH. 
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BLOCK DIAGRAM 

1-0F-4 
DECODER 

00 RETURN (POP) 

FAIRCHILD • 9406 

13 12 11 1o 
INCREMENTER 

II @ 1o-Ao 

@ 11-A1 

Oil----~·~RA~N~C~H~IL~O-'A~D-'PC~)--------~ 

02 CALL (PUSH) 

031----+-1-'-ET_C_H-'ll_NC_R_E_M_EN_T_P-'Cl _______ +-________ ,_ET_c_H-tS 100 1oc 1oa 1oA 

o3 o2 o1 Do 

._ __ C"'-P--4CP 4-BIT REGISTER 

.....if-~+-l_r:: ___ .,_" __ ;-... " r 1 1 r 

CALL 

QUAD 2-INPUT MUX 

Zc Z9 

o, 

16 X 4 RAM 

@;~-~=-::~-~~-----~--~-+--+-+-L..-+-+-~-Jiu ft ~7~7 1 ~7 ~71 
0 = Pin Numbers a, a, 

® 

,, 
~ --..----+--+--+--+--+--t------..------<-+---<,__.-+--+------~ 

CP 

"' Oo o, 02 03 Xo x, X2 X3 

I I 
DATA BUS ADDRESS BUS 

*Tie to V cc to disable automatic increment. 

Fig. 1 
9406 EXPANSION A 16 BY 12 PROGRAM STACK 
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'1 lo INSTRUCTION 

L L Return f Pop) 

L H Branch (Load PC) 

H L Call (Push) 

Fetch 
H H 

(Increment PC) 

H HIGH Level 
L LOW Level 

FAIRCHILD • 9406 

TABLE 1 
INSTRUCTION SET FOR THE 9406 

INTERNAL OPERATION X-BUS 

Decrement Stack Pointer Disabled 

Load D-Bus into Current 
Program Counter Location 

Disabled 

Increment Stack Pointer and 
Load D-Bus into New Program Disabled 
Counter Location 

Increment Current Program 
Current Program Counter 
while both CP and EX are LOW, 

Counter if Cl is LOW 
disabled while CP or EX is HIGH 

0-BUS (WITH EOo LOW) 

Depending on the relative timing of EX and 
CP, the outputs will reflect the current pro-
gram counter or the new value while CP is 
LOW. When CP goes HIGH again, the 
output will reflect the new value. 

Current Program Counter until CP goes 
HIGH again, then updated with newly 
entered PC value. 

Depending on the relative timing of EX and 
CP, the outputs will reflect the current pro-
gram counter or the pr.evious contents of 
the incremented SP location. When CP goes 
HIGH again, the outputs will reflect the 
newly entered PC value. 
See Figure 9 for details. 

Current Program Counter until CP goes 
HIGH again, then updated with 
incremented PC value. 

DC CHARACTERISTICS OVER OPERATION TEMPERATURE RANGE (unless otherwise noted) 

LIMITS 
TEST CONDITIONS (Note 1 I SYMBOL PARAMETER UNITS 

MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
VIL Input LOW Voltage v Guaranteed Input LOW Voltage 

XC 0.8 

vcD Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

Output HIGH Voltage XM 2.4 3.4 
VoH v Vee= MIN, loH = -400 µA 

CO, SE, SF xc 2.4 3.4 

Output HIGH Voltage XM 2.4 3.4 IOH = -2.0 mA J 
Vee= MIN VoH v 

x 0 - x 3, 00 - 6 3 xc 2.4 3.1 loH = -5.7 mA } 

Output LOW Voltage 0.25 0.4 Vee= MIN, loL = 4.0 mA 
VoL --- v 

CO, SE,.SF 0.35 0.5 Vee= MIN, loL -8.0 mA 

Output LOW Voltage 0.25 0.4 Vee- MIN, loL -8.0 mA 
VoL 

Xo- X3, Oo-63 
v 

0.35 0.5 Vee= MIN, IOL = 16 mA 

lozH Output Off Current HIGH 100 µA Vee= MAX, VouT = 2.4 V, VE= 2 v 

lozL Output Off Current LOW -100 µA Vee - MAX, VouT- 0.5 v, VE - 2 v 

1,0 40 µA Vee= MAX, V1N = 2.7 v 
l1H Input HIGH Current 

1.0 mA Vee= MAX,V1N = 5.5 v 

l1L Input LOW Current -0.36 mA Vee= MAX, V1N = 0.4 v 

los Output Short Circuit Current -30 -100 mA Vee= MAX, VouT = 0 v (Note 3) 

iccH Supply Current 100 160 mA Vcc=MAX 

NOTES: 
1. For conditions shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical limits are at Vee= 5.0 V, TA= 25°C. 
3. Not more than one output should be shorted at a time. 
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AC SET-UP REQUIREMENTS - ALL MODES OF OPERATION: Vee= 5.0 v. TA= 25°C, CL= 15 pF 

LIMITS 
SYMBOL PARAMETERS UNITS COMMENTS 

MIN TYP MAX 

tcw Clock Period 80 ns 

tPWH Clock Pulse Width (HIGH) 40 ns 

tPWL Clock Pulse Width (LOW) 30 ns 

ts EX Set-Up Time, EX to CP 0 ns 

th EX Hold Time, EX to CP 0 ns 

tsl Set-Up Time, lo, I 1 to Negative-Going Clock 20 ns Figure 2 

thl Hold Time, lo, I 1 to Positive-Going Clock 0 ns 

ts Cl Set-Up Time, Cl to Negative-Going Clock 5 ns 

th Cl Hold Time, Cl to Positive-Going Clock 0 ns 

tsD Set-Up Time, Do-D3 to Positive-Going Clock 20 ns 

tho Hold Time, Do - 03 to Positive-Going Clock 0 ns 

tPWLMR MR Pulse Width (LOW) 40 ns 
Figure 3 

tree MR to Negative-Going Clock 30 ns 

• REFER TO INDIVIDUAL TIMING DIAGRAMS FOR EACH OPERATION TO DETERMINE OUTPUT RESPONSE 

1-tpWL-1 
MR \3V i-~3V -
. 1-~'L_ 

Fig. 3 
RESET OPERATION 

Fig. 2 Fig.4 
WAVEFORMS FOR ALL OPERATIONS CARRY-IN TO CARRY-OUT 
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AC CHARACTERISTICS- ALL MODES OF OPERATION: Vee= 5.0 V, TA= 25°C, CL= 15 pF 

SYMBOL PARAMETERS 
LIMITS 

UNITS COMMENTS 
MIN TYP MAX 

tPLH Propagation Delay, Carry In (Ct) to 14 

Carry Out ICO) 
ns Figure 4 

tPHL 10 

tPLH Propagation Delay, Positive-Going CP 34 

to Carry Out (CO) 
ns Figure 5 

tPHL 38 

tPLH Propagation Delay, Negative-Going EX 34 

to Carry Out (CO) 
ns Figure 6 

tPHL 38 

EX 

co------------J~._'_v ____ _ 

Fig. 5 Fig. 6 
CLOCK TO CARRY-OUT EXECUTE TO CARRY-OUT 

AC CHARACTERISTICS AND SET-UP REQUIREMENTS FOR THE BRANCH (LOAD PC) OPERATION: 

V CC = 5.0 V, TA = 25° C, CL = 15 p F 

LIMITS 
SYMBOL PARAMETERS UNITS COMMENTS 

MIN TYP MAX 

tPLH Propagation Delay, Positive-Going CP 28 EOo LOW 

tPHL to Outputs IOo - 03) 36 
ns 

Figures 7 and 8 

ts Set-Up Time, lo, 11 to Negative-Going EX 20 ns 

th Hold Time lo, 11 to Positive-Going EX 0 ns EX goes HIGH before CP, Figure 8 

th Hold Time, lo, I 1 to Positive-Going CP 0 ns. CP goes HIGH before EX, Figure 7 

ts Set-Up Time, Do - D3 to Positive-Going CP 16 ns 
Figures 7 and 8 

th Hold Time, Do - D3 to Positive-Going CP 0 ns 

tPWL EX Pulse Width 30 ns EX Goes HIGH Before CP, Figure 8 
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CONDITIONS. ~Dci LOW CONDITIONS: ffio LOW 

'o 'o 

,._ ______ tPWL--

EX 

CP 

Fig. 7 
BRANCH OPERATION, CP GOES HIGH BEFORE EX • Fig. 8 

BRANCH OPERATION, EX GOES HIGH BEFORE CP 

AC CHARACTERISTICS AND SET-UP REQUIREMENTS FOR THE CALL (PUSH) OPERATION: 
Vee; 5.0 V, TA; 25°C, CL; 15 pF (Figure 9) 

LIMITS 
SYMBOL PARAMETERS UNITS COMMENTS 

MIN TYP MAX 

tPLH Propagation Delay, Positive-Going CP to 35 -
- - ns EOo LOW 

tPHL New Value of Oo - 03 55 

tPLH Propagation Delay, Negative-Going EX 30 EOo LOW, Set-Up Requirements ts1 EX 
- - ns 

tPHL to Intermediate Value of Oo - 03 45 must be met 

tPLH Propagation Delay, Negative-Going EX 20 
ns 

tPHL to SE, SF 40 

ts Set-Up Time, Negative-Going EX to lo, I 1 20 ns 

th Hold Time, Positive-Going CP to lo. I 1 0 ns 

Set-Up Time, EX to Negative-Going CP which 

ts1EX Guarantees Intermediate Data on Oo - 03 while 45 ns 

CP is LOW 

Set-Up Time, EX to Negative-Going CP which 

ts2EX Guarantees no Change in Oo - 03 While CP 0 ns 

is LOW 

th EX 
Hold Time, Positive-Going CP to 

- 0 ns 
Positive-Going EX 

ts Set-Up Time, Do - D3 to Positive-Going CP 20 ns 

th Hold Time. Positive-Going CP to Do - D3 0 ns 
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CONDITIONS EOo LOW 

SE.SF 

Fig. g 
CALL (PUSH) OPERATION 

NOTES: 
1. Condition which occurs when EX goes LOW considerably before CP goes LOW (ts1 EX is met). 
2. Condition which occurs when EX goes LOW slightly before CP goes LOW (ts2EX is met). 

AC CHARACTERISTICS AND SET-UP REQUIREMENTS FOR THE RETURN (POP) OPERATION: 
Vee= 5.0 v, TA= 25°C, CL= 15 pF (Figure 10) 

LIMITS 
SYMBOL PARAMETERS UNITS COMMENTS 

MIN TYP MAX 

tPLH Propagation Delay. Positive-Going CP to 28 
EOo LOW 

New Value of Oo - 03 55 
ns 

tPHL 

tPLH Propagation Delay, Negative-Going EX 30 EOo LOW. Set-Up Requirements ts1 EX 

to New Value of Oo - 03 45 
ns 

tPHL must be met 

tPLH Propagation Delay, Negative-Going EX 20 

to se. Sf: 40 
ns 

tPHL 

ts Set-Up Time. Negative-Going EX to lo. I 1 20 ns 

th Hold Time, Positive-Going CP to lo, I 1 0 ns 

Set-Up Time, EX to Negative-Going CP which 

ts1EX Guarantees the New Value on Oo - 03 45' ns 

While CP is LOW 

Set-Up Time, EX to Negative-Going CP. 

ts2EX Either ts2EX or t 53EX must be met for 0 ns 

Proper Operation 

Set-Up Time, EX to Positive-Going CP. 

t,3EX Either t53EX or ts2EX (Above) must be met 30 ns 

for Proper a·peration. 
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CONDITIONS: ffio LOW 

EX 1.3 v 

CP 

CURRENT VALUE 

NOTES: 

FAIRCHILD • 9406 

1------•,3-----1 
..,___t,1--.. 
.--ts2_.,.. 

...._ tPLH ___..

1 tpHL 

1.3 v 

I NOTES 1 & 2) 

NEW VALUE 

CURRENT VALUE 

Fig. 10 
RETURN (POP) OPERATION 

1. Condition which occurs when EX goes LOW considerably before GP goes LOW (t EX is met). 
2. Condition which occurs when EX goes LOW slightly before or after GP goes LoW')either ts2EX or ts3EX are met). 

AC CHARACTERISTICS AND SET-UP REQUIREMENTS FOR THE FETCH OPERATION: 
Vee= 5.0 V, TA ;25°C, CL= 15 pF 

LIMITS 
SYMBOL PARAMETERS UNITS COMMENTS 

MIN TYP MAX 

fPLH Propagation Delay Positive-Going GP 29 - -
to Incremented Value of Oo - 03 

ns EOo, Cl LOW, Figures 13 and 14 
tPHL 38 

tpzL Turn-On Delay, from GP or EX 15 -
ns EOx LOW, Figures 11, 12, 13 and 14 

tpzH Whichever goes LOW last to Xo - X3 12 

ts Set-Up Time, lo, I 1 to Negative-Going EX 20 ns 

th 
Hold Time, lo, 11 to GP or EX whichever 

0 ns 
goes HIGH first Figures 11, 12, 13 and 14 

Set-Up Time, Negative Going EX 
25 ts ns 

to Positive-Going GP 

ts Negative-Going Cl to Positive-Going GP 20 ns Fetch with Increment, Figures 13 and 14 

th Positive-Going Cl to Negative-Going EX 0 Iterative Fetch, Figures 11and12 
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CONDITIONS E00 LOW, CP goes HIGH before EX 

CP 

CP 

NOTES: 

FAIRCHILD • 9406 

1.3 v 

CURRENT VALUE (NO CHANGE) 

HIGH IMPEDANCE 

Fig. 11 
ITERATIVE FETCH 

CURRENT VALUE 

Fig. 12 
ITERATIVE FETCH 

HIGH IMPEDANCE 

1. Xo - X3 Turn-On Delay measured from the time both EX and CP go LOW. 
2. Xo - X3 Turn-Off Delay measured from the time either EX or CP goes HIGH. 
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CONDITIONS E50 LOW, CP goes HIGH before EX 

EX 1.3 v 

1.3 v 

GP 

INCREMENT 
VALUE 

b-NOTE2 

• 

HIGH IMPEDANCE 1.3 V HIGH IMPEDANCE 

Fig. 13 
FETCH WITH INCREMENT PC 

CONDITIONS E00 LOW, EX goes HIGH before CP 

1.3 v 

l----+-----t,---t------1 

~---'h --
1.3 v 

GP 

CURRENT VALUE 

NOTE 1 

HIGH IMPEDANCE 1.3 V CURRENT VALUE 1.3 V HIGH IMPEDANCE 

Fig. 14 
FETCH OPERATION WITH INCREMENT PC 

NOTES: 
1. Xo - X3 Turn-On Delay measured from the time both EX and CP go LOW. 
2. Xo - X3 Turn-Off Delay measured from the time either EX or CP goes HIGH. 
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9407 
DATA ACCESS REGISTER 
FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The 9407 Data Access Register (DAR} performs memory address 
arithmetic for RAM resident stack applications. It contains three 4-bit registers intended 
for Program Counter (Rol. Stack Pointer (R1 ), and Operand Address (R2). The 9407 
implements 16 instructions (see Table 1} which allow either pre or post 
decrement/increment and register-to-register transfer in a single clock cycle. It is 
expandable in 4-bit increments and can operate at a 10 MHz microinstruction rate on a 
16-bit word. The 3-state outputs are provided for bus oriented applications. The 9407 is a 
member of Fairchild's MACRO LOG IC TTL family and is fully compatible with all TTL 
families. 

• HIGH SPEED - 10 MHz MICROINSTRUCTION RATE 
• THREE 4-BIT REGISTERS 
• 16 INSTRUCTIONS FOR REGISTER MANIPULATION 
• TWO SEPARATE OUTPUT PORTS, ONE TRANSPARENT 
• RELATIVE ADDRESSING CAPABILITY 
• 3-STATE OUTPUTS 
• OPTIONAL PRE OR POST ARITHMETIC 
• EXPANDABLE IN MULTIPLES OF FOUR BITS 
• SLIM 24-PIN PACKAGE 

PIN NAMES LOADING (Note a) 

HIGH LOW 

50-53 Data Inputs (Active LOW) 0.5 U.L. 0.23 U.L. 

lo-13 Instruction Word Inputs 0.5 U.L. 0.23 U.L. 

Cf Carry Input (Active LOW) (Note bl 0.5 U.L. 0.23 U.L. 

co Carry Output (Active LOW) 10 U.L. 5 U.L. 

CP Clock Input (L-+ H Edge-Triggered} 0.5 U.L. 0.23 U.L. 

EX Execute Input (Active LOW) 0.5 U.L. 0.23 U.L. 

EOx Address Output Enable Input 0.5 U.L. 0.23 U.L. 

(Active LOW} 

EOo Data Output Enable Input 0.5 U.L. 0.23 U.L. 

(Active LOW} 

Xo-X3 Address Outputs (Note b) 130 U.L. 10 U.L. 

50-53 Data Outputs (Active LOW) 130 U.L. 10 U.L. 

(Note b} 

NOTES: 
a. 1 Unit Load (U.L.) = 40 µA HIGH, 1.6 mA LOW. 
b. Output Current measured at VouT = 0.5 V. 
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Vee= Pin 24 
GND =Pin 12 

co 

CONNECTION DIAGRAM 
DIP (TOP VIEW) 

NOTE: 

13 

The Flatpak version has the same 
pinouts (Connection Diagram) as the 
Dual In-Line Package. 
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BLOCK DIAGRAM 

BINARY ADDER 

co 

~ :~ ----------+---+-~f-+-------1 INSTRUCTION 

DECODER/ENCODER 

i-+-4---l-----+----+------.1 l l 
o3 o2 o1 Do 

QUAD 
3-INPUT MUX 

0 CP ---------r ............ ,""' ~ CP 4-BIT REG. 0 EX =L_..,JO---+----t--t--+--t--t-+-----t------L/--_ _, !Roi 

o3 a2 o1 o0 

f-t--t---1-+--;-- ] l ll l:=: g 
03 D2 D1 Do 

~ CP 4·BIT REG 

H-------l-,_t......,,' __) IR1I 

o3 o2 a 1 o0 

~,_____ J j l ~T1 _ ____,::~ 
'---------11,0 

o3 o2 o1 Do 

D CP 4-BIT REG r-------t--+-1-t-+_....._-L. _ _,,, IR21 

G) lo----+-------....--.. 

l '-----------t12A 
~----------11,, 

~----------1 12c 
~-----------1120 

JJ J..----+-+----+-+-. l .---------
03 o, o, Do ,...,...,,-o 1 .... ,c .... 110_1 .... ,A .... 100-lo.._c_.los""'1"-0A"" 

l.._.....j CP 4-BIT REG. 
(R3) 

G @ © © 
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FUNCTIONAL DESCRIPTION - The 9407 contains a 4-bit slice of three Registers (R_Q-R2). a 4-Bit Adder, a 3-state 
Address Output Buffer (Xo-X3), and a separate Output Register with 3-state buffers (00-03), allowing output of the 
register contents on the data bus (refer to the Block Diagram). The DAR performs 16 instructions, selected by lo-13, as 
listed in Table 1. 

OPERATION - The 9407 operates on a single clock. CP and EX are inputs to a 2-input, active LOW AND gate. For normal 
operation EX is brought LOW while CP is HIGH. A microcycle starts as the clock goes HIGH. Data Inputs Do-53 are applied 
to the Adder as one of the operands. Three of the four instruction lines (1 1,12,13) select which of the three registers, if any, is 
to be used as the other operand. The J:_OW-to-HIGH CP transition writes the result from the Adder into a register (Ro-R2) 
and into the output register provided EX is LOW. If the lo instruction input is HIGH, the multiplexer routes the result from 
the Adder to the 3-state Buffer controlling the address bus (Xo-X3) independent of EX and CP. If lo is LOW, the 
multiplexer routes the output of the selected register directly into the 3-State Buffer controlling the Address Bus (Xo-X3), 
independent of EX and GP. 

9407 ARRAYS - The 9407 is organized as a 4-bit register slice. The active LOW Cl and CO lines allow ripple-carry 
expansion over longer word lengths. 

APPLICATIONS - In a typical application, the register utilization in the DAR may be as follows: Ro is the program counter 
(PC), R1 is the stack pointer (SP) for memory resident stacks and R2 contains the operand address. For an instruction Fetch, 
PC can be gated on the X-Bus while it is being incremented (i.e., D-Bus ~ 1 ). If the fetched instruction calls for an effective 
address for execution, which is displaced from the PC, the displacement can be added to the PC, and loaded into R2 during 
the next m icrocycle. 

TABLE 1 
INSTRUCTION SET FOR THE 9407 

INSTRUCTION COMBINATORIAL FUNCTION SEQUENTIAL FUNCTION OCCURRING 

13 12 11 lo AVAILABLE ON THE X-BUS ON THE NEXT RISING CP EDGE 

L L L L Ro 

L L L H Ro plus D plus Cl 
Ro plus D plus Cl-> Ro and 0-register 

L L H L Ro 

L L H H Ro plus D plus Cl 
Ro 1>lus D plus Cl -> R 1 and 0-register 

L H L L Ro 

L H L H Ro plus D plus Cl 
Ro plus D plus Cl-> R2 and 0-register 

L H H L R1 

L H H H R 1 plus D plus Cl 
R 1 plus D plus Cl -> R 1 and 0-register 

H L L L R2 

H L L H D plus Cl 
D plus Cl-> R2 and 0-register 

H L H L Ro 

H L H H D plus Cl 
D plus Cl -> Ro and 0-register 

H H L L R2 

H H L H R2 plus D plus Cl 
R2 plus D plus Cl---+ R2 and O~register 

H H H L R1 

H H H H D plus Cl 
D plus Cl -> R 1 and 0-register 

L LOW Level 

H HIGH Level 
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DC CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (unless otherwise noted) 

LIMITS 
TEST CONDITIONS (Note 1) SYMBOL PARAMETER UNITS 

MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
V1L Input LOW Voltage XC v Guaranteed Input LOW Voltage 

0.8 

VcD Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

Output HIGH Voltage, CO 
XM 2.4 3.4 

VoH xc v Vee= MIN, loH = -400 µA 
2.4 3.4 

XM 
Output HIGH Voltage xc 2.4 3.4 loH = -2.0 mA 

VoH 
Xo- X3, Bo- 51 

v Vee= MIN 
2.4 3.1 loH = -5.7 mA 

Output LOW Voltage, CO 
0.3 0.4 Vee= MIN, IOL = 4.0 mA 

Vol v 
0.4 0.5 Vee= MIN, loL = 8.0 mA 

Output LOW Voltage 0.3 0.4 Vee= MIN, IOL = 8.0 mA 
Vol 

xo - x3. oo - 03 
v 

0.4 0.5 Vee= MIN, IOL = 16 mA 

tozH Output Off Current HIGH 100 µA Vee= MAX, VouT = 2.4 V, VE= 2 v 
IOZL Output Off Current LOW -100 µA Vee - MAX, VouT - 0.5 V, VE - 2 v 

1.0 40 µA Vee= MAX, V1N = 2.7 v 
l1H Input HIGH Current 

1.0 mA Vee= MAX, VtN = 5.5 v 
l1L Input LOW Current -0.36 mA Vee= MAX, V1N = 0.4 v 
ios Output Short Circuit Current -30 -100 mA Vee= MAX, VouT = 0 v (Note 3) 

tee Supply Current 90 145 mA Vee= MAX, Inputs Open 

NOTES: 
1. For conditions shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical limits are at V cc = 5.0 V, TA = 25° C. 
3. Not more than one output should be shorted at a time. 

AC SET-UP REQUIREMENTS: Vee= 5.0 v, CL= 15 pF, TA= 25°C 

LIMITS 
SYMBOL PARAMETER UNITS CONDITIONS 

MIN TYP MAX 

tcw Clock Period (Note) 80 ns 

tPWH Clock Pulse Width (HIGH) (Note) 50 

tPWL Clock Pulse Width (LOW) (Note) 20 

ts 
Set-Up Time, lo - 13 to Negative-Going 

Clock 
20 ns 

th 
Hold Time, lo - 13 to Positive-Going 

0 
Clock 

ns 

ts5 
Set-Up Time, Do - 53, Ci to Negative-Going 

20 
Clock 

ns 

- Hold Time, Do - D3, Ci to Negative-Going 
0 thD 

Clock 
ns 

tsl 
Set-Up Time, Ci to Positive-Going 

5 
Clock 

ns 

thl Hold Time, Ci to Positive-Going Clock 0 ns 
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AC CHARACTERISTICS: Vee; 5.0 V, CL; 15 pF, TA; 25°e 

LIMITS 
SYMBOL PARAMETER 

MIN TYP MAX 
COMMENTS UNITS 

tPLH Propagation Delay, Positive-Going CP 32 

tPHL to Bo - 03 (Note) 22 
ns EOo LOW, Figure 3 

tPLH 
Instruction Inputs - I 1 - 13 to Xo - X3 26 

tPHL 22 
ns EOx LOW, lo LOW, Figure 1 

tPLH 50 Instruction Inputs - 11 - 13 to Xo - X3 
tPHL 45 

ns EOx LOW, lo HIGH, Figure 1 

tPLH 
Positive-Going Clock to Xo - X3 40 

tPHL 35 
ns EOx. lo LOW 

lPLH 65 
Positive-Going Clock to Xo - X3 

tPHL 55 
ns EOx LOW, lo HIGH, Figure 2 

tPLH 
Propagation Delay, Data Inputs to Xo - X3 30 

tPHL 30 
ns lo HIGH, 11 - 13 Stable, 

EO LOW, Figure 4 

tPLH 
Propagation Delay Cf to Xo - X3 

24 

tPHL 20 
ns lo HIGH, 11 - 13 Stable, 

EOx LOW, Figure 5 

tPLH 
Propagation Delay Io to Xo - X3 

24 

tPHL 32 
ns EOx LOW, Figure 2 

tPLH Propagation Del.ay, Positive-Going 45 
ns Figure 1 

tPHL Clock to CO 58 

tPLH 
Propagation Delay, Ci to CO 

13 

tPHL 22 
ns Figure 5 

tPLH 
Propagation Delay, Data Inputs Do - 03 to CO 13 

tPHL 24 
ns Figure 4 

tPLH Propagation Delay, Instruction Inputs 30 ns Figure 1 
tPHL l1-l3toCO 32 

tPZH Enable Delay, EOo to Outputs Oo - 03, 13 ns 
tpzL EOx to Xo - X3 18 

tPLZ Disable Delay, EOo to Oo, O 13 

tPHZ EOx to Xo- X3 13 
ns 

TIMING DIAGRAM 

CONDITIONS: EcJx LOW 

11 -13 _____ __,¥._'·'_v __________ _ 
i--:PLH--1 tPHL -----

1.3 v 

1-1PLH--, I.......--- 1PHL 

CO--------------'~l~.3-V ___ _ 

Fig. 1 

CONDITIONS: Eo LOW 

'o _____ ...JX._·'_v _____________ _ 

'-'PLH-1 tPHL 

NOTE: 
The internal clock is generated from CP and EX. The internal Clock 

is HIGH if EX or CP is HIGH, LOW if EX and CP are LOW. 

Fig. 2 
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FAIRCHILD • 9407 

TIMING DIAGRAM 

CONDITIONS EOo LOW 

1-"-1 --1 th 1---
11 ,/fflll/;)(3V I l''~~~-

1 1--1;-----=::I 'h 1--
Do-o,-~lflir( 1 13~--

----.,,,;.,,,.,,I ~ 1---,,-=:1 "·I-~--=~ 
c1 __ _.....11/11}(.....,..._ }~ 

CLOCK (NOTE 1) 

-~ 1 _____ ,,w, I~-

\ 13Vll ''" 
~~~~~~~~--~~~~~-----~'-'"'---~! ~~~~ 

I 
1.3 v 

• 
1.3V 

Fig. 3 

CONDITIONS EDx LOW. lo HIGH CONDITIONS Eox LOW, IQ HIGH 

Do-D3---'~'~1 ~-,PL-H_-_-1 ___ _ 
tPHL 

c' _ __,''~1.__~,-,,"--I --
tPHL 

Fig. 4 Fig. 5 
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9410 
REGISTER STACK• 16x4 RAM 

WITH 3-STATE OUTPUT REGISTER 
FAIRCHILD MACROLOGIC™ TTL 

DESCRIPTION - The 9410 is a register oriented high speed 64-bit Read/Write Memory 
organized as 16-words by 4-bits. An edge triggered 4-bit output register allows new input 
data to be written while previous data is held. 3-state outputs are provided for maximum 
versatility. The 9410 is a member of Fairchild's 9400 MACRO LOG IC TTL family and is 
fully compatible with all TTL families. 

• EDGE TRIGGERED OUTPUT REGISTER 
• TYPICAL ACCESS TIME OF 35 ns 
• 3-ST A TE OUTPUTS 
• OPTIMIZED FOR REGISTER STACK OPERATION 
• TYPICAL POWER OF 375 mW 
• 18-PIN PACKAGE 

PIN NAMES 

Ao-A3 Address Inputs 

50-63 Data Inputs (Active LOW) 
cs Chip Select Input {Active LOW) 
EO Output Enable Input {Active LOW) 
WE Write Enable Input {Active LOW) 
CP Clock Input {Outputs Change on LOW 

to HIGH Transition) 

00-03 Outputs {Active LOW) 

NOTES: 
a) 1 Unit Load (U.l.) = 40 µA HIGH, 1.6 mA LOW. 
b) 10 LOW Unit Loads measured at 0.5 V. 

BLOCK DIAGRAM 

VDD =Pin 18 
v55 =Pin 9 

0 WE --------or-I 

0 CP 

Q) cs--+--t 

O = Pin Numbers 

CP 

INPUT GATING 

16 X4 
MEMORY CELL 

ARRAY 

OUTPUT REGISTER 

LOADING {Note a) 
HIGH LOW 

0.5 U.L. 0.23 U.L. 
0.5 U.L 0.23 U.L. 
0.5 U.L. 0.23 U.L. 
0.5 U.L. 0.23 U.L. 
0.5 U.L. 0.23 U.L. 
0.5 U.L. 0.23 U.L. 

130 U.L. 10 U.L. 
{Note b) 
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LOGIC SYMBOL 

9410 
16 X 4 RAM 

? ? ? 
16 14 12 10 

Vee =Pin 18 
GND =Pin 9 

CONNECTION DIAGRAM 
DIP {TOP VIEW) 

17 

16 

15 

14 

13 

12 

11 

10 

NOTE: 
The Flatpak version has the same 
pinouts (Connection Diagram) as the 
Dual In-Line Package. 



FAIRCHILD • 9410 

FUNCTIONAL DESCRIPTION 

Write Operation - When the three Control Inputs: Write Enable (WE), Chip Select (CS), and Clock (CP), are LOW the 
information on the Data Inputs (i50-D3) is written into the memory location selected by the Address Inputs (Ao-A3). If the 
input data changes while WE, CS, and CP are LOW, the contents of the selected memory location follows these changes, 
provided set-up time criteria are met. 

Read Operation - Whenever CS is LOW and CP goes from LOW-to-HIGH, the contents of the memory location selected by 
the Address Inputs (Ao-A3) is edge-triggered into the Output Register. 

A 3-State Output Enable (EO) controls the Output Buffers. When EO is HIGH the four Outputs (Oo-03) are in a high 
impedance or OFF state; when EO is LOW, the Outputs are determined by the state of the output register. 

DC CHARACTERISTICS OVER OPERATING TEMPERATURE RANGE (unless otherwise noted) 

LIMITS 
TEST CONDITIONS (Note 1) SYMBOL PARAMETER UNITS 

MIN TYP MAX 

V1H Input HIGH Voltage 2.0 v Guaranteed Input HIGH Voltage 

XM 0.7 
V1L Input LOW Voltage v Guaranteed Input LOW Voltage 

XC 0.8 

Vco Input Clamp Diode Voltage -0.9 -1.5 v Vee= MIN, l1N = -18 mA 

XM 2.4 3.4 loH = -2.0 mA J 
VoH Output HIGH Voltage 

XC 2.4 3.1 
1 Vee= MIN 

loH = -5.2mA 

XM& XC 0.25 0.4 v Vee= MIN, IQL = 8.0 mA 
Vol Output LOW Voltage 

xc 0.35 0.5 v Vee= MIN, IOL = 16 mA 

lozH Output Off Current HIGH 100 µA Vee= MAX, VouT = 2.4 V, VE= 3 v 

lozL Output Off Current LOW -100 µA Vee= MAX, VouT = 0.5 V, VE= 3 v 

1.0 40 µA Vee= MAX, V1N = 2.7 v 
l1H Input HIGH Current 

1.0 mA Vee= MAX, V1N = 5.5 v 

l1L Input LOW Current -0.36 mA Vee= MAX, V1N = 0.4 v 

las Output Short Circuit Current -30 -100 mA Vee= MAX, VouT = 0 v (Note 3) 

lccH Supply Current 75 110 mA Vee= MAX, Inputs Open 

NOTES: 
1. For conditions shown as MIN or MAX, use the appropriate value specified under recommended operating conditions for the applicable 

device type. 
2. Typical limits are at Vee= 5.0 V, TA= 25°C. 
3. Not more than one output should be shorted at a time. 
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FAIRCHILD • 9410 

AC CHARACTERISTICS: TA= 25°C 

LIMITS 
SYMBOL UNITS TEST CONDITIONS PARAMETER 

MIN TYP MAX 

READ MODE 

tpzH 
Enable Delay, Output Enable to Output 

9 14 ns 
Figure 2 

tpzL 9 14 ns 

tPHZ 
Disable Time, Output Enable to Output 

5 8 ns 
Figure 2 

tPLZ 5 8 ns 

tPLH 
Propagation Delay, Clock to Output 

10 19 ns 
Figure 3 

tPHL 11 19 ns 

ts AR Set-up Time to Read from Address to Clock 45 35 ns Figure 3 

thAR Hold Time to Read from Address to Clock 0 0 ns Figure 3 

WRITE MODE 

Write Enable, Chip Select, or Clock Pulse Width 
35 20 Figure 4 tw 

Required to Write (Note al 
ns 

t 5AW Set-up Time Address to Write Enable (Note b) 5 ns Figure 4 

thAW Hold Time Address to Write Enable (Note b) 0 ns Figure 4 

t 5DW Set-up Time Data to Write Enable (Note b) 35 25 ns Figure 4 

thDW Hold Time Data to Write Enable 0 ns Figure 4 

NOTES: 

a) Writing occurs when WE, CE and CP are LOW. 
b) Assuming WE is utilized as Writing Strobe. 

READ MODE AC PARAMETERS 

I· 
CP f \ 

'PLH-l-j 

Oo-03 f 
Other Conditions: CS = OE = LOW 

Fig. 2 

PROPAGATION DELAY 
OUTPUT ENABLE TO DATA OUTPUTS 

Fig. 3 
PROPAGATION DELAY CLOCK 

TO DATA OUTPUTS, AND SET-UP 
AND HOLD TIMES ADDRESS TO CLOCK TO READ 

WRITE MODE AC PARAMETERS 

Ao-A3 ~ STABLE mm 
1-r-vw l~'hAw 

Do-03- STABLE mm----
1 t,ow I , • I , I thaw 

\VE-~t f13v 
f---tw----1 

Other Conditions: CS= CP = LOW 

Fig.4 

WRITE ENABLE PULSE 
WIDTH, SET-UP AND HOLD 

TIMES ADDRESS AND DATA TO WRITE ENABLE 
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LOW POWER SCHOTTKY 
ANO MACROLOGIC™ TTL 

ORDERING INFORMATION AND 
PACKAGE OUTLINES 





LOW POWER SCHOTTKY ORDERING INFORMATION 

Fairchild digital integrated circuits may be ordered using a simplified purchasing code in which the package style and tem­
perature range are defined below. Either the 74LS series number or the 9LS series number may be used when ordering. 

TEMPERATURE RANGE 
M =Military -55°C to +125°C 
C =Commercial 0°C to +75°C 

PACKAGE STYLE 

D = Dual In-Line - Ceramic (Hermetic) 
P = Dual In-Line - Plastic 
F = Flat Package 

74LSOO r 9LSOO) 
D C L= Temperature 

Range 

Package 
Style 

Device 
Type 

In order to accommodate varying die sizes (SSI, MSI, etc.), numbers of pins (14. 16, 24, etc.), and package outlines, a num­
ber of different package forms are required in each of the three package style categories. 

The following lists indicate the specific package dimensions currently used for each device type. The detailed outline 
corresponding to each package code is shown at the end of this section. 

DEVICE 

54LSOO 
54LS02 
54LS03 
54LS04 
54LS05 

54LS08 
54LS09 
54LS10 
54LS11 
54LS14 

54LS15 
54LS20 
54LS21 
54LS22 
54LS27 

LOW POWER SCHOTTKY 
DEVICE MARKING EXAMPLE 

9LS/74LSOO 
DC -F Date Code 

MILITARY (M) 
-55°C to +125°C 

CERAMIC FLATPAK (F) 
DIP(D) 

6A 31 
6A 31 
6A 31 
6A 31 
6A 31 

6A 31 
6A 31 
6A 31 
6A 31 
6A 31 

6A 31 
6A 31 
6A 31 
6A 31 
6A 31 

DEVICE 

74LSOO 
74LS02 
74LS03 
74LS04 
74LS05 

74LS08 
74LS09 
74LS10 
74LS11 
74LS14 

74LS15 
74LS20 
74LS21 
74LS22 
74LS27 
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MACROLOGIC TTL 
DEVICE MARKING EXAMPLE 

-F 9401DC 
Date Code 

COMMERCIAL (C)/INDUSTRIAL 
0°C to +75°C 

CERAMIC PLASTIC FLATPAK (F) 
DIP (D) DIP (P) 

6A 9A 31 
6A 9A 31 
6A 9A 31 
6A 9A 31 
6A 9A 31 

6A 9A 31 
6A 9A 31 
6A 9A 31 
6A 9A 31 
6A 9A 31 

6A 9A 31 
6A 9A 31 
6A 9A 31 
6A 9A 31 
6A 9A 31 

• 



MILITARY (M) COMMERCIAL (CVINDUSTRIAL 

DEVICE -55°C to +125°C DEVICE 0°C to +75°C 

CERAMIC FLATPAK(F) CERAMIC PLASTIC FLATPAK (F) 
DIP(D) DIP(D) DIP(P) 

54LS30 6A 31 74LS30 6A 9A 31 
54LS32 6A 31 74LS32 6A 9A 31 
54LS37 6A 31 74LS37 6A 9A 31 
54LS38 6A 31 74LS38 6A 9A 31 
54LS40 6A 31 74LS40 6A 9A 31 

54LS42 68 4L 74LS42 68 98 4L 
54LS51 6A 31 74LS51 6A 9A 31 
54LS54 6A 31 74LS54 6A 9A 31 
54LS55 6A 31 74LS55 6A 9A 31 
54LS73 6A 31 74LS73 6A 9A 31 

54LS74 6A 31 74LS74 6A 9A 31 
54LS83 68 4L 74LS83 68 98 4L 
54LS86 6A 31 74LS86 6A 9A 31 
54LS90 6A 31 74LS90 6A 9A 31 
54LS92 6A 31 74LS92 6A 9A 31 

54LS93 6A 31 74LS93 6A 9A 31 
54LS95 6A 31 74LS95 6A 9A 31 
54LS109 68 4L 74LS109 68 98 4L 
54LS112 68 4L 74LS112 68 98 4L 
54LS113 6A 31 74LS113 6A 9A 31 

54LS114 6A 31 74LS114 6A 9A 31 
54LS125 6A 31 74LS125 6A 9A 31 
54LS126 6A 31 74LS126 6A 9A 31 
54LS132 6A 31 74LS132 6A 9A 31 
54LS133 68 4L 74LS133 68 98 4L 

54LS136 6A 31 74LS136 6A 9A 31 
54LS138 68 4L 74LS138 68 98 4L 
54LS139 68 4L 74LS139 68 98 4L 
54LS151 68 4L 74LS151 68 98 4L 
54LS152 31 74LS152 31 

54LS153 68 4L 74LS153 68 98 4L 
54LS155 68 4L 74LS155 68 98 4L 
54LS156 68 4L 74LS156 68 98 4L 
54LS157 68 4L 74LS157 68 98 4L 
54LS158 68 4L 74LS158 68 98 4L 

54LS160 68 4L 74LS160 68 98 4L 
54LS161 68 4L 74LS161 68 98 4L 
54LS162 68 4L 74LS162 68 98 4L 
54LS163 68 4L 74LS163 68 98 4L 
54LS164 6A 31 74LS164 6A 9A 31 

54LS170 68 4L 74LS170 68 98 4L 
54LS174 68 4L 741.5174 68 98 4L 
54LS175 68 4L 74LS175 68 98 4L 
54LS181 6N 4M 74LS181 6N 9N 4M 
54LS190 68 4L 74LS190 68 98 4L 
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MILITARY (Ml COMMERCIAL (Cl/INDUSTRIAL 

DEVICE -55°C to +125°C DEVICE 0°C to +75°C 

CERAMIC FLATPAK (Fl CERAMIC PLASTIC FLATPAK (Fl 
DIP (Dl DIP(D) DIP (Pl 

54LS191 SB 4L 74LS191 SB 9B 4L 
54LS192 SB 4L 74LS192 SB 9B 4L 
54LS193 SB 4L 74LS193 SB 9B 4L 
54LS194 SB 4L 74LS194 SB 9B 4L 
54LS195 SB 4L 74LS195 SB 9B 4L 

54LS19S SA 31 74LS19S 6A 9A 31 
54LS197 6A 31 74LS197 6A 9A 31 
54LS251 6B 4L 74LS251 6B 9B 4L 
54LS253 6B 4L 74LS253 6B 9B 4L 
54LS257 6B 4L 74LS257 6B 9B 4L 

54LS258 6B 4L 74LS258 6B 9B 4L 
54LS259 6B 4L 74LS259 6B 9B 4L 
54LS266 6A 31 74LS266 6A SA 31 
54LS279 6B 4L 74LS279 6B S8 4L 
54LS283 6B 4L 74LS283 6B 98 4L 

54LS290 SA 31 74LS290 6A 9A 31 
54LS293 6A 31 74LS293 6A SA 31 
54LS295 6A 31 74LS295 6A SA 31 
54LS298 6B 4L 74LS298 6B 9B 4L 
54LS365 6B 4L 74LS365 6B 9B 4L 

54LS366 SB 4L 74LS366 6B 98 4L 
54LS367 6B 4L 74LS367 6B 9B 4L 

• 54LS368 6B 4L 74LS368 6B 9B 4L 
54LS670 6B 4L 74LS670 6B 98 4L 

MILITARY (Ml COMMERCIAL (Cl/INDUSTRIAL 

DEVICE -55°C to +125°C 0°C to +75°C 

CERAMIC FLATPAK (Fl CERAMIC PLASTIC FLATPAK (Fl 
DIP(Dl DIP(Dl DIP (Pl 

9LSOO SA 31 SA 9A 31 
9LS02 SA 31 SA 9A 31 
9LS03 SA 31 SA 9A 31 
9LS04 SA 31 SA 9A 31 
9LS05 SA 31 SA 9A 31 

9LS08 SA 31 SA 9A 31 
9LS09 SA 31 SA 9A 31 
9LS10 SA 31 SA 9A 31 
9LS11 SA 31 SA 9A 31 
9LS14 SA 31 SA 9A 31 

9LS15 SA 31 SA 9A 31 
9LS20 SA 31 SA 9A 31 
9LS21 SA 31 SA 9A 31 
9LS22 SA 31 SA 9A 31 
9LS27 SA 31 SA 9A 31 
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MILITARY (M) COMMERCIAL (CJ/INDUSTRIAL 

DEVICE -55°C to +125°C 0°C to +75°C 

CERAMIC FLATPAK (F) CERAMIC PLASTIC FLATPAK (F) 
DIP(D) DIP(D) DIP (P) 

9LS30 6A 31 6A 9A 31 
9LS32 6A 31 6A 9A 31 
9LS37 6A 31 6A 9A 31 
9LS38 6A 31 6A 9A 31 
9LS40 6A 31 6A 9A 31 

9LS42 68 4L 68 98 4L 
9LS51 6A 31 6A 9A 31 
9LS54 6A 31 6A 9A 31 
9LS55 6A 31 6A 9A 31 
9LS73 6A 31 6A 9A 31 

9LS74 6A 31 6A 9A 31 
9LS83 68 4L 68 98 4L 
9LS86 6A 31 6A 9A 31 
9LS90 6A 31 6A 9A 31 
9LS92 6A 31 6A 9A 31 

9LS93 6A 31 6A 9A 31 
9LS95 6A 31 6A 9A 31 
9LS109 68 4L 68 98 4L 
9LS112 68 4L 68 98 4L 
9LS113 6A 31 6A 9A 31 

9LS114 6A 31 6A 9A 31 
9LS125 6A 31 6A 9A 31 
9LS126 6A 31 6A 9A 31 
9LS132 6A 31 6A 9A 31 
9LS133 68 4L 68 98 4L 

9LS136 6A 31 6A 9A 31 
9LS138 68 4L 68 98 4L 
9LS139 68 4L 68 98 4L 
9LS151 68 4L 68 98 4L 
9LS152 31 31 

9LS153 68 4L 68 98 4L 
9LS155 68 4L 68 98 4L 
9LS156 68 4L 68 98 4L 
9LS157 68 4L 68 98 4L 
9LS158 68 4L 68 98 4L 

9LS160 68 4L 68 98 4L 
9LS161 68 4L 68 98 4L 
9LS162 68 4L 68 98 4L 
9LS163 68 4L 68 98 4L 
9LS164 6A 31 6A 9A 31 

9LS170 68 4L 68 98 4L 
9LS174 68 4L 68 98 4L 
9LS175 68 4L 68 98 4L 
9LS181 6N 4M 6N 9N 4M 
9LS190 68 4L 68 98 4L 
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MILITARY (M) COMMERCIAL (C)/INDUSTRIAL 

DEVICE -55°C to +125°C 0°C to +75°C 

CERAMIC FLATPAK (F) CERAMIC PLASTIC FLATPAK (F) 
DIP (D) DIP(D) DIP (P) 

9LS191 68 4L 68 98 4L 
9LS192 68 4L 68 98 4L 
9LS193 68 4L 68 98 4L 
9LS194 68 4L 68 98 4L 
9LS195 68 4L 68 98 4L 

9LS196 6A 31 6A 9A 31 
9LS197 6A 31 6A 9A 31 
9LS251 68 4L 68 98 4L 
9LS253 68 4L 68 98 4L 
9LS257 68 4L 68 98 4L 

9LS258 68 4L 68 98 4L 
9LS259 68 4L 68 98 4L 
9LS266 6A 31 6A 9A 31 
9LS279 68 4L 68 98 4L 
9LS283 68 4L 68 98 4L 

9LS290 6A 31 6A 9A 31 
9LS293 6A 31 6A 9A 31 
9LS295 6A 31 6A 9A 31 
9LS298 68 4L 68 98 4L 
9LS365 68 4L 68 98 4L 

9LS366 68 4L 68 98 4L 
9LS367 68 4L 68 98 4L 
9LS368 68 4L 68 98 4L 
9LS670 68 4L 68 98 4L • 9401 7A 31 7A 9A 31 
9403 60 4M 60 9U 4M 
9404 60 4M 60 9U 4M 
9405 60 4M 60 9U 4M 
9406 60 4M 60 ~u 4M 
9407 60 4M 60 9U 4M 
9410 7D 7D 9M 
96L02 68 4L 68 98 4L 
96S02 68 4L 68 98 4L 
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PACKAGE OUTLINES 
FlATPAK 

in accordance with 
JEDEC (T0-86) outline 

14-Pin Cerpak 

~----2 

.260 

T 2~0 
.o5o I 
1YP. I 

------------L 

025 
1YP. 

NOTES: 

f- -- -- ~Jg------1 

All dimensions in inches 
Leads are gold-plated kovar 
Package weight is 0.26 gram 

---- __ L ,. 
I 

.065 

.055 

Lead 1 orientation may be either tab or dot 

31 

24-Pin BeO Cerpak 

.050 
TYP 

L====111 ~.---241 
,--- ====12 23 I===== 

====13 22F==== 
====14 21 

J___====i 
.--====1 
.Ol9 8 
.015 9 
fYP. 10 

20F==== 

.090 

.065 

~ =i---------~ 
goo46 L __ .395 __ .: 

I .365 1 

4M 
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16-Pin Cerpak 

NOTES: 
All dimensions in inches 
Leads are gold-plated kovar 
Package weight is 0.4 gram 

NOTES: 
All dimensions in inches 
Leads are gold-plated kovar 
Package weight is 0.8 gram 
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PACKAGE OUTLINES 

in accordance with 
JEDEC (T0-116) outline 

14-Pin Ceramic Dual In-Line 

DIP 

6A 

~~- r--
STANDOFF 

WIDTH 

NOTES: 

1-----'10 ~ 

' ~~~ ffi! -290 --

' Ji =-}~.~;n~ ~~ -
g~g--1:1:-_ -095 1- 375_ -~ 

.065 NOM. 

All dimensions in inches 
Leads are intended for insertion in hole 

rows on .300" centers 
They are purposely shipped with "positive" 

misalignment to faciliate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
Leads are tin-plated kovar 
Package weight is 2.0 grams 

16-Pin Ceramic Dual In-Line 

ri:::::::J ~· 
---1 L .. 065 

68 

I .045 

T 
.200 

I~I 
.165 
.100 

NOTES: 
All dimensions in inches 
Leads are intended for insertion in hole 

rows on .300" centers 
They are purposely shipped with "positive" 

misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
Leads are tin-plated kovar 
Package weight is 2.0 grams 

*The .037 / .027 dimension does not apply to 
the corner leads 

24-Pin Ceramic Dual In-Line 

i __ L200-------j 

I / MAX. 1\1\1\1\1\ I 

u::::::::;r~· 
.11 , .065 , L .025 fc .045 __, NOM. 

60 

7-9 

NOTES: 
All dimensions in inches 
Leads are intended for insertion in hole 

rows on .400" centers 
They are purposely shipped with "positive" 

misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
Leads are tin-plated kovar 
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PACKAGE OUTLINES 

14-Pin Ceramic Dual In-Line 

~. ,_.785 -j 
1 .75s I 

NOTES: 
All dimensions in inches 
leads are intended for insertion in hole 

rows on .300" centers 

7A 

They are purposely shipped with "positive" 
misalignment to facilitate insertion 

Board-drilling dimensions should equal your 
practice for .020" diameter lead 

leads are tin-plated kovar 
Package weight is 2.0 grams 

18-Pin Ceramic Dual In-Line 

70 

' .310 I 

1

---.290--------: 

,-~. AA.I I Q2Q m - n 
170 I 

t • I -- J_ Seating T·-. 1 I r·-.r ,,,,,- 011. -+ . -_I , 045 
; : -- 1--.015 I 

•• -~ "'1 I .037" ·11 · .020 I -- .375 ... -1 
:100 ,- I .090 - -.027 ---11- .016 f- -NOM 

TYP STANDOFF 
WIDTH 

NOTES 
All dimensions in inches 
leads are intended for insertion in hole 

rows on .300" centers 
They are purposely shipped with "positive" 

misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
leads are tin-plated kovar 

*The .037 / .027 dimension does not apply to 
the corner leads 

16-Pin Ceramic Dual In-Line 

78 

"19 ~ .020 ~r--~~g -1 
:110 MIN. 

--~ __ 1_ Seating 

J-. .! ] ii . f~0·-. SM- · 
,-- i I 11 I- 015 ' I 

l&5 , +M8 -1 1-8~i' -i c... g1i 1- -Jci~~---1 
TYP. STANDOFF 

WIDTH 

7-10 

NOTES 
All dimensions in inches 
leads are intended for insertion in hole 

rows on .300" centers 
They are purposely shipped with "positive" 

misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
leads are tin-plated kovar 
Package weight is 2.2 grams 

*The .037 / .027 dimension does not apply to 
the corner leads 



PACKAGE OUTLINES 

14-Pin Plastic Dual In-Line 

9A 

~~m MAX. NC?M 

Seoting l . . . _____ t 
Plane ::rs----- f 

1 j I - j 

_!__--;;~ ~ i i .o37 _ 11 020 

'-· - .. 310 rl I 290 Al ---=+ 

.011 
~.009 

.090 t---1 .025 : ; -----j I- .016 ~ - ----~~~-~ 
lYP STANDOFF 

WIDTH 

NOTES: 
All dimensions in inches 
Leads are intended for insertion in hole 

rows on .300" centers 
They are purposely shipped with "positive" 
misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
Leads are tin-plated kovar 
Package weight is 0.9 gram 
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r 
260 
.240 

I 

16-Pin Plastic Dual In-Line 

NOTES: 
All dimensions in inches 
Leads are intended for insertion in hole 

rows on .300" centers 

98 

They are purposely shipped with "positive" 
misalignment to facilitate insertion 

Board-drilling dimensions should equal your 
practice for .020" diameter lead 

Leads are tin-plated kovar 
Package weight is 0.9 gram 

*The .037 / .027 dimensions does not apply to 
the corner leads 

• 



PACKAGE OUTLINES 

18-Pin Plastic Dual In- Line 

i 
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139 

t-
020 
MIN 

9M 

- :...-- .060 

24-Pin Plastic Dual In-Line 

165 
.145 

'~mmmr·, · l__ . __ i_ Seating 

r-- . I !•. I -T Plane +- I 
135 i L llO JI 037 JI .020 
.ll5 -I , . .Q90 ., ,.. .027 --ii- 016 

TYP ST~fb~FF 

NOTES: 
All dimensions in inches 

9N 

f.-_600--j 
I NOM_,J 

~ 
! 86~+ 
~ ___ 700 __ ~ 

MAX. 

Leads are intended for insertion in hole 
rows on .600" centers 

They are purposely shipped with "positive" 
misalignment to facilitate insertion 

Leads are tin-plated kovar 
Package weight is 2.7 grams 
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NOTES: 
All dimensions in inches 
Leads are intended for insertion in hole 
rows on .300" centers 
They are purposely shipped with "positive" 

misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
Leads are tin-plated kovar 

24-Pin Plastic Dual In-Line 

i-----1.200. ----i 
I MAX l\(\f\f\11 I 

~ t:::::::::J~" 
.11·065 1 Lo25 

f""' 045 --., NOM 

9U 

m r-~g~j 
jm·-~020MIN ffl' 1 j_____ . ______ l_. Seating _ ·. 

~-- : I I ----~Piane- ~ g6~ 

135 _-I '-- 110 J L. 037 II 020 :.___ .500 . I 
115 ~ 1- .090 -1 1- .027 -lr- .016 MAX.~ 

TYP STANDOFF 
WIDTH 

NOTES: 
All dimensions in inches 
Leads are intended for insertion in hole 

rows on .400" centers 
They are purposely shipped with "positive" 

misalignment to facilitate insertion 
Board-drilling dimensions should equal your 

practice for .020" diameter lead 
Leads are tin-plated kovar 



LOW POWER SCHOTTKY 
ANO MACROLOGIC™TTL 

FAIRCHILD FIELD SALES OFFICES, 
SALES REPRESENTATIVES AND 
DISTRIBUTOR LOCATIONS 





FAIRCHILD FRANCHISED DISTRIBUTORS 

ALABAMA 
HALLMARK ELECTRONICS 
4739 Commercial Drive 
Huntsville, Alabama 35805 
Tel: 205-837-8700 lWX: 810-726-2187 

HAMILTON/AVNET ELECTRONICS 
805 Oster Drive, N.W. 
Huntsville, Alabama 35805 
Tel: 205-533-1170 
Telex: None - use HAMAVLECS DAL 73-0511 

(Regional Hq. in Dallas, Texas) 

ARIZONA 
HAMILTON/AVNET ELECTRONICS 
2615 S. 21st Street 
Phoenix, Arizona 85034 
Tel: 602-275-7851 lWX: 910-951-1535 

LIBERTY ELECTRONICS/ARIZONA 
3130 N. 27th Avenue 
Phoenix, Arizona 8501 6 
Tel: 602-257-1272 lWX: 910-951-4282 

CALIFORNIA 
AVNET ELECTRONICS 
10916 W. Washington Blvd. 
Culver City, California 90230 
Tel: 213-558-2345 lWX: 910-340-6364 

BELL INDUSTRIES 
Electronic Distributor Division 
1161 N. Fair Oaks Avenue 
Sunnyvale, California 94086 
Tel: 40B-734-B570 lWX: 910-339-937B 

ELMAR ELECTRONICS 
2288 Charleston Rd. 
Mountain View, California 94042 
Tel: 415-961-3611 lWX: 910-379-6437 

HAMILTON ELECTRO SALES 
10912 W. Washington Blvd. 
Culver City, California 90230 
Tel: 213-558-2121 lWX: 910-340-6364 

HAMILTON/AVNET ELECTRONICS 
575 E. Middlefield Road 
Mountain View. California 94040 
Tel: 415-961-7000 TWX: 910-379-6486 

HAMILTON/AVNET ELECTRONICS 
8917 Complex Drive 
San Diego, California 92123 
Tel: 714-279-2421 
Telex: HAMAVELEC SDG 69-5415 

G.S. MARSHALL COMPANY 
9674 Telstar Avenue 
El Monte, California 91731 
Tel: 213-686-0141 lWX: 910-587-1565 

G.S. MARSHALL COMPANY 
17975 Skypark Blvd. 
Irvine, California 92707 
Tel: 714-556-6400 

G.S. MARSHALL COMPANY 
8057 Raytheo.n Rd .. Suite 1 
San Diego, California 921 1 1 
Tel: 714-278-6350 lWX: 910-335-1191 

LIBERTY ELECTRONICS 
124 Maryland Street 
El Segundo, California 90245 
Tel: 213-322-81001WX: 910-348-7111 

LIBERTY ELECTRONICS/SAN DIEGO 
8248 Mercury Court 
San Diego, California 92111 
Tel: 714-565-9171 TWX: 910-335-1590 

COLORADO 
ELMAR ELECTRONICS 
6777 E. 50th Avenue 
Commerce City, Colorado B0022 
Tel: 303-287-9611 lWX: 910-936-0770 

G.S. MARSHALL COMPANY 
5633 Kendall Court 
Arvada, Colorado 80002 
Tel: 303-423-9670 lWX: 910-938-2902 

HAMILTON/AVNET ELECTRONICS 
5921 N. Broadway 
Denver. Colorado 80216 
Tel: 303-534-1212 lWX: 910-931-0510 

CONNECTICUT 
HAMILTON/AVNET ELECTRONICS 
643 Danbury Road 
Georgetown, Connecticut 06829 
Tel: 203-762-0361 
lWX: None - use 710-897 -1405 

(Regional Hq. in Mt. Laurel, N.J.) 

HARVEY ELECTRONICS 
112 Main Street 
Norwalk, Connecticut 06851 
Tel: 203-853-1515 

SCHWEBER ELECTRONICS 
Finance Drive 
Commerce Industrial Park 
Danbury, Connecticut 06810 
Tel: 203-792-3500 

FLORIDA 
HALLMARK ELECTRONICS 
1302 W. McNab Road 
Ft. Lauderdale, Florida 33309 
Tel: 305-971-9280 lWX: 510-956-3092 

HALLMARK ELECTRONICS 
7233 Lake Ellenor Drive 
Orlando, Florida 32809 
Tel: 305-855-4020 lWX: 810-850-0183 

HAMILTON/AVNET ELECTRONICS. 
4020 North 29th Avenue 
Hollywood, Florida 33021 
Tel: 305-925-5401 lWX: 510-954-9808 

SCHWEBER ELECTRONICS 
2830 North 28th Terrace 
Hollywood, Florida 33020 
Tel: 305-927-0511 lWX: 510-954-0304 

GEORGIA 
HAMILTON/AVNET ELECTRONICS 
6700 Interstate 85 Access Road, Suite 1 E 
Norcross. Ga. 30071 
Tel: 404-448-0800 
Telex: None - use HAMAVLECB DAL 73-0511 

(Regional Hq. in Dallas, Texas) 

SCHWEBER ELECTRONICS 
4126 Pleasantdale Rd., Suite 14 
Atlanta, Ga. 30340 
Tel: 404-449-9170 

ILLINOIS 
ALLIED ELECTRONICS 
1355 Sleepy Hollow Road 
Elgin, Illinois 601 20 
Tel: 312-697-8200 
Telex: 72-2465 or 72-2466 

KIERULFF ELECTRONICS 
9340 Williams Street 
Rosemont, Illinois 60018 
Tel: 312-678-8560 lWX: 910-227-3166 
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HAMILTON/AVNET ELECTRONICS 
3901 N. 25th Avenue 
Schiller Park, Illinois 60176 
Tel: 312-678-6310 TWX: 910-227-0060 

SCHWEBER ELECTRONICS, INC. 
1380 Jarvis Ave. 
Elk Grove Village, Ill. 60007 
Tel: 312-593-2740 lWX: 910-222-3453 

SEMICONDUCTOR SPECIALISTS, INC. 
(mailing address) 
O'Hare International Airport 
P.O. Box 66125 
Chicago, Illinois 60666 

(shipping address) 
195 Spangler Avenue 
Elmhurst Industrial Park 
Elmhurst, Illinois 60126 
Tel: 312-279-1000 lWX: 910-254-0169 

IN DIANA 
PIONEER INDIANA ELECTRONICS. INC. 
6408 Castleplace Drive 
Indianapolis, Indiana 46250 
Tel: 317-849-73001WX: 810·260-1794 

SEMICONDUCTOR SPECIALISTS. INC. 
(mailing address) 
Weir Cook Airport 
P.O. Box 41630 
Indianapolis, Indiana 46241 

(shipping address) 
1 BB5 Banner Ave. 
Indianapolis, Indiana 46241 
Tel: 317-243-B271lWX:810-341-3126 

IOWA 
SCHWEBER ELECTRONICS 
Suite 302. Executive Plaza 
4403 First Avenue S.E. 
Cedar Rapids. Iowa 52402 
Tel: 319-393-9125 

KANSAS 
HAMILTON/AVNET ELECTRONICS 
37 Lenexa Industrial Center 
9900 Pflumm Road 
Lenexa, Kansas 6621 5 
Tel: 913-8B8-8900 
Telex: None - use HAMAVLECB DAL 73-0511 

(Regional Hq. in Dallas, Texas) I 
LOUISIANA 
STERLING ELECTRONICS CORP. : 
4613 Fairfield 
Metairie, Louisiana 7CXX>2 
Tel: 504-8B7-7610 
Telex: STERLE LEC MRIE 58-328 

MARYLAND 
HAMILTON/AVNET ELECTRONICS 
(mailing address) 
Friendship International Airport 
P.O. Box 8647 
Baltimore. Maryland 21 240 

(shipping address) 
7255 Standard Drive 
Hanover, Maryland 21076 
Tel: 301-796-50001WX: 710-862-1861 
Telex: HAMAVLECA HNVE 87-968 

SCHWEBER ELECTRONICS 
5640 Fisher Lane 
Rockville, Maryland 20852 
Tel: 301-8B1-2970 lWX: 710-828-0536 

PIONEER WASHINGTON ELECTRONICS, INC. 
9100 Gaither Road 
Gaithersburg, Maryland 20760 
Tel: 301 -948-0710 TWX: 710-828-9784 



FAIRCHILD FRANCHISED DISTRIBUTORS (Cont'd) 

MASSACHUSETTS 
GERBER ELECTRONICS 
852 Providence Highway 
U.S. Route 1 
Dedham, Massachusetts 02026 
Tel: 617-329-2400 

HAMILTON/AVNET ELECTRONICS 
185 Cambridge Street 
Burlington, Massachusetts 01803 
Tel: 617-273-2120TWX: 710-332-1201 

HARVEY ELECTRONICS 
44 Hartwell Ave. 
Lexington, Massachusetts 02173 
Tel: 617-861-9200 

KIERULFF ELECTRONICS 
13 Fortune Drive 
Billerica, Massachusetts 01865 
Tel: 617-667-8331 (Local) 

617-935-5134 (from Boston Area) 
TWX: 710-390-1449 

SCHWEBER ELECTRONICS 
213 Thtrd Avenue 
Waltham, Massachusetts 02154 
Tel: 617-890-8484 

MICHIGAN 
HAMILTON/AVNET ELECTRONICS 
12870 Farmington Rd. 
L1vorna, Michigan 48150 
Tel: 313-522-4700 TWX: 810-242-8775 

PIONEER/DETROIT 
13485 Stamford 
Livonia, Michigan 48150 
Tel: 313-525-1800 

SCHWEBER ELECTRONICS 
86 Executive Drive 
Troy, Michigan 48084 
Tri 313-583-9242 

SHERIDAN SALES CO 
24543 lndoplex Drive (PO Box 529) 
Farmington, Mich. 48024 
Tel: 313-477-3800 

MINNESOTA 
HAMILTON/AVNET ELECTRONICS 
1683 Washington Ave. South 
Edina. Minnesota 55435 
Tel: 612-941-3801 
TWX: None - use 910-227-0060 

(Regional Hq. in Chicago, Ill.) 

SCHWEBER ELECTRONICS 
7015 Washington Ave South 
Edina, Minnesota 55435 
Tel: 612-941-5280 

SEMICONDUCTOR SPECIALISTS, INC. 
8030 Cedar Avenue South 
Minneapolis, Minnesota 55420 
Tel: 612-854-8841 TWX: 910-576-2812 

MISSOURI 
HAMILTON/AVNET ELECTRONICS 
364 Brookes Lane 
Hazelwood, Missourr 63042 
Tel: 314-731-1144-
Telex: HAMAVLECA HA~ 44-2348 

SEMICONDUCTOR SPECIALISTS, INC. 
3805 N. Oak Trafficway 
Kansas City, Mo. 64116 
Tel: 816-452-3900TWX: 910-771-2114 

SEMICONDUCTOR SPECIALISTS, INC. 
Lakeview Square 
1020 Anglum Road 
Hazelwood, Missouri 63042 
Tel: 314-731-2400TWX: 910-762-0645 

NEW JERSEY 
HAMILTON/AVNET ELECTRONICS 
113 Gaither Drive 
East Gate Industrial Park 
Mt. Laurel, N.J 08057 
Tel: 609-234-2133 TWX: 710-897-1405 

HAMILTON/AVNET ELECTRONICS 
21 B Little Falls Road 
Cedar Grove, New Jersey 07009 
Tel: 201-239-0800 TWX: 710-994-5787 

KIERULFF ELECTRONICS 
#5 Industrial Drive 
Rutherford, New Jersey 07070 
Tel: 201-935-2120 TWX. 710-989-0225 

STERLING ELECTRONICS 
774 Pfeiffer Blvd. 
Perth Amboy, N J 08861 
Tel 201-442-8000 Telex: 138·679 

SCHWEBER ELECTRONICS 
43 Belmont Drive 
Somerset, N J 08873 
Tel 201-469-6008 TWX 710-480-4733 

NEW MEXICO 
CENTURY ELECTRONICS 
121 Elizabeth, N.E 
Albuquerque, New Mexico 87123 
Tel 505-292-2700 TWX 910-989-0625 

HAMILTON/AVNET ELECTRONICS 
24~0 Baylor Dr. S.E. 
Albuquerque, New Mexico 87119 
Tel. 505-765-1500 
TWX None - use 910-379-6486 

(Regional Hq in Mt. View, Ca.) 

NEW YORK 
HAMILTON/AVNET ELECTRONICS 
167 Clay Road 
Rochester, New York 14623 
Tel 716-442-7820 
TWX None - use 710·332·1201 

(Regional Hq 1n Burlington, Mass.) 

HAMILTON/AVNET ELECTRONICS 
6500 Joy Road 
E. Syracuse, New York 13057 
Tel. 315-437-2642 TWX 710-541 0959 

HAMILTON/ AVNET ELECTRONICS 
70 State Street 
Westbury, LI, New York 11590 
Tel. 516-333-5800 TWX 510-222-8237 

SCHWEBER ELECTRONICS 
Jericho T urnp1ke 
Westbury, L.I, New York 11590 
Tel 516-334-7474 TWX 510-222-3660 

SCHWEBER ELECTRONICS, INC. 
2 Town Lme Circle 
Rochester, New York 14623 
Tel: 716-461-4000 

SEMICONDUCTOR CONCEPTS 
195 Engineers Rd 
Hauppauge, New York 11787 
Tel: 516-273-1234 TWX: 510-227-6232 

SUMMIT DISTRIBUTORS, INC. 
916 Main Street 
Buffalo, New York 14202 
Tel: 716-884-3450 TWX: 710-522-1692 

NORTH CAROLINA 
HALLMARK ELECTRONICS 
3000 Industrial Dnve 
Raleigh, North Carolina 27609 
Tel: 919-832-4465 TWX. 510-928-1831 

PIONEER/CAROLINA ELECTRONICS 
2906 Baltic Avenue 
Greensboro, North Carolina 27406 
Tel: 919-273-4441 
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OHIO 
ARROW ELECTRONICS, INC 
3100 Pla1nf1eld Road 
Kettering, Ohio 45429 
Tel: 513-253-9176 TWX 810-459·1611 

HAMIL TON/ AVNET ELECTRONICS 
761 Beta Drive, Suite '"E"' 
Cleveland, Ohio 44143 
Tel 216-461-1400 
TWX None - use 910-227·0060 

(Regional Hq m Chicago, Ill) 

HAMILTON/ AVNET ELECTRONICS 
118 Westpark Road 
Dayton, OhlO 45459 
Tel 513-433-0610 TWX 810-450-2531 

ROCHESTER RADIO SUPPLY CO., INC 
140 W. Main Street 
(P.O Box 1971) 
Rochester, New York 14603 
Tel 716-454-7800 

PIONEER/CLEVELAND 
4800 East 131 st Street 
Cleveland, Ohio 44105 
Tel 216-587-3600 

SCHWEBER ELECTRONICS 
23880 Commerce Park Road 
Beachwood, Ohio 44122 
Tel 216-464-2970 TWX. 810-427-9441 

SHERIDAN SALES COMPANY 
23224 Commerce Park Road 
Beachwood Ohio 44122 
Tel 216-831-0130 TWX 810-427-2957 

SHERIDAN ·sALES CO 
(matlmg address) 
P 0. Box 37826 
Cmc1nnat1, Ohio 45222 

(shipping address) 
10 Knollcrest Drive 
Reading, Ohio 45237 
Tel 513-761-5432 TWX 810-461-2670 

OKLAHOMA 
HALLMARK ELECTRONICS 
4846 South 83rd East Avenue 
Tulsa, Oklahoma 74145 
Tel: 918-835-8458 TWX: 910-845-2290 

PENNSYLVANIA 
HALLMARK ELECTRONICS, INC 
458 Pike Road 
Huntingdon Valley, Pennsylvania 19006 
Tel: 215-355-7300 TWX: 510-667-1727 

PIONEER/DELWARE VALLEY, INC. 
203 Witmer Rd. 
Horsham, Pennsylvania 19044 
Tel: 215-674-5710 (from Pennsylvania phones) 
Tel 609-541-1120 (from New Jersey phones) 

PIONEER ELECTRONICS, INC 
560 Alpha Drive 
Pittsburgh, Pennsylvania 15238 
Tel: 412-782-2300 TWX: 710-795-3122 

SHERIDAN SALES COMPANY 
1717 Penn Ave. 
Suite 5009 
Pittsburgh, Pennsylvania 15221 
Tel: 412-244-1640 

TEXAS 
HAMILTON/AVNET ELECTRONICS 
4445 Sigma Road 
Dallas, Texas 75240 
Tel· 214-661-8661 
Telex: HAMAVLECB DAL 73-0511 



FAIRCHILD FRANCHISED DISTRIBUTORS (Cont'd) 

TEXAS 
HAMILTON/ AVNET ELECTRONICS 
1216 West Clay 
Houston, Texas 77019 
Tel 713-526-4661 
Telex: HAMAVLECB HOU 76-25B9 

NORVELL ELECTRONICS, INC 
10210 Monroe Dnve 
IP 0. Box 20279) 
Dallas, Texas 75220 
Tel 214-350-6771 TWX 910-B61-4512 

NORVELL ELECTRONICS, INC 
6440 Hillcroft Avenue 
Houston, Texas 77036 
Tel. 713-774-256B TWX 910-881-2560 

SCHW~BER ELECTRONICS, INC 
2628 Longhorn Blvd 
Austin, Texas 78758 
Tel: 512-837-2890TWX. 910874-1359 

SCHWEBER ELECTRONICS, INC 
141 77 Proton Road 
Dallas, Texas 75240 
Tel. 214-661-5010 TWX. 910-860-5493 

SCHWEBER ELECTRONICS, INC 
7420 Harwin Drive 
Houston, Texas 77036 
Tel: 713-784-3600TWX' 910-881-1109 

STERLING ELECTRONICS 
4201 Southwest Freeway 
Houston, Texas 77027 
Tel: 713-627-9800TWK 910-881-5042 
Telex: STELECO HOUA 77-5299 

UTAH 
CENTURY ELECTRONICS 
2150 South 300 West 
Salt Lake City, U1ah 84115 
Tel: 801-487-8551 

HAMILTON/ AVNET ELECTRONICS 
64 7 W B1llin1s Rd 
Salt Lake City, Utah 84119 
Tel 801-262-8451 
TWX: None -- use 910-379-6486 

(Regional Hq. tn Mt. View, Ca ) 

WASHINGTON 
HAMILTON/ AVNET ELECTRONICS 
13407 Northrup Way 
Bellevue, Washington 98005 
Tel: 206-746-8150 TWX 910-443-2449 

WASHINGTON 
LIBERTY ELECTRONICS 
5305 2nd Ave South 
Seattle, Washington 98108 
Tel 206-763-8200 TWX 910-444 1379 

WISCONSIN 
HAMILTON1AVNET ELECTRONICS 
6055 N Santa Monica Blvd 
Whitefish Bay, W1scons1n 53717 
Tel 414-964 3482 

MARSH ELECTRONICS, INC 
604 7 Beloit Road 
Milwaukee, W1scons1n 53219 
Tel 414-545-6500 TWX 910 262 3321 

SEMICONDUCTOR SPECIALISTS, INC 
10855 W Potter Road 
Wauwatosa, Wisconsin 53226 
Tel 414 257·1330 TWX 910 262 3022 

CANADA 
CAM GARD SUPPLY LTD 
640 42nd Avenue S E 
Calgary, Alberta, T2G 1 Y6, Canada 
Tel 403-287-0520 Telex 03-822811 

CAM GARD SUPPLY LTD 
1 0505 111 th Street 
Edmonton, Alberta, T5H 3E8, Canada 
Tel 403-426-1805 Telex 03-72960 

CAM GARD SUPPLY LTD 
4910 52nd Street 
Red Deer, Alberta, T4N 2C8, Canada 
Tel 403-346-2088 

CAM GARD SUPPLY LTD 
825 Notre Dame Drive 
Kamloops, British Columbia, V2C 5N8, Canada 
Tel 604-372-3338 

CAM GARD SUPPLY LTD 
1777 Elllce Avenue 
Winnepeg, Manitoba, R3H OW5, Canada 
Tel: 204-786-8401 Telex 07-57622 

CAM GARD SUPPLY LTD. 
Rookwood Avenue 
Fredericton, New Brunswick, E38 4Y9, Canada 
Tel 506-455-8891 

CAM GARD SUPPLY LTD. 
15 Mount Royal Blvd 
Moncton, New Brunswick, E 1 C 8N6, Canada 
Tel. 506-855-2200 
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CANADA 
CAM GARD SUPPLY LTD. 
Courtenay Center 
Saint John, New Brunswick, E2L 2X6, Canada 
Tel 506-657 4666 Telex 01-447489 

CAM GARD SUPPLY LTD 
3065 Robie Street 
Halifax, Nova Scotia, B3K 4P6, Canada 
Tel 902-454-8581 Telex 01-921528 

CAM GARD SUPPLY LTD 
1303 Scarth Street 
Regina. Saskatchewan, S4R 27, Canada 
Tel 306-525-1317 Telex. 07-12667 

CAM GARD SUPPLY LTD 
1501 Ontano Avenue 
Saskatoon. Saskatchewan, S7K 17, Canada 
Tel 306-652-6424 Telex 07-42B25 

ELECTRO SONIC INDUSTRIAL SALES 
(TORONTO) LTD 
1100 Gordon Baker Rd. 
Willowdale, Ontario, M2H 383, Canada 
Tel 416-494-1666 
Telex ESSCO TOR 06-22030 

HAMILTON/ AVNET INTERNATIONAL 
(CANADA) LTD 
6291 Dorman Rd, Urnt #16 
Mississauga, Ontario. L4V 1 H2. Canada 
Tel 416-677-7432 TWX 610-492-8867 

HAMIL TONI AVNET INTERNATIONAL 
(CANADA) LTD 
1735 Courtwood Crescent 
Ottawa, Ontario, K 1 Z. 5L9. Canada 
Tel 613 226-1700 

HAMILTON/AVNET INTERNATIONAL 
(CANADA) LTD 
2670 Paulus Street 
St. Laurent, Quebec, H4S 1 G2, Canada 
Tel 514-331-6443 TWX. 610-421-3731 

RAE INDUSTRIAL ELECTRONICS, LTD 
1629 Main Street 
Vancouver, British Columbia, V6A 2W5, Canada 
Tel 604-687-2621 TWX 610-929-3065 
Telex RAE-VCR 04-54550 

SCHWEBER ELECTRONICS 
2724 Rena Road 
M1ss1ssauga, Ontario, L4T 3J9, Canada 
Tel 416-678-9050 

I 



FAIRCHILD SALES REPRESENTATIVES 

ALABAMA 
CARTWRIGHT & BEAN, INC. 
901 Magnolia Drive. N.W. 
Huntsville, Alabama 35805 
Tel: 205-533-3509 

CALIFORNIA 
CELTEC COMPANY 
7380 Clairemont Mesa Blvd., Suite 109 
San Diego, California 92111 
Tel: 714-279-7961 TWX: 910-335-1512 

CELTEC COMPANY 
2041 Business Center Drive, Suite 211 
Irvine, California 92664 
Tel: 714-752-6111 TWX: 910-595-2512 

CELTEC COMPANY 
6767 Forest Lawn Drive 
Los Angeles, California 90068 
Tel: 213-874-6002 TWX: 910-321-2884 

MAGNA SALES, INC. 
3080 Olcott Street, Suite 21 QA 
Santa Clara, California 95050 
Tel· 408-985- 1750 TWX: 910-338-0241 

COLORADO 
SIMPSON ASSOCIATES, INC. 
2552 Ridge Road 
Littleton. Colorado 80120 
Tel: 303-794-8381 TWX: 910-935-0719 

CONNECTICUT 
LORAC SALES, INC. 
2777 Summer Street 
Stamford, Connecticut 06905 
Tel: 203-348-7701 TWX: 710-474-1763 

FLORIDA 
WMM ASSOCIATES, INC. 
101 Wymore Road, Suite 300 
Altamonte Springs, Florida 32701 
Tel: 305-862-4700 TWX: 810-853-0263 

WMM ASSOCIATES, INC. 
1822 Drew Street 
Clearwater. Florida 33519 
Tel: 813-447-2533 TWX: 810-866-4108 

WMM ASSOCIATES, INC. 
1628 E. Atlantic Blvd. 
Pompano Beach, Florida 33060 
Tel: 305-943-3091 TWX: 510-956-9891 

GEORGIA 
CARTWRIGHT & BEAN, INC. 
P.O. Box 52846 
90 W. Wieuca Square, Suite 155 
Atlanta, Georgia 30342 
Tel: 404-255-5262 TWX: 810-751-3220 

IN DIANA 
LESLIE M. DEVOE COMPANY 
7172 North Keystone Ave., Suite C 
Indianapolis, Indiana 46240 
Tel: 317-257-1227 TWX: 810-341 -3284 

KANSAS 
B.C. ELECTRONIC SALES, INC. 
1015 West Santa Fe 
Olathe, Kansas 66061 
Tel: 913-782-6696 TWX: 910-749-6414 

B.C. ELECTRONIC SALES, INC. 
1229 South Paige 
Wichita, Kansas 67207 
Tel: 316-686-3394 

MARYLAND 
LO. LOWERY 
5801 Annapolis Road, Suite 500 
Bladensburg, Maryland 2071 D 
Tel: 301-277-6565 TWX: 710-826-9654 

MASSACHUSETTS 
SPECTRUM ASSOCIATES, INC. 
888 Worcester Street 
Wellesley, Massachusetts 02181 
Tel: 617-237-2796 TWX: 710-348-0424 

MICHIGAN 
RATHSBURG ASSOCIATES 
16621 E. Warren Ave. 
Detroit, Michigan 48224 
Tel: 313-882-1717 Telex: 23-5229 

MINNESOTA 
PSI COMPANY 
7710 Computer Avenue 
Minneapolis, Minnesota 55435 
Tel: 612-835-1777 TWX: 910-576-2740 

MISSISSIPPI 
CARTWRIGHT & BEAN, INC. 
P.O. Box 3730 
5250 Galaxy Drive, Suite J 
Jackson, Mississippi 39207 
Tel: 601-981-1368 

MISSOURI 
B.C. ELECTRONIC SALES. INC. 
320 Brookes Drive, Suite 204 
Hazelwood, Missouri 63042 
Tel: 314-731 -1255 TWX: 910-762-0651 

NEW JERSEY 
LORAC SALES, INC. 
580 Valley Road 
Wayne, New Jersey 07470 
Tel: 201-696-7070 TWX: 710-988-5846 

NEW YORK 
ADVANCED COMPONENTS, INC. 
South Bay Road 
P.O. Box 276 
North Syracuse, New York 13212 
Tel: 315-699-2671 TWX: 710-541-0439 

LORAC SALES, INC. 
275 Broadhollow Road 
Melville. L.I.. New York 11746 
Tel: 516-293-2970 TWX: 510-224-6480 

SPECTRUM SALES, INC. 
65 Circuit Avenue 
Tuckahoe. New York 10707 
Tel: 914-793-1660 

(Microwave Product Only) 

NORTH CAROLINA 
CARTWRIGHT & BEAN, INC. 
625 Harwyn Drive 
Charlotte, North Carolina 28215 
Tel: 704-333-6457 

CARTWRIGHT & BEAN, INC. 
P.O. Box 11209 
2415-G Crabtree Blvd. 
Raleigh, North Carolina 27604 
Tel: 919-832-7128 
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OHIO 
COMPONENTS, INC. 
16600 Sprague Rd. 
Cleveland, Ohio 44130 
Tel: 216-243-9200TWX: 810-423-9435 

COMPONENTS, INC. 
9 Pierce Street 
West Carrollton, Ohio 45449 
Tel: 513-866-0661 

PENNSYLVANIA 
BGR ASSOCIATES 
500 Office Center 
Fort Washington Industrial Park 
Fort Washington, Pennsylvania 19034 
Tel: 215-643-4111 TWX: 510-665-1654 

L.D. LOWERY 
2801 West Chester Pike 
Broomall, Pennsylvania 19008 
Tel: 215-356-5300 or 215-528-5170 

TENNESSEE 
CARTWRIGHT & BEAN, INC. 
P.O. Box 4760 
560 S. Cooper Street 
Memphis, Tennessee 38104 
Tel: 901 -276-4442 

CARTWRIGHT & BEAN, INC. 
8501 Kingston Pike 
Knoxville, Tennessee 37919 
Tel: 615-693-7450 

TEXAS 
TECHNICAL MARKETING 
4445 Alpha Road 
Dallas, Texas 75240 
Tel. 214-387-3601 TWX: 910-860-5158 

TECHNICAL MARKETING 
6430 Hillcroft. Suite 102 
Houston, Texas 77036 
Tel: 713-771-8466 

UTAH 
SIMPSON ASSOCIATES, INC. 
2480 So. Main Street, Suite 105 
Salt Lake City. Utah 84115 
Tel: 801 -486-3731 TWX: 910-925-5253 

WASHINGTON 
QUADRA CORPORATION 
1621 - 114th Avenue S.E. 
Suite212 
Bellevue, Washington 98004 
Tel: 206-454-4946 TWX: 910-443-2318 

WISCONSIN 
LARSEN ASSOCIATES 
1 0855 West Potter Road 
Wauwatosa, Wisconsin 53226 
Tel: 414-258-0529 

CANADA 
AVOTRONICS LIMITED 
200 Consumers Road, Suite 200 
Willowdale, Ontario, M2J 1 PB, Canada 
Tel: 416-493-9711 

AVOTRONICS LIMITED 
6600 Trans Canada Highway, Suite 750 
Pointe Claire, Quebec, H9R 4S2, Canada 
Tel: ·514.597 -2135 TWX: 610-422-3908 
Telex: 05-821 -762 



*HUNTSVILLE, ALABAMA 
3322 So. Memorial Parkway 35801 
Suite 92 
Tel: 205-883-7020 TWX: 810-726-2214 

PHOENIX, ARIZONA 
4414 N. 19th Avenue 85015 
Suite G 
Tel: 602-264-4948 TWX: 910-951-1544 

*LOS ANGELES. CALIFORNIA 
6922 Hollywood Blvd. 90028 
Suite 818 
Tel: 213-466-8393 TWX: 910-321-3009 

SAN DIEGO, CALIFORNIA 
8333 Clairemont Mesa Blvd. 92111 
Suite 109 
Tel: 714-279-6021 

*SANTA ANA, CALIFORNIA 
2101 East Fourth St. 92705 
Blcg. B, Suite 185 
Tel: 714-558-1881 TWX: 910-595-1109 

*SANTA CLARA. CALIFORNIA 
3080 Olcott Street 95050 
Suite 210A 
Tel: 408-244-1400 TWX: 910-338-0241 

*DENVER.COLORADO 
7475 W. 5th Ave .. Suite 100 
Lakewood, Colo. 80226 
Tel: 303-234-9292 

*STAMFORD. CONNECTICUT 
2nd Floor 
2777 Summers Street 06905 
Tel: 203-348-7701 TWX: 710-474-1763 

ORLANDO. FLORIDA 
Crane's Roost Office Park 
303 Whooping Loop 
Altamonte Springs, Fla. 32701 
Tel: 305-834-7000 TWX: 810-850-0152 

TAMPA. FLORIDA 
12945 Seminole Blvd. 
Florida Twin Towers Bldg. 2. Room 6 
Largo, Fla. 33540 
Tel· 813-585-3892 

*CHICAGO, ILLINOIS 
9950 W. Lawrence Avenue 
Room 311 
Schiller Park. Ill. 60176 
Tel: 312-671-4660TWX: 910-227-0051 

FAIRCHILD SALES OFFICES 

FORT WAYNE, INDIANA 
2118 Inwood Drive 46805 
Suite 111 
Tel: 219-483-6453 TWX: 810-332-1507 

*INDIANAPOLIS. INDIANA 
7202 N. Shadeland 46250 
Tel: 317-849-5412 TWX: 810-260-1793 

BLADENSBURG.MARYLAND 
5801 Annapolis Road 20710 
Suite 500 
Tel: 301-779-0954 TWX: 710-826-9654 

*BOSTON, MASSACHUSETTS 
888 Worcester Street 
Wellesley Hills, Mass. 02181 
Tel: 617-237-3400 TWX: 710-348-0424 

DETROIT. MICHIGAN 
Westland Office Plaza 
33300 Warren Avenue Suite 101 
Westland, Mich. 48185 
Tel: 313-425-3250 TWX: 810-242-2973 

MINNEAPOLIS. MINNESOTA 
7600 Parklawn Avenue 
Room 251 
Edina, Minn. 55435 
Tel: 612-835-3322 TWX:910-576-2944 

WAYNE. NEW JERSEY 
580 Valley Road 07490 
Suite 1 
Tel: 201-696-7070 

ALBUQUERQUE, NEW MEXICO 
2403 San Mateo N.E. 87110 
Plaza #2 
Tel: 505-265-5601 TWX: 910-989-1186 

BINGHAMTON. NEW YORK 
3215 E. Main St. Suite 7 
Endwell, NY 13760 
Tel: 607-754-1094 

"MELVILLE. NEW YORK 
275 Broadhollow Road 11746 
Tel: 516-293-2900TWX: 510-224-6480 

POUGHKEEPSIE. NEW YORK 
15 College View Ave. 12603 
Tel: 914-452-4200 TWX: 510-248-0030 
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*ROCHESTER, NEW YORK 
600 Kreag Rd. 
Pittsford, NY 14534 
Tel: 716-385-1130 

CLEVELAND. OHIO 
6151 Wilson Mills Rd. 
Suite 101 
Highland Heights. Ohio 44143 
Tel: 216-461-8288 TWX: 810-427-9271 

DAYTON. OHIO 
4812 Frederick Road 45414 
Suite 101 
Tel: 513-278-8278 TWX: 810-459-1803 

TULSA, OKLAHOMA 
5321 S. Sheridan Road 74145 
Suite 15 
Tel: 918-663-7131 

*PHILADEPHIA. PENNSYLVANIA 
Fort Washington Industrial Park 
500 Office Center 
Fort Washington, Pa. 19034 
Tel: 215-886-6623 TWX: 510-665-1654 

SENECA. SOUTH CAROLINA 
27 Normandy Shores 
Annex #2. RFD #1 
Seneca, South Carolina 29678 
Tel: 803-882-1760 

*DALLAS. TEXAS 
13771 N. Central Expressway 75231 
Suite 809 
Tel: 214-234-3391 TWX: 910-867-4757 

*HOUSTON. TEXAS 
6430 Hillcroft 77036 
Suite 102 
Tel: 713-771-3547 TWX: 910-881-6278 

MILWAUKEE. WISCONSIN 
4642 76th Street 
Suite 101 
Greenfield, Wisconsin 53220 
Tel: 414-282-5260 

*Field Applications Engineer available. I 



FAIRCHILD INTERNATIONAL DISTRIBUTORS 

AUSTRIA AND 
EASTERN EUROPE 
Burisch GmbH & Co. KG 
Scheydgasse 31 
A-1210Wien 
Tel: (0222) 38 76 38 
Telex: 13310 

R.l.Z. 
Bozidariceva 13 
YU-41000 Zagreb 
Tel: 64 46 96 
Telex: 21288 

BENELUX 
Sotronic S.A. 
Rue Pere de Daken 14 
B-1010 Bruxelles 
Tel: (02) 7 36 10 07 
Telex: 25141 

lnelco Nederland BV 
Joan Muyskenweg 22 
NL-1006 Amsterdam 
Tel: (020) 93 48 24 
Telex: 14622 

FRANCE 
Almex S.A. 
48, Rue de l'Aubepine Z.I. 
92160 Antony 
Tel: 666 21 12 
Telex: 28823 

Almex (Aldrodis) 
40 Rue Villon 
69008 Lyon 
Tel: (1) 69 59 52 

Disten S.A. 
Filiale de Scaib 
32, Place de la Loire. Zone Silic 
94150 Rungis 
Tel: 6 86 66 63 

RE.A. Distribution 
57, Rue Henri Litolff 
92270 Bois-Colombes 
Tel: 7 84 71 19 
Telex: 63694 

Scientech S.A. 
11, Avenue Ferdinand Buisson 
75016 Paris 
Tel: 6 09 91 36 
Telex: 26042 

SFDI 
13, Rue Rixens 
31200 Toulouse 
Tel 61 48 57 39 

GERMANY 
Dohrenberg 
1000 Berlin 30 
Bayreuther Str. 3 
Tel: (030) 2 13 80 43 - 45 
Telex: 01 84860 

Unitronic GmbH & Co. KG 
2360 Bad Segeberg 
Lindhofstr. 3 
Tel: (0455) 20 65/20 65 
Telex: 02 61646 

Unitronic GmbH Co. KG 
3160 Lehrte 
Markscheider Weg 41 
Tel: (05132) 5 30 01 - 3 
Telex: 09 22084 

GERMANY 
Unitronic GmbH, Ing. R. Breiden 
4000 Duesseldorf 30 
An der Thomaskirche 50A 
Tel: (0211) 62 44 39/63 42 14 
Telex: 08 586434 

Berger Elektronik GmbH 
6000 Frankfurt 
Am Tiergarten 14 
Tel: (0611) 49 03 11 
Telex: 04 12649 

Elcowa GmbH 
6200 Wiesbaden-Schierstein 
Zeilstrasse 32 
Tel: (06121) 2 30 01/2 
Telex: 04 186 202 

Electronic 2000 
7000 Stuttgart 1 
Weisstannen 10 
Tel: (0711) 23 29 27/28 
Telex: 07 22179 

Technoprojekt 
7000 Stuttgart 50 
Heinrich-Ebner-Str. 13 
Tel: (0711) 561712 
Telex: 07 254490 

Electronic 2000 
8000 Muenchen 80 
Neumarkter Str. 75 
Tel: (089) 43 40 61 
Telex: 05 22561 

Unitronic GmbH 
8019 Ebersberg 
Hochfelln 4 
Tel: (08092) 2 13 33 

Electronic 2000 
8501 Eckental 
Rodelhang 7 
Tel: (09126) 84 01 

ITALY 
AEP 
Via Terracina 311 
80125 Napoli 
Tel: (081) 63 00 06 

Adelsy S.a.S. 
Via Savigno 5 
40141 Bologna 
Tel: (051) 47 06 22/48 11 49 

Gagliardi S.n.C. 
Via Vacchieri 8 
10093 Collegno (Torino) 
Tel: (011) 7 80 81 - 84 
Telex: 20270 

Marini Nicola 
Via Silvati 415 
80141 Napoli 
Tel: (081) 29 97 03 

Microlem S.a.S. 
Via Monteverdi 5 
20131 Milano 
Tel: (02) 22 03 17 /22 03 26 

Pantronic S.r.L. 
Via della Mendola 10 
00135 Roma 
Tel: (06) 32 48 66/3 28 80 48 

Silverstar S.p.A. 
Via dei Gracchi 20 
20146 Milano 
Tel: (02) 49 96 
Telex: 32634 
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SCANDINAVIA 
E. Friis-Mikkelsen A/S 
51 Krogshojvej 
DK-2880 Bagsvaerd 
Tel: (02) 98 63 33 
Telex: 22350 

Findip AB 
Teollisuustie 7 
P.O. Box 34 
SF-02700 Kauniainen 
Tel: (90) 50 22 55 
Telex: 123129 

Datamatik AS 
Pstersjoveien 62 
Oslo 6, Norway 
Tel: (02) 26 63 30 
Telex: 16067 

Nordqvist & Berg 
P.O. Box 9145 
S-10272 Stockholm 
Tel: (08) 69 04 00 
Telex: 10407 

UNITED KINGDOM 
Comway Electronics Ltd. 
John Scott House 
Market Street 
Bracknell, Berks. RG12 1 JU 
Tel: Bracknell (0344) 2 47 65/2 45 71 
Telex: 847201 

Gothic Electronics Ltd. 
Beacon Hbuse 
Hampton Street 
Birmingham 19B9 31P 
Tel: (021) 236 5060/236 8541 
Telex: 338731 

l.T.T. Electronics Services 
Edinburgh Way 
Harlow, Essex 
Tel: Harlow (02796) 2 68 71 
Telex: 81146 

Macro Marketing Ltd. 
396 Bath Road 
Slough, Bucks. 
Tel: Slough (0753) 3 54 44 

Burnham (06286) 6 30 11 
Telex: 847083 

Salford Electrical Instruments Ltd. 
Peel Works, Barton Lane 
Eccles Manchester M30 8HL 
Tel: (061) 7 89 50 81 
Telex: 667711 

S.C. European Components Ltd. 
Unit 9, M 40 Industrial Centre 
Coronation Road 
High Wycombe, Bucks. 
Tel: (9494) 3 61 46 
Telex: 837163 

Superdis Ltd. 
41 Loverock Road 
Reading RG3 IED. Berks. 
Tel: (0734) 59 49 33 
Telex: 847147 

Neltronics Ltd. 
John F. Kennedy-Road. 
Naas Road 
Dublin 12, Ireland 
Tel: (Dublin) 50 18 45 
Telex: 4837 



FAIRCHILD INTERNATIONAL DISTRIBUTORS (Cont'd) 

OTHER 
W. Moor AG 
Bahnstr. 58 
CH-B105 Regensdorf 
Tel: (01) B 40 66 44 
Telex: 52042 

STG International Ltd. 
52 Nachlat Benyamin Street 
P.O. Box 1275 
Tel Aviv, Israel 
Tel: 5 34 59/5 31 15 
Telex: 33229 

Su in 
Espronceda 200-206 
Barcelona 5, Spain 
Tel: (03) 3 07 22 04 

OTHER 
Teknim Ltd. 
Tersani Cad. Kut Han No. 38/605 
Karahoy, Istanbul 
Turkey 
Tel: 44 40 33 
Telex: 23540 

Teknim Ltd. 
Riza Sah Pehlevi Cad. 7 
Kavaklidere, Ankara 
Turkey 
Tel: 27 5B 00 
Telex: 42155 

OTHER 
Fairmont Electronics (Ply.) Ltd. 
"Northwards" 
Jan Smuts Avenue, Craighall Park 
Johannesburg 2001, S. Africa 
Tel: (48) 64 21/64 Bl-2/76 13 
Telex: B3227 

EUROPEAN HEADQUARTERS 
Fairchild Halbleiter GmbH 
6202 Wiesbaden-Biebrich 
Postfach 4559 
Hagenauer Strabe 3B 
Tel: (0 61 21) 20 51 
Telex: 04 1 B6 5BB 

04186771 

INTERNATIONAL FIELD SALES OFFICES 

AUSTRALIA 
Fairchild Australia Pty. Ltd 
A.D.C. Pacific Building 
77 Pacific Highway 
North Sydney. N.S.W 2060 
Australia 
Tel: 929-6711 
Telex: AA20053 FAIRSYD 

(mailing address) 
P.O. Box 450 
North Sydney, N.S.W 2060 
Australia 

AUSTRIA AND 
EASTERN EUROPE 
Fairchild Electronics 
Schwedenplatz 2 
A-1010 Wien 
Tel: (0222) 63 5B 21 
Telex: 75096 

BENELUX 
Fairchild Semiconductor 
Paradijslaan 39 
Eindhoven, Holland 
Tel: (040) 44 69 09 
Telex: 51024 

BRAZIL 
Fairchild Electronics Ltd. 
Caixa Postal 30407 
Rua de Consola Cao. 3542 
Sao Paulo S.P .. Brazil 
Tel: B1 -616B Telex: 021-261 
Cable: FAIRLEC 

CANADA 
Toronto Regional Office 
FSC 
1590 Matheson Blvd. Unit 26 
Mississauga. Ontario L4W 1J1. Canada 
Tel: 416·625-7070 TWX: 610-492-4311 

Fairchild Semiconductor 
1385 Mazurette Suite 3 
Montreal. Quebec. H4N 1 GB. Canada 
Tel: 514-3B2-2552 TWX: 610-421-3178 

FRANCE 
Fairchild Semiconducteur S.A. 
121, Avenue d'ltalie 
75013 Paris 
Tel: 5 BO 55 66 
Telex: 20614 

GERMANY 
Fairchild Halbleiter GmbH 
Verkaufsleitung Deutschland 
8000 Muenchen 80 
Truderinger Sir. 13 
Tel: (OB9) 4 70 10 91 
Telex: 05 24B31 

Fairchild Halbleiter GmbH 
3000 Hanover 
Koenigswonher Str. 23 
Tel: (9511) 1 7B 44 
Telex: 09 22922 

Fairchild Halbleiter GmbH 
6202 Wiesbaden-Biebrich 
Hagenauer Str. 38 
Tel: (06121) 20 51 
Telex: 04 186588 

Fairchild Halbleiter GmbH 
7251 Leonberg 
Poststrasse 37 
Tel: (07152) 4 10 26 
Telex: 07 245711 

Fairchild Halbleiter GmbH 
8500 Nuernberg 
Waldluststrasse 1 
Tel: (0911) 40 70 05 
Telex: 06 23665 

HONG KONG 
Fairchild Semiconductor (HK) Ltd. 
135 Hoi Bun Road 
Kwun Tong 
Kowloon, Hong Kong 
Tel: K-890271 Telex: HKG-531 

ITALY 
Fairchild Semiconduttori S.p.A. 
Via Rosseline 12 
20124 Milano 
Tel: (02) 6 88 74 51 
Telex: 36522 

Fairchild Semiconduttori S.p.A. 
Via Citta di Castello 13 
00191 Roma 
Tel: (06) 3 27 40 06/3 28 75 48 
Telex: 61373 (boccara) 
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JAPAN 
TDK-Fairchild 
Sanyo Kokusaku Pulp Bldg. 2nd Fl. 
7-8 Shibuya 1-Chome 
Shibuya-ku 
Tokyo 150. Japan 
Tel: 03-400-8351 Telex: 2424173 

MEXICO 
Fairchild Mexicana S.A. 
Blvd. Adolfo Lopez Mateos No. 163 
Mexico 19, D.F. 
Tel: 905-563-5411 Telex: 017-71-038 

SCANDINAVIA 
Fairchild Semiconductor AB 
Svartengsgatan 6 
S-11620 Stockholm 
Tel: (08) 44 92 55 
Telex: 17759 

TAIWAN 
Fairchild Semiconductor (Taiwan) Ltd. 
Hsietsu Building, Room 502 
47 Chung Shan North Road 
Sec. 3, Taipei, Taiwan 
Tel: 5J3205 thru 573207 

UNITED KINGDOM 
Fairchild Semiconductor Ltd. 
Kingmaker House 
Station Road 
New Barnet, Herts. EN5 1 NX 
Tel: (01) 4 40 73 11 
Telex: 262835 

Fairchild Semiconductor Ltd. 
Shiel House, Craigshill 
Livingston. W. Lothian 
Scotland 
Tel: Livingston (0589) 3 28 91 
Telex: 72629 

I 






