


























































































































































































































































































































































































































































































































376™ PROCESSOR INSTRUCTION SET 

BTS-Bit Test and Set 

Opcode 

66 OF AS 
OF AS 
66 OF SA /5 ib 
OF SA /5 ib 

Operation 

Description 

Flags Affected 

Exceptions 

Notes 

Instruction 

STS r/m16,r16 
STS r/m32,r32 
STS r/m16,immB 
STS r/m32,immB 

Clocks 

6/13 
6/17 
6/8 
6/12 

CF f- BIT[LeftSRC, RightSRC]; 
BIT[LeftSRC, RightSRC] f- 1; 

Description 

Save bit in carry flag and set 
Save bit in carry flag and set 
Save bit in carry flag and set 
Save bit in carry flag and set 

BTS saves the value of the bit indicated by the base (first operand) and 
the bit offset (second operand) into the carry flag and then stores 1 in 
the bit. 

CF as described above 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 

The index of the selected bit can be given by the immediate constant in 
the instruction or by a value in a general register. Only an 8-bit immedi­
ate value is used in the instruction. This operand is taken modulo 32, so 
the range of immediate bit offsets is 0 .. 31. This allows any bit within a 
register to be selected. For memory bit strings, this immediate field gives 
only the bit offset within a word or doubleword. Immediate bit offsets 
larger than 31 are supported by using the immediate bit offset field in 
combination with the displacement field of the memory operand. The 
low-order 3 to 5 bits of the immediate bit offset are stored in the 
immediate bit offset field, and the high order 27 to 29 bits are shifted 
and combined with the byte displacement in the addressing mode. 

When accessing a bit in memory, the processor may access four bytes 
starting from the memory address given by: 

Effective Address + (4 * (BitOffset DIV 32)) 

for a 32-bit operand size, or two bytes starting from the memory address 
given by: 

Effective Address + (2 * (BitOffset DIV 16)) 

for a 16-bit operand size. It may do this even when only a single byte 
needs to be accessed in order to get at the given bit. Thus the program­
mer must be careful to avoid referencing areas of memory close to 
memory boundaries. In particular, avoid references to memory-mapped 
I/O registers. Instead, use the MOV instructions to load from or store 
to these addresses, and use the register form of these instructions to 
manipulate the data. 
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CALL-Call Procedure 

Opcode 

EB cd 
FF /2 
9A cp 
9A cp 
9A cp 
9A cp 
9A cp 
FF /3 
FF /3 
FF /3 
FF /3 
FF /3 

Instruction 

CALL rel32 
CALL r/m32 
CALL ptr16:32 
CALL ptr16:32 
CALL ptr16:32 
CALL ptr32:32 
CALL ptr16:32 
CALL m16:32 
CALL m16:32 
CALL m16:32 
CALL m16:32 
CALL m16:32 

Clocks 

9+m 
9+m/12+m 
42+m 
64+m 
9B+m 
106+Bx+m 
ts 
46+m 
6B+m 
102+m 
110+Bx+m 
5 + ts 

Description 

Cali near, displacement relative to next instruction 
Cali near, indirect 
Cali intersegment, to fuli pOinter given 
Cali gate, same privilege 
Cali gate, more privilege, no parameters 
Cali gate, more privilege, x parameters 
Cali to task 
Cali intersegment, address at rim dword 
Cali gate, same privilege 
Cali gate, more privilege, no parameters 
Cali gate, more privilege, x parameters 
Cali to task 

NOTE: Values of ts are 392 for a direct cali and 404 via a task gate. 

Operation IF rel32 type of call 
THEN (* near relative call *) 

Push(EIP); 
EIP +- EIP + re132; 

FI; 

IF r/m32 type of call 
THEN (* near absolute call *) 

Push(EIP); 
EIP+- [r/m32]; 

FI; 

IF instruction = far CALL 
THEN 

If indirect, then check access of EA doubleword; 
#GP(O) if limit violation; 

New CS selector must not be null else #GP(O); 
Check that new CS selector index is within its 

descriptor table limits; else #GP(new CS selector); 
Examine AR byte of selected descriptor for various legal values; 

depending on value: 
go to CONFORMING-CODE-SEGMENT; 
go to NONCONFORMING-CODE-SEGMENT; 
go to CALL-GATE; 
go to TASK-GATE; 
go to TASK-STATE-SEGMENT; 

ELSE #GP(code segment selector); 
FI; 
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CONFORMING-CODE-SEGMENT: 
DPL must be :5 CPL ELSE #GP(code segment selector); 
Segment must be. present ELSE #NP(code segment selector); 
Stack must be big enough for return address ELSE #SS(O); 
Instruction pointer must be in code segment limit ELSE #GP(O); 
Load code segment descriptor into CS register; 
Load CS with new code segment selector; 
Load EIP with new offset; 

NONCONFORMING-CODE-SEGMENT: 
RPL must be.:5 CPL ELSE #GP(code segment selector) 
DPL must be = CPL ELSE #GP(code segment selector) 
Segment must be present ELSE #NP(code segment selector) 
Stack must be big enough for return address ELSE #SS(O) 
Instruction pointer must be in code segment limit ELSE #GP(O) 
Load code segment descriptor into CS register 
Load CS with new code segment selector 
Set RPL of CS to CPL 
Load EIP with new offset; 

CALL-GATE: 
Call gate DPL must be 2:: CPL ELSE #GP(call gate selector) 
Call gate DPL must be 2:: RPL ELSE #GP(call gate selector) 
Call gate must be present ELSE #NP(call gate selector) 
Examine code segment selector in call gate descriptor: 

Selector must not be null ELSE #GP(O) 
Selector must be within its descriptor table 

limits ELSE #GP(code segment selector) 
AR byte of selected descriptor must indicate code 

segment ELSE #GP(code segment selector) 
DPL of selected descriptor must be :5 CPL ELSE 

#GP(code segment selector) 
IF non-conforming code segment AND DPL < CPL 
THEN go to MORE-PRIVILEGE 
ELSE go to SAME-PRIVILEGE 
FI; 

MORE-PRIVILEGE: 
Get new SS selector for new privilege level from TSS 

Check selector and descriptor for new SS: 
Selector must not be null ELSE #TS(O) 
Selector index must be within its descriptor 

table limits ELSE #TS(SS selector) 
Selector's RPL must equal DPL of code segment 

ELSE #TS(SS selector) 
Stack segment DPL must equal DPL of code 

segment ELSE #TS(SS selector) 
Descriptor must indicate writable data segment 

ELSE #TS(SS selector) 
Segment present ELSE #SS(SS selector) 
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New stack must have room for parameters plus 16 bytes 
ELSE #SS(O) 

EIP must be in code segment limit ELSE #GP(O) 
Load new SS:ESP value from TSS 
Load new CS:EIP value from gate 
Load CS descriptor 
Load SS descriptor 
Push long pOinter of old stack onto new stack· 
Get word count from call gate, mask to 5 bits 
Copy parameters from old stack onto new stack .. 
Push return address onto new stack 
Set CPL to stack segment DPL 
Set RPL of CS to CPL 

SAME-PRIVILEGE: 
Stack must have room for 6-byte return address (padded to 8 bytes) 

ELSE #SS(O) 
EIP must be within code segment limit ELSE #GP(O) 
Load CS:EIP from gate· . 
Push return address onto stack 
Load code segment descriptor into CS register 
Set RPL of CS to CPL . 

TASK-GATE: 
Task gate DPL must be 2:: CPL ELSE #TS(gate selector) 
Task gate DPL must be 2:: RPL ELSE #TS(gate selector) 
Task Gate must be present ELSE #NP(gate selector) 
Examine selector to TSS, given in Task Gate descriptor: 

Must specify global in the local/global bit ELSE#TS(TSS selector) 
Index must be within GDT limits ELSE #TS(TSS selector) 
TSS descriptor AR byte must specify non busy TSS 

ELSE #TS(TSS selector) 
Task State Segment must be present ELSE #NP(TSS selector) 

SWITCH-TASKS (with nesting) to TSS 
EIP must be in code segment limit ELSE #TS(O) 

TASK-ST ATE-SEGM ENT: 
TSS DPL must be 2:: CPL else #TS(TSS selector) 
TSS DPL must be 2:: RPL ELSE #TS(TSSselector) 
TSS descriptor AR byte must specify available TSS 

ELSE #TS(TSS selector) 
Task State Segment must be.present ELSE #NP(TSS selector) 
SWITCH-TASKS (with nesting) to TSS . 
EIP must be in code segment limit ELSE #TS(O) 
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Flags Affected 

Exceptions 
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The CALL instruction causes the procedure named in the operand to be 
executed. When the procedure is complete (a return instruction is 
executedwithiil the procedure), execution continues at the instruction 
that follows the CALL instruction. 

The action of the different forms of the instruction are described below. 

Near calls are those with destinations of type r/m32, rel32; changing or 
saving the segment. register value is not necessary. The CALL rel32 form 
adds a signed . offset to the address of the instruction following CALL to 
determine the destination. The result is stored in the 32-bit EIP register. 
CALL r/m32 specifies a register or memory location from which the 
absolute segment offset is fetched. The offset of the instruction following 
CALL is pushed onto the stack. It will be popped by a near RET 
instruction within the procedure. The CS register is not changed by this 
form of CALL. 

. The far call,CALL ptf16:32, uses. a six-byte operand as a long pointer 
to.the procedure called. The:c:;ALL m16:32 form fetches the long pointer 

. from the memory ldcation specified (indirection). These forms of the 
instruction push both CS and EIP as a return address. Both long pointer 
forms consult the AR·.byte.in the descriptor indexed by the selector part 
of the long pointer. Depending on the value of the AR byte, the call will 
perform one of the following types of control transfers: 

• A far call to the same protection level 

• An inter-protection level far call 

• A task switch 

F,or mOre. information on Protected Mode control transfers, refer to 
Ch5lPter6 an4 Cha pter7. 

All flags' are affected if a task switCh occurs; no flags are affected if a 
task switch does not occur . 

For far calls:#GP, #NP,#SS, and #TS, as indicated in the list above 

For near direct calls: #GP(O) if procedure location is beyond the code 
segment limits; #SS(O) if pushing the return address exceeds the bounds 
of the stack segm~nt 

For a near indirect call: #GP(O) for an illegal memory operand effective 
address in theCS;'DS, ES, FS, or GS segments; #SS(O) for an illegal 
address in the SS segment; #GP(O) if the indirect offset obtained is 

.. beyond the code segment lil11its 
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CBW /CWDE-Convert Byte to Word/Convert Word to Doubleword 

Opcode 

6698 
98 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

CBW 
CWDE 

Clocks 

3 
3 

Description 

AX +- sign-extend of AL 
EAX +- sign-extend of AX 

IF OperandSize = 16 (* instruction = CBW *) 
THEN AX +- SignExtend(AL); 
ELSE (* OperandSize = 32, instruction = CWDE *) 

EAX +- SignExtend(AX); 
FI; 

CBW converts the signed byte in AL to a signed word in AX by extend­
ing the most significant bit of AL (the sign bit) into all of the bits of 
AB. CWDE converts the signed word in AX to a doubleword in EAX 
by extending the most significant bit of AX into the two most significant 
bytes of EAX. Note that CWDE is different from CWD. CWD uses 
DX:AX rather than EAX as a destination. 

None 

None 
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CLC-ClearCarry Flag 

Opcode 

Fa 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

CLC 

CF +- 0; 

Clocks 

2 

Description 

Clear carry flag 

CLC sets the carry flag to zero. It does not affect other flags or registers. 

CF = 0 

None 
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CLD-Clear Direction Flag 

Opcode 

FC 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

CLD 

DF +- 0; 

Clocks 

2 

Description 

Clear direction flag; 81 and DI will increment during 
string instructions 

CLD clears the direction flag. No other flags or registers are affected. 
After CLD is executed, string operations will increment the index regis­
ters (SI and/or DI) that they use. 

DF = 0 

None 
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eLi-Clear Interrupt Flag 

Opcode 

FA 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

CLI 8 Clear interrupt flag; interrupts disabled 

IF +- 0; 

CLI clears the interrupt flag if the current privilege level is at least as 
privileged as 10PL. No other flags are affected. External interrupts are 
not recognized at the end of the CLI instruction or from that point on 
until the interrupt flag is set. 

IF = 0 

#GP(O) if the current privilege level is greater (has less privilege) than 
the 10PL in the flags register. 10PL specifies the least privileged level 
at which I/O can be performed. 
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CL TS-Clear Task-Switched Flag in CRO 

Opcode 

OF 06 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

CLTS 5 Clear task-switched flag 

TS Flag in CRO +- 0; 

CLTS clears the task-switched (TS) flag in register CRO. This flag is 
set by the processor every time a task switch occurs. The TS flag is used 
to manage processor extensions as follows: 

• Every execution of an ESC instruction is trapped if the TS flag is 
set. 

• Execution of a WAIT instruction is trapped if the MP flag and the 
TS flag are both set. 

Thus, if a task switch was made after an ESC instruction was begun, 
the processor extension's context may need to be saved before a new 
ESC instruction can be issued. The fault handler saves the context and 
resets the TS flag. 

CLTS appears in operating system software, not in application programs. 
It is a privileged instruction that can only be executed at privilege 
levelO. 

TS = 0 (TS is in CRO, not the flag register) 

#GP(O) if CLTS is executed with a current privilege level other than 0 
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CMC-Complement Carry Flag 

Opcode 

F5 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

CMC _ 

CF +- NOT CF; 

Clocks 

2 

Description 

Complement carry flag 

CMC reverses the setting of the carry flag. No other flags are affected. 

CF as described above 

None 
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CMP-Compare Two Operands 

Opcode 

3C ib 
663D iw 
3D id 
80 /7 ib 
6681 /7 iw 
81 /7 id 
6683 /7 ib 
83 /7 ib 

38 /r 
6639 /r 
39 /r 
3A /r 
6636 /r 
36 /r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

CMPAL,immB 
CMPAX,imm16 
CMP EAX,imm32 
CMP rlmB,immB 
CMP rlm16,imm16 
CMP rlm32,imm32 
CMP rlm16,immB 
CMP rlm32,immB 

CMP rlmB,rB 
CMP rlm16,r16 
CMP rlm32,r32 
CMP rB,rlmB 
CMP r16,rlm16 
CMP r32,rlm32 

Clocks 

2 
2 
2 
2/5 
2/5 
2/7 
2/5 
2/7 

2/5 
2/5 
2/7 
2/6 
2/6 
2/8 

Description 

Compare immediate byte to AL 
Compare immediate word to AX 
Compare immediate dword to EAX 
Compare immediate byte to rim byte 
Compare immediate word to rim word 
Compare immediate dword to rim dword 
Compare sign extended immediate byte to rim word 
Compare sign extended immediate byte to rim 
dword 
Compare byte register to rim byte 
Compare word register to rim word 
Compare dword register to rim dword 
Compare rim byte to byte register 
Compare rim word to word register 
Compare rim dword to dword register 

LeftSRC - SignExtend(RightSRC); 
(* CMP does not store a result; its purpose is to set the flags *) 

CMP subtracts the second operand from the first but, unlike the SUB 
instruction, does not store the result; only the flags are changed. CMP 
is typically used in conjunction with conditional jumps and the SETcc 
instruction. (Refer to Appendix D for the list of signed and unsigned 
flag tests provided.) If an operand greater than one byte is compared to 
an immediate byte, the byte value is first sign-extended. 

OF, SF, ZF, AF, PF, and CF as described in Appendix C 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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CMPS/CMPSB/CMPSW ICMPSD-Compare String Operands 
Opcode 

A6 

66 A? 

A? 

A6 
66 A? 
A? 

Operation 

Description 

Instruction Clocks Description 

CMPSmB,mB 10 Compare bytes ES:[EDI] (second operand) with 
[ESI] (first operand) 

CMPS m16,m16 10 Compare words. ES:[EDI] (second operand) with 
[ESI] (first operand) 

CMPS m32,m32 14 Compare dwords ES:[EDI] (second operand) with 
[ESI] (first operand) 

CMPSB 10 Compare bytes ES:[EDI] with DS:[ESI] 
CMPSW 10 Compare words ES:[EDI] with DS:[ESI] 
CMPSD 14 Compare dwords ES:[EDI] with DS:[ESI] 

IF (instruction = CMPSD) OR 
(instruction has operands of type DWORD) 

THEN OperandSize ... 32; 
ELSE OperandSize ... 16; 
FI; 
IF byte type of instruction 
THEN 

[ESI] - [EDI]; (* byte comparison *) 
IF DF = 0 THEN IncDec ... 1 ELSE IncDec ... -1; FI; 

ELSE 
IF OperandSize = 16 
THEN 

[ESI] - [ED I]; (* word comparison *) 
IF DF = 0 THEN IncDec ... 2 ELSE IncDec ... -2; FI; 

ELSE (* OperandSize = 32 *) 
[ESI] - [EDI]; (* dword comparison *) 
IF DF = OTHEN IncDec ... 4 ELSE IncDec ... -4; FI; 

FI; 
FI; 
ESI =ESI + IncDec; 
EDI = EDI + IncDec; 

CMPS compares the byte, word, or doubleword pointed to by the source­
index register with the byte, word, or doubleword pointed to by the 
destination-index register. 

ESI and EDI will be used for source- and destination-index registers. 
The correct index values must be loaded into ESI and EDI before 
executing CMPS. 

The comparison is done by subtracting the operand indexed by the 
destination-index register from the operand indexed by the source-index 
register. 

Note that the direction of subtraction for CMPS is [ESI] - [EDI]. The 
left operand, ESI, is the source and the right operand, EDI is the desti­
nation. This is the reverse of the usual Intel convention in which the left 
operand is the destination and the right operand is the source. 
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Exceptions 
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The result of the subtraction is not stored; only the flags reflect the 
change. The types of the operands determine whether bytes, words, or 
doublewords are compared. For the first operand (ESI), the DS register 
is used, unless a segment override byte is present. The second operand 
(ED!) must be addressable from the ES register; no segment override is 
possible. 

After the comparison is made, both the source-index register and desti­
nation-index register are automatically advanced. If the direction flag is 
o (CLD was executed), the registers increment; if the direction flag is 1 
(STD was executed), the registers decrement. The registers increment 
or decrement by 1 if a byte is compared, by 2 if a word is compared, or 
by 4 if a doubleword is compared. 

CMPSB, CMPSW and CMPSD are synonyms for the byte, word, and 
doubleword CMPS instructions, respectively. 

CMPS can be preceded by the REPE or REPNE prefix for block 
comparison of ECX bytes, words, or doublewords. Refer to the descrip­
tion . of the REP instruction for more information on this 
operation. 

OF, SF, ZF, AF, PF, and CF as described in Appendix C 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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CWO / COQ-Convert Word to Doubleword/Convert Doubleword to 
Quadword 

, Opcode 

6699 
99 

Operation' 

Instruction 

CWO 
COQ 

Clocks 

2 
2 

Description 

OX:AX +- sign-extend of AX 
EOX:EAX +- sign-extend of EAX 

IF Operand Size = 16 (* CWO instruction *) 
THEN ' 

IF AX < 0 THEN OX 4- OFFFFH; ELSE OX 4- 0; FI; 
ELSE (* OperandSize = 32, coa instruction *) 

IF EAX < 0 THEN EOX 4- OFFFFFFFFH; ELSE EOX ~ 0; FI; 
FI; 

Description CWD converts the signed word in AX to a signed doubleword in DX:AX 
by extending the most significant bit of AX ,into all the bits of DX. CDQ 
converts the signed doubleword in EAX to a signed 64-bit integer in the 
register pair EDX:EAX by extending the most significant bit of EAX 
(the sign bit) into all the bits of EDX. Note that CWD is different from 
CWDE. CWDE uses EAX as a destination, instead of DX:AX 

Flags Affected None 

Exceptions None 
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DAA-Decimal Adjust AL after Addition 

Opcode 

27 

Operation 

Description 

Flags Affected 

Exceptions 

InstructIon Clocks DescrIption 

DAA 4 Decimal adjust AL after addition 

IF ((AL AND OFH) > 9) OR (AF = 1) 
THEN 

AL +- AL + 6; 
AF +- 1; 

ELSE 
AF +- 0; 

FI; 
IF (AL > 9FH) OR (CF = 1) 
THEN 

AL +- AL + 60H; 
CF +- 1; 

ELSE CF +- 0; 
FI; 

Execute DAA only after executing an ADD instruction that leaves a 
two-BCD-digit byte result in the AL register. The ADD operands should 
consist of two packed BCD digits. The DAA instruction adjusts AL to 
contain the correct two-digit packed decimal result. 

AF and CF as described above; SF, ZF, PF, and CF as described in 
Appendix C. 

None 
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DAS-Decimal Adjust AL after Subtraction 

Opcode 

2F 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks 

DAS 4 

IF (AL AND OFH) > 9 OR AF = 1 
THEN 

AL +- AL - 6; 
AF +- 1; 

ELSE 
AF +- 0; 

FI; 
IF (AL > 9FH) OR (CF = 1) 
THEN 

AL +- AL - 60H; 
CF +- 1; 

ELSE CF +- 0; 
FI; 

Description 

Decimal adjust AL after subtraction 

Execute DASonly after a subtraction instruction that leaves a two-BCD­
digit byte result in the AL register. The operands should consist of two 
packed BCD digits. DAS adjusts AL to contain the correct packed two­
digit decimal result. 

AFand CF as described above; SF, ZF, and PF as described in 
Appendix C. 

None 
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DEC-Decrement by 1 

Opcode 

FE 11 
66 FF 11 
FF/1 
6648+rw 
48+rw 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks 

DEC r/m8 2/6 
DEC r/m16 2/6 
DEC r/m32 2/10 
DEC r16 2 
DEC r32 2 

DEST +- DEST - 1; 

Description 

Decrement rIm byte by 1 
Decrement rIm word by 1 
Decrement rIm dword by 1 
Decrement word register by 1 
Decrement dword register by 1 

DEC subtracts 1 from the operand. DEC does not change the carry flag. 
To affect the carry flag, use the SUB instruction with an immediate 
operand of 1. 

OF, SF, ZF, AF, and PF as described in Appendix C. 

#GP(O) if the result is a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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DIV -Unsigned Divide 

Opcode 

F6/6 

66 F7 /6 

F7 /6 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

DIVAL,rjm8 

DIV AX,rjm16 

DIV EAX,rjm32 

Clocks 

14/17 

22/25 

38/43 

temp +- dividend I divisor; 
IF temp does not fit in quotient 
THEN Interrupt 0; 
ELSE 

quotient +- temp; 

Description 

Unsigned divide AX by rjm byte (AL=Quo, 
AH=Rem) 
Unsigned divide DX:AX by rjm word (AX=Quo, 
DX=Rem) 
Unsigned divide EDX:EAX by rjm dword 
(EAX=Quo, EDX=Rem) 

remainder +- dividend MOD (rim); 
FI; 

Note: Divisions are unsigned. The divisor is given by the rim operand. 
The dividend, quotient, and remainder use implicit registers. Refer to 
the table under "Description." 

DIV performs an unsigned division. The dividend is implicit; only the 
divisor is given as an operand. The remainder is always less than the 
divisor. The type of the divisor determines which registers to use as 
follows: 

Size Dividend Divisor Quotient Remainder 

byte AX rjmB AL AH 
word DX:AX rjm16 AX DX 
dword EDX:EAX rjm32 EAX EDX 

OF, SF, ZF, AR, PF, CF are undefined. 

Interrupt 0 if the quotient is too large to fit in the designated register 
(AL, AX, or EAX), or if the divisor is 0; #GP(O) for an illegal memory 
operand effective address in the CS, DS, ES, FS, or GS segments; #SS(O) 
for an illegal address in the SS segment 

13-50 



376™ PROCESSOR INSTRUCTION SET 

ENTER-Make Stack Frame for Procedure Parameters 

Opcode 

CB iwOO 
CB iw01 
CBiwib 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

ENTER imm16,O 
ENTER imm16,1 
ENTER imm16,immB 

Clocks 

10 
14 
17+B(n-1) 

level ~ level MOD 32 

Description 

Make procedure stack frame 
Make stack frame for procedure parameters 
Make stack frame for procedure parameters 

Push (ESP) (* Save stack pointer *) 
frame-ptr ~ ESP 
IF level> 0 
THEN (* level is rightmost parameter *) 

FOR i ~ 1 TO level - 1 
DO 

IF OperandSize = 16 
THEN 

SP ~ SP - 2; 
Push[SP] 

ELSE (* OperandSize = 32 *) 
ESP ~ ESP - 4; 
Push[ESP]; 

OD; 
Push(frame-ptr) 

FI; 
ESP ~ frame-ptr; 
ESP ~ ESP - ZeroExtend(First operand); 

ENTER creates the stack frame required by most block-structured high­
level languages. The first operand specifies the number of bytes of 
dynamic storage allocated on the stack for the routine being entered. 
The second operand gives the lexical nesting level (0 to 31) of the routine 
within the high-level language source code. It determines the number of 
stack frame pointers copied into the new stack frame from the preceding 
frame. EBP is the current stack frame pointer. 

If the second operand is 0, ENTER pushes the frame pointer EBP onto 
the stack; ENTER then subtracts the first operand from the stack pointer 
and sets the frame pointer to the current stack-pointer value. 

For example, a procedure with 12 bytes of local variables would have an 
ENTER 12,0 instruction at its entry point and a LEAVE instruction 
before every RET. The 12 local bytes would be addressed as negative 
offsets from the frame pointer. 

None 

#SS(O) if ESP would exceed the stack limit at any point during instruc­
tion execution 
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HLT-Halt 

Opcode 

F4 

Operation 

Description 

Flags Affected 

Exceptions 
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Instruction Clocks Description 

HLT . 5 Halt 

Enter Halt state; 

HALT stops instruction execution and places the 386 microprocessor in 
a HALT state. An enabled interrupt, NMI, or a reset will resume execu­
tion. If an interrupt (including NMI) is used to resume execution after 
HLT, the saved CS:EIP value points to the instruction following HLT. 

None 

HLT is a privileged instruction; #GP(O) if the current privilege level is 
not 0 
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IDIV -Signed Divide 

Opcode' 

F6 17 
66 F7 17 

F7 17 

Operation 

Description 

Instruction 

IDIV rlmB 
IDIV AX,rlm16 

IDIV EAX,rlm32 

. Clocks 

19/22 
27/~O 

45/48 

temp +- dividend I divisor; 
IF temp does not fit in quotient" 
THEN Interrupt 0; 
ELSE . 

quotient+- temp; 

. pescriptlon 

Signed divide AX by rim byte (AL=Quo, AH=Rem) 
'. Signed divide DX:AX by EA word (AX=Quo, 
~=~~. . .... , 
Signed divide EDX:EAX . by DWORD: byte 
(EAX=Quo, EDX:"Rem) . 

I:' 

~.,. ',! , ""':! 

,''.. 

remainder +. dividend MOQ (rim);. 
-'il 

FI; . 

Notes: Divisions are signed;.Th~.~~r~,s~tis·given :bythe r/tpppe,rahct;:The 
dividend, quotient,. and rem:airiderll~ej.Dl'plicit· regi~ters. Ref~r::t(Fthe table 
under "Description." ,. ·:j..l'. "';)' 

'''', 

IDlY performs a signed division: Th~dividend; quotie~t,~~d:remainder 
are implicitly allocated to fixed registers. Only.the divisords:given as an 
explicit rim operand. The type of the divisor determines which registers 
to use as follows: 

Size Divisor Quotient Remainder Dividend 

,,; , .,' 
byte rlmB AL AH AX 
word rlm16 AX ",. .. ,','DX' DX:AX 
dword' rlm32' EAX· . EDX EDX:EAX 

If the resulting quotient is too large to' fit in the destination, or if the 
division is 0, an Interrupt 0 is generated .. Nonintegral quotients are 
truncated toward O. The remainder has the same sign as the dividend 
and the absolute value of the .!emainder is always less than the absolute 
.value .of the divisor. : .'_,';' .... 

Flags Affected OF, SF,ZF, AR,PF, CF are undefined. ':, . 

·Exceptions .Interrupt 0 if the quotient is too large 'to fit in the designated register 
(AL or AX), odOhe divisor is 0; #GP(O) for an illegal memory operand 
effective address in the CS, ~S,.ES, .. r~; or as segJ:I;lents; #SS(O) for an 
illegal address in the SS segment 
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IMUL--Signed Multiply 

Opcode 

F6' /5 
66 F7 /5 
F7 i /5, 
660F AF /r 
OF AF /r 
6666 /fib 

66 /r ib 

6666/rib 

66 /rib 

6669/riw 
69 /rid 
6669 riw 
69 /r id 

Instruction Clocks 
,", 

IMULrlmB , 12-17/15-20 
IMUL rlm16 12-25/15-28 
IMUL rlm32 12-41/17-46 
IMUL r16i r/m1.6 12-25/15-28 
IMUL'r32,rlm32 12-41/17-46 

. IMUL r16,rlm16,immB 12-26/14-27 

IMUL r32,rlm32,immB 13-42/16-45 

IMUL r16,immB 12-26/14-27 

IMUL r32,immB 13-42/16-45 

IMUL r16,rlm16,imm16 12-26/14-27 
IMUL r32,rlm32,imm32 13-42/16-45 
IMUL r16,imm16 12-26/14-27 
IMUL r32,imm32 13-42/16-45 

Description 

AX+- AL· rim byte 
DX:AX +- AX • rim word 
EDX:EAX +- EAX • rim dword 
word register +- word register· rim word 
dword register +- dword register· rim dword 
word register +- rim 16 • sign-extended immediate 
byte 
dword register +- rlm32· sign-extended immediate 
byte 
word register +-. word register· sign-extended 
immediate byte 
dword register +- dword register • sign-extended 
immediate byte 
word register +- rim 16 • immediate word 
dword register +- r/m32· immediate dword 
word register +,' r/m16· immediate word 
dword register +- r/m32· immediate dword 

NOTES: The p~ocessor uses an early-out multiply algorithm. The actual number of clocks depends on the position of the 
most significant bit in the optimizing ,niultiplier; shown underlined above. The optimization occurs for positive and 
negative values, 6ecause cif the early~out algorithm,clock counts given are minimum to maximum. To calculate 
the actual clocks, use the following formula: 

Actual clock = if m <> 0 then max(ceiling(log2 1 m 1),3) + 9 clocks 
Actual clock = if m = 0 then 12 clocks 
,(where in is"the multiplier)" 

Addthree .clocksif the multiplier isa memory operand. 

Operation 

Description 

Flags Affected 

result +- multiplicand * multiplier; 

IMyL performs signed multiplication. Some forms of the instruction 
useimplicit register operands. The operand combinations for all forms 
of the instruction are shown in the "Description" column above. 

IMUL 'clears th,e overflow and, carry flags under the following 
conditions: ",-

. 

Instruction Form Condition for Clearing CF and OF 

rlmB AL = sign-extend of AL to 16 bits 
rim 16 AX = sign-extend of AX to 32 bits 
rlm32 EDX:EAX = sign-extend of EAX to 32 bits 
r16,rlm16 Result exactly fits within r16 
r132,rlm32 Result exactly fits within r32 
r16,rlm16,imm16 ' Result exac:tly fits within r16 

~ 
r32,r/m32,imm32 Result exac:tly fits within" r32 '- ' "" . .. 

OF and CF as described above; SF, ZF, AF, and PF are undefined 
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Exceptions 

Notes 
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#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SSsegment 

When using the accumulator forms (IMUL rlmB, IMUL rlm16, or IMUL 
rlm32), the result of the multiplication is available even if the overflow 
flag is set because the result is two times the size .of the multiplicand and 
multiplier. This is large enough to handle any possible result. 

" ..... . 
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IN-Inputfrom Port· 

Opcode 

E4 ib 
66 E5 ib 
E5 ib« 
EC 
66 EO 
EO 

Instruction 

INAL,immB 
IN AX,imniB 
INEAXJmmB 
IN AL,OX 
IN AX,OX 
IN EAX,OX 

Clocks 

6*/26" 
. 6*/26** 

8*/28** 
7*/27** 
7*/27** 
9*/29** 

Description 

Input byte from immediate port into AL 
Input word trom immediate port into AX 
Input dword from immediate port into EAX 
Input byte from port OX into AL 
Input word from port OX into AX 
Input dword from port OX into EAX 

NOTES: *If CPL :s IOPL 
**If CPL > IOPL 

Operation 

Description 

Flags Affected 

Exceptions 

IF (CPL > 10PL) 
THEN 

IF NOT I-a-Permission (SRC, width(SRC)) 
THEN #GP(O); 
FI; 

FI; 
DEST +- [SRC]; (* Reads from I/O address space *) 

IN transfers a data byte or data word from the port numbered by the 
second operand into the register (AL, AX, or EAX) specified by the first 
operand. Access any port from 0 to 65535 by placing the port number 
in the DX register and using an IN instruction with DX as the second 
parameter. These I/O instructions can be shortened by using an 8-bit 
port I/O in the instruction. The upper eight bits of the port address will 
be 0 when 8-bit port I/O is used. 

None 

#GP(O) if the current privilege level is larger (has less privilege) than 
IOPL and any of the corresponding I/O permission bits in TSS 
equals 1 
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INC-Increment by 1 

Opcode 

FE /0 
66 F170 
FF /6 
6640+ rw 
40+ rd 

Op'eration 

Description 

Flags Affected 

Exceptions 

Instruction Clocks 

INCr/mB 2/6 , 
INC r/m16 2/6 
INCr/m32 2/10 
INC r16 2 
INC r32 2 

DEST +- DEST + 1; 

Description 

Increment rim byte by 1 
Increment rim word by 1 
Increment rim dword by 1 
Increment word register by 1 
Increment dword register by 1 

INC adds 1 to the operand. It does not change the carry flag. To affect 
the carry flag, use the ADD instruction with a second operand of 1. 

OF, SF, ZF, AF, and PF as described in Appendix C 

#GP(O) if the operand is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, OS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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INS/INSB/INSW IINSO-Input from Port to String 

Opcode Instruction Clocks Description 

6C INS rlmB,OX 9*/29** Input byte from port OX into ES:(E)OI 
6660 INS rlm16,OX 9*/29** Input word from port OX into ES:(E)OI 
60 INS rlm32,OX 13*/33** Input dword from port OX into ES:(E)OI 
6C INSB 9*/29** Input byte from port OX into ES:(E)OI 
6660 INSW 9*/29** Input word from port OX into ES:(E)OI 
60 INSO 13*/33** Input dword from port OX into ES:(E)OI 

NOTES: *If CPL ::5 IOPL 
**If CPL > IOPL 

Operation 

Description 

IF (CPL > 10PL) 
THEN . 

IF NOT I-a-Permission (SRC, width(SRC» 
THEN #GP(O); 
FI; 

FI; 
IF byte type of instruction 
THEN 

ES:[EDI] +- [DX]; (* Reads byte at DX from I/O address space *) 
IF DF = 0 THEN IncDec +- 1 ELSE IncDec +- -1; FI; 

FI; 
IF Operand Size = 16 
THEN 

ES:[EDI] +- [DX]; (* Reads word at DX from I/O address space *) 
IF DF = 0 THEN IncDec +- 2 ELSE IncDec +- -2; FI; 

FI; 
IF OperandSize = 32 
THEN 

ES:[EDI] +- [DX]; (* Reads dword at DX from I/O address space *) 
IF DF = 0 THEN IncDec+- 4 ELSE IncDec +- -4; FI; 

FI; 
EDI +- EDI + IncDec; 

INS transfers data from the input port numbered by the DX register to 
the memory byte or word at ES:EDI. The memory operand must be 
addressable from ES; no segment override is possible. The destination 
register is EDI. 

INS does not allow the specification of the port number as an immediate 
value. The port must be addressed through the DX register value. Load 
the correct value into DX before executing the INS instruction. 

The destination address is determined by the contents of the destination 
index register. Load the correct index into the destination index register 
before executing INS. 
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Flags Affected 

Exceptions 
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After the transfer is made, EDI advances automatically. If the direction 
flag is 0 (CLD was executed), ED! increments; if the direction flag is 1 
(STD was executed), EDI decrements. EDI increments or decrements 
by 1 if a byte is input, by 2 if a word is input, or by 4 if a doubleword is 
input. 

INSB, INSW and INSD are synonyms of the byte, word, and double­
word INS instructions. INS can be preceded by the REP prefix for block 
input of ECX bytes or words. Refer to the REP instruction for details 
of this operation. 

None 

#GP(O) if CPL is numerically greater than IOPL and any of the corre­
sponding I/0 permission bits in TSS equals 1; #GP(O) if the destination 
is in a nonwritable segment; #GP(O) for an illegal memory operand 
effective address in the CS, DS, ES, FS, or GS segments; #SS( 0) for an 
illegal address in the SS segment 
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INT I INTO-Call to Interrupt Procedure 

Opcode 

CC 
cc 
CC 
CD ib 
CD ib 
CD ib 
CE 
CE 
CE 
CE 

Operation 

Instruction Clocks Description 

INT3 
INT3 
INT3 
INT immB 
INTimmB 
INTimmB 
INTO 
INTO 
INTO 
iNTO 

71 
111 
30B 
71 
111 
467 
3 
71 
111 
413 

Interrupt 3-same privilege 
Interrupt 3-more privilege 
Interrupt 3-via task gate 
Interrupt-same privilege 
Interrupt-more privilege 
Interrupt-via task gate 
Interrupt 4-if overflow flag is 1 
Interrupt 4-same privilege 
Interrupt 4-more privilege 
Interrupt 4-via task gate 

NOTE: The following operational description applies not only to the 
above instructions but also to external interrupts and exceptions. 

Interrupt vector must be within IDT table limits, 
else #GP( vector number * 8 + 2 + EXT); 

Descriptor AR byte must indicate interrupt gate, trap gate, or task gate, 
else #GP( vector number * 8 + 2 + EXT); 

IF software interrupt (* i.e. caused by INT n, INT 3, or INTO *) 
THEN 

IF gate descriptor DPL < CPL 
THEN #GP(vector number * 8+2+EXT); 
FI; 

FI; 
Gate must be present, else #NP( vector number * 8 + 2 + EXT); 
IF trap gate OR interrupt gate 
THEN GOTO TRAP-GATE-OR-INTERRUPT-GATE; 
ELSE GO TO TASK-GATE; 
FI; 

TRAP-GATE-OR-INTERRUPT -GATE: 
Examine CS selector and descriptor given in the gate descriptor; 
Selector must be non-null, else #GP (EXT); 
Selector must be within its descriptor table limits 

ELSE #GP(selector+ EXT); 
Descriptor AR byte must indicate code segment 

ELSE #GP(selector + EXT); 
Segment must be present, else #NP(selector+ EXT); 

IF code segment is non-conforming AND DPL < CPL 
THEN GOTO INTERRUPT -TO-INNER-PRIVILEGE; 
ELSE 

IF code segment is conforming OR code segment DPL = CPL 
THEN GOTO INTERRUPT -TO-SAME-PRIVILEGE-LEVEL; 
ELSE #GP( CS selector + EXT); 
PI; 

FI; 
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INTERRUPT -TO-INNER-PRIVILEGE: 
Check selector and descriptor for new stack in current TSS; 

Selector must be non-null, else #GP(EXT); 
Selector index must be within its descriptor table limits 

ELSE #TS(SS selector + EXT); 
Selector's RPL must equal DPL of code segment, else #TS(SS 

selector + EXT); 
Stack segment DPL must equal DPL of code segment, else #TS(SS 

selector + EXT); 
Descriptor must indicate writable data segment, else #TS(SS 

selector + EXT); 
Segment must be present, else #SS(SS selector + EXT); 

New stack must have room for 20 bytes else #SS(O) 
Instruction pointer must be within CS segment boundaries else #GP(O); 
Load new SS and ESP value from TSS; 
CS:EIP ~ selector:offset from gate; 
Load CS descriptor into invisible portion of CS register; 
Load SS descriptor into invisible portion of SS register; 
Push (long pointer to old stack) (* 3 words padded to 4 *); 
Push (EFLAGS); 
Push (long pointer to return location) (* 3 words padded to 4*); 
Set CPL to new code segment DPL; 
Set RPL of CS to CPL; 
IF interrupt gate THEN IF ~ 0 (* interrupt flag to 0 (disabled) *); FI; 
TF ~ 0; 
NT ~ 0; 

INTERRUPT -TO-SAME-PRIVILEGE-LEVEL: 
Current stack limits must allow pushing 10 bytes, else #SS(O); 
IF interrupt was caused by exception with error code 
THEN Stack limits must allow push of two more bytes; 
ELSE #SS(O); 
FI; 
Instruction pointer must be in CS limit, else #GP(O); 
Push (EFLAGS); 
Push (long pointer to return location); (* 3 words padded to 4 *) 
CS:EIP ~ selector:offset from gate; 
Load CS descriptor into invisible portion of CS register; 
Set the RPL field of CS to CPL; 
Push (error code); (* if any *) 
IF interrupt gate THEN IF ~ 0; PI; 
TF ~ 0; 
NT ~ 0; 

TASK-GATE: 
Examine selector to TSS, given in task gate descriptor; 

Must specify global in the local/global bit, else #TS(TSS selector); 
Index must be within GDT limits, else #TS(TSS selector); 
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Description 

Flags Affected 

Exceptions 
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AR byte must specify available TSS (bottom bits 00001), 
else #TS(TSS selector; 

TSS must be present, else #NP(TSS selector); 
SWITCH-TASKS with nesting to TSS; 
IF interrupt was caused by fault with error code 
THEN 

Stack limits must allow push of two more bytes, else #SS(O); 
Push error code onto stack; 

FI; 
Instruction pointer must be in CS limit, else #GP(O); 

The INT n instruction generates via software a call to an interrupt 
handler. The immediate operand, from 0 to 255, gives the index number 
into the Interrupt Descriptor Table (IDT) of' the interrupt routine to be 
called. The IDT consists of an array of eight-byte descriptors; the 
descriptor for the interrupt invoked must indicate an interrupt, trap, or 
task gate. The base linear address of the IDT is defined by the contents 
of the IDTR. 

The INTO conditional software instruction is identical to the INT n 
interrupt instruction except that the interrupt number is implicitly 4, 
and the interrupt is made only if the processor overflow flag is set. 

The first 32 interrupts are reserved by Intel for system use. Some of 
these interrupts are use for internally generated exceptions. 

INT n generally behaves like a far call except that the flags register is 
pushed onto the stack before the return address. Interrupt procedures 
return via the IRET instruction, which pops the flags and return address 
from the stack. 

None 

#GP, #NP, #SS, and #TS as indicated under "Operation" above 
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IRETD-Interrupt Return 

Opcode 

CF 
CF 
CF 

Operation 

Instruction 

IRETO 
IRETO 
IRETO 

IF NT = 1 

Clocks 

42 
86 
328 

Description 

Interrupt return (far return and pop flags) 
Interrupt return to lesser privilege 
Interrupt return, different task (NT = 1) 

THEN GOTO TASK-RETURN; 
ELSE GOTO STACK-RETURN; 

FI; 

TASK-RETURN: 
Examine Back Link Selector in TSS addressed by the current task 

register: 
Must specify global in the local/global bit, else #TS(new TSS selector); 
Index must be within GOT limits, else #TS(new TSS selector); 
AR byte must specify TSS, else #TS(new TSS selector); 
New TSS must be busy, else #TS(new TSS selector); 
TSS must be present, else #NP(new TSS selector); 

SWITCH-TASKS without nesting to TSS specified by back link selector; 
Mark the task just abandoned as NOT BUSY; 
Instruction pointer must be within code segment limit ELSE #GP(O); 

STACK-RETURN: 
Third word on stack must be within stack limits, else #SS(O); 
Return CS selector RPL must be ~CPL, else #GP(Return selector); 
IF return selector RPL = CPL 
THEN GOTO RETURN-SAME-LEVEL; 
ELSE GOTO RETURN-OUTER-LEVEL; 
FI; 

RETURN-SAM E-LEVEL: 
Top 12 bytes on stack must be within limits, else #SS(O); 
Return CS selector (at ESP+4) must be non-null, else #GP(O); 
Selector index must be within its descriptor table limits, else #GP 

(Return selector); 
AR byte must indicate code segment, else #GP(Return selector); 
IF non-conforming 
THEN code segment OPL must = CPL; 
ELSE #GP(Return selector); 
FI; 
IF conforming 
THEN code segment OPL must be .::::;CPL, else #GP(Return selector); 
Segment must be present, else #NP(Return selector); 
Instruction pointer must be within code segment boundaries, else #GP(O); 
FI; 
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Load CS:EIP from stack; 
Load CS-register with new code segment descriptor; 
Load EFLAGS with third doubleword from stack; 
Increment ESP by 12; 

RETURN-OUTER-LEVEL: 
Top 20 bytes on stack must be within limits, else #SS(O); 
Examine return CS selector and associated descriptor: 

Selector must be non-nUll, else #GP(O); 
Selector index must be within its descriptor table limits; 

ELSE #GP(Return selector); 
AR byte must indicate code segment, else #GP(Return selector); 
IF non-conforming 
THEN code segment DPL must = CS selector RPL; 
ELSE #GP(Return selector); 
FI; 
IF conforming 
THEN code segment DPL must be > CPL; 
ELSE #GP(Return selector); 
FI; 
Segment must be present, else #NP(Return selector); 

Examine return SS selector and associated descriptor: 
Selector must be non-nUll, else #GP(O); 
Selector index must be within its descriptor table limits 

ELSE #GP(SS selector); 
Selector RPL must equal the RPL of the return CS selector 

ELSE #GP(SS selector); 
AR byte must indicate a writable data segment, else #GP(SS selector); 
Stack segment DPL must equal the RPL of the return CS selector 

ELSE #GP(SS selector); 
SS must be present, else #NP(SS selector); 

Instruction pOinter must be within code segment limit ELSE #GP(O); 
Load CS:EIP from stack; 
Load EFLAGS with values at (ESP+8); 
Load SS:ESP from stack; 
Set CPL to the RPL of the return CS selector; 
Load the CS register with the CS descriptor; 
Load the SS register with the SS descriptor; 
FOR each of ES, FS, GS, and DS 
DO; 

IF the current value of the register is not valid for the outer level; 
THEN zero the register and clear the valid flag; 
FI; 
To be valid, the register setting must satisfy the following properties: 

Selector index must be within descriptor table limits; 
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Description 

Flags Affected 

Exceptions 
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AR byte must indicate data or readable code segment; 
IF segment is data or non-conforming code, 
THEN DPL must be ;::: CPL, or DPL must be ;::: RPL; 

00; 

The action of IRET depends on the setting of the nested task flag (NT) 
bit in the flag register. When popping the new flag image from thesta!;k, 
the IOPL bits in the flag register are changed only when CPL equals O. 

If NT equals 0, IRET returns from an interrupt procedure without a 
task switch. The code returned to must be equally or less privileged than 
the interrupt routine (as indicated by the RPL bits of the CS selector 
popped from the stack). If the destination code is less privileged, lRET 
also pops the stack pointer and SS from the stack. 

If NT equals 1, IRET reverses the operation ofa CALL or INT,that 
caused a task switch. The updated state of the task executing IRET is 
saved in its task state segment. If the task is reentered later, the,code 
that follows IRET is executed. ' , 

All; the flags register is popped from stack 

#GP, #NP, or #SS, as indicated under "Operation" above 
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JCC-Jumpif Condition is Met 

Opcode 

77 cb 
73 cb 
72cb 
76 cb 
72 cb 
66 E3 db' 
E3 cb 
74 .. cb 
74 cb 
7F cb 

.7Dcb 
7C cb 
7Ecb 
76 cb 
72 cb 
73 cb 
77 cb 
73 cb 

. 75 .. cb 
7Ecb 
7C cb 
7D cb 
7F cb 
71 cb 
7Bcb 
79 cb 
75 cb 
70 cb 
7A cb 
7A cb 
7B cb 
78 cb 
74 cb 
OF 87 cd 
OF 83 cd 
OF 82 cd 
OF 86 cd 
OF 82 cd 
OF 84 cd 
OF 84 cd 
OF 8F cd 
OF 8D cd 
OF 8C cd 
OF 8E cd 
OF 86 cd 
OF 82 cd 
OF 83 cd 
OF 87 cd 
OF 83 cd 
OF 85 cd 
OF 8E cd 
OF 8C cd 
OF 8D cd 
OF 8F cd 
OF 81 cd 
OF 8B cd 
OF 89 cd 
OF 85 cd 
OF 80 cd 
OF 8A cd 

Instruction 

JA rel8 
JAE rel8 
JB reI8 .. 
JBE rel8 
JC rel8 
JCXZ rel8 
JECXZ rel8 
JErel8 
JZ rel8 
JG rel8. 

'JGE rel8 
JLrel8 
JLE rel8 ' 
JNA rel8 
JNAE rel8 
JNB rel8 
JNBErel8 
JNCrel8 

. JNE rel8 . 
JNG rel8 
JNGE rel8 
JNL rel8 
JNLE rel8 
JNO rel8 
JNP rel8 
JNS rel8 
JNZ rel8 . 
JO rel8 
JP rel8 
JPE rel8 
JPO rel8 
JS rel8 
JZ rel8 
JA rel32 
JAE rel32 
JB rel32 
JBE rel32 
JC rel32 
JE rel32 
JZ rel32 
JG rel32 
JGE rel32 
JL rel32 
JLE rel32 
JNA rel32 
JNAE rel32 
JNB rel32 
JNBE rel32 
JNC rel32 
JNE rel32 
JNG rel32 
JNGE rel32 
JNL rel32 
JNLE rel32 
JNO rel32 
JNP rel32 
JNS rel32 
JNZ rel32 
JO rel32 
JP rel32 

Clocks 

7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
9+m,5 
9+m,5 
7+m,3 
7+m,3 

. 7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 . 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
7+m,3 
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Description 

Jump short if above (CF=O and ZF=O) 
Jump short if above or equal (CF=O) 
Jump short if below (CF=1) 
Jump short if below or equal (CF=1 or ZF=1) 
Jump short if carry (CF = 1) 
Jump short if CX register is 0 
Jump short if ECX register is 0 
Jump short if equal (ZF=1) 
Jump short if 0 (ZF=1) 
Jump short if greater (ZF=O and SF=OF) 
Jump short if greater or equal (SF=OF) 
Jump short if less (SF<>OF) 
Jump short if less or equal (ZF=1 and SF<>OF) 
Jump short if not above (CF = 1 or ZF = 1) 
Jump short if not above or equal (CF=1) 
Jump short if not below (CF=O) 
Jump short if not below or equal (CF=O and ZF=O) 
Jump short if not carry (CF = 0) 
Jump short if not equal (ZF=O) 
Jump short if not greater (ZF=1 or SF<>OF) 
Jump short if not greater or equal (SF<>OF) 
Jump short if not less (SF=OF) 
Jump short if not less or equal (ZF=O and SF=OF) 
Jump short if not overflow (OF=O) 
Jump short if not parity (PF=O) 
Jump short if not sign (SF=O) 
Jump short if not zero (ZF=O) 
Jump short if overflow (OF=1) 
Jump short if parity (PF=1) 
Jump short if parity even (PF=1) 
Jump short if parity odd (PF=O) 
Jump short if sign (SF=1) 
Jump short if zero (ZF = 1) 
Jump near if above (CF=O and ZF=O) 
Jump near if above or equal (CF=O) 
Jump near if below (CF=1) 
Jump near if below or equal (CF=1 or ZF=1) 
Jump near if carry (CF=1) 
Jump near if equal (ZF=1) 
Jump near if 0 (ZF=1) 
Jump near if greater (ZF=O and SF=OF) 
Jump near if greater or equal (SF=OF) 
Jump near if less (SF<>OF) 
Jump near if less or equal (ZF=1 and SF<>OF) 
Jump near if not above (CF=1 or ZF=1) 
Jump near if not above or equal (CF=1) 
Jump near if not below (CF=O) 
Jump near if not below or equal (CF=O and ZF=O) 
Jump near if not carry (CF=O) 
Jump near if not equal (ZF=O) 
Jump near if not greater (ZF=1 or SF<>OF) 
Jump near if not greater or equal (SF<>OF) 
Jump near if not less (SF=OF) 
Jump near if not less or equal (ZF=O and SF=OF) 
Jump near if not overflow (OF=O) 
Jump near if not parity (PF = 0) 
Jump near if not sign (SF=O) 
Jump near if not zero (ZF=O) 
Jump near if overflow (OF=1) 
Jump near if parity (PF = 1) 



Opcode 

OF 8A cd 
OF 88 cd 
OF 88 cd 
OF 84 cd 

Instruction 

JPE rel32 
JPO rel32 
JS rel32 
JZ rel32 

376™ PROCESSOR INSTRUCTION'SET 

Clocks 

7+m,3 
7+m,3 
7+m,3 
7+m,3 

Description ' 

Jump near if parity even (PF=1) 
Jump near if parity odd (PF=O) 
Jump near if sign (SF=1) 
Jump near if 0 (ZF=1) 

NOTES: The first clock count is for the true condition (branch taken); the second clock count is for the false condition 
(branch not taken). rel32 indicates 32-bit relative offset. 

Operation 

Description 

IF condition 
THEN 

EIP +- EIP + SignExtend(reIB/32); 
FI; 

Conditional jumps (except JCXZ) test the flags which have been set by 
a previous instruction. The conditions for each mnemonic are given in 
parentheses after each description above. The terms "less" and "greater" 
are used for comparisons of signed integers; "above" and "below" are 
used for unsigned integers. 

If the given condition is true, a jump is made to the location provided as 
the operand. Instruction coding is most efficient when the target for the 
conditional jump is in the current code segment and within -128 to 
+ 127 bytes of the next instruction's first byte. The jump can also target 
- 231 thru + 231 -1 relative to the next instruction's first byte. When the 
target for the conditional jump is in a different segment, use the opposite 
case of the jump instruction (Le., JE and JNE), and then access the 
target with an unconditional far jump to the other segment. For example, 
you cannot code-

JZ FARLABEL; 

You must instead code-

JNZ BEYOND; 
JMP FARLABEL; 

BEYOND: 

Because there can be several ways to interpret a particular state of the 
flags, ASM386 provides more than one mnemonic for most of the condi­
tional jump opcodes. For example, if you compared two characters in 
AX and want to jump if they are equal, use JE; or, if you ANDed AX 
with a bit field mask and only want to jump if the result is 0, use JZ, a 
synonym for JE. 
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Flags Affected 

Exceptions 
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JCXZ differsfromcother conditional jumps because it tests the contents 
. of the ex. or EC:x, register for 0, not the flags. JCXZ is useful lit the 

begiJ;uiirtg' 9{~~'~9n4itional loop that terminates. with a conditio~alloop 
instruCtion': (such-as L 0 0 P N ETA RG E T LAB E L). The JCXZ prevents 
entering'the loop \vith ECX equal to zero, which would cause the loop 
to execute 4294967296tirhes instead of zero times: .., 

" 1 •• ~:,; .' • .'::.' .'r· .• ,: .,,' ;;\ ": 

None 

#GP(O) if the offset jumped to is beyond the limits of the code segment 

I,:, 

.c'. "':" . :i' 

; n: 

. ... '. .,':,: ", 

',":, 

',:': , ~ ! 
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JMP-Jump 

Opcode Instruction Clocks Description 

EB cb JMP refB 7+m Jump short 
E9 cd JMP ref32 7+m· Jump near, displacement relative to next instruction 
FF /4 JMP rlm32 9+m/14+m Jump near, indirect 
EA cp JMP ptr16:32 pm=37+m Jump intersegment, 6-byte immediate address 
EA cp JMP ptr16:32 53+m Jump to call gate, same privilege 
EA cp JMP ptr16:32 ts Jump via task state segment 
EA cp JMP ptr16:32 ts Jump via task gate 
FF /5 JMP m16:32 37+m Jump intersegment, address at rim dword 
FF /5 JMP m16:32 59+m Jump to call gate, same privilege 
FF /5 JMP m16:32 6 + ts Jump via task state segment 
FF /5 JMP m16:32 6 + ts Jump via task gate 

NOTE: Values of ts are 395 for direct jump and 407 via a task gate. 

Operation IF instruction = relative JMP 
(* i.e. operand is refB, ref32 *) 

THEN . 
EIP +- EIP + refB/32; 

FI; 

IF instruction = near indirect JMP 
(* i.e. operand is r/m32 *) 

THEN 
EIP +- [r/m32]; 

FI; 

IF instruction = far JMP 
THEN 

IF operand type = m16:32 
THEN (* indirect *) 

check access of EA dword; 
#GP(O) or #SS(O) IF limit violation; 

FI; 
Destination selector is not null ELSE #GP(O) 
Destination selector index is within its descriptor table limits ELSE 

#GP(selector) 
Depending on AR byte of destination descriptor: 

GOTO CONFORMING-CODE-SEGMENT; 
GOTO NONCONFORMING-CODE-SEGMENT; 
GOTO CALL-GATE; 
GOTO TASK-GATE; 
GOTO TASK-STATE-SEGMENT; 

ELSE #GP(selector); (* iIIegalAR byte in descriptor *) 
FI; 

CONFORMING-CODE-SEGMENT: 
Descriptor DPL must be :::; CPL ELSE #GP(selector); 
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Segment must be present ELSE #NP(selector); 
Instruction pointer must be within cOde-segment limit ELSE #GP(O); 
Load CS:EIP from destination pointer; 
Load CS register with new segment descriptor; 

NONCONFORMING-CODE-SEGMENT: 
RPL of destination selector must be .:::;; CPL ELSE #GP(selector); 
Descriptor DPLmust be = CPL ELSE #GP(selector); 
'Segment must be present ELSE #.NP(selector); 
Instruction pOinter must be within code-segment limit ELSE #GP(O); 
Load CS:EIP from destination pointer; 
Load CS register with new segment descriptor; 
Set RPL field of CS register to CPL; 

CALL-GATE: 
Descriptor DPL must be ;::: CPL ELSE #GP(gate selector); 
Descriptor DPL must bei;::: gate selector RPL ELSE #GP(gate selector); 
Gate must be present ELSE #NP(gate selector); 
Examine selector to code segment given in call gate descriptor: 

FI; 

Selector must not be null ELSE #GP(O); , 
Selector must be within its descriptor table limits ELSE 

#GP(CS selector); 
Descriptor AR byte must indicate code segment 

ELSE #GP(CS selector); 
IF non-conforming 
THEN code-segment descriptor, DPLmust = CPL 
ELSE #GP(CS selector); 
FI; 
IF conforming 
THEN code-segment descriptor DPL must be .:::;; CPL; 
ELSE #GP(CS selector); 
Code segment must be present ELSE #NP(CS selector); 
Instruction pOinter must be within COde-segment limit ELSE #GP(O); 
Load CS:EIP from call.gate; 

Load CS register with new code-segment descriptor; 
Set RPL of CS to CPL ' 

TASK-GATE: 
Gate descriptor DPL must be ;::: CPL ELSE #GP(gate selector); 
Gate descriptor DPL must be ;::: gate selector'RPL ELSE #GP(gate 

selector); 
Task Gate must be present ELSE #NP(gate selector); 
Examine selector to TSS, given in Task Gate descriptor: 

Must specify global in the local/global bit ELSE #GP(TSS selector); 
Index must be within GDT limits ELSE #GP(TSS selector); 
Descriptor AR byte must specify available TSS (bottom bits 00001); 

ELSE #GP(TSS selector); 
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Description 

Flags Affected 

Exceptions 
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Task State Segment must be present ELSE #NP{TSS selector); 
SWITCH-TASKS (without nesting) to TSS; 
Instruction pointer must be within code-segment limit ELSE #GP{O); 

TASK-STATE-SEGMENT: 
TSS DPL must be 2: CPL ELSE #GP{TSS selector); 
TSS DPL must be 2: TSS selector RPL ELSE #GP{TSS selector); 
Descriptor AR byte must specify available TSS (bottom bits 00001) 

ELSE #GP{TSS selector); 
Task State Se![Jment must be present ELSE #NP{TSS selector); 
SWITCH-TASKS (without nesting) to TSS; 
Instruction pointer must be within code-segment limit ELSE #GP{O); 

The JMP instruction transfers control to a different point in the instruc­
tion stream without recording return information. 

The action of the various forms of the instruction are shown below. 

Jumps with destinations of type rlm32, and rel32 are near jumps and do 
not involve changing the segment register value. 

The JMP rel32 form of the instruction add an offset to the address of 
the instruction following the JMP to determine the destination. The result 
is stored in the 32-bit EIP register. 

JMP rlm32 specifies a register or memory location from which the 
absolute offset from the procedure is fetched. The offset fetched from 
rim is 32 bits. 

The JMP ptr16:32 form of the instruction uses a six-byte operand as a 
long pointer to the destination. The JMP m16:32 form fetches the long 
pointer from the memory location specified (indirection). Both long 
pointer forms consult the Access Rights (AR) byte in the descriptor 
indexed by the selector part of the long pointer. Depending on the value 
of the AR byte, the jump will perform one of the following types of 
control transfers: 

• A jump to a code segment at the same privilege level 

• A task switch 

For more information on protected mode control transfers, refer to 
Chapter 6 and Chapter 7. 

All if a task switch takes place; none if no task switch occurs 

Far jumps: #GP, #NP, #SS, and #TS, as indicated in the list above. 

Near direct jumps: #GP(O) if procedure location is beyond the code 
segment limits. 
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Near indirect jumps: #GP(O) for an illegal memory operand effective 
address in the CS,DS, ES, FS, or GS segments: #SS(O) for an illegal 
address in the SS segment; #GP if the indirect offset obtained is beyond 
the code segment limits 
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LAHF -Load Flags into AH Register 

Opcode 

9F 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

LAHF 2 Load: AH = flags SF ZF xx AF xx PF xx CF 

AH +- SF:ZF:xx:AF:xx:PF:xx:CF; 

LAHF transfers the low byte of the flags word to AH. The bits, from 
MSB to LSB, are sign, zero, indeterminate, auxiliary, carry, indetermi­
nate, parity, indeterminate, and carry. 

None 

None 
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LAR-Load Access Rights Byte 

Opcode 

66 OF 02/r 
OF 02/r 

Description 

Type 

0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 

Instruction 

LAR r16,r/m16 
LAR r32,r/m32 

Clocks 

17/18 
17/20 

Description 

r16 .. r/m16 masked byFFOO 
r32 ... r/m32 masked.by OOFxFFOO 

The LAR instruction stores a marked form of the second doubleword of 
the descriptor for the source selector if the selector is visible at the CPL 
(modified by the selector's RPL) and isa valid descriptor type. The 
destination registefis loaded with the high"order doubleword of the 
descriptor masked by OOFxFFOO, and ZF is set to L The x indicates that 
the four bits corresponding to the upper four bits of the limit are 
undefined in the value loaded by LAR. If the selector is invisible or of 
the wrong type, ZF is cleared. 

If the 32-bit operand size is specified, the entire 32-bit value is loaded 
into the 32-bit destination register. If the 16-bit operand size is specified, 
the lower 16-bits of this value are stored in the 16-bit destination 
register. 

All code and data segment descriptors are valid for LAR. 

The valid special segment and gate descriptor types for LAR are given 
in the following table: 

Name 
Valid/ 
Invalid 

Invalid Invalid 
Reserved Valid 
LDT Valid 
Reserved Valid 
Reserved Valid 
Task gate Valid 
Reserved Valid 
Reserved Valid 
Invalid Invalid 
Available TSS Valid 
Invalid Invalid 
Busy TSS Valid 
Call gate Valid 
Invalid Invalid 
Trap gate Valid 
Interrupt gate Valid 
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ZF as described above 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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LEA-Load Effective Address 

Opcode 

8D Ir 

Operation 

Description 

Operand Size 

16 

16 

32 

32 

Flags Affected 

Exceptions 

Instruction . Clocks Description 

LEA r32,m 2 Store effective address ·for m in register r32 

r32 -+ Addr(m) 

LEA calculates the effective address (offset part) and stores it in the 
specified register. For compatibility support, 16-bit addressing modes and 
16-bit destination register is supported. The operand-size attribute of the 
instruction can be set to 16-bit via 66H prefix. The address-size attribute 
can be set to 16-bit via 67H prefix. The address-size and operand-size 
attributes affect the action performed by LEA, as follows: 

Address Size Action Performed 

16 16-bit effective address is calculated and 
stored in requested 16-bit register 
destination. 

32 32-bit effective address is calculated. The 
lower 16 bits of the address are stored in 
the requested 16-bit register destination. 

16 16-bit effective address is calculated. The 
16-bit address is zero-extended and stored 
in the requested 32-bit register destination. 

32 32-bit effective address is calculated and 
stored in the requested 32-bit register 
destination. 

None 

#UD if the second operand is a register 
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LEAVE-High Level Procedure Exit 

Opcode 

C9 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

LEAVE 

ESP +- ESP; 
ESP +- PopO; 

Clocks Description 

6 Set ESP to ESP, then pop ESP 

LEA VE reverses the actions of the ENTER instruction. By copying the 
frame pointer to the stack pointer, LEAVE releases the stack space used 
by a procedure for its local variables. The old frame pointer is popped 
into EBP, restoring the caller's frame. A subsequent RET nn instruction 
removes any arguments pushed onto the stack of the exiting procedure, 

None 

#88(0) if BP does not point to a location within the limits of the current 
stack segment 
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LGDT ILIDT -Load Global/Interrupt .Descriptor Table Register 

Opcode 

OF 01/2 
OF 01/3 . 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

LGDT m16&32 
LlDJ m16&32 

Clocks 

15 
15 

IF instruction = LlDT 
THEN 

IDTR.Limit:Base +- m16:32 
ELSE (* instruction = LGDT *) 

GDTR.Limit:Base +- m16:32; 
FI; 

Description 

Load minto GDTR 
Load minto IDTR 

The LGDT imd LIDT instructions load it linear base address and limit 
value from a six-byte data operand in memory into the GDTR or IDTR, 
respectively. A 16-bit limit and a 32-bit base is loaded; the high-order 
eight bits of the six-byte operand are used as high-order base address 
bits. 

The SGDT and SlOT instructions always store into all 48 bits of the 
six-byte data operand. 

LGDT and LIDT appear in operating system software; they are not used 
in application programs. They are the only instructions that directly load 
a linear address (Le., not a segment relative address). 

None 

#GP(O) if the current privilege level is not 0; #UD if the source operand 
is a register; #GP(O) for an illegal memory operand effective address in 
the CS, DS, ES, FS, or GS segments; #SS(O) for an illegal address in 
the SS segment 
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LGS/LSS/LDS/LES/LFS-Load Full Pointer 

Opcode 

66 C5 Ir 
C51r 
66 OF 821r 
OF 821r 
66 C4 Ir 
C41r 
66 OF 841r 
OF 841r 
66 OF 851r 
OF 851r 

Operation 

Description 

Instruction Clocks Description 

L08 r16,m16:16 26 Load 08:r16 with pOinter from memory 
L08 r32,m16:32 28 Load 08:r32 with pOinter from memory 
L88 r16,m16:16 26 Load 88:r16 with pointer from memory 
L88 r32,m16:32 28 Load 88:r32 with pOinter from memory 
LE8 r16,m16:16 26 Load E8:r16 with pOinter from memory 
LES r32,m16:32 28 Load E8:r32 with pOinter from memory 
LFS r16,m16:16 29 Load F8:r16 with pOinter from memory 
LFS r32,m16:32 31 Load FS:r32 with pOinter from memory 
LGS r16,m16:16 29 Load G8:r16 with pointer from memory 
LGS r32,m16:32 31 Load GS:r32 with pOinter from memory 

CASE instruction OF 
LSS: Sieg is SS; (* Load SS register *) 
LOS: Sreg is OS; (* Load OS register *) 
LES: Sreg is ES; (* Load ES register *) 
LFS: Sreg is FS; (* Load FS register *) 
LGS: Sreg is OS; (* Load GS register *) 

ESAC; 
IF (OperandSize = 16) 
THEN 

r16 +- [Effective Address]; (* 16-bit transfer *) 
Sreg +- [Effective Address + 2]; (* 16-bit transfer *) 
(* Load the descriptor into the segment register *) 

ELSE (* Operand Size = 32 *) 
r32 +- [Effective Address]; (* 32-bit transfer *) 
Sreg +- [Effective Address + 4]; (* 16-bit transfer *) 
(* Load the descriptor into the segment register *) 

FI; 

These instructions read a full pointer from memory and store it in the 
selected segment register:register pair. The full pointer loads 16 bits into 
the segment register SS, DS, ES, FS, or GS. The other register loads 32 
bits if the operand-size attribute is 32 bits, or loads 16 bits if the operand­
size attribute is 16 bits. The other 16- or 32-bit register to be loaded is 
determined by the r16 or r32 register operand specified. 

When an assignment is made to one of the segment registers, the 
descriptor is also loaded into the segment register. The data for the 
register is obtained from the descriptor table entry for the selector given. 

A null selector (values 0000-0003) can be loaded into DS, ES, FS, or 
GS registers without causing a protection exception. (Any subsequent 
reference to a segment whose corresponding segment register is loaded 
with a null selector to address memory causes a #GP(O) exception. No 
memory reference to the segment occurs.) 
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The following is a listing of the actions taken in the loading of a segment 
register: 

IF SS is loaded: 
IF selector is null THEN #GP(O); FI; 
Selector index must be within its descriptor table limits ELSE 

#GP(selector); . 
Selector's RPL must equal CPL ELSE #GP(selector); 
AR byte must indicate a writable data segment ELSE #GP(selector); 
DPL in the AR byte must equal CPL ELSE #GP(selector); 
Segment must be marked present ELSE #SS(selector); 
Load SS with selector; 
Load SS with descriptor; 

IF OS, ES, FS, or GS is loaded with non-null selector: 
Selector index must be within its descriptor table limits ELSE 

#GP(selector); 
AR byte must indicate data or readable code segment ELSE 

#GP(selector); 
IF data or nonconforming code 
THEN both the RPL and the CPL must be less than or equal to DPL in 

AR byte; 
ELSE #GP(selector); 
Segment must be marked present ELSE #NP(selector); 

Load segment register with selector and RPL bits; 
Load segment register with descriptor; 

IF OS, ES, FS or GS is loaded with a null selector: 
Load segment register with selector; 
Clear descriptor valid bit; 

None 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment; 
the second operand must be a memory operand, not a register; #GP( 0) 
if a null selector is loaded into SS 
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LLDT -Load Local Descriptor Table Register 

Opcode 

OF 00/2 

Operation 

Description 

Flags Affected 

Exceptions 

Note 

Instruction Clocks Description 

LLDT r/m16 24/28 Load selector r/m16 intoLDTR 

LDTR +- SRC; 

LLDT loads the Local Descriptor Table register (LDTR). The word 
operand (memory or register) to LLDT should contain a selector to the 
Global Descriptor Table (GDT). The GDT entry should be a Local 
Descriptor Table. If so, then the LDTR is loaded from the entry. The 
descriptor registers DS, ES, SS, FS, GS, and CS are not affected. The 
LDT field in the task state segment does not change. 

The selector operand can be 0; if so, the LDTR is marked invalid. All 
descriptor references (except by the LAR, VERR, VERW or LSL 
instructions) cause a #GP fault. 

LLDT is used in operating system software; it is not used in application 
programs. 

None 

#GP( 0) if the current privilege level is not 0; #GP(selector) if the selec­
tor operand does not point into the Global Descriptor Table, or if the 
entry in the GDT is not a Local Descriptor Table; #NP(selector) if the 
LDT descriptor is not present; #GP(O) for an illegal memory operand 
effective address in the CS, DS, ES, FS, or GS segments; #SS(O) for an 
illegal address in the SS segment 

The operand-size attribute has no effect on this instruction. 
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LMSW-Load Machine Status Word 

Opcode 

OF 01 /6 

Operation 

Description 

Flags Affected 

Exceptions 

Notes 

Instruction Clocks Description 

LMSW r/m16 10/13 Load r/m16 in machine status word 

MSW +- rim 16; (* 16 bits is stored in the machine status word *) 

LMSW loads the machine status word (part of CRO) from the source 
operand. 

LMSW is used only in operating system software. It is not used in appli­
cation programs: 

None 

#GP(O) if the current privilege level is not 0; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 

The operand-size attribute has no effect on this instruction. This instruc­
tion is provided for compatibility with the 80286;376 processor or 386 
microprocessor programs should use MOV CRO, ... instead. 
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LOCK - Assert LOCK# Signal Prefix 

Opcode 

FO 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

LOCK o Assert LOCK# signal for the next instruction 

The LOCK prefix causes the LOCK# signal of the processor to be 
asserted during execution of the instruction that follows it. In a multi­
processor environment, this signal can be used to ensure that the proces­
sor has exclusive use of any shared memory while LOCK# is asserted. 
The read-modify-write sequence typically used to implement test-and­
set on the processor is the BTS instruction. 

The LOCK prefix functions only with the following instructions: 

BT, BTS, BTR, BTC 
XCHG 
XCHG 
ADD, OR, ADC, SBB, AND, SUB, XOR 
NOT, NEG, INC, DEC 

mem, regjimm 
reg, mem 
mem, reg 
mem, regjimm 
mem 

An undefined opcode trap will be generated if a LOCK prefix is used 
with any instruction not listed above. 

XCHG always asserts LOCK# regardless ofthe presence or absence of 
the LOCK prefix. 

The integrity of the LOCK is not affected by the alignment of the 
memory field. Memory locking is observed for arbitrarily misaligned 
fields. Other prefixes (i.e., seg override, 66H or 67H) can be combined 
with LOCK in any order. 

Locked access is not assured if another processor is executing an instruc­
tion concurrently that has one of the following characteristics: 

• Is not preceded by a LOCK prefix 

Is not one of the instructions in the preceding list 

• Specifies a memory operand that does not exactly overlap the desti­
nation operand. Locking is not guaranteed for partial overlap, even 
if one memory operand is wholly contained within another. 

None 

#UD if LOCK is used with an instruction not listed in the "Description" 
section above; other exceptions can be generated by the subsequent 
(locked) instruction 
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LODS/LODSB/LODSW ILODSD-Load String Operand· 

Opcode 

AC 
66AD 
AD 
AC 
66 AD 
AD . 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks 

LODS mB 5 
LODS m16 5 
LODS m32 7 
LODSB 5 
LODSW 5 
LODSD 7 

IF byte type of instruction 
THEN 

AL +- [ESI]; (* byte load *) 

Description 

Load byte [ESI) into AL 
Load word [ESI) into AX 
Load dword [ESI) into EAX 
Load byte DS:[ESI) into AL 
Load word DS:[ESI) into AX 
Load dword DS:[ESI) into EAX 

IF OF = 0 THEN IncOee +- 1 ELSE IncOec +- -1; FI; 
ELSE 

IF OperandSize = 16 
THEN 

AX +- [ESI]; (* word load *) 
IF OF =0 THEN IncOec +- 2 ELSE IncOec +- -2; FI; 

ELSE (* Operand Size = 32 *) 
EAX +- [ESI]; (* dword load *) 
IF OF = 0 THEN IncOec +- 4 ELSE IncOec. +- ,-4; FI; 

FI; 
FI; 
ESI +- ESI + IneOee 

LODS loads the AL, AX, or EAX register with the memory byte, word, 
or doubleword at the location pointed to by the source-index register . 

. After the transfer is made, the source-index register is automatically 
advanced. If the direction flag is 0 (CLD was executed), the source index 
increments; if the direction flag is 1 (STD was executed), it decrements. 
The increment or decrement is 1 if a byte is loaded, 2 if a word is loaded, 
or 4 if a d<mbleword is loaded. 

Load the correct index value into ESI before executing the LODS 
instruction. LODSB, LODSW, LODSD are synonyms for the byte, word, 
and doubleword LODS instructions. 

LODS can be preceded by the REP prefix; however, LODS is used more 
typically within a LOOP. construct, because further processing of the 
data moved into EAX, AX, orAL is usually necessary. 

None 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegaladdress in the SS segment 
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LOOP/LOOPcond-Loop Control with CX.Counter 

Opcode 

E2 cb 
E1 cb 
E1 cb 
EO cb 
EO cb. 

Operation 

Description 

Flags Affected 

Exceptions ' 

Instruction . Clocks . Description 

LOOP relB" 
LOOPE relB 

11+m 
',11+m 
11+m 

'11+m 
11+m 

D1;C.count; jump:shortifcQunt <> 0 

. LOOPZ relB 
LOOPNE relB 
LOOPNZ relB . 

DEC count; jump short if count <> 0 and ZF=1 
DEC count; jump,.shprtlf count <> 0 and ZFFt", 
DEC count; jump short if count <> 0 and ZF=O 
DEC ,count;. jump short if count. <>- 0 and ZF=O 

. .. .,' " • , ,'. '.!, i : . . -~ 

IF AddressSize = 16THEN CountReg is CX ELSE CountReg is ECX; FI; 
ECX .... ECX", .1;,;-' .' .' , . , .,:':i"':';:'" 

" . ~ 

.1 F instrLJction < >: Loop ,.' 
M' .;,:.t 

THEN .. ,.. ,.,',.,,: ... ' .. 
IF (instruction =;= ~OOPE).OR.(instructib/1Ij':;LOOPZ) 
THEN BrancnCond +- (zi= "'7'1) AND (Cou~tR.eg'<> 0); FI; . '. , ...., ..... 

IF (instruction. = Lo.OPNE) OR (instruption ,= LOOPNZ) 
THEN BranchCond ~ (iF ~ 0) ANb (CountReg' <> 0); 

FI; ..... .;;: .'.,::.... ,'" 
FI; 

IF BranchCond 
THEN,' 

EIP ... EIP +. SignExtend(reIB); 
FI; 

".: '0' ~ :. 

LOOP decrements the count regi~ter without changing an~:of the flags; 
Conditions are then checked for,the form of LOOP being used. If the 
conditions are met, a short jump ismilde to the label given by the operand 
to LOOP. The ECX registerisnor.mally used as the count :register. The 
operand of LOOP must be iii the range from 148 (deciman,bytes before 
the instruction to 127 bytes ahead of the instni.Ction. ., 

. : 
:. . 

The LOOP instructions provide itt:tliltion contrcil and combine loop index 
management with conditional bhlriching. Use the LOOP instruction by 
loading an unsigned iteration co~n~into the count register, then code the 
LOOP at the end of a series onnstructions to :be iterated. The destina~ 
tion of LOOP is 'a label that points to the beginning of the iteration. ' 

None . ;':" " ~" '. " ~ 'i 

#GP(O) if the offset jllmpedto is'b~yond:th~)hhits of the current·code 
.' segment ".'" .,.;'.: '.' , " -:"," .,.i, .r.- ',,:' <, ~ . .' 
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LSL-Load Segment Limit· 

Opcode 

OF 03/r 

OF 03/r 

" 

Description 

Type 

5:" 
,6 
7. 
8 
9 
A 
B. 
C 
D 
E 
F 

Flags Affected 

Exceptions, 

Instruction 

. LSLr32,r/m32'L'! . 

'LSL f32,r/m32· 
,.,\ 

:, . 

Clocks 

24/27 

>,'29/32 

.. Description 

. 'Load: r32 +- segment limit, selector r/m32 (byte 

. granular) 
Load: r32 +- segment limit, selector r/m32 (page 
granular) 

The LSL instruction loads a register with an unscrambled segment limit, 
and sets ZF to 1 ,provided that the source selector is visible at the CPL 
weakened by RPL, and that the descriptor is a type accepted by LSL. 
Otherwise, ZF is cleared to 0, and the destination register is unchanged. 
The segment limit is loaded as it byte granular value. If the descriptor 
has a page granular segment limit, LSL will translate it to a byte limit 
before loading it in the destination register (shift left 12 the 20-bit "raw" 
limirfrom'descriptor, thenaR with OOOOOFFFH). 

'Cod,e and>d~ta segment descriptors are valid for LSL. 

The valid special segment and gate descriptor types for LSL are given 
in the following table: 

Name 

Invalid 
Reserved 
LOT 

· Reserved 
Reserved 

· Task gate 
Reserved 
Reserved 

. invalid 
Available TSS , 
Invalid 
BusyTSS 
CaUgate 

· Invalid 
: 'Trap gate 
. Interrupt gate 

ZF as described above 

Valid! 
Invalid 

Invalid 
Valid 
Valid 
Valid 
Invalid 
Invalid 
Invalid 
Invalid 
Valid 
Valid 
Invalid 
Valid 
Invalid 
Invalid 
Invalid 
Invalid 

#GP( O}fpr alJ.illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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L TR-Load Task Register 

Opcode 

OF 00/3 

Description 

Flags Affected 

Exceptions 

Notes 

Instruction Clocks Description 

LTR r/m16 27/31 Load EA word into task register 

LTR loads the task register from the source register or memory locatiqn 
specified by the operand. The loaded task state segment is marked busy. 
A task switch does not occur. 

LTR is used onlyin operating system software;'itis not used in appli­
cation programs. 

None 

#GP(O) for an illegal memory operand effective address in the CS,DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment; 
#GP(O) if the current privilege level is not 0; #GP(selector ) if the' object 
named' by the source selector is 'not a TSS. ,or' is . already busy; 
#NP(selector) if the TSS is marked "not present" ' . ' 

The operand-size attribute has no effect o~ this instruction. 
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MOV-Move Data 

Opcode 

88 /r 
6689/r 
89 /r 
8A /r 
.66813 /r 
88 /r . 
8C /r 
8E/r 
AO 
66 A1 
A1 . 

A2 
66A3 
A3 
80+rb 
6688+ rw 
88+rd 
C6 .... 
66C? 

'C7 

Instruction 

. MOV rjm8,r8 
·MOV rjm16,r16 

MOV rjm32,r32 
MOV r8,rjm8 
MOV r16,rjm16 
MOV r32,rjm32. . 
MO\! rjm16,Sreg . 
MOV Sreg,rjm16 
MOV AL,moffs8 
MOV AX,moffs16 
MOV EAX,moffs32' 
MOV moffs8,AL 
MOV moffs16,AX 
MOV moffs32,EAX 
MOV reg8,imm8 
MOV reg16,imm16 
MOV reg32,imm32 
MOVrjm8,imm~ 
MOV rjm16,imm16 

". ,MOV rjm32,imm32 

. 

Clocks 

2/2 
2/2 
2/4 
2/4 
2/4 
2/6 
2/2 
22/23 
4 
4 
6 
2 
2 
4 
2 
2 
2 
2/2 
2/2 
2/4 

Description 

Move byte register to rjm byte 
Move word register to rjm word 
Move dword register to rjm dword 
Move rjm byte to byte register 
Move rjm word to word register 
Move rjm dword to dword register 
Move segment register to rjm word 
Move rjm word to segment register 
Move byte at (seg:offset) to AL 
Move word at (seg:offset) to AX 
Move dword at (seg:offset) to EAX 
Move AL to (seg:offset) 
Move AX to (seg:offset) 
Move EAX to (seg:offset) 
Move immediate byte to register 
Move immediate word to register 
Move immediate dword to register 
Move immediate byte to rjm byte 
Move immediate word to rjm word 
Move immediatedword to rjm dword 

NOTE~: moffs8and moffs32 all consist of a simple of1.set relativeto the segment base. The 8, 16, and 32 refer to the size 
. ,,' of the data. The address-size attribute of the instruction determines the size of the offset, either 16 or 32 bits. 

Operation 

Description 

DEST ~ SRC; . 

Mav copies the second operand to the first operand. 

If the destination operand is a segment register (DS, ES, SS, etc.), then 
data from a descriptor is also loaded into the register. The data for the 
register is obtained from the descriptor table entry for the selector given. 
A null selector (values 0000-0003) can be loaded into DS and ES regis­
ters without causing an exception; however, use of DS or ES causes a 
#GP(O), and no memory reference occurs. 

A MaV into SS inhibits all interrupts until after the execution of the 
next instruction (which is presumably a MaV into ESP). 

Loading a segment register results in special checks and actions, as 
described in the following listing: 

IF SS is loaded; 
THEN 

IF selector is null THEN #GP{O); FI; 
Selector index must be within its descriptor table limits else 

#GP{selector); 
Selector's RPL must equal CPL else #GP{selector); 
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Flags Affected 

Exceptions 
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AR byte must indicate a writable data segment else #GP(selector); 
DPL in the AR byte must equal CPL else #GP(selector); 
Segment must be marked present else #SS(selector); 
Load SS with selector; 
Load SS with descriptor. 

FI; 
IF DS, ES, FS or GS is loaded with non-null selector; 
THEN 

Selector index must be within its descriptor table limits 
else #GP(selector); 

AR byte must indicate data or readable code segment else 
#GP(selector); 

IF data or nonconforming code segment 
THEN both the RPL and the CPL must be less than or equal to DPL in 

AR byte; 
ELSE #GP(selector); 
FI; 
Segment must be marked present else #NP(selector); 
Load segment register with selector; 
Load segment register with descriptor; 

FI; 
IF DS, ES, FS or GS is loaded with a null selector; 
THEN 

Load segment register with selector; 
Clear descriptor valid bit; 

FI; 

None 

#GP, #SS, and #NP if a segment register is being loaded; otherwise, 
#GP(O) if the destination is in a nonwritable segment; #GP(O) for an 
illegal memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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MOV -Moveto/from Special Registers 

Opcode 

OF 20lr 
OF 221r 
OF 21 Ir 
OF 21 Ir 
OF 231r 
OF 231r 
OF 241r 
OF 261r 

Operation 

Description 

Flags Affected 

Exceptions 

Notes 

Instruction Clocks 

MOV r32,CRO/CR2/CR3 6 
MOV CRO/CR2/CR3,r32 10/4/5 
MOV r32,DRO - 3 22 
MOV r32,DR6/DR7 ·14 . 
MOV DRO - 3,r32 22 
MOV DR6/DR7,r32 16 
MOV r32,TR6/TR7 12 
MOV TR6/TR7,r32 12 

DEST +- SRC; 

Description 

Move (control register) to (register) 
Move (register) to (control register) 
Move (debug register) to (register) 
Move (debug register) to (register) 
Move (register) to (debug register) 
Move (register) to (debug register) 
Move (test register) to (register) 
Move (register) to (test register) 

The above forms of MOV store or load the following special registers in 
or from a general purpose register: 

• Control registers CRO, CR2, and CR3 

• Debug RegistersDRO, DRl, DR2, DR3, DR6, and DR7 

• Test Registers TR6 and TR 7 

32-bit operands are always used with these instructions, regardless of the 
operand-size attribute. 

OF, SF, ZF, AF, PF, and CF are undefined 

#GP(O) if the current privilege level is not 0 

The instructions must be executed at privilege level 0 or in real-address 
mode; otherwise, a protection exception will be raised. 

The reg field within the ModRM byte specifies which of the special 
registers in each category is involved. The two bits in the mod field are 
always 11. The rjm field specifies the general register involved. 
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MOVS/MOVSB/MOVSW IMOVSD-Move Data from String to 
String 

Opcode 

A4 
66 AS 
AS 
A4 
66 AS 
AS 

Operation 

Description 

Instruction 

MOVSmB.mB 
MOVS m16.m16 
MOVS m32.m32 
MOVSB 
MOVSW 
MOVSD 

Clocks 

7 
7 
9 
7 
7 
9 

Description 

Move byte [ESI] to ES:[EDI] 
Move word [ESI] to ES:[EDI] 
Move dword [ESI] to ES:[EDI] 
Move byte DS:[ESI] to ES:[EDI] 
Move word DS:[ESI] to ES:[EDI] 
Move dword DS:[ESI] to ES:[EDI] 

IF (instruction = MOVSD) OR (instruction has doubleword operands) 
THEN OperandSize +- 32; 
ELSE Operand Size +- 16; . 
IF byte type of instruction 
THEN 

[EDI] +- [ESI]; (* byte assignment *) 
IF DF = 0 THEN IncDec +- 1 ELSE IncDec +- -1; FI; 

ELSE 
IF OperandSize = 16 
THEN 

[ED I] +- [ESI]; (* word assignment *) 
IF DF = 0 THEN IncDec +- 2 ELSE IncDec +- -2; FI; 

ELSE (* Operand Size = 32 *) 
[EDI] +- [ESI]; (* doubleword assignment *) 
IF DF = 0 THEN IncDec +- 4 ELSE IncDec +- -4; FI; 

FI; 
FI; 
ESI +- ESI + Inc Dec; 
EDI +- EDI + IncDec; 

MOVS copies the byte or word at [ESI] to the byte or word at ES:[EDI]. 
The destination operand must be addressable from the ES register; no 
segment override is possible for the destination. A segment override can 
be used for the source operand; the default is DS. 

The addresses of the source and destination are determined solely by the 
contents of ESI and ED!. Load the correct index values into ESI and 
EDI before executing the MOVS instruction. MOVSB, MOVSW, and 
MOVSD are synonyms for the byte, word, and doubleword MOVS 
instructions. 
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Flags Affected 

Exceptions 
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After the data is moved, both ESI and EDlare.advanced automatically. 
If the direction flag is 0 (CLD was executed), the registers are incre­
mented;if the direction flag is 1 (STD was executed), the registers are 
decremented. The registers are incremented or decremented by 1 if a 
byte was moved, 2 if a word was moved, or 4 if a doubleword was moved. 

MOVS can be preceded by the REP prefix for block movement of ECX 
bytes or words. Refer to the REP instruction for details of this operation. 

None 

#GP(O) if the result is in a.nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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MOVSX -Move with Sign-Extend 

Opcode 

66 OF BE Ir 
OF BE Ir 
OF BF Ir 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

MOVSX r16,r/mB 
MOVSX r32,r/mB 
MOVSX r32,r/m16 

Clocks 

3/6 
3/6 
3/8 

DEST ~ SignExtend(SRC); 

Description 

Move byte to word with sign-extend 
Move byte to dword, sign-extend 
Move word to dword, sign-extend 

MOVSX reads the contents of the effective address or register as a byte 
or a word, sign-extends the value to the operand-size attribute of the 
instruction (16 or 32 bits), and stores the result in the destination 
register. 

None 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS or GS segments; #SS(O) for an illegal address in the SS segment 

13-93 



376™ PROCESSOR INSTRUCTION SET 

MOVZX-Move with Zero-Extend 

Opcode 

66 OF B6lr 
OF B6lr 
OF B71r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

MOVZX r16,r/m8 
MOVZX r32,r/m8 
MOVZX r32,r/m16 

Clocks 

3/6 
3/6 
3/6 

DEST +- ZeroExtend(SRC); 

Description 

Move byte to word with zero-extend 
Move byte to dword, zero-extend 
Move word to dword, zero-extend 

MOVZX reads the contents of the effective address or register as a byte 
or a word, zero extends the value to the operand-size attribute of the 
instruction (16 or 32 .bits), and stores the result in the destination 
register. 

None 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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MUL-Unsigned Multiplication of AL or AX 

Opcode 

F6 /4 
66 F7 /4 
F7/4 

Instruction 

MULAL,rjm8 
MUL AX,rjm16 
MUL EAX,rjm32 

Clocks 

12-17/15-20 
12-25/15-28 
12-41/17-46 

Description 

Unsigned multiply (AX ~ AL • rjm byte) 
Unsigned mUltiply (DX:AX ~ AX • rjm word) 
Unsigned multiply (EDX:EAX ~ EAX • rjm dword) 

NOTES: The processor uses an early-out mUltiply algorithm. The actual number of clocks depends on the position of the 
most significant bit in the optimizing multiplier, shown underlined above. The optimization occurs for positive and 
negative mUltiplier values. Because of the early-out algorithm, clock counts given are minimum to maximum. To 
calculate the actual Clocks, use the fOllowing formula: 

Actual clock = if m <> 0 then max(ceiling(log2 1 m 1),3) + 9 clocks; 

Actual clock = if m = 0 then 12 clocks 

where m is the multiplier. 

Operation 

Description 

Flags Affected 

Exceptions 

IF byte-size operation 
THEN AX +- AL * rlmB 
ELSE (* word or doubleword operation *) 

IF OperandSize = 16 
THEN DX:AX +- AX * rlm16 
ELSE (* OperandSize = 32 *) 

EDX:EAX +- EAX * rlm32 
FI; 

FI; 

MUL performs unsigned multiplication. Its actions depend on the size 
of its operand, as follows: 

• A byte operand is multiplied by AL; the result is left in AX. The 
carry and overflow flags are set to 0 if AH is 0; otherwise, they are 
set to 1. 

• A word operand is multiplied by AX; the result is left in DX:AX. 
DX contains the high-order 16 bits of the product. The carry and 
overflow flags are set to 0 if DX is 0; otherwise, they are set to 1. 

• A doubleword operand is multiplied by EAX and the result is left in 
EDX:EAX. EDX contains the high-order 32 bits of the product. The 
carry and overflow flags are set to 0 if EDX is 0; otherwise, they are 
set to 1. 

OF and CF as described above; SF, ZF, AF, PF, and CF are undefined 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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NEG-Two's Complement Negation 

Opcode 

F6 /3 
66 F7 /3 
F7. /3 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

NEG rlmB 
NEG rlm1q 
NEG rlm32 

Clocks 

2/6 
2/6 
2/10 

Description 

Two's complement negate rim byte 
Two's complement negate rim word 
Two's complement negate rim dword 

IF rjm = 0 THEN CF f- 0 ELSE CF f- 1; FI; 
rjm f- - rjm; 

NEG replaces the value of a register or memory operand with its two's 
complement. The operand is subtracted from zero, and the result is placed 
in the operand. 

The carry flag is set to 1, unless the operand is zero, in which case the 
carry flag is cleared to O. 

CF as described above; OF, SF, ZF, and PF as described in 
Appendix C 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; .#SS(O) for an illegal address in the SS segment 
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NOP-No Operation 

Opcode 

90 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

NOP 3 No operation 

NOP performs no operation. NOP is a one-byte instruction that takes 
up space but affects none of the machine context except EIP. 

NOP is an alias mnemonic for the XCHG EAX, EAX instruction. 

None 

None 
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NOT -One's Complement Negation 

Opcode 

F6 /2 
661':"7. /2 
F7 /2 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

NOT rlmB 
NOT rlm16 . 
NOT rlm32 

,-i-

Clocks 

2/6 
2/6 
2/10 

rjln ~··NOT rim; 
./ ::' 

Description 

Reverse each bit of rim byte 
Reverse each bit of rim word 
Reverse each bit of rim dword 

.. 

NOT inverts the operand; every 1 becomes a 0, and vice versa. 

None 

#GP(O) if the result is in a non writable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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OR-Logical Inclusive OR 

Opcode 

DC ib 
660D iw 
OD id 
80 /1 ib 
6681 /1 iw 
81 /1 id 
6683 /1 ib 
83 /1 ib 
08 /r 
6609 /r 
09 /r 
OA /r 
66 DB /r 
DB /r . 

Operation 

Description 

Flags Affected 

Exceptions 

InBtructlon 

ORAL,immB 
OR AX,imm16 
OR EAX,imm32 
OR rlmB,immB 
OR rim 16,imm 16 
OR rlm32,imm32 
OR rlm16,immB 
OR rlm32,immB 
OR rlmB,rB 
OR rlm16,r16 
OR rlm32,r32 
OR rB,rlmB 
OR r16,rlm16 
OR r32,rlm32 

· ClockB 

2 
2 
2 

· 2/7 
2/7 

· 2/11 
2/7 
2/11 
2/6 
2/6 
2/10 
2/7 
2/7 
2/11 

DEST +- DEST OR SRC; 
CF +- 0; 
OF +- 0 

Description 

. OR immediate byte to AL 
OR immediate word. to AX 
OR immediate dword.to EAX 
OR immediate byte to rim byte 
OR immediate word to rlm·word 
OR immediate dword to rim dword 
OR sign-extended immediate byte with rim word ... 
OR sign-extended immediate byte with rim dVi/ord , 
OR byte register to rim byte 
OR word register to rim word 
OR dword register to rim dword 
OR byte register to rim byte 
OR word register to rim word 
OR dword register to. rim dword 

OR computes the inc1usive OR of its two operands and places the result 
in the first operand. Each bit of the result is 0 ifboth corresponding bits 
of the operands are 0; otherwise, each bit is L· 

OF +- O,CF +- 0; SF, ZF, and PF as described in Appendix C ; AF is 
undefined .. ... . . . . . . .. 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS( 0) for· an illegal address in the SSsegment 
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OUT -Output to Port 

Opcode 

E6 ib 
66 E7 ib 
E7 ib 
EE 
66 EF 
EF 

Instruction 

OUTimmB,Al:. 
OUTimmB,AX 
OUTimmB,EAX 
'OUT.OXiAl. 

, OUT OX;AX,', 
OUTOX,EAX' 

Clocks 

"·.4*/24** 
'4*/24** 

" . ,,',4*/26** 
. ""'5*/26** 

5*/26** 
.5*/28** 

Description 

Output byte AL to immediate port number 
Output word AL to immediate port number 
Output dword AL to immediate port number 
Outp'ut byte ALto port number in OX 
Output word AL to port number in OX 
Output dword AL to port number in OX 

NoTES:*It'CPL :=;IOPL' ' 
**If CPL > IOPL , 

Operation 

Description 

Flags Affected 

Exceptions 

IF (CPL '>:iIQR!.-i 
.THEN .":C.'., ','" ' 

IF NOT I-O-Permission (DEST, width(DEST)) 
THEN #GP(O); 
FI; 

FI; 
[DEST] +- SRC; (* I/O address space used *) 

. OUT transfers a data byte or data/word from the register (AL, AX, or 
EAX) given asthe.se.cond operandto,the output port numbered by the 
first operand,Outputto any port from O.to 65535 is performed by placing 
the port number in the DX register and then using an OUT instruction 

. with DX as the first operand. If the instruction contains an eight-bit port 
10, that' ~alue is zero'-extendedto 16 bits.'" .' . 

,; ,#GP(O),jf thecurrenfprivilege level is higher .. (has less privilege) than 
IOPL and any of the corresponding I/O permission bits in TSS 
equals 1 
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OUTS/OUTSB/OUTSW IOUTSD-Qutput String to Port 

Opcode Instruction Clocks Description 

6E OUTS OX,rlmS 8'/28" Output byte [ESI] to port in OX 
666F OUTS OX,rlm16 8'/28" Output word [ESI] to port in OX 
6F OUTS OX,rlm32 8'/30" Output dword [ESI] to port in OX 
6E OUTSB 8'/28" Output byte OS:[ESI] to port in OX 
666F OUTSW 8'/28" Output word OS:[ESI] to port in OX 
6F OUTSO 8'/30" Output dword OS:[ESI] to port in OX 

NOTES: 'If CPL :s IOPL 
"If CPL > IOPL 

Operation 

Description 

IF (CPL > 10PL) 
THEN 

IF NOT I-O-Permission (OEST, width(OEST)) 
THEN #GP(O); 

FI; 
FI; 
IF byte type of instruction 
THEN 

[OX] ~ [ESI]; (* Write byte at OX I/O address *) 
IF OF = 0 THEN IncOec ~ 1 ELSE IncOec ~ -1; FI; 

FI; 
IF OperandSize = 16 . 
THEN 

[OX] ~ [ESI]; (* Write word at OX I/O address *) 
IF OF = 0 THEN IncOec ~ 2 ELSE IncOec ~ -2; FI; 

FI; 
IF OperandSize = 32 
THEN 

[OX] ~ [ESI]; (* Write dword at OX I/O address *) 
IF OF = 0 THEN IncOec ~ 4 ELSE IncOec ~ -4; FI; 
FI; 

FI; 
ESI ~ ESI + IncOec; 

OUTS transfers data from the memory byte, word, or doubleword at the 
source-index register to the output port addressed by the OX register. If 
the address-size attribute for this instruction is 16 bits, ESI is used for 
the source-index register. 

OUTS does not allow specification of the port number as an immediate 
value. The port must be addressed through the OX register value. Load 
the correct value into OX before executing the OUTS instruction. 

The address of the source data is determined by the contents of source­
index register. Load the correct index value into ESI before executing 
the OUTS instruction. 
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After the transfer, source-index register is advanced automatically. If 
the direction flag is 0 (CLD was executed), the source-index register is 
incremented; if the direction flag is 1 (STD was executed), it is decre­
mented. The amount of the increment or decrement is 1 if a byte is 
output, 2 if a word is output, or 4 if a doubleword is output. 

OUTSB, OUTSW, and OUTSD are synonyms for the byte, word, and 
doubleword OUTS instructions. OUTS can be preceded by the REP 
prefix for block output of ECX bytes or words. Refer to the REP 
instruction for details on this operation. 

None 

#GP(O) if CPL is greater than IOPL and any of the corresponding I/O 
permission bits in TSS equals 1; #GP(O) for an illegal memory operand 
effective address in the CS, DS, or ES segments; #SS(O) for an illegal 
address in the SS segment 
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POP-POp a Word from the Stack 

Opcode 

66 SF /0 
8F /0 
6658+ rw 
58+rd 
1F 
07 
17 
OF A1 
OF A9 

Operation 

Description 

Instruction 

POP m16 
POP m32 
POP r16 
POP r32 
POP OS 
POPES 
POPSS 
POP FS 
POPGS 

Clocks 

5 
9 
4 
6 
25 
25 
25 
25 
25 

IF OperandSize = 16 
THEN 

Description 

Pop top of stack into memory word 
Pop top of stack into memory dword 
Pop top of stack into word register 
Pop top of stack into dword register 
Pop top of stack into OS 
Pop top of stack into ES 
Pop top of stack into SS 
Pop top of stack into FS 
Pop top of stack into GS 

DEST ~ (SS:ESP); (* copy a word *) 
ESP ~ ESP + 2; 

. ELSE (* OperandSize = 32 *) 
DEST ~ (SS:ESP); (* copy a dword *) 
ESP ~ ESP + 4; 

FI; 

POP replaces the previous contents of the memory, the register, or the 
segment register operand with the word on the top of the stack, addressed 
by SS:ESP. The stack pointer ESP is incremented by 2 for an operand­
size of 16 bits or by 4 for an operand-size of 32 bits. It then points to 
the new top of stack. 

POP CS is not an instruction. Popping from the stack into the CS regis­
ter is accomplished with a RET instruction. 

If the destination operand is a segment register (DS, ES, FS, GS, or 
SS), the value popped must be a selector. Loading the selector initiates 
automatic loading of the descriptor information associated with that 
selector into the hidden part of the segment register; loading also initi­
ates validation of both the selector and the descriptor information. 

A null value (0000-0003) may be popped into the DS, ES, FS, or GS 
register without causing a protection exception. An attempt to reference 
a segment whose corresponding segment register is loaded with a null 
value causes a #GP(O) exception. No memory reference occurs. The saved 
value of the segment register is null. 

A POP SS instruction inhibits all interrupts, including NMI, until after 
execution of the next instruction. This allows sequential execution of POP 
SS and POP ESP instructions without danger of having an invalid stack 
during an interrupt. However, use of the LSS instruction is the preferred 
method of loading the SS and ESP registers. 
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Loading a segment register while in protected mode results in special 
checks and actions, as described in the following listing: 

IF SS is loaded: 
IF selector is null THEN #GP(O); 
Selector index must be within its descriptor table limits ELSE 

#GP(selector); 
Selector's RPL must equal CPL ELSE #GP(selector); 
AR byte must indicate a writable data segment ELSE #GP(selector); 
OPL in the AR byte must equal CPL ELSE #GP(selector); 
Segment must be marked present ELSE #SS(selector); 
Load SS register with selector; 
Load SS register with descriptor; 

IF OS, ES, FS or GS is loaded with non-null selector: 
AR byte must indicate data or readable code segment ELSE 

#GP(selector); 
IF data or nonconforming code 
THEN both the RPL and the CPL must be less than or equal to OPL in 

AR byte 
ELSE #GP(selector); 
FI; 
Segment must be marked present ELSE #NP(selector); 
Load segment register with selector; 
Load segment register with descriptor; 

IF OS, ES, FS, or GS is loaded with a null selector: 
Load segment register with selector 
Clear valid bit in invisible portion of register 

None 

#GP, #SS, and #NP if a segment register is being loaded; #SS(O) if the 
current top of stack is not within the stack segment; #GP(O) if the result 
is in a non writable segment; #GP(O) for an illegal memory operand 
effective address in the CS; DS, ES, FS, or GS segments; #SS(O) for an 
illegal address in the SS segment 
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POPA/POPAD-Pop all General Registers 

Opcode 

6661 
61 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

POPA 
POPAD 

Clocks 

24 
40 

Description 

Pop 01, 51, BP, SP, BX, OX, ex, and AX 
Pop EOI, ESI, EBP, ESP, EOX, ECX, and EAX 

IF OperandSize = 16 (* instruction = POPA *) 
THEN 

01 +- Pop(); 
SI +- Pop(); 
SP +- Pop(); 
throwaway +- Pop (); (* Skip SP *) 
SX +- Pop(); 
OX +- Pop(); 
CX +- Pop(); 
AX +- Pop(); 

ELSE (* OperandSize = 32, instruction = POPAD *) 
EDI +- Pop(); 
ESI +- Pop(); 
ESP +- PopO; 
throwaway +- Pop (); (* Skip ESP *) 
ESX +- PopO; 
EDX +- Pop(); 
ECX +- Pop(); 
EAX +- Pop(); 

FI; 

POPA pops the eight 16-bit general registers. However, the SP value is 
discarded instead of loaded into SP. POP A reverses a previous PUSHA, 
restoring the general registers to their values before PUSHA was 
executed. The first register popped is D!. 

POPAD pops the eight 32-bit general registers. The ESP value is 
discarded instead of loaded into ESP. POPAD reverses the previous 
PUSHAD, restoring the general registers to their values before PUSHAD 
was executed. The first register popped is ED!. 

None 

#SS(O) if the starting or ending stack address is not within the stack 
segment 

13-105 



376™ PROCESSOR INSTRUCTION SET 

POPF /POPFD-Pop Stack into FLAGS o~ EFLAGS Register 

Opcode 

6690 
90 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

POPF 
POPFO 

Flags +- Pop(); 

Clocks 

5 
7 

Description 

Pop top of stack FLAGS 
Pop top of stack into EFLAGS 

POPF /POPFD pops the word or doubleword on the top of the stack and 
stores the value in the flags register. If the operand-size attribute of the 
instruction is 16 bits, then a word is popped and the value is stored in 
FLAGS. If the operand-size attribute is 32 bits, then a doubleword is 
popped and the value is stored in EFLAGS. 

Refer to Chapter 2 and Chapter 4 for information about the FLAGS 
and EFLAGS registers. Note that bit 16 of EFLAGS, called RF, is not 
affected by POPF or POPFD. 

The I/O privilege level is altered only when executing at privilege level 
O. The interrupt flag is altered only when executing at a level at least as 
privileged as the I/O privilege level. If a POPF instruction is executed 
with insufficient privilege, an exception does not occur, but the privi­
leged bits do not change. 

All flags except YM and RF 

#SS(O) if the top of stack is not within the ~tack segment 
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PUSH-Push Operand onto the Stack 

Opcode 

66 FF /6 
FF /6 
6650+ /r 
50+/r 
6A 
6668 
68 
OE 
16 
1E 
06 
OF AO 
OF A8 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks 

PUSH m16 5 
PUSH m32 9 
PUSH r16 2 
PUSH r32 4 
PUSH immB 4 
PUSH imm16 4 
PUSH imm32 4 
PUSH CS 4 
PUSH SS 4 
PUSH DS 4 
PUSH ES 4 
PUSH FS 4 
PUSH GS 4 

IF OperandSize = 16 
THEN 

ESP +- ESP - 2; 

Description 

Push memory word 
Push memory dword 
Push register word 
Push register dword 
Push immediate byte 
Push immediate word 
Push immediate dword 
Push CS 
Push SS 
Push DS 
Push ES 
Push FS 
Push GS 

(SS:ESP) +- (SOURCE); (* word assignment *) 
ELSE 

ESP +- ESP - 4; 
(SS:ESP) +- (SOURCE); (* dword assignment *) 

FI; 

PUSH decrements the stack pointer by 2 if the operand-size attribute of 
the instruction is 16 bits; otherwise, it decrements the stack pointer by 
4. PUSH then places the operand on the new top of stack, which is 
pointed to by the stack pointer. 

The 386 microprocessor or 376 processor PUSH ESP instruction pushes 
the value of ESP as it existed before the instruction. This differs from 
the 8086, where PUSH SP pushes the new value (decremented by 2). 

None 

#SS(O) if the new value of SP or ESP is outside the stack segment limit; 
#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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PUSHA/PUSHAD-Push all General Registers 

Opcode 

6660 
60 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

PUSHA 
PUSHAO 

, Clocks 

18 
34 

'Description 

Push AX, CX, OX, BX, original SP, BP, SI, and 01 
Push EAX, ECX, EOX, EBX, original ESP, EBP, ESI, 
and EOI 

IF OperandSize = 16 (* PUSHA instruction *) 
THEN 

Temp +- (SP); 
Push(AX); 
~ush(CX); 
Push(DX); 
Push(BX); 
Push(Temp); 
Push(BP); 
Push(SI); 
Push(DI); 

ELSE (* OperandSize = 32, PUSHAD instruction *) 
Temp +- (ESP); 
Push(EAX); 
Push(ECX); 
Push(EDX); 
Push(EBX); 
Push(Temp); 
Push(EBP); 
Push(ESI); 
Push(EDI); 

FI; 

PUSHA and PUSHAD save the 16-bit.or 32-bit general registers, 
respectively, on the stack. PUSHA decrements the stack pointer (SP) by 
16 to hold the eight word values. PUSHAD decrements the stack pointer 
(ESP) by 32 to hold the eight doubleword values. Because the registers 
are pushed onto the stack in the order in' which they were given, they 
appear in the 16 or 32 new stack bytes in reverse order. The last register 
pushed is Dr or ED!. 

None 

#SS(O) if the starting or ending stack address is outside the stack segment 
limit 
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PUSHF /PUSHFD-Push Flags Register onto the Stack 

Opcode 

669C 
9C 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

PUSHF 
PUSHFD 

Clocks 

4 
6 

IF OperandSize = 32 
THEN push(EFLAGS); 
ELSE push(FLAGS); 
FI; 

Description 

Push FLAGS 
Push EFLAGS 

PUSHF decrements the stack pointer by 2 and copies the FLAGS regis­
ter to the new top of stack; PUSHFD decrements the stack pointer by 
4, and the EFLAGS register is copied to the new top of stack which is 
pointed to by SS:ESP. Refer to Chapter 2 and to Chapter 4 for infor­
mation on the EFLAGS register. 

None 

#SS(O) if the new value of ESP is outside the stack segment boundaries 
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RCLI RCR I ROLl ROR-Rotate 

Opcode 

00/2 
02/2 
CO /21b 
6601 /2 
6603/2 
66 Cl /2 ib 
01 /2 
03/2 
C1 /2 ib 
00/3 
02/3 
CO /3 ib 
6601 /3 
66.03/3 
66 Cl /3 ib 
01/3 
03/3 
Cl /3 ib 
00/0 
02/0 
CO /0 ib 
6601 /0 
6603/0 
66 Cl /0 ib 
01 /0 
03/0 
Cl /0 ib 
00 /1 
02 /1 
CO /1 ib 
6601 /1 
6603 /1 
66 Cl /1 ib 
01 /1 
03 /1 
Cl /1 ib 

Operation 

Instruction 

RCLrlmB,l 
RCLrlmB,CL 
RCL rlmB,immB 
RCLrlm16,l 
RCL rim 16,CL 
RCL rlm16,immB 
RCL rlm32,l 
RCL rlm32,CL 
RCL rlm32,immB 
RCR rlmB,l 
RCR rlmB,CL 
RCR rlmB,immB 
RCR rlm16,l 
RCR rlm16,CL 
RCR rlm16,immB 
RCR rlm32,l 
RCR rlm32,CL 
RCR rlm32,immB 
ROL rlmB,l 
ROLrlmB,CL 
ROL rlmB,immB 
ROL rlm16,l 
ROL rlm16,CL 
ROL rlm16,immB 
ROLrlm32,l 
ROL rlm32,CL 
ROL rlm32,immB 
ROR rlmB,l 
ROR rlmB,CL 
ROR rlmB,immB 
ROR rlm16,l 
ROR rlm16,CL 
ROR rlm16,ImmB 
ROR rlm32,l 
ROR rlm32,CL 
ROR rlm32,ImmB 

Clocks 

9/10 
9/10 
9/10 
9/10 
9/10 
9/10 
9/14 
9/14 
9/14 
9/10 
9/10 
9/10 
9/10 
9/10 
9/10 
9/14 
9/14 
9/14 
3/7 
3/7 
3/7 
3/7 
3/7 
3/7 
3/11 
3/11 
3/11 
3/7 
3/7 
3/7 
3/7 
3/7 
3/7 
3/11 
3/11 
3/11 

(* ROL -Rotate Left *) 
temp +- COUNT; 
WHILE (temp <> 0) 
DO 

Description 

Rotate 9 bits (CF,rlm byte) left once 
Rotate 9 bits (CF,rlm byte) left CL times 
Rotate 9 bits (CF,rlm byte) left immB times· 
Rotate 17 bits (CF,rlm word) left once 
Rotate 17 bits (CF,rlm word) left CL times 
Rotate 17 bits (CF,rlm word) left immB times 
Rotate 33 bits (CF,rlm dword) left once 
Rotate 33 bits (CF,rlm dword) left CL times 
Rotate 33 bits (CF,rlm dword) left immBtimes 
Rotate 9 bits (CF,rlm byte) right once 
Rotate 9 bits (CF,rlm byte) right CL times 
Rotate 9 bits (CF,rlm byte) right immB times 
Rotate 17 bits (CF,rlm word) right once 
Rotate 17 bits (CF,rlm word) right CL times 
Rotate 17 bits (CF,rlm word) right immB times 
Rotate 33 bits (CF,rlm dword) right once 
Rotate 33 bits (CF,rlm dword) right CL times 
Rotate 33 bits (CF,rlm dword) right immB times 
Rotate 8 bits rim byte left once 
Rotate 8 bits rim byte left CL times 
Rotate 8 bits rim byte left ImmS times 
Rotate 16 bits rim word left once 
Rotate 16 bits rim word left CL times 
Rotate 16 bits rim word left immB times 
Rotate 32 bits rim dword left once 
Rotate 32 bits rim dword left CL times 
Rotate 32 bits rim dword left immB times 
Rotate 8 bits rim byte right once 
Rotate 8 bits rim byte right CL times 
Rotate 8 bits rim word right immB times 
Rotate 16 bits rim word right once 
Rotate 16 bits rim word right CL times 
Rotate 16 bits rim word right immB times 
Rotate 32 bits rim dword right once 
Rotate 32 bits rim dword right CL times 
Rotate 32 bits rim dword right immB times 

tmpcf +- high-order bit of (rjm); 
rjm +- rjm * 2 + (tmpcf); 
temp +- temp - 1; 

OD; 
IF COUNT = 1 
THEN 

IF high-order bit of rjm <> CF 
THEN OF +- 1; 
ELSE OF +- 0; 
FI; 

ELSE OF +- undefined; 
FI; 

13-110 



Description 

376™ PROCESSOR INSTRUCTION SET 

(* ROR - Rotate Right *) 
temp +- COUNT; 
WHILE (temp <> 0) 
DO 

tmpcf +- low-order bit of (rim); 
rim +- rim /2 + (tmpcf * 2wldth(r/m»); 
temp +- temp - 1; 

DO; 
IF COUNT = 1 
THEN 

IF (high-order bit of rim) <> (bit next to high-order bit of rim) 
THEN OF +- 1; 
ELSE OF +- 0; 
FI; 

ELSE OF +- undefined; 
FI; 

Each rotate instruction shifts the bits of the register or memory operand 
given. The left rotate instructions shift all the bits upward, except for 
the top bit, which is returned to the bottom. The right rotate instructions 
do the reverse: the bits shift downward until the bottom bit arrives at 
the top. 

For the RCL and RCR instructions, the carry flag is part of the rotated 
quantity. RCL shifts the carry flag into the bottom bit and shifts the top 
bit into the carry flag; RCR shifts the carry flag into the top bit and 
shifts the bottom bit into the carry flag. For the ROL and ROR instruc­
tions, the original value of the carry flag is not a part of the result, but 
the carry flag receives a copy of the bit that was shifted from one end to 
the other. . 

The rotate is repeated the number of times indicated by the second 
operand, which is either an immediate number or the contents of the CL 
register. To reduce the maximum instruction execution time, the proces­
sor does not allow rotation counts greater than 31. If a rotation count 
greater than 31 is attempted, only the bottom five bits of the rotation 
are used. 

The overflow flag is defined only for the single-rotate forms of the 
instructions (second operand = 1). It is undefined in all other cases. For 
left shifts/rotates, the CF bit after the shift is XORed with the high­
order result bit. For right shifts/rotates, the high-order two bits of the 
result are XORed to get OF. 
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OF only for single rotates; OF is undefined for multi-bit rotates; CF as 
described above 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SSsegment 
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REP IREPE/REPZ/REPNE/REPNZ-Repeat Following String 
Operation 

Opcode Instruction Clocks Description 

F3 6C REP INS r/mB, DX 7+6*ECX·'/ Input ECX bytes from port DX into ES:[EDI] 
27+6*ECX·' 

66 F3 6D REP INS r/m16,DX 7+6*ECX·'/ Input ECX words from port DX into ES:[EDI] 
27+6*ECK' 

F3 6D REP INS r/m32,DX 7+8*ECK'/ Input ECX dwords from pot DX into ES:[EDI] 
27+8*ECX·' 

F3 A4 REP MOVS mB,mB 7+4*ECX Move ECX bytes from [ESI] to ES:[EDI] 
66 F3 AS REP MOVS m16,m16 7+4*ECX Move ECX words from [ESI] to ES:[EDI] 
F3 AS REP MOVS m32,m32 7+8*ECX Move ECX dwords from [ESI) to ES:[EDI) 
F3 6E REP OUTS DX,r/mB 6+S*ECX·'/ Output ECX bytes from [ESI) to port DX 

26+S*ECK' 
66 F3 6F REP OUTS DX,r/m16 6+S*ECX·'/ Output ECX words from [ESI) to port DX 

26+S*ECK' 
F3 6F REP OUTS DX,r/m32 6+7*ECX·'/ Output ECX dwords from [ESI) to port DX 

26+ 7* ECX·' 
F3 AA REPSTOS mB S+S*ECX Fill ECX bytes at ES:[EDI) with AL 
66 F3 AS REP STOS m16 S+S*ECX Fill ECX words at ES:[EDI) with AX 
F3 AS REP STOS m32 S+7*ECX Fill ECX dwords at ES:[EDI) with EAX 
F3 A6 REPE CMPS mB,mB S+9*N Find non matching bytes in ES:[EDI) and [ESI) 
66 F3 A7 REPE CMPS m16,m16 S+9*N Find nonmatching words in ES:[EDI) and [ESI) 
F3 A7 REPE CMPS m32,m32 S+13*N Find nonmatching dwords in ES:[EDI) and [ESI) 
F3 AE REPESCAS mB S+8*N Find non-AL byte starting at ES:[EDI) 
66 F3 AF REPE SCAS m16 S+8*N Find non-AX word starting at ES:[EDI) 
F3 AF REPE SCAS m32 S+10*N Find non-EAX dword starting at ES:[EDI) 
F2 A6 REPNE CMPS mB,mB S+9*N Find matching bytes in ES:[EDI) and [ESI) 
66 F2 A7 REPNE CMPS m16,m16 5+9*N Find matching words in ES:[EDI) and [ESI) 
F2 A7 REPNE CMPS m32,m32 S+13*N Find matching dwords in ES:[EDI) and [ESI) 
F2 AE REPNE SCAS mB S+8*N Find AL, starting at ES:[EDI) 
66 F2 AF REPNE SCAS m16 S+8*N Find AX, starting at ES:[EDI) 
F2 AF REPNE SCAS m32 S+10*N Find EAX, starting at ES:[EDI) 

NOTES: *1 If CPL :$ IOPL 
*2 If CPL > IOPL 

Operation WHILE CountReg <> 0 
DO 

service pending interrupts (if any); 
perform primitive string instruction; 
CountReg +- CountReg - 1; 
IF primitive operation is CMPB, CMPW, SCAB, or SCAW 
THEN 

IF (instruction is REPjREPEjREPZ) AND (ZF=1) 
THEN exit WHILE loop 
ELSE 

IF (instruction is REPNZ or REPNE) AND (ZF=O) 
THEN exit WHILE loop; 
FI; 

FI; 
FI; 

aD; 
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REP, REPE (repeat while equal), and REPNE (repeat while not equal) 
are prefix that are applied to string operation. This prefix causes the 
string instruction that follows to be repeated the number of times 
indicated in the count register or (for REPE and REPNE) until the 
indicated condition in the zero flag is no longer met. 

Synonymous forms of REPE and REPNE are REPZ and REPNZ, 
respectively. Other prefixes (i.e., 67H and 66H) can be combined in any 
order with the REP prefix. 

The REP prefixes apply only to one string instruction at a time. To repeat 
a block of instructions, use the LOOP instruction or another looping 
construct. 

The precise action for each iteration is as follows: 

1. Check ECX or CX. If it is zero, exit the iteration, and move to the 
next instruction. 

2. Acknowledge any pending interrupts. 

3.· Perform the string operation once. 

4. Decrement ECX or CX by one; no flags are modified. 

5. Check the zero flag if the string operation is SeAS or CMPS. If 
the repeat condition does not hold, exit the iteration and move to 
the next instruction. Exit the iteration if the prefix is REPE and ZF 
is 0 (the last comparison was not equal), or if the prefix is REPNE 
and ZF is one (the last comparison was equal). 

6. Return to step 1 for the next iteration. 

Repeated CMPS and SCAS instructions can be exited if the count is 
exhausted or if the zero flag fails the repeat condition. These two cases 
can be distinguished by using either the JECXZ instruction, or by using 
the conditional jumps that test the zero flag (JZ, JNZ, and JNE). 

ZF by REP CMPS and REP SCAS as described above 

IUD if a repeat prefix is used before an instruction that is not in the list 
above; further exceptions can be generated when the string operation is 
executed; refer to the descriptions of the string instructions themselves 

Not all input/output devices can handle the rate at which the REP INS 
and REP OUTS instructions execute. 
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RET -Return from Procedure 

Opcode 

C3 
CB 
CB 
C2 iw 
CAiw 
CAiw 

Operation 

Instruction Clocks Description 

RET 
RET 
RET 

Return (near) to caller 
Return (far) to caller, same privilege 

RET imm16 
RET imm16 
RET imm16 

12+m 
36+m 
80 
12+m 
36+m 
80 

Return (far), lesser privilege, switch stacks 
Return (near), pop imm16 bytes of parameters 
Return (far), same privilege, pop imm16 bytes 
Return (far), lesser privilege, pop imm16 bytes 

IF instruction = near RET 
THEN; 

EIP +- Pop(); 
IF instruction has immediate operand THEN ESP +- ESP + imm16; FI; 

FI; 

IF instruction = far RET 
THEN 

Third word on stack must be within stack limits else #SS(O); 
Return selector RPL must be ;::: CPL ELSE #GP(return selector) 
IF return selector RPL ;= CPL 
THEN GOTO SAME-LEVEL; 
ELSE GOTO OUTER-PRIVILEGE-LEVEL; 
FI; 

FI; 

SAME-LEVEL: 
Return selector must be non-null ELSE #GP(O) 
Selector index must be within its descriptor table limits ELSE 

#GP(selector) 
Descriptor AR byte must indicate code segment ELSE #GP(selector) 
IF non-conforming 
THEN code segment DPL must equal CPL; 
ELSE #GP(selector); 
FI; 
IF conforming 
THEN code segment DPL must be :$ CPL; 
ELSE #GP(selector); 
FI; 
Code segment must be present ELSE #NP(selector); 
Top word on stack must be within stack limits ELSE #SS(O); 
EIP must be in code segment limit ELSE #GP(O); 
Load CS:EIP from stack 
Load CS register with descriptor 
Increment ESP by 8 plus the immediate offset if it exists 
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OUTER-PRIVILEGE-LEVEL: 
Top (16+immediate) bytes on stack must be within stack limits 

ELSE #SS(O); 
Examine return CS selector and associated descriptor: 

Selector must be non-null ELSE #GP(O); 
Selector index must be within its descriptor table limits ELSE 
. #GP(selector) 
Descriptor AR byte must indicate code segment ELSE #GP(selector); 
IF non-conforming 
THEN code segment DPL must equal return selector RPL 
ELSE #GP(selector); 
FI; 
IF conforming 
THEN code segment DPL must be :5 return selector RPL; 
ELSE #GP(selector); 
FI; 
Segment must be present ELSE #NP(selector) 

Examine return SS selector and associated descriptor: 
Selector must be non-null ELSE #GP(O); 
Selector index must be within its descriptor table limits 

ELSE #GP(selector); 
Selector RPL must equal the RPL of the return CS selector ELSE 

#GP(selector); 
Descriptor AR byte must indicate a writable data segment ELSE 

#GP(selector); 
Descriptor DPL must equal the RPL of the return CS selector ELSE 

#GP(selector); 
Segment must be present ELSE #NP(selector); 

EIP must be in code segment limit ELSE #GP(O); 
Set CPL to the RPL of the return CS selector; 
Load CS:EIP from stack; 
Set CS RPL to CPL; 
Increment ESP by 8 plus the immediate offset if it exists; 
Load SS:ESP from stack; 
Load the CS register with the return CS descriptor; 
Load the SS register with the return SS descriptor; 
For each of ES, FS, GS, and OS 
DO 

IF the current register setting is not valid for the outer level, 
set the register to null (selector +- AR +- 0); 

To be valid, the register setting must satisfy the following properties: 

00; 

Selecto(index must be within descriptor table limits; 
Descriptor AR byte must indicate data or readable code segment; 
IF segment is data or non-conforming code, THEN 

DPL must be 2:: CPL, or DPL must be 2:: RPL; 
FI; 
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RET transfers control to a return address located on t'he stack. The 
address is usually placed on the stack by a CALL instruction, and the 
return is made to the instruction that follows the CALL. 

The optional numeric parameter to RET gives the number of stack bytes 
to be released after the return address is popped. These items are typically 
used as input parameters to the procedure called. 

For the intrasegment (near) return, the address on the stack is a segment 
offset, which is popped into the instruction pointer. The CS register is 
unchanged. For the intersegment (far) return, the address on the stack 
is a long pointer. The offset is popped first, followed by the selector. 

An intersegment· return causes the processor to check the descriptor 
addressed by the return selector. The AR byte of the descriptor must 
indicate a code segment of equal or lesser privilege (or greater or equal 
numeric value) than the current privilege level. Returns to a lesser privi­
lege level cause the stack to be reloaded from the value saved beyond 
the parameter block. 

The DS, ES, FS, and GS segment registers can be set to 0 by the RET 
instruction during an interlevel transfer. If these registers refer to 
segments that cannot be used by the new privilege level, they are set to 
o to prevent unauthorized access from the new privilege level. 

None 

#GP, #NP, or #SS, as described under "Operation" above 
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SAHF -Store AH into Flags 

Opcode 

9E 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

SAHF 3 Store AH into flags SF ZF xx AF xx PF xx CF 

SF:ZF:xx:AF:xx:PF:xx:CF +- AH; 

SAHF loads the flags listed above with values from the AH register, 
from bits 7, 6, 4, 2, and 0, respectively. 

SF, ZF, AF, PF, and CF as described above 

None 
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SAL/SARISHL/SHR-Shift Instructions 

Opcode 

DO /4 
02/4 
CO /4 ib 
6601 /4 
6603 /4 
66 C1 /4 ib 
01 /4 
03/4 
C1 /4 ib 
DO /7 
02/7 
CO /7 ib 
6601 /7 
6603 /7 
66 C1 /71b 
01 /7 
03/7 
C1 /7 ib 
DO /4 
02/4 
CO /4 ib 
6601 /4 
6603 /4 
66 C1 /4 ib 
01 /4 
03/4 
C1 /4 ib 
DO /5 
02 /5 
CO /5 ib 
6601 /5 
6603 /5 
66 C1 /5 ib 
01 /5 
03/5 
C1 /5 ib 

Instruction 

SAL rlmB,1 
SAL rlmB,CL 
SAL rlmB,immB 
SAL rlm16,1 
SAL rlm16,CL 
SAL rlm16,immB 
SAL rlm32,1 
SAL rlm32,CL 
SAL rlm32,immB 
SAR rlmB,1 
SAR rlmB,CL 
SAR rlmB,immB 
SAR rlm16,1 
SAR rlm16,CL 
SAR rlm16,immB 
SAR rlm32,1 
SAR rlm32,CL 
SAR rlm32,immB 
SHL rlmB,1 
SHL rlmB,CL 
SHL rlmB,immB 
SHL rlm16,1 
SHL rlm16,CL 
SHL rlm16,immB 
SHL rlm32,1 
SHL rlm32,CL 
SHL rlm32,immB 
SHR rlmB,1 
SHR rlmB,CL 
SHR rlmB,immB 
SHR rlm16,1 
SHR rlm16,CL 
SHR rlm16,immB 
SHR rlm32,1 
SHR rlm32,CL 
SHR rlm32,immB 

Clocks 

3/7 
3/7 
3/7 
3/7 
3/7 
3/7 
3/11 
3/11 
3/11 
3/7 
3/7 
3/7 
3/7 
3/7 
3/7 
3/11 
3/11 
3/11 
3/7 
3/7 
3/7 
3/7 
3/7 
3/7 
3/11 
3/11 
3/11 
3/7 
3/7 
3/7 
3/7 
3/7 
3/7 
3/11 
3/11 
3/11 

Description 

Multiply rim byte by 2, once 
Multiply rim byte by 2, CL times 
Multiply rim byte by 2, immB times 
Multiply rim word by 2, once 
Multiply rim word by 2, CL times 
Multiply rim word by 2, immB times 
Multiply rim dword by 2, once 
Multiply rim dword by 2, CL times 
Multiply rim dword by 2, immB times 
Signed divide' rim byte by 2, once 
Signed divide' rim byte by 2, CL times 
Signed divide' rim byte by 2, immB times 
Signed divide' rim word by 2, once 
Signed divide' rim word by 2, CL times 
Signed divide' rim word by 2, immB times 
Signed divide' rim dword by 2, once 
Signed divide' rim dword by 2, CL times 
Signed divide' rim dword by 2, immB times 
Multiply rim byte by 2, once 
MUltiply rim byte by 2, CL times 
Multiply rim byte by 2, immB times 
Multiply rim word by 2, once 
Multiply rim word by 2, CL times 
Multiply rim word by 2, immB times 
Multiply rim dword by 2, once 
Multiply rim dword by 2, CL times 
Multiply rim dword by 2, immB times 
Unsigned divide rim byte by 2, once 
Unsigned divide rim byte by 2, CL times 
Unsigned divide rim byte by 2, immBtimes 
Unsigned divide rim word by 2, once 
Unsigned divide rim word by 2, CL times 
Unsigned divide rim word by 2, immB times 
Unsigned divide rim dword by 2, once 
Unsigned divide rim dword by 2, CL times 
Unsigned divide rim dword by 2, immB times 

Not the same division as 101V; rounding is toward negative infinity. 

Operation (* COUNT is the second parameter *) 
(temp) f- COUNT; 
WHILE (temp <> 0) 
DO 

IF instruction is SAL or SHL 
THEN CF f- high-order bit of rim; 
FI; 
IF instruction is SAR or SHR 
THEN CF f- low-order bit of rim; 
FI; 
IF instruction = SAL or SHL 
THEN rim f- rim * 2; 
FI; 
IF instruction = SAR 
THEN rim f- rim /2 (*Signed divide, rounding toward negative infinity*); 
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FI; 
IF instruction = SHR 
THEN rim +- rim / 2; (* Unsigned divide *); 
FI; 
temp +- temp - 1; 

00; 
(* Determine overflow for the various instructions *) 
IF COUNT = 1 
THEN 

IF instruction is SAL or SHL 
THEN OF +- high-order bit of rim <> (CF); 
FI; 
IF instruction isSAR 
THEN OF +- 0; 
FI; 
IF instruction is SHR 
THEN OF +- high-order bit of operand; 
FI; 

ELSE OF +- undefined; 
FI; 

SAL (or its synonym, SHL) shifts the bits of the operand upward. The 
high-order bit is shifted into the carry flag, and the low-order bit is set 
to O. 

SAR and SHR shift the bits of the operand downward. The low-order 
bit is shifted into the carry flag. The effect is to divide the operand by 2. 
SAR performs a signed divide with rounding toward negative infinity 
(not the same as IDlY); the high-order bit remains the same. SHR 
performs an unsigned divide; the high-order bit is set to O. 

The shift is repeated the number of times indicated by the second 
operand, which is either an immediate number or the contents of the CL 
register. To reduce the maximum execution time, the processor does not 
allow shift counts greater than 31. If a shift count greater than 31 is 
attempted, only the bottom five bits of the shift count are used. (The 
8086 uses all eight bits of the shift count.) 

The overflow flag is set only if the single-shift forms of the instructions 
are used. For left shifts, OF is set to 0 if the high bit of the answer is the 
same as the result of the carry flag (i.e., the top two bits of the original 
operand were the same); OF is set to 1 if they are different. For SAR, 
OF is set to 0 for all single shifts. For SHR, OF is set to the high-order 
bit of the original operand. 

OF for single shifts; OF is undefined for mUltiple shifts; CF, ZF, PF, 
and SF as described in Appendix C 
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#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in· the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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SBB-Integer Subtraction with Borrow 

Opcode 

1C ib 
6610 iw 
10 id 
80 /3 ib 
6681 /3 iw 

81 /3 id 

6683 /3 ib 

83 /3 ib 

18 /r 
66 19 /r 
19 /r 
1A /r 
661 B /r 
1S /r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

SBBAL,immB 2 Subtract with borrow immediate byte from AL 
SBB AX,imml6 2 Subtract with borrow immediate word from AX 
SBB EAX,imm32 2 Subtract with borrow immediate dword from EAX 
SBS rjmB,immB 2/7 Subtract with borrow immediate byte from rjm byte 
SBB rjml6,imml6 2/7 Subtract with borrow immediate word from rjm 

word 
SBB rjm32,imm32 2/11 Subtract with borrow immediate dword from rjm 

dword 
SBB rjml6,immB 2/7 Subtract with borrow sign-extended immediate byte 

from rjm word 
SBB rjm32,immB 2/11 Subtract with borrow sign-extended immediate byte 

from rjm dword 
SBB rjmB,rB 2/6 Subtract with borrow byte register from rjm byte 
SBB rjml6,rl6 2/6 Subtract with borrow word register from rjm word 
SBB rjm32,r32 2/10 Subtract with borrow dword register from rjm dword 
SBS rB,rjmB 2/7 Subtract with borrow byte register from rjm byte 
SBB rl6,rjml6 2/7 Subtract with borrow word register from rjm word 
SBB r32,rjm32 2/11 Subtract with borrow dword register from rjm dword 

IF SRC is a byte and DEST is a word or dword 
THEN DEST = DEST - (SignExtend(SRC) + CF) 
ELSE DEST +- DEST - (SRC + CF); 

SBB adds the second operand (DEST) to the carry flag (CF) and 
subtracts the result from the first operand (SRC). The result of the 
subtraction is assigned to the first operand (DEST), and the flags are 
set accordingly. 

When an immediate byte value is subtracted from a word operand, the 
immediate value is first sign-extended. 

OF, SF, ZF, AF, PF, and CF as described in Appendix C 

#GP(O) if the result is in a non writable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS( 0) for an illegal address in the SS segment 

13-122 



376™ PROCESSOR INSTRUCTION SET 

SCAS/SCASB/SCASW ISCASD-Compare String Data 

Opcode 

AE 
66AF 
AF 
AE 
66AF 
AF 

Operation 

Description 

Instruction Clocks 

SCAS mB 7 
SCAS m16 7 
SCAS m32 9 
SCASB 7 
SCASW 7 
SCASD 9 

IF byte type of instruction 
THEN 

Description 

Compare bytes AL-ES:[EDI]. update EDI 
Compare words AX-ES:[EDI]. update EDI 
Compare dwords EAX-ES:[EDI]. update EDI 
Compare bytes AL-ES:[EDI]. update EDI 
Compare words AX-ES:[EDI]. update EDI 
Compare dwords EAX-ES:(EDI]. update EDI 

AL - [EDI]; (* Compare byte in AL and dest *) 
IF DF = 0 THEN IndDec +- 1 ELSE IncDec +- -1; FI; 

ELSE 
IF OperandSize = 16 
THEN 

AX - [ED I]; (* compare word in AL and dest *) 
IF DF = 0 THEN IncDec +- 2 ELSE IncDec +- -2; FI; 

ELSE (* OperandSize = 32 *) 
EAX - [EDI];(* compare dword in EAX & dest *) 
IF DF = 0 THEN IncDec +- 4 ELSE IncDec +- -4; FI; 

FI; 
FI; 
EDI = EDI + IncDec 

SCAS subtracts the memory byte or word at the destination register 
from the AL, AX or EAX register. The result is discarded; only the flags 
are set. The operand must be addressable from the ES segment; no 
segment override is possible. ED! is used as the destination register. Load 
the correct index value into ED! before executing SCAS. 

After the comparison is made, the destination register is automatically 
updated. If the direction flag is 0 (CLD was executed), the destination 
register is incremented; if the direction flag is 1 (STD was executed), it 
is decremented. The increments or decrements are by 1 if bytes are 
compared, by 2 if words are compared, or by 4 if doublewords are 
compared. 

SCASB, SCASW, and SCASD are synonyms for the byte, word and 
doubleword SCAS instructions that don't require operands. They are 
simpler to code, but provide no type or segment checking. 

SCAS can be preceded by the REPE or REPNE prefix for a block search 
of ECX bytes or words. Refer to the REP instruction for further details. 
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OF, SF, ZF, AF, PF, and CFas described in Appendix C 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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SETCC-Byte Set on Condition 

Opcode 

OF 97 
OF 93 
OF 92 
OF 96 
OF 92 
OF 94 
OF 9F 
OF 9D 
OF 9C 
OF 9E 
OF 96 
OF 92 
OF 93 
OF 97 
OF 93 
OF 95 
OF 9E 
OF 9C 
OF 9D 
OF 9F 
OF 91 
OF 9B 
OF 99 
OF 95 
OF 90 
OF 9A 
OF 9A 
OF 9B 
OF 98 
OF 94 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

SETA rlmB 
SETAE rlmB 
SETB rlmB 
SETBE rlmB 
SETC rlmB 
SETE rlmB 
SETG rlmB 
SETGE rlmB 
SETL rlmp 
SETLE rlmB 
SETNA rlmB 
SETNAErlmB 
SETNB rlmB 
SETNBE rlmB 
SETNC rlmB 
SETNE rlmB 
SETNG rlmB 
SETNGE rlmB 
SETNL rlmB 
SETNLE rlmB 
SETNO rlmB 
SETNP rlmB 
SETNS rlmB 
SETNZ rlmB 
SETO rlmB 
SETP rlmB 
SETPE rlmB 
SETPO rlmB 
SETS rlmB 
SETZ rlmB 

Clocks 

4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 
4/5 

Description 

Set byte if above (CF=O and ZF=O) 
Set byte if above or equal (CF=O) 
Set byte if below (CF=1) 
Set byte if below or equal (CF = 1 or (ZF = 1) 
Set if carry (CF=1) 
Set byte if equal (ZF=1) 
Set byte if greater (ZF=O or SF=OF) 
Set byte if greater or equal (SF=OF) 
Set byte if less (SF<>OF) 
Set byte if less or equal (ZF=1 and SF<>OF) 
Set byte if not above (CF=1) 
Set byte if not above or equal (CF=1) 
Set byte if not below (CF=O) 
Set byte if not below or equal (CF=O and ZF=O) 
Set byte if not carry (CF = 0) 
Set byte if not equal (ZF = 0) 
Set byte if not greater (ZF=1 or SF<>OF) 
Set if not greater or equal (SF<>OF) 
Set byte if not less (SF=OF) 
Set byte if not less or equal (ZF=1 and SF<>OF) 
Set byte if not overflow (OF=O) 
Set byte if not parity (PF = 0) 
Set byte if not sign (SF=O) 
Set byte if not zero (ZF = 0) 
Set byte if overflow (OF=1) 
Set byte if parity (PF=1) 
Set byte if parity even (PF = 1) 
Set byte if parity odd (PF=O) 
Set byte if sign (SF = 1) 
Set byte if zero (ZF=1) 

IF condition THEN rlmB E- 1 ELSE rlmB E- 0; FI; 

SETcc stores a byte at the destination specified by the effective address 
or register if the condition is met, or a 0 byte if the condition is not met. 

None 

#GP(O) if the result is in a non-writable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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SGDT /SIDT -Store Global/Interrupt Descriptor Table Register 

Opcode 

OF 01 /0 
OF 01/1 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

SGDTm 
SIDTm 

Clocks 

11 
11 

Description 

Store GDTR to m 
Store IDTR to m 

DEST +- 48-bit BASE/LIMIT register contents; 

SGDT jSIDT copies the contents of the descriptor table register the six 
bytes of memory indicated by the operand. The LIMIT field of the 
register is assigned to the first word at the effective address. The next 
four bytes are assigned the 32-bit BASE field of the register. 

SGDT and SIDT are used only in operating system software; they are 
not used in application programs. 

None 

Interrupt 6 if the destination operand is a register; #GP(O) if the desti­
nation is in a nonwritable segment; #GP(O) for an illegal memory operand 
effective address in the CS, DS, ES, FS, or GS segments; #SS(O) for an 
illegal address in the SS segment 
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SHLD-Double Precision Shift Left 

Opcode 

66 OF A4 
OF A4 
66 OF AS 
OF AS 

Operation 

Description 

Instruction Clocks Description 

SHLD r/m16,r16,immB 3/7 r/m16 gets SHL of r/m16 concatenated with r16 
r/m32 gets SHL of r/m32 concatenated with r32 
r/m16 gets SHL of r/m16 concatenated with r16 

SHLD r/m32,r32,immB 3/11 
SHLD r/m16,r16,CL 3/7 
SHLD r/m32,r32,CL 3/11 " r/m32 gets SHL of r/m32 concatenated with r32 

(* count is an unsigned integer corresponding to the last operand of the 
instruction, either an immediate byte or the byte in register CL *) 
ShiftAmt +- count MOD 32; 
in Bits +- register; (* Allow overlapped operands *) 
IF ShiftAmt = 0 
THEN no operation 
ELSE 

IF ShiftAmt ~ OperandSize 
THEN (* Bad parameters *) 

rjm +- UNDEFINED; 
CF, OF, SF, ZF, AF, PF +- UNDEFINED; 

ELSE (* Perform the shift *) 
CF +- BIT[Base, OperandSize - ShiftAmt]; 

(* Last bit shifted out on exit *) 
FOR i +- OperandSize - 1 DOWNTO ShiftAmt 
DO 

BIT[Base, i] +- BIT[Base, i - ShiftAmt]; 
OF; 
FOR i +- ShiftAmt - 1 DOWNTO 0 
DO 

BIT[Base, i] +- BIT[inBits, i - ShiftAmt + OperandSize]; 
OD; 
Set SF, ZF, PF (rjm); 

(* SF, ZF, PF are set according to the value of the result *) 
AF +- UNDEFINED; 

FI; 
FI; 

SHLD shifts the first operand provided by the rjm field to the left as 
many bits as specified by the count operand. The second operand (r16 
or r32) provides the bits to shift in from the right (starting with bit 0). 
The result is stored back into the rjm operand. The register remains 
unaltered. 

The count operand is provided by either an immediate byte or the 
contents of the CL register. These operands are taken MODULO 32 to 
provide a number between 0 and 31 by which to shift. Because the bits 
to shift are provided by the specified registers, the operation is useful for 
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multiprecision shifts (64 bits or more). The SF, ZF and PF flags are set 
according to the value of the result. CS is set to the value of the last bit 
shifted out. OF and AF are left undefined. 

nFlags Affected OF, SF, ZF, PF, and CF as described above; AF and OF are undefined· 

Exceptions #GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 

13-128 



376™ PROCESSOR INSTRUCTION SET 

SHRD-Double Precision Shift Right 

Opcode 

66 OF AC 
OF AC 
66 OF AD 
OF AD 

Operation 

Description 

Instruction 

SHRD r/m16,r16,imm8 
SHRD r/m32,r32,imm8 
SHRD r/m16,r16,CL 
SHRD r/m32,r32,CL 

Clocks 

3/7 
3/11 
3/7 
3/11 

Description 

r/m16 gets SHR of r/m16 concatenated with r16 
r/m32 gets SHR of r/m32 concatenated with r32 
r/m16 gets SHR of r/m16 concatenated with r16 
r/m32 gets SHR of r/m32 concatenated with r32 

(* count is an unsigned integer corresponding to the last operand of the 
instruction, either an immediate byte or the byte in register CL *) 

ShiftAmt +- count MOD 32; 
inBits +- register; (* Allow overlapped operands *) 
IF ShiftAmt = 0 
THEN no operation 
ELSE 

IF ShiftAmt 2: OperandSize 
THEN (* Bad parameters *) 

rim +- UNDEFINED; 
CF, OF, SF, ZF, AF, PF +- UNDEFINED; 

ELSE (* Perform the shift *) 
CF +- BIT[rlm, ShiftAmt - 1]; (* last bit shifted out on exit *) 
FOR i +- 0 TO OperandSize - 1 - ShiftAmt 
DO 

BIT[rlm, i] +- BIT[rlm, i - ShiftAmt]; 
00; 
FOR i +- OperandSize - ShiftAmt TO OperandSize-1 
DO 

BIT[rlm,i] +- BIT[inBits,i+ShiftAmt - OperandSize]; 
00; 
Set SF, ZF, PF (rim); 

(* SF, ZF, PF are set according to the value of the result *) 
Set SF, ZF, PF (rim); 
AF +- UNDEFINED; 

FI; 
FI; 

SHRD shifts the first operand provided by the rim field to the right as 
many bits as specified by the count operand. The second operand (r16 
or r32) provides the bits to shift in from the left (starting with bit 31). 
The result is stored back into the rim operand. The register remains 
unaltered. 

The count operand is provided by either an immediate byte or the 
contents of the CL register. These operands are taken MODULO 32 to 
provide a number between 0 and 31 by which to shift. Because the bits 
to shift are provided by the specified register, the operation is useful for 
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multi-precision shifts (64 bits or more). The SF, ZF and PF flags are set 
according to the value of the result. CS is set to the value of the last bit 
shifted out. OF and AF are left undefined. 

OF, SF, ZF, PF, and CF as described above; AF and OF are undefined 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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SLOT -Store Local Descriptor Table Register 

Opcode 

OF 00/0 

Operation 

Description 

Flags Affected 

Exceptions 

Notes 

Instruction Clocks Description 

SLOT r/m16 2/2 Store LOTR to EA word 

r/m16 +- LDTR; 

SLDT stores the Local Descriptor Table Register (LDTR) in the two­
byte register or memory location indicated by the effective address 
operand. This register is a selector that points into the Global Descriptor 
Table. 

SLDT is used only in operating system software. It is not used in appli­
cation programs. 

None 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 

The operand-size attribute has no effect on the operation of the 
instruction. 
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SMSW -Store Machine Status Word· 

Opcode 

OF 01/4 

Operation 

Description 

Flags Affe~ted 

Exceptions 

Notes 

Instruction Clocks Description 

SMSW r/m16 2/2 Store machine status word to EA word 

r/m16 +- MSW; 

SMSW stores the machine status word (part of CRO) in the two-byte 
register or memory location indicated by the effective address operand. 

None 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 

This instruction is provided for compatibility with the 80286; 376 
processor and 386 microprocessor programs should use MOY ... , CRO. 
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376™ PROCESSOR INSTRUCTION SET 

STe-Set Carry Flag 

Opcode 

F9 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

STC 

CF ~ 1; 

Clocks 

2 

STC sets the carry flag to 1. 

CF = 1 

None 

13-133 

Description 

Set carry flag 



376™. PROCESSOR INSTRUCTION SET 

STD-Set Direction Flag 
.~ 

Opcode 

FD 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

STD 2 Set direction flag so (E)SI and/or (E)DI decrement 

OF +- 1; 

STD sets the direction flag to 1, causing all subsequent string operations 
to·decrement the index registers, ESl and/or EDl, on which they operate. 

OF = 1 

None 
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376™ PROCESSOR INSTRUCTION SET 

STI-Set Interrupt Flag 

Opcode 

F13 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

STI 8 

IF +- 1 

Set interrupt flag; interrupts enabled at the end of 
the next Instruction 

ST! sets the interrupt flag to 1. The processor then responds to external 
interrupts after executing the next instruction if the next instruction 
allows the interrupt flag to remain enabled. If external interrupts are 
disabled and you code ST!, RET (such as at the end of a subroutine), 
the RET is allowed to execute before external interrupts are recognized. 
Also, if external interrupts are disabled and you code ST!, CLI, then 
external interrupts are not recognized because the CLI instruction clears 
the interrupt flag during its execution. 

IF = 1 

#GP(O) if the current privilege level is greater (has less privilege) than 
the I/0 privilege level 
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STOS/STOSB/STOSW ISTOSD-Store String Data 

Opcode 

AA 
66AB 
AB 
AA 
66AB 
AB 

Operation 

Description 

Instruction Clocks 

STOSmB . 4 
STOS m16 4 
.STOS m32 6 
STOSB 4 
STOSW 4 
STOSD 6 

IF byte type of instruction 
THEN 

(ES:EDI) . +- AL; 
IF OF = 0 
THEN EDI +- EDI +' 1; 
ELSE EDI+- EDI -, 1; 
FI;' 

ELSE IF OperandSize = 16 
THEN 

(ES:EDI) +- AX; 
IF OF = 0 
THEN EDI +- EDI + 2; 
ELSE EDI+- EDI - 2; 
FI; 

ELSE (* OperandSize = 32 *) 
(ES:EDI) +- EAX; 
IF OF = 0 
THEN EDI +- EDI + 4; 
ELSE EDI +- EDI - 4; 
FI; 

FI; 
FI; 

Description 

Store AL in byte ES:[EDI]. update EDI 
Store AX in word ES:[EDI]. update EDI 
Store EAX in dword ES:[EDI]. update EDI 
Store AL in byte ES:[EDI]. update EDI 
Store AX in word ES:[EDI]. update EDI 
Store EAX in dword ES:[EDI]. update EDI 

STOS transfers the contents of all AL,' AX, or EAX register to the 
memory byte or word given by the destination register relative to the ES 
segment. The destination register is ED!. The destination operand must 
be addressable from the ES register. A segment override is not possible. 
Load the correct index value into the destination register before execut­
ing STOS. 

After the transfer is made, EDI is automatically updated. If the direc­
tion flag is 0 (CLD was executed), EDI is incremented; if the direction 
flag is 1 (STD was executed), EDI is decremented. EDI is incremented 
or decremented by 1 if a byte is stored, by 2 if a word is stored, or by 4 
if a doubleword is stored. 

STOSB, STOSW, and STOSD are synonyms for the byte, word, and 
doubleword STOS instructions, that do not require an operand. They are 
simpler to use, but provide no type or segment checking. 
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Flags Affected 

Exceptions 

376™ PROCESSOR INSTRUCTION SET 

STOS can be preceded by the REP prefix for a block fill of ECX bytes, 
words, or doublewords. Refer to the REP instruction for further details. 

None 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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STR-StoreTask Register 

Opcode 

OF 00/1 

Operation 

Description 

Flags Affected 

Exceptions 

Notes 

Instruction Clocks Description 

STR r/m16 2/2 Load EA word into task register 

rim +- task register; 

The contents of the task register are copied to the two-byte register or 
memory location indicated by the effective address operand. 

STR is used only in operating system software. It is not used in appli­
cation programs. 

None 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 

The operand-size attribute has no effect on this instruction. 
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SUB-Integer Subtraction 

Opcode 

2C ib 
6620 iw 
20 Jd 
80 /5 ib 
6681 /5 iw 
81 /5 id 
6683 /5 ib 

83 /5 Jb 

28 /r 
6629 /r 
29 /r 
2A /r 
662B /r 
2B /r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

SUBAL,imm8 
SUB AX,imm16 
SUB EAX,imm32 
SUB rlm8,Imm8 
SUB rlm16,imm16 
SUB rlm32,imm32 
SUB rlm16,imm8 

SUB rlm32,imm8 

SUB rlm8,r8 
SUB rlm16,r16 
SUB rlm32,r32 
SUB r8,rlm8 
SUB r16,rlm16 
SUB r32,rlm32 

Clocks 

2 
2 
2 
2/7 
2/7 
2/11 
2/7 

2/11 

2/6 
2/6 
2/10 
2/7 
2/7 
2/9 

Description 

Subtract immediate byte from AL 
Subtract Immediate word from AX 
Subtract immediate dword from EAX 
Subtract immediate byte from rim byte 
Subtract immediate word from rim word 
Subtract immediate dword from rim dword 
Subtract sign-extended immediate byte from rim 
word 
Subtract sign-extended immediate byte from rim 
dword 
Subtract byte register from rim byte 
Subtract word register from rim word 
Subtract dword register from rim dword 
Subtract byte register from rim byte 
Subtract word register from rim word 
Subtract dword register from rim dword 

IF SRC is a byte and DEST is a word or dword 
THEN DEST = DEST - SignExtend(SRC); 
ELSE DEST +- DEST - SRC; 
FI; 

SUB subtracts the second operand (SRC) from the first operand (OEST). 
The first operand is assigned the result of the subtraction, and the flags 
are set accordingly. 

When an immediate byte value is subtracted from a word operand, the 
immediate value is first sign-extended to the size of the destination 
operand. 

OF, SF, ZF, AF, PF, and CF as described in Appendix C 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, OS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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376™ PROCESSOR INSTRUCTION SET 

TEST -Logical Compare 

Opcode 

A8 Ib 
66 A9 iw 
A9 id 
F6 /Olb 
66 F7 /0 iw 
F7 /0 id 
84 /r: 
6685 /r 
85 /r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction Clocks 

TEST AL,immB 2 
TEST AX,imm16. 2 
TEST EAX,imm32 2 
TESTrlmB,immB ' 2/5 
TEST rlm16,imm16 2/5 
TEST rlm32,imm32 2/7 
TEST rlmB,rB 2/5 
TEST rlm16,r16 2/5 
TEST rlm32,r32 2/7 

, Description 

AND immediate byte with AL, 
AND immediate word with AX 
AND immediate dword with EAX 
AND Immediate byte with rim byte 
AND immediate word with rim word 
AND immediate dword with rim dword 
AND byte register with rim byte 
AND word register with rim word 
AND dword register with rim dword 

DEST:= LeftSRCAND RightSRC; 
CF ~ 0; 
OF ~ 0; 

TEST computes the bit-wise logical AND of its two operands. Each bit 
of the result is 1 if both of the correspondiIlg bits of the operands are 1; 
otherwise, each bit is O. The result of the operation is discarded and only 
the flags are modified. ' 

OF = 0, CF = 0; SF, ZF, and PF as described in Appendix C 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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VERR, VERW-Verifya Segment for Reading or Writing 

Opcode 

OF 00/4 

OF 00/5 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

VERR r/m16 

VERW r/m16 

Clocks 

10/11 

15/16 

Description 

Set ZF = 1 if segment can be read, selector in 
r/m16 
Set ZF=1 if segment can be written, selector in 
r/m16 

IF segment with selector at (rjm) is accessible 
with current protection level 
AND «segment is readable for VERR) OR 

(segment is writable for VERW» 
THEN ZF .- 0; 
ELSE ZF .- 1; 
FI; 

The two-byte register or memory operand of VERR and VER W contains 
the value of a selector. VERR and VER W determine whether the 
segment denoted by the selector is reachable from the current privilege 
level and whether the segment is readable (VERR) or writable (VER W). 
If the segment is accessible, the zero flag is set to 1; if the segment is 
not accessible, the zero flag is set to O. To set ZF, the following condi­
tions must be met: 

• The selector must denote a descriptor within the bounds of the table 
(GDT or LDT); the selector must be "defined." 

• The selector must denote the descriptor of a code or data segment 
(not that of a task state segment, LDT, or a gate). 

• For VERR, the segment must be readable. For VERW, the segment 
must be a writable data segment. 

• If the code segment is readable and conforming, the descriptor 
privilege level (DPL) can be any value for VERR. Otherwise, the 
DPL must be greater than or equal to (have less or the same privi­
lege as) both the current privilege level and the selector's RPL. 

The validation performed is the same as if the segment were loaded into 
DS, ES, FS, or GS, and the indicated access (read or write) were 
performed. The zero flag receives the result of the validation. The selec­
tor's value cannot result in a protection exception, enabling the software 
to anticipate possible segment access problems. 

ZF as described above 

Faults generated by illegal addressing of the memory operand that 
contains the selector, the selector is not loaded into any segment register, 
and no faults attributable to the selector operand are generated 

#GP(O) for an illegal memory operand effective address in the CS, DS, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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WAIT -Wait until BUSY# Pin is Inactive (HIGH) 

Opcode 

98 

Description 

Flags Affected 

Exceptions 

Instruction Clocks Description 

WAIT 6 minimum Wait until BUSY pin is inactive (HIGH) 

WAIT suspends execution of instructions until the BUSY # pin is inactive 
(high). The BUSY # pin is driven by the numeric processor extension. 

None 

#NM if the task-switched flag in the machine status word (the lower 16 
bits of register eRO) is set; #MF if the ERROR# input pin is asserted 
(i.e., the numeric coprocessor has detected an unmasked numeric error) 
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XCHG-Exchange Register IMemory with Register 

Opcode 

90+r 
6690+ r 
90+r 
90+r 
86 /r 
86 /r 
6687 /r 
6687 /r 
87 /r 
87 /r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

XCHG AX,r16 
XCHG r16,AX 
XCHG EAX,r32 
XCHG r32,EAX 
XCHG rlmB,rB 
XCHG rB,rlmB 
XCHG rlm16,r16 
XCHG r16,rlm16 
XCHG rlm32,r32 
XCHG r32,rlm32 

temp +- DEST 
DEST +- SRC 
SRC +- temp 

Clocks 

3 
3 
3 
3 
3/5 
3/5 
3/5 
3/5 
3/9 
3/9 

Description 

Exchange word register with AX 
Exchange word register with AX 
Exchange dword register with EAX 
Exchange dword register with EAX 
Exchange byte register with EA byte 
Exchange byte register with EA byte 
Exchange word register with EA word 
Exchange word register with EA word 
Exchange dword register with EA dword 
Exchange dword register with EA dword 

XCHG exchanges two operands. The operands can be in either order. If 
a memory operand is involved, BUS LOCK is asserted for the duration 
of the exchange, regardless of the presence or absence of the LOCK 
prefix or of the value of the IOPL. 

None 

#GP(O) if either operand is in a nonwritable segment; #GP(O) for an 
illegal memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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376™ PROCESSOR INSTRUCTION SET 

XLA T / XLA TB-Table Look-up Translation 

Opcode 

07 
07 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

XLATmB 
XLATB 

Clocks 

5 
5 

Description 

Set AL to memory byte OS:[EBX + unsigned ALl 
Set AL to memory byte OS:[EBX + unsigned ALl 

AL· ":(EBX·+ ZeroExtend(AL)); .• 

XLAT changes the AL register from the table index to the table entry. 
AL should be the unsigned index into a table addressed by DS:EBX. 

The operand to XLAT allows for the possibility of a segment override. 
XLAT uses the contents of EBX even if they differ from the offset of 
the operand. The offset of the operand should have been moved into 
EBX with a previous instruction. 

The no-operand fonTI, XLATB, can be used if the EBX table will always 
reside in theDS segment. 

None 

#GP(O) for an illegal memory operand effective address in the CS, tis, 
ES, FS, or GS segments; #SS(O) for an illegal address in the SS segment 
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XOR-Logical Exclusive OR 

Opcode 

34 ib 
6635 iw 
35 id 
80 /6 ib 
6681 /6 iw 
81 /6 id 
6683 /6 ib 
83 /6 ib 
30 /r 
6631 /r 
31 /r 
32 /r 
6633 /r 
33 /r 

Operation 

Description 

Flags Affected 

Exceptions 

Instruction 

XORAL,immB 
XOR AX,imm16 
XOR EAX,imm32 
XOR r/m8,imm8 
XOR r/m16,imm16 
XOR r/m32,imm32 
XOR r/m16,imm8 
XOR r/m32,immB 
XORr/mB,r8 
XOR r/m16,r16 
XOR r/m32,r32 
XOR rB,r/mB 
XOR r16,r/m16 
XOR r32,r/m32 

Clocks 

2 
2 
2 
2/7 
2/7 
2/11 
2/7 
2/11 
2/6 
2/6 
2/10 
2/7 
2/7 
2/11 

Description 

Exclusive-OR immediate byte to AL 
Exclusive-OR immediate word to AX 
Exclusive-OR immediate dword to EAX 
Exclusive-OR immediate byte to r/m byte 
Exclusive-OR immediate word to r/m word 
Exclusive-OR immediate dword to r/m dword 
XOR sign-extended immediate byte with r/m word 
XOR sign-extended immediate byte with r/m dword 
Exclusive-OR byte register to r/m byte 
Exclusive-OR word register to r/m word 
Exclusive-OR dword register to r/m dword 
Exclusive-OR byte register to r/m byte 
Exclusive-OR word register to r/m word 
Exclusive-OR dword register to r/m dword 

DEST ~ LeftSRC XOR RightSRC 
CF ~ 0 
OF ~ 0 

XOR computes the exclusive OR of the two operands. Each bit of the 
result is 1 if the corresponding bits of the operands are different; each 
bit is 0 if the corresponding bits are the same. The answer replaces the 
first operand. 

CF = 0, OF = 0; SF, ZF, and PF as described in Appendix C; AF is 
undefined 

#GP(O) if the result is in a nonwritable segment; #GP(O) for an illegal 
memory operand effective address in the CS, DS, ES, FS, or GS 
segments; #SS(O) for an illegal address in the SS segment 
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~:~~Q ~j:.6733 Wyle Distribution Group 
1325 West 2200 South ONTARIO 

TW : 81 50·2531 Suite E 

Hamilton/Avnot Electronics 
tPioneerfTechnologies Group, Inc. ~e~~~8~~~e;7~~~~3 Arrow Electronics, Inc. 
Delaware Valley 36 Antares Dr. 

~:r~e~~~~ ~~~~t[!a1~~2ft 261 Glbralter Road Nepean K2E 7W5 
Horsham 19044 WASHINGTON Tel: (613) 226-6903 

~~~Jfb::29i~9~0Jl2 ~~~Jib~l6t~07~~ tAlmac Electronics Corp. Arrow Electronics, Inc. 

tHamilton/Avnet Electronics TEXAS 
14360 5.E. Eastgate Way 1093 Meyerslde 
Bellevue 98007 

~~f:(~it)u~13:~i61 M4 ~:s~:~~s:a'~, Blvd. ~Arrow Electroni.::s, Inc. ~~:2~~~S:4~~2~96~ 
Tel: (614) 882·7004 220 Commander Drive 

TWX: 06·218213 

Carrollton 75006 Arrow Electronics, Inc. ~Hamilton/Avnet Electronics 
tPioneer Electronics ~i:2Jtb:88600~3~~ 19540 68th Ave. South 845 Rexwood Road 
4433lnterpoint Boulevard Kent 98032 Units 3·4·5 

~~~;&'i:1960202 tArrow Electronics, Inc. 
Tel: (206) 575·4420 

~~f:(~ig)u217:ir31R2 
10899 Klnghurst t~:~I:f.W. ~;~~ts~~~~~onics TWX: 610·492·8867 
Suite 100 

lPioneer Electronics Houston 77099 Bellevue 98005 Hamilton/Avnet Electronics 
800 E. 131st Street ~lJn:;~01:9 ~~~~fb~l3:i45609 6845 Rexwood Road 

Clevoland 44105 Unit6 

~lJ~~BJ2~:2~01 ~Arrow Electronics, Inc. 'f~gJ'~.~~b~~~nS~:~~p ~~~(~ig)u~17:~r~R2 
227 W. Braker Lane 

Austin 76758 Redmond 98052 

~~~Jn~l4~~08 Tel: (206) 881·1150 

tHammon/Avnet ElectroniCS 
1807 W. Braker Lane 
Austin 76756 

~~~Jn~~14~9d,~ 

tMicrocomputer System Technical Distributor Center CG/SAL3/070768 



DENMARK 

Intel .. 
GlenteveJ 61, 3rd Floor 

~~~~~ln~~n NV 

FINLAND' 

Intel 
Ruosllantle2 
00390 Helsinki 
Tel: +358 0 544 644 
TLX: 123332 

FRANCE 

Inlel 
4, Quai des Etrolts 

~~~~ '-12o~OC:gex 05 
TLX: 305153 

EUROPEAN SALES OFFICES 

WEST GERMANY 

. Intel 
, HOhenzollern StraSle 5 
.. 3000 Hannover 1 

+~:Oi_wm081 
Intel . 
Abraham Uncoln Strasse 16-18 
6200 Wiesbaden 

+~~:~28¥[gg5-0 

ISRAEL 

ITALY 

Intel' 

NETHERLANDS 

Intel' 

Park-Neve Sheret ' 

~rr~vM~:&~3 
~~~wa'0-421.23.n 

NORWAY 

I .... 
Hvsmvelen 4-PO Box 92 

~~1~~0 

SPAIN 

Intel 
Zurbaran,28 
28010 Medrld 
Tel: 410 40 04 
TLX: 46880 

SWEDEN 

Intet' 

~1~v:rs"or! 
Tel: +46 8 734 0100 
TLX: 12261 

SWITZERLAND 

• Intel' 
Talackerstrasse 17 
8065 Zuerich 

+~~J~ft' 29 71 

UNITED KINGDOM 

Iitshire 8N3 1 RJ 
696000 

TLX: 444 47/8 

. EUROPEAN DISTRIBUTORS/ REPRESENTATIVES 

AUS;rRIA 

BELGIUM 

Inelca Belgium S.A. 
Av, des Croix de Guerre 94 
1120 Bruxelles 
?f2ho~~~~~~lenlaBn, 94 

+~:(~4~16 0160 

DENMARK 

FINLAND 

FRANCE 

~:~O~~~leres 
4, avo Laurent-Cely 
92606 Asnieres Cectex 

+~~U, ~~:g 62 40 

Tekelec-Alrtronlc 
Rue Carle Vernet - BP 2 
92315 Sevres Cedex 

+~~~~~g: 75 35 

'Field Application location 

'WEST GERMANY 

IRELAND 

~:;~=~e~c;~irk 
Glanageary 
Co. Dublin 

+~~~V5~ 6325 

ISRAeL 

EastronlcsUd. 
11 RozanlsBtreet 
P.O.B.393OO 
Tel-Aviv 61392 
Tel: 03-475151 
TLX: 33638 

ITALY 

Intesl 

NETHERLANDS 

NORWAY 

~='f!~~onlkk (Norge) "IS 
Bmeclsvlngen 4 
1364 Hvalstad 

+~f~~6210 

PORTUGAL 

Ditram 
"wnlda Marques de Tomar, 46-A 
1000 Usboa 
Tel: (1) 73 48 34 
TLX: 14182 

SPAIN 

ATD Electronica, B.A. 
Plaza Cludad de Vlena, 6 
28040 Madrid 
Tel: 234 40 00 
TLX:42754 

SWEDEN 

Nordlsk E1ektronlk AB 
~:u,~J;gat8n 1 
17127801na 
Tel: 0B-734 97 70 
TLX: 1054.1 

SWITZERLAND 

TURKEY 

EMPAElectronlc 
Undwurmstrasse 9SA 
8000 Muenchen 2 

+~~:~:0570 

UNITED KINGDOM 

Jermyn 
VeslryEstate 
OtfordAoad 
Sevenoaks 
KentTN145EU 

+~fsfJ2450144 

MMD 
Unit 8 Southview Park 

RapidSlliccn 
Rapid House 
Denmark Btreet 

Rapid Systems 
Rapid House 
Denmark Street 

YUGOSlAVIA 

IectronlcsCorp. 
Cruz Blvd., Ste. 223 
• CA95050 

1ti: ~4:8.Q286 
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inter 

AUSTRALIA 

BRAZIL 

CHINA/HONG KONG 

Intel Semiconductor Ltd,· 

~':!:l~:~~~er 
Q ,Central 

-555 
TLX: ISHLHK HX 
FAX: '·989 

INTERNATIONAL SALES OFFICES 

JAPAN 

~:~~it~~~g~~ld9. 
'·8889 Fuchu-cho 

~~~~~~!eX~W1 183 
FAX: 0423-60-0315 

W:,~~~ ~h~~maChl Bldg. 
'·23-9 Shlnmachl 
~::a~2~~2~~kYO 154 
FAX: 03-427·7620 

Intel Japan K.K: 
~~'.r~~~goaya 
~~Si:l$:~Ja~~tama 360 
FAX: 0485-24-7518 

~~~~:,':n~i~~lalhi.koSUgl Bldg. 
915 Shinmaruko, Nakahara·ku 
Kawasakl·.hl, Kanagawa 211 
Tal: 044-733·7011 
FAX: 044·733·7010 

JAPAN ICon,'d.) 

~i:~~~~'~isu91 Bldg. 
'·2·' Asahi·machi 
~::ua4-:~~~~~~awa 243 
FAX: 0462·29-3781 

InteIJapanK.K." 
R~kUChI·EkI Bldg. 
2+1 Terauchl 
~~r:~~~~~h~saka 560 
FAX: 06·863·1084 

Intel Japan K.K. 
Shlnmaru Bldg. 
'·5-1 Marunouchl 

~~lrra~~~:a~~YO 100 
FAX: 03·201·6850 

~~:~~g:~~' 
Naka·ku, Nagoya·shl 
AIc:h1450 
Tel: 052-2()4.1261 
FAX: 052-204-1265 

KOREA 

SINGAPORE 

~'m'lf~~~ri~:~h~~I~ Ltd. 

TAIWAN 

INTERNATIONAL 
DISTRIBUTORS/REPRESENTATIVES 

ARGENTINA 

DAFSVS S.R.L. 
Chacabuco, 90-4 Plsa 
1OB9-Buenoa Aires 
Tel: 54-1·334·1871 

64-1·334-7726 
TLX:25472 

AUSTRALIA 

BRAZIL 

Elebr. Mlcroelectronlca 
R. Garaldo Flauslna Gomas, 78 
SAndor 
04675· Sao Paulo· S.P. 
Tel: 011-55·11-534·9837 
TLX: 3911125131 ELBR BR 
FAX: 55-11·534-9424 

CHILI! 

CHINA/HONG KONG 

-Field Application location 

INDIA 

Mlcronlc Devices , 

~~!~~~2,;a.6216 
JAPAN 

IN 

C. ltoh TechnOoSclence Co., Ltd. 
C. ltoh BI~, 2-5-1 Klta-Aoyama 
~~~aJg!~7_4~ 107 
FAX: 03-497-4879 

JAPAN (CoIII'd.) 

Ryoyo Electro Corp. 
Konwa Bldg. 
1-12·22 TaUkijl 

~~I~ga~~~~~Jr, 104 
FAX: 03-546-6044 

KOREA 

MEXICO 

~::tfu'~~j:raoc. Ind. San Antonio 

r::8f!i~l~ff' D.F. 
TLX: 1773790 DICOME 

NEW ZeALAND 

Northrup Instruments & Systams Ltd. 

~7~."EJ::~~::~ ~=arkat 
Auckland 1 
Tel: 64-9-501·219,501·801 

. TLX: 21570THERMAL 

SINOAPORe 

SOUTH AFRICA 

TAIWAN 

VENEZU!LA 

P. Benavides S.A. 
Avllanes a Rio 

a Syatema Lid. 

Ltd. 

CG/SALSJ070788 



ALABAMA 

Intel Corp. 
5015 Bradford Dr., #2 
Huntsville 35805 
Tel: (205)830·4010 

ARIZONA 

Intel Corp. 
11225N.281h Dr, 
Suite 0·214 
Phoenix 85029 
Tel: (602)869·4980 

Intel Corp, 
500 E. Fry Blvd., Sulle M·15 
Sierra Vista 85635 . 
Tel: (602) 459·5010 

~nll~~ c~r~i Dorado Place 
Suite 301 
Tucson 85715 
Tel: (602) 299·6815 

CALIFORNIA 

InlelCorp. 
21515 Vanowen Street 
SuRe116 

~:I~(a,a8r%~~8\3Jlg 

Intel Corp. 

~~~o~~I~~3~~~5~~' 
Tel: (916) 351·6143 

~~!~~:ra ~~a1~ulte 101 
Tel: (916)920·8096 

IntetCorp." 
400 N. Tustin Avenue 
Suite 450 
Santa Ana 92705 

~:gJn~!:5~614l4 

COLORADO 

Intel Corp. 
4445 Northpark Drive 
Suite 100 

~~II:obao~) ~C~~6~~g0907 

CONNECTICUT 

~nJ%~O~~in Road 
2nd Floor 

~I~~~{i~I?909 

CALIFORNIA 

915 

2700 San Tomas Expressway 
Santa Clara 95051 
Tel: (408) 970·1700 

CALIFORNIA 

2700 San Tomas Express"!ay 
Santa Clara 95051 
Tel: (408) 988·8086 

DOMESTIC SERVICE OFFICES 
FLORIDA 

~nJ~ ~~te: 6th Way 
Sullel00 
Ft. Lauderdale 33309 

~~~n?;5~~40g7 
FAX: 305·772·8193 

W:~~~~~'Streel North 
Suite 170 

~:~~&~!~~~3~!i 6 
GEORGIA 

Intel Corp. 
3280 POinte Parkway 
Suite 200 
Norcross 30092 
Tel: (404) 449-0541 

ILLINOIS 

~~t~~~lngale Road 
Suite 400 

~;r(M~~~po~gJJl 
INDIANA 

Intel Corp, 
8777 Purdue Road 
Sulle 125 

~~~~g~W~~t~~~~ 
IOWA 

Intel Corp. 
1930 SI. Andrews Drive N.E. 
2nd Floor 
Cedar Rapids 52402 
Tel: (3t9) 393-5510 

KANSAS 

Intel Corp. 
8400W.l10thStreet 
Suite 170 
Overland Park 66210 
Tel: (913)345·2727 

MARYLAND 

, Intel Corp.' 
7321 Parkway Drive South 
SulleC 
Hanover 21078 

~J~~~ b?~662?,59~~ 

MASSACHUSETTS 

tc:~;o':~C;orp. Canter 
3 Carlisle Road 
2nd Floor 
Westford 01886 

rn~~jfb~:3~l-Jl3 

, MICHIGAN 

tntelCorp. 
7071 Orchard Lake Road 
Suite 100 
West Bloomfield 48033 
Tel: (313) 851·8096 

MINNESOTA 

MISSOURI 

NEW JERSEY 

~!~!t~~~8za III 
Raritan Center 
Edison 08817 
Tel: (201)225-3000 

InlelCorp. 
385 Sylvan Avenue 

~~~~r~96~~~~2X632 
Intel Corp.' 
Parkway 109 Office Center 
328 Newman Springs Road 
Red Bank 07701 
Tel: (201) 747·2233 

~knJ~£~~8te Center 
75 Livingston Avenue 
First Floor 
Roseland 07068 

~~IX~~~V.~ !g:g~~~ 
NEW MEXICO 

NEW YORK 

NORTH CAROLINA 

Intel Corp. 
5700 Executive Drive 
Suile213 
Charlotte 28212 
Tel,: (704) 568-8966 

Intel Corp, 
2306 W. Meadowview Road 
Suite 206 
Greensboro 27407 
Tel: (919) 294·1541 

Intel Corp. 

~~?t~ ~6illff Road 

~:II:eI8~9rl8~~8022 
OHIO 

Intel Corp" 
3401 Park Center Drive 
Sulle220 

~~J;i~~5i~l552~ 
Or. 

OKLAHOMA 

k~g~ c~rG;'oadway 
Suite 115 

~~I~a(~~~a8~k~8~~~62 
OREGON 

\nJ~~~~~, Greenbrier Parkway 

~nig~ ~~~'Elam Young Parkway 
Hillsboro 97123 
Tel: (503)681.8080 

PENNSYLVANIA 

PUERTO RICO 

Intel Microprocessor Corp. 
South Industrial Park 
P.O. Box 910 
Las Piedras 00671 
Tel: (809) 733-8616 

TEXAS 

Intel Corp. 
313 E. Anderson Lane 
Sulle314 
Austin 78752 
Tet:(512)454·3628 

CUSTOMER TRAINING CENTERS 
ILLINOIS 

~~a~~~~in~g\e73#300 
Tel: (312) 3fo.5700 

MASSACHUSETTS 

3 Carlisle Road 
Westford 01886 
Tel: (617) 692·1000 

MARYLAND 

7833 Walker Dr., 4th Floor 
Greenbelt 20770 
Tel: (301)220-3380 

SYSTEMS ENGINEERING OFFICES 
ILLINOIS NEW YORK 

~~~!'u~~~lnRg\e7a*300 
Tel: (312) 3fo.8031 

300 Motor Parkway 

~:I~~fla~g:3~ ~J~go 

TEXAS (Cont'd.) 

~~~~ ~~re:'Freeway 
Suite 1490 
Houston 77074 

~iJ~~~'~2~89~ 
UTAH 

Intel Corp. 
428 East 6400 South 
Suite 104 

~~[(&~~J£7.8051 
VtRGINIA 

WASHINGTON 

~~;ll~~~~'Avenue N.E. 
Suite 386 
Bellevue 980D4 

~~~~b~l3~30~~ 

WISCONSIN 

e:( 
FAX: (414)796·2115 

CANADA 
BRITISH COLUMBIA 

Intel Semiconductor of Canada, Ltd. 

~~~a~~nJ3~ ~~l' Sulle 202 
Tel: (604) 298·0387 
FAX: (604)298·8234 

ONTARIO 

Intel Semiconductor of Canada, Ltd. 
2850 Queensvlew Drive 
Suite 250 
Ottawa K2B 8H6 

~~~~1~1~i59714 
torofCanada, Ltd. 

, 4 
FAX: (416) 675·2438 

QUEBEC 

Intel Semiconductor of Canada, Ltd. 
620 st. John Boulevard 
POinte Claire H9R 3K2 

rnJ~J1~~i9~~91?~ 
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Request For Reader's Comments 

Intel attempts to provide publications that meet the needs of all Intel product users. This form 
lets you participate directly in the publication process. Your comments will help us correct 
and improve our publications. Please take a few minutes to respond. 

1. Please describe any errors you found in this publication (include page number). 

2. Does this publication cover the information you expected or required? Please make 
suggestions for improvement. 

3. Is this the right type of publication for your needs? Is it at the right level? What other types 
of publications are needed? 

4. Did you have any difficulty understanding descriptions or wording? Where? 

5. Please rate this publication on a scale of 1 to 5 (5 being the best rating). _____ _ 

NAME ________________________________ __ DATE ____________ _ 

TITLE ____________________________________________________ __ 

COMPANY NAME/DEPARTMENT ____________ -'-___ _ 

ADDRESS ________________________________________________ _ 

CITY ____________ _ STATE ____________ _ ZIP CODE __________ _ 
(COUNTRY) 

eG·8/88 



WE'D LIKE YOUR COMMENTS ... 
This document is one of a series describing Intel products. Your comments on the back of 
this form will help us produce better manuals. Each reply will be carefully reviewed by the 
responsible person. All comments and suggestions become the property of Intel Corporation. 
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Intel Corporation 
SMD Technical Mktg. SC4-40 
P.O. Box 58122 
Santa Clara, CA 95052-8122 
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