


























































































































































































































































Section 5 - Instruction Set 

BRN Branch Never BRN 
Operation: PC f- (PC) + $0002 

Description: Never branches. In effect, this instruction can be con­
sidered a two-byte no operation (NOP) requiring three 
cycles for execution. Its inclusion in the instruction set 
is to provide a complement for the BRA instruction. 
The BRN instruction is useful during program debug­
ging to negate the effect of another branch instruction 
without disturbing the offset byte. 

Condition Codes and Boolean Formulae: 

v H N Z C 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

BRN reI REl 21 I rr 3 

The following is a summary of all branch instructions. 

Branch Complementary Branch Type 

Test Boolean Mlemri: Q:xxx:2 Test Mlemri: Q:xxx:2 

r>m Z I (N(!lV)=O BGT 92 rSm BlE 93 Signed 

P-m (N(!lV)=O BGE 90 r<m BlT 91 Signed 

r=m Z=1 BEQ 27 r;tm BNE 26 Signed 

rSm Z I (N(!lV)=1 BlE 93 r>m BGT 92 Signed 

r<m (N(!lV)=1 BlT 91 �r�~�m� BGE 90 Signed 

r>m CIZ=O BHI 22 rSm BlS 23 Unsigned 

P-m C=O BHS/BCC 24 r<m BlO/BCS 25 Unsigned 

r=m Z=1 BEQ 27 r;o!m BNE 26 Unsigned 

rSm C I Z=1 BlS 23 r>m BHI 22 Unsigned 

r<m C=1 BLO/BCS 25 �r�~�m� BHS/BCC 24 Unsigned 

Carry C=1 BCS 25 No Carry BCC 24 Simple 

r=O Z=1 BEQ 27 r;o!O BNE 26 Simple 

NegcWe N=1 BMI 2B Plus BPl 2A Simple 

I Mask 1=1 BMS 20 I Mask=O BMC 2C Simple 

H-Bit H=1 BHCS 29 H=O BHCC 28 Simple 

fRQHigl - BIH 2F - Bil 2E Simple 

Always - BRA 20 Never BRN 21 Uncond. 
r=reglster: A, X, or H:X (after CPHX instruction) m=memoryoperand 
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Section 5 - Instruction Set 

BRSET n Branch ifBitnin Memory Set BRSET n 
Operation: PC f- (PC) + $0003 + reZ if bit n ofM = 1 

Description: Tests bit n (n = 7, 6, 5, ... 0) of location M and branches 
if the bit is set. M can be any RAM or 110 register 
address in the $0000 to $OOFF area of memory (i.e., 
direct addressing mode is used to specify the address 
of the operand). 

The C bit is set to the state of the tested bit. When 
used with an appropriate rotate instruction, BRSET n 
provides an easy method for performing serial to 
parallel conversions. 

Condition Codes and Boolean Formulae: 

v H I N z c 
I - I I 1 I - I - I 
c: Set if Mn = 1; cleared otherwise. 

~ Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

BRSET O,opr,re/ DIRbO 00 dd rr 5 

BRSET 1,opr,re/ DIRb1 02 dd rr 5 

BRSET 2,opr,re/ DIRb2 04 dd rr 5 

BRSET 3,opr,re/ DIRb3 06 dd rr 5 

BRSET 4,opr,re/ DIRb4 08 dd rr 5 

BRSET 5,opr,re/ DIRb5 OA dd rr 5 

BRSET 6,opr,re/ DIRb6 Oc dd rr 5 

BRSET 7,opr,re/ DIRb7 OE dd rr 5 
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Section 5 - Instruction Set 

BSET n Set Bit n in Memory BSET n 
Operation: Mnf-l 

Description: Set bit n (n = 7, 6, 5, ... 0) in location M. All other bits 
in M are unaffected. M can be any RAM or 1/0 register 
address in the $0000 to $OOFF area of memory (i.e., 
direct addressing mode is used to specify the address 
of the operand). 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1 11 1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

BSET O,opr DIRbO 10 dd 4 

BSET 1,opr DIR b1 12 dd 4 

BSET 2,opr DIRb2 14 dd 4 

BSET 3,opr DIRb3 16 dd 4 

BSET 4,opr DIRb4 18 dd 4 

BSET S,opr DIR bS 1A dd 4 

BSET 6,opr DIRb6 1C dd 4 

BSET 7,opr DIR b7 1E dd 4 
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Section 5 - Instruction Set 

BSR 
Operation: 

Branch to Subroutine BSR 
PC f- (PC) + $0002 Advance PC to return 

address 
.t(PCL); SP f- (SP) - $0001 Push low half of return 

address' 
.t(PCH); SP f- (SP) - $0001 Push high half of return 

address 
PC f- (PC) + reI Load PC with start 

address of requested 
subroutine 

Description: The program counter is incremented by 2 from the 
opcode address (i.e., points to the opcode of the next 
instruction which will be the return address). The least 
significant byte of the contents of the program counter 
(low-order return address) is pushed onto the stack. The 
stack pointer is then decremented (by 1). The most 
significant byte of the contents of the program counter 
(high-order return address) is pushed onto the stack. 
The stack pointer is then decremented (by 1). A branch 
then occurs to the location specified by the branch off­
set. (See BRA instruction for further details of the exe­
cution of the branch.) 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11/1/-1-/-1-1-
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

BSR rei REL AD I rr 4 
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Section 5 - Instruction Set 

CBEQ Compare and Branch if Equal CBEQ 
Operation: (A) - (M); PC ~ (PC) + $0003 + rel if result is $00 

or: for IX+ mode: (A) - (M); PC ~ (PC) + $0002 + rel 
if result is $00 
or: for SP! mode: (A) - (M); PC ~ (PC) + $0004 + rel 
if result is $00 
or: for CBEQX mode: (X) - (M); PC ~ (PC) + $0003 
+ rel if result is $00 

Description: CBEQ compares the operand with the accumulator (or 
index register for CBEQX instruction) and causes a 
branch if the result is zero. The CBEQ instruction com­
bines CMP and BEQ for faster table lookup routines. 

CBEQ_IX+ compares the operand addressed by H:X to 
A and causes a branch if the result is zero. H:X is then 
incremented regardless of whether a branch is taken. 
CBEQ_IXl+ operates the same way except that an 8-bit 
offset is added to the effective address of the operand. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1 1 1 1 - 1 - 1 - 1 - 1-

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CBEQ opr. reI DIR 31 dd rr 5 

CBEQA #opr. reI IMM 41 ii rr 4 

CBEQX #opr. reI IMM 51 ii rr 4 

CBEQ X+. reI IX+ 71 rr 4 

CBEQ cpr,X+. reI IX1+ 61 If rr 5 

CBEQ cpr, Sp, reI SP1 9E61 If rr 6 
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Section 5 - Instruction Set 

CLC Clear Carry Bit CLC 
Operation: C bit f- 0 

Description: Clears the C bit in the CCR. CLC may be used to set up 
the C bit prior to a shift or rotate instruction that 
involves the C bit. 

Condition Codes and Boolean Formulae: 

v 

C: 0 
Cleared. 

H N z C 

I 0 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

CLC INH 98 I 1 
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Section 5 - Instruction Set 

Cli Clear Interrupt Mask Bit Cli 
Operation: I bit +- 0 

Description: Clears the interrupt mask bit in the CCR. When the I bit 
is clear, interrupts are enabled. There is one bus cycle 
delay in the clearing mechanism for the I bit such that if 
interrupts were previously disabled, then the next 
instruction after a CLI will always be executed even if 
there was an interrupt pending prior to execution of the 
CLI instruction. 

Condition Codes and Boolean Formulae: 

v H N z C 

o I 
I: 0 

Cleared. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOa 
Forms Mode Opcode I Operand(s) Cycles 

CLi INH 9A I 2 
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Section 5 -Instruction Set 

CLR 
Operation: A~$oo 

or: M ~ $00 
or: X~ $00 
or: H ~ $00 

Clear CLR 

Description: The contents of A, M, X, or H are replaced with zeros. 

Condition Codes and Boolean Formulae: 

V H N Z C 

I 0 I 1 I 1 0 I 1 

V: 0 
Cleared. 

N: 0 
Cleared. 

Z: 1 
Set. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CLRA INH (A) 4F 1 
CLRX INH (X) SF 1 
CLRH INH (H) BC 1 

CLR opr DIR 3F dd 3 
CLR ,X IX 7F 2 
CLR opr,X IX1 6F If 3 
CLR opr,SP SP1 9E6F If 4 
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Section 5 - Instruction Set 

CMP Compare Accumulator with Memory CMP 
Operation: (A) - (M) 

Description: Compares the contents of A to the contents of M and 
sets the condition codes, which may then be used for 
arithmetic and logical conditional branching. The 
contents of both A and M are unchanged. 

Condition Codes and Boolean Formulae: 

v H N z C 

! ! 

V: A7&M7&R71 A7&M7&R7 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. Literally read, an overflow 
condition occurs if a negative number is subtracted from 
a positive number with a negative result, or, if a positive 
number is subtracted from a negative number with a 
positive result. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7 &R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

c: A7&M71 M7&R71 R7&A7 
Set if the unsigned value of the contents of memory is larger 
than the unsigned value of the accumulator; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CMP #opr IMM A1 ii 2 

CMP opr DIR B1 dd 3 

CMP opr EXT C1 hh II 4 

CMP .X IX F1 2 

CMP opr,X IX1 E1 ff 3 

CMP opr,X IX2 D1 ee ff 4 

CMP opr,SP SP1 9EE1 ff 4 

CMP opr,SP SP2 9ED1 ee ff 5 
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Section 5 - Instruction Set 

COM Complement (One's Complement) 

Operation: A f- A = $FF - (A) 
or: X f- X = $FF - (X) 
or:M f- M = $FF - (M) 

COM 

Description: Replaces the contents of A, X, or M with the one's 
complement. (Each bit of A, X, or M is replaced with 
the complement of that bit.) 

Condition Codes and Boolean Formulae: 

v H N z C 
! I 1 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

C: 1 
Set. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

COMA INH (A) 43 1 
COMX INH (X) 53 1 

COM opr DIR 33 dd 4 
COM ,X IX 73 3 
COM opr,X IX1 63 If 4 
COM opr,SP SP1 9E63 If 5 
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Section 5 - Instruction Set 

CPHX Compare Index Register with Memory CPHX 
Operation: (H:X) - (M:M + $0001) 

Description: CPHX compares index register (H:X) with the 16-bit 
value in memory and sets the condition code register 
accordingly. 

Condition Codes and Boolean Formulae: 

v H I N z c 
l I 1 I 1 I - I - I l 

V: H7&M15&R15 I H7&M15&R15 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. 

N: R15 
Set if MSB of result is one; cleared otherwise. 

Z: R15&R14&R13&R12&Rl1&RlO&R9&R8 
&R7&R6&R5&M&R3&R2&Rl&RO 
Set if the result is $0000; cleared otherwise. 

c: H7&M15 I M15&R15 I R15&H7 
Set if the absolute value of the contents of memory is larger 
than the absolute value of the index register; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr ' Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CPHX #opr IMM 65 ii ii+1 3 

CPHX opr DIR 75 dd 4 
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Section 5 - Instruction Set 

CPX Compare X (Index Register Low) with Memory CPX 
Operation: (X) - (M) 

Description: Compares the contents of X to the contents of M and 
sets the condition codes, which may then be used for 
arithmetic and logical conditional branching. The 
contents of both X and M are unchanged. 

Condition Codes and Boolean Formulae: 

v H I N z C 

I - I - I ! ! 

V: X7&M7&R71 X7&M7&R7 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. 

N: R7 
Set if MSB of result of the subtraction is one; cleared 
otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

c: X7&M7 I M7&R7 I R7&X7 
Set if the unsigned value of the contents of memory is 
larger than the unsigned value in the index register; 
cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOB 
Forms Mode Opcode Operand(s) Cycles 

CPX #opr IMM A3 ii 2 

CPX opr OIR 83 dd 3 

CPX opr EXT C3 hh II 4 

CPX .X IX F3 2 

CPX opr,X IX1 E3 ff 3 

CPX opr,X IX2 03 ee ff 4 

CPX opr,SP SP1 9EE3 ff 4 

CPX opr,SP SP2 9E03 ee ff 5 
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Section 5 - Instruction Set 

DAA Decimal Adjust Accumulator DAA 
Operation: (A) 10 

Description: Adjusts the contents of the accumulator and the state 
of the CCR carry bit after binary-coded decimal opera­
tions, so that there is a correct BCD sum and an accurate 
carry indication. The state of the CCR half carry bit 
affects operation. (Refer to the DAA Function 
Summary table on the following page for details of 
operation.) 

Condition Codes and Boolean Formulae: 

v H N z c 

V: U 
Undefined. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

c: (Refer to the DAA Function Summary table on following 
page.) 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

OAA INH 721 2 
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Section 5 - Instruction Set 

The DAA Function Summary table below shows DAA operation for 
all legal combinations of input operands. Columns 1-4 represent the 
results of ADC or ADD operations on BCD operands. The correction 
factor in column 5 is added to the accumulator to restore the result of an 
operation on two BCD operands to a valid BCD value and to set or clear 
the C bit. All values are in hexadecimal. 

DAA Function Summary 

1 2 3 4 5 6 

Initial Value of Initial Value of Correction Corrected 
C-Bit Value A[7:4] H-Bit Value A[3:0] Factor C-Bit Value 

0 0-9 0 0-9 00 0 

0 0-8 0 A-F 06 0 

0 0-9 1 0-3 06 0 

0 A-F 0 0-9 60 1 

0 9-F 0 A-F 66 1 

0 A-F 1 0-3 66 1 

1 0-2 0 0-9 60 1 

1 0-2 0 A-F 66 1 

1 0-3 1 0-3 66 1 
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Section 5 - Instruction Set 

DBNZ Decrement and Branch if Not Zero DBNZ 
Operation: A f- (A) - $0001 or: M f- (M) - $01 

or: X f- (X) - $0001; 
PC f- (PC) + $0003 + reZ if (result) :I; 0 for DBNZ 
direct,IX1 
PC f- (PC) + $0002 + reZ if (result) :I; 0 for DBNZA, 
DBNZX, or IX 
PC f- (PC) + $0004 + reZ if (result):I; 0 for DBNZ SP1 

Description: Subtract one from the contents of A, X, or M; then 
branch using the relative offset if the result of the 
subtract is not zero. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1 11 1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

D8NZ opr. reI DIR 38 dd rr 5 

D8NZA reI INH 48 rr 3 

D8NZX reI INH 58 rr 3 

D8NZ X, reI IX 7B rr 4 

D8NZ opr. X, reI IX1 68 ff rr 5 

DBNZ apr, Sp, reI SP1 9E6B ff rr 6 
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Section 5 - Instruction Set 

DEC Decrement DEC 
Operation: A f- (A) - $01 

or: X f- (X) - $01 
or: M f- (M) - $01 

Description: Subtract one from the contents of A, X, or M. The V, N, 
and Z bits in the CCR are set or cleared according to the 
results of this operation. The C bit in the CCR is not 
affected; therefore, the BLS, BLO, BHS, and BHI 
branch instructions are not useful following a DEC 
instruction. 

Condition Codes and Boolean Formulae: 

v 
t 

V: 

N: 

Z: 

H I N z C 

I - I - I t 

R7 &A7 
Set if there was a two's complement overflow as a result of 
the operation; cleared otherwise. Two's complement over­
flow occurs if and only if (A), (IX), or (M) was $80 before 
the operation. 

R7 
Set if MSB of result is one; cleared otherwise. 

R7 &R6&R5&R4&R3&R2&RI &RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operarid(s) Cycles 

DECA INH (A) 4A 1 

DECX INH (X) 5A 1 

DEC opr DIR 3A dd 4 

DEC ,X IX 7A 3 

DEC opr,X IXl 6A If 4 

DEC opr,SP SPl 9E6A If 5 

(DEX is recognized by assemblers as being equivalent to DECX.) 

5-52 CPU08 REFERENCE MANUAL Rev. 1 MOTOROLA 



Section 5 - Instruction Set 

DIV Divide DIV 
Operation: A f- (H:A) + (X) H f- Remainder 

Description: Divides a 16-bit unsigned dividend contained in the 
concatenated registers H and A by an 8-bit divisor 
contained in X. The quotient is placed in A, and the 
remainder is placed in H. The divisor is left unchanged. 

An overflow (quotient> $FF) or divide-by-zero sets the C 
bit and the quotient and remainder are indeterminate. 

Condition Codes and Boolean Formulae: 

v H I N z c 
I - I 1 I - I - I 
Z: R7 &R6&R5&R4&R3&R2&Rl &RO 

Set if result (quotient) is $00; cleared otherwise. 

C: Set if a divide by zero was attempted or if an overflow 
occurred; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

DIV INH 521 7 
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Section 5 - Instruction Set 

EOR Exclusive-OR Memory with Accumulator EOR 
Operation: A~(AeM) 

Description: Performs the logical exclusive-OR between the contents 
of A and the contents of M, and places the result in A. 
(Each bit of A after the operation will be the logical 
exclusive-OR of the corresponding bits of Mand A 
before the operation.) 

Condition Codes and Boolean Formulae: 

v H N z C 

! ! 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

EOR #opr IMM A8 ii 2 

EOR opr OIR B8 dd 3 

EOR opr EXT C8 hh II 4 

EOR ,X IX F8 2 

EOR opr,X IX1 . E8 ff 3 

EOR opr,X 1X2 08 ee ff 4 

EOR opr,SP SP1 9EE8 ff 4 

EOR opr,SP SP2 9E08 ee ff 5 
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Section 5 - Instruction Set 

INC Increment INC 
Operation: A ~ (A) + $01 

or: X ~ (X) + $01 
or: M ~ (M) + $01 

Description: Add one to the contents of A, X, or M. The V, N, and 
Z bits in the CCR are set or cleared according to the 
results of this operation. The C bit in the CCR is not 
affected; therefore, the BLS, BLO, BHS, and BHI 
branch instructions are not useful following an INC 
instruction. 

Condition Codes and Boolean Formulae: 

v H I N z C 

I - I - I t 

V: A7&R7 
Set if there was a two's complement overflow as a result of 
the operation; cleared otherwise. Two's complement over-
flow occurs if and only if (A), (X), or (M) was $7F before !,;lS 
the operation. ~ 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&R1 &RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

INCA INH (A) 4C 1 

INCX INH (X) 5C 1 

INC opr DIR 3C dd 4 

INC ,X IX 7C 3 

INC opr,X IX1 6C ff 4 

INC opr,SP SP1 9E6C ff 5 

(INX IS recognized by assemblers as being eqUIValent to INCX.) 
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Section 5 - Instruction Set 

JMP Jump JMP 
Operation: PC ~ Effective Address 

Description: Ajump occurs to the instruction stored at the effective 
address. The effective address is obtained according to 
the rules for extended, direct, or indexed addressing. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

I -- I -- I -- I -- I -- I 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

JMP opr DIR BC dd 2 
JMP opr EXT CC hh II 3 

JMP ,X IX FC 2 
JMP opr,X IX1 EC If 3 

JMP opr,X IX2 DC ee If 4 
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JSR 
Operation: 

Section 5 - Instruction Set 

Jump to Subroutine JSR 
PC f- (PC) + n n = 1, 2, or 3 depending 

on address mode 
J.(PCL); SP f- (SP) - $0001 Push low half of return 

address 
J.(PCH); SP f- (SP) - $0001 Push high half of return 

address 
PC f- Effective Address Load PC with start 

address of requested 
subroutine 

Description: The program counter is incremented by n so that it 
points to the opcode of the next instruction that follows 
the JSR instruction (n = 1, 2, or 3 depending on the 
addressing mode). The PC is then pushed onto the 
stack, eight bits at a time, least significant byte first. 
The stack pointer points to the next empty location on 
the stack. Ajump occurs to the instruction stored at the 
effective address. The effective address is obtained Irl 
according to the rules for extended, direct, or indexed ~ 
addressing. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

I -- I -- I -- I -- I -- I 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode . Opcode Operand(s) Cycles 

JSR opr DIR SD dd 4 

JSR opr EXT CD hh II 5 

JSR ,X IX FD 4 

JSR opr,X IX1 ED If 5 

JSR opr,X IX2 DD ee If 6 
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Section 5 - Instruction Set 

LOA Load Accumulator from Memory LOA 
Operation: A+- (M) 

Description: Loads the contents of the specified memory location into 
A. The condition codes are set or cleared according to 
the loaded data. 

Condition Codes and Boolean Formulae: 

v H N z C 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

LOA Hopr IMM A6 ii 2 
LOA opr OIR B6 dd 3 

LOA opr EXT C6 hh II 4 

LOA ,X IX F6 2 
LOA opr,X IX1 E6 ff 3 

LOA opr,X 1X2 06 aa ff 4 

LOA opr,SP SP1 9EE6 ff 4 

LOA opr,SP SP2 9E06 aa ff 5 
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Section 5 - Instruction Set 

LDHX Load Index Register from Memory LDHX 
Operation: H:X f- (M:M + $00(1) 

Description: Loads the contents of the specified memory location 
into the index register (H:X). The condition codes are 
set according to the data. 

Condition Codes and Boolean Formulae: 

v H N z c 
t 

V: 0 
Cleared. 

N: R15 
Set if MSB of result is one; cleared otherwise. 

Z: R15&R14&R13&R12&Rll&RlO&R9&R8 
&~&R6&R5&R4&R3&R2&Rl&M 

Set if the result is $0000; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: ~ 

Source Addr Machine Code HCOS 
Forms Mode Opcode Operand(s) Cycles 

LDHX #opr IMM 45 ii il 3 

LDHX opr DIR 55 dd 4 
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Section 5 --Instruction Set 

LDX Load X (Index Register Low) from Memory LD X 
Operation: X f- (M) 

Description: Loads the contents of the specified memory location into 
X. The N and Z condition codes are set or cleared 
according to the loaded data; V is cleared. 

Condition Codes and Boolean Formulae: 

v H N z C 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOS 
Forms Mode Opcode Operand(s) Cycles 

LOX lopr IMM AE ii 2 
LOX opr OIR BE dd . 3 

LOX apr EXT CE hh " 4 

LOX ,X IX FE 2 
LOX opr,X IXl EE If 3 

LOX opr,X 1X2 DE ee If 4 

LOX opr,SP SPl 9EEE If 4 

LOX opr,SP SP2 9EOE ea ff 5 
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LSL 

Section 5 - Instruction Set 

Logical Shift Left 
(Same as ASL) 

f- f- f- f- f- f- f- f-

LSL 

Operation: @] f-I b71 - I -I -I -I -I -I bO If- 0 

Description: Shifts all bits of the A, X, or M one place to the left. Bit 
o is loaded with a zero. The C bit in the CCR is loaded 
from the most significant bit of A, X, or M. 

Condition Codes and Boolean Formulae: 

v H I N z c 
1 I 1 I 1 I - I - I 1 

V: R7$b7 
Set if the exclusive-OR of the resulting Nand C flags is 
one; cleared otherwise. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7 &R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

C: b7 
Set if, before the shift, the MSB of A, X, or M was set; 
cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: . 

Source Acldr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

LSLA INH (A) 48 1 

LSLX INH (X) 58 1 

LSL opr DIR 38 dd 4 

LSL ,X IX 78 3 

LSL opr,X IXl 68 If 4 

LSL opr,SP SP1 9E68 If 5 
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Section 5 - Instruction Set 

LSR Logical Shift Right LSR 
~~~~~~~~ 

Operation: @] ~ I b71 - I - I - I - I - I - I bO I ~ C 

Description: Shifts all bits of A, X, or M one place to the right. Bit 7 
is loaded with a zero. Bit 0 is shifted into the C bit. 

Condition Codes and Boolean Formulae: 

v H I N Z c 
I - I - I 0 I ! 

V: O$bO=bO 
Set if the exclusive-OR of the resulting Nand C flags is one; 
cleared otherwise. 

N: 0 
Cleared. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

C: bO 
Set if, before the shift, the LSB of A, X, or M, was set; 
cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

LSRA INH (A) 44 1 

LSRX INH (X) 54 1 

LSR opr DIR 34 dd 4 

LSR ,X IX 74 3 

LSR opr,X IX1 64 ff 4 

LSR opr,SP SP1 9E64 ff 5 
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Section 5 - Instruction Set 

MOV Move MOV 
Operation: (M)destination +- (M)source 

Description: Moves a byte of data from a source address to a 
destination address. Data is examined as it is moved, 
and condition codes are set. Source data is not changed. 
The accumulator is not affected. 

There are four addressing modes for the MOV instruction: 

1) IMMDIR moves an immediate byte to a direct 
memory location. 

2) DD moves a direct location byte to another 
direct location. 

3) IX+D moves a byte from a location addressed 
by H:X to a direct location. H:X is incre­
mented after the move. 

4) DIX+ moves a byte from a direct location to 
one addressed by H:X. H:X is incremented 
after the move. 

Condition Codes and Boolean Formulae: 

v H N z c 
I 0 I 1 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is set; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

MOV #opr, opr IMD 6E ii dd 4 

MOV opr, opr DD 4E dd dd 5 

MOV X+, opr IX+D 7E dd 4 

MOV opr,X+ DIX+ 5E dd 4 
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Section 5 - Instruction Set 

MUL Unsigned Multiply MUL 
Operation: X:A t- (X) x (A) 

Description: Multiplies the 8-bit value in X (index register low) by 
the 8-bit value in the accumulator to obtain a 16-bit 
unsigned result in the concatenated index register and 
accumulator. After the operation, X contains the upper 8 
bits of the 16-bit result and A contains the lower 8 bits of 
the result. 

Condition Codes and Boolean Formulae: 

v 
I - I 1 I 1 

H: 0 
Cleared. 

C: 0 
Cleared. 

H 

o I 
N z c 

I 0 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

MUL INH 42 I 5 
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NEG 
Operation: 

Section 5 - Instruction Set 

Negate (Two's Complement) 

A +- -(A) = $00 - (A) 
or: X +- -(X) = $00 - (X) 
or: M +- -(M) = $00 - (M) 

NEG 

Description: Replaces the contents of A, X, or M with its two's 
complement. Note that the value $80 is left unchanged. 

Condition Codes and Boolean Formulae: 

v H I N z c 
I 1 I 1 I 1 I - I - I 1 

V: M7&R7 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. Overflow will occur only if 
the operand is $80 before the operation. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&R1 &RO 
Set if result is $00; cleared otherwise. 

c: R71R61RSIR41R31R21RIIRO 
Set if there is a borrow in the implied subtraction from zero; 
cleared otherwise. The C bit will be set in all cases except 
when the contents of A, X, or M was $00 prior to the NEG 
operation. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Adclr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

NEGA INH (A) 40 1 

NEGX INH(X) 50 1 

NEG opr DIR 30 dd 4 

NEG ,X IX 70 3 

NEG opr,X IX1 60 ff 4 

NEG opr,SP SP1 9E60 ff 5 
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Section 5 - Instruction Set 

NOP No Operation NOP 
Operation: None 

Description: This is a single byte instruction that does nothing except 
to consume one CPU clock cycle while the program 
counter is advanced to the next instruction. No register 
or memory contents are affected by this instruction. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1 - 1 1 1 1 1 - .1 _. 1 - I - I -

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

NOP INH 90 I 1 
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Section 5 - Instruction Set 

NSA Nibble Swap Accumulator NSA 
Operation: A f- (A[3:0]:A[7:4]) 

Description: Swaps upper and lower nibbles (4 bits) of the 
accumulator. The NSA instruction is used for more 
efficient storage and use of binary-coded decimal 
operands. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

I -- I -- I -- I -- I -- I 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOS 
Forms Mode Opcode I Operand(s) Cycles 

NSA INH 621 3 
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Section 5 -Instruction Set 

ORA Inclusive-OR Accumulator and Memory ORA 
Operation: A f- (A) I (M) 

Description: Performs the logical inclusive-OR between the contents 
of A and the contents of M and places the result in A. 
Each bit of A after the operation will be the logical 
inclusive-OR of the corresponding bits of M and A 
before the operation. 

Condition Codes and Boolean Formulae: 

v H N z C 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

ORA #opr IMM AA ii 2 

ORA opr OIR BA dd 3 

ORA opr EXT CA hh 
" 

4 

ORA ,X IX FA 2 

ORA opr,X IX1 EA ff 3 

ORA opr,X 1X2 OA ea ff 4 

ORA opr,SP SP1 9EEA ff 4 

ORA opr,SP SP2 9EOA ae ff 5 
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Section 5 - Instruction Set 

PSHA Push Accumulator onto Stack PSHA 
Operation: J, (A), SP ~ (SP) - $0001 

Description: The contents of A are pushed onto the stack at the 
address contained in the stack pointer. The stack pointer 
is then decremented to point to the next available loca­
tion in the stack. The contents of A remain unchanged. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1 11 1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Adclr Machine Code HC08 
Forms Mode Opcode 1 Operand(s) Cycles 

PSHA INH 871 2 
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Section 5 - Instruction Set 

PSHH Push H (Index Register High) onto Stack PSHH 
Operation: J, (H), SP ~ (SP) - $0001 

Description: The contents of H are pushed onto the stack at the 
address contained in the stack pointer. The stack pointer 
is then decremented to point to the next available 
location in the stack. The contents of H remain 
unchanged. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOB 
Forma Mode Opcode I Operand(s) Cycles 

PSHH INH BBI 2 
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Section 5 - Instruction Set 

PSHX Push X (Index Register Low) onto Stack PSHX 
Operation: J. (X), SP +- (SP) - $0001 

Description: The contents of X are pushed onto the stack at the 
address contained in the stack pointer (SP). SP is then 
decremented to point to the next available location in 
the stack. The contents of X remain unchanged. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr MachIne Code HC08 
Forms Mode Opcode 1 Operand(s) Cycles 

PSHX INH 891 2 
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Section 5 -Instruction Set 

PULA Pull Accumulator from Stack 

SP ~ (SP + $0(01); t (A) 

PULA 
Operation: 

Description: The stack pointer (SP) is incremented to address the last 
operand on the stack. The accumulator is then loaded 
with the contents of the address pointed to by SP. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode.1 Operand(s) Cycles 

PULA INH 8s1 2 
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Section 5 - Instruction Set 

PULH Pull H (Index Register High) from Stack PULH 
Operation: SP f-- (SP + $0001); i (H) 

Description: The stack pointer (SP) is incremented to address the last 
operand on the stack. H is then loaded with the contents 
of the address pointed to by SP. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

I - I 1 1 1 1- 1 - 1 -·1 - 1 - 1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr MachIne Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

PULH INH SAl 2 
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Section 5 - Instruction Set 

P U LX Pull X (Index Register Low) from Stack P U LX 
Operation: SP f- (SP + $0001); t (X) 

Description: The stack pointer (SP) is incremented to address the last 
operand on the stack. X is then loaded with the contents 
of the address pointed to by SP. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

PULX INH 881 2 
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Section 5 - Instruction Set 

ROL Rotate Left through Carry ROL 

Operation: @] +-1 b71 - 1 - 1 - 1 - 1 - 1 - 1 bO I +- @] 
Description: Shifts all bits of A, X, or M one place to the left. Bit 0 is 

loaded from the C bit. The C bit is loaded from the most 
significant bit of A, X, or M. The rotate instructions 
include the carry bit to allow extension of the shift and 
rotate instructions to multiple bytes. For example, to 
shift a 24-bit value left one bit, the sequence {ASL 
LOW, ROL MID, ROL HIGH} could be used, where 
LOW, MID, and HIGH refer to the low-order, middle, 
and high-order bytes of the 24-bit value, respectively. 

Condition Codes and Boolean Formulae: 

v H I N z c 
I t I 1 I 1 I - I - I t 

V: R7 Ef1 b7 
Set if the exclusive-OR of the resulting Nand C flags is one; 
cleared otherwise. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

C: b7 
Set if, before the rotate, the MSB of A, X, or M was set; 
cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

ROLA INH(A) 49 1 

ROLX INH (X) 59 1 

ROL opr DIR 39 dd 4 

ROL ,X IX 79 3 

ROL opr,X IX1 69 ff 4 

ROL opr,SP SP1 9E69 ff 5 
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[I] 

Section 5 - Instruction Set 

ROR Rotate Right through Carry ROR 

Description: Shifts all bits of A, X, or M one place to the right. Bit 7 
is loaded from the C bit. Bit 0 is shifted into the C bit. 
The rotate instructions include the carry bit to allow 
extension of the shift and rotate instructions to multiple 
bytes. For example, to shift a 24-bit value right one bit, 
the sequence {LSR HIGH, ROR MID, ROR LOW} 
could be used, where LOW, MID, and HIGH refer to the 
low-order, middle, and high-order bytes of the 24-bit 
value, respectively. 

Condition Codes and Boolean Formulae: 

v 
I ! 

v: 

N: 

Z: 

c: 

H I N z c 
! 

b7E9bO 
Set if the exclusive-OR of the resulting Nand C flags is one; 
cleared otherwise. 

R7 
Set if MSB of result is one; cleared otherwise. 

R7&R6&R5&R4&R3&R2&R1 &RO 
Set if result is $00; cleared otherwise. 

bO 
Set if, before the shift, the LSBof A, X, or M was set; 
cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

RDRA INH (A) 46 1 

RDRX INH (X) 56 1 

RDR opr DIR 36 dd 4 

RDR ,X IX 76 3 

RDR opr,X IXl 66 ff 4 

RDR opr,SP SPl 9E66 ff 5 
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RSP 
Operation: 

Section 5 - Instruction Set 

Reset Stack Pointer 

SP~$FF 

RSP 

Description: Resets the low byte of the stack pointer (SP) to the top 
of the stack page. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

MOTOROLA 

Source Addr Machine Code 
Forms Mode Opcode I Operand(s) 
RSP INH 9C I 

NOTE 

The CPU08 RSP instruction only sets the least 
significant byte of SP to $FF. The most 
significant byte (stack page number) is 
unaffected. The M6805 RSP instruction resets 
SPto $OOFF. 

CPU08 REFERENCE MANUAL Rev.1 
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Section 5 - Instruction Set 

RTI 
Operation: 

Return from Interrupt RTI 
SP f- SP + $0001; i CCR 
SP f- SP+ $0001; i A 
SP f- SP + $000 1; i X 
SP f- SP + $0001; i PCH 
SP f- SP + $0001; i PCL 

Restore CCR from stack 
Restore A from stack 
Restore X from stack 
Restore PCH from stack 
Restore PCL from stack 

Description: The condition codes, the accumulator, X (index register 
low), and the program counter are restored to the state 
previously saved on the stack. The I bit will be reset if 
the corresponding bit stored on the stack is zero (this is 
the normal case). 

Condition Codes and Boolean Formulae: 

v H I N z c 
! 

Set or cleared according to the byte pulled from the stack into 
CCR. 

~ Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

RTI INH 80 I 7 
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Section 5 - Instruction Set 

RTS Return from Subroutine RTS 
Operation: SP f- SP + $0001; i PCH Restore PCH from stack 

SP f- SP + $000 1; i PCL Restore PCL from stack 

Description: The stack pointer is incremented (by 1). The contents 
of the byte of memory that is pointed to by the stack 
pointer are loaded into the high-order byte of the 
program counter. The stack pointer is again incre­
mented (by 1). The contents of the byte of memory that 
are pointed to by the stack pointer are loaded into the 
low-order 8 bits of the program counter. Program 
execution resumes at the address that was just restored 
from the stack. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

RTS INH 81 I 4 
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Section 5 -Instruction Set 

sec Subtract with Carry sec 
Operation: A ~ (A) - (M) ..,.. (C) 

Description: Subtracts the contents of M and the contents of the C bit 
of the CCR from the contents of A and places the result 
inA. 

Condition Codes and Boolean Formulae: 

v H I N z e 
I - I - I t 

V: A7&M7&R7IA7&M7&R7 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. Literally read, an overflow 
condition occurs if a negative number is subtracted from a 
positive number with a negative result, or, if a positive 
number is subtracted from a negative number with a 
positive result. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

c: A7&M71 M7&R71 R7&A7 
Set if the unsigned value of the contents of memory plus the 
previous carry are larger than the unsigned value of the accu­
mulator; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

sse #opr IMM A2 ii 2 
sse opr OIR S2 dd 3 

sse opr EXT e2 hh " 4 

sse ,X IX F2 2 
sse opr,X IX1 E2 If 3 

sse opr,X IX2 02 ee If 4 

sse opr,SP SP1 9EE2 If 4 

sse opr,SP SP2 9E02 ee If 5 
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Section 5 - Instruction Set 

SEC Set Carry Bit SEC 
Operation: C bit ~ 1 

Description: Sets the C bit in the condition code register (CCR). SEC 
may be used to set up the C bit prior to a shift or rotate 
instruction that involves the C bit. 

Condition Codes and Boolean Formulae: 

v H N z C 
1 -I 1 1 I I 1 

c: 1 
Set. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Op~randls>- Cycles 

SEC INH 99 I 1 
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Section 5 - Instruction Set 

SEI 
Operation: 

Description: 

Set Interrupt Mask Bit 

I bit ~ 1 

SEI 

Sets the interrupt mask bit in the condition code 
register (CCR). The microprocessor is inhibited 
from responding to interrupts while the I bit is set. 

Condition Codes and Boolean Formulae: 

v H N z c 
I 1 

I: 1 
Set. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

SEI INH 98 I 2 
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Section 5 - Instruction Set 

STA Store Accumulator in Memory STA 
Operation: M f- (A) 

Description: Stores the contents of A in memory. The contents of A 
remain unchanged. The SPl addressing mode uses the 
high byte value in the stack pointer for the high byte of 
the effective address without a carry from the low byte 
calculation. 

Condition Codes and Boolean Formulae: 

v H N z C 

t t 

V: 0 
Cleared. 

N: A7 
Set if MSB of result is one; cleared otherwise. 

Z: A7&A6&A5&A4&A3&A2&Al&AO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

STA opr DIR B7 dd 3 

STA opr EXT C7 hh II 4 

STA ,X IX F7 2 

STA opr,X IX1 E7 ft 3 

STA opr,X IX2 D7 ee ft 4 
STA opr,SP SP1 9EE7 ft 4 
STA opr,SP SP2 9ED7 ee ft 5 
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Section 5 - Instruction Set 

STHX Store Index Register STHX 
Operation: (M:M + $0001) ~ (H:X) 

Description: Stores H:X to the specified memory location. The 
condition codes are set according to the data. 

Condition Codes and Boolean Formulae: 

v H N z c 

V: 0 
Cleared. 

N: Rl5 
Set if MSB of result is one; cleared otherwise. 

Z: RI5&RI4&R13&RI2&RII&RlO&R9&R8 
&R7&R6&R5&R4&R3&R2&RI&RO 
Set if the result is $0000; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

STHX apr DIR 351 dd 4 . 
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Section 5 - Instruction Set 

STOP Enable iRQ Pin, Stop Oscillator STOP 
Operation: I bit ~ 0; Stop Oscillator 

Description: Reduces power consumption by eliminating all dynamic 
power dissipation. (See module documentation for 
module reactions to STOP instruction.) The external 
interrupt pin is enabled and the I bit in the condition 
code register (CCR) is cleared to enable the external 
interrupt. Finally, the oscillator is inhibited to put the 
MCU into the STOP condition. 

When either the RESET pin or IRQ pin goes low, the 
oscillator is enabled. A delay of 4095 processor clock 
cycles is imposed allowing the oscillator to stabilize. 
The reset vector or interrupt request vector is fetched 
and the associated service routine is executed. 

External interrupts are enabled after a STOP command. 

Condition Codes and Boolean Formulae: 

v H N z C 

o I 
I: 0 

Cleared. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

STOP INH BE I 1 
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Section 5 - Instruction Set 

STX Store X (Index Register Low) in Memory STX 
Operation: M f- (X) 

Description: Stores the contents of X in memory. The contents of X 
remain unchanged. 

Condition Codes and Boolean Formulae: 

v H N z C 

V: 0 
Cleared~ 

N: X7 
Set if MSB of result is one; cleared otherwise. 

Z: X7&X6&X5&X4&X3&X2&Xl&XO 
Set if X is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

STX opr DIR SF dd 3 

STX opr EXT CF hh II 4 

STX ,X IX FF 2 
STX opr,X IX1 EF If 3 

STX opr,X 1X2 DF aa If 4 

STX opr,SP SP1 9EEF If 4 

STX opr,SP SP2 9EDF aa If 5 
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SUB Subtract SUB 
Operation: A ~ (A) - (M) 

Description: Subtracts the contents of M from A and places the result 
inA. 

Condition Codes and Boolean Formulae: 

v H I N z c 
I - I - I t 

V: A7&M7&R7 I A7&M7&R7 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. Literally read, an overflow 
condition occurs if a negative number is subtracted from a 
positive number with a negative result, or, if a positive 
number is subtracted from a negative number with a 
positive result. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

c: A7&M71 M7&R71 R7&A7 
Set if the unsigned value of the contents of memory is larger 
than the unsigned value of the accumulator; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

SUB #opr IMM AO ii 2 
SUB opr DIR BO dd 3 

SUB opr EXT CO hh II 4 

SUB X IX FO 2 
SUB opr,X IXl EO If 3 
SUB opr,X IX2 DO ee If 4 
SUB opr,SP SPl 9EEO If 4 
SUB opr,SP SP2 9EDO ee If 5 
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SWI 
Operation: 

Software Interrupt 

PC f- (PC) + $0001 
J.(pcL); SP f- (SP) - $0001 

J.(PCH); SP f- (SP) - $0001 

J.(X); SP f- (SP) - $0001 

J.(A); SP f- (SP) - $0001 
J.(CCR); SP f- (SP) - $0001 
I bit f- 1 
PCH f- ($FFFC) 
PCL f- ($FFFD) 

SWI 
Move PC to return address 
Push low half of return 
address 
Push high half of return 
address 
Push index register on 
stack 
Push A on stack 
Push CCR on stack 
Mask further interrupts 
Vector fetch 

Description: The program counter (PC) is incremented (by 1). The 
PC, index register, and accumulator are pushed onto the 
stack. The condition code register (CCR) bits are then 
pushed onto the stack, with bits V, H, I, N, Z, and C 
going into bit positions 7 and 4-0. Bit positions 6 and 5 
contain ones. The stack pointer is decremented (by 1) 
after each byte of data is stored on the stack. The 
interrupt mask bit is then set. The program counter is 
then loaded with the address stored in the SWI vector 
(located at memory locations n-0002 and n-0003, 
where n is the address corresponding to a high state on 
all implemented lines of the address bus). The address 
of the SWI vector can be expressed as $FFFC:$FFFD. 
This instruction is not maskable by the I bit. 

Condition Codes and Boolean Formulae: 

v H N z c 
I 1 

I: 1 
Set. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCoa 
Forms Mode Opcode I Operand(s) Cycles 

SWI INH 83 I 9 
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TAP Transfer Accumulator to Condition Code Register TAP 
Operation: CCR~ (A) 

7 6 5 4 3 2 o 

:t: : :!:t:!:t:t: 
A 

CCR 

I I L Carry/Borrow 

_ '------- Zero 

'------- Negative 

L-_______ I Interrupt 
Mask 

'----------- Half Carry 

Overflow 
'--______________ (Two's 

Complement) 

Description: Transfers the contents of A to the condition code register 
(CCR). 

Condition Codes and Boolean Formulae: 

V H I N z c 
I t I 1 I 1 I t I t I t t t 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode J Operand(s) Cycles 

TAP INH 84 I 2 
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TAX Transfer Accumulator to X(lndex Register Low) TAX 
Operation: X f- (A) 

Description: Loads X with the contents of the accumulator (A). The 
contents of A are unchanged. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode.1 Operand(s) Cycles 

TAX INH 97 I 1 
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TPA Transfer Condition Code Register to Accumulator T PA 
Operation: A~(CCR) 

7 6 5 4 3 2 1 0 

: t : ! : ! : ! : t : ! : I : ! : 
A 

CCR 

I 
I L Carry/Borrow 

. Zero 
'------- Negative 

'--_______ Iinterrupt 
Mask 

'----------- Half Carry 

Overflow 
L--______________ (Two's 

Complement) 

Description: Transfers the contents of the condition code register 
(CCR) into the accumulator (A). 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

TPA INH 85 I 1 

MOTOROLA CPU08 REFERENCE MANUAL Rev.1 5-91 



Section 5 - Instruction Set 

TST Test for Negative or Zero 

Operation: (A) - $00 
or: (X) - $00 
or: (M) - $00 

TST 

Description: Sets the Nand Z condition codes according to the 
contents of A, X, or M. The contents of A, X, and M are 
not altered. 

Condition Codes and Boolean Formulae: 

v H N z c 

V: 0 
Cleared. 

N: M7 
Set if MSB of the tested value is one; cleared otherwise. 

Z: M7&M6&M5&M4&M3&M2&Ml&MO 
Set if A, X, or M contains 00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

TSTA INH(A) 40 1 

TSTX INH (X) 50 1 

TST opr OIR 3D dd 3 

TST ,X IX 70 2 

TST opr,X IX1 60 If 3 

TST opr,SP SP1 9E60 ff 4 

5-92 . CPU08 REFERENCE MANUAL Rev. 1 MOTOROLA 



Section 5 - Instruction Set 

TSX Transfer Stack Pointer to Index Register TSX 
Operation: H:X +- (SP) + $0001 

Description: Loads index register (H:X) with 1 plus the contents of 
the stack pointer (SP). The contents of SP remain 
unchanged. After a TSX instruction, H:X points to the 
last value that was stored on the stack. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

TSX INH 95 I 2 
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TXATransfer X (Index Register Low) to AccumulatorTXA 

Operation: A ~ (X) 

Description: Loads the accumulator (A) with the contents of X. The 
contents of X are not altered. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

TXA INH 9F I 1 
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TXS Transfer Index Register to Stack Pointer TXS 
Operation: (SP) f- (H:X) - $0001 

Description: Loads the stack pointer (SP) with the contents of the 
index register (H:X) minus one. The contents of H:X 
are not altered. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

TXS INH 94 I 2 
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WAIT Enable Interrupts; Stop Processor WAIT 
Operation: I bit f- 0; inhibit CPU clocking until interrupted 

Description: Reduces power consumption by eliminating dynamic 
power dissipation in some portions of the MCV. The 
timer, the timer pres caler, and the on-chip peripherals 
continue to operate because they are potential sources of 
an interrupt. Wait causes enabling of interrupts by 
clearing the I bit in the CCR, and stops clocking of 
processor circuits. 

Interrupts from on-chip peripherals may be enabled or 
disabled by local control bits prior to execution of the 
WAIT instruction. 

When either the RESET or IRQ pin goes low, or when 
anyon-chip system requests interrupt service, the 
processor clocks are enabled, and the reset, IRQ, or 
other interrupt service request is processed. 

[I] Condition Codes and Boolean Formulae: 

v H N z c 
I 0 

I: 0 
Cleared. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOS 
Forms Mode Opcode I Operand(s) Cycles 

WAIT INH SF I 1 
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SECTION 6: INSTRUCTION SET EXAMPLES 

The M68HC08 Family instruction set is an extension of the 
M68HC05 Family instruction set. This section contains the 
instructions unique to the M68HC08 Family with accompanying 
code examples. Following is a list of the new instructions. 

• Add Immediate Value (Signed) to Stack Pointer (AIS) 
• Add Immediate Value (Signed) to Index Register (AIX) 
• Branch if Greater Than or Equal To (BGE) 
• Branch if Greater Than (BGT) 
• Branch if Less Than or Equal To (BLE) 
• Branch if Less Than (BLT) 
• Compare and Branch if Equal (CBEQ) 
• Compare Accumulator with Immediate, Branch if Equal 

(CBEQA) 
• Compare Index Register Low with Immediate, Branch if Equal 

(CBEQX) 
• Clear Index Register High (CLRH) 
• Compare Index Register with Immediate Value (CPHX) 
• Decimal Adjust Accumulator (DAA) 
• Decrement and Branch if Not Zero (DBNZ) 
• Divide (DN) ~ 
• Load Index Register with Immediate Value (LDHX) 
• Move (MOV) 
• Nibble Swap Accumulator (NSA) 
• Push Accumulator onto Stack (PSHA) 
• Push Index Register High onto Stack (PSHH) 
• Push Index Register Low onto Stack (PSHX) 
• Pull Accumulator from Stack (PULA) 
• Pull Index Register High from Stack (PULH) 
• Pull Index Register Low from Stack (PULX) 
• Store Index Register (STHX) 
• Transfer Accumulator to Condition Code Register (TAP) 
• Transfer Condition Code Register to Accumulator (TP A) 
• Transfer Stack Pointer to Index Register (TSX) 
• Transfer Index Register to Stack Pointer (TXS) 
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AIS Add Immediate Value (Signed) to Stack Pointer AIS 
Operation: SP ~ (SP) + (16 « M) 

Description: Adds the immediate operand to the stack pointer (SP). 
The immediate value is an 8-bit two's complement 
signed operand. The 8-bit operand is sign-extended to 
16 bits prior to the addition. The AIS instruction can be 
used to create and remove a stack frame buffer that is 
used to store temporary variables. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

AIS lopr IMM A71 ii ii 2 
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AIS Code Example 
* 
* AlS: 
* 1) Creating local variable space on the stack 

* 
* SP --> 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

Local 
Variable 

Space 
Decreasing 

--------------- Address 
I PC (MS byte) 

I PC (LS byte) 

* NOTE: SP must always point to next unused byte, 
* therefore do not use this byte (O,SP) for storage 

* 
* 

Label Operation 

SUB1 AlS 

* 
* 
* 
* 

AlS 

RTS 

* 
* 

Operand 

#-16 

#16 

Comments 

;Create 16 bytes of local space 

;Clean up stack (Note: AlS 
;does not modify CCR) 
; Return 

*********************************************************** 
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* 
* 2) Passing parameters through the stack 

* 
* 
* 

Label 

PARAM1 
PARAM2 

* 
* 

Operation 

RMB 
RMB 

LDA 

Operand Comments 

1 
1 

PARAM1 
PSHA ;Push dividend onto stack 
LDA 
PSHA 
JSR 
PULA 
AIS 

BCS 

* 
ERROR EQU 

* 
* 

6-4 

PARAM2 

DIVIDE 

#1 

ERROR 

* 

;Push divisor onto stack 
;8/8 divide 
;Get result 
;Clean up stack 
; (CCR not modified) 
;Check result 
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********************************** 

* DIVIDE: 8/8 divide 

* 
* SP ---> 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* Entry: 

* 
* Exit: 

* 
* 

A 

X 

H 

I PC (MS byte) 

I PC (LS byte) 

Divisor 
--------------- Decreasing 

Dividend Address 

Dividend and divisor on stack at 
SP,7 and SP,6 respectively 
8-bit result placed on stack at SP,6 
A, H:X preserved 

Label Operation Operand Comments 

DIVIDE 

OK 

* 

PSHH 
PSHX 
PSHA 
LOX 
CLRH 
LOA 
DIV 
STA 
PULA 
PULX 
PULH 
RTS 

6,SP 

7,SP 

6,SP 

;preserve H:X, A 

;Divisor -> x 
;0 -> MS dividend 
;Dividend -> A 

;Save result 
;restore H:X, A 

*********************************************************** 
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AIX Add Immediate Value (Signed) to Index Register AIX 
Operation: H:X ~ (H:X) + (16 « M) 

Description: Adds an immediate operand to the index register (H:X), 
fonned by the concatenation of the H and X registers. 
The immediate operand is an 8-bit two's complement 
signed offset. The 8-bit operand is sign-extended to 16 
bits prior to the addition. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

AND #opr IMM AFI ii 2 
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AIX Code Example 
* AIX: 
* 1) Find the 8-bit checksum for a 512 byte table 

* 

Label Operation Operand Comments 

ORG $7000 
TABLE FDB 512 

ORG $6EOO ;ROM/EPROM address space 
LDHX #511 ;Initialize byte count (0 .. 511) 
CLRA ;Clear result 

ADDLOOP ADD TABLE,X 
AIX #-1 ;Decrement byte counter 

* 
* NOTE: DECX will not carry from X through H. AIX will. 

* 
CPHX #0 ;Done? 

* 
* NOTE: DECX does affect the CCR. AIX does not (CPHX required) . 

* 
BPL ADDLOOP ;Loop if not complete. 

* 
********************************************************** 

* 
* 2) Round a 16-bit signed fractional number 
* Radix point is assumed fixed between bits 7 and 8 

* 
* 
* 
* 

Label 

FRACT 

* 

* 
* NOTE: 

* 
* 
* 
* 

* 

Entry: 16-bit fractional in fract 
Exit: Integer result after round operation in A 

Operation Operand Comments 

ORG $50 ;RAM address space 
RMB 2 

ORG $6EOO ;ROM/EPROM address space 
LDHX FRACT 
AIX #1 
AIX #$7F ; Rcund up if X >= $80 (fraction >= 

AIX operand is a signed 8-bit number. AIX .#$80 would 
therefore be equivalent to AIX #-128 (signed extended 
to 16-bits). Splitting the addition into two positive 
operations is required to perform the round correctly. 

PSHH 
PULA 
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BGE Branch if Greater Than or Equal To 
(Signed Operands) 

BGE 

Operation: PC f- (PC) + $0002 + reI if (N EB V) = 0 
i.e., if (A) ~ (M) (two's complement signed numbers) 

Description: If the BGE instruction is executed immediately after execution 
of a compare or subtract instruction, branch occurs if and only 
if the two's complement number represented by the 
appropriate internal register (A, X, or H:X) was greater than or 
equal to the two's complement number represented by M. 

Condition Codes and Boolean Formulae: None affected. 

v H N Z C 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

BGE opr REl 90 I rr 3 

The following is a summary of all branch instructions. 

Branch Complementary Branch Type 

Test Boolean M1emri:: Q:x:xxE Test M1emri:: Q:x:xxE 
r>m Z I (NEilV)=O BGT 92 rS:m BlE 93 Signed 

r:<!m (NtfN)=O BGE 90 r<m BlT 91 Signed 

r=m Z=1 BEQ 27 r;tm BNE 26 Signed 

rS:m ZI (Na>V)=1 BlE 93 r>m BGT 92 Signed 

r<m (Na>V)=1 BlT 91 r2:m BGE 90 Signed 

r>m CIZ=O BHI 22 rS:m BlS 23 Unsigled 

r:<!m C=O BHS/BCC 24 r<m BlO/BCS 25 Unsigled 

r=m Z=1 BEQ 27 r;tm BNE 26 Unsigled 

rS:m C I Z=1 BlS 23 r>m BHI 22 Unsigled 

r<m C=1 BlO/BCS 25 r:<!m BHS/BCC 24 Unsigled 

Carry C=1 BCS 25 No Carry BCC 24 Simple 

r=O Z=1 BEQ 27 r;tO BNE 26 Simple 

Negative N=1 BMI 2B Plus BPl 2A Simple 

I Mask 1=1 BMS 2D I Mask=O BMC 2C Simple 

H-Bit H=1 BHCS 29 H=O BHCC 28 Simple 

00 High - BIH 2F - Bil 2E Simple 

Always - BRA 20 Never BRN 21 Urcond. 

r=reglster: A, X, or H:X (after CPHX Instruction) m=memory operand 
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BGE Code Example 
* 8 x 8 signed multiply 

* 
* 
* 
* 

Entry: Multiplier and multiplicand in VAR1 and VAR2 
Exit : Signed result in X:A 

Label Operation Operand Comments 

ORG $50 ;RAM address space 
;Sign flag byte 
;Multiplier 
;Multiplicand 

NEG_FLG RMB 1 
VAR1 RMB 1 
VAR2 RMB 1 

* 
* 

* 
POS 

* 
POS2 

EXIT 

* 

ORG 
CLR 
TST 
BGE 
INC 
NEG 

TST 
BGE 
INC 
NEG 

LDA 
LDX 
MUL 
BRCLR 

COMA 
COMX 
ADD 
PSHA 
TXA 

ADC 

TAX 
PULA 
RTS 

MOTOROLA 

$6EOO 
NEG_FLG 
VAR1 
POS 
NEG_FLG 
VAR1 

VAR2 
POS2 
NEG_FLG 
VAR2 

VAR2 

;ROM/EPROM address space 
;Clear negative flag 
;Check VAR1 
;Continue is =>0 
;Else set negative flag 
;Make into positive number 

;Check VAR2 
;Continue is =>0 
;Else toggle negative flag 
;Make into positive number 

;Load VAR1 
VAR1 ;Load VAR2 

;Unsigned VAR1 x VAR2 -> X:A 
O,NEG_FLG,EXIT ;Quit if operands both 

;positive or both neg. 

#1 

#0 

;Else one's complement A and X 

;Add 1 for 2's complement (LS byte) 
;Save LS byte of result 
;Transfer unsigned MS byte of 
;result 
;Add carry result to complete 
;2's complement 
;Return to X 
;Restore LS byte of result 
; Return 
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BGT Branch if Greater Than 
(Signed Operands) 

BGT 

Operation: PC f- (PC) + $0002 + reZ if Z 1 (N ffi V) = 0 
i.e., if (A» (M) (two's complement signed numbers) 

Description: If the BGT instruction is executed immediately after 
execution of CMP, CPX, CPHX, or SUB, branch will occur 
if and only if the two's complement number represented by 
the appropriate internal register (A, X, or H:X) was greater 
than the two's complement number represented by M. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode .1 Operand(s) Cycles 

BGT opr REL 921 rr 3 

The following is a summary of all branch instructions. 

Branch Complementary Branch Type 

Test Boolean M1emri: Q:mce Test M1emri: Q:mce 

r>m Z I (NEIN)=O BGT 92 r~m BLE 93 Signed 

r:1:m (N@V)=O BGE 90 r<m BLT 91 Signed 

r=m Z=1 BEQ 27 r;tm BNE 26 Signed 

r~m Z I (N@V)=1 BLE 93 r>m BGT 92 Signed 

r<m (N@V)=1 BLT 91 r:1:m BGE 90 Signed 

r>m CIZ=O BHI 22 r~m BLS 23 Unsig1ed 

r:1:m C=O BHS/BCC 24 r<m BLO/BCS 25 Unsig1ed 

r=m Z=1 BEQ 27 r;tm BNE 26 Unsigled 

r~m CI Z=1 BLS 23 r>m BHI 22 Unsig1ed 

r<m C=1 BLO/BCS 25 r:1:m BHS/BCC 24 Unsig1ed 

Carry C=1 BCS 25 No Carry BCC 24 Simple 

r=0 Z=1 BEQ 27 r;tO BNE 26 Simple 

Negative N=1 BMI 2B Plus BPL 2A Simple 

I Mask 1=1 BMS 2D I Mask:O BMC 2C Simple 

H-Bit H=1 BHCS 29 H=O BHCC 28 Simple 

lRCiH9'l - BIH 2F - BIL 2E Simple 

Always - BRA 20 Never BRN 21 Urcond. 

r=register: A, X, or H:X (after CPHX Instruction) m=memory operand 
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BGT Code Example 
* BGT: 
* Read an 8-bit A/D register, sign it and test for valid range 

* 
* 
* 
* 
* 

Label 

ERR_FLG 
AD_RES 

* 
* 

OUT 
IN 

* 

Entry: New reading in AD_RES 
Exit : Signed result in A. ERR_FLG set if out of range. 

Operation 

ORG 
RMB 
RMB 

ORG 
BCLR 
LDA 
EOR 
CMP 
BGT 
CMP 

BGT 
BSET 
RTS 

Operand 

$50 
1 
1 

$6EOO 
O,ERR_FLG 
AD_RES 
#$80 
#$73 
OUT 
#$8D 

Comments 

;RAM address space 
lOut of range flag 
;A/D result register 

;ROM/EPROM address space 

;Get latest reading (0 thru 256) 
;Sign it (-128 thru 128) 
;If greater than upper limit, 

branch to error flag set 
;If greater than lower limit 
; ($8D = -$73) 

branch to exit 
;Set error flag 
; Return 
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BLE 

Operation: 

Branch if Less Than or Equal To 
(Signed Operands) 

BLE 

PC f- (PC) + $0002 + rei ifZ I (N ED V) = I 
i.e., if (A) ~ (M) (two's complement signed numbers) 

Description: If the BlE instruction is executed immediately after execution 
of CMP, cpx, CPHX, or SUB, the branch will occur if and 
only if the two's complement number represented by the 
appropriate internal register (A, X, or H:X) was less than or 
equal to the two's complement number represented by M. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode 1 Operand(s) Cycles 

BLE opr AEL 931 rr 3 

The following is a summary of all branch instructions. 

Branch Complementary Branch Type 

Test Boolean Nhmri: Qxxxh Test Nhmri: Qxxxh 

r>m Z I {NEDV)=O BGT 92 rSm BLE 93 Signed 

r<!:m {NEDV)=O BGE 90 r<m BLT 91 Signed 

r=m Z=l BEQ 27 I'*m BNE 26 Signed 

rsm Z I {NEDV)=l BLE 93 r>m BGT 92 Signed 

r<m {NEDV}=l BLT 91 p-m BGE 90 Signed 

r>m CIZ=O BHI 22 rSm BLS 23 lJrsigned 
p-tn C=O BHSlBCC 24 r<m BLO/BCS 25 Unsigled 

r=m Z=1 BEQ 27 I'*m BNE 26 lJrsigled 

rSm CI Z=1 BLS 23 r>m BHI 22 Unsg,ed 

~<m C=1 BLO/BCS 25 r<!:m BHSIBCC 24 Unsigled 
Carry C=l BCS 25 No Carry BCC 24 Simple 

r=O Z=1 BEQ 27 1'*0 BNE 26 Simple 

Negative N=l BMI 2B Plus BPL 2A Simple 
I Mask 1=1 BMS 20 I Mask=O BMC 2C Simple 

H-Bit H=l BHCS 29 H=O BHCC 28 Simple 

TROHigi - BIH 2F - BIL 2E Simple 

Always - BAA 20 Never BAN 21 Urrond. 

r=reglster: A. X. or H:X {after CPHX instruction} m=memory operand 
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BlE Code Example 
* Find the most negative of two l6-bit signed integers 
* 
* 
* 
* 

Label 

VALl 
VAL2 

* 
* 

EXITl 

* 

Entry: Signed l6-bit integers in VALl and VAL2 
Exit : Most negative integer in H:X 

Operation 

ORG 
RMB 
RMB 

ORG 
LDHX 
CPHX 
BLE 
LDHX 
EQU 

Operand 

$50 
2 
2 

$6EOO 
VALl 
VAL 2 
EXITl 
VAL2 
* 

Comments 

;RAM address space 
;l6-bit signed integer 
;l6-bit signed integer 

;ROM/EPROM address space 

;If VALl =< VAL 2 , exit 
else load VAL2 into H:X 

MOTOROLA CPU08 REFERENCE MANUAL Rev.1 6-13 



Section 6 - Instruction Set Examples 

BLT Branch if Less Than B L T 
(Signed Operands) 

Operation: PC f- (PC) + $0002 + reI if (N ® V) = 1 
i.e., if (A) < (M) (two's complement signed numbers) 

Descri ption: If the BLT instruction is executed inunediately after execution 
of any of instructions CMP, CPX, CPHX, or SUB, branch will 
occur if and only if the two's complement number represented 
by the appropriate internal register (A, X, or H:X) was less 
than the two's complement number represented by M. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

1 - 1 1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

BlT opr REl 91 I rr 3 

The following is a summary of all branch instructions. 

Branch Complementary Branch Type 

Test Boolean M1emri: QxxxIe Test Mwn:ri:: QxxxIe 
r>m Z I (NE9V)=O BGT 92 rSm BlE 93 Signed 

~m (NE9V)=O BGE 90 r<m BlT 91 Signed 

r=m Z=1 BEQ 27 ~m BNE 26 Signed 

rSm Z I (NE9V)=1 BlE 93 r>m BGT 92 Signed 

r<m (NE9V)=1 BlT 91 r~m BGE 90 Signed 

r>m CIZ=O BHI 22 rSm BlS 23 Ursig'led 

r~m C=O BHSlBCC 24 r<m BLO/BCS 25 Ursig'led 

r=m Z=1 BEQ 27 ~m BNE 26 Ursig'led 
rSm CIZ=1 BlS 23 r>m BHI 22 Ursig'led 

r<m C=1 BlO/BCS 25 ~m BHS/BCC 24 Ursig'led 

Carry C=1 BCS 25 No Carry BCC 24 Simple 

r=0 Z=1 BEQ 27 ~O BNE 26 Simple 

Negative N=1 BMI 2B Plus BPl 2A Simple 

I Mask 1=1 BMS 2D I Mask=O BMC 2C Simple 

H-Bit H=1 BHCS 29 H=O BHCC 28 Simple 

mafflgh - BIH 2F - Bil 2E Simple 

Always - BRA 20 Never BRN 21 Uroond. 

r=register: A, X, or H:X (after CPHX instruction) rn=memory operand 
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BLT Code Example 
* Compare a-bit signed integers in A and X and place the 
* most negative in A. 

* 
* Entry: Signed a-bit integers in A and X 

* Exit : Most negative integer in A. X preserved. 

* 
* 

Label Operation Operand Comments 

ORG $6EOO ; ROM/EPROM address space 
PSHX ;Move X onto stack 
CMP I,SP ; Compare it with A 
BLT EXIT2 ;If A =< stacked X, quit 
TXA ;else move X to A 

EXIT2 PULX ;Clean up stack 

* 
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CBEQ Compare and Branch if Equal CBEQ 
Operation: (A) - (M); PC (- (PC) + $0003 + rel if result is $00 

or: for IX+ mode: (A) - (M); PC (- (PC) + $0002 + rei 
if result is $00 
or: for SPI mode: PC (- (PC) + $0004 + rei 
if result is $00 

Description: CBEQ compares the operand with the accumulator (A) 
and causes a branch if the result is zero. The CBEQ 
instruction combines CMP and BEQ for faster table 
lookup routines. 

CBEQ-cIX + compares the operand addressed by the 
index register (H:X) to A and causes a branch if the 
result is zero. H:X is then incremented regardless of 
whether a branch is taken. CBEQ_IXI + operates the 
same way except that an 8-bit offset is added to the 
effective address of the operand. 

Condition Codes and Boolean Formulae: None affected. 

v H I N Z C 

I -- I -- I -- I -- I -- I 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CBEO opr. rei DIR 31 dd rr 5 

CBEOA #opr, rei IMM 41 ii rr 4 

CBEOX #opr, rei IMM 51 ii rr 4 

CBEO X+, rei IX+ 71 rr 4 

CBEQ cpr,X+, !eI IX1+ 61 ff rr 5 

CBEQ cpr,SP, rei SP1 9E61 ff rr 6 
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CBEQ Code Example 
* Skip spaces in a string of ASCII characters. String must 
* contain at least one non-space character. 

* 
* 
* 
* 
* 

Label 

SKIP 

* 

Entry: H:X points to start of string 
Exit : H:X points to first non-space character in 
string 

Operation 

LDA 
CBEQ 

Operand 

#$20 
X+,SKIP 

Comments 

;Load space character 
;Increment through string until 
;non-space character found. 

* NOTE: X post increment will occur irrespective of whether 
* branch is taken. In this example, H:X will point to the 
* non-space character+l immediately following the CBEQ 
* instruction. 

* 

Label Operation 

AIX 

RTS 

* 

MOTOROLA 

Operand 

#-1 

Comments 

;Adjust pointer to point to 1st 
;non-space char. 
;Return 
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CBEQA Compare A with Immediate 
(Branch if Equal) 

CBEQA 

Operation: (A) - (M); PC f- (PC) +$0003 + rei if result is $00 

Description: CBEQ compares an immediate operand with the 
accumulator (A) and causes a branch if the result is zero. 
The CBEQA instruction combines CMP and BEQ for 
faster table lookup routines. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CBEQ apr. reI DIR 31 dd rr 5 

CBEQA lopr. reI IMM 41 ii rr 4 

CBEQX lopr. reI IMM 51 ii rr 4 

CBEQ X+. reI IX+ 71 rr 4 

CBEQ cpr,X+. rei IX1+ 61 ff rr 5 

CBEQ cpr, Sp, rei SP1 9E61 ff rr 5 
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CBEQA Code Example 
* Look for an End-of-Transmission (EOT) character from a 
* serial peripheral. Exit if true, otherwise process ddta 
* received. 

* 

Label Operation 

EOT EQU 

* 
OATA_RX EQU 

* 
LOA 
CBEQA 

* 

Operand 

$04 

1 

OATA_RX 
#EOT,EXIT3 

Comments 

;get receive data 
;check for EOT 

* NOTE: CBEQ, CBEQA, CBEQX instructions do NOT modify the 
* CCR. In this example, Z flag will remain in the state the 
* LOA instruction left it in. 

* 
* 
* 
* 
* 

Process 
data 

EXIT3 RTS 

* 
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CBEQX Compare X with Immediate 
(Branch if Equal) 

CBEQX 

Operation: (X) - (M); PC f-- (PC) + $0003 + rei if result is $00 

Description: CBEQX compares an immediate operand with X (index 
register low) and causes a branch if the result is zero. 
The CBEQX instruction combines CPX and BEQ for 
faster loop counter control. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CBEO opr, reI DIR 31 dd rr 5 

CBEOA #opr. rei IMM 41 ii rr 4 

CBEOX #opr. rei IMM 51 ii rr 4 

CBEO X+. reI IX+ 71 rr 4 

CBEQ cpr,X+. rei IX' 61 ff rr 5 

CBEQ cpr, Sp, rei SP1 9E61 ff rr 5 
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CBEQX Code Example 
* Keyboard wake-up interrupt service routine. Return to sleep 
* (WAIT model unless "ON" key has been depressed. 

* 

Label Operation Operand Comments 

EQU $02 

SLEEP WAIT 
BSR DELAY ;Debounce delay routine 
LDX PORTA ;Read keys 
CBEQX # ON_KEY , WAKEUP ;Wake up if "ON I' pressed, 
BRA SLEEP ; otherwise return to sleep 

* 
WAKEUP EQU * ;Start of main code 

* 
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CLRH 
Operation: 

Clear H (Index Register High) 

H~$OO 

Description: The contents of H are replaced with zeros. 

Condition Codes and Boolean Formulae: 

V H N Z 

I 0 I 1 I 1 0 I 1 

V: 0 
Cleared. 

N: 0 
Cleared. 

Z: 1 
Set. 

CLRH 

C 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CLRH INH (H) 8C 1 

CLR opr,SP SP1 9E6F ff 4 

6-22 CPU08 REFERENCE MANUAL Rev. 1 MOTOROLA 



Section 6 - Instruction Set Examples 

* Clear H:X register 

* 

Label 

* 

Operation 

CLRX 
CLRH 

CLRH Code Example 

Operand Comments 

* NOTE: 

* 
This sequence takes 2 cycles and uses 2 bytes 
LDHX #0 takes 3 cycles and uses 3 bytes. 

* 
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CPHX Compare Index Register with Memory CPHX 
Operation: (H:X) - (M:M + $0001) 

Description: CPHX compares index register (H:X) with the 16-bit 
value in memory and sets the condition code register 
accordingly. 

Condition Codes and Boolean Formulae: 

v H I N z C 

I - I - I ! 

V: H7&M15&R15 I H7&M15&R15 
Set if a two's complement overflow resulted from the 
operation; cleared otherwise. 

N: R15 
Set if MSB of result is one; cleared otherwise. 

Z: R15&R14&R13&R12&Rll&RlO&R9&R8 
&R7&R6&R5&M&R3&R2&Rl&M 
Set if the result is $0000; cleared otherwise. 

c: H7&M15 I M15&R15I R15&H7 
Set if the absolute value of the contents of memory is larger 
than the absolute value of the index register; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

CPHX #opr IMM 65 ii ii+1 3 

CPHX opr DIR 75 dd 4 
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CPHX Code Example 
* stack pointer overflow test. Branch to a fatal error 
* handler if overflow detected. 

* 

Label Operation 

STACK EQU 
SIZE EQU 

* 
PSHH 
PSHX 
TSX 
CPHX 

BLO 

* 

PULX 
PULH 

* 
* 
* 
* 
* 
FATAL EQU 

* 

MOTOROLA 

Operand 

$1000 
$100 

Comments 

;Stack start address (empty) 
;Maximum stack size 

;Save H:X (assuming stack is OK!) 

;Move SP+l to H:X 
#STACK-SIZE ;Compare against stack lowest 

;address 
FATAL ;Branch out if lower 

* 

otherwise continue executing 
;main code 
;Restore H:X 

;FATAL ERROR HANDLER 
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DAA Decimal Adjust Accumulator DAA 
Operation: (A) 10 

Description: Adju.sts contents of the accumulator (A) and the state of 
the condition code register (CCR) carry bit after binary­
coded decimal (BCD) operations, so that there is a 
correct BCD sum and an accurate carry indication. The 
state of the CCR half carry bit affects operation. (Refer 
to the DAA Function Summary table on the following 
page for details of operation.) 

Condition Codes and Boolean Formulae: 

v H N z c 

V: U 
Undefined. 

N: R7 
Set if MSB of result is one; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

C: (Refer to the DAA Function Summary table on following 
page.) 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOS 
Forms Mode Opcode I Operand(s) Cycles 

OM INH 721 2 

6-26 CPU08 REFERENCE MANUAL Rev.1 MOTOROLA 



Section 6 - Instruction Set Examples 

The DAA Function Summary table below shows DAA operation for 
all legal combinations of input operands. Columns 1-4 represent the 
results of ADC or ADD operations on BCD operands. The correction 
factor in column 5 is added to the accumulator to restore the result of 
an operation on two BCD operands to a valid BCD value and to set or 
clear the C bit. All values are in hexadecimal. 

DAA Function Summary 

1 2 3 4 5 6 

Initial Value of Initial Value of Correction Corrected 
C·Bit Value A[7:4] H·Bit Value A[3:0] Factor C·Bit Value 

0 0-9 0 0-9 00 0 

0 0-8 0 A-F 06 0 

0 0-9 1 0-3 06 0 

0 A-F 0 0-9 60 1 

0 9-F 0 A-F 66 1 

0 A-F 1 0-3 66 1 

1 0-2 0 0-9 60 1 

1 0-2 0 A-F 66 1 

1 0-3 1 0-3 66 1 

DAA Code Example 
* Add 2 BCD 8-bit numbers (e.g. 78 + 49 = 127) 

* 

Label Operation 

VALUE 1 FCB 
VALUE2 FCB 

* 
LDA 
ADD 
DAA 

* 

MOTOROLA 

Operand 

$78 
$49 

VALUE 1 
VALUE 2 

Comments 

;A = $78 
;A ~ $78+$49 = $C1; C=O, H=l 
;Add $66; A = $27; C=l {=127 BCD} 
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DBNZ Decrement and Branch if Not Zero DBNZ 
Operation: A ~ (A) - $01 or: M ~ (M) - $01 or: X ~ (X) - $01; 

PC ~ (PC) + $0003 + reZ if (result) -:I: 0 for DBNZ DIR 
orIXl 
PC ~ (PC) + $0002 + reZ if (result) -:I: 0 for DBNZA, 
DBNZX,orIX 
PC ~ (PC) + $0004 + reZ if (result) -:I: 0 for DBNZ SPI 

Description: Subtract one from the contents of A, X, or M; then 
branch using the relative offset if the result of the 
subtract is not zero. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

/-/1/1/-/-/-/-1'-

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOS 
Forms Mode Opcode Operand(s) Cycles 

DBNZ opr DIR 3B dd rr 5 
DBNZA opr INH 4B rr 3 
DBNZX opr INH 5B rr 3 

DBNZ opr IX 7B rr 4 
DBNZ opr IX1 6B ff rr 5 
DBNZ opr SP1 9E6B ff rr 6 
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DBNZ Code Example 
* Delay routine: 
* Delay = N x (153.6+0.36)uS for 60nS CPU clock 
* For example, delay=10mS for N=$41 and 60nS CPU clock 

* 
* Entry: COUNT 0 

* Exit: COUNT 0; A = N 

* 

Label Operation Operand Comments 

N EQU $41 ;Loop constant for 10mS delay 

* 
ORG $50 ;RAM address space 

COUNT RMB 1 ;Loop counter 

* 
ORG $6EOO ;ROM/EPROM address space 

DELAY 
LOOPY 

* 

LDA 
DBNZ 
DBNZA 

MOTOROLA 

#N ;Set delay constant 
COUNT,LOOPY ;Inner loop (5x256 cycles) 
LOOPY ;Outer loop (3 cycles) 
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DIV Divide DIV 
Operation: A ~ (H:A) + (X) H ~ Remainder 

Description: Divides a 16-bit unsigned dividend contained in the 
concatenated registers H (index register high) and the 
accumulator (A) by an 8-bit divisor contained in X 
(index register low). The quotient is placed in A, and the 
remainder is placed in H. The divisor is left unchanged. 

An overflow (quotient> $FF) or divide-by-zero sets the 
C bit and the quotient and remainder are indeterminate. 

Condition Codes and Boolean Formulae: 

V H I N z c 
1 - 1 1 1 1 1 - 1 -'-I 

Z: R7&R6&R5&R4&R3&R2&R1 &RO 
Set if result (quotient) is $00; cleared otherwise. 

c: Set if a divide by zero was attempted or if an overflow 
occurred; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode OpcodeJ Operand(s) Cycles 

DIV INH 52 1 7 
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DIV Code Example 
* 1) 8/8 integer divide > 8-bit integer quotient 
* Performs an unsigned integer divide of an 8-bit dividend 
* in A by an 8-bit divisor in X. H must be cleared. The 
* quotient is placed into A and the remainder in H. 

* 

Label Operation 

ORG 
DIVID1 RMB 
DIVISOR1 RMB 
QUOTIENT1 RMB 
* 

ORG 
LDA 
CLRH 
LDX 
DIV 
STA 

* 
* 
* 

Operand 

$50 
1 
1 
1 

$6EOO 
DIVID1 

DIVISOR1 

QUOT I ENT 1 

Comments 

;RAM address space 
;storage for dividend 
;storage for divisor 
;storage for quotient 

;ROM/EPROM address spcae 
;Load dividend 
;Clear MS byte of dividend 
;Load divisor 
;8/8 divide 
;Store result; remainder in H 

* 2) 8/8 integer divide> 8-bit integer and 8-bit fractional 
* quotient. Performs an unsigned integer divide of an 8-bit 
* dividend in A by an 8-bit divisor in X. H must be 
* cleared. The quotient is placed into A and the remainder 
* in H. The remainder may be further resolved by executing 
* additional DIV instructions as shown below. The radix point 
* of the quotient will be between bits 7 and 8. 
* 

Label Operation Operand Comments 

ORG 
DIVID2 RMB 
DIVISOR2 RMB 
QUOTIENT2 RMB 

* 
ORG 
LDA 
CLRH 
LDX 
DIV 
STA 
CLRA 
DIV 
STA 

* 
* 
* 

MOTOROLA 

$50 
1 
1 
2 

$6EOO 
DIVID2 

DIVISOR2 

QUOTIENT2 

QUOTIENT2+1 

;RAM address space 
;storage for dividend 
;storage for divisor 
;storage for quotient 

;ROM/EPROM address space 
;Load dividend 
;Clear MS byte of dividend 
;Load divisor 
;8/8 divide 
;Store result; remainder in H 

;Resolve remainder 
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* 3) 8/8 fractional divide> 16-bit fractional quotient 
* Performs an unsigned fractional divide of an 8-bit dividend 
* in H by the 8-bit divisor in X. A must be cleared. The 
* quotient is placed into A and the remainder in H. The 
* remainder may be further resolved by executing additional 
* DIV instructions as shown below. 
* The radix point is assumed to be in the same place for both 
* the dividend and the divisor. The radix point is to the 
* left of the MS bit of the quotient. An overflow will occur 
* when the dividend is greater than or equal to the divisor. 
* The quotient is an unsigned binary weighted fraction with 
* a range of $00 to $FF (0.9961). 

* 

Label 

DIVID3 
DIVISOR3 
QUOTIENT3 

* 

* 
* 

6-32 

Operation Operand 

ORG 
BMB 
RMB 
RMB 

ORG 
LDHX 

CLRA 
DIV 
STA 
CLRA 
DIV 
STA 

$50 
1 
1 
2 

$6EOO 
DIVID3 

QUOTIENT3 

QUOTIENT3+1 

Comments 

;RAM address space 
;storage for dividend 
;storage for divisor 
;storage for quotient 

;ROM/EPROM address space 
;Load dividend into H (and 
;divisor into X) 
;Clear LS byte of dividend 
;8/8 divide 
;Store result; remainder in H 

;Resolve remainder 
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* 4) Unbounded 16/8 integer divide 
* This algorithm performs the equivalent of long division. 
* The initial divide is an 8/8 (no overflow possible) . 
* Subsequent divide are 16/8 using the remainder from the 
* previous divide operation (no overflow possible) . 
* The DIV instruction does not corrupt the divisor and leaves 
* the remainder in H, the optimal position for sucessive 
* divide operations. The algorithm may be extended to any 
* precision of dividend by performing additional divides. 
* This, of course, includes resolving the remainder of a 
* divide operation into a fractional result as shown below. 

* 

Label Operation Operand Comments 

ORG 
DIVIDEND4 RMB 
DIVISOR4 RMB 
QUOTIENT4 RMB 
* 
* 

ORG 
LDA 

CLRH 
LDX 
DIV 
STA 

* 

LDA 

DIV 

STA 

CLRA 

DIV 
STA 

* 
* 

MOTOROLA 

$50 
2 
1 
3 

$6EOO 
DIVIDEND4 

DIVISOR4 

QUOTIENT4 

;RAM address spa'ce 
;storage for dividend 
;storage for divisor 
;storage for quotient 

;ROM/EPROM address space 
;Load MS byte of dividend into 
;LS dividend reg. 
;C1ear H (MS dividend register) 
;Load divisor 
;8/8 integer divide [A/X -> A; r->H] 
;Store result (MS result of 
;complete operation) 
;Remainder in H (MS dividend 
;register) 

DIVIDEND4+1 ;Load LS byte of dividend into 
;LS dividend reg. 
;16/8 integer divide 
; [H:A/X -> AI r->H] 

QUOTIENT4+1 ;Store result (LS result of 
;complete operation) 
;Clear LS dividend (prepare for 
;fract. divide) 
;Resolve remainder 

QUOTIENT4+2 ;Store fractional result. 
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* 5) Bounded 16/8 integer divide 
* Although the DIV instruction will perform a 16/8 integer 
* divide, it can only generate an 8-bit quotient. Quotient 
* overflows are therefore possible unless the user knows the 
* bounds of the dividend and divisor in advance. 

* 

Label Operation Operand Comments 

ORG $50 ;RAM address space 
DIVID5 RMB 2 ; storage for dividend 
DIVISORS RMB 1 ; storage for divisor 
QUOTIENTS RMB 1 ; storage for quotient 

* 
ORG $6EOO ;ROM/EPROM address space 
LDHX DIVIDS ; Load dividend into H:X 
TXA ; Move X to A 
LDX DIVISORS ; Load divisor into X 
DIV ;16/8 integer divide 
Bes ERRORS ; overflow? 
STA QUOTIENTS ;Store result 

ERRORS EQU * 
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.LDHX Load Index Register with Memory LDHX 
Operation: H:X ~ (M:M + $00(1) 

Description: Loads the contents of the specified memory location into 
the index register (H:X). The condition codes are set 
according to the data. 

Condition Codes and Boolean Formulae: 

v H N z c 
! ! 

V: 0 
Cleared. 

N: R15 
Set if MSB of result is one; cleared otherwise. 

Z: R15&R14&R13&R12&Rll&RlO&R9&R8 
&R7&R6&R5&M&R3&R2&Rl&M 
Set if the result is $0000; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode Operand(s) Cycles 

LDHX #opr IMM 45 ii li 3 

LDHX opr DIR 55 dd 4 
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LDHX Code Example 
* Clear RAM block of memory 

* 

Label Operation Operand Comments 

RAM EQU $0050 ;Start of RAM 
SIZEl EQU $400 ;Length of RAM array 

* 
LDHX # RAM ;Load RAM pointer 

LOOP CLR ,X ;Clear byte 
AIX #1 ;Bump pointer 
CPHX #RAM+SIZEl ;Done? 
BLO loop ;Loop if not 
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MOV Move MOV 
Operation: (M)destination f- (M)source 

Description: Moves a byte of data from a source address to a 
·destination address. Data is examined as it is moved, 
and condition codes are set. Source data is not changed. 
Internal registers (other than CCR) are not affected. 

There are four addressing modes for the MOV instruction: 

1) IMD moves an immediate byte to a direct 
memory location. 

2) DD moves a direct location byte to another direct 
location. 

3) IX+D moves a byte from a location addressed by 
the index register (H:X) to a direct location. H:X is 
incremented after the move. 

4) DIX+ moves a byte from a direct location to one 
addressed by H:X. H:X is incremented after the 
move. 

Condition Codes and Boolean Formulae: 

v H N z c 
! ! 

V: 0 
Cleared. 

N: R7 
Set if MSB of result is set; cleared otherwise. 

Z: R7&R6&R5&R4&R3&R2&Rl&RO 
Set if result is $00; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOB 
Forms Mode Opcode Operand(s) Cycles 

MOV apr IMD 6E ii dd 4 

MOV apr DD 4E dd dd 5 

MOV apr IX+D 7E dd 4 

MOV apr DIX+ 5E dd 4 
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Section 6 - Instruction Set Examples 

MOV Code Example 
* 1) Initialize Port A and Port B data registers in page O. 

* 

Label Operation 

PORTA EQU 
PORTB EQU 
* 

MOV 
MOV 

* 
* 
* 
* 2) Move REG1 to 

Label 

REG1 
REG2 

* 

* 
NEG 

* 
* 

Operation 

EQU 
EQU 

MOV 
BMI 
CLR 

EQU 

Operand Comments 

$0000 ;port a data register 
$0001 ;port b data register 

#$AA,PORTA ;store $AA to port a 
#$55,PORTB ;store $55 to port b 

REG2 if REG1 positive; clear REG2* 

Operand Comments 

$0010 
$0011 

REG1,REG2 
NEG 
REG2 

* 

* 3) Move data to a page 0 location from a table anywhere in memory 

* 

Label Operation Operand Comments 

SPIOUT 

* 

* 

* 

EQU 

ORG 
LDHX 
MOV 

$0012 

$50 
2 

$6EOO 
TABLE_PTR 
X+,SPIOUT 

;RAM address space 
;storage for table pointer 

;ROM/EPROM address space 
;Restore table pointer 
;Move data 

* NOTE: X+ is a 16-bit increment of the H:X register 
* NOTE: The increment occurs after the move operation is 
* completed 

* 
STHX ;Save modified pointer 

* 
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Section 6 - Instruction Set Examples 

NSA Nibble Swap Accumulator NSA 
Operation: A f- (A[3:0]:A[7:4]) 

Description: Swaps upper and lower nibbles (4 bits) of the 
accumulator. The NSA instruction is used for more 
efficient storage and use of binary-coded decimal 
operands. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

NSA INH 621 3 
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Section 6 - Instruction Set Examples 

NSA Code Example 
* NSA: 
* Compress 2 bytes, each containing one BCD nibble, into 1 
* byte. Each byte contains the BCD nibble in bits 0-3. Bits 
* 4-7 are clear. 

* 

Label Operation 

BCDl RMB 
BCD2 RMB 

* 
LDA 
NSA 
ADD 

* 

MOTOROLA 

Operand 

1 
1 

BCDl 

BCD2 

Comments 

;Read first BCD byte 
;Swap LS and MS nibbles 
;Add second BCD byte 
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Section 6 -Instruction Set Examples 

PSHA Push Accumulator onto Stack 

-I, (A), SP ~ (SP) - $0001 

PSHA 
Operation: 

Description: The contents of the accumulator (A) are pushed onto the 
stack at the address contained in the stack pointer (SP). 
SP is then decremented to point to the next available 
location in the stack. The contents of A remain 
unchanged. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code He08 
Forms Mode opcoc:lel Operand(s) Cycles 

PSHA INH 871 2 
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Section 6 - Instruction Set Examples 

PSHA Code Example 
* PSHA: 
* Jump table index calculation. 
* Jump to a specific code routine based on a number held in A 

* 
* Entry : A = jump selection number, 0-3 

* 

Label 

TABLEl 

* 
PROG_O 
PROG_l 
PROG_2 
PROG_3 

* 

Operation 

PSHA 
LSLA 
ADD 

TAX 

CLRH 
PULA 
JMP 
JMP 
JMP 
JMP 
JMP 

EQU 
EQU 
EQU 
EQU 

MOTOROLA 

Operand 

l,SP 

TABLE1,X 
PROG_O 
PROG_l 
PROG_2 
PROG_3 

* 
* 
* 
* 

Comments 

;Save selection number 
;Multiply by 2 
;Add stacked number; 
;A now = A x 3 
;Move to index reg 
;and clear MS byte 
;Clean up stack 
;Jump into table .... 
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Section 6 - Instruction Set Examples 

PSHH Push H (Index Register High) onto Stack PSHH 
Operation: J.. (H), SP ~ (SP) - $0001 

Description: The contents of H are pushed onto the stack at the 
address contained in the stack pointer (SP). SP is then 
decremented to point at the next available location in the 
stack. The contents of H remain unchanged. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 
1-11111-1-1-1-1-

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

PSHH INH 88 I 2 
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Section 6 - Instruction Set Examples 

PSHH Code Example 
* PSHH: 
* 1) Save contents of H register at the start of an interrupt 
* service routine 

* 

Label Operation 

SCI_INT PSHH 

* 
* 
* 
* 
* 

PULH 
RTI 

* 
* 

Operand Comments 

;Save H (all other registers 
;already stacked) 

;Restore H 
;Unstack all other registers; 
;return to main 

* 2) Effective address calculation 

* 
* 
* 
* 

Label 

* 

Entry 
Exit 

Operation 

PSHX 
PSHH 
ADD 
TAX 
PULA 
ADC 
PSHA 
PULH 
AIS 

MOTOROLA 

H:X=pointer, A=offset 
H:X = A + H:X (A = H) 

Operand 

2,SP 

#0 

#1 

Comments 

;Push X then H onto stack 

;Add stacked X to A 
;Move result into X 
;Pull stacked H into A 
;Take care of any carry 
;Push modified H onto stack 
;Pull back into H 
;Clean up stack 
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Section 6 - Instruction Set Examples 

PSHX Push X (Index Register Low) onto Stack PSHX 
Operation: J, (X), SP f- (SP) - $0001 

Description: The contents of X are pushed onto the stack at the 
address contained in the stack pointer (SP). SP is then 
decremented to point at the next available location in the 
stack. The contents of X remain unchanged. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1 - 1 1 1 1.1 - 1 - 1 - 1 - 1 - 1 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

PSHX INH 89 1 2 
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Section 6 - Instruction Set Examples 

PSHX Code Example 
* PSHX: 
* 1) Implement the transfer of the X register to the H 
* register 

* 

Label Operation Operand Comments 

PSHX ;Move X onto the stack 
PULH ;Return back to H 

* 
* 2) Implement the exchange of the X register and A 

* 

Label Operation Operand Comments 

PSHX ;Move X onto the stack 
TAX ;Move A into X 
PULA ;Restore X into A 

* 
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Section 6 - Instruction Set Examples 

PULA Pull Accumulator from Stack PULA 
Operation: SP ~ (SP + $0001); t (A) 

Description: The stack pointer (SP) is incremented to address the 
last operand on the stack. The accumulator (A) is then 
loaded with the contents of the address pointed to by 
SP. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode \ Operand(s) Cycles 

PULA INH 86\ 2 
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Section 6 - Instruction Set Examples 

PULA Code Example 
* Implement the transfer of the H register to A 

* 

Label Operation 

PSHH 
PULA 

MOTOROLA 

Operand Comments 

;Move H onto stack 
;Return back to A 

CPU08 REFERENCE MANUAL Rev.1 6-49 



Section 6 -Instruction Set Examples 

PULH Pull H (Index Register High) from Stack PULH 
Operation: SP f- (SP + $0001); i (H) 

Description: The stack pointer (SP) is incremented to address the 
last operand on the stack. H is then loaded with the 
contents of the address pointed to by SP. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

I-I' 1'1-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

PULH INH SAl 2 
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Section 6 - Instruction Set Examples 

PULH Code Example 
* Implement the exchange of the H register and A 

* 

Label Operation Operand Comments 

PSHA ;Move A onto the 
PSHH ; Move H onto the 
PULA ; Pull H into A 
PULH ; Pull A into H 

stack 
stack 
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Section 6 - Instruction Set Examples 

PULX Pull X (Index Register Low) from Stack PULX 
Operation: SP f- (SP + $0001); i (X) 

Description: The stack pointer (SP) is incremented to address the 
last operand on the stack. X is then loaded with the 
contents of the address pointed to by SP. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

PULX INH aa I 2 
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Section 6 - Instruction Set Examples 

PULX Code Example 
* Implement the exchange of the X register and A 

* 

Label Operation 

PSHA 

TXA 
PULX 

MOTOROLA 

Operand Comments 

;Move A onto the stack 
;Move X into A 
;Restore A into X 
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Section 6 -Instruction Set Examples 

STHX Store Index Register STHX 
Operation: (M:M + $00(1) f- (H:X) 

Description: Stores the index register (H:X) to the specified memory 
location. The condition codes are set according to the 
data. 

Condition Codes and Boolean Formulae: 

v H N z c 

V: 0 
Cleared. 

N: R15 
Set if MSB of result is one; cleared otherwise. 

Z: R15&R14&R13&R12&Rll&RlO&R9&R8 
&R7&R6&R5&M&R3&R2&Rl&M 
Set if the result is $0000; cleared otherwise. 

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forme Mode Opcode 1 Operand(s) Cycles 

STHX opr DIR 351 dd 4 
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Section 6 - Instruction Set Examples 

STHX Code Example 
* Effective address calculation 

* 
* Entry H:X=pointer, A=offset 

* Exit H:X = A + H:X 

* 

Label Operation Operand Comments 

ORG $50 ;RAM address space 
TEMP RMB 2 

* 
ORG $6EOO ;ROM/EPROM address space 
STHX TEMP ;Save H:X 
ADD TEMP+l ;Add saved X to A 
TAX ; Move result into X 
LDA TEMP ;Load saved X into A 
ADC #0 ;Take care of any carry 
PSHA ;Push modified H onto stack 
PULH ;Pull back into H 

* 
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Section 6 - Instruction Set Examples 

TA P Transfer Accumulator to Condition Code Register TA P 
Operation: CCR~ (A) 

765 432 1 0 

:t: : :t:t:t:t:t: 
A 

CCR 

I I L Carry/Borrow 

. Zero 
L-_____ Negative 

L........... _______ I Interrupt 
Mask 

L-_________ Half Carry 

Overflow 
L-______________ (Two's 

Complement) 

Description: Transfers the contents of the accumulator (A) to the 
condition code register (CCR). 

Condition Codes and Boolean Formulae: 

V H I N Z C 

I ! I 1 I 1 I ! I l I! ! ! 

W Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HC08 
Forms Mode Opcode I Operand(s) Cycles 

TAP INH 84 I 2 
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Section 6 - Instruction Set Examples 

TAP Code Example 
* 
* NOTE: The TAP instruction was added to improve testability of the 
* CPU08, and so few practical applications of the instruction exist. 

* 
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Section 6 ....... Instruction Set Examples 

TPATransfer Condition Code Register to Accumulator TPA 

Operation: Af- (CCR) 

7 6 5 4 3 2 o 

: t : ! : ! : ! : t : ! : I : ! : 
A 

CCR 

I 
I L CarrylBorrow 

. Zero 
'------- Negative 

'--_______ I Interrupt 
Mask 

'----------- HaH Carry 

Overflow 
L.-,-____ --,-_____ -,---___ (Two's 

Complement) 

Description: Transfers the contents of the condition code register 
(CCR) into the accumulator (A). 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOB 
Forms Mode Opcode I Operand(s) Cycles 

TPA INH 85 I 1 
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Section 6 - Instruction Set Examples 

TPA Code Example 
* Implement branch if 2's complement signed overflow bit 
* (V-bit) is set 

* 

Label Operation Operand Comments 

TPA 

* 
* NOTE: Transfering the CCR to A does not modify the CCR. 

* 

* 

TSTA 
BMI 

EQU 

MOTOROLA 

* 
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Section 6 -Instruction Set Examples 

TSX Transfer Stack Pointer to Index Register TSX 
Operation: H:X f- (SP) + $0001 

Description: Loads the index register (H:X) with 1 plus the contents 
of the stack pointer (SP). The contents of SP remain 
unchanged. After a TSX instruction, H:X points to the 
last value that was stored on the stack. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-

Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOS 
Forms Mode Opcode I Operand(s) Cycles 

TSX INH 95 I 2 
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Section 6 - Instruction Set Examples 

TSX Code Example 
* TSX: 
* create a stack frame pointer. H:X points to the stack frame 
* irrespective of stack depth. Useful for handling nested 
* subroutine calls (e.g. recursive routines) which reference 
* the stack frame data. 

* 

Label Operation 

LOCAL EQU 

* 
AIS 

TSX 

* 

Operand 

$20 

#LOCAL 

Comments 

;Create local variable space in 
;stack frame 
;SP +1 > H:X 

* NOTE: TSX transfers SP+1 to allow the H:X register to point 
* to the first used stack byte (SP always points to the next 
* available stack byte). The SP itself is not modified. 

* 
* 
* 
* 

LOA O,X ;Load the 1st byte in local space 

* 
* 
* 
* 
* 
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Section 6 - Instruction Set Examples 

TXS Transfer Index Register to Stack Pointer TXS 
Operation: (SP) ~ (H:X) - $0001 

Description: Loads the stack pointer (SP) with the contents of the 
index register (H:X) minus one. The contents of H:X 
are not altered. 

Condition Codes and Boolean Formulae: None affected. 

V H I N Z C 

1-11111-1-1-1-1-1 
Source Forms, Addressing Modes, Machine Code, and Cycles: 

Source Addr Machine Code HCOB 
Forms Mode Opcode I Operand(s) Cycles 

TXS INH 94 I 2 
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Section 6 - Instruction Set Examples 

TXS Code Example 
* Initialize the SP to a value other than the reset state 

* 

Label Operation Operand Comments 

STACK1 EQU $OFFF 

* 
LDHX #STACK1+1 ;$1000 > H:X 
TXS ;$OFFF > SP 

* 
* NOTE: TXS subtracts 1 from the value in H:X before it 
* transfers to SP. 
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Glossary 

GLOSSARY 

$xxxx - The digits following the "$" are in hexadecimal format. 

#XXxx - The digits following the "#" indicate an immediate operand. 

A - Accumulator. See "accumulator." 

accumulator (A) - An 8-bit general-purpose register in the CPU08. 
The CPU08 uses the accumulator to hold operands and results of 
arithmetic and nonarithmetic operations. 

address bus - The set of conductors used to select a specific memory 
location so that the CPU can write information into the memory 
location or read its contents. 

addressing mode - The way that the CPU obtains (addresses) the 
information needed to complete an instruction. The M68HC08 
CPU has 16 addressing modes. 

algorithm - A set of specific procedures by which a solution is obtained 
in a finite number of steps, often used i~ numerical calculation. 

ALU -Arithmetic logic unit. See "arithmetic logic unit." 

arithmetic logic unit (ALU) - The portion of the CPU of a computer 
where mathematical and logical operations take place. Other 
circuitry decodes each instruction and configures the ALU to 
perform the necessary arithmetic or logical operations at each step 
of an instruction. 

assembly language - A method used by programmers for representing 
machine instructions (binary data) in a more convenient form. 
Each machine instruction is given a simple, short name, called a 
mnemonic (or memory aid), which has a one-to-one 
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Glossary 

correspondence with the machine instruction. The mnemonics are 
translated into an object code program that a microcontroller can 
use. 

ASCII - American Standard Code for Information Interchange. A 
widely accepted correlation between alphabetic and numeric 
characters and specific 7-bit binary numbers. 

asynchronous - Refers to circuitry and operations without common 
clock signals. 

BCD - Binary-coded decimal. See "binary-coded decimal." 

binary - The binary number system using 2 as its base and using only 
the digits 0 and 1. Binary is the numbering system used by 
computers because any quantity can be represented by a series of 
ones and zeros. Electrically, these ones and zeros are represented 
by voltage levels of approximately V DD (input) and V 55 (ground), 
respectively. 

binary-coded decimal (BCD) - A notation that uses binary values to 
represent decimal quantities. Each BCD digit uses 4 binary bits. 
Six of the possible 16 binary combinations are considered illegal. 

bit - A single binary digit. A bit can hold a single value of zero or one. 

Boolean - A mathematical system of representing logic through a series 
of algebraic equations that can only be true or false, using operators 
such as AND, OR, and NOT. 

branch instructions - Computer instructions that cause the CPU to 
continue processing at a memory location other than the next. 
sequential address. Most branch instructions are conditional. That 
is, the CPU continues to the next sequential address (no branch) if a 
condition is false, or continue to some other address (branch) if the 
condition is true. 
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Glossary 

bus - A collection of logic lines (conductor paths) used to transfer data. 

byte - A set of exactly eight binary bits. 

C - Abbreviation for carrylborrow in the condition code register of the 
CPU08. The CPU08 sets the carrylborrow flag when an addition 
operation produces a carry out of bit 7 of the accumulator or when a 
subtraction operation requires a borrow. Some logical operations 
and data manipulation instructions also clear or set the C flag (as in 
bit test and branch instructions and shifts and rotates). 

CCR - Abbreviation for condition code register in the CPU08. See 
"condition code register." 

central processor unit (CPU) - The primary functioning unit of any 
computer system. The CPU controls the execution of instructions. 

checksum -A value that results from adding a series of binary numbers. 
When exchanging information between computers, a checksum 
gives an indication about the integrity of the data transfer. If values 
were transferred incorrectly, it is unlikely that the checksum would 
match the value that was expected. 

clear - To establish logic zero state on a bit or bits; the opposite of "set." 

clock - A square wave signal used to sequence events in a computer. 

condition code register (CCR) - An 8-bit register in the CPU08 that 
contains the interrupt mask bit and five bits (flags) that indicate the 
results of the instruction just executed. 

control unit - One of two major units of the CPU. The control unit 
contains logic functions that synchronize the machine and direct 
various operations. The control unit decodes instructions and 
generates the internal control signals that perform the requested 
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operations. The outputs of the control unit drive the execution unit, 
which contains the arithmetic logic unit (ALU), CPU registers, and 
bus interface. 

CPU - Central processor unit. See "central processor unit." 

CPU08 - The central processor unit of the M68H<;::08 Family. 

CPU cycles - A CPU clock cycle is one period of the internal bus-rate 
clock, normally derived by dividing a crystal oscillator source by 
two or more so the high and low times are equal. The length of 
time required to execute an instruction is measured in CPU clock 
cycles. 

CPU registers - Memory locations that are wired directly into the CPU 
logic instead of being part of the addressable memory map. The 
CPU always has direct access to the information in these registers. 
The CPU registers in an M68HC08 are: 

- A (8-bit accumulator) 

- H:X (16-bit accumulator) 

- SP (16-bit stack pointer) 

- PC (16-bit program counter) 

- CCR (condition code register containing the V, H, I, N, Z, 
and C bits) 

cycles - See "CPU cycles." 

data bus - A set of conductors used to convey binary information from a 
CPU to a memory location or from a memory location to a CPU. 

decimal - Base ten numbering system that uses the digits zero through 
nine. 
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direct address - Any address within the first 256 addresses of memory 
($OOOO--$ooFF). The high-order byte of these addresses is always 
$00. Special instructions allow these addresses to be accessed 
using only the low-order byte of their address. These instructions 
automatically fill in the assumed $00 value for the high-order byte 
of the address. 

direct addressing mode - Direct addressing mode uses a program­
supplied value for the low-order byte of the address of an operand. 
The high-order byte of the operand address is assumed to be $00 
and so it does not have to be explicitly specified. Most direct 
addressing mode instructions can access any of the first 256 
memory addresses. 

direct memory access (DMA) - One of a number of modules that 
handle a variety of control functions in the modular M68HC08 
Family. The DMA can perform interrupt-driven and software­
initiated data transfers between any two CPU-addressable 
locations. Each DMA channel can independently transfer data 
between any addresses in the memory map. DMA transfers reduce 
CPU overhead required for data movement interrupts. 

direct page - The first 256 bytes of memory ($OOOO-$OOFF); also called 
page O. 

DMA - Direct memory access. See "direct memory access." 

EA - Effective address. See "effective address." 

etTective address (EA) - The address where an instruction operand is 
located. The addressing mode of an instruction determines how the 
CPU calculates the effective address of the operand. 
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EPROM - Erasable~ programmable, read-only memory. A non-volatile 
type of memory that can be erased by exposure to an ultraviolet 
light source. 

EU - Execution unit. See "execution unit." 

execution unit (EU) - One of the two major units of the CPU containing 
the arithmetic logic unit (ALU), CPU registers, and bus interface. 
The outputs of the control unit drive the execution unit. 

extended addressing mode - In this addressing mode, the high-order 
byte of the address of the operand is located in the next memory 
location after the opcode. The low-order byte of the operand 
address is located in the second memory location after the opcode. 
Extended addressing mode instructions can access any address in a 
64-Kbyte memory map. 

H - Abbreviation for the upper byte of the 16-bit index register (H:X) in 
the CPU08. 

H - Abbreviation for "half-carry" in the condition code register of the 
CPU08. This bit indicates a carry from the low-order four bits of 
the accumulator value to the high-order four bits. The half-carry bit 
is required for binary-coded decimal arithmetic operations. The 
decimal adjust accumulator (DAA) instruction uses the state of the 
H and C flags to determine the appropriate correction factor. 

hexadecimal- Base 16 numbering system that uses the digits 0 through 
9 and the letters A through F. One hexadecimal digit can exactly 
represent a 4-bit binary value. Hexadecimal is used by people to 
represent binary values because a 2-digit number is easier to use 
than the equivalent 8-digit number. 

high order - The leftmost digit(s) of a number; the opposite of low 
order. 
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H:X - Abbreviation for the 16-bit index register in the CPU08. The 
upper byte of H:X is called H. The lower byte is called X. In the 
indexed addressing modes, the CPU uses the contents of H:X to 
determine the effective address of the operand. H:X can also serve 
as a temporary data storage location. 

I - Abbreviation for "interrupt mask bit" in the condition code register of 
the CPU08. When I is set, all interrupts are disabled. When I is 
cleared, interrupts are enabled. 

immediate addressing mode - In immediate addressing mode, the 
operand is located in the next memory location(s) after the opcode. 
The immediate value is one or two bytes, depending on the size of 
the register involved in the instruction. 

index register (H:X) - A 16-bit register in the CPU08. The upper byte 
of H:X is called H. The lower byte is called X. In the indexed 
addressing modes, the CPU uses the contents of H:X to determine 
the effective address of the operand. H:X can also serve as a 
temporary data storage location. 

indexed addressing mode - Indexed addressing mode instructions 
access data with variable addresses. The effective address of the 
operand is determined by the current value of the H:X register 
added to a 0-,8-, or 16-bit value (offset) in the instruction. There 
are separate opcodes for 0-, 8-, and 16-bit variations of indexed 
mode instructions, and so the CPU knows how many additional 
memory locations to read after the opcode. 

indexed, post increment addressing mode - In this addressing mode, 
the effective address of the operand is determined by the current 
value of the index register, added to a 0- or 8-bit value (offset) in 
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the instruction, after which the index register is incremented. 
Operands with variable addresses can be addressed with the 8-bit 
offset instruction. 

inherent addressing mode - The inherent addressing mode has no 
operand because the opcode contains all the information necessary 
to carry out the instruction. Most inherent instructions are one byte 
long. 

input/output (I/O) - Input/output interfaces between a computer system 
and the external world. A CPU reads an input to sense the level of 
an external signal and writes to an output to change the level on an 
external signal. 

instructions - Instructions are operations that a CPU can perform. 
Instructions are expressed by programmers as assembly language 
mnemonics. A CPU interprets an opcode and its associated 
operand(s) and instruction(s). 

instruction set - The instruction set of a CPU is the set of all operations 
that the CPU can perform. An instruction set is often represented 
with a set of shorthand mnemonics, such as LDA, meaning "load 
accumulator (A)." Another representation of an instruction set is 
with a set of opcodes that are recognized by the CPU. 

interrupt - Interrupts provide a means to temporarily suspend normal 
program execution so that the CPU is freed to service sets of 
instructions in response to requests (interrupts) from peripheral 
devices. Normal program execution can be resumed later from its 
original point of departure. The CPU08 can process up to 128 
separate interrupt sources, including a software interrupt (SWI). 

I/O - Input/output. See "input/output." 

mQ - Interrupt request. The overline indicates an active-low signal. 
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least significant bit (LSB) - The rightmost digit of a binary value; the 
opposite of most significant bit (MSB). 

logic one - A voltage level approximately equal to the input power 
voltage (V DO). 

logic zero - A voltage level approximately equal to the ground voltage 

(Vss)' 

low order - The rightmost digit(s) of a number; the opposite of high 
order. 

LS - Least significant. 

LSB - Least significant bit. See "least significant bit." 

M68HC08 - A Motorola Family of 8-bit MCUs. 

machine codes - The binary codes processed by the CPU as instructions. 
Machine code includes both opcodes and operand data. 

MCU - Microcontroller unit. See "microcontroller unit." 

memory location - In the M68HC08, each memory location holds one 
byte of data and has a unique address. To store information into a 
memory location, the CPU places the address of the location on the 
address bus, the data information on the data bus, and asserts the 
write signal. To read information from a memory location, the CPU 
places the address of the location on the address bus and asserts the 
read signal. In response to the read signal, the selected memory 
location places its data onto the data bus. 

memory map - A pictorial representation of all memory locations in a 
computer system. 
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memory to memory addressing mode - In this addressing mode, the 
accumulator has been eliminated from the data transfer process, 
thereby reducing execution cycles. This addressing mode there­
fore provides rapid data transfers because it does not use the 
accumulator and associated load and store instructions. There are· 
four memory to memory addressing mode instructions. Depending 
on the instruction, operands are found in the byte following the 
opcode, in a direct page location addressed by the byte immediately 
following the opcode, or in a location addressed by the index 
register. 

microcontroller unit (MeV) - A complete computer system, including 
a CPU, memory, a clock oscillator, and input/output (I/O) on a 
single integrated circuit. 

mnemonic - Three to five letters that represent a computer operation. 
For example, the mnemonic form of the "load accumulator" 
instruction is LDA. 

most significant bit (MSB) - The leftmost digit of a binary value; the 
opposite of least significant bit (LSB). 

MS -Abbreviation for "most significant." 

MSB - Most significant bit. See "most significant bit." 

N -Abbreviation for "negative," a bit in the condition code register of 
the CPU08. The CPU sets the negative flag when an arithmetic 
operation, logical operation, or data manipulation produces a 
negative result. 

nibble - Half a byte; 4 bits. 

object code - The output from an assembler or compiler that is itself 
executable machine code, or is suitable for processing to produce 
executable machine code. 
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one - A logic high level, a voltage level approximately equal to the input 
power voltage (V DD). 

one's complement - An infrequently used form of signed binary 
numbers. Negative numbers are simply the complement of their 
positive counterparts. One's complement is the result of a bit by bit 
complement of a binary word: all ones are changed to zeros and all 
zeros changed to ones. One's complement is two's complement 
without the increment. 

opcode - A binary code that instructs the CPU to do a specific operation 
in a specific way. 

operand - The fundamental quantity on which a mathematical operation 
is performed. Usually a statement consists of an operator and an 
operand. The operator may indicate an add instruction; the operand 
therefore will indicate what is to be added. 

oscillator - A circuit that produces a constant frequency square wave 
that is used by the computer as a timing and sequencing reference. 

page 0 - The first 256 bytes of memory ($OOOO-$OOFF). Also called 
direct page. 

PC - Program counter. See "program counter." 

pointer - Pointer register. An index register is sometimes called a 
pointer register because its contents are used in the calculation of 
the address of an operand, and therefore "points" to the operand. 

program - A set of computer instructions that cause a computer to 
perform a desired operation or operations. 

programming model - The registers of a particular CPU. 
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program counter (PC) -A 16-bit register in the CPU08. The PC 
register holds the address of the next instruction or operand that the 
CPU will use. 

pull -. The act of reading a value from the stack. In the M68HC08, a 
value is pulled by the following sequence of operations. First, the 
stack pointer register is incremented so that it points to the last 
value saved on the stack. Next, the value at the address contained 
in the stack pointer register is read into the CPU. 

push - The act of storing a value at the address contained in the stack 
pointer register and then decrementing the stack pointer so that it 
points to the next available stack location. 

random access memory (RAM) - A type of memory that can be read 
or written by the CPU. The contents of a RAM memory location 
remain valid until the CPU writes a different value or until power is 
turned off. 

RAM - Random access memory. See "random access memory." 

read - To transfer the contents of a memory location to the CPU. 

read-only memory - A type of memory that can be read but cannot be 
changed (written) by the CPU. The contents of ROM must be 
specified before manufacturing the MCU. 

@] registers - Memory locations wired directly into the CPU logic instead 

G-12 

of being part of the addressable memory map. The CPU always has 
direct access to the information in these registers. The CPU 
registers in an M68HC08 are: 

- A (8-bit accumulator) 

- (H:X) (16-bit index register) 

- SP (16-bit stack pointer) 
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- PC (16-bit program counter) 

- CCR (condition code register containing the V, H, I, N, Z, 
and C bits) 

Memory locations that hold status and control information for on­
chip peripherals are called input/output (110) and control registers. 

relative addressing mode - Relative addressing mode is used to 
calculate the destination address for branch instructions. If the 
branch condition is true, the signed 8-bit value after the opcode is 
added to the current value of the program counter to get the address 
where the CPU will fetch the next instruction. If the branch 
condition is false, the effective address is the content of the 
program counter. 

reset - Reset is used to force a computer system to a known starting 
point and to force on-chip peripherals to known starting conditions. 

ROM - Read-only memory. See "read-only memory." 

set - To establish a logic one state on a bit or bits; the opposite of "clear." 

signed - A form of binary number representation accommodating both 
positive and negative numbers. The most significant bit is used to 
indicate whether the number is positive or negative, nonnally zero 
for positive and one for negative, and the other seven bits indicate 
the magnitude. 

SIM - System integration module. See "system integration module." 

SP - Stack pointer. See "stack pointer." 
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stack - A mechanism for temporarily saving CPU register values during 
interrupts and subroutines. The CPU maintains this structure with 
the stack pointer (SP) register, which contains the address of the 
next available (empty) storage location on the stack. When a 
subroutine is called, the CPU pushes (stores) the low-order and 
high-order bytes of the return address on the stack before starting 
the subroutine instructions. When the subroutine is done, a return 
from subroutine (RTS) instruction causes the CPU to recover the 
return address from the stack and continue processing where it left 
off before the subroutine. Interrupts work in the same way except 
that all CPU registers are saved on the stack instead of just the 
program counter. 

stack pointer (SP) - A 16-bit register in the CPU08 containing the 
address of the next available (empty) storage on the stack. 

stack pointer addressing mode - Stack pointer (SP) addressing mode 
instructions operate like indexed addressing mode instructions 
except that the offset is added to the stack pointer instead of the 
index register (H:X). The effective address of the operand is 
formed by adding the unsigned byte(s) in the stack pointer to the 
unsigned byte(s) following the opcode. 

subroutine - A sequence of instructions to be used more than once in the 
course of a program. The last instruction in a subroutine is a return 
from subroutine (RTS) instruction. At each place in the main 
program where the subroutine instructions are needed, a jump or 
branch to subroutine (JSR or BSR) instruction is used to call the 
subroutine. The CPU leaves the flow of the main program to 
execute the instructions in the subroutine. When the RTS 
instruction is executed, the CPU returns to the main program where 
it left off. 
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synchronous - Refers to two or more things made to happen 
simultaneously in a system by means of a common clock signal. 

system integration module (SIM) - One of a number of modules that 
handle a variety of control functions in the modular M68HC08 
Family. The SIM controls mode of operation, resets and interrupts, 
and system clock generation. 

table -A collection or ordering of data (such as square root values) laid 
out in rows and columns and stored in a computer memory as an 
array. 

two's complement - A means of performing binary subtraction using 
addition techniques. The most significant bit of a two's 
complement number indicates the sign of the number (1 indicates 
negative). The two's complement negative of a number is obtained 
by inverting each bit in the number and then adding 1 to the result. 

unsigned - Refers to a binary number representation in which all 
numbers are assumed positive. With signed binary, the most 
significant bit is used to indicate whether the number is positive or 
negative, normally zero for positive and one for negative, and the 
other seven bits are used to indicate the magnitude. 

variable - A value that changes during the course of executing a 
program. 

word - Two bytes or 16 bits, treated as a unit. 

write - The transfer of a byte of data from the CPU to a memory 
location. 

x - Abbreviation for the lower byte of the index register (H:X) in the 
CPU08. 
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Z - Abbreviation for zero, a bit in the condition code register of the 
CPU08. The CPU08 sets the zero flag when an arithmetic 
operation, logical operation, or data manipulation produces a result 
of $00. 

zero - A logic low level, a voltage level approximately equal to the 
ground voltage (V ss). 
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