















































































































































ALLIGATOR CLIPS

TO BNC MALE
Black
(’ ) Red
MODEL Length | LIST
4531-C-18 457.2 (18.0) | 11.80
4531-C-24 609.6 (24.0) | 12.10 IST END: Alligator Clips. Steel, nickel plated. Insula- 2ND END: Crimp BNC Male. Brass body, tarnish
4531-C-30 762.0 (30.0) | 12.40 tors, vinyl. One black and one red. resistant plated. Center contact, brass, gold plated.
4531-C-36 | 914.4(36.0) | 12.70 CABLE: RG 58C/U 4.95 (.195) O.D. Y-Mold insula- Impedance: 50 Ohms. Boot, PVC, black.
4531-C-48 | 1219.2(48.0) | 13.30 tion; PVC, black. RATING: Operating Voltage: 500 VRMS Max.,
4531-C-60 | 1524.0 (60.0) | 13.90 +50°C. (+122°F. ) Max.

0.6 (.025) SQUARE RECEPTACLES

TO BNC MALE 0117
7.92
Black | (7.%2)
_.| 1321 |
(52) 85.60 (3.37) ———‘
2.54 (.100) Sq. —— | }
Red ; B
55.63
l— (2.19)———4 | LENGTH
MODEL Length | LIST
4945-K-18 457.2 (18.0) | 14.75 1ST END: 0.6 (.025) Square Pin Receptacles. Brass, 2ND END: Crimp BNC Male. Brass body, tarnish
4945-K-24 609.6 (24.0) | 15.05 gold plated. Insulation, ABS. One black and one red. resistant plated. Center contact, brass, gold plated.
4945-K-36 914.4 (36.0) | 15.65 CABLE: RG 174/U 2.54(.100) O.D. Y-Mold insulation; Impedance: 50 Ohms. Boot, PVC, black.
4945-K-48 | 1219.2 (48.0) | 16.25 PVC, black. RATING: Operating Voltage: 500 VRMS Max.,
4945-K-60 | 1524.0 (60.0) | 16.85 +50°C. (+122°F. ) Max.

(

MODEL

5292-48

SHIELDED TEST LEAD

£,
T .
L 4

A shielded test probe with the shield extending to
within 38.1 (1.50) of the probe tip.

Kit contains 1 each: Test Probe Assembly,
Minigrabber with 6-32 Thread and Dog Leg Micro
Leg Tip (Model 5133).

RATING: Operating Voltage: 500 VRMS Max.,
+50°C. (+122°F. ) Max.

LIST 26.00

BNC MALE, EACH END

l'_\ LENGTH

85.60 (3.37)§.(

RG58C/U RG59B/U RG174/U RG62A/U . . .
50 Ohm LIST | 750hm | LIST | 500hm [LIST | 93Ohm |LIST Length iST END: Crimp BNC Male. Brass body, tamish
resistant plated. Center contact, brass, gold plated.
2249-C-12 9.90 | 2249-E-12 10.50 | 2249-K-12 | 14.90 | 2249-M-12 | 11.10 | 304.8 (12.0) Impedance: 50 Ohms. Boot, PVC, black.
2249-C-24 | 10.50 | 2249-E-24 | 11.10 | 2249-K-24 |15.50 | 2249-M-24 | 11.70 | 609.6 (24.0) CABLE: RGS58C/U 5.0 (.195) O.D.
2249-C-36 11.00 | 2249-E-36 | 11.70 | 2249-K-36 |16.10 | 2249-M-36 | 12.30 | 914.4 (36.0) RG59B/U 6.2 (.242) O.D.
\ 2249-C-48 11.80 | 2249-E-48 12.30 | 2249-K-48 |16.70 | 2249-M-48 | 12.90 | 1219.2 (48.0) RG62A/U 6.2 (.242) O.D.
c 2249-C-60 12.50 | 2249-E-60 | 12.90 | 2249-K-60 |17.30 | 2249-M-60 | 13.50 | 1524.0 (60.0) RG174/U 2.5 (.100) O.D.
- 2249-C-72 13.10 | 2249-E-72 | 13.50 1828.8 (72.0) 2ND END: Smae as first end.
2249-C-120 | 15.70 3048.0(120.0) RATING: Operating Voltage: 500 VRMS Max.,
2249-C-180 | 19.00 4572.0(180.0) +50°C. (+122°F. ) Max.
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OSCILLOSCOPE ACCESSORIES

46

BNC MALE TO BNC FEMALE

85.60 (3. |
"— 5.60 (3.37) LENGTH | 90.93 (3.58) ‘—i

1ST END: Crimp BNC CABLE:RG58C/U, 4.95 (.195) O.D. 2ND END: Crimp BNC Fe-
MODEL | Length | LIST Male. Brass body, tarnish male. Brass body, tarnish re-
4524-C-12 | 304.8 (12.0)| 13.25 resistant plated. Center con- sistant plated. Center contact,
4524-C-24 | 609.6 (24.0)| 13.85 tact, brass, gold plated. Im- beryllium copper, gold plated.
4524-C-36 | 914.4 (36.0)| 14.45 pedance: 50 Ohms. Boot, Boot, PVC, black.
4524-C-48 | 1219.2 (48.0)| 15.05 PVC. black. RATING: 500 VRMS Max..
4524-C-60 | 1524.0 (60.0) 15.65 +50°C. (+122°F.) Max.
BNC FEMALE, EACH END

I

LENGTH L 90.93 (3.58
[ 9083599 —

MODEL | Length | LiST 1STEND: Crimp BNCFe-  CABLE:RGS8C/U, 4.95 (.195) O.D. 2ND END: Same as first end.
4277-C-12 | 304.8 (12.0)| 15.25 male. Brass body, tarnish RATING: 500 VRMS Max.,
4277-C-24 | 609.6 (24.0)| 15.85 resistant plated. Center con- +50°C. (+122°F.) Max.
4277-C-36 | 914.4 (36.0)| 16.45 tact, beryllium copper, gold
4277-C-48 | 1219.2 (48.0)| 17.05 plated. Impedance: 50 Ohms.

4277-C-60 | 1524.0 (60.0)| 17.65 Boot, PVC, black.

BNC MALE ON RETRACTILE

(COILED) CORD
%as.so (3.37) | EXTENDED LENGTH

1ST END: Crimp BNC CABLE: Shielded microphone. Center 2ND END: Same as first end.
‘ Extended ‘ Male. Brass body, tarnish conductor, 24 AWG (45 x 40), polyure- RATING: 270 VDC-90 VAC
MODEL Length LIST resistant plated. Center con- thane jacket, 4.32 (.170) O.D. cont. duty, +50°C. (+122°F.)
4487-48 | 1219.2 (48.0)| 34.95 tact, brass, gold plated. Im- Max.
4487-60 | 1524.0 (60.0)| 35.85 pedance: 50 Ohms. Boot,
4487-72 | 1829.0 (72.0)| 36.75 PVC, black.

LOW-NOISE BNC MALE, EACH END

LENGTH l 85.60 (3.37)4——‘

=

MODEL | Length | LIST 1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center
4964-SS-24| 609.6 (24.0)| 13.15 contact, brass, gold plated. Impedance: 50 Ohms. Boot, PVC, black.
4964-SS-36| 914.4 (36.0)| 14.65 CABLE:Belden 9223 or equivalent, 50 Ohm, 4.95 (.195) O.D.
4964-SS-48| 1219.2 (48.0)| 16.15 2ND END: Same as first end.
4964-SS-60| 1524.0 (60.0) 17.65 RATING: 500 VRMS Max., +50°C. (+122°F.) Max.
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