










































































7. IzmmMumtunumm, consult the factory or
your local representative for assistance.
ROTE
For an LSI 11/23 the CS and DB

are addressed as 777170(8) and 777112(0).
respactively.
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Section 3

3. GEMERAL

This section dascribo- device registers and command protocol for the
HMXV22N.

All saftvare control of the NXV22M is performed by weans of tvo device
registers: the comsmand and status (MXVCS) register and a wultipurpose
data buffer (MXVDB) rtqittiw These registers are assigned the bus
address 177170(8) '177172(8), respectively. The registers can be

read or loaded, iith a fev ttanytiau-, using any iastractian referring
to their addresses.

The MXVCS register passes control information from the CPU to the
controller and reports status and error information fros the controller
to the CPU. The NXVDB is provided for additional control and status
information betwveen the CPU and the controller. The informsation that
is present in the NXVDB at any given tise is a8 function of the
controller operstion in progress.

The controller contains a sector buffer capable of storing s cowmplete’
sector. For read/vrite operations the buffer is either "filled® before
a vrite command or "emptied® after a read command under DNA control.
During a vrite cosmand the controller locates the desired sector and
the buffer inforsation is transferred to the diskette. During s read
operstion the desired wsector is locsted and the sector data are
transferred to the buffer.

3.1. REGISTER DEPINITIONS

3.1.1. MXVCS -

The format of the NXVCS register is showvn belov. Functions are
initiated by loading the cossand and status (CS) register, vhen not
busy (bit S = 1), with bit 0 = 1, Cossand protocol is discussed in
“t'il in m‘m 3« 30 :
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IT D PTION
ERROR: This bit is set by the controller to indicate that
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an error has occurred during an attempt to sxecute a
command. This bit is cleared by the initistion of a nev
command or by setting the initialize bit. W¥When an error is
detected the NXVES is read into the MXVDB. This bit is a
read-only bit.

NXV22M INITIALIZE: This bit is set by the program to
initialize the controller wvithout initializing all the
devices on the LSI-11 bus.

Loading the lover byte of the MXVCS will
also load the upper byte of the NXVCS.

¥hen this bit is set, the controller will negate Done and
move the head position mechaniss of drive 1 (if tvo drives
sre available) to track 0. V¥hen conpltttd. the ccatrcllor
vill repeat the operation on drive 0. :

The controller will <then clear the error and status
register, set Initialize Done, and set Drive Ready if drive
O is ready. Finally, the aantrollnr vill read acatnr 1,
track 1, of drive O.

When in 22-bit mode, this bit is set by the controller “to
indicate that the controller is ready to accept the

extended address bits for a tullleupty buffer or read error

code cosmsand.

EXTENDED ADDRESS BITS: These bits are used to cpnciiy an
extended bus address. Bit 12 = NAl16. Bit 13 = NA17.
These are write-only bits. :

RX02: This bit is asserted by the controller to indicate
that this is an RX02 type system. This is a read-only bit.

22 BIT ADDRESSING ENABLED: This bit is normally read as »
zero. If 22 bit addressing is enabled and fill/empty
buffer or read error code commands are initiated this bit
vill be set along vith transfer ready (TR).

RESERVED: Nust be written as zero.

DENSITY SELECT: This bit selects either single or double
density operation. ¥hen cleared, single density is
selected; vhen set, double density is selected. Thim is a
read/vwrite bit.
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07 TRANSFER REQUEST: This bit signifies that the ocontroller
needs data or has data available. This is a read-only bit.

~INT T ENABLE: This bit is set by the prograsm to enable
oan intnrrvat when the controller has completed an operation
and asserted the Done bit. The condition of this bit is
cleared by initialize. This is a read/write bit.

05 DONE: This bit indicates the comwpletion of a function.
Done vwill generste an interrupt vhen asserted if interrupt
mhlt fm bit 6) is set. This is & read-only bit.

04 B!IT SELEB“!‘: This bit selects one of the tvo possible
disks for execution of the desired function. This is a
read/write bit.

03-01 FUNCTION SELECT: These bits code one of the eight possible
functions described in detall within this section. These
are vx_fito-only hitg.

000 Fill Buffer

001 Empty Buffer

010 V¥rite Sector

011 Read Sector

100 Set Nedia Density/Format
101 Read Status

110 W¥Write Deleted Data Sector
111 Read Error Code

00 GBGO0: Initiates a command (write-only bit).

3.1.2. MXVDB - Data Buffer (177172(8))

This register serves as & general purpose data path between the
controller and the LSI-11. It vill represent one of seven registers
according to the protocol of the function in process. These registers
include the MXVDB, NXVTA, NXVSA, NXVWC, NXVBA, MXVBAE and MXVES.

This register is a read/vrite register if the controller is not in the
process of executing a command (i.e., it may be manipulated without
affecting the controller). .¥When the controller is executing s comsand,
the register can only be accessed vhen MXVCS bit 7 (TR) is set.




Dttu aaiicr ggggggsr‘(HXVDg)

All information transferred to and from the floppy media passes through
the NXVDB register and is addrau-lhlo only under the protocol of the
function in progress.

15 14 13 12 11 10 9 e 7 6 S 4 3 2 1 0O
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READ/WRITE DATA
MXVDB FORMAT
Track A / 2 er (MXVTA) |
This register is loaded to indicate on vhich of the 115(8) (77 decimal)
tracks a given function is to operate. It can be addressed only under
the protocol of the function in progress. Bits 8 through 135 are not
uged and are ignored. o
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\ -------------- \,-“-“"“— ‘‘‘‘‘ l\“‘*ﬂ-- ........ \,-ﬂﬁ .......... I
NOT USED 0-114(8)
NXVTA FORMAT '

Sector Address Register (NXVSA)

This register is loaded to indicate on vhich of the 32(8) (26 decimal)
sectors a given function is to operate. It can be addressed only under
the protocol of the function in progress. Bits 8 through 135 are not
used and are ignored. »

15 14 13 12 11 10 9 8 7 6 S 4 3 2 1 O
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HXVSA FORNAT
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This register is losded with the numsber of vords (maxisus of 128
decimal) to be transferred. At the end of each transfer the vord count
register is decoresented. ¥hen the contents of the register are
decrewented to zero transfers sre tersinated; Done is set (NXVCS bit
S); and, if enabled, an interrupt is requested. If the vord count is
grester than the limit for the density specified, the controller
ans-rta a Word Count Overflov (bit 10 of the NXVES). This register can

be addressed only under the protocol of the function in progress. Bits
8 through 15 are nnt used snd are ignored.

15 14 13 12 11 10 9 8 7 6 S 4 3 2 1 O

. - - - - LT L L PP L L LT L L T LY L

N AV AN AN N AV VAV A AV I LR | { | | | I
N AV AN AN AV AR A AN RN i I | | i | | !

NS WA W A U WS O G A A S SR S S D B A A S U R Y D A A G W

This register is used to generate the bus address vhich specifies the
location to and from vhich data are to be transferred. The register is
incremented after each transfer. It vwill incresent scross 32K boundary
lines via the extended address hitt in the control and status register
and the bus address extension register. Systess with only 16 address
bits will “wrap around” to 1acation zero vhen the extended address
bits are incremsented. This register can be addressed only under the
protocol of. the function in pruqrcc- Bit O is not used and is

ignored.

15 14 13 12 11 10 S 8 7' 6 S 4 3 2 1 ©
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NXVBA FORMAT

This register contains the extended sddress bits (Al8-A21) vhen 22 Dbit
addressing is enabled. Bits 4 thru 13 sre not used and are ignored.

15 14 13 12 11 10 9 8 7 '8 S5 4 3 2 1 o

!f!l!llitllfliff!lf!il!!i!!liif!II!f!lfllllllfil!&21!h?0ill§i&18%
ti!il!!/ii!!lf!f&fffl[!lIIf!ifi!ili!il!li/ff&iii! I | i I
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HXVBAE sumasr
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and Status ister (MXVES)

This register contains the current error and status conditions of the
drive selected by bit 4 (Unit Select) of the MXVCS. This read-only
register can be addressed only under the protocol of the function in
progress. The HNXVES is loaded in the NXVDB upon completion of a

1S 14 13 12 11 10 9 8 7 6 S5 4 3 2 10

A O D A D P W A D S B S D D U WS D A W W -

I//Il///!!ijlliii!XliIC | IUNTIDRVIDD IDRVIDENIAC iID | QCRC!

1///1///14//17//)  1OVFi  ISELIRDY! IDENIERRILO | | 1 |
\--men- \/==mmmee /
NOT USED
MXVES FORNAT

BIT DESCRIPTIOR
15-12 Not Used.

11 NONEXISTENT NKEMORY ERROR: This bit im asserted by the
controller vhen the wmemory address specified for a DA
operation is nonexistent.

10 WORD COUNT OVERFLOW: This bit indicates that the vord count
specified is greater than the limit for the density selected.
Upon detecting this error the controller tersinates the fill or
‘empty buffer operstion and asserts the Error and Done bits.

09 NOT USED

08 UNIT SELECT: This bit indicates the drive currently selected.
If cleared, it indicates drive 0; if set, it indicates drive 1.

07 DRIVE READY: This bit is asserted if the unit ocurrently
selected exists, is properly supplied vwith pover, has a
diskette installed correctly, has its door closed, and has a
diskette up to speed. This bit is only valid vhen retrieved
via a read status function or at the completion of initialize
vhen it indicates the status of drive O.

06 DELETED DATA: During data recovery, the identification wmark
preceding the data field vas decoded as s deleted data mark.

05  DRIVE DENSITY: The bit indicates the density of the diskette
~4in the selected drive. Vhen zero, it indicates single density;
vhen set to one, it indicates doqblo density.

04 DENSITY ERROR: A density error vas detected as the information
vas retrieved from the data field of the diskette (a density
error occurs vhen the density selected differs from that of the
data <field). - Upon detecting this error the controller loads
the NMXVES into the NXVDB and asserts the Error and Done bits.

03 ACLO: Set by the controller to indicate a pover failure.
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02 INITIALIZE DONE: This bit is asserted to indicate ocompletion
of the initialize routine, vhich can be caused by systes pover
failure or rassable LSI-11 bus initialize.

01  NOT USED.

00 mcm: amucmmm error vwvas detected as
informstion vas retrieved :m-«umummm
The inforsation stored in the buffer should be considered
invalid. Upon detection of this error the controller losds the
MXVES into the NXVDE and asserts the Errcr and Done bits.

3.1.3. E

The controller m four iatarml status registers. These registers
provide specific error information in the fors of error codes as vell
as drive status inforssation depending upen the gensral error type. The
registers can be retrieved by a read error code function as described
in Section 3.2.8.

Word 1 <7:0> - Do; initive Error Code

040 Tried to access a track grester than 76.
050 Home vas found before desired track vas reached.

070 Desired sector could not be found after looking st 32
headers (2 revolutions).

120 A preasble could not be found.

1S0 Tbehndortrackaddrmotognodbcﬁtrdounotmmre
utumm«nﬂm

160 Too many tries :Eor.;,tn IDAN (identifies header).
170  Dats AN not found in sllotted time.

200 CRC error on reading the sector from the disk.

240 Density Error

250 VWrong Key vord for Set Medis Density Comwand

260 Illegal Data A

270 Invalid POK during vrite sequence

300 Drive not ready.

310 Drive write protected.




Yord 1 <15:a> lat Used
This register is alvays cliirud by the controller.

¥ord 2 <7:0> - Current Trnck Address of Drive O

This register is cleared during the initialize comsand in order to
synchronize vith actual track position. The register is updated with
each seek on drive O and maintains current track position.

Word 2 <15:8> - Current Track Address of Drive }

This register is cleared during the initialize comsand in order to
synchronize wvith actual track position. The register is updatod vith
each soek on drive 1 and saintains eurr-nt track position.

Yord 3 <7:0> - T__ggt ?rack of Current Disk Access

If legal, the track specified for the last read/write command is saved
in this register.

Word 3 <15:8> - Target Sector of Current Disk Access

The sector specified for the last read/vwrite command is saved in this
register.

Word 4 <15:8> - Track Address of Selected Drive

This register contains the track address read from the sector header of
the desired sector during the last resd/write command.

3.2. COMMAND PROTOCOL

Data storage and recovery using the NXV22NM controller is eccosplished
by casreful sanipulation of the NXVCS and MXVDB registers according to
the strict protocol of the individual functions. The penalty for
violation of protocol can be permanent loss of data. Each of the
functions are encoded and written into the command and status register
bits 1-3 as described in Section 3.1.1. The detailed protocol for each
function is described below.

3.2.1. Fill Buffer (000)

This function is used to £ill the controller buffer with data from the
host processor. The number of vords to transfer is specified by the
host. The comsand density bit determines the buffer size (64 or 128
vords). The controller zero-fills the remaining buffer space. If the
vord count is too large for the density selected, the function is
aborted, Error snd Done are asserted and the VWord Count Overflov bit is
set in the NXVES.

The contents of the buffer may be vwritten on the diskette vith a
subsequent vrite sector command or returned to the host processor using
an empty buffer commsand.
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Vhen the comsand is loaded, NXVCS bit S (Done) is negated. MXVCSE bit 8
(density) wust be set to define the buffer size. MNXVCS bits 12 and 13
(extended sddress bits A16 and Al7) sust also be asserted to define the
extended wmemcry segment used vwith the buffer address, yest to be
specified, to fors the sbeclute wmemory address of the data to be
tr:n:iarr!d HXVCS bit 4 (unit select) and bit 9 (head select) are
ignored since no drive apqrattna is required. When MXVCS bit 7 (TR) is
first asserted, the progras aunt move the verﬁ count intoc the NXVDB
vhich vill negate ti.

When the controller again asserts Ts.nthesprogr:u~auat sove the buffer
address into the NMXVDB. If 22 bit addressing is ensbled, NXVCS bit 10
(22 EBL) is set, the controller asserts TR or IRIT (either bit msay be
set) and the progras can sove the extended address bits (A18-A21) into
the NXVDB. If nothing is woved into the MNXVDB (BAE REG) within a
timecut period the controller assumes zeroes defaulting to 18 bit
addressing sode. The controller then negates TR, initiates s DNA
cycle, and trsnsfers the first vord from the host processor to the
‘controller buffer. At the end of the transfer the vord count register
is decremented and the buffer address is innrcn!ntod by twvo. This
cycle is repeated until the vord count register be zero. The
controller zero-fills the r ; - buffer space, u.tt the Done bit,
and if enabled, causes an iatarrupt request. After Done is asserted
the MXVES is moved into the MXVDB. ,

During thn Data Transaction, if any non-existent wemsory is addressed,
the controller will time out and abort the function. The Error and
Done bits vill be asserted. NXVES bit 11 (NXM) vill be set and the
NXVES vwill be woved into thn uxvns; if enabled, an interrupt request
vill be generated.

3.2.2. Empty Buffer (001)

This function is used to transfer the contents of the controller to the
host processor. The number of vords to transfer is specified by the
host. The cossand density bit determines the waximus legal vord count.
If the vord count specified is too large for the density selected the
function is nhcrtad. Error and Done are asserted and the V¥ord Count
Overflov bit ia set in the MXVES.

The contents of the buffer say be transfered to the host as many times
ss demired or wmsay be written on the diskette vith a subsequent write
sector command. Unless s fill buffer or read sector cosmand is issued,
the controller buffer is not destroyed.

¥Vhen the cnnnnnd is loaded, NXVCS bit 5 (Done) is negated, NXVCS bit 8
(density) must be set to allov the proper vord count limit. MXVCS bits
12 and 13 (extended address bits Al6 and A17) must also be ssserted to
define the extended memory segsent used wvith the buffer address, yet to
be specified, to form the sbsclute memory destination address. HNXVCS
bit 4 (unit select) and bit 9 (head selact) are ignored since no drive
operation is required. When NXVCS bit 7 (TR) is first asserted the
program must move the vord count into the NXVDB vhich vill negate TR.
¥hen the controller again saserts TR the progras must move the Dbuffer
address into the MXVDB. If 22 bit nddrgaoiuq is enabled, MXVCS bit 10
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(22 EBL) is set, the controller asserts TR or INIT (either bit wmay be
set) and the program can sove the extended address bits (A18-A21) into
the MXVDB. 1If nothing is moved into the HNXVDB (BAE REG) wvithin a
tisecut period the controller assumes zerces defaulting to 18 bit
addressing mode. The controller then negates TR, initiates a DNA, and
transfers the first vord of the buffer to the host processor. At the
end of the transfer, the vord count register is decrewented and the
buffer address register is incremsented by tvo. This cycle is repeated
until the vord count register becomwes zero. The controller then sets
the Done bit and if enabled causes an interrupt roquo-t Aittr Done is
alaortod thl nxv:s is wmoved into the NMXVDB.

During the DHA transaction, if any non-existent wmewory is addressed,
the controller vill time out and abort the function. The Error and
Done bits will be asserted. HNXVES bit 11 (NXN) vill be set and the
NXVES will be moved into the NXVDB. If enabled, an interrupt request
vill be generated.

3.2.3. ¥Write Sector (0103

This function is used to locate a desired track and sector and write
the sector vith the contents of the internal sector buffer. V¥hen the
NXVCS is loaded with this command, the NXVES is cleared and both the TR
and Done bits are negated. VWhen TR is first asserted the program must
load the desired sector address into the NXVDB vhich vill negate TR.
Yhen TR is again asserted the program must load the desired track
address into the NXVDB vhich wvill negate TR. The controller then seeks
the desired trsck and attemwpts to locate the desired sector. The
desired track is compared vith the track field of the sector header.
If they do not match the operation is aborted, the Error and Done bits
are asserted, the NXVES is moved into the MXVDB, aend if enabled the
controller vill assert an interrupt request.

A data address mark is read to determine the diskette density. If the
densities of the function and the diskette do not agree, the controller
vill abort the operation, assert the Error and Done bits and set MNXVES
bit 4 (Density Error) and load the NXVES into the MXVDB. If enabled, an
interrupt request vill be generated.

If the densities agree but the controller is unable to 1locate the
desired sector within twvo diskette revolutions, the controller vill
abort the operation, move the contents of NXVES into MXVDB, assert the
Error and Done bits, and if enabled, assert an interrupt request.

If the desired track and sector are located and the densities agree,
the controller vwill write the contents of the internal sector buffer
folloved by a CRC character, all in the function selected density. The
controller completes the operation by moving the MXVES to the MXVDB,
l-i!rtt Done, and if enabled, asserts an interrupt request.

CAUTION

The contents of the internal sector buffer are
lost during a pover failure. Hovever, after
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pover is brought back to norsal, a write sector
comsand vill cause the random contents of the
buffer to be vritten on the diskette vith a valid
CRC character.

The contents of the nnctar buffer are not
dtutraytd hy a write neﬁtor aporuttan., '

This function is used to locate the desired track and sector and
transfer the contaats of the data field into the controller’s internal
sector buffer. W¥hen the MXVCS is loaded vith this command, the NXVES
is clesred and both the TR and Done bits are negated. Vhen TR is first
asserted the program sust losd the desired sector address into the
MXVDB vhich vill negate TR. VWhen TR is again asserted the program must
load the desired track address into the NXVDB vhich vill negate TR.

Both the TR and Done bits resain negated vhile the controller attempts
to locate the desired sector. If after tvo revolutions the controller
is unable to locate the desired sector, the operation is aborted. The
controller will ‘move the MNXVES into the NXVDB, assert the Error and
Done bits, and if enabled, assert an interrupt requcit

¥hen the desired sector is located, the controller vill then cntpurt
the desired trtek vith the track field of the sector header. If they
do not match, the tion is aborted. The Error and Done bits are
asserted, the sx is moved into the MNXVDB, and if enabled, the
coairnllor asn-rta an 1uturrupt request.

If & legal data address mark is located and the densities of the
diskette and function agree, the controller vill read the data from the
sector into the internal buffer. 1If the data address mark indicated a
deleted data field, NXVES bit € (DD) im set. As datas are stored in the
internal buffer, a CRC is computed on the data and the CRC bytes
recorded. A non-zero result indicates a read error. Vhen a CRC error
is encountered, the controller sets MXVES bit O (CRC), woves the MNXVES
intc the NXVDB, asserts the Error and Done bits, and if enabled,
asserts an interrupt request.

If the desired sector is located, the density of the diskette and
function agree, and the data are transferred with no CRC error, the
controller will tsaert Done, and if ensbled, ‘vill sssert an interrupt
request.
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3.2.5. Set Nedia Density (100)

This function is dual purpose. The controller can set the nmedis
density by rewriting all the data address wmarks (single or double
density) and wvriting zero data fields in the selected density. The
controller can also ‘reformat® the entire diskette by revriting both
the sector headers and the data fields. The data fields are vritten in
the selected density preceded by the corresponding data address wmark.
Both commands are initiated by the set media function but differ in the
keyvord required by the controller to execute the command.

When the MXVCS is loaded with the command, the HXVES is cleared and the
Done bit is negated. VWhen TR is set, the program sust respond vith a

keyvord. This keyvord must be deposited in the MXVDB to complete the
protocol. ¥hen the controller recognizes thit character, it begins

executing the command. If sn illegal keyvord is used, the operation is
aborted. The NXVES is wmoved into the MXVDB, the Error and Done bits
are set, and if enabled, the controller asserts an interrupt request.
If the keyvord used is a 111(8), the controller initiates a set wmedia
density operation. This operation starts at track O, sector 1. Each
sector header is located and s vrite operation is initiated. A data
field is written vith zero data in the density selected. If an error
occurs reading any header, the operation is aborted. The NXVES is
moved into the NXVDB, the Error and Done bits are set, and if enabled,
the controller asserts and interrupt request. If the operation is
successfully completed, Done is set and if enabled, the controller
asgserts an interrupt request.

If the keyvord used is a 222(8), the controller initiates a format

operation. This function starts at the physical index of track 0.

Each track is written first vith an index address sark, then 26 sector

headers are vwritten sequentially about the cylinder. When each track

has been vritten, the controller initiates a set media density function
as described above.

The folloving input string vill forsat the selected unit, in the
desired density.

777170/ 4040 XXXX__ <LF>
1771727 000000 222 ___<CR>
CAUTION

The set media density function takes about 35
seconds end the forsat function takes about 95
seconds. Neither should be interrupted. 1f
either operation is interrupted, an illegal
diskette has been generated, and the operation
should be repeated. If an error occurs during a
set media density function or a format function,
an illegal diskette has been generated. The
operaticn should be repeated.
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3.2.6. Read Status (101)

This function is used to update the drive status information and is
initiated by loading the comsmand inte the NXVCS. The Done bit is
negated. HNXVES bit 7 (Drive Ready) is updated by sampling the drive
ready status line. Drive density is updated by loading the head of

the selected drive and reading the first data address mark. The
controller then soves the NXVES into the NXVDB, asserts Done, and if
enabled, asserts sn interrupt request. This operation requires about
250ms to complete.

This operation is identical to ¥rite Sector (010) with one exception.
The data address wmark preceding the data is not the standard data
address mark. A single or double density deleted data address sark is
vritten sccording to the density of the function.

3.2.8. B ror Code (111)

This function is used to retrieve the extended status registers and is
initiated by loading the HMNXVCS with the command. The Done bit is
negated. When TR is asserted, the program must load the Bus Address
into the MXVDB. If 22 bit addressing is enabled, MXVCS bit 10 (22 EBL)
is met, the controller asserts TR or INIT (either bit may be set) and
the program can wmove the extended address bits (Al8-A21) into the
NXVDB. If nothing is moved into the BXVDB (BAE REG) vithin a tiweout
period the controller assumes zerces defaulting to 18 bit addressing
mode. The controller then negates TR and assembles one vord at a time
and, under DNA control, transfers them to wemory starting at the
address specified,

If non-existent wmemory is encountered during the transfer, the
operation is aborted. The Error and Done bits vill be asserted, MNXVES
bit 11 (NXM) will be set, and the MXVES vill be moved into the MNXVDB.
If enabled, an interrupt request vill be generasted.

¥hen all four vords have been transferred the Done bit is set and if
enabled, an interrupt request is genersted.







Section 4

Controller Operations

This tu&tian provides the user pertinent information concerning the
description and use of the controller functions. The functions covered
include: hnotrtrtgpinq. !bwnitting. fill/vrite operations, read/empty

operations, vrite current cantral, vrite precompensation, and pover
fail protection. V

,?:ms THE CONTROLI

‘1f thn bontntrap is enabled as described in Section 2.1.3, the
controller will respond to the standard bootstrap address 173000(8).
The controller is bootstrapped by typing 7730006 vhile in conscle ODT.

This causes a bus INIT and transfers progras execution to location
173000(8). An tltcrnntc method is to strap the LSI-11 processor to
pover up Mode 2. In this wode, vhen a pover up occurs, the processor
automatically starts execution at 173000(8).  Pover-up strapping

procedures for the LSI-11 processor can ho found in the Microcomputer
Practtnnr: Hnndheém;

To boot either L] single or double danaity dickette use the Ifolloving
procedure:

1. Pldce the diskette in drive 0.

2. 1f the processor is strapped for pover-up Node 2,
operate the INIT (boot) svitch or cycle DC power OFF
and ON.

3. 1If the processor is not strapped for pover up Mode 2
vhile in console ODT, type 773000G.

#*Published by Digital Equipwent Corporation. Maynard, Mass., 1979.
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4.1.1. str. ration

The bootstrap is not a standard RON program. It uses the controller’s
sicroprocessor to capture the bus; to read block 0 of the diskette into
semory starting at location O; and {finally to transfer program
execution to memory location O.

Any attempt to read location 173000(8) will result in a non-existent
memory trap. The controller only responds to this sddress immediately
sfter s bus INIT. For this reason the bootstrap is called
*transparent®. ¥Yhen the processor atteapts to fetch location 173000(8)
folloving a bus INIT, the controller responds by passing the processor
a "CLEAR RO® instruction. The processor clears RO and then attempts to
fetch location 173002(8). The controller passes the processor s °LOAD
INMMEDIATE® instruction vith Rl as the destination. The processor then
attempts to fetch the source operand from location 173004(8). The
controller passes the the device address 177170(8) if the standard
address is selected. The processor moves the address into Rl and then
attempts to fetch location 173006(8). The controller first ssserts a
Direct Memwory Access Request (DMR) then passes the processor a °*CLEAR
PC* instruction. Before the processor executes the instruction it
passes bus mastership to the controller. The controller woves a
*BRANCH TO CURRENT LOCATION" instruction (777(8)) into memory location
O under DMA control. When the controller releases bus mastership the
processor executes the *CLEAR PC®" instruction and, in 8o doing,
transfers program execution to location O. The processor. is thus
forced to loop at location O. The controller initiates a Read Status
function on drive 0 to determine diskette density. If the diskette is
gingle density the controller reads sectors 1,3,5, and 7 of track 1 of
drive O into locations 2 through 176, 200 through 376, 400 through 576,
and 600 through 776 respectively. 1If the diskette is double density
the controller reads sectors 1 and 3 of track 1 of drive O into
locations 2 through 376, and 400 through 776 respectively. Finally,
the controller DNA’s location O with a NOP dinstruction. (240(8))
alloving the processor to execute the system bootstrap. If there is no
digkette in drive O nothing will be transferred toc wemory and the
proceasor vill continue to loop at location O until halted.




The format command selects diskette density and unit. Table 4-1
lists the various comssmand vord formats.

e o e O A . - - - - - - - - -

i I Unit O i Hnit i |

l P T L L L R P T L L R T R T R R T T .

- | Single Density | 11¢8) i 31(8) |
| Double Density I 411(8) i 431(8) 1

Table 4-1: Comsmand VWord Formats
Figure 4-1 1llantrtttl s format subroutine. The <format cowsand is

loaded into MNXVCS. When TR is set, the keyvord 222(8) is loaded into
MXVDB. Qhun the diskette has been foraattcd a return is sade.
FORMAT:

MOV #11, CND s FORMAT

BIS DENS, CND sDENSITY

BIS URIT, CHMD - jUNIT

MOV CHMD, @#MXVCS = ;SELECT FUNCTION

JSR PC, TRWAIT $WAIT FOR TR

MOV #222, e#MXVDB 3 KEYWORD

JSR PC, DNWAIT sWAIT FOR DONE

TST @#NXVCS ;ERROR

BMI FRMERR ;BR IF SO

RTS PC ‘
FRHERR:

Figure 4-1: Format Subroutine

Alternatively a diskette can be formatted using conscle ODT. Open the
CS register and deposit the appropriste cossand. Then deposit the
format key vord 222(8) in the DB register. The folloving is an example
of formatting unit O in double density.

177170/ 004040 411 <LF>

1771727 000000 222 <CR>




4.2. FILL/VWRITE OPERATIONS

Figure 4-2 illustrates subroutines to vrite datas on s diskette vhich is
done by perforsing s fill buffer operation folloved by a write sector.

The Fill Buffer command, specifying single or double density is loaded
into the MNXVCS. ¥hen TR is set, the vord count is loaded into the
NXVDB. Vhen TR is again set, the bus address of the data is loaded
into the MXVDB., If 22 bit addressing is enabled TR or INIT ims set and
the extended address bits sre moved into the NXVDB. A return 4is wsade
vhen the controller’s sector buffer is filled. The ¥rite Sector
cosmand (specifying density and unit) is loaded into the MXVCS. Yhen
TR is set the sector address is loaded into the NXVDB. ¥hen TR is
again set, the track address is loaded into the HNXVDB. ¥hen the
contents of the controller’s sector buffer are wvritten at the selected
sector, a return ies wade.

FILLBF:
HOV #1, CHD sFILL BUFFER
BIS DENS, CMD sDENSITY -
MOV CHD, e#NMXVCS $SELECT FUNCTION
JSR PC, TRWAIT 3WAIT FOR TR
nov COUNT, e#MXVDB 1WORD COUNT
JSR PC, TRWAIT
MOV #BUFOUT, @#MXVDB 3 BUS ADDRESS OF DATA
JSR PC, TRINIT $WAIT FOR TR or INIT#
nov #EXTAD, @#HXVDB sEXTENDED ADDRESS BITS#»
JSR PC, DNWAIT s¥AIT FOR DONE
TST e#NXVCS s ERROR
BMI ERFIL sBR IF SO
RTS PC
ERFIL:
WSECT: :
MOV #3, CHD sWRITE, SECTOR
BIS DENS, CHD ;:DENSITY
'BIS UNIT, CMD sUNIT
MOV CHD, @#MXVCS $SELECT FUNCTION
JSR PC, TRWAIT sWAIT FOR TR
MOV SECTOR, €#MXVDB ;s SECTOR
JSR PC, TRWAIT
. (s} TRACK e#MXVDB s TRACK
JSR PC, DNWAIT sWAIT FOR DONE
TST Q#NHXVCS sERROR
BMI WSERR ;BR IF SO
RTS PC
WSERR:

#0nly required if 22 bit addressing is enabled!

Figure 4-2: V¥Write Data Subroutines




4.3. READ/EMPTY OPERATIONS

Fignr: 4-3 illustrates subroutines to read data fros a diskette which
is by pnrfar-&nc ] l!tﬂ Sector operation feliaa:d by an Empty
luif:r ‘operation.

The aaza Soctar cot-nnd (specifying density and unit) 4is loaded into
the NXVCS. When TR is set the sector address is loaded into the NXVDB.
Yhen TR is again met, the track address is loaded into the NMXVDB. When
the contents of the wselected sector are resd into the controller’s
ctctor hufftr, a return ia sade.

Tho tlgty Buffer ccnaanﬁ. specifying dnagity, i: loaded into the NXVCS.
Vhen TR is wset, the vord count is loaded into the MXVDB. ¥hen TR is
again set, the bus address of storage buffer is loaded into the NXVDB.
If 22 bit addressing is enabled TR or INIT is asserted and the extended
address bits are loaded into the MXVDB. A return is wmsade after the
contents of the controller’s buffer are transferred to the memory
storage buffer. :

RSECT: MOV #7, CHMD ;READ SECTOR
BIS  DENS, CMD ;DENSITY
BIS UNIT, CMD ;UNIT
MOV CHD, @#NDVCS sSELECT FUNCTION
JSR PC, TRWAIT $WAIT FOR TR
Hov SECTOR, @#MDVDB ; SECTOR
JSR PC, TRWAIT
nov TRACK, @#MXVDB s TRACK
JSR PC, DNWAIT sWAIT FOR DONE
TST *#NXVCS ;ERROR
BMI RSERR :+BR IF SO
RTS PC
RSERR:
ENPBF: MOV #3, CMD ;EMPTY BUFFER
BIS DENS, CMD sDENSITY
nov CHD, @#HMXVCS ;SELECT FUNCTION
JSR PC, TRWAIT ;WAIT FOR TR
MoV COUNT, @#MXVDB ;WORD COUNT
JSR PC, TRWAILIT
Kov #BUFFIN, @#MXVDB ;BUS ADDRESS FOR DATA
JSR PC, TRINIT. sWAIT FOR TR or INIT»
MoV #EXTAD, @#MXVDB ;EXTENDED ADDRESS BITS#
JSR PC, DNWAIT sWAIT FOR DONE
TST S#NXVCS ;ERROR
BNI ERENP sBR IF SO
RTS PC
ERENP:

#0Only required if 22 bit addressing is enabled!

Figure 4-3:

Read Data Subroutines




4.4. WRITE CURRENT CONTROL

The controller provides a write curent control signal (TG43) which is
asserted vhensver a track address grester than 43 is accessed.
Hovever, write current control is not used by most 3 1/4 inch floppy
drives. This signal is provided on pin 2 of the 50 pin ribbon
connector for the user option. :

4.3, FAIL PROT ,

The controller continuously wonitors both the BPOK and BDCOK bus
signals. Refer to the Nicrocomputer Processors Handbook for detailed
descriptions of these signals. ¥Yhen asserted, BPOK signals an

impending DC pover failure and guarantees 4ms of operation before BDCOK

is asserted and DC pover fails. Assertion of BDCOK indicates invalid
DC pover. This signal is hardvired in the controller as an interlock
on the ¥Write Gate signal. V¥hen BDCOK is asserted the VWrite Gate signal
is blocked and vrite operations are prevented.

Before initiating a vrite sequence, the controller interrogates the
BPOK line. If an iwmpending DC failure is indicated the operation is
aborted.




‘Section 5
Software Considerations

S. GENERAL

The MXV22M controller configured for 18-bit addressing can be used wvith
all softvare designed to communicate vith DEC’'s RXV2i controller. This
is of particular importance vhen using softvare not supported by the
driver changes presented in this section. This section describes the
changes required to RT-11 and RSX-11NM in order to take advantage of the
22-bit DMA support provided by the MXV22M controller. Once the changes
described in this section have been incorporated into the applicable
drivers the systea goftvare can be used vith the NMXV22M controller
configured in either 18-bit or 22-bit modes.

S.1. OPERATION USING RT-11

Operations involving the MXV22M controller are logically equivalent to
those of the RXIV2l except a wodified "DY" driver is required vhen
configured in 22-bit wode. Several techniques can be used to
incorporate the changes described in section 5.1.1; hovever the changes
cannot be performed on the *DY* via the MNSV22M controller vithout
attention to the enutdoa noted in section 5.

The NXV22M (and axnz: gantroller requirt; a different handler than the
pragrnuued 1/0 controllers. This nev handler is configured to utilize
the DMA transfer scheme of the controller. In addition, diskette
density is determined by the handler vithout system intervention,
alloving the use of either single or double density diskettes
interchangesbly.

Thie handler, ﬁeaignnted *DY* , is available in RT11-VO3B and luter
revisions.

Although esrlier versions of RT-11 can hu uitﬂ, only the changes to
V4.0 end VS.0/VS.1 are provided in this document. Changes to earlier
versions can be sccomplished using the methodology described here and
the judicious placement of similar code. Earlier version wvill also
require modification to the Bootstrap program BSTRAP,

4!




S.1.1. Modifying RX02 Driver for RT11

Changes listed in Appendix A and B are those required to wmodify DEC’s
V4.0 and/or V35.0/V5.1 RX0Z2 driver for operation vith the NXV22H
controller. Changes listed in the Appendix sre in a forsat expected by
the Source Language Patch program (SLP). Generate a file °*DYNXV.DIF"
using sn editor of your choice containing the appropriate changes
listed in the Appendix. Use the feolloving steps to include the
changes: s

+RUN SLP
#DYNXV=DY, DYNXV

NOTE

Changes to applicable drivers are identified by level
and/or version numbers. Be certain that the correct
level and/or version is being used as input to the
program SLP. ‘

The file DYMXV.MAC wvill contain the nev NXV22 compatible driver.
Assemble, link and install the nev driver using the method described in
your RT-11 Systews Generation Nanual.

S.2. QPERATION WITH LAYERED PRODUCTS

Using the driver modifications described for RT-11, layered products
such as TSX-Plua V3.01, and SHARE 11 can be used to provide 22-bit
system support with the NXV22 controller.

S.3. OPERATION WITH RSX11M

Extended address support provided by the HNXV22M controller is
incorporated by the DYDRV changes listed in Appendix E. An additional
change is required to the device data 1/0 structure. ‘The file
SYSTB. MAC created by Phase I of SYSGEN must be edited prior to assembly
and task building process. Characteristic vord one of the Unit Control
Block (UCB) must be edited to reflect 22-bit direct addressing support
for the DYDRV device. Refer to section 4 of the Guide to \Writing An
1/0 Driver for details. An alternate method of changing the UCB is to
use the utility Task/File Patch program ZAP. Use the RSX11N.MAP file
to locate the UCB entries ".DY0O®" and *.DY1". The fifth vord of these
tables should be amended to include the setting of bit 8:

LOCATION OLD VALUE NEW_VALUE
.DYO + 10 dddddd dddddd 1400
.DY1 + 10 dddddd = dddddd!400




S.3.1. Modifying RX02 Driver RSX11M

Changes to the RX02 driver program DYDRV.MNAC are provided in Appendix
c. The changes are referenced to the distributed Version 3.02.
Changes listed in Appendix C are in the format expected by the Source
Language Input Program (SLP). These change can be incorporated into
the standard driver using methods described in Section 17 of the RSX-11
Utilities Nanual.

S.4. TION WITH DEC ARE

The EXV22M Controller used in 18-bit mode emulates the operation of the
RXV21. This is particularly important vhen using prograss or systeas
that might require access to the RX02 type device.

NOTE
Operation of the XXDP Diagnostic progras require

that the HNXV22M be configured ¢o emulate the
RXV21 in 18-bit wode.

S.5. OPERATION WITH DEC DIAGNOSTIC

The NXV22M Controller operates vith the folloving DEC XXDP
Diagnostic programs:

1. CZRXDAO RX02 SS Perforsance Exercise.
2. CZRXDBO RX02 SS Performance Exerciser.
3. CZRXEAQ RX02 Formatter Program.

S5.5.1. Exceptions

The folloving changes to the DEC RX02 Diagostics wmay be
required vhen testing the NXV22 Controller.

Progras ZRXFAOQ

The vatchdog timeout interval for the set wmedia density
function may have to be increased vhen the processor is
an LSI 11/23 or the selected step rate is six (6)

williseconds.

LOCATION OLD VALUE NEW VALUE
002474 : 000004 000200
012152 000004 000200
032720 - 000004 000200
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Appendix A

The folloving changes are for incarporatiaq 22-bit support into RT-11
Version 4.0 of DY.NAC Edit Level 2 via the Source Language Patch
program (SLP):

-/.DRDEF/, , / 3} MXV22/
.MCALL .NTPS
-/.IIF NDF DYSDD/,, /;NXV22/
$22BIT = 1 $RENOVE THIS LINE TO DISABLE 22-BIT ABﬁRESSIiG
+IIF NDF $22BIT, #22BIT = O ,
.IF NE $22BIT
DYTYP=2000
. ENDC
-/@SHPPTR/+1,, / ; HXV22/
.IF EQ $22BIT
-/81S/,,/;8XV22/
. IFF
NOV @SP, -(SP)
ASL eSP
ASL eSP
HOov (SP)+, EXNBIT-1
SWAB eSP

BIC #4C<30000>, 5P
BIS (SP)+, R4

-/.ENDC/,, 1/ ; MXV22/
.ENDC
-/BUFRAD:/+3,, /; 8XV22/
.IF NE $22BIT ,
BIT #40000, RO $ BOUNDARY CROSSED?
BEQ as s BRANCH IF NOT
INCB EXNBIT
BIC #40000, RO sREMOVE BIT
-/.ENDC/, , / ; MXV22/
. ENDC
-/BPL DYERR2/, ., /; NXV22/
BPL Ss +BRIF DONE
.IF NE $22BIT
BIT #DYTYP, OR4 ‘$IN 22-BIT MODE
BEQ 68 3 BRIF NO
MOV EXNBIT-1,RO sEXTENDED ADDRESS BITS
CLRB RO s HOUSEKEEP
BIS RO, R3 3 INTO WORD COUNT REGISTER
68: :
. ENDC
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-/BPL  DYERR2/,.,/;NMXV22/

BPL 3¢ $BRIF DONE
. IF NE $22BIT
BIT #DYTYP, 0R4 s PROTOCOL CONPLETE
BNE 3
« IFTF
',mv RZ./,,/;‘an/
+IFT ;
.HTPS &0 sRESTORE STATUS
.ﬂbc
-/RTS/,, /s HXV22/
. IF NE $22BIT
3s: .NTPS  #340 $ BLOCK INTERRUPTS
. (1) R2, RS
NOVB  EXMBIT,R2
48: nov ¢R4, RO $GET STATUS
BIT #CSINITICSTR, RO ;WAIT READY/INIT
BNE 28 $LAST TRANSFER
BIT #CSDONE, RO $WAIT DONE
BEQ 49 $FOR ONE
LNTPS #0 $RESTORE STATUS
. IFTF '
Ss: JNP DYERR2
. IFT
.BYTE O
EXMBIT: .BYTE O ;EXTENDED MEMORY ADDR BITS
.ENDC
~/88:/+2,,/3;UXV22/
.IF NE $22BIT A |
BIT #DYTYP, €R4 $322-BIT CONTROLLER?
BEQ 228 ; IF EQUAL NO!
CLRB 23
22%:
.ENDC
-/M0V/,, /; MXV22/
.IF NE $22BIT
238: BR 9
JSR PC, WAIT ;ONE MORE TRANSFER FOR 22-BIT
CLR @RS
. ENDC

-/WAIT:/,., /3 MXV22/
WAIT: BIT #CSINITICSTR, @R4; TRANSFER?
BNE 11s
BITB #CSTRICSDONE, @R4; TRANSFER OR DONE?
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Appendix B

The folloving changes are for incorporating 22-bit support into RT-11
Version 5.0 or later of DY.MAC via the Source Language Patch prograa
(SLP):

-/.DRDEF/,, /;22-B1IT/

.HSALL . NTPS
-/DYSDD/, , /3 22-B1T/
$22BIT = 1  $REMOVE THIS LINE TO DISABLE 22-BIT ADDRESSING
.IIF NDF $22BIT, 822BIT =0 ;NO 22-BIT ADDRESSIRG
.IF NE $22BIT ‘
DYTYP = 2000 322-BIT CBHTROLLEﬁ uaaz
lm
. IIF NDF DYSDS, DY$DS = 0 3SINGLE HEADED FLOPPY DRIVE
.IIF NE DYSDS, DYeDS = 1 - $DOUBLE SIDED FLOPPY DRIVE
-/@SMPPTR/+1,, /;22-BIT/ ‘
.IF EQ $22BIT , s NOT A MXV22
-/BIS 35%/,,/;22-BIT/
. IFF s BXV22
NOv 5P, - (SP) s MAKE ANOTHER COPY
ASL esP ;POSITION ADDRESS INTO
ASL esP ;UPPER BYTE
Mov (SP)+, EXNBIT-1 ;ODD ADDRESS CAPTURES ODD BYTE
SWAB eSP ;POSITION BITS TO 12 AND 13
BIC #+C<30000>, eSP sISOLATE THENM
BIS {SP)+,R4 s INCLUDE IN COMMAND ¥ORD
. ENDC ‘
-/ADD  #10000/,, /3;22-BIT/
.IF NE $22BIT s MXV22
BIT #40000, RO ; BOUNDRY CROSSED?
BEQ as s BRANCH IF NOT
INCB EXNBIT D0 22-BIT ADDRESSING
BIC #40000, RO ;REMOVE BIT
. ENDC
-/BPL  DYERRZ2/,.,/322-B1Y/
BPL 58 ;BRIF DORE
.IF NE $22BIT ’ '
BIT #DYTYP, #R4 s ¥XV22 IR 22-BIT MODE
BEQ 68 $BRIF NO
MOV EXNBIT-1,RO sEXTENDED ADDRESS BITS
CLRB RO s HOUSEKEEP
BIS RO, R3 s INTO WORD COUNT REGISTER
68t
. ENDC
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-/BPL  DYERR2/,.,/;22-BIT/

BPL Se
.IF NE $22BIT
BIT #DYTYP, OR4
: BNE 3s
28:
.IFTF
-/M0Y R2,/,,/322-B1T/
.IFT
JHATPS  #0
.m
-.+1,,7;22-B1T1/
. IF NE 822BIT
3s: .NTPS #340

MOV R2, RS
MOVB EXNBIT, R2
48: MOV ®R4, RO
BIT #CSINITICSTR, RO

BNE 23
BIT #CSDONE, RO
BEQ 48
LHTPS  #0
«IFTF ‘
Ss: JHP DYERR2
« IFT
.BYTE O
EXMBIT: .BYTE O
. ENDC
-/88:/+2,,/3;22~BIT/
. IF NE $22BIT
BIT #DYTYP, €R4
BEQ 22¢
CLRB 238
228%:
. ENDC
-/M0V R2,/,,/7322-BIT/
.IF HE $22BIT
238: BR 9s
JSR PC, VAIT
CLR @RS
. ENDC
-/¥AXT:/,., /322-B1T/
YAIT: BIT #CSINITICSTR, R4
BNE iis

BITB  #CSTRICSDOME, OR4

3 BRIF DONE

s AXV22

3 PROTOCOL COMPLETE
sNO

JRESTORE SAVED STATUS

$BLOCK INTERRUPTS

$GET EXTENDED ADDRESS BITS
$GET STATUS

$VWAIT READY/INIT

sLAST TRANSFER

$¥WAIT DONE

;FOR ONE

$RESTORE STATUS

+GO PROCESS ERROR

;EXTENDED MEMORY ADDR. BITS
$322-BIT CONTROLLER?

3 IF EQUAL NO!

;ONE MORE TRANSFER FOR 22-BIT

s TRANSFER?

s TRANSFER OR DONE?

)



Appendix C

APPENDIX C

The folloving c!nnqn sre for incorporsting 22-Bit support for RSX-11M
into DYDRV.NMAC Version 3.02 via Source Language Input Program (SLP):

-/03.02/,,/;22-BIT/

nXvV22 = 0 ENABLE MXV22 CONDITIONAL CODE
-/SDEN/, , /;22-BIT/
ADREXT = 2000 3 22-BIT CONTROLLER BIT
-/MSSNGE/, , /322-BIT/ ,
.IF DF MNXV22
. IFF
-/.ENDC/, , /322-BIT/
. ENDC
- /MOSNGE/, , / ;22-BIT/
.IF DF NXV22
MOVE  U.BUF+1(RS),RO ; EXTENDED MEMORY BITS
ROR RO
ROR RO
MOVE RO, I.PRM+16(R1) ; SAVE BA18-BA21
.REPT 3
ROR RO
. ENDX

BIC #147777, R0 ISOLATE BA16 & BAL7
HOov RO, U. BUF(R3) 3 INITIALIZE CSR WORD

-

. IFF
-/ EﬂDC/. ’ /322‘811’
.ENDC
~/Ne8EXT/, , /;22-BIT/
.IF DF HMXvV22
. IFF
-/, mlp ’ 1522“31”
. ENDC
-/1408:/,,/;22-B1IT/
BIT #ADREXT, (R2) 3 22-BIT
BEQ 145¢
SWAB Rl 3 GET UPPER BYTE
BISB I.PRNM+16(R3),R1 ; SET BA 18-21
SWAB Rl 3 REPOSITION
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'/230‘3/,.,/22‘“’/

280%:
2818:

2838

2849
2858

BR
cnp
BEQ
BIT
BEQ
NTPS
MOV
BIT
BNE
BITB
BEQ
BMI
NTPS
BR
MOV
HOV

HTPS

2818

RO, #'1

283¢
#ADREXT, (R2)
2858

- #340

RO, RXDB(R2)
#TRIINIT, (R2)
2848
#TRIDOME, (R2)
283s

284¢

%0,

1608

I.PRN+16(R3),RO

RO, RXDB(R2)
#0

-/#10000/, , /;22-BIT/
.IF DF HNXV22
#40000, U. BUF(R3) ; CHECK FOR OVERFLOW

138

BIT
BEQ
BIC
INC

«ENDC

13s

3 TRACK NO. COULD BE 111
3 END REGISTER PROTOCOL
s IF EQ EXIT

3 22-BIT CONTROLLER ?

s IF EQ RO

333 BLOCK INTERRUPTS

333 BUFFER ADDRESS

333 READY FOR LAST WORD 1?

333 READY FOR LAST WORD ?
353

33

353

3+ ERROR, NO TRANSFER REQUEST
333 EXTEMDED ADDRESS BITS
3 OR 33; LOAD TRACK, BUFFER
333 ADDRESS, OR ASCII I

3} OR ;53

3 NOT YET

#40000, U. BUF(RS) ; HOUSEKEEP

I.PRN+16(R3)

3 UPDATE BA18-BA21




Appehdix F

The folloving changes are for iacdrpdrtting doﬁbxti,siéad support for
RSX-11M into DYDRV.MAC Version 3.02 via Source Language Input Program
(SLP):

-/03.02/,, /;22-B1T/
-/RSAE/,, /;2SIDED/ %
SSIDED = 20000 SECOND SIDE INDICATOR BIT (U.C¥W2)
-/DOUBLE/, , /3 281IDED/ ' ; o
DOUDOU = 1976. s DOUBLE SIDED & DOUBLE DENSITY
-/SDEN/, , /; 2SIDED/ ,
DSIDED = 1000 ; DOUBLE SIDED BIT (U.CW2)
-/CRCERR/, , /32515@[ : !
SIDES = 2 s+ DOUBLE SIDED MEDIA
-/2208:/,,/; 281DED/
BIT #SSIDED, U.CW2(RS) ; IS IT SECOND SIDE OPERATION?
BEQ 2258 ;s IF EQ NO
BIS #DSIDED, U. BUF(RS) ; USE SECOND SIDE
2258:
-/4208:/, .,/ ;2S1DED/

4208: BIC #SILOISCHARISSIDED!ERR], U. CW2(RS) ; CLEAR BITS
-/4408:/, ., /; 2SIDED/

H

RETRY WITH CORRECT DENSITY TO ENSURE VALID DISKETTE STATUS

- we

MOV #DEN, RO 3 CHANGE DENSITY FOR RETRY
XOR RO, U. CW2(RS) 3 SET UP DENSITY BIT IN U.CW2(RS)
BR DYSEC s TRY AGAIN

4408: BIC #SCHARIDEN!DSIDED, U.CW2(RS) ; CLEAR FLAGS
~/4508:/,.,/3;2S1DED/
450¢: BIT #SIDES, I.PRM+6(R1) ; IS IT DOUBLE SIDED?
BEQ 4558 s IF EQ NO
MOV #D0UDQU, U. CW3{(RS) 3 DOUBLE THE MAXINUM LBN’S
BIS #DSIDED, U.CW2(RS) ; SET THE DOUBLE SIDED BIT
455¢: MOV #1S.SUCE377, RO ; SET SUCCESS
-/4608:/,., /3 2SIDED/
4608%: BIT #DEN, U.CW2(RS) ; CHECK FOR CORRECT DENSITY

BEQ 4658 3 SINGLE DENSITY

BIS #SDEN, RO 3 SET UP DOUBLE DENSITY
]
4658: MOV RO, (R2) 3+ INITIATE FUNCTION

Si




-/56081/,.,/328IDED/
360s:  BIT #SIDES, 1. PRH+6(R1) ; IS IT DOUBLE SIDED?

BEQ 3638 ; IF G RO
~BIS #DSIDED, U. CW2(RS) ; SET DOUBLE SIDED BIT
- MOV - #DOUDOU, U. CW3(R3) 3+ DOUBLE NAX LBN’S

565s: MOV RO, I.PRN+10(R1) ; STORE LOGICAL SECTOR NUMBER
-/#INTEBL/, ., / 32SIDED/

-/MOVB/, , / 3 2SIDED/ ‘
BIS  INTEBL, (R2)  ; ENABLE INTERRUPTS

-/,#77. 1, /BH1/, / 3 2SIDED/ S

" CNP RO, #76. 3 IS IT SECOMD SIDE?

-/BITB/,, /;2SIDED/
BEQ  23¢ 3 IF EG NO, IT'S A LOGICAL BLOCK
CHP  #76.,RO 3 YES
BEQ  30s 3 IF EQ ALLOV ACCESS TO #76.
SUB  #77.,RO0 3 CHANGE SIDES - PHYBLK ACCESS
BR 258 3 CHANGE READ HEADS

23s: SUB  #76.,R0 3 ADJUST FOR SECOND SIDE

25¢:  BIT #DSIDED, U.CW2(RS) ; TWO SIDE MEDIA? i

-/BEQ/,, /; 2SIDED/
BIS #SSIDED, U.CW2(RS) ; SET HEAD 1 SELECT BIT

/
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